
RECEIVED: August 02, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Aurora Federal 7-27D-7-20 

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

UNDESIGNATED  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
AURORA (DEEP)  

6. NAME OF OPERATOR
BILL BARRETT CORP 

7. OPERATOR PHONE
303 312-8164 

8. ADDRESS OF OPERATOR
1099 18th Street Ste 2300, Denver, CO, 80202 

9. OPERATOR E-MAIL
BHilgers@billbarrettcorp.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-74417 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
Four Star Ranch, Inc. 

14. SURFACE OWNER PHONE (if box 12 = 'fee')
801-707-5120 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
davidyeaman@fiber.net 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL   2491 FEL  SWNE  27  7.0 S  20.0 E  S 

Top of Uppermost Producing Zone 1984 FNL   1984 FEL  SWNE  27  7.0 S  20.0 E  S 

At Total Depth 1980 FNL   1980 FEL  SWNE  27  7.0 S  20.0 E  S 

21. COUNTY
UINTAH  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
1980 

23. NUMBER OF ACRES IN DRILLING UNIT
40 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

5391 

26. PROPOSED DEPTH
MD: 10167     TVD: 10060 

27. ELEVATION - GROUND LEVEL

4795 

28. BOND NUMBER

WYB000040 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

49-2336 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Cond  26  16  0 -  80  65.0  Unknown  8.8  No Used  0  0.0  0.0

 Surf  12.25  9.625  0 - 2000  36.0   J-55 ST&C  8.8  Halliburton Light , Type Unknown  280  3.16  11.0

               Halliburton Premium , Type Unknown  210  1.36  14.8

 Prod  8.75  5.5  0 - 10167  17.0   P-110 LT&C  9.6  Unknown  770  2.31  11.0

               Unknown  1080  1.42  13.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher  TITLE Senior Permit Analyst  PHONE 303 312-8172 

SIGNATURE DATE 05/04/2012  EMAIL vlangmacher@billbarrettcorp.com 

API NUMBER ASSIGNED

    43047526420000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43047526420000API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Venessa Langmacher TITLE Senior Permit Analyst PHONE 303 312-8172

SIGNATURE DATE 05/04/2012 EMAIL vlangmacher@billbarrettcorp.com

API NUMBER ASSIGNED APPROVAL
43047526420000

Permit Manager

RECEIVED: August 02,

API Well Number: 43047526420000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anAdNUaM dReral
7-27D-7-20

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI UNDESIGNATED

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO AURORA(DEEP)

6. NAME OF OPERATOR 7. OPERATOR PHONE
BILLBARRETTCORP 303 312-8164

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1099 18th Street Ste 2300, Denver, CO, 80202 BHilgers@billbarrettcorp.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORSTATE)74417 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')
Four Star Ranch, Inc. 801-707-5120

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
8281 N Trails Drive, Park City, UT 84098 davidyeaman@fiber.net

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2495 FNL 2491 FEL SWNE 27 7.0 S 20.0 E S

Top of Uppermost Producing Zone 1984 FNL 1984 FEL SWNE 27 7.0 S 20.0 E S

At Total Depth 1980 FNL 1980 FEL SWNE 27 7.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 1980 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10167 TVD: 10060

5391

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4795 WYBOOOO40 49-2336

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 16 0 - 80 65.0 Unknown 8.8 No Used 0 0.0 0.0

12.25 9.625 0 - 2000 36.0 J-55 ST&C 8.8 Halliburton Light , Type Unknown 280 3.16 11.0

Halliburton Premium , Type Unknown 210 1.36 14.8

8.75 5.5 0 - 10167 17.0 P-110 LT&C 9.6 Unknown 770 2.31 11.0

Unknown 1080 1.42 13.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN
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RECEIVED: May 04, 2012

 

BILL BARRETT CORPORATION 

DRILLING PLAN 
 

Aurora Federal 7-27D-7-20 
SW NE, 2495’ FNL and 2491’ FEL, Section 27, T7S-R20E, SLB&M (surface hole) 

SW NE, 1980’ FNL and 1980’ FEL, Section 27, T7S-R20E, SLB&M (bottom hole) 

Uintah County, Utah 

 

 

1 - 2. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and 

Gas and Other Minerals 

    

Formation Depth – MD Depth - TVD 

Lower Green River* 5,591’ 5,485’ 

       Black Shale 6,666’ 6,560’ 

Wasatch* 7,666’ 7,560’ 

TD  10,167’ 10,060’ 

   *PROSPECTIVE PAY 

The Wasatch and the Lower Green River are primary objectives for oil/gas.   

         

   Base of Useable Water = 4,700’ 

 

3. BOP and Pressure Containment Data  

 

Depth Intervals BOP Equipment 

0 – 2,000’  No pressure control required 

2,000’ – TD  11” 5000# Ram Type BOP 

11” 5000# Annular BOP 

-  Drilling spool to accommodate choke and kill lines; 

-  Ancillary equipment and choke manifold rated at 5,000 psi.  All BOP and BOPE tests will be in    

   accordance with the requirements of onshore Order No. 2;   

-  The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in  

    advance of all BOP pressure tests.  

-  BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up   

   To operate most efficiently in this manner.    

             

4. Casing Program  

 

Hole Size SETTING DEPTH 

(FROM)      (TO) 

Casing 

Size 

Casing 

Weight 

Casing 

Grade 

 

Thread 

 

Condition 

26” Surface 80’ 16” 65#    

12 1/4”  Surface 2,000’ 9 5/8” 36# J or K 55 ST&C New 

8 ¾” Surface TD 5 ½” 17# P-110 LT&C New 

 

*The casing program is based on recent wells drilled by Axia in the immediate area. 

 

9-5/8” casing may be preset with a spudder rig.  If this occurs, the following equipment       

shall be in place and operational during air/gas drilling: 

 

- Properly lubricated and maintained rotating head 

- Spark arresters on engines or water cooled exhaust 

- Blooie line discharge 100 feet from well bore and securely anchored 

API Well Number: 43047526420000API Well Number: 43047526420000

BILL BARRETT CORPORATION
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RECEIVED: May 04, 2012

Bill Barrett Corporation 

Drilling Program 

Aurora Federal #7-27D-7-20 

Uintah County, Utah 

 

- Straight run on blooie line unless otherwise approved 

- Deduster equipment 

- All cuttings and circulating medium shall be directed into a reserve or blooie pit 

- Float valve above bit 

- Automatic igniter or continuous pilot light on the blooie line 

- Compressors located in the opposite direction from the blooie line a minimum of 100       

feet from the well bore 

- Mud circulating equipment, water, and mud materials (does not have to be premixed) 

sufficient to maintain the capacity of the hole and circulating tanks or pits  

  

5. Cementing Program    

 

16” Conductor Casing Grout 

9 5/8” Surface Casing Lead: 280 sx Halliburton Light Premium with additives 

mixed at 11.0 ppg (yield = 3.16 ft
3
/sx) circulated to surface 

with 75% excess.  TOC @ Surface 

Tail: 210 sx Halliburton Premium Plus cement with 

additives mixed at 14.8 ppg (yield = 1.36 ft
3
/sx), calculated 

hole volume with 75% excess.  TOC @ 1,500’ 

5 ½” Production Casing Lead: 770 sx Tuned Light cement with additives mixed at 

11.0 ppg (yield = 2.31 ft
3
/sx).  TOC @ 1,500’ 

Tail: 1080 sx Halliburton Econocem cement with additives 

mixed at 13.5 ppg (yield = 1.42 ft
3
/sx).   Top of cement to 

be determined by log and sample evaluation; estimated TOC 

@ 6,166’ 

 

6. Mud Program 

 

 Interval Weight Viscosity Fluid Loss 

(API filtrate) 

Remarks 

0’ – 80’ 8.3 – 8.8 26 – 36 NC Freshwater Spud Mud Fluid 

System 

80’ – 2,000’ 8.3 – 8.8  26 – 36 NC Freshwater Spud Mud Fluid 

System 

2,000’ – TD 8.6 – 9.6 42 – 52 20 cc or less DAP Polymer Fluid System 

Note:  Sufficient mud materials to maintain mud properties, control lost circulation and to contain 

“kicks” will be available at wellsite.  BBC may require minor amounts of diesel to be added to its 

fluid system in order to reduce torque and drag. 

 

7. Testing, Logging and Core Programs 

 

Cores None anticipated; 

Testing None anticipated; drill stem tests may be run on shows of interest; 

Sampling 30’ to 50’ samples; surface casing to TD.  Preserve samples all show intervals; 

Surveys MWD as needed to land wellbore; 

Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).  

FMI & Sonic Scanner to be run at geologist’s discretion.   

 

 

 

 

 

API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corporation
Drilling Program
Aurora Federal #7-27D-7-20
Uintah County, Utah

- Straight run on blooie line unless otherwise approved
- Deduster equipment
- All cuttings and circulating medium shall be directed into a reserve or blooie pit
- Float valve above bit
- Automatic igniter or continuous pilot light on the blooie line
- Compressors located in the opposite direction from the blooie line a minimum of 100
feet from the well bore
- Mud circulating equipment, water, and mud materials (does not have to be premixed)
sufficient to maintain the capacity of the hole and circulating tanks or pits

5. Cementing Program

16" Conductor Casing Grout
9 5/8" Surface Casing Lead: 280 sx Halliburton Light Premium with additives

mixed at 11.0 ppg (yield = 3.16 ft3/Sx) circulated to surface
with 75% excess. TOC @Surface
Tail: 210 sx Halliburton Premium Plus cement with
additives mixed at 14.8 ppg (yield = 1.36 ft3/Sx), calculated
hole volume with 75% excess. TOC @ 1,500'

5 ½" Production Casing Lead: 770 sx Tuned Light cement with additives mixed at
11.0 ppg (yield = 2.31 ft3/Sx). TOC @1,500'
Tail: 1080 sx Halliburton Econocem cement with additives
mixed at 13.5 ppg (yield = 1.42 ft3/Sx). Top of cement to
be determined by log and sample evaluation; estimated TOC
@6,166'

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0' - 80' 8.3 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

80' - 2,000' 8.3 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

2,000' - TD 8.6 - 9.6 42 - 52 20 cc or less DAP Polymer Fluid System
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce torque and drag.

7. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys MWD as needed to land wellbore;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).

FMI & Sonic Scanner to be run at geologist's discretion.
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8. Anticipated Abnormal Pressures or Temperatures 

 

No abnormal pressures or temperatures or other hazards are anticipated.   

 

Maximum anticipated bottom hole pressure equals approximately 5021 psi* and maximum 

anticipated surface pressure equals approximately 2808 psi** (bottom hole pressure minus the 

pressure of a partially evacuated hole calculated at 0.22 psi/foot). 

 

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure) 

**Maximum surface pressure = A – (0.22 x TD) 

 

9.  Auxiliary Equipment 

 

a) Upper kelly cock; lower Kelly cock will be installed while drilling 

b) Inside BOP or stab-in valve (available on rig floor) 

c) Safety valve(s) and subs to fit all string connections in use 

 Mud monitoring will be visually observed 

 

10. Location and Type of Water Supply 

  

Water for the drilling and completion will be trucked from the Green River located in Sec. 33, 

T8S-R20E. 

 

11.  Drilling Schedule 

 

 Location Construction: July 2012 

 Spud:   July 2012 

 Duration:  15 days drilling time 

    45 days completion time 
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50%

Total Depth:

OD of Casing:

Lead Yield:

Tail Volume: 274.0

ft
3
/sk # SK's Tail:

Lead Yield: 3.16

API Well Number: 43047526420000API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 A
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft /sk
% Excess 75%

Top of Lead O'

Tail Yield 1.36 ft /sk
% Excess 75%

Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,16T Lead Volume: 1767.9 A
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 A
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft
OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,

API Well Number: 43047526420000

AURORA CEMENT VOLUMES

Well Name: Aurora Federal 7-27D-7-20

Surface Hole Data: Calculated Data:

Total Depth: 2,000' Lead Volume: 822.1 ft
Top of Cement: 0' Lead Fill: 1,500'

OD of Hole: 12.250" Tail Volume: 274.0 ft

OD of Casing: 9.625" Tail Fill: 500'

Cement Data: Calculated # of Sacks:

Lead Yield 3.16 ft°/sk

% Excess 75%
Top of Lead O'

Tail Yield 1.36 ft°/sk

% Excess 75%
Top of Tail 1,500'

Production Hole Data: Calculated Data:

Total Depth: 10,167' Lead Volume: 1767.9 ft
Top of Cement: 1,500' Lead Fill: 4,666'

Top of Tail: 6,166' Tail Volume: 1516.1 ft
OD of Hole: 8.750" Tail Fill: 4,001'

OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

RECEIVED: May 04,



RECEIVED: May 04, 2012

Job Recommendation Surface Casing

Lead Cement - (1500' - 0')

Halliburton Light Premium Fluid Weight: lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: ft
3
/sk

0.25 lbm/sk Kwik Seal Total Mixing Fluid: Gal/sk

0.125 lbm/sk Poly-E-Flake Top of Fluid:

2.0% Bentonite Calculated Fill:

Volume: bbl

Proposed Sacks: sks

Tail Cement - (TD - 1500')

Premium Cement Fluid Weight: lbm/gal

2.0% Calcium Chloride Slurry Yield: ft
3
/sk

Total Mixing Fluid: Gal/sk

Top of Fluid:

Calculated Fill:

Volume: bbl

Proposed Sacks: sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')

Tuned Light
TM

 System Fluid Weight: lbm/gal

Slurry Yield: ft
3
/sk

Total Mixing Fluid: Gal/sk

Top of Fluid:

Calculated Fill:

Volume: bbl

Proposed Sacks: sks

Tail Cement - (10167' - 6166')

Econocem
TM

 System Fluid Weight: lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: ft
3
/sk

1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: Gal/sk

Top of Fluid:

Calculated Fill:

Volume: bbl

Proposed Sacks: sks

270.01

2.31

10.65

1,500'

4,666'

1080

1.42

6.61

6,166'

4,001'

314.85

770

13.5

210

14.8

Aurora Federal 7-27D-7-20 Proposed Cementing Program

1,500'

146.41

280

11.0

3.16

6.37

11.0

1,500'

1.36

0'

500'

48.80

19.48

API Well Number: 43047526420000API Well Number: 43047526420000

Aurora Federal 7-27D-7-20 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk

0.25 lbm/sk Kwik Seal Total Mixing Fluid: 19.48 Gal/sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk

Total Mixing Fluid: 6.37 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 314.85 bbl

Proposed Sacks: 770 sks

Tail Cement - (10167' - 6166')
EconocemTM System Fluid Weight: 13.5 lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk
1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk

Top of Fluid: 6, 166'
Calculated Fill: 4,001'

Volume: 270.01 bbl
Proposed Sacks: 1080 sks

RECEIVED: May 04,

API Well Number: 43047526420000

Aurora Federal 7-27D-7-20 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk
0.25 lbm/ sk Kwik Seal Total Mixing Fluid: 19.48 Gal/ sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk

Total Mixing Fluid: 6.37 Gal/ sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 314.85 bbl

Proposed Sacks: 770 sks

Tail Cement - (10167' - 6166')
EconocemTM System Fluid Weight: 13.5 lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk
1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk

Top of Fluid: 6,166'
Calculated Fill: 4,001'

Volume: 270.01 bbl
Proposed Sacks: 1080 sks

RECEIVED: May 04,

API Well Number: 43047526420000

Aurora Federal 7-27D-7-20 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk
0.25 lbm/ sk Kwik Seal Total Mixing Fluid: 19.48 Gal/ sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk

Total Mixing Fluid: 6.37 Gal/ sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 314.85 bbl

Proposed Sacks: 770 sks

Tail Cement - (10167' - 6166')
EconocemTM System Fluid Weight: 13.5 lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk
1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk

Top of Fluid: 6,166'
Calculated Fill: 4,001'

Volume: 270.01 bbl
Proposed Sacks: 1080 sks

RECEIVED: May 04,

API Well Number: 43047526420000

Aurora Federal 7-27D-7-20 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk
0.25 lbm/ sk Kwik Seal Total Mixing Fluid: 19.48 Gal/ sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk

Total Mixing Fluid: 6.37 Gal/ sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 314.85 bbl

Proposed Sacks: 770 sks

Tail Cement - (10167' - 6166')
EconocemTM System Fluid Weight: 13.5 lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk
1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk

Top of Fluid: 6,166'
Calculated Fill: 4,001'

Volume: 270.01 bbl
Proposed Sacks: 1080 sks

RECEIVED: May 04,

API Well Number: 43047526420000

Aurora Federal 7-27D-7-20 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk
0.25 lbm/ sk Kwik Seal Total Mixing Fluid: 19.48 Gal/ sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk

Total Mixing Fluid: 6.37 Gal/ sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 314.85 bbl

Proposed Sacks: 770 sks

Tail Cement - (10167' - 6166')
EconocemTM System Fluid Weight: 13.5 lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk
1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk

Top of Fluid: 6,166'
Calculated Fill: 4,001'

Volume: 270.01 bbl
Proposed Sacks: 1080 sks

RECEIVED: May 04,

API Well Number: 43047526420000

Aurora Federal 7-27D-7-20 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk
0.25 lbm/ sk Kwik Seal Total Mixing Fluid: 19.48 Gal/ sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk
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Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks
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T'7S, R20 E, S. L.B. &M BILL BARRETT CORPORATION
Well location, AURORA FEDERAL #7-27D-7-20,

ss935'26"E - 2674.8J' (Meas.) /VB931'28"W - 2658.94' (Meas.) located as shown in the SW 1/4 NE 1/4 of
ind/e Spin 1988 Brass Cop,

' Section 27, T7S, R20E, S.L.B.&M., Uintah County,
E/ush W/Ground Utah.

BASIS OF ELEVATION

BENCH MARK (38EAM) LOCATED IN THE SW 1/4 OF SECTION
9, T7S, R20E, S.L.B.&M. TAKEN FROM THE PELICAN LAKE, <0
QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
ELEVATION IS MARKED AS BEING 4942 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

1980'
AURORA FEDERAL
/7-27D-7-20
E/ev. Ungraded Ground = 4795' 2491'

No// r 1988 Bross Cop,
O.J' High, Steel
Post

o SCALE

CERTIFICATE L AND
THIS IS TO CERTIFY THAT THE ABOVE ED
FIELD NOTES OF ACTUAL SURVEYS M OR UNDE

LINE TABLE SUPERVISION AND THAT THE SAME A U O
L LINE BEARING LENGTH

°a BEST OF MY KNOWLEDGE AND BELIE

L1 N44°48'49"E 720.22'
REGIST DL DS OR

. REGISTR . 131spmove
SS7°25'E - 2678.28' (G.L.O.)

REVISED: 07-27-11 Z.L.
STATE O 7

1318SOS2'0(
L.O.) 1337-

' (G.L.O.3 UINTAH ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST - VERNAL UTAH 84078

(435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:
1" = 1000' 11-12-10 04-13-11

=
90° SYMBOL NAD 83 (TARGET BOTTOMHOLE) NAD 83 (SURFACE LOCATION) PART" REFERENCES

LATITUDE =
40°11'00.52" (40.183478) LATITUDE = 40 10'55.47" (40.182075)

A = PROPOSED WELL HEAD. LONGITUDE = 109'39'09.49" (109.652636) LONGITUDE =
109°39'16.03" (109.654453) B.B. T.A. S.L. G.L.O. PLAT

NAD 27 (TARGET BOTTOMHOLE) NAD 27 (SURFACE LOCATION) WEATHER FILE
A = SECTION CORNERS LOCATED. LATITUDE =

40°11'00.65" (40.183514) LATITUDE = 40'10'55.60" (40.182111) COOLLONGITUDE = 109'39'06.99" (109.651942) LONGITUDE =
109°39'13.53" (109.653758) BILL BARRETT
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BASIS OF ELEVATION

BENCH MARK (38EAM) LOCATED IN THE SW 1/4 OF SECTION
9, T7S, R20E, S.L.B.&M. TAKEN FROM THE PELICAN LAKE, <0
QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
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Aur Fed 7-27D PBHL
Aur Fed 7-27D TGR3

Start Build 2.00

Start 1083.8 hold at 3503.9 MD

Start Drop -2.00

Start 4575.0 hold at 5591.7 MD
TD at 10166.7

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0
2 2500.0 0.00 0.00 2500.0 0.0 0.0 0.00 0.00 0.0
3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3
6 10166.7 0.00 0.00 10060.0 511.2 507.5 0.00 0.00 720.3 Aur Fed 7-27D PBHL

CASING DETAILS

No casing data is available

Azimuths to True North
Magnetic North: 11.34°

Magnetic Field
Strength: 52582.2snT

Dip Angle: 66.03°
Date: 12/31/2009

Model: IGRF200510

T

M

FORMATION TOP DETAILS

TVDPath MDPath Formation
3800.0 3840.9 Green River

5485.0 5591.7 TGR3
6560.0 6666.7 Black Shale Facies
7560.0 7666.7 Wasatch

10060.0 10166.7 TD

COMPANY DETAILS: BILL BARRETT CORP

Calculation Method: Minimum Curvature
Error System: ISCWSA
Scan Method: Closest Approach 3D
Error Surface: Elliptical Conic

Warning Method: Error Ratio

SITE DETAILS: Aurora Federal 7-27D-7-20

SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

Site Centre Latitude: 40° 10' 55.600 N
Longitude: 109° 39' 13.529 W

Positional Uncertainity: 0.0
Convergence: 1.22

Local North: True

WELLBORE TARGET DETAILS (LAT/LONG)

Name TVD +N/-S +E/-W Latitude Longitude Shape
Aur Fed 7-27D TGR3 5485.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)
Aur Fed 7-27D PBHL 10060.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)

BHL 1980 FNL & 1980 FEL

API Well Number: 43047526420000API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
Site Centre Latitude: 40° 10' 55.600 N

Calculation Method: Minimum Curvature Longitude: 109° 39' 13.529 W
Error System: ISCWSA
Scan Method: Closest Approach 3D Positional Uncertainity: 0.0
Error Surface: Elliptical Conic Convergence: 1.22

Warning Method: Error Ratio Local North: True

WELLBORE TARGET DETAILS (LATILONG)

Name TVD +N/-S +El-W Latitude Longitude Shape
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Aur Fed 7-27D PBHL 10060.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)

SECTION DETAILS FORMATION TOP DETAILS

Sec MD Inc Azi TVD +N/-S +El-W DLeg TFace VSec Target TVDPath MDPath Formation
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0 3800.0 3840.9 Green River

2 2500.0 0.00 0.00 2500.0 0.0 0.0 0.00 0.00 0.0 5485.0 5591.7 TGR3
3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1 6560.0 6666.7 Black Shale Facies
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2 7560.0 7666.7 Wasatch
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3 10060.0 10166.7 TD
6 10166.7 0.00 0.00 10060.0 511.2 507.5 0.00 0.00 720.3 Aur Fed 7-27D PBHL

CASING DETAILS

No casing data is available 600
Aur Fed 7-27D PBH .
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RECEIVED: May 04,

API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL
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Site Centre Latitude: 40° 10' 55.600 N
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3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1 6560.0 6666.7 Black Shale Facies
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2 7560.0 7666.7 Wasatch
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3 10060.0 10166.7 TD
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API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
Site Centre Latitude: 40° 10' 55.600 N

Calculation Method: Minimum Curvature Longitude: 109° 39' 13.529 W
Error System: ISCWSA
Scan Method: Closest Approach 3D Positional Uncertainity: 0.0
Error Surface: Elliptical Conic Convergence: 1.22

Warning Method: Error Ratio Local North: True

WELLBORE TARGET DETAILS (LATILONG)
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API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
Site Centre Latitude: 40° 10' 55.600 N

Calculation Method: Minimum Curvature Longitude: 109° 39' 13.529 W
Error System: ISCWSA
Scan Method: Closest Approach 3D Positional Uncertainity: 0.0
Error Surface: Elliptical Conic Convergence: 1.22

Warning Method: Error Ratio Local North: True
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Aur Fed 7-27D PBHL 10060.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)

SECTION DETAILS FORMATION TOP DETAILS

Sec MD Inc Azi TVD +N/-S +El-W DLeg TFace VSec Target TVDPath MDPath Formation
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0 3800.0 3840.9 Green River

2 2500.0 0.00 0.00 2500.0 0.0 0.0 0.00 0.00 0.0 5485.0 5591.7 TGR3
3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1 6560.0 6666.7 Black Shale Facies
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2 7560.0 7666.7 Wasatch
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3 10060.0 10166.7 TD
6 10166.7 0.00 0.00 10060.0 511.2 507.5 0.00 0.00 720.3 Aur Fed 7-27D PBHL

CASING DETAILS

No casing data is available 600
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Vertical Section at 44.79° (2500 ft/in)

RECEIVED: May 04,

API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
Site Centre Latitude: 40° 10' 55.600 N

Calculation Method: Minimum Curvature Longitude: 109° 39' 13.529 W
Error System: ISCWSA
Scan Method: Closest Approach 3D Positional Uncertainity: 0.0
Error Surface: Elliptical Conic Convergence: 1.22

Warning Method: Error Ratio Local North: True

WELLBORE TARGET DETAILS (LATILONG)

Name TVD +N/-S +El-W Latitude Longitude Shape
Aur Fed 7-27D TGR3 5485.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)
Aur Fed 7-27D PBHL 10060.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)

SECTION DETAILS FORMATION TOP DETAILS

Sec MD Inc Azi TVD +N/-S +El-W DLeg TFace VSec Target TVDPath MDPath Formation
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0 3800.0 3840.9 Green River

2 2500.0 0.00 0.00 2500.0 0.0 0.0 0.00 0.00 0.0 5485.0 5591.7 TGR3
3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1 6560.0 6666.7 Black Shale Facies
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2 7560.0 7666.7 Wasatch
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3 10060.0 10166.7 TD
6 10166.7 0.00 0.00 10060.0 511.2 507.5 0.00 0.00 720.3 Aur Fed 7-27D PBHL
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RECEIVED: May 04,

API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
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Calculation Method: Minimum Curvature Longitude: 109° 39' 13.529 W
Error System: ISCWSA
Scan Method: Closest Approach 3D Positional Uncertainity: 0.0
Error Surface: Elliptical Conic Convergence: 1.22
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SECTION DETAILS FORMATION TOP DETAILS

Sec MD Inc Azi TVD +N/-S +El-W DLeg TFace VSec Target TVDPath MDPath Formation
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3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1 6560.0 6666.7 Black Shale Facies
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2 7560.0 7666.7 Wasatch
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3 10060.0 10166.7 TD
6 10166.7 0.00 0.00 10060.0 511.2 507.5 0.00 0.00 720.3 Aur Fed 7-27D PBHL

CASING DETAILS

No casing data is available 600
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Model: IGRF200510-3750 -2500 -1250 f) 1250 2500 3750 5000

Vertical Section at 44.79° (2500 ft/in)

RECEIVED: May 04,

API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
Site Centre Latitude: 40° 10' 55.600 N
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RECEIVED: May 04,

API We Number: 43047526420000
SITE DETAILS: Aurora Federal 7-27D-7-20

Bill Barrett Corporation
SECTION 27-T7S-R20E
2495 FNL & 2491 FEL

COMPANY DETAILS: BILL BARRETT CORP
Site Centre Latitude: 40° 10' 55.600 N

Calculation Method: Minimum Curvature Longitude: 109° 39' 13.529 W
Error System: ISCWSA
Scan Method: Closest Approach 3D Positional Uncertainity: 0.0
Error Surface: Elliptical Conic Convergence: 1.22

Warning Method: Error Ratio Local North: True

WELLBORE TARGET DETAILS (LATILONG)

Name TVD +N/-S +El-W Latitude Longitude Shape
Aur Fed 7-27D TGR3 5485.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)
Aur Fed 7-27D PBHL 10060.0 511.2 507.5 40° 11' 0.650 N 109° 39' 6.991 W Rectangle (Sides: L200.0 W200.0)

SECTION DETAILS FORMATION TOP DETAILS

Sec MD Inc Azi TVD +N/-S +El-W DLeg TFace VSec Target TVDPath MDPath Formation
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0 3800.0 3840.9 Green River

2 2500.0 0.00 0.00 2500.0 0.0 0.0 0.00 0.00 0.0 5485.0 5591.7 TGR3
3 3503.9 20.08 44.79 3483.5 123.6 122.7 2.00 44.79 174.1 6560.0 6666.7 Black Shale Facies
4 4587.8 20.08 44.79 4501.5 387.6 384.8 0.00 0.00 546.2 7560.0 7666.7 Wasatch
5 5591.7 0.00 0.00 5485.0 511.2 507.5 2.00 180.00 720.3 Aur Fed 7-27D TGR3 10060.0 10166.7 TD
6 10166.7 0.00 0.00 10060.0 511.2 507.5 0.00 0.00 720.3 Aur Fed 7-27D PBHL

CASING DETAILS

No casing data is available 600
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Bill Barrett Corp

Planning Report

Well Aurora Federal 7-27D-7-20Local Co-ordinate Reference:Database: Compass

KB @ 4811.0ft (Original Well Elev)TVD Reference:BILL BARRETT CORPCompany:

KB @ 4811.0ft (Original Well Elev)MD Reference:UINTAH COUNTYProject:

TrueNorth Reference:Aurora Federal 7-27D-7-20Site:

Minimum CurvatureSurvey Calculation Method:Aurora Federal 7-27D-7-20Well:

Plan #1Wellbore:

Design #1 3Aug2011Design:

Map System:

Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1927 (Exact solution)

NAD 1927 (NADCON CONUS)

UINTAH COUNTY

Utah North 4301

Ground Level

Site Position:

From:

Site

Latitude:

Longitude:

Position Uncertainty:

Northing:

Easting:

Grid Convergence:

Aurora Federal 7-27D-7-20, SECTION 27-T7S-R20E

ft

Lat/Long ft

ft

°1.22Slot Radius: "

-49,614.69

2,515,913.44

0.0

40° 10' 55.600 N

109° 39' 13.529 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

ft

+E/-W

+N/-S

Position Uncertainty

ft

ft

ftGround Level:

Aurora Federal 7-27D-7-20, 2495 FNL & 2491 FEL

-49,614.70

2,515,913.44

4,795.0Wellhead Elevation: ft0.0

40° 10' 55.599 N

109° 39' 13.529 W

0.0

0.0

ft

ft

Wellbore

Declination

(°)

Field Strength

(nT)

Sample Date Dip Angle

(°)

Plan #1

Model NameMagnetics

IGRF200510 12/31/2009 11.34 66.03 52,582

Phase:Version:

Audit Notes:

Design Design #1 3Aug2011

PLAN

Vertical Section: Depth From (TVD)

(ft)

+N/-S

(ft)

Direction

(°)

+E/-W

(ft)

Tie On Depth: 0.0

44.790.00.00.0

Inclination

(°)

Azimuth

(°)

+E/-W

(ft)

TFO

(°)

+N/-S

(ft)

Measured

Depth

(ft)

Vertical 

Depth

(ft)

Dogleg

Rate

(°/100ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Plan Sections

Target

0.000.000.000.000.00.00.00.000.000.0

0.000.000.000.000.00.02,500.00.000.002,500.0

44.790.002.002.00122.7123.63,483.544.7920.083,503.9

0.000.000.000.00384.8387.64,501.544.7920.084,587.8

180.000.00-2.002.00507.5511.25,485.00.000.005,591.7 Aur Fed 7-27D TGR3

0.000.000.000.00507.5511.210,060.00.000.0010,166.7 Aur Fed 7-27D PBHL
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API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.0ft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Project UINTAH COUNTY

Map System: US State Plane 1927 (Exact solution) System Datum: Ground Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah North 4301

Site Aurora Federal 7-27D-7-20, SECTION 27-T7S-R20E

Site Position: Northing: -49,614.69ft Latitude: 40° 10' 55.600 N
From: Lat/Long Easting: 2,515,913.44 ft Longitude: 109° 39' 13.529 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.22 °

Well Aurora Federal 7-27D-7-20, 2495 FNL & 2491 FEL

Well Position +NI-S 0.0 ft Northing: -49,614.70 ft Latitude: 40° 10' 55.599 N
+El-W 0.0 ft Easting: 2,515,913.44 ft Longitude: 109° 39' 13.529 W

Position Uncertainty 0.0 ft Wellhead Elevation: ft Ground Level: 4,795.0ft

Wellbore Plan #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF200510 12/31/2009 11.34 66.03 52,582

Design Design #1 3Aug2011

Audit Notes:

Version: Phase: PLAN Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction

0.0 0.0 0.0 44.79

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.00 0.00 0.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 2.00 2.00 0.00 44.79
4,587.8 20.08 44.79 4,501.5 387.6 384.8 0.00 0.00 0.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 2.00 -2.00 0.00 180.00 Aur Fed 7-27D TGR3

10,166.7 0.00 0.00 10,060.0 511.2 507.5 0.00 0.00 0.00 0.00 Aur Fed 7-27D PBHL
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5,591.7 0.00 0.00 5,485.0 511.2 507.5 2.00 -2.00 0.00 180.00 Aur Fed 7-27D TGR3

10,166.7 0.00 0.00 10,060.0 511.2 507.5 0.00 0.00 0.00 0.00 Aur Fed 7-27D PBHL
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Project UINTAH COUNTY

Map System: US State Plane 1927 (Exact solution) System Datum: Ground Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah North 4301

Site Aurora Federal 7-27D-7-20, SECTION 27-T7S-R20E

Site Position: Northing: -49,614.69ft Latitude: 40° 10' 55.600 N
From: Lat/Long Easting: 2,515,913.44ft Longitude: 109° 39' 13.529 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.22 °

Well Aurora Federal 7-27D-7-20, 2495 FNL & 2491 FEL

Well Position +NI-S 0.0 ft Northing: -49,614.70 ft Latitude: 40° 10' 55.599 N
+El-W 0.0 ft Easting: 2,515,913.44 ft Longitude: 109° 39' 13.529 W

Position Uncertainty 0.0 ft Wellhead Elevation: ft Ground Level: 4,795.Oft

Wellbore Plan #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2OO510 12/31/2009 11.34 66.03 52,582

Design Design #1 3Aug2011

Audit Notes:

Version: Phase: PLAN Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 44.79

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.00 0.00 0.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 2.00 2.00 0.00 44.79
4,587.8 20.08 44.79 4,501.5 387.6 384.8 0.00 0.00 0.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 2.00 -2.00 0.00 180.00 Aur Fed 7-27D TGR3

10,166.7 0.00 0.00 10,060.0 511.2 507.5 0.00 0.00 0.00 0.00 Aur Fed 7-27D PBHL
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Project UINTAH COUNTY

Map System: US State Plane 1927 (Exact solution) System Datum: Ground Level
Geo Datum: NAD 1927 (NADCON CONUS)

Map Zone: Utah North 4301

Site Aurora Federal 7-27D-7-20, SECTION 27-T7S-R20E

Site Position: Northing: -49,614.69ft Latitude: 40° 10' 55.600 N
From: Lat/Long Easting: 2,515,913.44ft Longitude: 109° 39' 13.529 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.22 °

Well Aurora Federal 7-27D-7-20, 2495 FNL & 2491 FEL

Well Position +NI-S 0.0 ft Northing: -49,614.70 ft Latitude: 40° 10' 55.599 N
+El-W 0.0 ft Easting: 2,515,913.44 ft Longitude: 109° 39' 13.529 W

Position Uncertainty 0.0 ft Wellhead Elevation: ft Ground Level: 4,795.Oft

Wellbore Plan #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2OO510 12/31/2009 11.34 66.03 52,582

Design Design #1 3Aug2011

Audit Notes:

Version: Phase: PLAN Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(ft) (ft) (ft) (°)

0.0 0.0 0.0 44.79

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO

(ft) (°) (°) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.00 0.00 0.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 2.00 2.00 0.00 44.79
4,587.8 20.08 44.79 4,501.5 387.6 384.8 0.00 0.00 0.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 2.00 -2.00 0.00 180.00 Aur Fed 7-27D TGR3

10,166.7 0.00 0.00 10,060.0 511.2 507.5 0.00 0.00 0.00 0.00 Aur Fed 7-27D PBHL
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RECEIVED: May 04,



RECEIVED: May 04, 2012

Bill Barrett Corp

Planning Report

Well Aurora Federal 7-27D-7-20Local Co-ordinate Reference:Database: Compass

KB @ 4811.0ft (Original Well Elev)TVD Reference:BILL BARRETT CORPCompany:

KB @ 4811.0ft (Original Well Elev)MD Reference:UINTAH COUNTYProject:

TrueNorth Reference:Aurora Federal 7-27D-7-20Site:

Minimum CurvatureSurvey Calculation Method:Aurora Federal 7-27D-7-20Well:

Plan #1Wellbore:

Design #1 3Aug2011Design:

Measured

Depth

(ft)

Inclination

(°)

Azimuth

(°)

+E/-W

(ft)

Vertical

Section

(ft)

Dogleg

Rate

(°/100ft)

+N/-S

(ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Planned Survey

Vertical 

Depth

(ft)

0.0 0.00 0.00 0.0 0.0 0.000.0 0.0  0.00  0.00

100.0 0.00 0.00 100.0 0.0 0.000.0 0.0  0.00  0.00

200.0 0.00 0.00 200.0 0.0 0.000.0 0.0  0.00  0.00

300.0 0.00 0.00 300.0 0.0 0.000.0 0.0  0.00  0.00

400.0 0.00 0.00 400.0 0.0 0.000.0 0.0  0.00  0.00

500.0 0.00 0.00 500.0 0.0 0.000.0 0.0  0.00  0.00

600.0 0.00 0.00 600.0 0.0 0.000.0 0.0  0.00  0.00

700.0 0.00 0.00 700.0 0.0 0.000.0 0.0  0.00  0.00

800.0 0.00 0.00 800.0 0.0 0.000.0 0.0  0.00  0.00

900.0 0.00 0.00 900.0 0.0 0.000.0 0.0  0.00  0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.000.0 0.0  0.00  0.00

1,100.0 0.00 0.00 1,100.0 0.0 0.000.0 0.0  0.00  0.00

1,200.0 0.00 0.00 1,200.0 0.0 0.000.0 0.0  0.00  0.00

1,300.0 0.00 0.00 1,300.0 0.0 0.000.0 0.0  0.00  0.00

1,400.0 0.00 0.00 1,400.0 0.0 0.000.0 0.0  0.00  0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.000.0 0.0  0.00  0.00

1,600.0 0.00 0.00 1,600.0 0.0 0.000.0 0.0  0.00  0.00

1,700.0 0.00 0.00 1,700.0 0.0 0.000.0 0.0  0.00  0.00

1,800.0 0.00 0.00 1,800.0 0.0 0.000.0 0.0  0.00  0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.000.0 0.0  0.00  0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.000.0 0.0  0.00  0.00

2,100.0 0.00 0.00 2,100.0 0.0 0.000.0 0.0  0.00  0.00

2,200.0 0.00 0.00 2,200.0 0.0 0.000.0 0.0  0.00  0.00

2,300.0 0.00 0.00 2,300.0 0.0 0.000.0 0.0  0.00  0.00

2,400.0 0.00 0.00 2,400.0 0.0 0.000.0 0.0  0.00  0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.000.0 0.0  0.00  0.00

2,600.0 2.00 44.79 2,600.0 1.7 2.001.2 1.2  2.00  0.00

2,700.0 4.00 44.79 2,699.8 7.0 2.005.0 4.9  2.00  0.00

2,800.0 6.00 44.79 2,799.5 15.7 2.0011.1 11.1  2.00  0.00

2,900.0 8.00 44.79 2,898.7 27.9 2.0019.8 19.6  2.00  0.00

3,000.0 10.00 44.79 2,997.5 43.5 2.0030.9 30.7  2.00  0.00

3,100.0 12.00 44.79 3,095.6 62.6 2.0044.4 44.1  2.00  0.00

3,200.0 14.00 44.79 3,193.1 85.1 2.0060.4 60.0  2.00  0.00

3,300.0 16.00 44.79 3,289.6 111.0 2.0078.8 78.2  2.00  0.00

3,400.0 18.00 44.79 3,385.3 140.2 2.0099.5 98.8  2.00  0.00

3,500.0 20.00 44.79 3,479.8 172.8 2.00122.6 121.7  2.00  0.00

3,503.9 20.08 44.79 3,483.5 174.1 2.00123.6 122.7  2.00  0.00

3,600.0 20.08 44.79 3,573.7 207.1 0.00147.0 145.9  0.00  0.00

3,700.0 20.08 44.79 3,667.7 241.4 0.00171.3 170.1  0.00  0.00

3,800.0 20.08 44.79 3,761.6 275.8 0.00195.7 194.3  0.00  0.00

3,840.9 20.08 44.79 3,800.0 289.8 0.00205.7 204.2  0.00  0.00

Green River

3,900.0 20.08 44.79 3,855.5 310.1 0.00220.1 218.5  0.00  0.00

4,000.0 20.08 44.79 3,949.4 344.4 0.00244.4 242.7  0.00  0.00

4,100.0 20.08 44.79 4,043.3 378.8 0.00268.8 266.8  0.00  0.00

4,200.0 20.08 44.79 4,137.3 413.1 0.00293.1 291.0  0.00  0.00

4,300.0 20.08 44.79 4,231.2 447.4 0.00317.5 315.2  0.00  0.00

4,400.0 20.08 44.79 4,325.1 481.7 0.00341.9 339.4  0.00  0.00

4,500.0 20.08 44.79 4,419.0 516.1 0.00366.2 363.6  0.00  0.00

4,587.8 20.08 44.79 4,501.5 546.2 0.00387.6 384.8  0.00  0.00

4,600.0 19.83 44.79 4,513.0 550.4 2.00390.6 387.8 -2.00  0.00

4,700.0 17.83 44.79 4,607.6 582.7 2.00413.5 410.5 -2.00  0.00

4,800.0 15.83 44.79 4,703.3 611.6 2.00434.0 430.9 -2.00  0.00

4,900.0 13.83 44.79 4,800.0 637.2 2.00452.2 449.0 -2.00  0.00
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API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.0ft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 2.00 44.79 2,600.0 1.2 1.2 1.7 2.00 2.00 0.00
2,700.0 4.00 44.79 2,699.8 5.0 4.9 7.0 2.00 2.00 0.00
2,800.0 6.00 44.79 2,799.5 11.1 11.1 15.7 2.00 2.00 0.00
2,900.0 8.00 44.79 2,898.7 19.8 19.6 27.9 2.00 2.00 0.00

3,000.0 10.00 44.79 2,997.5 30.9 30.7 43.5 2.00 2.00 0.00
3,100.0 12.00 44.79 3,095.6 44.4 44.1 62.6 2.00 2.00 0.00
3,200.0 14.00 44.79 3,193.1 60.4 60.0 85.1 2.00 2.00 0.00
3,300.0 16.00 44.79 3,289.6 78.8 78.2 111.0 2.00 2.00 0.00
3,400.0 18.00 44.79 3,385.3 99.5 98.8 140.2 2.00 2.00 0.00

3,500.0 20.00 44.79 3,479.8 122.6 121.7 172.8 2.00 2.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 174.1 2.00 2.00 0.00
3,600.0 20.08 44.79 3,573.7 147.0 145.9 207.1 0.00 0.00 0.00
3,700.0 20.08 44.79 3,667.7 171.3 170.1 241.4 0.00 0.00 0.00
3,800.0 20.08 44.79 3,761.6 195.7 194.3 275.8 0.00 0.00 0.00

3,840.9 20.08 44.79 3,800.0 205.7 204.2 289.8 0.00 0.00 0.00
Green River

3,900.0 20.08 44.79 3,855.5 220.1 218.5 310.1 0.00 0.00 0.00
4,000.0 20.08 44.79 3,949.4 244.4 242.7 344.4 0.00 0.00 0.00
4,100.0 20.08 44.79 4,043.3 268.8 266.8 378.8 0.00 0.00 0.00
4,200.0 20.08 44.79 4,137.3 293.1 291.0 413.1 0.00 0.00 0.00

4,300.0 20.08 44.79 4,231.2 317.5 315.2 447.4 0.00 0.00 0.00
4,400.0 20.08 44.79 4,325.1 341.9 339.4 481.7 0.00 0.00 0.00
4,500.0 20.08 44.79 4,419.0 366.2 363.6 516.1 0.00 0.00 0.00
4,587.8 20.08 44.79 4,501.5 387.6 384.8 546.2 0.00 0.00 0.00
4,600.0 19.83 44.79 4,513.0 390.6 387.8 550.4 2.00 -2.00 0.00

4,700.0 17.83 44.79 4,607.6 413.5 410.5 582.7 2.00 -2.00 0.00
4,800.0 15.83 44.79 4,703.3 434.0 430.9 611.6 2.00 -2.00 0.00
4,900.0 13.83 44.79 4,800.0 452.2 449.0 637.2 2.00 -2.00 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 2.00 44.79 2,600.0 1.2 1.2 1.7 2.00 2.00 0.00
2,700.0 4.00 44.79 2,699.8 5.0 4.9 7.0 2.00 2.00 0.00
2,800.0 6.00 44.79 2,799.5 11.1 11.1 15.7 2.00 2.00 0.00
2,900.0 8.00 44.79 2,898.7 19.8 19.6 27.9 2.00 2.00 0.00

3,000.0 10.00 44.79 2,997.5 30.9 30.7 43.5 2.00 2.00 0.00
3,100.0 12.00 44.79 3,095.6 44.4 44.1 62.6 2.00 2.00 0.00
3,200.0 14.00 44.79 3,193.1 60.4 60.0 85.1 2.00 2.00 0.00
3,300.0 16.00 44.79 3,289.6 78.8 78.2 111.0 2.00 2.00 0.00
3,400.0 18.00 44.79 3,385.3 99.5 98.8 140.2 2.00 2.00 0.00

3,500.0 20.00 44.79 3,479.8 122.6 121.7 172.8 2.00 2.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 174.1 2.00 2.00 0.00
3,600.0 20.08 44.79 3,573.7 147.0 145.9 207.1 0.00 0.00 0.00
3,700.0 20.08 44.79 3,667.7 171.3 170.1 241.4 0.00 0.00 0.00
3,800.0 20.08 44.79 3,761.6 195.7 194.3 275.8 0.00 0.00 0.00

3,840.9 20.08 44.79 3,800.0 205.7 204.2 289.8 0.00 0.00 0.00
Green River
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0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 2.00 44.79 2,600.0 1.2 1.2 1.7 2.00 2.00 0.00
2,700.0 4.00 44.79 2,699.8 5.0 4.9 7.0 2.00 2.00 0.00
2,800.0 6.00 44.79 2,799.5 11.1 11.1 15.7 2.00 2.00 0.00
2,900.0 8.00 44.79 2,898.7 19.8 19.6 27.9 2.00 2.00 0.00

3,000.0 10.00 44.79 2,997.5 30.9 30.7 43.5 2.00 2.00 0.00
3,100.0 12.00 44.79 3,095.6 44.4 44.1 62.6 2.00 2.00 0.00
3,200.0 14.00 44.79 3,193.1 60.4 60.0 85.1 2.00 2.00 0.00
3,300.0 16.00 44.79 3,289.6 78.8 78.2 111.0 2.00 2.00 0.00
3,400.0 18.00 44.79 3,385.3 99.5 98.8 140.2 2.00 2.00 0.00

3,500.0 20.00 44.79 3,479.8 122.6 121.7 172.8 2.00 2.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 174.1 2.00 2.00 0.00
3,600.0 20.08 44.79 3,573.7 147.0 145.9 207.1 0.00 0.00 0.00
3,700.0 20.08 44.79 3,667.7 171.3 170.1 241.4 0.00 0.00 0.00
3,800.0 20.08 44.79 3,761.6 195.7 194.3 275.8 0.00 0.00 0.00

3,840.9 20.08 44.79 3,800.0 205.7 204.2 289.8 0.00 0.00 0.00
Green River

3,900.0 20.08 44.79 3,855.5 220.1 218.5 310.1 0.00 0.00 0.00
4,000.0 20.08 44.79 3,949.4 244.4 242.7 344.4 0.00 0.00 0.00
4,100.0 20.08 44.79 4,043.3 268.8 266.8 378.8 0.00 0.00 0.00
4,200.0 20.08 44.79 4,137.3 293.1 291.0 413.1 0.00 0.00 0.00

4,300.0 20.08 44.79 4,231.2 317.5 315.2 447.4 0.00 0.00 0.00
4,400.0 20.08 44.79 4,325.1 341.9 339.4 481.7 0.00 0.00 0.00
4,500.0 20.08 44.79 4,419.0 366.2 363.6 516.1 0.00 0.00 0.00
4,587.8 20.08 44.79 4,501.5 387.6 384.8 546.2 0.00 0.00 0.00
4,600.0 19.83 44.79 4,513.0 390.6 387.8 550.4 2.00 -2.00 0.00

4,700.0 17.83 44.79 4,607.6 413.5 410.5 582.7 2.00 -2.00 0.00
4,800.0 15.83 44.79 4,703.3 434.0 430.9 611.6 2.00 -2.00 0.00
4,900.0 13.83 44.79 4,800.0 452.2 449.0 637.2 2.00 -2.00 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 2.00 44.79 2,600.0 1.2 1.2 1.7 2.00 2.00 0.00
2,700.0 4.00 44.79 2,699.8 5.0 4.9 7.0 2.00 2.00 0.00
2,800.0 6.00 44.79 2,799.5 11.1 11.1 15.7 2.00 2.00 0.00
2,900.0 8.00 44.79 2,898.7 19.8 19.6 27.9 2.00 2.00 0.00

3,000.0 10.00 44.79 2,997.5 30.9 30.7 43.5 2.00 2.00 0.00
3,100.0 12.00 44.79 3,095.6 44.4 44.1 62.6 2.00 2.00 0.00
3,200.0 14.00 44.79 3,193.1 60.4 60.0 85.1 2.00 2.00 0.00
3,300.0 16.00 44.79 3,289.6 78.8 78.2 111.0 2.00 2.00 0.00
3,400.0 18.00 44.79 3,385.3 99.5 98.8 140.2 2.00 2.00 0.00

3,500.0 20.00 44.79 3,479.8 122.6 121.7 172.8 2.00 2.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 174.1 2.00 2.00 0.00
3,600.0 20.08 44.79 3,573.7 147.0 145.9 207.1 0.00 0.00 0.00
3,700.0 20.08 44.79 3,667.7 171.3 170.1 241.4 0.00 0.00 0.00
3,800.0 20.08 44.79 3,761.6 195.7 194.3 275.8 0.00 0.00 0.00

3,840.9 20.08 44.79 3,800.0 205.7 204.2 289.8 0.00 0.00 0.00
Green River

3,900.0 20.08 44.79 3,855.5 220.1 218.5 310.1 0.00 0.00 0.00
4,000.0 20.08 44.79 3,949.4 244.4 242.7 344.4 0.00 0.00 0.00
4,100.0 20.08 44.79 4,043.3 268.8 266.8 378.8 0.00 0.00 0.00
4,200.0 20.08 44.79 4,137.3 293.1 291.0 413.1 0.00 0.00 0.00

4,300.0 20.08 44.79 4,231.2 317.5 315.2 447.4 0.00 0.00 0.00
4,400.0 20.08 44.79 4,325.1 341.9 339.4 481.7 0.00 0.00 0.00
4,500.0 20.08 44.79 4,419.0 366.2 363.6 516.1 0.00 0.00 0.00
4,587.8 20.08 44.79 4,501.5 387.6 384.8 546.2 0.00 0.00 0.00
4,600.0 19.83 44.79 4,513.0 390.6 387.8 550.4 2.00 -2.00 0.00

4,700.0 17.83 44.79 4,607.6 413.5 410.5 582.7 2.00 -2.00 0.00
4,800.0 15.83 44.79 4,703.3 434.0 430.9 611.6 2.00 -2.00 0.00
4,900.0 13.83 44.79 4,800.0 452.2 449.0 637.2 2.00 -2.00 0.00
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API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00
1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00
2,300.0 0.00 0.00 2,300.0 0.0 0.0 0.0 0.00 0.00 0.00
2,400.0 0.00 0.00 2,400.0 0.0 0.0 0.0 0.00 0.00 0.00

2,500.0 0.00 0.00 2,500.0 0.0 0.0 0.0 0.00 0.00 0.00
2,600.0 2.00 44.79 2,600.0 1.2 1.2 1.7 2.00 2.00 0.00
2,700.0 4.00 44.79 2,699.8 5.0 4.9 7.0 2.00 2.00 0.00
2,800.0 6.00 44.79 2,799.5 11.1 11.1 15.7 2.00 2.00 0.00
2,900.0 8.00 44.79 2,898.7 19.8 19.6 27.9 2.00 2.00 0.00

3,000.0 10.00 44.79 2,997.5 30.9 30.7 43.5 2.00 2.00 0.00
3,100.0 12.00 44.79 3,095.6 44.4 44.1 62.6 2.00 2.00 0.00
3,200.0 14.00 44.79 3,193.1 60.4 60.0 85.1 2.00 2.00 0.00
3,300.0 16.00 44.79 3,289.6 78.8 78.2 111.0 2.00 2.00 0.00
3,400.0 18.00 44.79 3,385.3 99.5 98.8 140.2 2.00 2.00 0.00

3,500.0 20.00 44.79 3,479.8 122.6 121.7 172.8 2.00 2.00 0.00
3,503.9 20.08 44.79 3,483.5 123.6 122.7 174.1 2.00 2.00 0.00
3,600.0 20.08 44.79 3,573.7 147.0 145.9 207.1 0.00 0.00 0.00
3,700.0 20.08 44.79 3,667.7 171.3 170.1 241.4 0.00 0.00 0.00
3,800.0 20.08 44.79 3,761.6 195.7 194.3 275.8 0.00 0.00 0.00

3,840.9 20.08 44.79 3,800.0 205.7 204.2 289.8 0.00 0.00 0.00
Green River

3,900.0 20.08 44.79 3,855.5 220.1 218.5 310.1 0.00 0.00 0.00
4,000.0 20.08 44.79 3,949.4 244.4 242.7 344.4 0.00 0.00 0.00
4,100.0 20.08 44.79 4,043.3 268.8 266.8 378.8 0.00 0.00 0.00
4,200.0 20.08 44.79 4,137.3 293.1 291.0 413.1 0.00 0.00 0.00

4,300.0 20.08 44.79 4,231.2 317.5 315.2 447.4 0.00 0.00 0.00
4,400.0 20.08 44.79 4,325.1 341.9 339.4 481.7 0.00 0.00 0.00
4,500.0 20.08 44.79 4,419.0 366.2 363.6 516.1 0.00 0.00 0.00
4,587.8 20.08 44.79 4,501.5 387.6 384.8 546.2 0.00 0.00 0.00
4,600.0 19.83 44.79 4,513.0 390.6 387.8 550.4 2.00 -2.00 0.00

4,700.0 17.83 44.79 4,607.6 413.5 410.5 582.7 2.00 -2.00 0.00
4,800.0 15.83 44.79 4,703.3 434.0 430.9 611.6 2.00 -2.00 0.00
4,900.0 13.83 44.79 4,800.0 452.2 449.0 637.2 2.00 -2.00 0.00
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RECEIVED: May 04, 2012

Bill Barrett Corp

Planning Report

Well Aurora Federal 7-27D-7-20Local Co-ordinate Reference:Database: Compass

KB @ 4811.0ft (Original Well Elev)TVD Reference:BILL BARRETT CORPCompany:

KB @ 4811.0ft (Original Well Elev)MD Reference:UINTAH COUNTYProject:

TrueNorth Reference:Aurora Federal 7-27D-7-20Site:

Minimum CurvatureSurvey Calculation Method:Aurora Federal 7-27D-7-20Well:

Plan #1Wellbore:

Design #1 3Aug2011Design:

Measured

Depth

(ft)

Inclination

(°)

Azimuth

(°)

+E/-W

(ft)

Vertical

Section

(ft)

Dogleg

Rate

(°/100ft)

+N/-S

(ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Planned Survey

Vertical 

Depth

(ft)

5,000.0 11.83 44.79 4,897.5 659.4 2.00468.0 464.6 -2.00  0.00

5,100.0 9.83 44.79 4,995.7 678.2 2.00481.3 477.8 -2.00  0.00

5,200.0 7.83 44.79 5,094.5 693.6 2.00492.2 488.7 -2.00  0.00

5,300.0 5.83 44.79 5,193.8 705.5 2.00500.7 497.1 -2.00  0.00

5,400.0 3.83 44.79 5,293.4 713.9 2.00506.6 503.0 -2.00  0.00

5,500.0 1.83 44.79 5,393.3 718.9 2.00510.1 506.5 -2.00  0.00

5,591.7 0.00 0.00 5,485.0 720.3 2.00511.2 507.5 -2.00 -48.84

TGR3 - Aur Fed 7-27D TGR3

5,600.0 0.00 0.00 5,493.3 720.3 0.00511.2 507.5  0.00  0.00

5,700.0 0.00 0.00 5,593.3 720.3 0.00511.2 507.5  0.00  0.00

5,800.0 0.00 0.00 5,693.3 720.3 0.00511.2 507.5  0.00  0.00

5,900.0 0.00 0.00 5,793.3 720.3 0.00511.2 507.5  0.00  0.00

6,000.0 0.00 0.00 5,893.3 720.3 0.00511.2 507.5  0.00  0.00

6,100.0 0.00 0.00 5,993.3 720.3 0.00511.2 507.5  0.00  0.00

6,200.0 0.00 0.00 6,093.3 720.3 0.00511.2 507.5  0.00  0.00

6,300.0 0.00 0.00 6,193.3 720.3 0.00511.2 507.5  0.00  0.00

6,400.0 0.00 0.00 6,293.3 720.3 0.00511.2 507.5  0.00  0.00

6,500.0 0.00 0.00 6,393.3 720.3 0.00511.2 507.5  0.00  0.00

6,600.0 0.00 0.00 6,493.3 720.3 0.00511.2 507.5  0.00  0.00

6,666.7 0.00 0.00 6,560.0 720.3 0.00511.2 507.5  0.00  0.00

Black Shale Facies

6,700.0 0.00 0.00 6,593.3 720.3 0.00511.2 507.5  0.00  0.00

6,800.0 0.00 0.00 6,693.3 720.3 0.00511.2 507.5  0.00  0.00

6,900.0 0.00 0.00 6,793.3 720.3 0.00511.2 507.5  0.00  0.00

7,000.0 0.00 0.00 6,893.3 720.3 0.00511.2 507.5  0.00  0.00

7,100.0 0.00 0.00 6,993.3 720.3 0.00511.2 507.5  0.00  0.00

7,200.0 0.00 0.00 7,093.3 720.3 0.00511.2 507.5  0.00  0.00

7,300.0 0.00 0.00 7,193.3 720.3 0.00511.2 507.5  0.00  0.00

7,400.0 0.00 0.00 7,293.3 720.3 0.00511.2 507.5  0.00  0.00

7,500.0 0.00 0.00 7,393.3 720.3 0.00511.2 507.5  0.00  0.00

7,600.0 0.00 0.00 7,493.3 720.3 0.00511.2 507.5  0.00  0.00

7,666.7 0.00 0.00 7,560.0 720.3 0.00511.2 507.5  0.00  0.00

Wasatch

7,700.0 0.00 0.00 7,593.3 720.3 0.00511.2 507.5  0.00  0.00

7,800.0 0.00 0.00 7,693.3 720.3 0.00511.2 507.5  0.00  0.00

7,900.0 0.00 0.00 7,793.3 720.3 0.00511.2 507.5  0.00  0.00

8,000.0 0.00 0.00 7,893.3 720.3 0.00511.2 507.5  0.00  0.00

8,100.0 0.00 0.00 7,993.3 720.3 0.00511.2 507.5  0.00  0.00

8,200.0 0.00 0.00 8,093.3 720.3 0.00511.2 507.5  0.00  0.00

8,300.0 0.00 0.00 8,193.3 720.3 0.00511.2 507.5  0.00  0.00

8,400.0 0.00 0.00 8,293.3 720.3 0.00511.2 507.5  0.00  0.00

8,500.0 0.00 0.00 8,393.3 720.3 0.00511.2 507.5  0.00  0.00

8,600.0 0.00 0.00 8,493.3 720.3 0.00511.2 507.5  0.00  0.00

8,700.0 0.00 0.00 8,593.3 720.3 0.00511.2 507.5  0.00  0.00

8,800.0 0.00 0.00 8,693.3 720.3 0.00511.2 507.5  0.00  0.00

8,900.0 0.00 0.00 8,793.3 720.3 0.00511.2 507.5  0.00  0.00

9,000.0 0.00 0.00 8,893.3 720.3 0.00511.2 507.5  0.00  0.00

9,100.0 0.00 0.00 8,993.3 720.3 0.00511.2 507.5  0.00  0.00

9,200.0 0.00 0.00 9,093.3 720.3 0.00511.2 507.5  0.00  0.00

9,300.0 0.00 0.00 9,193.3 720.3 0.00511.2 507.5  0.00  0.00

9,400.0 0.00 0.00 9,293.3 720.3 0.00511.2 507.5  0.00  0.00

9,500.0 0.00 0.00 9,393.3 720.3 0.00511.2 507.5  0.00  0.00

9,600.0 0.00 0.00 9,493.3 720.3 0.00511.2 507.5  0.00  0.00

8/3/2011  1:46:33PM COMPASS 2003.21 Build 25 Page 4

API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.0ft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft)

5,000.0 11.83 44.79 4,897.5 468.0 464.6 659.4 2.00 -2.00 0.00
5,100.0 9.83 44.79 4,995.7 481.3 477.8 678.2 2.00 -2.00 0.00

5,200.0 7.83 44.79 5,094.5 492.2 488.7 693.6 2.00 -2.00 0.00
5,300.0 5.83 44.79 5,193.8 500.7 497.1 705.5 2.00 -2.00 0.00
5,400.0 3.83 44.79 5,293.4 506.6 503.0 713.9 2.00 -2.00 0.00
5,500.0 1.83 44.79 5,393.3 510.1 506.5 718.9 2.00 -2.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 720.3 2.00 -2.00 -48.84

TGR3 - Aur Fed 7-27D TGR3

5,600.0 0.00 0.00 5,493.3 511.2 507.5 720.3 0.00 0.00 0.00
5,700.0 0.00 0.00 5,593.3 511.2 507.5 720.3 0.00 0.00 0.00
5,800.0 0.00 0.00 5,693.3 511.2 507.5 720.3 0.00 0.00 0.00
5,900.0 0.00 0.00 5,793.3 511.2 507.5 720.3 0.00 0.00 0.00
6,000.0 0.00 0.00 5,893.3 511.2 507.5 720.3 0.00 0.00 0.00

6,100.0 0.00 0.00 5,993.3 511.2 507.5 720.3 0.00 0.00 0.00
6,200.0 0.00 0.00 6,093.3 511.2 507.5 720.3 0.00 0.00 0.00
6,300.0 0.00 0.00 6,193.3 511.2 507.5 720.3 0.00 0.00 0.00
6,400.0 0.00 0.00 6,293.3 511.2 507.5 720.3 0.00 0.00 0.00
6,500.0 0.00 0.00 6,393.3 511.2 507.5 720.3 0.00 0.00 0.00

6,600.0 0.00 0.00 6,493.3 511.2 507.5 720.3 0.00 0.00 0.00
6,666.7 0.00 0.00 6,560.0 511.2 507.5 720.3 0.00 0.00 0.00

Black Shale Facies
6,700.0 0.00 0.00 6,593.3 511.2 507.5 720.3 0.00 0.00 0.00
6,800.0 0.00 0.00 6,693.3 511.2 507.5 720.3 0.00 0.00 0.00
6,900.0 0.00 0.00 6,793.3 511.2 507.5 720.3 0.00 0.00 0.00

7,000.0 0.00 0.00 6,893.3 511.2 507.5 720.3 0.00 0.00 0.00
7,100.0 0.00 0.00 6,993.3 511.2 507.5 720.3 0.00 0.00 0.00
7,200.0 0.00 0.00 7,093.3 511.2 507.5 720.3 0.00 0.00 0.00
7,300.0 0.00 0.00 7,193.3 511.2 507.5 720.3 0.00 0.00 0.00
7,400.0 0.00 0.00 7,293.3 511.2 507.5 720.3 0.00 0.00 0.00

7,500.0 0.00 0.00 7,393.3 511.2 507.5 720.3 0.00 0.00 0.00
7,600.0 0.00 0.00 7,493.3 511.2 507.5 720.3 0.00 0.00 0.00
7,666.7 0.00 0.00 7,560.0 511.2 507.5 720.3 0.00 0.00 0.00

Wasatch
7,700.0 0.00 0.00 7,593.3 511.2 507.5 720.3 0.00 0.00 0.00
7,800.0 0.00 0.00 7,693.3 511.2 507.5 720.3 0.00 0.00 0.00

7,900.0 0.00 0.00 7,793.3 511.2 507.5 720.3 0.00 0.00 0.00
8,000.0 0.00 0.00 7,893.3 511.2 507.5 720.3 0.00 0.00 0.00
8,100.0 0.00 0.00 7,993.3 511.2 507.5 720.3 0.00 0.00 0.00
8,200.0 0.00 0.00 8,093.3 511.2 507.5 720.3 0.00 0.00 0.00
8,300.0 0.00 0.00 8,193.3 511.2 507.5 720.3 0.00 0.00 0.00

8,400.0 0.00 0.00 8,293.3 511.2 507.5 720.3 0.00 0.00 0.00
8,500.0 0.00 0.00 8,393.3 511.2 507.5 720.3 0.00 0.00 0.00
8,600.0 0.00 0.00 8,493.3 511.2 507.5 720.3 0.00 0.00 0.00
8,700.0 0.00 0.00 8,593.3 511.2 507.5 720.3 0.00 0.00 0.00
8,800.0 0.00 0.00 8,693.3 511.2 507.5 720.3 0.00 0.00 0.00

8,900.0 0.00 0.00 8,793.3 511.2 507.5 720.3 0.00 0.00 0.00
9,000.0 0.00 0.00 8,893.3 511.2 507.5 720.3 0.00 0.00 0.00
9,100.0 0.00 0.00 8,993.3 511.2 507.5 720.3 0.00 0.00 0.00
9,200.0 0.00 0.00 9,093.3 511.2 507.5 720.3 0.00 0.00 0.00
9,300.0 0.00 0.00 9,193.3 511.2 507.5 720.3 0.00 0.00 0.00

9,400.0 0.00 0.00 9,293.3 511.2 507.5 720.3 0.00 0.00 0.00
9,500.0 0.00 0.00 9,393.3 511.2 507.5 720.3 0.00 0.00 0.00
9,600.0 0.00 0.00 9,493.3 511.2 507.5 720.3 0.00 0.00 0.00
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5,000.0 11.83 44.79 4,897.5 468.0 464.6 659.4 2.00 -2.00 0.00
5,100.0 9.83 44.79 4,995.7 481.3 477.8 678.2 2.00 -2.00 0.00

5,200.0 7.83 44.79 5,094.5 492.2 488.7 693.6 2.00 -2.00 0.00
5,300.0 5.83 44.79 5,193.8 500.7 497.1 705.5 2.00 -2.00 0.00
5,400.0 3.83 44.79 5,293.4 506.6 503.0 713.9 2.00 -2.00 0.00
5,500.0 1.83 44.79 5,393.3 510.1 506.5 718.9 2.00 -2.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 720.3 2.00 -2.00 -48.84

TGR3 - Aur Fed 7-27D TGR3

5,600.0 0.00 0.00 5,493.3 511.2 507.5 720.3 0.00 0.00 0.00
5,700.0 0.00 0.00 5,593.3 511.2 507.5 720.3 0.00 0.00 0.00
5,800.0 0.00 0.00 5,693.3 511.2 507.5 720.3 0.00 0.00 0.00
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6,666.7 0.00 0.00 6,560.0 511.2 507.5 720.3 0.00 0.00 0.00

Black Shale Facies
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8,700.0 0.00 0.00 8,593.3 511.2 507.5 720.3 0.00 0.00 0.00
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9,000.0 0.00 0.00 8,893.3 511.2 507.5 720.3 0.00 0.00 0.00
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9,500.0 0.00 0.00 9,393.3 511.2 507.5 720.3 0.00 0.00 0.00
9,600.0 0.00 0.00 9,493.3 511.2 507.5 720.3 0.00 0.00 0.00
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5,100.0 9.83 44.79 4,995.7 481.3 477.8 678.2 2.00 -2.00 0.00

5,200.0 7.83 44.79 5,094.5 492.2 488.7 693.6 2.00 -2.00 0.00
5,300.0 5.83 44.79 5,193.8 500.7 497.1 705.5 2.00 -2.00 0.00
5,400.0 3.83 44.79 5,293.4 506.6 503.0 713.9 2.00 -2.00 0.00
5,500.0 1.83 44.79 5,393.3 510.1 506.5 718.9 2.00 -2.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 720.3 2.00 -2.00 -48.84
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5,600.0 0.00 0.00 5,493.3 511.2 507.5 720.3 0.00 0.00 0.00
5,700.0 0.00 0.00 5,593.3 511.2 507.5 720.3 0.00 0.00 0.00
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5,800.0 0.00 0.00 5,693.3 511.2 507.5 720.3 0.00 0.00 0.00
5,900.0 0.00 0.00 5,793.3 511.2 507.5 720.3 0.00 0.00 0.00
6,000.0 0.00 0.00 5,893.3 511.2 507.5 720.3 0.00 0.00 0.00

6,100.0 0.00 0.00 5,993.3 511.2 507.5 720.3 0.00 0.00 0.00
6,200.0 0.00 0.00 6,093.3 511.2 507.5 720.3 0.00 0.00 0.00
6,300.0 0.00 0.00 6,193.3 511.2 507.5 720.3 0.00 0.00 0.00
6,400.0 0.00 0.00 6,293.3 511.2 507.5 720.3 0.00 0.00 0.00
6,500.0 0.00 0.00 6,393.3 511.2 507.5 720.3 0.00 0.00 0.00

6,600.0 0.00 0.00 6,493.3 511.2 507.5 720.3 0.00 0.00 0.00
6,666.7 0.00 0.00 6,560.0 511.2 507.5 720.3 0.00 0.00 0.00

Black Shale Facies
6,700.0 0.00 0.00 6,593.3 511.2 507.5 720.3 0.00 0.00 0.00
6,800.0 0.00 0.00 6,693.3 511.2 507.5 720.3 0.00 0.00 0.00
6,900.0 0.00 0.00 6,793.3 511.2 507.5 720.3 0.00 0.00 0.00

7,000.0 0.00 0.00 6,893.3 511.2 507.5 720.3 0.00 0.00 0.00
7,100.0 0.00 0.00 6,993.3 511.2 507.5 720.3 0.00 0.00 0.00
7,200.0 0.00 0.00 7,093.3 511.2 507.5 720.3 0.00 0.00 0.00
7,300.0 0.00 0.00 7,193.3 511.2 507.5 720.3 0.00 0.00 0.00
7,400.0 0.00 0.00 7,293.3 511.2 507.5 720.3 0.00 0.00 0.00
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5,300.0 5.83 44.79 5,193.8 500.7 497.1 705.5 2.00 -2.00 0.00
5,400.0 3.83 44.79 5,293.4 506.6 503.0 713.9 2.00 -2.00 0.00
5,500.0 1.83 44.79 5,393.3 510.1 506.5 718.9 2.00 -2.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 720.3 2.00 -2.00 -48.84

TGR3 - Aur Fed 7-27D TGR3

5,600.0 0.00 0.00 5,493.3 511.2 507.5 720.3 0.00 0.00 0.00
5,700.0 0.00 0.00 5,593.3 511.2 507.5 720.3 0.00 0.00 0.00
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Black Shale Facies
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5,500.0 1.83 44.79 5,393.3 510.1 506.5 718.9 2.00 -2.00 0.00
5,591.7 0.00 0.00 5,485.0 511.2 507.5 720.3 2.00 -2.00 -48.84

TGR3 - Aur Fed 7-27D TGR3

5,600.0 0.00 0.00 5,493.3 511.2 507.5 720.3 0.00 0.00 0.00
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TGR3 - Aur Fed 7-27D TGR3

5,600.0 0.00 0.00 5,493.3 511.2 507.5 720.3 0.00 0.00 0.00
5,700.0 0.00 0.00 5,593.3 511.2 507.5 720.3 0.00 0.00 0.00
5,800.0 0.00 0.00 5,693.3 511.2 507.5 720.3 0.00 0.00 0.00
5,900.0 0.00 0.00 5,793.3 511.2 507.5 720.3 0.00 0.00 0.00
6,000.0 0.00 0.00 5,893.3 511.2 507.5 720.3 0.00 0.00 0.00

6,100.0 0.00 0.00 5,993.3 511.2 507.5 720.3 0.00 0.00 0.00
6,200.0 0.00 0.00 6,093.3 511.2 507.5 720.3 0.00 0.00 0.00
6,300.0 0.00 0.00 6,193.3 511.2 507.5 720.3 0.00 0.00 0.00
6,400.0 0.00 0.00 6,293.3 511.2 507.5 720.3 0.00 0.00 0.00
6,500.0 0.00 0.00 6,393.3 511.2 507.5 720.3 0.00 0.00 0.00

6,600.0 0.00 0.00 6,493.3 511.2 507.5 720.3 0.00 0.00 0.00
6,666.7 0.00 0.00 6,560.0 511.2 507.5 720.3 0.00 0.00 0.00

Black Shale Facies
6,700.0 0.00 0.00 6,593.3 511.2 507.5 720.3 0.00 0.00 0.00
6,800.0 0.00 0.00 6,693.3 511.2 507.5 720.3 0.00 0.00 0.00
6,900.0 0.00 0.00 6,793.3 511.2 507.5 720.3 0.00 0.00 0.00

7,000.0 0.00 0.00 6,893.3 511.2 507.5 720.3 0.00 0.00 0.00
7,100.0 0.00 0.00 6,993.3 511.2 507.5 720.3 0.00 0.00 0.00
7,200.0 0.00 0.00 7,093.3 511.2 507.5 720.3 0.00 0.00 0.00
7,300.0 0.00 0.00 7,193.3 511.2 507.5 720.3 0.00 0.00 0.00
7,400.0 0.00 0.00 7,293.3 511.2 507.5 720.3 0.00 0.00 0.00

7,500.0 0.00 0.00 7,393.3 511.2 507.5 720.3 0.00 0.00 0.00
7,600.0 0.00 0.00 7,493.3 511.2 507.5 720.3 0.00 0.00 0.00
7,666.7 0.00 0.00 7,560.0 511.2 507.5 720.3 0.00 0.00 0.00

Wasatch
7,700.0 0.00 0.00 7,593.3 511.2 507.5 720.3 0.00 0.00 0.00
7,800.0 0.00 0.00 7,693.3 511.2 507.5 720.3 0.00 0.00 0.00

7,900.0 0.00 0.00 7,793.3 511.2 507.5 720.3 0.00 0.00 0.00
8,000.0 0.00 0.00 7,893.3 511.2 507.5 720.3 0.00 0.00 0.00
8,100.0 0.00 0.00 7,993.3 511.2 507.5 720.3 0.00 0.00 0.00
8,200.0 0.00 0.00 8,093.3 511.2 507.5 720.3 0.00 0.00 0.00
8,300.0 0.00 0.00 8,193.3 511.2 507.5 720.3 0.00 0.00 0.00

8,400.0 0.00 0.00 8,293.3 511.2 507.5 720.3 0.00 0.00 0.00
8,500.0 0.00 0.00 8,393.3 511.2 507.5 720.3 0.00 0.00 0.00
8,600.0 0.00 0.00 8,493.3 511.2 507.5 720.3 0.00 0.00 0.00
8,700.0 0.00 0.00 8,593.3 511.2 507.5 720.3 0.00 0.00 0.00
8,800.0 0.00 0.00 8,693.3 511.2 507.5 720.3 0.00 0.00 0.00

8,900.0 0.00 0.00 8,793.3 511.2 507.5 720.3 0.00 0.00 0.00
9,000.0 0.00 0.00 8,893.3 511.2 507.5 720.3 0.00 0.00 0.00
9,100.0 0.00 0.00 8,993.3 511.2 507.5 720.3 0.00 0.00 0.00
9,200.0 0.00 0.00 9,093.3 511.2 507.5 720.3 0.00 0.00 0.00
9,300.0 0.00 0.00 9,193.3 511.2 507.5 720.3 0.00 0.00 0.00

9,400.0 0.00 0.00 9,293.3 511.2 507.5 720.3 0.00 0.00 0.00
9,500.0 0.00 0.00 9,393.3 511.2 507.5 720.3 0.00 0.00 0.00
9,600.0 0.00 0.00 9,493.3 511.2 507.5 720.3 0.00 0.00 0.00
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RECEIVED: May 04,



RECEIVED: May 04, 2012

Bill Barrett Corp

Planning Report

Well Aurora Federal 7-27D-7-20Local Co-ordinate Reference:Database: Compass

KB @ 4811.0ft (Original Well Elev)TVD Reference:BILL BARRETT CORPCompany:

KB @ 4811.0ft (Original Well Elev)MD Reference:UINTAH COUNTYProject:

TrueNorth Reference:Aurora Federal 7-27D-7-20Site:

Minimum CurvatureSurvey Calculation Method:Aurora Federal 7-27D-7-20Well:

Plan #1Wellbore:

Design #1 3Aug2011Design:

Measured

Depth

(ft)

Inclination

(°)

Azimuth

(°)

+E/-W

(ft)

Vertical

Section

(ft)

Dogleg

Rate

(°/100ft)

+N/-S

(ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Planned Survey

Vertical 

Depth

(ft)

9,700.0 0.00 0.00 9,593.3 720.3 0.00511.2 507.5  0.00  0.00

9,800.0 0.00 0.00 9,693.3 720.3 0.00511.2 507.5  0.00  0.00

9,900.0 0.00 0.00 9,793.3 720.3 0.00511.2 507.5  0.00  0.00

10,000.0 0.00 0.00 9,893.3 720.3 0.00511.2 507.5  0.00  0.00

10,100.0 0.00 0.00 9,993.3 720.3 0.00511.2 507.5  0.00  0.00

10,166.7 0.00 0.00 10,060.0 720.3 0.00511.2 507.5  0.00  0.00

TD - Aur Fed 7-27D PBHL

Measured

Depth

(ft)

Vertical

Depth

(ft)

Dip

Direction

(°)Name Lithology

Dip

(°)

Formations

3,840.9 3,800.0 Green River 0.00

5,591.7 5,485.0 TGR3 0.00

6,666.7 6,560.0 Black Shale Facies 0.00

7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.0ft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate Rate Rate

(ft) (°) (°) (ft) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(ft) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
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Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
9,800.0 0.00 0.00 9,693.3 511.2 507.5 720.3 0.00 0.00 0.00

9,900.0 0.00 0.00 9,793.3 511.2 507.5 720.3 0.00 0.00 0.00
10,000.0 0.00 0.00 9,893.3 511.2 507.5 720.3 0.00 0.00 0.00
10,100.0 0.00 0.00 9,993.3 511.2 507.5 720.3 0.00 0.00 0.00
10,166.7 0.00 0.00 10,060.0 511.2 507.5 720.3 0.00 0.00 0.00

TD - Aur Fed 7-27D PBHL

Formations

Measured Vertical Dip
Depth Depth Dip Direction

(II) (II) Name Lithology (°)

3,840.9 3,800.0 Green River 0.00
5,591.7 5,485.0 TGR3 0.00
6,666.7 6,560.0 Black Shale Facies 0.00
7,666.7 7,560.0 Wasatch 0.00

10,166.7 10,060.0 TD 0.00
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API Well Number: 43047526420000

Bill Barrett Corp
Planning Report

Database: Compass Local Co-ordinate Reference: Well Aurora Federal 7-27D-7-20
Company: BILL BARRETT CORP TVD Reference: KB @4811.Oft (Original Well Elev)
Project: UINTAH COUNTY MD Reference: KB @4811.Oft (Original Well Elev)
Site: Aurora Federal 7-27D-7-20 North Reference: True
Well: Aurora Federal 7-27D-7-20 Survey Calculation Method: Minimum Curvature
Wellbore: Plan #1
Design: Design #1 3Aug2011

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (°) (°) (II) (ft) (ft) (ft) (°I100ft) (°I100ft) (°I100ft)

9,700.0 0.00 0.00 9,593.3 511.2 507.5 720.3 0.00 0.00 0.00
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AMENDED MEMORANDUM OF SURFACE USE AGREEMENT

State of Utah )(

County of Uintah )(

Four Star Ranch, Inc. of 8281 N.

Trails Drive, Park City, UT 84098, hereafter referred to as "Surface Owner" has granted, a Surface

Use Agreement, to Elk Resources, LLC of 1401 17th Street, Suite 700, Denver, CO 80202, hereafter

referred to as "Elk", dated November 22, 2010, for the purpose of drilling, and producing oil, gas, and

other minerals, laying pipelines, building roads, tanks, power stations, telephone lines and other

structures, and producing, saving, take care of, treating, transporting, and owning oil, gas, and other

minerals, all on or from Four Star Federal 27-12-7-20 on the following lands (the "Lands") in Uintah

County Utah: A tract of land lying in the SWl4NE/4 of Section 27, Township 7 South, Range 20

East, SLM Uintah County.

The Surface Use Agreement is effective as long thereafter as oil, gas, or other minerals are

produced from the Lands, or other lands pooled with the Lands, according to and by the terms and

provisions of the Lease(s) covering said Lands.

In a Memorandum of Surface Use Agreement, effective 11/22/2010, recorded 12/10/2010 in

Book 1216, Page 434, Uintah County Records, Utah, the name of the well is listed as Four Star

Federal 27-12-7-20. This Amended Memorandum is placed of record for the purpose of giving notice

of the name change of the well to be Four Star Federal 27-23-7-20. This Amended Memorandum is

also placed of record for the purpose of changing the name of the Operator from Elk Resources, LLC

of 1401 17 h Street, Suite 700, Denver, CO 80202 to Bill Barrett Corporation of 1099 186 Street,

Denver, CO 80202.

This instrument may be executed in multiple counterparts with each counterpart being
considered an original for all purposes herein and binding upon the party executing same whether or not

this instrument is executed by all parties hereto, and the signature and acknowledgment pages of the
various counterparts hereto may be combined into one instrument for the purposes of recording this
instrument in the records of the County Recorder's office.

Executed this day of , 2011.

SURFACE OWNER:

Four Star Ranc nc.
David R. Yeaman, President

ACKNOWLEDGEMENT

STATEOFUTAH }
}:SS

COUNTY OF UINTAH }

BEFORE me, the undersigned, a Notary Public in and fore said County and State, on this day of

, 2011, personally appeared David R. Yeaman, President of Four Star Ranch, Inc., known

to be ide cal person(s) who executed the within and foregoing instrument, and acknowledged to me that they executed

the s e as a free and voluntary act and deed, for the uses and purposes therein set forth. Given under my hand and seal the

d ear last above en.

tary Pubhc C/ NotaryPudo-81aleefUtah
come. an No.602581

REGE1VEU: May U4,
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structures, and producing, saving, take care of, treating, transporting, and owning oil, gas, and other

minerals, all on or from Four Star Federal 27-12-7-20 on the following lands (the "Lands") in Uintah

County Utah: A tract of land lying in the SWl4NE/4 of Section 27, Township 7 South, Range 20

East, SLM Uintah County.

The Surface Use Agreement is effective as long thereafter as oil, gas, or other minerals are

produced from the Lands, or other lands pooled with the Lands, according to and by the terms and

provisions of the Lease(s) covering said Lands.

In a Memorandum of Surface Use Agreement, effective 11/22/2010, recorded 12/10/2010 in

Book 1216, Page 434, Uintah County Records, Utah, the name of the well is listed as Four Star

Federal 27-12-7-20. This Amended Memorandum is placed of record for the purpose of giving notice

of the name change of the well to be Four Star Federal 27-23-7-20. This Amended Memorandum is

also placed of record for the purpose of changing the name of the Operator from Elk Resources, LLC

of 1401 17 h Street, Suite 700, Denver, CO 80202 to Bill Barrett Corporation of 1099 186 Street,

Denver, CO 80202.

This instrument may be executed in multiple counterparts with each counterpart being
considered an original for all purposes herein and binding upon the party executing same whether or not

this instrument is executed by all parties hereto, and the signature and acknowledgment pages of the
various counterparts hereto may be combined into one instrument for the purposes of recording this
instrument in the records of the County Recorder's office.

Executed this day of , 2011.

SURFACE OWNER:

Four Star Ranc nc.
David R. Yeaman, President

ACKNOWLEDGEMENT

STATEOFUTAH }
}:SS

COUNTY OF UINTAH }

BEFORE me, the undersigned, a Notary Public in and fore said County and State, on this day of

, 2011, personally appeared David R. Yeaman, President of Four Star Ranch, Inc., known

to be ide cal person(s) who executed the within and foregoing instrument, and acknowledged to me that they executed

the s e as a free and voluntary act and deed, for the uses and purposes therein set forth. Given under my hand and seal the

d ear last above en.

tary Pubhc C/ NotaryPudo-81aleefUtah
come. an No.602581

REGE1VEU: May U4,

API Well Number: 43047526420000
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Executed this day of , 2011.

SURFACE OWNER:

Four Star Ranc nc.
David R. Yeaman, President

ACKNOWLEDGEMENT

STATEOFUTAH }
}:SS

COUNTY OF UINTAH }

BEFORE me, the undersigned, a Notary Public in and fore said County and State, on this day of

, 2011, personally appeared David R. Yeaman, President of Four Star Ranch, Inc., known

to be ide cal person(s) who executed the within and foregoing instrument, and acknowledged to me that they executed

the s e as a free and voluntary act and deed, for the uses and purposes therein set forth. Given under my hand and seal the

d ear last above en.

tary Pubhc C/ NotaryPudo-81aleefUtah
come. an No.602581

REGE1VEU: May U4,

vlangmacher
Text Box
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RIGHT-OF-WAY AGREEMENT

STATE OF UTAH } Entry 2011008844
} ss Book1257 Page 589

COUNTYOF }

Four Star Ranch, Inc., whose address is 8281 N. Trails Drive, Park City, UT 84098

("GRANTOR"), the receipt and sufficiency of which is hereby acknowledge, does hereby grant to Aurora Gathering, LLC
("GRANTEE"), of 1099 18th Street, #2300, Denver, CO 80202, its successors or assigns, a right-of-way to construct, maintain
and use a road for the purpose of drilling, operating and maintaining a well or wells for the production of the oil and/or gas, along
with the right to lay, construct, maintain, alter, inspect, repair, replace, change the size of, operate, and remove a pipeline and from
time to time add additional pipeline or multiple pipelines, drips, valves, electrical power lines, whether buried or overhead,
cathodic equipment, and all appurtenances convenient for the maintenance and operation of said lines and for the transportation of
oil, gas, produced water, or other substances therein, under, on, over and through the premises hereinafter described, and the
Grantee is granted the right of ingress and egress, over and across said road and lands for any purpose necessary or incidental to
the drilling, operating and maintaining a well or wells owned by Grantee.

The said right-of-way shall be located over and across the following described lands owned by the Grantor in Uintah County,
State of Utah, to-wit:

Township 7 South, Range 20 East, SLM
Section 27: W/2NE/4

As further described on Exhibit "A" attached hereto and made a part hereof.

To have and to hold said easements, rights, and right-of-way unto the said Grantee, its successors and assigns.

Grantee to have the right to select, change or alter the routes of all pipelines and roads herein authorized to be laid under,
upon, over and through the above described premises. All pipelines installed hereunder shall be buried where practical. Grantor
shall not place anything over or so close to any pipeline, road, or other facility of Grantee as will be likely to interfere with
Grantee's access thereto by use of equipment of means customarily employed in the maintenance of pipelines. Grantee to pay for
all damage to growing crops, drainage tile and fences of Grantor arising out of the construction or repair of any of the pipelines,
roads, and facilities herein authorized to be maintained and operated by Grantee. This easement shall not exceed Sixty-Six (66')
feet for construction and for the permanent easement. Pipelines and disturbed ground, not in the permanent road easement, to be
reseeded at recommended seeding rates per Surface Owner once cleanup is completed.

The foregoing sets out the entire agreement between Grantor and Grantee, and supersedes any prior oral or written
agreements or negotiations not set out in writing herein or in the oil and gas lease covering the above described lands. No
provisions of this agreement shall be modified, altered or waived except by written amendment executed by the parties or their
representatives as set forth below. This agreement shall not act to modify or diminish operator's rights and privileges under any oil
and gas leases owned by Operator covering all or any portion of the above described lands.

For the same consideration, the undersigned agree to account to any party who may be entitled to any portion of the
aforementioned sum, and to indemnify and hold harmless Aurora Gathering, LLC, its successors and assigns, from any claim by
any other party for damages to the above described lands and the improvements and crops and other things situated thereon.

Grantor shall be held harmless from any claim or demand made on the grounds of damage to property or injury to or
death of persons, arising out of Grantee's exercise of the rights herein granted.

This agreement shall terminate within six (6) months after cessation of use by Grantee. Following completion of the
pipeline, Grantee agrees to restore the surface of said land as nearly as is reasonably practical to its original condition.

This agreement shall be binding upon the successors and assigns of the parties hereto and shall be deemed to be a
covenant running with the lands described above.

IN W S e01GRANTOR and GRANTEE herein named have hereunto set their hand and seal this day

GRANTOR: GRANTEE:
F ur Star Ranch, Inc. Aurora Gathering, LLC

avid R. Yeaman, re ident Huntington T. Walker, SVP Land

Entry 2011008844
BODP1257 Page 589- I $14.00
09-DEC-11 01:09
RANDYSIMMONS
RECORDER,UINTAHCOUNTY,UTAH
ENCORELANDSERVICESINC
PD BOX1729 VERNAL,UT84078
Rec By: TONYAATWOOD .
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Four Star Ranch, Inc., whose address is 8281 N. Trails Drive, Park City, UT 84098
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and use a road for the purpose of drilling, operating and maintaining a well or wells for the production of the oil and/or gas, along
with the right to lay, construct, maintain, alter, inspect, repair, replace, change the size of, operate, and remove a pipeline and from
time to time add additional pipeline or multiple pipelines, drips, valves, electrical power lines, whether buried or overhead,
cathodic equipment, and all appurtenances convenient for the maintenance and operation of said lines and for the transportation of
oil, gas, produced water, or other substances therein, under, on, over and through the premises hereinafter described, and the
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the drilling, operating and maintaining a well or wells owned by Grantee.

The said right-of-way shall be located over and across the following described lands owned by the Grantor in Uintah County,
State of Utah, to-wit:

Township 7 South, Range 20 East, SLM
Section 27: W/2NE/4

As further described on Exhibit "A" attached hereto and made a part hereof.

To have and to hold said easements, rights, and right-of-way unto the said Grantee, its successors and assigns.

Grantee to have the right to select, change or alter the routes of all pipelines and roads herein authorized to be laid under,
upon, over and through the above described premises. All pipelines installed hereunder shall be buried where practical. Grantor
shall not place anything over or so close to any pipeline, road, or other facility of Grantee as will be likely to interfere with
Grantee's access thereto by use of equipment of means customarily employed in the maintenance of pipelines. Grantee to pay for
all damage to growing crops, drainage tile and fences of Grantor arising out of the construction or repair of any of the pipelines,
roads, and facilities herein authorized to be maintained and operated by Grantee. This easement shall not exceed Sixty-Six (66')
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representatives as set forth below. This agreement shall not act to modify or diminish operator's rights and privileges under any oil
and gas leases owned by Operator covering all or any portion of the above described lands.

For the same consideration, the undersigned agree to account to any party who may be entitled to any portion of the
aforementioned sum, and to indemnify and hold harmless Aurora Gathering, LLC, its successors and assigns, from any claim by
any other party for damages to the above described lands and the improvements and crops and other things situated thereon.

Grantor shall be held harmless from any claim or demand made on the grounds of damage to property or injury to or
death of persons, arising out of Grantee's exercise of the rights herein granted.

This agreement shall terminate within six (6) months after cessation of use by Grantee. Following completion of the
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STATE OF }
ACKNOWLEDGEMENT Book 1257 Page 590

COUNTY OF }
M

BEFORE me, the undersigned, a Notary Public in and fore said County and State, on this Ñ day of
0¾£ , 2011, personally appeared David R. Yeaman, President of Four Star Ranch, Inc. to me known

to be the identical person(s) who executed the within and foregoing instrument, and acknowledged to me that they executed the
same as a free and voluntary act and deed, for the uses and purposes therein set forth.

Given under my hand and seal the day and year last above written

TERRA M.MILLER Notary Pu li
Nobry Public - State ofUlah

Comm'asionNo.002001

ACKNOWLEDGEMENT

STATE OF )
) SS

COUNTY OF )

On thei day of M ÑT2011,before me the undersigned authority, appeared Huntington T. Walker, to me
personally known, who, being sworn, did say that they are the SVP Land of Aurora Gatherina, LLC, and that the foregoing
instrument was signed in behalf of said partnership and Appearer acknowledged to me that said instrument to be the free act and
deed of the partnership.

LESLIECROFT a Public for t St te of

NotaryPublic
State ofColorado Residing at ff ,

MyCommission
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SURFACE USE PLAN 

 

BILL BARRETT CORPORATION 

 

Aurora Federal #7-27D-7-20 

SW NE, 2495’ FNL and 2491’ FEL, Section 27, T7S-R20E, SLB&M (surface hole) 

SW NE, 1980’ FNL and 1980’ FEL, Section 27, T7S-R20E, SLB&M (bottom hole) 

Uintah County, Utah 

 

The onsite inspection for this pad occurred on May 31, 2011.  Site specific conditions or changes 

as a result of that onsite are indicated below.  Plat changes requested at the onsite are reflected 

within this APD. 

 

a) Fence the well site at the landowners request; 

b) Control dust along the Cooper Ranch segment of the access road at the state’s request; 

c) Round corner 9 to avoid irrigation pivot and road as reflected on Figure 1; 

d) Removal of the scale house is okay, if necessary, but construction should avoid it; 

 

The excavation contractor would be provided with an approved copy of the surface use plan of 

operations before initiating construction. 

 

 

1. Existing Roads: 

 

a. The proposed well site is located approximately 24.4 miles southwest of Vernal, 

Utah.  Maps and directions reflecting the route to the proposed well site are 

included (see Topographic maps A and B). 

 

b. The UDOT maintained SR-88 would be utilized for 9.5 miles trending south to 

the existing Uintah County maintained 7000 South road that will be utilized for 

0.5 miles trending east to the planned new access road. 

 

c. Project roads would require routine year-round maintenance to provide year-

round access.  Maintenance would include inspections, reduction of ruts and 

holes, maintenance to keep water off the road, replacement of surfacing 

materials, and clearing of sediment blocking ditches and culverts.  Should snow 

removal become necessary, roads would be cleared with a motor grader and 

snow would be stored along the down gradient side to prohibit runoff onto the 

road.  Aggregate would be used as necessary to maintain a solid running surface 

and minimize dust generation. 

 

d. Vehicle operators would obey posted speed restrictions and observe safe speeds 

commensurate with road and weather conditions.  Travel would be limited to the 

existing access roads and proposed access road.   

 

e. The use of roads under State and Uintah County Road Department maintenance 

are necessary to access the project area with no improvements proposed.  A 

Uintah County Encroachment Permit has been obtained. 

 

API Well Number: 43047526420000API Well Number: 43047526420000

SURFACE USE PLAN

BILL BARRETT CORPORATION

Aurora Federal #7-27D-7-20
SW NE, 2495' FNL and 2491' FEL, Section 27, T7S-R20E, SLB&M (surface hole)
SW NE, 1980' FNL and 1980' FEL, Section 27, T7S-R20E, SLB&M (bottom hole)

Uintah County, Utah
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function adequately as outlined in the Bureau of Land Management and Forest 

Service publication:  Surface Operating Standards for Oil and Gas Exploration 

and Development, Fourth Edition – Revised 2007.  
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3. Location of Existing Wells (see One-Mile Radius Map): 

 

a. Following is a list of wells with surface hole locations within a one-mile radius 

of the proposed pad: 

 

i. water wells    none 

ii. injection wells    none 

iii. disposal wells    none 

iv. drilling wells    none 

v. temp shut-in wells   none 

vi. producing wells    none 

vii. abandoned wells   none 
 

4.        Location of Production Facilities 
 

a. Surface facilities would consist of a wellhead, separator, gas meter, combustor, 

(1) 500 gal methanol tank, (1) 500 glycol tank, (3) 500 bbl oil tanks, (1) 500 bbl 

water tank, (1) 500 bbl test tank, (1) 1000 gal propane tank, a pumping unit or 

Roto-flex unit or ESP or gas lift unit, electrical or with a natural gas or diesel 

fired motor, solar panels, solar chemical and methanol pumps and one trace 

pump.  See attached proposed facility diagram.   

 

b. Most wells would be fitted with a pump jack or Roto-flex unit or ESP or gas lift 

to assist liquid production.  The prime mover for pump jacks or Roto-flex units 

would be small (100 horsepower or less), electric motor or natural gas or diesel 

fired internal combustion engines.  If a gas lift is installed, it would be set on a 

10 ft x 25 ft pad and the prime mover would be a natural gas-fired internal 

combustion engine rated at 200 horsepower or less or an electric compressor of 

similar horsepower powered by electricity. 
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c. The tank battery would be surrounded by a secondary containment berm of 

sufficient capacity to contain 1.1 times the entire capacity of the largest single 

tank and sufficient freeboard to contain precipitation.  All loading lines and 

valves would be placed inside the berm surrounding the tank battery or would 

utilize catchment basins to contain spills.  All liquid hydrocarbon production and 

measurement shall conform to the provisions of 43 CFR 3162.7-2 and Onshore 

Oil and Gas Order No. 4 for the measurement of oil.    

 

d. Gas meter run(s) would be constructed and located on lease within 500 feet of 

the wellheads.  Meter runs would be housed and/or fenced.  As practicably 

feasible, meters would be equipped with remote telemetry monitoring systems.  

All gas production and measurement shall comply with the provisions of 43 CFR 

3162.7-3, Onshore Oil and Gas Order No. 5, and American Gas Association 

(AGA) Report No. 3.  

 

e. A combustor may be installed at this location for control of associated 

condensate tank emissions.  A combustor ranges from 24 inches to 48 inches 

wide and is approximately 27 ft tall.  Combustor placement would be on existing 

disturbance. 

 

f. Approximately 79 feet of pipeline corridor (see Topographic Map C) containing 

up to three lines (one gas pipeline up to 12 inch in diameter, one water line up to 

8 inch in diameter and one residue line up to 4 inch in diameter) is proposed 

trending east to a proposed pipeline corridor.  Pipelines would be constructed of 

steel, polyethylene or fiberglass and would connect to the proposed pipeline 

servicing nearby BBC wells.  The pipeline crosses entirely private surface.   

 

g. The new segment of gas pipeline would be surface laid within a 30 foot wide 

pipeline corridor adjacent to the proposed access road.  See 12.d below for 

disturbance estimates. 

 

h. Pipeline construction methods and practices would be planned and conducted by 

BBC with the objective of enhancing reclamation and fostering the re-

establishment of the native plant community.  

 

i. All permanent above-ground structures would be painted a flat, non-reflective 

color, such as Covert Green, to match the standard environmental colors.  All 

facilities would be painted the designated color at the time of installation.  

Facilities required to comply with the Occupational Safety and Health Act 

(OSHA) may be excluded.   

 

j. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas 

Order No. 3 would be adhered to.  Any modifications to proposed facilities 

would be reflected in the site security diagram submitted. 
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b. No new water well is proposed with this application.

c. Should additional water sources be pursued they would be properly permitted
through the State of Utah - Division of Water Rights.

d. Water use would vary in accordance with the formations to be drilled but would
be up to approximately 5.41 acre feet for drilling and completion operations.

6. Source of Construction Material:

a. The use of materials would conform to 43 CFR 3610.2-3.

b. No construction materials would be removed from the lease or EDA area.

c. If any additional gravel is required, it would be obtained from a local supplier
having a permitted source of materials within the general area.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application would be contained and disposed of
utilizing approved facilities.

b. The reserve pit would be constructed so as not to leak, break or allow any
discharge.

c. The reserve would be lined with 12 mil (minimum) thickness polyethylene nylon
reinforced liner material. The liner(s) would overlay straw, dirt and/or bentonite
if rock is encountered during excavation. The liner would overlap the pit walls

Page 5

RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corporation
Surface Use Plan
Aurora Federal #7-27D-7-20
Uintah County, UT

k. The site would require periodic maintenance to ensure that drainages are kept
open and free of debris, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

5. Location and Type of Water Supply:

a. Water for the drilling and completion would be trucked from any of the
following locations:

Water Right No. and Priority Point of
Application or Change No. Applicant Allocation Date Diversion Source

49-1645 (A35800) RN Industries, Inc. 50 ac-ft 4/10/2011 Sec 9, Underground
T8S- R20E Well

49-2336 (t78808) RN Industries, Inc. 20 ac-ft 4/7/2011 Sec 33, Green River
T8S-R20E

43-8496 (A53617) A-1 Tank Rental 0.015 cfs 8/17/1979 Sec 32, Underground
T4S-R3E Well

43-10288 (A65273) Nile Chapman 0.45 ac-ft 4/4/1991 Sec 9, Underground
(RNI) T2S- R2W Well

b. No new water well is proposed with this application.

c. Should additional water sources be pursued they would be properly permitted
through the State of Utah - Division of Water Rights.

d. Water use would vary in accordance with the formations to be drilled but would
be up to approximately 5.41 acre feet for drilling and completion operations.

6. Source of Construction Material:

a. The use of materials would conform to 43 CFR 3610.2-3.

b. No construction materials would be removed from the lease or EDA area.

c. If any additional gravel is required, it would be obtained from a local supplier
having a permitted source of materials within the general area.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application would be contained and disposed of
utilizing approved facilities.

b. The reserve pit would be constructed so as not to leak, break or allow any
discharge.

c. The reserve would be lined with 12 mil (minimum) thickness polyethylene nylon
reinforced liner material. The liner(s) would overlay straw, dirt and/or bentonite
if rock is encountered during excavation. The liner would overlap the pit walls

Page 5

RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corporation
Surface Use Plan
Aurora Federal #7-27D-7-20
Uintah County, UT

k. The site would require periodic maintenance to ensure that drainages are kept
open and free of debris, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

5. Location and Type of Water Supply:

a. Water for the drilling and completion would be trucked from any of the
following locations:

Water Right No. and Priority Point of
Application or Change No. Applicant Allocation Date Diversion Source

49-1645 (A35800) RN Industries, Inc. 50 ac-ft 4/10/2011 Sec 9, Underground
T8S- R20E Well

49-2336 (t78808) RN Industries, Inc. 20 ac-ft 4/7/2011 Sec 33, Green River
T8S-R20E

43-8496 (A53617) A-1 Tank Rental 0.015 cfs 8/17/1979 Sec 32, Underground
T4S-R3E Well

43-10288 (A65273) Nile Chapman 0.45 ac-ft 4/4/1991 Sec 9, Underground
(RNI) T2S- R2W Well

b. No new water well is proposed with this application.

c. Should additional water sources be pursued they would be properly permitted
through the State of Utah - Division of Water Rights.

d. Water use would vary in accordance with the formations to be drilled but would
be up to approximately 5.41 acre feet for drilling and completion operations.

6. Source of Construction Material:

a. The use of materials would conform to 43 CFR 3610.2-3.

b. No construction materials would be removed from the lease or EDA area.

c. If any additional gravel is required, it would be obtained from a local supplier
having a permitted source of materials within the general area.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application would be contained and disposed of
utilizing approved facilities.

b. The reserve pit would be constructed so as not to leak, break or allow any
discharge.

c. The reserve would be lined with 12 mil (minimum) thickness polyethylene nylon
reinforced liner material. The liner(s) would overlay straw, dirt and/or bentonite
if rock is encountered during excavation. The liner would overlap the pit walls

Page 5

RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corporation
Surface Use Plan
Aurora Federal #7-27D-7-20
Uintah County, UT

k. The site would require periodic maintenance to ensure that drainages are kept
open and free of debris, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

5. Location and Type of Water Supply:

a. Water for the drilling and completion would be trucked from any of the
following locations:

Water Right No. and Priority Point of
Application or Change No. Applicant Allocation Date Diversion Source

49-1645 (A35800) RN Industries, Inc. 50 ac-ft 4/10/2011 Sec 9, Underground
T8S- R20E Well

49-2336 (t78808) RN Industries, Inc. 20 ac-ft 4/7/2011 Sec 33, Green River
T8S-R20E

43-8496 (A53617) A-1 Tank Rental 0.015 cfs 8/17/1979 Sec 32, Underground
T4S-R3E Well

43-10288 (A65273) Nile Chapman 0.45 ac-ft 4/4/1991 Sec 9, Underground
(RNI) T2S- R2W Well

b. No new water well is proposed with this application.

c. Should additional water sources be pursued they would be properly permitted
through the State of Utah - Division of Water Rights.

d. Water use would vary in accordance with the formations to be drilled but would
be up to approximately 5.41 acre feet for drilling and completion operations.

6. Source of Construction Material:

a. The use of materials would conform to 43 CFR 3610.2-3.

b. No construction materials would be removed from the lease or EDA area.

c. If any additional gravel is required, it would be obtained from a local supplier
having a permitted source of materials within the general area.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application would be contained and disposed of
utilizing approved facilities.

b. The reserve pit would be constructed so as not to leak, break or allow any
discharge.

c. The reserve would be lined with 12 mil (minimum) thickness polyethylene nylon
reinforced liner material. The liner(s) would overlay straw, dirt and/or bentonite
if rock is encountered during excavation. The liner would overlap the pit walls

Page 5

RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corporation
Surface Use Plan
Aurora Federal #7-27D-7-20
Uintah County, UT

k. The site would require periodic maintenance to ensure that drainages are kept
open and free of debris, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

5. Location and Type of Water Supply:

a. Water for the drilling and completion would be trucked from any of the
following locations:

Water Right No. and Priority Point of
Application or Change No. Applicant Allocation Date Diversion Source

49-1645 (A35800) RN Industries, Inc. 50 ac-ft 4/10/2011 Sec 9, Underground
T8S- R20E Well

49-2336 (t78808) RN Industries, Inc. 20 ac-ft 4/7/2011 Sec 33, Green River
T8S-R20E

43-8496 (A53617) A-1 Tank Rental 0.015 cfs 8/17/1979 Sec 32, Underground
T4S-R3E Well

43-10288 (A65273) Nile Chapman 0.45 ac-ft 4/4/1991 Sec 9, Underground
(RNI) T2S- R2W Well

b. No new water well is proposed with this application.

c. Should additional water sources be pursued they would be properly permitted
through the State of Utah - Division of Water Rights.

d. Water use would vary in accordance with the formations to be drilled but would
be up to approximately 5.41 acre feet for drilling and completion operations.

6. Source of Construction Material:

a. The use of materials would conform to 43 CFR 3610.2-3.

b. No construction materials would be removed from the lease or EDA area.

c. If any additional gravel is required, it would be obtained from a local supplier
having a permitted source of materials within the general area.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application would be contained and disposed of
utilizing approved facilities.

b. The reserve pit would be constructed so as not to leak, break or allow any
discharge.

c. The reserve would be lined with 12 mil (minimum) thickness polyethylene nylon
reinforced liner material. The liner(s) would overlay straw, dirt and/or bentonite
if rock is encountered during excavation. The liner would overlap the pit walls

Page 5

RECEIVED: May 04,

API Well Number: 43047526420000

Bill Barrett Corporation
Surface Use Plan
Aurora Federal #7-27D-7-20
Uintah County, UT

k. The site would require periodic maintenance to ensure that drainages are kept
open and free of debris, and that surfaces are properly treated to reduce erosion,
fugitive dust, and impacts to adjacent areas.

5. Location and Type of Water Supply:

a. Water for the drilling and completion would be trucked from any of the
following locations:

Water Right No. and Priority Point of
Application or Change No. Applicant Allocation Date Diversion Source

49-1645 (A35800) RN Industries, Inc. 50 ac-ft 4/10/2011 Sec 9, Underground
T8S- R20E Well

49-2336 (t78808) RN Industries, Inc. 20 ac-ft 4/7/2011 Sec 33, Green River
T8S-R20E

43-8496 (A53617) A-1 Tank Rental 0.015 cfs 8/17/1979 Sec 32, Underground
T4S-R3E Well

43-10288 (A65273) Nile Chapman 0.45 ac-ft 4/4/1991 Sec 9, Underground
(RNI) T2S- R2W Well

b. No new water well is proposed with this application.

c. Should additional water sources be pursued they would be properly permitted
through the State of Utah - Division of Water Rights.

d. Water use would vary in accordance with the formations to be drilled but would
be up to approximately 5.41 acre feet for drilling and completion operations.

6. Source of Construction Material:

a. The use of materials would conform to 43 CFR 3610.2-3.

b. No construction materials would be removed from the lease or EDA area.

c. If any additional gravel is required, it would be obtained from a local supplier
having a permitted source of materials within the general area.

7. Methods of Handling Waste Disposal:

a. All wastes associated with this application would be contained and disposed of
utilizing approved facilities.

b. The reserve pit would be constructed so as not to leak, break or allow any
discharge.

c. The reserve would be lined with 12 mil (minimum) thickness polyethylene nylon
reinforced liner material. The liner(s) would overlay straw, dirt and/or bentonite
if rock is encountered during excavation. The liner would overlap the pit walls

Page 5

RECEIVED: May 04,



RECEIVED: May 04, 2012

Bill Barrett Corporation 

Surface Use Plan 

Aurora Federal #7-27D-7-20 

Uintah County, UT 

 

Page 6 

and be covered with dirt and/or rocks to hold them in place.  No trash, scrap 

pipe, or other materials that could puncture the liner would be discarded in the 

pit.   A minimum of two feet of free board would be maintained between the 

maximum fluid level and the top of the reserve pit at all times. 

 

d. To deter livestock from entering the pit, the three sides exterior to the location 

would be fenced before drilling starts.  Following the conclusion of drilling and 

completion activities, the fourth side would also be fenced.   

 

e. Drill cuttings would be contained in the pit and buried on-site for a period not to 

exceed six months, weather permitting 

 

f. Produced fluids from the well other than water would be decanted into steel test 

tank(s) until such time as construction of production facilities is completed. Any 

oil that may be accumulated would be transferred to a permanent production 

tank.  Produced water may be used in further drilling and completion activities, 

evaporated in the pit, or would be hauled to one of the state-approved disposal 

facilities below: 

 

Disposal Facilities 

1. LaPoint Recycle & Storage – Sec. 12, T5S-R19E 

2. Dalbo, Inc. Ace Disposal, Sec. 35, T5S-R20W & Sec. 2, T6S-R20W 

 

g. Any salts and/or chemicals, which are an integral part of the drilling system, 

would be disposed of in the same manner as the drilling fluid. 

 

h. Any spills of oil, condensate, produced or frac water, drilling fluids, or other 

potentially deleterious substances would be recovered and either returned to its 

origin or disposed of at an approved disposal site, most likely in Duchesne, Utah.   

 

i. Chemicals on the EPA’s Consolidated List of Chemicals subject to reporting  

under Title III of the Superfund Amendments and Reauthorization Act of 1986 

(SARA)  may be used or stored in quantities over reportable quantities.  In the 

course of drilling, BBC could potentially store and use diesel fuel, sand (silica), 

hydrochloric acid, and CO2 gas, all described as hazardous substances in 40 CFR 

Part 302, Section 302.4, in quantities exceeding 10,000 pounds.  In addition, 

natural gas condensate and crude oil and methanol may be stored or used in 

reportable quantities.  Small quantities of retail products (paint/spray paints, 

solvents {e.g., WD-40}, and lubrication oil) containing non-reportable volumes 

of hazardous substances may be stored and used on site at any time.  No 

extremely hazardous substances, as defined in 40 CFR 355, would be used, 

produced, stored, transported or disposed of in association with the drilling, 

testing or completion of the wells.  

 

j. Portable toilets and trash containers would be located onsite during drilling and 

completion operations.  A commercial supplier would install and maintain 

portable toilets and equipment and would be responsible for removing sanitary 

waste.  Sanitary waste facilities (i.e. toilet holding tanks) would be regularly  
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m. Hydrocarbons would be removed from the reserve pit would as soon as practical.
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j. Water application may be implemented if necessary to minimize the amount of
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topsoil is present and stockpile it along the edge of the well pad for use during
reclamation. Vegetation would be distributed along the sides of the well pad.

f. Fill from pit excavation would be stockpiled along the edge of the pit and the
adjacent edge of the well pad.

g. Use of erosion control measures, including proper grading to minimize slopes,
diversion terraces and ditches, mulching, terracing, riprap, fiber matting,
temporary sediment traps, and broad-based drainage dips or low water crossings
would be employed by BBC as necessary and appropriate to minimize erosion
and surface runoff during well pad construction and operation. Cut and fill
slopes would be constructed such that stability would be maintained for the life
of the activity.

h. All cut and fill slopes would be such that stability can be maintained for the life
of the activity.

i. Diversion ditches would be constructed, if necessary, around the well site to
prevent surface waters from entering the well site area.

j. Water application may be implemented if necessary to minimize the amount of
fugitive dust.

k. All surface disturbing activities would be supervised by a qualified, responsible
company representative who is aware of the terms and conditions of the APD
and specifications in the approved plans.

10. Plan for Restoration of the Surface:

a. A site specific reclamation plan would be submitted, if requested, within 90 days
of location construction to the surface managing agency or the fee landowners.
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12.   Other Information: 

 

a. Montgomery Archeological Consultants has conducted a Class III archeological 

survey.  A copy of the report has been submitted under separate cover to the 

appropriate agencies by Montgomery as report 11-192 dated July 17, 2011. 

 

b. BBC would require that their personnel, contractors, and subcontractors to 

comply with Federal regulations intended to protect archeological and cultural 

resources. 

 

c. Project personnel and contractors would be educated on and subject to the 

following requirements: 

 No dogs or firearms within the Project Area. 

 No littering within the Project Area. 

 Smoking within the Project Area would only be allowed in off-operator 

active locations or in specifically designated smoking areas.  All cigarette 

butts would be placed in appropriate containers and not thrown on the 

ground or out windows of vehicles; personnel and contractors would abide 

by all fire restriction orders. 

 Campfires or uncontained fires of any kind would be prohibited.  

 Portable generators used in the Project Area would have spark arrestors. 

 

d. Disturbance estimates: 

 

Approximate Acreage Disturbances  

Well Pad  3.979 acres  

Access 32 feet 1.602 acres  

Pipeline 3062 feet  0.037 acres  

     

 Total 5.618 acres  
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site
and access route proposed herein; that I am familiar with the conditions which currently exist;
that I have full knowledge of state and Federal laws applicable to this operation; that the
statements made in this APD package are, to the best of my knowledge, true and correct; and that
the work associated with the operations proposed herein would be performed in conformity with
this APD package and the terms and conditions under which it is approved. I also certify that I,
or the company I represent, am responsible for the operations conducted under this application
and that bond coverage is provided under Bill Barrett Corporations federal nationwide bond.
These statements are subject to the provisions of 18 U.S.C. 1001 for the filings of false
statements.

Executed this day of 2012
Name: Venessa Langmacher
Position Title: Senior Permit Analyst
Address: 1099 18* Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8172
E-mail: vlangmacher@billbarrettcorp.com
Field Representative Kary Eldredge / Bill Barrett Corporation
Address: 1820 W. Highway 40, Roosevelt, UT 84066
Telephone: 435-725-3515 (office); 435-724-6789 (mobile)
E-mail: keldredge@billbarrettcorp.com
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or the company I represent, am responsible for the operations conducted under this application
and that bond coverage is provided under Bill Barrett Corporations federal nationwide bond.
These statements are subject to the provisions of 18 U.S.C. 1001 for the filings of false
statements.

Executed this day of 2012
Name: Venessa Langmacher
Position Title: Senior Permit Analyst
Address: 1099 18* Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8172
E-mail: vlangmacher@billbarrettcorp.com
Field Representative Kary Eldredge / Bill Barrett Corporation
Address: 1820 W. Highway 40, Roosevelt, UT 84066
Telephone: 435-725-3515 (office); 435-724-6789 (mobile)
E-mail: keldredge@billbarrettcorp.com
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RECEIVED: May 04, 2012

API Well Number: 43047526420000

Bill Barrett Corporation 

May 4, 2012 

Utah Division of Oil, Gas and Mining 
Attention: Dustin Doucet 
1594 West North Temple, Suite 1120 
Salt Lake City, Utah 

RE: Commingling Application 
Aurora Deep Unit 
Aurora Federal 7-27D-7-20 
SWNE, Section 27 T7S R20E 
Uintah CountY,UT 

Dear Mr. Doucet, 

Bill Barrett Corportaion has submitted an application to commingle production from the Wasatch 
and Green River formations in the subject well located in the Aurora Deep Unit. In compliance 
with Utah OGM regulation R649-3-22, BBC has enclosed copies of the completed application. 

Should you require additional information in this regards, please feel free to contact me at 303-
299-9935. Your earliest attention to this matter is appreciated. 

BILL BARRETT CORPORATION 

Thomas J. Abell 
Landman 

Enclosures 

1099 18 TH STREET SUITE 2300 DENVER, CO 80202 USA 

T 303.293.9100 F 303.291.0420 www.BILLBARRETTCORP.com 
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and Green River formations in the subject well located in the Aurora Deep Unit. In compliance
with Utah OGM regulation R649-3-22, BBC has enclosed copies of the completed application.

Should you require additional information in this regards, please feel free to contact me at 303-
299-9935. Your earliest attention to this matter is appreciated.

BILL BARRETT CORPORATION

Thomas J. Abell
Landman

Enclosures

1099 18TH STREET SUITE 2300 DENVER, CO 80202 USA

T 303.293.9100 F 303.291.0420 www.BILLBARRETTCORP.com
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RECEIVED: May 04, 2012

API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corporation

AFFIDAVIT OF NOTICE

My name is Thomas J. Abell. I am a Landman with Bill Barrett Corporation (BBC). BBC has
submitted an application to commingle production from the Wasatch and Green River formations
in the following well within the Aurora Deep Field:

Aurora 7-27D-7-20 Well SWNE 27 T7S-R20E

In compliance with the Utah OGM regulation R649-3-22, I have provided a copy of the
application, by certified mail, to the owners as listed below of all contiguous oil and gas Leases
or drilling units overlying the pool.

Lessors
BLM State Office

Date: May 4, 2012 Affiant

Thomas J. AbelI
Landman
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Bill Barrett Corporation

May 4, 2012

BLM State Office
PO Box 45155
Salt Lake City,Utah 84145

RE: Commingling Application
Aurora 7-27D-7-20
Uintah County, UT

Dear Sir or Madam,

Bill Barrett Corporation has submitted an application to commingle production from the Wasatch
and Green River formations in the subject well. We enclosed herewith copies of the application
together with a plat showing the leases and wells in the area and affidavit confirming notice
pursuant to the Utah OGM regulations.

Should you require additional information in this regards, please feel free to contact me at 303-
299-9935. Your earliest attention to this matter is appreciated.

BILL BARRETT CORPORATION
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RECEIVED: May 04, 2012

API Well Number: 43047526420000API Well Number: 43047526420000

Bill Barrett Corporation

May 4, 2012

Ms. Diana Mason - Petroleum Technician
State of Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling Aurora Federal 7-27D-7-20

East Bluebell Area
Surface: 2495' FNL, 2491' FEL,SWNE, 27-T7S-R20E SLM
Bottom Hole: 1980' FNL, 1980' FEL,SWNE, 27-T7S-R20E SLM
Uintah County, Utah

Dear Ms. Mason,

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to
Drill the above referenced well, we hereby submit this letter in accordance with Oil & Gas
Conservation Rules R649-2, R649-3, R649-10 and R649-11, pertaining to the Location and
Siting of Wells.

• The proposed location is within our East Bluebell Area.
• BBC is permitting this well as a directional well in order to minimize surface

disturbance. By locating the well at the surface location and directionally drilling from
this location, BBC will be able to utilize the existing road and pipelines in the area.

• The well will be drilled under UTU-74417.
• BBC certifies that it is the working interest owner of all lands within 460 feet of the

proposed well location, and together with EnCana, we own 100% of the working
interest in these lands.

• Attached is Encana's consent to the directional drilling of this well.

Based on the information provided, BBC requests that the permit be granted pursuant
to R649-3-11. Should you have any questions or need further information, please contact me
at 303-299-9935.

S° erely,

Thomas Abell
Landman

1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100

F

API Well Number: 43047526420000
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Drill the above referenced well, we hereby submit this letter in accordance with Oil & Gas
Conservation Rules R649-2, R649-3, R649-10 and R649-11, pertaining to the Location and
Siting of Wells.
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• BBC is permitting this well as a directional well in order to minimize surface

disturbance. By locating the well at the surface location and directionally drilling from
this location, BBC will be able to utilize the existing road and pipelines in the area.

• The well will be drilled under UTU-74417.
• BBC certifies that it is the working interest owner of all lands within 460 feet of the

proposed well location, and together with EnCana, we own 100% of the working
interest in these lands.

• Attached is Encana's consent to the directional drilling of this well.

Based on the information provided, BBC requests that the permit be granted pursuant
to R649-3-11. Should you have any questions or need further information, please contact me
at 303-299-9935.

S° erely,

Thomas Abell
Landman
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BILL BARRETT CORPORATION /
FIGURE #2

×-section TYPICAL CROSS SECTIONS FOR
Scale

AURORA FEDERAL #7-27D-7-20 ggg
1 = loo

. SECTION 27, T7S, R20E, S.L.B.&M. 9 LAND
DATE: 04-13-11 2495' FNL 2491' FEL
DRAWN BY: S.L. co

REV: 07-27-11 Z.L. No. 161319
REV: 03-22-12 Z.L. 100' 130' i Ë ROßt L Ë

Preconstruction finished Grade

SM. 4+00

10' 100 45' 200'
S/ope = 1 1/2: 1

LOCA T/ON STAKE (Typ.)

F/LL
I

CUT
_¯ |¯¯\\\¯¯\ll ' S M. 2+00

10' 100' 45' 200'

155' 200'

SM. 0+00

NOTE: APPROX/MATE ACREAGES

ITopsoil should not be WELL S/TE D/STURBANCE = ± J.979 ACRES
Stripped Below Finished ACCESS ROAD D/STURBANCE = ± 1.602 ACRES * NOTE

Grade on Substructure Area. P/PEL/NE D/STURBANCE = ± O.OJ7 ACRES F/LL QUANT/TY /NCLUDES
5% EOR COMPACT/ON

TOTAL = ± 5.618 ACRES

APPROXIMATE YARDAGES
EXCESS MATERIAL = 5,830 Cu. Yds.

(6") Topsoil Stripping = 2,510 Cu. Yds. Topsoil & Pit Backfill = 5,830 Cu. Yds.
Rernaining Location = 7,390 Cu. Yds- (1/2 Pit Vol.)

TOTAL CUT = 9,900 CU.YDS. EXCESS UNBALANCE = 0 Cu. Yds.

FILL = 4,070 CU.YDS. (After Interirn Rehabilitation)

UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal, Utah 84078 * (435) 789-1017
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RECEIVED: May 15, 2012

 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       May 14, 2012 
 
Memorandum 
 
To:     Assistant District Manager Minerals, Vernal District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2012 Plan of Development Aurora (Deep) Unit, 

Uintah County, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following wells are planned for calendar year 
2012 within the Aurora (Deep) Unit, Uintah County, Utah. 
  
API #                                 WELL NAME                                           
               LOCATION 
 
(Proposed PZ GREEN RIVER-WASATCH) 
 
43-047-52632 Aurora 2-19D-7-20    Sec 19 T07S R20E 0265 FNL 2402 FEL 
                         BHL Sec 19 T07S R20E 0660 FNL 1980 FEL 
 
43-047-52633 Aurora 4-21D-7-20    Sec 21 T07S R20E 0267 FNL 0223 FWL 
                         BHL Sec 21 T07S R20E 0660 FNL 0660 FWL 
 
43-047-52642 Aurora 7-27D-7-20    Sec 27 T07S R20E 2495 FNL 2491 FEL 
                         BHL Sec 27 T07S R20E 1980 FNL 1980 FEL 
 
 
This office has no objection to permitting the wells at this 
time. 
 
 
 
 
       
 
 
 
 
 
bcc: File – Aurora Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:5-14-12  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2012.05.14 12:21:32 -06'00'
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155
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Michael L.Coulthard ENEENBËà:=:::u
Date:2012.05.1412:21:32-06'00'
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RECEIVED: August 02, 2012

ON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining 

Operator BILL BARRETT CORP 
Well Name Aurora  Federa l  7 -27D-7-20
API Number 43047526420000 APD No 5 8 5 3 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SWNE       Sec   27   T w  7.0S    Rng  20.0E    2495   FNL   2491   FEL
GPS Coord (UTM)     Surface Owner Four Star Ranch, Inc.
 

Participants
Don Hamilton (permit contractor), Kary Eldredge (BBC), Cody Rich (surveyor), Davie Stokes (EIS

 

Regional/Local Setting & Topography
This location sits approximately .75 miles south east of Pelican Lake surrounded by 4 irrigation
pivots.  The area around this location is quite flat  but drainage trends toward Pelican Lake.

 

Surface Use Plan
Current Surface Use
Agricultural

 

New Road
Miles

Well Pad Src Const Material Surface Formation

0 .44 Width 300    Length  4 0 0 Onsi te UNTA
 

Ancillary Facilities  N
 

Waste Management Plan Adequate? Y
 

Environmental Parameters
Affected Floodplains and/or Wetlands  N

 

Flora / Fauna
No animal life observed.
Koshia weeds,  russian thistle

 

Soil Type and Characteristics
Sandy soil with visible clay

 

Erosion Issues  N
 

Sedimentation Issues  N
 

Site Stability Issues  N
 

Drainage Diverson Required?  N
 

Berm Required?  N
 

Erosion Sedimentation Control Required?  N
 

API Well Number: 43047526420000API Well Number: 43047526420000
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Reserve Pit
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Characteristics /  Requirements
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Application for Permit to Drill
Statement of Basis

Utah Division of Oil, Gas and Mining

APD No API WellNo Status Well Type Surf Owner CBM
5 8 5 3 43047526420000 LOCKED OW P N o
Operator BILL BARRETT CORP Surface Owner-APD Four Star Ranch, Inc.
Well Name Aurora  Federa l  7 -27D-7-20 Unit AURORA (DEEP) 
Field UNDESIGNATED Type of Work DRILL

Location SWNE    27    7S    20E    S    2495 FNL    2491 FEL    GPS Coord
(UTM)    614552E    4448834N

Geologic Statement of Basis
The mineral rights for the proposed well are owned by the Federal Government. The BLM
will be the agency responsible for evaluating and approving the drill ing, casing and cement
programs .

Brad Hill
APD Evaluator

7 / 3 0 / 2 0 1 2
Date /  Time

Surface Statement of Basis
This well is on surface owned by Four Star Ranch. David Yeaman, owner of four star ranch
was not present during the onsite inspection but I  visited the site with Mr. Yaeman on
7/05/2012. During this  second visi t  Mr.  Yeaman requested that  an addit ional  35 ft  be taken
off the already cut off corner between stakes 9 and 10. I  forwarded this request to Bill
Barrett Corp and received the following reply: 

"Our team has worked through David Yeaman’s concern about the additional 100’ pivot
coverage and our proposed well pad being cut-off 35 feet and I received BBC is unwilling to
accommodate his  request  at  this  t ime.  They state that  they have made many concessions
lately and have already rounded the pad and have surface use in place.  
If  he waters our pad to the point i t  gets muddy we will  just  have to work that out with him
and his  operat ions people.
Cody said it  wasn’t realistic for him to water an additional 100 feet of his field anyway
because of  an obstruction that  would prevent  the pivot  from passing through (forget  the
details)."

I  spoke with Kary Eldredge about this sprinkler pit  issue and he stated that if  the pad is
muddied by irrigation they will  gravel to avoid the mess so that the sprinkler extension
could s t i l l  be operated but  s tated that  the pad s ize needed to remain as  planned and
originally agreed to with the surface owner.

There is a surface use agreement in place. This appears to be the best site for this well  as i t
is  tucked between 4 irrigation pivots where i t  best avoids currently irrigated farmed land.
Mr. Yeaman himself  is  satisfied with the placement but only requested the pad be shrunk.

A 16 mil liner and felt  sub liner is planned.

Richard Powell
Onsite Evaluator

6 / 1 9 / 2 0 1 2
Date /  Time

API Well Number: 43047526420000API Well Number: 43047526420000

I

Application for Permit to Drill
Statement of Basis

Utah Division of Oil, Gas and Mining
I

APD No API WellNo Status Well Type Surf Owner CBM
5853 43047526420000 LOCKED OW P No
Operator BILL BARRETT CORP Surface Owner-APD Four Star Ranch, Inc.
Well Name Aurora Federal 7-27D-7-20 Unit AURORA (DEEP)
Field UNDESIGNATED Type of Work DRILL

. SWNE 27 7S 20E S 2495 FNL 2491 FEL GPS CoordLocation
(UTM) 614552E 4448834N

Geologic Statement of Basis
The mineral rights for the proposed well are owned by the Federal Government. The BLM
will be the agency responsible for evaluating and approving the drilling, casing and cement
programs.

Brad Hill 7/30/2012
APD Evaluator Date / Time

Surface Statement of Basis
This well is on surface owned by Four Star Ranch. David Yeaman, owner of four star ranch
was not present during the onsite inspection but I visited the site with Mr. Yaeman on
7/05/2012. During this second visit Mr. Yeaman requested that an additional 35 ft be taken
off the already cut off corner between stakes 9 and 10. I forwarded this request to Bill
Barrett Corp and received the following reply:

"Our team has worked through David Yeaman's concern about the additional 100' pivot
coverage and our proposed well pad being cut-off 35 feet and I received BBC is unwilling to
accommodate his request at this time. They state that they have made many concessions
lately and have already rounded the pad and have surface use in place.
If he waters our pad to the point it gets muddy we will just have to work that out with him
and his operations people.
Cody said it wasn't realistic for him to water an additional 100 feet of his field anyway
because of an obstruction that would prevent the pivot from passing through (forget the
details)."

I spoke with Kary Eldredge about this sprinkler pit issue and he stated that if the pad is
muddied by irrigation they will gravel to avoid the mess so that the sprinkler extension
could still be operated but stated that the pad size needed to remain as planned and
originally agreed to with the surface owner.

There is a surface use agreement in place. This appears to be the best site for this well as it
is tucked between 4 irrigation pivots where it best avoids currently irrigated farmed land.
Mr. Yeaman himself is satisfied with the placement but only requested the pad be shrunk.

A 16 mil liner and felt sub liner is planned.

Richard Powell 6/19/20 12
Onsite Evaluator Date / Time
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was not present during the onsite inspection but I visited the site with Mr. Yaeman on
7/05/2012. During this second visit Mr. Yeaman requested that an additional 35 ft be taken
off the already cut off corner between stakes 9 and 10. I forwarded this request to Bill
Barrett Corp and received the following reply:

"Our team has worked through David Yeaman's concern about the additional 100' pivot
coverage and our proposed well pad being cut-off 35 feet and I received BBC is unwilling to
accommodate his request at this time. They state that they have made many concessions
lately and have already rounded the pad and have surface use in place.
If he waters our pad to the point it gets muddy we will just have to work that out with him
and his operations people.
Cody said it wasn't realistic for him to water an additional 100 feet of his field anyway
because of an obstruction that would prevent the pivot from passing through (forget the
details)."

I spoke with Kary Eldredge about this sprinkler pit issue and he stated that if the pad is
muddied by irrigation they will gravel to avoid the mess so that the sprinkler extension
could still be operated but stated that the pad size needed to remain as planned and
originally agreed to with the surface owner.

There is a surface use agreement in place. This appears to be the best site for this well as it
is tucked between 4 irrigation pivots where it best avoids currently irrigated farmed land.
Mr. Yeaman himself is satisfied with the placement but only requested the pad be shrunk.

A 16 mil liner and felt sub liner is planned.

Richard Powell 6/19/20 12
Onsite Evaluator Date / Time
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RECEIVED: August 02, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 5 /4 /2012 API NO. ASSIGNED: 43047526420000

WELL NAME: Aurora Federal 7-27D-7-20    

OPERATOR: BILL BARRETT CORP (N2165) PHONE NUMBER: 303 312-8172

CONTACT: Venessa Langmacher    

PROPOSED LOCATION: SWNE 27 070S 200E Permit Tech Review:

SURFACE: 2495 FNL 2491 FEL Engineering Review:

BOTTOM: 1980 FNL 1980 FEL Geology Review:

COUNTY: UINTAH 

LATITUDE: 40.18208 LONGITUDE: -109.65445

UTM SURF EASTINGS: 614552.00 NORTHINGS: 4448834.00

FIELD NAME: UNDESIGNATED    

LEASE TYPE: 1 - Federal    

LEASE NUMBER: UTU-74417             PROPOSED PRODUCING FORMATION(S): GREEN RIVER-WASATCH 

SURFACE OWNER: 4 - Fee COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: FEDERAL - WYB000040      Unit:  AURORA (DEEP) 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: 49-2336           Board Cause No:   R649-3-11

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         3 - Commingling - ddoucet
                             4 - Federal Approval - dmason
                             5 - Statement of Basis - bhill
                             15 - Directional - dmason
                             23 - Spacing - dmason
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Permit To Drill
******************

Well Name:   Aurora  Federa l  7-27D-7-20
API Well Number:   43047526420000

Lease Number:   UTU-74417
Surface Owner:   FEE (PRIVATE) 
Approval Date:    8 / 2 / 2 0 1 2

Issued to:
BILL BARRETT CORP, 1099 18th Street Ste 2300, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements  of  R649-3-11.  The expected producing formation or  pool  is
the GREEN RIVER-WASATCH Formation(s), completion into any other zones will
require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will  require approval in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

Commingle:
Administrat ive approval for commingling the production from the Wasatch
formation and the Green River formation in this well  is hereby granted.
Appropriate information has been submitted to DOGM in accordance with
R649-3-22. No written objections from owners were received by DOGM. 

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report  to the Division
within 30 days following completion of the well.  

This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil ,  Gas and

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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API Well Number: 43047526420000

Lease Number: UTU-74417
Surface Owner: FEE (PRIVATE)
Approval Date: 8/2/2012

Issued to:
BILL BARRETT CORP, 1099 18th Street Ste 2300, Denver, CO 80202
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DEPARTMENT OF NATURAL RESOURCES
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the GREEN RIVER-WASATCH Formation(s), completion into any other zones will
require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will require approval in accordance with R649-3-22.

Duration:
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continuous operation is underway, or a request for extension is made prior to the
expiration date

Commingle:
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formation and the Green River formation in this well is hereby granted.
Appropriate information has been submitted to DOGM in accordance with
R649-3-22. No written objections from owners were received by DOGM.
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Duration:
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continuous operation is underway, or a request for extension is made prior to the
expiration date

Commingle:
Administrative approval for commingling the production from the Wasatch
formation and the Green River formation in this well is hereby granted.
Appropriate information has been submitted to DOGM in accordance with
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submit a complete angular deviation and directional survey report to the Division
within 30 days following completion of the well.

This proposed well is located in an area for which drilling units (well spacing
patterns) have not been established through an order of the Board of Oil, Gas

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director
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Well Name: Aurora Federal 7-27D-7-20
API Well Number: 43047526420000

Lease Number: UTU-74417
Surface Owner: FEE (PRIVATE)
Approval Date: 8/2/2012

Issued to:
BILL BARRETT CORP, 1099 18th Street Ste 2300, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of R649-3-11. The expected producing formation or pool is
the GREEN RIVER-WASATCH Formation(s), completion into any other zones will
require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

Commingle:
Administrative approval for commingling the production from the Wasatch
formation and the Green River formation in this well is hereby granted.
Appropriate information has been submitted to DOGM in accordance with
R649-3-22. No written objections from owners were received by DOGM.
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Mining (the “Board”). In order to avoid the possibility of waste or injury to
correlative rights,  the operator is requested, once the well has been drilled,
completed,  and has produced,  to analyze geological  and engineering data generated
therefrom, as well  as any similar data from surrounding areas if  available.  As soon
as is practicable after completion of i ts analysis,  and if  the analysis suggests an
area larger than the quarter-quarter  section upon which the well  is  located is  being
drained,  the operator  is  requested to seek an appropriate  order  from the Board
establishing drill ing and spacing units in conformance with such analysis by fil ing
a Request for Agency Action with the Board. 

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached). 

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR
       submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 
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including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Mining (the "Board"). In order to avoid the possibility of waste or injury to
correlative rights, the operator is requested, once the well has been drilled,
completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon
as is practicable after completion of its analysis, and if the analysis suggests an
area larger than the quarter-quarter section upon which the well is located is being
drained, the operator is requested to seek an appropriate order from the Board
establishing drilling and spacing units in conformance with such analysis by filing
a Request for Agency Action with the Board.

Compliance with the Conditions of Approval/Application for Permit to Drill
outlined in the Statement of Basis (copy attached).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &



Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()

NOTICEOFAPPROVAL
Div.0FOIL,GAS NING

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()
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** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()
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Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()
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Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()
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Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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Electronic Submission #137281 verified by the BLM Well I mation System
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BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.
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APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
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la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
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8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420
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14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
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VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct
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o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()

NOTICEOFAPPROVAL
Div.0FOIL,GAS NING

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice
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Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()

NOTICEOFAPPROVAL
Div.0FOIL,GAS NING

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **

Form 3160-3 FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES Expires July 31, 2010

DEPARTlVIENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT MAY15 2012 5. Lease Serial No.

UTU74417

APPLICATION FOR PERMIT TO DRILL OR REE 6. IfIndian, AllotteeorTribeName

la. Type of Work: g DRILL O REENTER 7. If Unitor CA Agreement, Name and No.
AURORA (DEEP) UTU

8. Lease Name and Well No.
lb. Type of Well: g Oil Well O Gas well O Other O Single Zone g Multiple Zone AURORA FEDERAL 7-27D-7-20

2. Nameof operator Contact vbNESSA LANOMACHER 9. AriweilNo.
BILLBARRETT CORPORATION E-Mail: vtangmacher@billbarrettcorp.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8172 UNDESlGNATED
DENVER, CO 80202 Fx: 303-291-0420

4. Location of Well (Report locationclearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SWNE 2495FNL 2491FEL 40.182075 N Lat, 109.654453 W Lon Sec 27 T7S R20E Mer SLB
At proposed prod.zone SWNE 1980FNL 1980FEL 40.183478 N Lat, 109.652636 W Lon

14. Distance in miles and directionkom nearest town or post oftice* 12. County or Parish 13. State
24.4 MILES SOUTHWEST OF VERNAL, UT UINTAH UT

15. Distance tromproposed locationto nearest property or 16. No. of Acres m Lease 17. Spacing Umt dedicatedto this well
lease line, û. (Also to nearest drig. unit line, if any)

1980' (BOTTOM HOLE) 880.00 40.00

18. Distance from proposed location to nearest well, drilling, 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft.

5391' 10167 MD WYBOOOO40
10060 TVD

21. Elevations (Show whether DF, KB, RT, GL, etc. 2Ž. Approximate datework will start 23. Estimated duration
4795 GL 07/01/2012 60 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator pertification

SUPO shall be filed with the appropriate Forest Service Office), 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Printed/Typed) Date
(Electronic Submission) VENESSA LANGMACHER Ph: 303-312-8172 05/04/2012

Title
SENIOR PERMIT ANALYST

Approved by(Signature) Name (Printed/Typed) Jerry Kenczka 18 2012
Titi SS 8 y Ottice

VERNALFIELDOFFICE
Application approval does not warrant or certify the applicant lioldslegalor equitable title to those rights m the subject lease which would entitle the appheant to conduct

oenrd1ponns
o

aepopnroval,
if any, are attached.

Title 18 Ù.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfillly to make toany department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) RECEWED
Electronic Submission #137281 verified by the BLM Well I mation System

For BILL BARRETT CORPORATION, sent to t I .0

Committed to AFMSS for processing by LESLIE ROBIN /2012 ()

NOTICEOFAPPROVAL
Div.0FOIL,GAS NING

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: SWNE, Sec. 27, T7S, R20E
Well No: Aurora Federal 7-27D-7-20 Lease No: UTU-74417
API No: 43-047-52642 Agreement: Aurora (Deep)

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.

Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn opreport@blm.qov

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
se 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL
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OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• All new and replacement internal combustion gas field engines of less than or equal to 300 design-

rated horsepower must not emit more than 2 gms of NOx per horsepower-hour. This requirement
does not apply to gas field engines of less than or equal to 40 design-rated horsepower.

• All and replacement internal combustion gas field engines of greater than 300 design rated
horsepower must not emit more than 1.0 gms of NOx per horsepower-hour.

• If there is an active Gilsonite miningoperation within 2 miles of the well location, operator shall
notifythe Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately stop
work and contact the Authorized Officer (AO). A determination will be made by the AO as to what
mitigationmay be necessary for the discovered paleontologic material before construction can
continue.

• Any deviation of submitted APD, which includes BBCs surface use plan, and ROW applications the
operator will notifythe BLM in writing and willreceive written authorization of any such change with
appropriate authorization.

• The operator will implement "Safety and Emergency Plan." The operator's safety director will
ensure its compliance.

• All operator employees and/or authorized personnel (sub-contractors) in the field will have
approved applicable APD's, COAs, and ROW permitslauthorizations on theirperson(s) during all
phases of construction.

• Allvehicular traffic,personnel movement, construction/restoration operations will be confined to the
area examined and approved, and to the existing roadways and/or evaluated access routes.

• Noxious weeds will be treated, monitored, and controlled along both the access road, pipeline
route, and on the well pad itself. This includes the Russian Olive and Tamarisk trees identified
during the onsite inspection.

• BBC will insure topsoilstabilityon location and use topsoilfor interim reclamation as soon as
possib\e to maintain viability of the topsoilresource. If stored for a longer period of timethen topsoil
piles will be maintained to increase viability untilthe topsoil resource can be used for reclamation
purposes only.

• Allabove ground production facilities will be painted Covert Green on all locations to help blend in
with the surrounding habitat, unless otherwise directed by the BLM, or private land owner.

• The operator must conduct operations to minimizeadverse effects to surface and subsurface
resources. This will be accomplished by staying on the approved acres of disturbance, and
conforming to dust mitigation technologyand doing interim reclamation practices on unused
portions of the
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• The entire well site will be fenced at the landowner's request. Also, all dust will be controlled by
BBC during construction activities to reduce visual and erosional impacts as stated by the
landowner.

• Corner #9 of the proposed well pad will be rounded to avoid irrigation pivot and road as stated in
the proposed action, and as required by the surface landowner.

• A 20 ml reserve pit liner will be used in the proposed reserve pit to minimizethe potential impact to
the shallow ground water in the area.

• Site reclamation will be accomplished for portions of the well pad not needed for production, within
6 months of completion, weather permitting. This also includes any roads, and pipeline areas that
have been disturbed as well. Road areas not being used and pipeline disturbances can undergo
reclamation immediately after the pipeline is installed and after the roads are built. Please contact
the private landowner for seed mixes that work in the area. Seeds must be planted in August and
prior to ground freeze. Non-natives can be used; however Ibslac must be kept low to minimize the
chance of a
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reclamation immediately after the pipeline is installed and after the roads are built. Please contact
the private landowner for seed mixes that work in the area. Seeds must be planted in August and
prior to ground freeze. Non-natives can be used; however Ibslac must be kept low to minimize the
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DOl/VNHOLEPROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• A CBL shall be run from TD to TOC in the Production Casing.

• The minimumTOC for the 5.5 inch casing shall be 200 feet above the surface casing shoe.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly adhered
to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Office within 24 hours of spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casinq cementing operations and BOPE & casinq pressure tests.

• All requirements listed in Onshore Order #2 Ill. E. Special Drilling Operations are applicable for air
drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the daily
drilling report. Components shall be operated and tested as required by Onshore Oil & Gas Order
No. 2 to insure good mechanical working order. All BOPE pressure tests shall be performed by a
test pump with a chart recorder and i by the rig pumps. Test shall be reported in the driller's
log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from under
the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water is
encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLMVernal
Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona,etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well namelnumber, well location, date and depth (from
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or GL) of encounter, vertical footage of the encounter and, the name of the person making the
report (along with a telephone number) should the BLMneed to obtain additional information.

• A complete set of angular deviation and directional surveys of a directional well willbe submitted to
the Vernal BLM officeengineer within 30 days of the completion of the well.

• While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers
untilthe well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and shall
be utilizedto determine the bond quality for the production casing. Submit a field copy of the CBL
to this office.

• Please submit an electronic copy of all other logs run on this well in CD (compact disc)
format to the Vernal BLM Field Office. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation must
have prior approval from the BLMVernal Field
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o Date well was placed in a producing status (date of first production for which royalty will be
paid).
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• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will be
reported to the BLM,Vernal Field Office. Major events, as defined in NTL3A, shall be reported
verbally within 24 hours, followed by a written report within 15 days. "Other than Major Events" will
be reported in writing within 15 days. "Minor Events" will be reported on the Monthly Report of
Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and Recompletion
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the well or after completion of operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completion report a geologic report including, at a minimum,formation tops,
and a summary and conclusions. Also include deviation surveys, samp\e descriptions, strip
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLMVernal Field Office. Ifoperations are to be suspended for more than 30 days, prior
approval of the BLMVernal Field Office shall be obtained and notificationgiven before resumption
of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water produced
from thiswell for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period willbe considered as an Incident of Noncompliance and willbe
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. Ifa well is suspended or abandoned,
all pits must be fenced immediately untilthey are backfilled. The "Subsequent Report of
Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface
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core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted onlywhen requested by the BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have prior
written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field Office
Petroleum Engineers will be provided with a date and timefor the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLMVernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLMVernal Field Officewithin 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectivelysealed in
accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
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RECEIVED: Feb. 26, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
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8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

3 /1 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 BBC is submitting this sundry to request permission to change the
production hole size from 8-3/4" to 7-7/8". Surface hole and casing

size, production casing size, and the TD will remain the same as
original permitted. Please see the attached revised drilling plan and

cement calculator. Please contact Brady Riley at 303-312-8115 with
any questions in regard to the proposed change.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 2 /26 /2013

March 05, 2013

Sundry Number: 35038 API Well Number: 43047526420000Sundry Number: 35038 API Well Number: 43047526420000
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2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000
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Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
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WILDCATWELLDETERMINATION OTHER OTHER:
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CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/1/2013
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BILL BARRETT CORPORATION 

DRILLING PLAN REVISED 
 

Aurora Federal 7-27D-7-20 
SW NE, 2495’ FNL and 2491’ FEL, Section 27, T7S-R20E, SLB&M (surface hole) 

SW NE, 1980’ FNL and 1980’ FEL, Section 27, T7S-R20E, SLB&M (bottom hole) 

Uintah County, Utah 

 

 

1 - 2. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and 

Gas and Other Minerals 

    

Formation Depth – MD Depth - TVD 

Lower Green River* 5,591’ 5,485’ 

       Black Shale 6,666’ 6,560’ 

Wasatch* 7,666’ 7,560’ 

TD  10,167’ 10,060’ 

   *PROSPECTIVE PAY 

The Wasatch and the Lower Green River are primary objectives for oil/gas.   

         

   Base of Useable Water = 4,700’ 

 

3. BOP and Pressure Containment Data  

 

Depth Intervals BOP Equipment 

0 – 2,000’  No pressure control required 

2,000’ – TD  11” 5000# Ram Type BOP 

11” 5000# Annular BOP 

-  Drilling spool to accommodate choke and kill lines; 

-  Ancillary equipment and choke manifold rated at 5,000 psi.  All BOP and BOPE tests will be in    

   accordance with the requirements of onshore Order No. 2;   

-  The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in  

    advance of all BOP pressure tests.  

-  BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up   

   To operate most efficiently in this manner.    

             

4. Casing Program  

 

Hole Size SETTING DEPTH 

(FROM)      (TO) 

Casing 

Size 

Casing 

Weight 

Casing 

Grade 

 

Thread 

 

Condition 

26” Surface 80’ 16” 65#    

12 1/4”  Surface 2,000’ 9 5/8” 36# J or K 55 ST&C New 

7 7/8” Surface TD 5 ½” 17# P-110 LT&C New 

 

*The casing program is based on recent wells drilled by Axia in the immediate area. 

 

9-5/8” casing may be preset with a spudder rig.  If this occurs, the following equipment       

shall be in place and operational during air/gas drilling: 

 

- Properly lubricated and maintained rotating head 

- Spark arresters on engines or water cooled exhaust 

- Blooie line discharge 100 feet from well bore and securely anchored 

Sundry Number: 35038 API Well Number: 43047526420000Sundry Number: 35038 API Well Number: 43047526420000
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3. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 2,000' No pressure control required
2,000' - TD 11" 5000# Ram Type BOP

l1" 5000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary equipment and choke manifold rated at 5,000 psi. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

To operate most efficiently in this manner.

4. Casing Program

Hole Size SETTING DEPTH Casing Casing Casing
(FROM) £T_O) & Weight Grade Thread Condition

26" Surface 80' 16" 65#
12 1/4" Surface 2,000' 9 5/8" 36# J or K 55 ST&C New
7 7/8" Surface TD 5 ½" 17# P-110 LT&C New

*The casing program is based on recent wells drilled by Axia in the immediate area.

9-5/8" casing may be preset with a spudder rig. If this occurs, the following equipment
shall be in place and operational during air/gas drilling:

- Properly lubricated and maintained rotating head
- Spark arresters on engines or water cooled exhaust
- Blooie line discharge 100 feet from well bore and securely anchored
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RECEIVED: Feb. 26, 2013

Bill Barrett Corporation 

Drilling Program REVISED 

Aurora Federal #7-27D-7-20 

Uintah County, Utah 

 

- Straight run on blooie line unless otherwise approved 

- Deduster equipment 

- All cuttings and circulating medium shall be directed into a reserve or blooie pit 

- Float valve above bit 

- Automatic igniter or continuous pilot light on the blooie line 

- Compressors located in the opposite direction from the blooie line a minimum of 100       

feet from the well bore 

- Mud circulating equipment, water, and mud materials (does not have to be premixed) 

sufficient to maintain the capacity of the hole and circulating tanks or pits  

  

5. Cementing Program    

 

16” Conductor Casing Grout 

9 5/8” Surface Casing Lead: 280 sx Halliburton Light Premium with additives 

mixed at 11.0 ppg (yield = 3.16 ft
3
/sx) circulated to surface 

with 75% excess.  TOC @ Surface 

Tail: 210 sx Halliburton Premium Plus cement with 

additives mixed at 14.8 ppg (yield = 1.36 ft
3
/sx), calculated 

hole volume with 75% excess.  TOC @ 1,500’ 

5 ½” Production Casing Lead: 530 sx Tuned Light cement with additives mixed at 

11.0 ppg (yield = 2.31 ft
3
/sx).  TOC @ 1,500’ 

Tail: 740 sx Halliburton Econocem cement with additives 

mixed at 13.5 ppg (yield = 1.42 ft
3
/sx).   Top of cement to 

be determined by log and sample evaluation; estimated TOC 

@ 6,166’ 

 

6. Mud Program 

 

 Interval Weight Viscosity Fluid Loss 

(API filtrate) 

Remarks 

0’ – 80’ 8.3 – 8.8 26 – 36 NC Freshwater Spud Mud Fluid 

System 

80’ – 2,000’ 8.3 – 8.8  26 – 36 NC Freshwater Spud Mud Fluid 

System 

2,000’ – TD 8.6 – 9.6 42 – 52 20 cc or less DAP Polymer Fluid System 

Note:  Sufficient mud materials to maintain mud properties, control lost circulation and to contain 

“kicks” will be available at wellsite.  BBC may require minor amounts of diesel to be added to its 

fluid system in order to reduce torque and drag. 

 

7. Testing, Logging and Core Programs 

 

Cores None anticipated; 

Testing None anticipated; drill stem tests may be run on shows of interest; 

Sampling 30’ to 50’ samples; surface casing to TD.  Preserve samples all show intervals; 

Surveys MWD as needed to land wellbore; 

Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).  

FMI & Sonic Scanner to be run at geologist’s discretion.   
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Bill Barrett Corporation
Drilling Program REVISED
Aurora Federal #7-27D-7-20
Uintah County, Utah

- Straight run on blooie line unless otherwise approved
- Deduster equipment
- All cuttings and circulating medium shall be directed into a reserve or blooie pit
- Float valve above bit
- Automatic igniter or continuous pilot light on the blooie line
- Compressors located in the opposite direction from the blooie line a minimum of 100
feet from the well bore
- Mud circulating equipment, water, and mud materials (does not have to be premixed)
sufficient to maintain the capacity of the hole and circulating tanks or pits

5. Cementing Program

16" Conductor Casing Grout
9 5/8" Surface Casing Lead: 280 sx Halliburton Light Premium with additives

mixed at 11.0 ppg (yield = 3.16 ft3/Sx) circulated to surface
with 75% excess. TOC @Surface
Tail: 210 sx Halliburton Premium Plus cement with
additives mixed at 14.8 ppg (yield = 1.36 ft3/Sx), calculated
hole volume with 75% excess. TOC @ 1,500'

5 ½" Production Casing Lead: 530 sx Tuned Light cement with additives mixed at
11.0 ppg (yield = 2.31 ft3/Sx). TOC @1,500'
Tail: 740 sx Halliburton Econocem cement with additives
mixed at 13.5 ppg (yield = 1.42 ft3/Sx). Top of cement to
be determined by log and sample evaluation; estimated TOC
@6,166'

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0' - 80' 8.3 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

80' - 2,000' 8.3 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

2,000' - TD 8.6 - 9.6 42 - 52 20 cc or less DAP Polymer Fluid System
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce torque and drag.

7. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys MWD as needed to land wellbore;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).

FMI & Sonic Scanner to be run at geologist's discretion.
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8. Anticipated Abnormal Pressures or Temperatures 

 

No abnormal pressures or temperatures or other hazards are anticipated.   

 

Maximum anticipated bottom hole pressure equals approximately 5021 psi* and maximum 

anticipated surface pressure equals approximately 2808 psi** (bottom hole pressure minus the 

pressure of a partially evacuated hole calculated at 0.22 psi/foot). 

 

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure) 

**Maximum surface pressure = A – (0.22 x TD) 

 

9.  Auxiliary Equipment 

 

a) Upper kelly cock; lower Kelly cock will be installed while drilling 

b) Inside BOP or stab-in valve (available on rig floor) 

c) Safety valve(s) and subs to fit all string connections in use 

 Mud monitoring will be visually observed 

 

10. Location and Type of Water Supply 

  

Water for the drilling and completion will be trucked from the Green River located in Sec. 33, 

T8S-R20E. 

 

11.  Drilling Schedule 

 

 Location Construction: July 2012 

 Spud:   July 2012 

 Duration:  15 days drilling time 

    45 days completion time 
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RECEIVED: Feb. 26, 2013

Job Recommendation Surface Casing

Lead Cement - (1500' - 0')

Halliburton Light Premium Fluid Weight: lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: ft
3
/sk

0.25 lbm/sk Kwik Seal Total Mixing Fluid: Gal/sk

0.125 lbm/sk Poly-E-Flake Top of Fluid:

2.0% Bentonite Calculated Fill:

Volume: bbl

Proposed Sacks: sks

Tail Cement - (TD - 1500')

Premium Cement Fluid Weight: lbm/gal

2.0% Calcium Chloride Slurry Yield: ft
3
/sk

Total Mixing Fluid: Gal/sk

Top of Fluid:

Calculated Fill:

Volume: bbl

Proposed Sacks: sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')

Tuned Light
TM

 System Fluid Weight: lbm/gal

Slurry Yield: ft
3
/sk

Total Mixing Fluid: Gal/sk

Top of Fluid:

Calculated Fill:

Volume: bbl

Proposed Sacks: sks

Tail Cement - (10167' - 6166')

Econocem
TM

 System Fluid Weight: lbm/gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: ft
3
/sk

1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: Gal/sk

Top of Fluid:

Calculated Fill:

Volume: bbl

Proposed Sacks: sks
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Job Recommendation Surface Casing

Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal

5.0 lbm/sk Silicalite Compacted Slurry Yield: 3.16 ft3/sk

0.25 lbm/sk Kwik Seal Total Mixing Fluid: 19.48 Gal/sk
0.125 lbm/sk Poly-E-Flake Top of Fluid: 0'
2.0% Bentonite Calculated Fill: 1,500'

Volume: 146.41 bbl
Proposed Sacks: 280 sks

Tail Cement - (TD - 1500')
Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36
ft3

Sk

Total Mixing Fluid: 6.37 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned Light" System Fluid Weight: 11.0 lbm/gal

Slurry Yield: 2.31
ft3

Sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 215.96 bbl

Proposed Sacks: 530 sks

Tail Cement - (10167' - 6166')
Econocem" System Fluid Weight: 13.5 lbm/ gal

0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk

1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk
Top of Fluid: 6, 166'

Calculated Fill: 4,001'
Volume: 185.20 bbl

Proposed Sacks: 740 sks

RECEIVED: Feb. 26,

Sundry Number: 35038 API Well Number: 43047526420000
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Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/ gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 215.96 bbl

Proposed Sacks: 530 sks
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Calculated Fill: 4,001'
Volume: 185.20 bbl

Proposed Sacks: 740 sks
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Lead Cement - (1500' - O')
Halliburton Light Premium Fluid Weight: 11.0 lbm/gal
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RECEIVED: Feb. 26,
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Premium Cement Fluid Weight: 14.8 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.36 ft3/sk

Total Mixing Fluid: 6.37 Gal/ sk
Top of Fluid: 1,500'

Calculated Fill: 500'
Volume: 48.80 bbl

Proposed Sacks: 210 sks

Job Recommendation Production Casing

Lead Cement - (6166' - 1500')
Tuned LightTM System Fluid Weight: 11.0 lbm/ gal

Slurry Yield: 2.31 ft3/sk

Total Mixing Fluid: 10.65 Gal/sk
Top of Fluid: 1,500'

Calculated Fill: 4,666'
Volume: 215.96 bbl

Proposed Sacks: 530 sks
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0.125 lbm/sk Poly-E-Flake Slurry Yield: 1.42 ft3/sk
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Calculated Fill: 4,001'
Volume: 185.20 bbl

Proposed Sacks: 740 sks
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Top of Fluid: 1,500'
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Proposed Sacks: 210 sks
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1.0 lbm/sk Granulite TR 1/4 Total Mixing Fluid: 6.61 Gal/sk
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Proposed Sacks: 740 sks
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RECEIVED: Feb. 21, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /21 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please update the records for this well to include the attached, revised
plat package, updating the pad layout and pipeline route. SHL and

surface owners have stayed the same.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 2 /21 /2013

March 05, 2013

Sundry Number: 34871 API Well Number: 43047526420000Sundry Number: 34871 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/21/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please update the records for this well to include the attached, revised Accepted by the
plat package, updating the pad layout and pipeline route. SHL and Utah Division of

surface owners have stayed the same. Oil, Gas and Mining

FOR RECORD ONLY
March 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 2/21/2013

RECEIVED: Feb. 21,
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FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/21/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please update the records for this well to include the attached, revised Accepted by the
plat package, updating the pad layout and pipeline route. SHL and Utah Division of

surface owners have stayed the same. Oil, Gas and Mining

FOR RECORD ONLY
March 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 2/21/2013

RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/21/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please update the records for this well to include the attached, revised Accepted by the
plat package, updating the pad layout and pipeline route. SHL and Utah Division of

surface owners have stayed the same. Oil, Gas and Mining

FOR RECORD ONLY
March 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 2/21/2013

RECEIVED: Feb. 21,



RECEIVED: Feb. 21, 2013

Sundry Number: 34871 API Well Number: 43047526420000Sundry Number: 34871 API Well Number: 43047526420000

BILL BARRETT CORPORATION
AURORA FEDERAL #7-27D-7-20

LOCATED IN UINTAH COUNTY, UTAH
SECTION 27, T7S, R20E, S.L.B.&M.

ILOCATION STAKE I

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: EASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: SOUTHERLY

Uintah Engineering & Land Surveying LOCATION PHOTos 04 11 11 PHOTO
85 South 200 East Vemal, Utah 84078 DAY YEAR

-Since 1964 - (435) 789-1017 * FAX (435) 789-1813 TAKENBY:T.A. DRAWNBY:Z.L.
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RECEIVED: Feb. 21, 2013

Sundry Number: 34871 API Well Number: 43047526420000Sundry Number: 34871 API Well Number: 43047526420000

T'7S, R20 E, S. L.B. &M BILL BARRETT CORPORATION
Well location, AURORA FEDERAL #7-27D-7-20,

ss9°35'26"E - 2674.83' (Meas.) /VB931'28"W - 2658.94' (Meas.) located as shown in the SW 1/4 NE 1/4 of
Spind/e Spin 1988 Brass Cop,

' Section 27, T7S, R20E, S.L.B.&M., Uintah County,
Rush W/Ground Utah.

BASIS OF ELEVATION

BENCH MARK (38EAM) LOCATED IN THE SW 1/4 OF SECTION
9, T7S, R20E, S.L.B.&M. TAKEN FROM THE PELICAN LAKE,
QUADRANGLE, UTAH, UINTAH COUNTY, 7.5 MINUTE QUAD
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
ELEVATION IS MARKED AS BEING 4942 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

1980'
AURORA FEDERAL
/7-27D-7-20
E/ev. Ungraded Ground = 4795' 2491'

No// f 1988 Bross Cop,
O.J' High, Steel
Post

SCALE

CERTIFICATE L AND
THIS IS TO CERTIFY THAT THE ABOVE ED
FIELD NOTES OF ACTUAL SURVEYS M OR UNDE

LINE TABLE SUPERVISION AND THAT THE SAME A U O

LINE BEARING LENGTH
°a BEST OF MY KNOWLEDGE AND BELIE

L1 N44°48'49"E 720.22' z - I g
REGIST DL DS OR

Spind/e REGISTR . 131

SS7°25'E - 2678.28' (G.L.O.)
REVISED: 07-27-11 Z.L.

STATE O 7

1318SOS2'0(
L.O.)

1337.82'
G.L.O.3 UINTAH ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:
1" = 1000' 11-12-10 04-13-11

=
90° SYMBOL NAD 83 (TARGET BOTTOMHOLE) NAD 83 (SURFACE LOCATION) PART" REFERENCES

LATITUDE =
40°11'00.52" (40.183478) LATITUDE = 40 10'55.47" (40.182075)

A = PROPOSED WELL HEAD. LONGITUDE = 109'39'09.49" (109.652636) LONGITUDE =
109°39'16.03" (109.654453) B.B. T.A. S.L. G.L.O. PLAT

NAD 27 (TARGET BOTTOMHOLE) NAD 27 (SURFACE LOCATION) WEATHER FILE
A = SECTION CORNERS LOCATED. LATITUDE =

40°11'00.65" (40.183514) LATITUDE = 40'10'55.60" (40.182111) COOLLONGITUDE = 109'39'06.99" (109.651942) LONGITUDE =
109°39'13.53" (109.653758) BILL BARRETT CORPORATION

RECEIVED: Feb. 21,
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RECEIVED: Feb. 21, 2013
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BILL BARRETT CORPORATION FIGURE #2
×-section TYPICAL CROSS SECTIONS FOR '

Scale
AURORA FEDERAL #7-27D-7-20 ggg

1 = loo
. SECTION 27, T7S, R20E, S.L.B.&M. o LAND

DATE: 04-13-11 2495' FNL 2491' FEL
DRAWN BY: S.L. ce

REV: 07-27-11 Z.L. , g No. 16131
REVISED: 07-18-12 100' 130' $ Ë ROREVISED: 10-05-12

Tinished Grade
Preconstruction

SM. 4+00

10' 100 45' 200'
S/op e = 1 1/2: 1

LOCA T/ON STAKE (Typ.)

CUT
¯ |¯¯ll\¯¯\|| SM. 2+00

10' 100' 45' 200'

155 200'

SM. 0+00

APPROX/MATE ACREAGES
WELL S/TE D/STURBANCE = ± J 979 ACRES

ACCESS ROAD D/STURBANCE = ± 1.603 ACRES * NOTE:
P/PEL/NE D/STURBANCE = ± 0.037 ACRES F/LL QUANT/TY /NCLUDES

5% EOR COMPACT/ON
TOTAL = ± 5.619 ACRES

APPROXIMATE YARDAGES
EXCESS MATERIAL = 5,770 Cu. Yds.

(6") Topsoil Stripping = 2,450 Cu. Yds. Topsoil & Pit Backfill = 5,770 Cu. Yds.
Rernaining Location = 7,340 Cu. Yds- (1/2 Pit Vol.)

TOTAL CUT = 9,790 CU.YDS. EXCESS UNBALANCE = 0 Cu. Yds.

FILL = 4,020 CU.YDS. (After Interirn Rehabilitation)

UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Verrlal, Utah 84078 * (435) 789-1017
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RECEIVED: Feb. 21, 2013

ROBERT L.
KAY

No. 161319

A

Sundry Number: 34871 API Well Number: 43047526420000Sundry Number: 34871 API Well Number: 43047526420000

. Existing Road 1988 Brass Cap,
- - NB911'28"W - 2658.94' (Meas.) Flush W/cround BILL BARRETT CORPORATION

Sec lonK
NNET

L1 NN GHT-0FROWPO D LOCATION SURFACE USE AREA
HA

LINE TABLE LINE TABLE & ROAD RIGHT-OF- WAY ON
| ANN P.I. 2+36.94 LINE DIRECTION LENGTH LINE DIRECTION LENGTH FEE LANDS

COOPER
L5 P.I. 3+73.37

L

113 021' 13.7045°

(For AURORA FEDERAL
L6

P . '4+ 8
Fo-u,r Sta,r L3 SOO'56'21"W 89.01' L19 S11°06'37"E 33.39 #7- 27D- 7- 20)

L7 L4 SO2°33'17"E 136.43' L20 S16°53'55"E 185.96'I. 4+70.97 Ra,nch Inc· LOCATED INP.O.P.L. 5+18.04 L5 SO4'37'52"E 11.48' L21 S23°03'59"E 84.27'

P.I. 5+68.4 L6 SO4'37'52"E 43.63' L22 S29°0139"E 139.06. SECTION 27, T7S, R20E, S.L.B.&M.,
L7 SO4°37'52"E 42.49' L23 S34°14'33"E 167.68. UINTAH COUNTY, UTAH

I '¯i

P.I. 7+07.4 ting Road
L8 SO3'56'02"W 47.07' L24 515°36°29"E 34.72'

L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++

THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE L12 SOO'04'01"W 149.58' L28 SOO'00'00"E 343.58'
NE 1/4 NW 1/4 OF SECTION 27, T7S, R20E, S.L.B.&M· L13 SO2°19'13"E 145.38' L29 N90°00'00"W 395.00Existing Eence CONTAINS 0.188 ACRES MORE OR LESS.

P.I. 10+32.02 L14 SO5°18'00"E 27.62' L30 NOO°00'OO"E 450.00'

/ FOUR STAR RANCH INC L15 505'18'00"E 77.50' L31 N90°00'OO"E 287.11'
ROAD RIGHT-OF-WAY DESCRIPTION L16 SOTO9'00"E 65.33'

P.I. 11+77.39L14 P.O.P.L. 12+05.01 THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE - -
L15 NORTH 1/2 OF SECTION 27, T7S, R20E, S.L.B.&M.
P.I. 12+82.51 CONTAINS 1.415 ACRES MORE OR LESS. SC A LE

-NW 1/4 1/16 Section L L1..
13+47.84 NE 1/4 BASIS OF BEARINGS

ROAD RIGHT-OF-WAY DESCRIPTION i BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNINGOF ROAD STA. 0+00 BEARS
SURFACE USE AREA DESCRIPTION

DES RI
DDECRHTET-ONF-WAY15' ON EACH SIDE OF THE FOLLOWING CENTERLINE RIGHT-OF-WAY LENGTHS

SO4'51'01"E 10.65' FROM THE NORTH P.I. 15+70.89 BEGINNINGAT A POINT IN THE SW 1/4 NE 1/4 OF SECTION
1/4 CORNER OF SECTION 27, T7S, 27, T7S, R20E, S.L.B.&M. WHICHBEARS N78°58'42"W BEGINNINGAT A POINT IN THE NW 1/4 NE 1/4 OF SECTION 27, T7s, PROPERTY OWNER FEET RODS
R20E, S.L.B.&M. o 2420.09' FROM THE EAST 1/4 CORNER OF SAID SECTION R20E, S.L.B.&M. WHICHBEARS SO4°51'01"E 10.65' FROM THE NORTH 1/4 KENNETH A. & MARTHA ANN COOPER 370.93 22.48

I
P.I. 16+82.62 27, THENCE EAST 25.12'; THENCE S3T52'30"E 134.82; CORNER OF SAID SECTION 27, THENCE SO3°28'52"W 13.92' TO A POINT ON

P.O.P.L. 0+13.92 BEARS SOO'07'45"E L1.
17+16.01 THENCE SOUTH 343.58'; THENCE WEST 395.00'; THENCE THE WEST LINE OF THE NW 1/4 NE 1/4 OF SAID SECTION 27 WHICH FOUR STAR RANCH INC. 1956.77 118.59

24.51' FROM THE NORTH 1/4 CORNER NORTH 450.00'; THENCE EAST 287.11' TO THE POINT OF BEARS SOO'07'45"E 24.51' FROM THE NORTH 1/4 CORNER OF SAIDOF SECTION 27, T7S, R20E, S.L.B.&M· BEGINNING. BASIS OF BEARINGS IS A G.P.S. OBSERVATION· SECTION 27, THENCE SO3°28'52"W 134.01'; THENCE SOO'56'21"W 89.01';
P.O.P.L. 3+84.85 BEARS SOO'20'31"W

CONTAINS 3.979 ACRES MORE OR LESS· THENCE SO2°33'17"E 136.43'; THENCE SO4°37'52"E 11.48' TO A POINT IN RIGHT-OF- WAY ACREAGES
P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W

395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
P.O.P.L. 4+28.48 BEARS SOO'07'45"E 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 438.49' FROM THE KENNETH A. & MARTHA ANN COOPER 0.188
438.49' FROM THE NORTH 1/4 CORNER END OE PROPOSED ROAD NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO4°37'52"E 42.49'; FOUR STAR RANCH INC. 1.415
OF SECTION 27, T7S, R20E, S.L.B.&M. P.I. 21+25.30 THENCE SO3'56'02"W 47.07' TO A POINT ON THE WEST LINE OF THE NWRCHT-0F-M Y 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 527.80' FROM e
P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
(At Edge of Surface Use Area) S 50.36'; THENCE SOO'01'28"W 139.02'; THENCE SO1°02'50"W 175.02'; THIS IS TO CERTIFYTHAT THE ABOVE PLAT WAS F

MND
OF SECTION 27, T7S, R20E, S.L.B.&M· L31 THENCE SOO'04'01"W 149.58'; THENCE SO2'19'13"E 145.38'; THENCE FIELD NOTES OF ACTUALSURVEYS MADE BY ME Y

L24 SO5'18'00"E 27.62' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW SUPERVISIONAND THAT THE SAME ARE TRUE CT TO
P.O.P.L. 12+05.01 BEARS SOO'07'45"E E - -L25 Four Star 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 1214.39' FROM THE THE BEST OF MY KNOWLEDGEAND BELIEF. ' No. 161319
1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E 77.50';
CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯

gWell SURFACE USE AREÂ 185.96'; THENCE S23'03'59"E 84.27'; THENCE S29°01'39"E 139.06'; THENCE REV: 10-05-12 Z.L. AfŠET ON 161319

N78°58'42"W 2420.09' FROM THE EAST S34'14'33"E 167.68'; THENCE S15'36'29"E 34.72' TO A POINT IN THE SW REV: 07-27-11 Z.L. 78 gd
1/4 CORNER OF SECTION 27, T7S, AURORA EEDERAL 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS N78°58'42"W 2420.09'
R20E, S.L.B.&M. ,¢'7-270-7-20 FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE LINES OF UINTAH ENGINEERING & LAND YING

Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000
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Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

. Existing Road 1988 Brass Cap,
- - NB911'28"W - 2658.94' (Meas.) Flush W/cround BILL BARRETT CORPORATION

Sec lonK
NNET

L1 NN GHT-0FROWPO D LOCATION SURFACE USE AREA
HA

LINE TABLE LINE TABLE & ROAD RIGHT-OF- WAY ON
| ANN P.I. 2+36.94 LINE DIRECTION LENGTH LINE DIRECTION LENGTH FEE LANDS

COOPER
L5 P.I. 3+73.37

L

113 021' 13.7045°

(For AURORA FEDERAL
L6

P . '4+ 8
Fo-u,r Sta,r L3 SOO'56'21"W 89.01' L19 S11°06'37"E 33.39 #7- 27D- 7- 20)

L7 L4 SO2°33'17"E 136.43' L20 S16°53'55"E 185.96'I. 4+70.97 Ra,nch Inc· LOCATED INP.O.P.L. 5+18.04 L5 SO4'37'52"E 11.48' L21 S23°03'59"E 84.27'

P.I. 5+68.4 L6 SO4'37'52"E 43.63' L22 S29°0139"E 139.06. SECTION 27, T7S, R20E, S.L.B.&M.,
L7 SO4°37'52"E 42.49' L23 S34°14'33"E 167.68. UINTAH COUNTY, UTAH

I '¯i

P.I. 7+07.4 ting Road
L8 SO3'56'02"W 47.07' L24 515°36°29"E 34.72'

L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++

THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE L12 SOO'04'01"W 149.58' L28 SOO'00'00"E 343.58'
NE 1/4 NW 1/4 OF SECTION 27, T7S, R20E, S.L.B.&M· L13 SO2°19'13"E 145.38' L29 N90°00'00"W 395.00Existing Eence CONTAINS 0.188 ACRES MORE OR LESS.

P.I. 10+32.02 L14 SO5°18'00"E 27.62' L30 NOO°00'OO"E 450.00'

/ FOUR STAR RANCH INC L15 505'18'00"E 77.50' L31 N90°00'OO"E 287.11'
ROAD RIGHT-OF-WAY DESCRIPTION L16 SOTO9'00"E 65.33'

P.I. 11+77.39L14 P.O.P.L. 12+05.01 THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE - -
L15 NORTH 1/2 OF SECTION 27, T7S, R20E, S.L.B.&M.
P.I. 12+82.51 CONTAINS 1.415 ACRES MORE OR LESS. SC A LE

-NW 1/4 1/16 Section L L1..
13+47.84 NE 1/4 BASIS OF BEARINGS

ROAD RIGHT-OF-WAY DESCRIPTION i BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNINGOF ROAD STA. 0+00 BEARS
SURFACE USE AREA DESCRIPTION

DES RI
DDECRHTET-ONF-WAY15' ON EACH SIDE OF THE FOLLOWING CENTERLINE RIGHT-OF-WAY LENGTHS

SO4'51'01"E 10.65' FROM THE NORTH P.I. 15+70.89 BEGINNINGAT A POINT IN THE SW 1/4 NE 1/4 OF SECTION
1/4 CORNER OF SECTION 27, T7S, 27, T7S, R20E, S.L.B.&M. WHICHBEARS N78°58'42"W BEGINNINGAT A POINT IN THE NW 1/4 NE 1/4 OF SECTION 27, T7s, PROPERTY OWNER FEET RODS
R20E, S.L.B.&M. o 2420.09' FROM THE EAST 1/4 CORNER OF SAID SECTION R20E, S.L.B.&M. WHICHBEARS SO4°51'01"E 10.65' FROM THE NORTH 1/4 KENNETH A. & MARTHA ANN COOPER 370.93 22.48

I
P.I. 16+82.62 27, THENCE EAST 25.12'; THENCE S3T52'30"E 134.82; CORNER OF SAID SECTION 27, THENCE SO3°28'52"W 13.92' TO A POINT ON

P.O.P.L. 0+13.92 BEARS SOO'07'45"E L1.
17+16.01 THENCE SOUTH 343.58'; THENCE WEST 395.00'; THENCE THE WEST LINE OF THE NW 1/4 NE 1/4 OF SAID SECTION 27 WHICH FOUR STAR RANCH INC. 1956.77 118.59

24.51' FROM THE NORTH 1/4 CORNER NORTH 450.00'; THENCE EAST 287.11' TO THE POINT OF BEARS SOO'07'45"E 24.51' FROM THE NORTH 1/4 CORNER OF SAIDOF SECTION 27, T7S, R20E, S.L.B.&M· BEGINNING. BASIS OF BEARINGS IS A G.P.S. OBSERVATION· SECTION 27, THENCE SO3°28'52"W 134.01'; THENCE SOO'56'21"W 89.01';
P.O.P.L. 3+84.85 BEARS SOO'20'31"W

CONTAINS 3.979 ACRES MORE OR LESS· THENCE SO2°33'17"E 136.43'; THENCE SO4°37'52"E 11.48' TO A POINT IN RIGHT-OF- WAY ACREAGES
P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W

395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
P.O.P.L. 4+28.48 BEARS SOO'07'45"E 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 438.49' FROM THE KENNETH A. & MARTHA ANN COOPER 0.188
438.49' FROM THE NORTH 1/4 CORNER END OE PROPOSED ROAD NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO4°37'52"E 42.49'; FOUR STAR RANCH INC. 1.415
OF SECTION 27, T7S, R20E, S.L.B.&M. P.I. 21+25.30 THENCE SO3'56'02"W 47.07' TO A POINT ON THE WEST LINE OF THE NWRCHT-0F-M Y 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 527.80' FROM e
P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
(At Edge of Surface Use Area) S 50.36'; THENCE SOO'01'28"W 139.02'; THENCE SO1°02'50"W 175.02'; THIS IS TO CERTIFYTHAT THE ABOVE PLAT WAS F

MND
OF SECTION 27, T7S, R20E, S.L.B.&M· L31 THENCE SOO'04'01"W 149.58'; THENCE SO2'19'13"E 145.38'; THENCE FIELD NOTES OF ACTUALSURVEYS MADE BY ME Y

L24 SO5'18'00"E 27.62' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW SUPERVISIONAND THAT THE SAME ARE TRUE CT TO
P.O.P.L. 12+05.01 BEARS SOO'07'45"E E - -L25 Four Star 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 1214.39' FROM THE THE BEST OF MY KNOWLEDGEAND BELIEF. ' No. 161319
1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E 77.50';
CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯
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P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W

395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
P.O.P.L. 4+28.48 BEARS SOO'07'45"E 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 438.49' FROM THE KENNETH A. & MARTHA ANN COOPER 0.188
438.49' FROM THE NORTH 1/4 CORNER END OE PROPOSED ROAD NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO4°37'52"E 42.49'; FOUR STAR RANCH INC. 1.415
OF SECTION 27, T7S, R20E, S.L.B.&M. P.I. 21+25.30 THENCE SO3'56'02"W 47.07' TO A POINT ON THE WEST LINE OF THE NWRCHT-0F-M Y 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 527.80' FROM e
P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
(At Edge of Surface Use Area) S 50.36'; THENCE SOO'01'28"W 139.02'; THENCE SO1°02'50"W 175.02'; THIS IS TO CERTIFYTHAT THE ABOVE PLAT WAS F

MND
OF SECTION 27, T7S, R20E, S.L.B.&M· L31 THENCE SOO'04'01"W 149.58'; THENCE SO2'19'13"E 145.38'; THENCE FIELD NOTES OF ACTUALSURVEYS MADE BY ME Y

L24 SO5'18'00"E 27.62' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW SUPERVISIONAND THAT THE SAME ARE TRUE CT TO
P.O.P.L. 12+05.01 BEARS SOO'07'45"E E - -L25 Four Star 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 1214.39' FROM THE THE BEST OF MY KNOWLEDGEAND BELIEF. ' No. 161319
1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E 77.50';
CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯

gWell SURFACE USE AREÂ 185.96'; THENCE S23'03'59"E 84.27'; THENCE S29°01'39"E 139.06'; THENCE REV: 10-05-12 Z.L. AfŠET ON 161319

N78°58'42"W 2420.09' FROM THE EAST S34'14'33"E 167.68'; THENCE S15'36'29"E 34.72' TO A POINT IN THE SW REV: 07-27-11 Z.L. 78 gd
1/4 CORNER OF SECTION 27, T7S, AURORA EEDERAL 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS N78°58'42"W 2420.09'
R20E, S.L.B.&M. ,¢'7-270-7-20 FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE LINES OF UINTAH ENGINEERING & LAND YING

Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

. Existing Road 1988 Brass Cap,
- - NB911'28"W - 2658.94' (Meas.) Flush W/cround BILL BARRETT CORPORATION

Sec lonK
NNET

L1 NN GHT-0FROWPO D LOCATION SURFACE USE AREA
HA

LINE TABLE LINE TABLE & ROAD RIGHT-OF- WAY ON
| ANN P.I. 2+36.94 LINE DIRECTION LENGTH LINE DIRECTION LENGTH FEE LANDS

COOPER
L5 P.I. 3+73.37

L

113 021' 13.7045°

(For AURORA FEDERAL
L6

P . '4+ 8
Fo-u,r Sta,r L3 SOO'56'21"W 89.01' L19 S11°06'37"E 33.39 #7- 27D- 7- 20)

L7 L4 SO2°33'17"E 136.43' L20 S16°53'55"E 185.96'I. 4+70.97 Ra,nch Inc· LOCATED INP.O.P.L. 5+18.04 L5 SO4'37'52"E 11.48' L21 S23°03'59"E 84.27'

P.I. 5+68.4 L6 SO4'37'52"E 43.63' L22 S29°0139"E 139.06. SECTION 27, T7S, R20E, S.L.B.&M.,
L7 SO4°37'52"E 42.49' L23 S34°14'33"E 167.68. UINTAH COUNTY, UTAH

I '¯i

P.I. 7+07.4 ting Road
L8 SO3'56'02"W 47.07' L24 515°36°29"E 34.72'

L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++

THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE L12 SOO'04'01"W 149.58' L28 SOO'00'00"E 343.58'
NE 1/4 NW 1/4 OF SECTION 27, T7S, R20E, S.L.B.&M· L13 SO2°19'13"E 145.38' L29 N90°00'00"W 395.00Existing Eence CONTAINS 0.188 ACRES MORE OR LESS.

P.I. 10+32.02 L14 SO5°18'00"E 27.62' L30 NOO°00'OO"E 450.00'

/ FOUR STAR RANCH INC L15 505'18'00"E 77.50' L31 N90°00'OO"E 287.11'
ROAD RIGHT-OF-WAY DESCRIPTION L16 SOTO9'00"E 65.33'

P.I. 11+77.39L14 P.O.P.L. 12+05.01 THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE - -
L15 NORTH 1/2 OF SECTION 27, T7S, R20E, S.L.B.&M.
P.I. 12+82.51 CONTAINS 1.415 ACRES MORE OR LESS. SC A LE

-NW 1/4 1/16 Section L L1..
13+47.84 NE 1/4 BASIS OF BEARINGS
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L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++

THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE L12 SOO'04'01"W 149.58' L28 SOO'00'00"E 343.58'
NE 1/4 NW 1/4 OF SECTION 27, T7S, R20E, S.L.B.&M· L13 SO2°19'13"E 145.38' L29 N90°00'00"W 395.00Existing Eence CONTAINS 0.188 ACRES MORE OR LESS.

P.I. 10+32.02 L14 SO5°18'00"E 27.62' L30 NOO°00'OO"E 450.00'

/ FOUR STAR RANCH INC L15 505'18'00"E 77.50' L31 N90°00'OO"E 287.11'
ROAD RIGHT-OF-WAY DESCRIPTION L16 SOTO9'00"E 65.33'

P.I. 11+77.39L14 P.O.P.L. 12+05.01 THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE - -
L15 NORTH 1/2 OF SECTION 27, T7S, R20E, S.L.B.&M.
P.I. 12+82.51 CONTAINS 1.415 ACRES MORE OR LESS. SC A LE

-NW 1/4 1/16 Section L L1..
13+47.84 NE 1/4 BASIS OF BEARINGS

ROAD RIGHT-OF-WAY DESCRIPTION i BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNINGOF ROAD STA. 0+00 BEARS
SURFACE USE AREA DESCRIPTION

DES RI
DDECRHTET-ONF-WAY15' ON EACH SIDE OF THE FOLLOWING CENTERLINE RIGHT-OF-WAY LENGTHS

SO4'51'01"E 10.65' FROM THE NORTH P.I. 15+70.89 BEGINNINGAT A POINT IN THE SW 1/4 NE 1/4 OF SECTION
1/4 CORNER OF SECTION 27, T7S, 27, T7S, R20E, S.L.B.&M. WHICHBEARS N78°58'42"W BEGINNINGAT A POINT IN THE NW 1/4 NE 1/4 OF SECTION 27, T7s, PROPERTY OWNER FEET RODS
R20E, S.L.B.&M. o 2420.09' FROM THE EAST 1/4 CORNER OF SAID SECTION R20E, S.L.B.&M. WHICHBEARS SO4°51'01"E 10.65' FROM THE NORTH 1/4 KENNETH A. & MARTHA ANN COOPER 370.93 22.48

I
P.I. 16+82.62 27, THENCE EAST 25.12'; THENCE S3T52'30"E 134.82; CORNER OF SAID SECTION 27, THENCE SO3°28'52"W 13.92' TO A POINT ON

P.O.P.L. 0+13.92 BEARS SOO'07'45"E L1.
17+16.01 THENCE SOUTH 343.58'; THENCE WEST 395.00'; THENCE THE WEST LINE OF THE NW 1/4 NE 1/4 OF SAID SECTION 27 WHICH FOUR STAR RANCH INC. 1956.77 118.59

24.51' FROM THE NORTH 1/4 CORNER NORTH 450.00'; THENCE EAST 287.11' TO THE POINT OF BEARS SOO'07'45"E 24.51' FROM THE NORTH 1/4 CORNER OF SAIDOF SECTION 27, T7S, R20E, S.L.B.&M· BEGINNING. BASIS OF BEARINGS IS A G.P.S. OBSERVATION· SECTION 27, THENCE SO3°28'52"W 134.01'; THENCE SOO'56'21"W 89.01';
P.O.P.L. 3+84.85 BEARS SOO'20'31"W

CONTAINS 3.979 ACRES MORE OR LESS· THENCE SO2°33'17"E 136.43'; THENCE SO4°37'52"E 11.48' TO A POINT IN RIGHT-OF- WAY ACREAGES
P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W

395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
P.O.P.L. 4+28.48 BEARS SOO'07'45"E 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 438.49' FROM THE KENNETH A. & MARTHA ANN COOPER 0.188
438.49' FROM THE NORTH 1/4 CORNER END OE PROPOSED ROAD NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO4°37'52"E 42.49'; FOUR STAR RANCH INC. 1.415
OF SECTION 27, T7S, R20E, S.L.B.&M. P.I. 21+25.30 THENCE SO3'56'02"W 47.07' TO A POINT ON THE WEST LINE OF THE NWRCHT-0F-M Y 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 527.80' FROM e
P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
(At Edge of Surface Use Area) S 50.36'; THENCE SOO'01'28"W 139.02'; THENCE SO1°02'50"W 175.02'; THIS IS TO CERTIFYTHAT THE ABOVE PLAT WAS F

MND
OF SECTION 27, T7S, R20E, S.L.B.&M· L31 THENCE SOO'04'01"W 149.58'; THENCE SO2'19'13"E 145.38'; THENCE FIELD NOTES OF ACTUALSURVEYS MADE BY ME Y

L24 SO5'18'00"E 27.62' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW SUPERVISIONAND THAT THE SAME ARE TRUE CT TO
P.O.P.L. 12+05.01 BEARS SOO'07'45"E E - -L25 Four Star 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 1214.39' FROM THE THE BEST OF MY KNOWLEDGEAND BELIEF. ' No. 161319
1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E 77.50';
CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯

gWell SURFACE USE AREÂ 185.96'; THENCE S23'03'59"E 84.27'; THENCE S29°01'39"E 139.06'; THENCE REV: 10-05-12 Z.L. AfŠET ON 161319

N78°58'42"W 2420.09' FROM THE EAST S34'14'33"E 167.68'; THENCE S15'36'29"E 34.72' TO A POINT IN THE SW REV: 07-27-11 Z.L. 78 gd
1/4 CORNER OF SECTION 27, T7S, AURORA EEDERAL 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS N78°58'42"W 2420.09'
R20E, S.L.B.&M. ,¢'7-270-7-20 FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE LINES OF UINTAH ENGINEERING & LAND YING

Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

. Existing Road 1988 Brass Cap,
- - NB911'28"W - 2658.94' (Meas.) Flush W/cround BILL BARRETT CORPORATION

Sec lonK
NNET
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1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E 77.50';
CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯

gWell SURFACE USE AREÂ 185.96'; THENCE S23'03'59"E 84.27'; THENCE S29°01'39"E 139.06'; THENCE REV: 10-05-12 Z.L. AfŠET ON 161319

N78°58'42"W 2420.09' FROM THE EAST S34'14'33"E 167.68'; THENCE S15'36'29"E 34.72' TO A POINT IN THE SW REV: 07-27-11 Z.L. 78 gd
1/4 CORNER OF SECTION 27, T7S, AURORA EEDERAL 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS N78°58'42"W 2420.09'
R20E, S.L.B.&M. ,¢'7-270-7-20 FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE LINES OF UINTAH ENGINEERING & LAND YING

Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

. Existing Road 1988 Brass Cap,
- - NB911'28"W - 2658.94' (Meas.) Flush W/cround BILL BARRETT CORPORATION

Sec lonK
NNET

L1 NN GHT-0FROWPO D LOCATION SURFACE USE AREA
HA

LINE TABLE LINE TABLE & ROAD RIGHT-OF- WAY ON
| ANN P.I. 2+36.94 LINE DIRECTION LENGTH LINE DIRECTION LENGTH FEE LANDS

COOPER
L5 P.I. 3+73.37

L

113 021' 13.7045°

(For AURORA FEDERAL
L6

P . '4+ 8
Fo-u,r Sta,r L3 SOO'56'21"W 89.01' L19 S11°06'37"E 33.39 #7- 27D- 7- 20)

L7 L4 SO2°33'17"E 136.43' L20 S16°53'55"E 185.96'I. 4+70.97 Ra,nch Inc· LOCATED INP.O.P.L. 5+18.04 L5 SO4'37'52"E 11.48' L21 S23°03'59"E 84.27'

P.I. 5+68.4 L6 SO4'37'52"E 43.63' L22 S29°0139"E 139.06. SECTION 27, T7S, R20E, S.L.B.&M.,
L7 SO4°37'52"E 42.49' L23 S34°14'33"E 167.68. UINTAH COUNTY, UTAH

I '¯i

P.I. 7+07.4 ting Road
L8 SO3'56'02"W 47.07' L24 515°36°29"E 34.72'

L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++

THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE L12 SOO'04'01"W 149.58' L28 SOO'00'00"E 343.58'
NE 1/4 NW 1/4 OF SECTION 27, T7S, R20E, S.L.B.&M· L13 SO2°19'13"E 145.38' L29 N90°00'00"W 395.00Existing Eence CONTAINS 0.188 ACRES MORE OR LESS.

P.I. 10+32.02 L14 SO5°18'00"E 27.62' L30 NOO°00'OO"E 450.00'

/ FOUR STAR RANCH INC L15 505'18'00"E 77.50' L31 N90°00'OO"E 287.11'
ROAD RIGHT-OF-WAY DESCRIPTION L16 SOTO9'00"E 65.33'

P.I. 11+77.39L14 P.O.P.L. 12+05.01 THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE - -
L15 NORTH 1/2 OF SECTION 27, T7S, R20E, S.L.B.&M.
P.I. 12+82.51 CONTAINS 1.415 ACRES MORE OR LESS. SC A LE

-NW 1/4 1/16 Section L L1..
13+47.84 NE 1/4 BASIS OF BEARINGS

ROAD RIGHT-OF-WAY DESCRIPTION i BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNINGOF ROAD STA. 0+00 BEARS
SURFACE USE AREA DESCRIPTION

DES RI
DDECRHTET-ONF-WAY15' ON EACH SIDE OF THE FOLLOWING CENTERLINE RIGHT-OF-WAY LENGTHS

SO4'51'01"E 10.65' FROM THE NORTH P.I. 15+70.89 BEGINNINGAT A POINT IN THE SW 1/4 NE 1/4 OF SECTION
1/4 CORNER OF SECTION 27, T7S, 27, T7S, R20E, S.L.B.&M. WHICHBEARS N78°58'42"W BEGINNINGAT A POINT IN THE NW 1/4 NE 1/4 OF SECTION 27, T7s, PROPERTY OWNER FEET RODS
R20E, S.L.B.&M. o 2420.09' FROM THE EAST 1/4 CORNER OF SAID SECTION R20E, S.L.B.&M. WHICHBEARS SO4°51'01"E 10.65' FROM THE NORTH 1/4 KENNETH A. & MARTHA ANN COOPER 370.93 22.48

I
P.I. 16+82.62 27, THENCE EAST 25.12'; THENCE S3T52'30"E 134.82; CORNER OF SAID SECTION 27, THENCE SO3°28'52"W 13.92' TO A POINT ON

P.O.P.L. 0+13.92 BEARS SOO'07'45"E L1.
17+16.01 THENCE SOUTH 343.58'; THENCE WEST 395.00'; THENCE THE WEST LINE OF THE NW 1/4 NE 1/4 OF SAID SECTION 27 WHICH FOUR STAR RANCH INC. 1956.77 118.59

24.51' FROM THE NORTH 1/4 CORNER NORTH 450.00'; THENCE EAST 287.11' TO THE POINT OF BEARS SOO'07'45"E 24.51' FROM THE NORTH 1/4 CORNER OF SAIDOF SECTION 27, T7S, R20E, S.L.B.&M· BEGINNING. BASIS OF BEARINGS IS A G.P.S. OBSERVATION· SECTION 27, THENCE SO3°28'52"W 134.01'; THENCE SOO'56'21"W 89.01';
P.O.P.L. 3+84.85 BEARS SOO'20'31"W

CONTAINS 3.979 ACRES MORE OR LESS· THENCE SO2°33'17"E 136.43'; THENCE SO4°37'52"E 11.48' TO A POINT IN RIGHT-OF- WAY ACREAGES
P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W

395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
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P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
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MND
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R20E, S.L.B.&M. o 2420.09' FROM THE EAST 1/4 CORNER OF SAID SECTION R20E, S.L.B.&M. WHICHBEARS SO4°51'01"E 10.65' FROM THE NORTH 1/4 KENNETH A. & MARTHA ANN COOPER 370.93 22.48

I
P.I. 16+82.62 27, THENCE EAST 25.12'; THENCE S3T52'30"E 134.82; CORNER OF SAID SECTION 27, THENCE SO3°28'52"W 13.92' TO A POINT ON

P.O.P.L. 0+13.92 BEARS SOO'07'45"E L1.
17+16.01 THENCE SOUTH 343.58'; THENCE WEST 395.00'; THENCE THE WEST LINE OF THE NW 1/4 NE 1/4 OF SAID SECTION 27 WHICH FOUR STAR RANCH INC. 1956.77 118.59

24.51' FROM THE NORTH 1/4 CORNER NORTH 450.00'; THENCE EAST 287.11' TO THE POINT OF BEARS SOO'07'45"E 24.51' FROM THE NORTH 1/4 CORNER OF SAIDOF SECTION 27, T7S, R20E, S.L.B.&M· BEGINNING. BASIS OF BEARINGS IS A G.P.S. OBSERVATION· SECTION 27, THENCE SO3°28'52"W 134.01'; THENCE SOO'56'21"W 89.01';
P.O.P.L. 3+84.85 BEARS SOO'20'31"W

CONTAINS 3.979 ACRES MORE OR LESS· THENCE SO2°33'17"E 136.43'; THENCE SO4°37'52"E 11.48' TO A POINT IN RIGHT-OF- WAY ACREAGES
P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W

395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
P.O.P.L. 4+28.48 BEARS SOO'07'45"E 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 438.49' FROM THE KENNETH A. & MARTHA ANN COOPER 0.188
438.49' FROM THE NORTH 1/4 CORNER END OE PROPOSED ROAD NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO4°37'52"E 42.49'; FOUR STAR RANCH INC. 1.415
OF SECTION 27, T7S, R20E, S.L.B.&M. P.I. 21+25.30 THENCE SO3'56'02"W 47.07' TO A POINT ON THE WEST LINE OF THE NWRCHT-0F-M Y 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 527.80' FROM e
P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
(At Edge of Surface Use Area) S 50.36'; THENCE SOO'01'28"W 139.02'; THENCE SO1°02'50"W 175.02'; THIS IS TO CERTIFYTHAT THE ABOVE PLAT WAS F

MND
OF SECTION 27, T7S, R20E, S.L.B.&M· L31 THENCE SOO'04'01"W 149.58'; THENCE SO2'19'13"E 145.38'; THENCE FIELD NOTES OF ACTUALSURVEYS MADE BY ME Y

L24 SO5'18'00"E 27.62' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW SUPERVISIONAND THAT THE SAME ARE TRUE CT TO
P.O.P.L. 12+05.01 BEARS SOO'07'45"E E - -L25 Four Star 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 1214.39' FROM THE THE BEST OF MY KNOWLEDGEAND BELIEF. ' No. 161319
1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E 77.50';
CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯

gWell SURFACE USE AREÂ 185.96'; THENCE S23'03'59"E 84.27'; THENCE S29°01'39"E 139.06'; THENCE REV: 10-05-12 Z.L. AfŠET ON 161319

N78°58'42"W 2420.09' FROM THE EAST S34'14'33"E 167.68'; THENCE S15'36'29"E 34.72' TO A POINT IN THE SW REV: 07-27-11 Z.L. 78 gd
1/4 CORNER OF SECTION 27, T7S, AURORA EEDERAL 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS N78°58'42"W 2420.09'
R20E, S.L.B.&M. ,¢'7-270-7-20 FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE LINES OF UINTAH ENGINEERING & LAND YING

Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

. Existing Road 1988 Brass Cap,
- - NB911'28"W - 2658.94' (Meas.) Flush W/cround BILL BARRETT CORPORATION

Sec lonK
NNET

L1 NN GHT-0FROWPO D LOCATION SURFACE USE AREA
HA

LINE TABLE LINE TABLE & ROAD RIGHT-OF- WAY ON
| ANN P.I. 2+36.94 LINE DIRECTION LENGTH LINE DIRECTION LENGTH FEE LANDS

COOPER
L5 P.I. 3+73.37

L

113 021' 13.7045°

(For AURORA FEDERAL
L6

P . '4+ 8
Fo-u,r Sta,r L3 SOO'56'21"W 89.01' L19 S11°06'37"E 33.39 #7- 27D- 7- 20)

L7 L4 SO2°33'17"E 136.43' L20 S16°53'55"E 185.96'I. 4+70.97 Ra,nch Inc· LOCATED INP.O.P.L. 5+18.04 L5 SO4'37'52"E 11.48' L21 S23°03'59"E 84.27'

P.I. 5+68.4 L6 SO4'37'52"E 43.63' L22 S29°0139"E 139.06. SECTION 27, T7S, R20E, S.L.B.&M.,
L7 SO4°37'52"E 42.49' L23 S34°14'33"E 167.68. UINTAH COUNTY, UTAH

I '¯i

P.I. 7+07.4 ting Road
L8 SO3'56'02"W 47.07' L24 515°36°29"E 34.72'

L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++
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L1 NN GHT-0FROWPO D LOCATION SURFACE USE AREA
HA

LINE TABLE LINE TABLE & ROAD RIGHT-OF- WAY ON
| ANN P.I. 2+36.94 LINE DIRECTION LENGTH LINE DIRECTION LENGTH FEE LANDS

COOPER
L5 P.I. 3+73.37

L

113 021' 13.7045°

(For AURORA FEDERAL
L6

P . '4+ 8
Fo-u,r Sta,r L3 SOO'56'21"W 89.01' L19 S11°06'37"E 33.39 #7- 27D- 7- 20)

L7 L4 SO2°33'17"E 136.43' L20 S16°53'55"E 185.96'I. 4+70.97 Ra,nch Inc· LOCATED INP.O.P.L. 5+18.04 L5 SO4'37'52"E 11.48' L21 S23°03'59"E 84.27'

P.I. 5+68.4 L6 SO4'37'52"E 43.63' L22 S29°0139"E 139.06. SECTION 27, T7S, R20E, S.L.B.&M.,
L7 SO4°37'52"E 42.49' L23 S34°14'33"E 167.68. UINTAH COUNTY, UTAH

I '¯i

P.I. 7+07.4 ting Road
L8 SO3'56'02"W 47.07' L24 515°36°29"E 34.72'

L9 SO3°56'02"W 50.36' L25 SOO'10'31"E 25.00'

E KENNETH A. & MARTHA ANN COOPER L10 SOO'01'28"W 139.02' L26 N90°00'OO"E 25.12'

// ROAD RIGHT-OF-WAY DESCRIPTION L11 SO1°02'50"W 175.02' L27 S37°52'30"E 134.82'
Ro,nch Inc 8+62++

THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE L12 SOO'04'01"W 149.58' L28 SOO'00'00"E 343.58'
NE 1/4 NW 1/4 OF SECTION 27, T7S, R20E, S.L.B.&M· L13 SO2°19'13"E 145.38' L29 N90°00'00"W 395.00Existing Eence CONTAINS 0.188 ACRES MORE OR LESS.

P.I. 10+32.02 L14 SO5°18'00"E 27.62' L30 NOO°00'OO"E 450.00'

/ FOUR STAR RANCH INC L15 505'18'00"E 77.50' L31 N90°00'OO"E 287.11'
ROAD RIGHT-OF-WAY DESCRIPTION L16 SOTO9'00"E 65.33'

P.I. 11+77.39L14 P.O.P.L. 12+05.01 THE PORTION OF THE ROAD RIGHT-OF-WAY LYlNG IN THE - -
L15 NORTH 1/2 OF SECTION 27, T7S, R20E, S.L.B.&M.
P.I. 12+82.51 CONTAINS 1.415 ACRES MORE OR LESS. SC A LE

-NW 1/4 1/16 Section L L1..
13+47.84 NE 1/4 BASIS OF BEARINGS

ROAD RIGHT-OF-WAY DESCRIPTION i BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNINGOF ROAD STA. 0+00 BEARS
SURFACE USE AREA DESCRIPTION

DES RI
DDECRHTET-ONF-WAY15' ON EACH SIDE OF THE FOLLOWING CENTERLINE RIGHT-OF-WAY LENGTHS

SO4'51'01"E 10.65' FROM THE NORTH P.I. 15+70.89 BEGINNINGAT A POINT IN THE SW 1/4 NE 1/4 OF SECTION
1/4 CORNER OF SECTION 27, T7S, 27, T7S, R20E, S.L.B.&M. WHICHBEARS N78°58'42"W BEGINNINGAT A POINT IN THE NW 1/4 NE 1/4 OF SECTION 27, T7s, PROPERTY OWNER FEET RODS
R20E, S.L.B.&M. o 2420.09' FROM THE EAST 1/4 CORNER OF SAID SECTION R20E, S.L.B.&M. WHICHBEARS SO4°51'01"E 10.65' FROM THE NORTH 1/4 KENNETH A. & MARTHA ANN COOPER 370.93 22.48

I
P.I. 16+82.62 27, THENCE EAST 25.12'; THENCE S3T52'30"E 134.82; CORNER OF SAID SECTION 27, THENCE SO3°28'52"W 13.92' TO A POINT ON

P.O.P.L. 0+13.92 BEARS SOO'07'45"E L1.
17+16.01 THENCE SOUTH 343.58'; THENCE WEST 395.00'; THENCE THE WEST LINE OF THE NW 1/4 NE 1/4 OF SAID SECTION 27 WHICH FOUR STAR RANCH INC. 1956.77 118.59

24.51' FROM THE NORTH 1/4 CORNER NORTH 450.00'; THENCE EAST 287.11' TO THE POINT OF BEARS SOO'07'45"E 24.51' FROM THE NORTH 1/4 CORNER OF SAID
OF SECTION 27, T7S, R20E, S.L.B.&M· BEGINNING. BASIS OF BEARINGS IS A G.P.S. OBSERVATION· SECTION 27, THENCE SO3°28'52"W

134.01'; THENCE SOO'56'21"W 89.01';
P.O.P.L. 3+84.85 BEARS SOO'20'31"W

CONTAINS 3.979 ACRES MORE OR LESS· THENCE SO2°33'17"E
136.43'; THENCE SO4°37'52"E 11.48' TO A POINT IN RIGHT-OF- WAY ACREAGES

P.I. 19+01.97 THE NE 1/4 NW 1/4 OF SAID SECTION 27 WHICHBEARS SOO°20'31"W
395.01' FROM THE NORTH 1/4 CORNER S
OF SECTION 27, T7S, R20E, S.L.B.&M. p, 395.01' FROM THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE PROPERTY OWNER ACRES

P.I. 19+86.24 SO4'37'52"E 43.63' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW
P.O.P.L. 4+28.48 BEARS SOO'07'45"E 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 438.49' FROM THE KENNETH A. & MARTHA ANN COOPER 0.188
438.49' FROM THE NORTH 1/4 CORNER END OE PROPOSED ROAD NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO4°37'52"E

42.49'; FOUR STAR RANCH INC. 1.415
OF SECTION 27, T7S, R20E, S.L.B.&M. P.I. 21+25.30 THENCE SO3'56'02"W 47.07' TO A POINT ON THE WEST LINE OF THE NWRCHT-0F-M Y 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 527.80' FROM e
P.O.P.L. 5+18.04 BEARS SOO'07'45"E SM. 23+27.70 e THE NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO3°56'02"W

.5 CERTIFICATE
L A

527.80' FROM THE NORTH 1/4 CORNER P.I. 22+92.98
(At Edge of Surface Use Area) S 50.36'; THENCE SOO'01'28"W 139.02'; THENCE SO1°02'50"W

175.02'; THIS IS TO CERTIFYTHAT THE ABOVE PLAT WAS F
MND

OF SECTION 27, T7S, R20E, S.L.B.&M· L31 THENCE SOO'04'01"W 149.58'; THENCE SO2'19'13"E 145.38'; THENCE FIELD NOTES OF ACTUALSURVEYS MADE BY ME Y
L24 SO5'18'00"E 27.62' TO A POINT ON THE EAST LINE OF THE NE 1/4 NW SUPERVISIONAND THAT THE SAME ARE TRUE CT TO

P.O.P.L. 12+05.01 BEARS SOO'07'45"E E
- -L25 Four Star 1/4 OF SAID SECTION 27 WHICHBEARS SOO'07'45"E 1214.39' FROM THE THE BEST OF MY KNOWLEDGEAND BELIEF. ' No. 161319

1214.39' FROM THE NORTH 1/4 I I Ranch Inc 4 NORTH 1/4 CORNER OF SAID SECTION 27, THENCE SO5°18'00"E
77.50';

CORNER OF SECTION 27, T7S, R20E, THENCED SOTO9'00"E 65.33'; THENCE SOO'27'53"E 223.05'; THENCE REV: 02-15-13 R.L.L.
S.L.B.&M. O SO8'35'37"E 111.74'; THENCE S11'06'37"E 33.39'; THENCE S16°53'55"E REV: 02-06-13 Z.L. R$GI DL D SNOR

END OF ROAD STA. 23+27.70 BEARS
¯

gWell SURFACE USE AREÂ 185.96'; THENCE S23'03'59"E 84.27'; THENCE S29°01'39"E
139.06'; THENCE REV: 10-05-12 Z.L. AfŠET ON 161319

N78°58'42"W 2420.09' FROM THE EAST S34'14'33"E 167.68'; THENCE S15'36'29"E 34.72' TO A POINT IN THE SW REV: 07-27-11 Z.L. 78 gd
1/4 CORNER OF SECTION 27, T7S,

AURORA EEDERAL 1/4 NE 1/4 OF SAID SECTION 27 WHICHBEARS N78°58'42"W 2420.09'
R20E, S.L.B.&M. ,¢'7-270-7-20 FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE LINES OF UINTAH ENGINEERING & LAND YING

Contains J.979 Acres SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR ELONGATEDTO 1988 Brass
MEET THE GRANTOR'S PROPERTY LINES. BASIS OF BEARINGS IS A G.P.S. Cop, af Higt;, BS SOUTH - 200 EAST • (435) 789-1017

- OBSERVATION. CONTAINS 1.603 ACRES MORE OR LESS. Steel Post VERNAL, UTAH - 84078
L29 1/4 Section Line

- --X- -- --X X-- -- -x--
-_ y _

_ _

SCALE DATE
Existing rence 1" = 300' 11-18-10

PARTY REFERENCES

SE 1/4 B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 A= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,



RECEIVED: Feb. 21, 2013

Sundry Number: 34871 API Well Number: 43047526420000Sundry Number: 34871 API Well Number: 43047526420000

Il ll ll II il ii - Existing Rood
- -

¯-/-
- tvssar2s"W - 2658.94' (Mecs.) BILL BARRETT CORPORATION

Section Line Spind/e A k
'rfa'i=°°"a PIPELINE RIGHT-OF- WAY

ON FEE LANDS
I

- - PIPELINE RIGHT-OF-WAY DESCRIPTION
A 30' WIDE RIGHT-OF-WAY 15' ON EACH SIDE OF THE FOLLOWING (For AURORA FEDERAL
DESCRIBED CENTERLINE.

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 OF SECTION 27,
T7S, R20E, S.L.B.&M. WHICH BEARS N79°05'17"W 2444.11' FROM LOCATED IN
THE EAST 1/4 CORNER OF SAID SECTION 27, THENCE NOO°52'38"E

SECTION 27 T7S, R20E S.L.B.&M15.90 ; THENCE N49°11'45"E 37.78' TO A POINT IN THE SW 1/4 NE ' ' °'

Four StŒT 1/4 OF SAID SECTION 27 WHICH BEARS N78°01'01"W 2423.90' UINTAH COUNTY, UTAH
FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE

Existhg Rood Ranch Inc. LINES OF SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR
ELONGATED TO MEET THE GRANTOR'S PROPERTY LINES. BASIS OF
BEARINGS IS A G.P.S. OBSERVATION. CONTAINS 0.037 ACRES
MORE OR LESS.

Ex/sting Eence

Section Line SC A LE
- NW 1 4 - NE 1/4 -

singresce el BASIS OF BEARINGS
i i .C

BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNING OF ROAD STA. 0+00 BEARS N79°05'17"W

2444.11' FROM THE EAST 1/4 CORNER OF SECTION e o
i '\ 27 T7S, R20E S.L.B.&M -t' ' RIGHT-0F-WAY LENGTHS

END OF ROAD STA. 0+53.68 BEARS N78°01'01"W occessMRood Four StŒT ' 2423.90' FROM THE EAST 1/4 CORNER OF SECTION o PROPERTY OWNER FEET ACRES RODS

Proposed Pipe/ine for Ranch Inc. 27, T7S, R20E, S.L.B.&M· FOUR STAR RANCH INC. 53.68 0.037 3.25
the Auroro Eedero/
f15-28D-7-20

END OE PROPOSED P/PEL/NE LINE TABLE CERTIFICATE
P I. 0+15.90

L3 R/GH7-OE-WA Y LINE DIRECTION LENGTH THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
FLR

BEGINNING OF PROPOSED L2 STA. 0+53.68 L1 NOO 52'38"E 24.86' FIELD NOTES OF ACTUAL SURVEYS MADE BY ME Y

TA
ONEOR/GHT-OF-WA Y

L1 Auro o Eede a/ 1
-e28D- -e20) NNO40 "EE O

HEPERVISIOONFAMNOTNHO
LED E

AANMDEAERLEEFRUE ' NcT
161319

(At Edge of Surface Use Areo) ¯0 g
REV: 10-05-12 Z.L. RË'GIS DL D OR

.well SURFACE USE AREÁ REV: 03-22-12 Z.L. TET ON 161319

URORA FEDEÑÁ REV: 07-27-11 Z.L. 7g gdÓ
Pit /7-270-7-20

UINTAH ENGINEERING & LAND YING
85 SOUTH - 200 EAST • (435) 789-1017

1774 Section Like - - - - 'k
- - - - VERNAL, UTAH - 84078

X
¯ 19ß8 Brh

e
' SCALE DATE

Existing Fence post 1 = 300 11-18-10
PARTY REFERENCES

B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 SE 1/4 i= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

Il ll ll II il ii - Existing Rood
- -

¯-/-
- tvssar2s"W - 2658.94' (Mecs.) BILL BARRETT CORPORATION

Section Line Spind/e A k
'rfa'i=°°"a PIPELINE RIGHT-OF- WAY

ON FEE LANDS
I

- - PIPELINE RIGHT-OF-WAY DESCRIPTION
A 30' WIDE RIGHT-OF-WAY 15' ON EACH SIDE OF THE FOLLOWING (For AURORA FEDERAL
DESCRIBED CENTERLINE.

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 OF SECTION 27,
T7S, R20E, S.L.B.&M. WHICH BEARS N79°05'17"W 2444.11' FROM LOCATED IN
THE EAST 1/4 CORNER OF SAID SECTION 27, THENCE NOO°52'38"E

SECTION 27 T7S, R20E S.L.B.&M15.90 ; THENCE N49°11'45"E 37.78' TO A POINT IN THE SW 1/4 NE ' ' °'

Four StŒT 1/4 OF SAID SECTION 27 WHICH BEARS N78°01'01"W 2423.90' UINTAH COUNTY, UTAH
FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE

Existhg Rood Ranch Inc. LINES OF SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR
ELONGATED TO MEET THE GRANTOR'S PROPERTY LINES. BASIS OF
BEARINGS IS A G.P.S. OBSERVATION. CONTAINS 0.037 ACRES
MORE OR LESS.

Ex/sting Eence

Section Line SC A LE
- NW 1 4 - NE 1/4 -

singresce el BASIS OF BEARINGS
i i .C

BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNING OF ROAD STA. 0+00 BEARS N79°05'17"W

2444.11' FROM THE EAST 1/4 CORNER OF SECTION e o
i '\ 27 T7S, R20E S.L.B.&M -t' ' RIGHT-0F-WAY LENGTHS

END OF ROAD STA. 0+53.68 BEARS N78°01'01"W occessMRood Four StŒT ' 2423.90' FROM THE EAST 1/4 CORNER OF SECTION o PROPERTY OWNER FEET ACRES RODS

Proposed Pipe/ine for Ranch Inc. 27, T7S, R20E, S.L.B.&M· FOUR STAR RANCH INC. 53.68 0.037 3.25
the Auroro Eedero/
f15-28D-7-20

END OE PROPOSED P/PEL/NE LINE TABLE CERTIFICATE
P I. 0+15.90

L3 R/GH7-OE-WA Y LINE DIRECTION LENGTH THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
FLR

BEGINNING OF PROPOSED L2 STA. 0+53.68 L1 NOO 52'38"E 24.86' FIELD NOTES OF ACTUAL SURVEYS MADE BY ME Y

TA
ONEOR/GHT-OF-WA Y

L1 Auro o Eede a/ 1
-e28D- -e20) NNO40 "EE O

HEPERVISIOONFAMNOTNHO
LED E

AANMDEAERLEEFRUE ' NcT
161319

(At Edge of Surface Use Areo) ¯0 g
REV: 10-05-12 Z.L. RË'GIS DL D OR

.well SURFACE USE AREÁ REV: 03-22-12 Z.L. TET ON 161319

URORA FEDEÑÁ REV: 07-27-11 Z.L. 7g gdÓ
Pit /7-270-7-20

UINTAH ENGINEERING & LAND YING
85 SOUTH - 200 EAST • (435) 789-1017

1774 Section Like - - - - 'k
- - - - VERNAL, UTAH - 84078

X
¯ 19ß8 Brh

e
' SCALE DATE

Existing Fence post 1 = 300 11-18-10
PARTY REFERENCES

B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 SE 1/4 i= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

Il ll ll II il ii - Existing Rood
- -

¯-/-
- tvssar2s"W - 2658.94' (Mecs.) BILL BARRETT CORPORATION

Section Line Spind/e A k
'rfa'i=°°"a PIPELINE RIGHT-OF- WAY

ON FEE LANDS
I

- - PIPELINE RIGHT-OF-WAY DESCRIPTION
A 30' WIDE RIGHT-OF-WAY 15' ON EACH SIDE OF THE FOLLOWING (For AURORA FEDERAL
DESCRIBED CENTERLINE.

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 OF SECTION 27,
T7S, R20E, S.L.B.&M. WHICH BEARS N79°05'17"W 2444.11' FROM LOCATED IN
THE EAST 1/4 CORNER OF SAID SECTION 27, THENCE NOO°52'38"E

SECTION 27 T7S, R20E S.L.B.&M15.90 ; THENCE N49°11'45"E 37.78' TO A POINT IN THE SW 1/4 NE ' ' °'

Four StŒT 1/4 OF SAID SECTION 27 WHICH BEARS N78°01'01"W 2423.90' UINTAH COUNTY, UTAH
FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE

Existhg Rood Ranch Inc. LINES OF SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR
ELONGATED TO MEET THE GRANTOR'S PROPERTY LINES. BASIS OF
BEARINGS IS A G.P.S. OBSERVATION. CONTAINS 0.037 ACRES
MORE OR LESS.

Ex/sting Eence

Section Line SC A LE
- NW 1 4 - NE 1/4 -

singresce el BASIS OF BEARINGS
i i .C

BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNING OF ROAD STA. 0+00 BEARS N79°05'17"W

2444.11' FROM THE EAST 1/4 CORNER OF SECTION e o
i '\ 27 T7S, R20E S.L.B.&M -t' ' RIGHT-0F-WAY LENGTHS

END OF ROAD STA. 0+53.68 BEARS N78°01'01"W occessMRood Four StŒT ' 2423.90' FROM THE EAST 1/4 CORNER OF SECTION o PROPERTY OWNER FEET ACRES RODS

Proposed Pipe/ine for Ranch Inc. 27, T7S, R20E, S.L.B.&M· FOUR STAR RANCH INC. 53.68 0.037 3.25
the Auroro Eedero/
f15-28D-7-20

END OE PROPOSED P/PEL/NE LINE TABLE CERTIFICATE
P I. 0+15.90

L3 R/GH7-OE-WA Y LINE DIRECTION LENGTH THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
FLR

BEGINNING OF PROPOSED L2 STA. 0+53.68 L1 NOO 52'38"E 24.86' FIELD NOTES OF ACTUAL SURVEYS MADE BY ME Y

TA
ONEOR/GHT-OF-WA Y

L1 Auro o Eede a/ 1
-e28D- -e20) NNO40 "EE O

HEPERVISIOONFAMNOTNHO
LED E

AANMDEAERLEEFRUE ' NcT
161319

(At Edge of Surface Use Areo) ¯0 g
REV: 10-05-12 Z.L. RË'GIS DL D OR

.well SURFACE USE AREÁ REV: 03-22-12 Z.L. TET ON 161319

URORA FEDEÑÁ REV: 07-27-11 Z.L. 7g gdÓ
Pit /7-270-7-20

UINTAH ENGINEERING & LAND YING
85 SOUTH - 200 EAST • (435) 789-1017

1774 Section Like - - - - 'k
- - - - VERNAL, UTAH - 84078

X
¯ 19ß8 Brh

e
' SCALE DATE

Existing Fence post 1 = 300 11-18-10
PARTY REFERENCES

B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 SE 1/4 i= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

Il ll ll II il ii - Existing Rood
- -

¯-/-
- tvssar2s"W - 2658.94' (Mecs.) BILL BARRETT CORPORATION

Section Line Spind/e A k
'rfa'i=°°"a PIPELINE RIGHT-OF- WAY

ON FEE LANDS
I

- - PIPELINE RIGHT-OF-WAY DESCRIPTION
A 30' WIDE RIGHT-OF-WAY 15' ON EACH SIDE OF THE FOLLOWING (For AURORA FEDERAL
DESCRIBED CENTERLINE.

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 OF SECTION 27,
T7S, R20E, S.L.B.&M. WHICH BEARS N79°05'17"W 2444.11' FROM LOCATED IN
THE EAST 1/4 CORNER OF SAID SECTION 27, THENCE NOO°52'38"E

SECTION 27 T7S, R20E S.L.B.&M15.90 ; THENCE N49°11'45"E 37.78' TO A POINT IN THE SW 1/4 NE ' ' °'

Four StŒT 1/4 OF SAID SECTION 27 WHICH BEARS N78°01'01"W 2423.90' UINTAH COUNTY, UTAH
FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE

Existhg Rood Ranch Inc. LINES OF SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR
ELONGATED TO MEET THE GRANTOR'S PROPERTY LINES. BASIS OF
BEARINGS IS A G.P.S. OBSERVATION. CONTAINS 0.037 ACRES
MORE OR LESS.

Ex/sting Eence

Section Line SC A LE
- NW 1 4 - NE 1/4 -

singresce el BASIS OF BEARINGS
i i .C

BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

BEGINNING OF ROAD STA. 0+00 BEARS N79°05'17"W

2444.11' FROM THE EAST 1/4 CORNER OF SECTION e o
i '\ 27 T7S, R20E S.L.B.&M -t' ' RIGHT-0F-WAY LENGTHS

END OF ROAD STA. 0+53.68 BEARS N78°01'01"W occessMRood Four StŒT ' 2423.90' FROM THE EAST 1/4 CORNER OF SECTION o PROPERTY OWNER FEET ACRES RODS

Proposed Pipe/ine for Ranch Inc. 27, T7S, R20E, S.L.B.&M· FOUR STAR RANCH INC. 53.68 0.037 3.25
the Auroro Eedero/
f15-28D-7-20

END OE PROPOSED P/PEL/NE LINE TABLE CERTIFICATE
P I. 0+15.90

L3 R/GH7-OE-WA Y LINE DIRECTION LENGTH THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
FLR

BEGINNING OF PROPOSED L2 STA. 0+53.68 L1 NOO 52'38"E 24.86' FIELD NOTES OF ACTUAL SURVEYS MADE BY ME Y

TA
ONEOR/GHT-OF-WA Y

L1 Auro o Eede a/ 1
-e28D- -e20) NNO40 "EE O

HEPERVISIOONFAMNOTNHO
LED E

AANMDEAERLEEFRUE ' NcT
161319

(At Edge of Surface Use Areo) ¯0 g
REV: 10-05-12 Z.L. RË'GIS DL D OR

.well SURFACE USE AREÁ REV: 03-22-12 Z.L. TET ON 161319

URORA FEDEÑÁ REV: 07-27-11 Z.L. 7g gdÓ
Pit /7-270-7-20

UINTAH ENGINEERING & LAND YING
85 SOUTH - 200 EAST • (435) 789-1017

1774 Section Like - - - - 'k
- - - - VERNAL, UTAH - 84078

X
¯ 19ß8 Brh

e
' SCALE DATE

Existing Fence post 1 = 300 11-18-10
PARTY REFERENCES

B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 SE 1/4 i= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
RECEIVED: Feb. 21,

Sundry Number: 34871 API Well Number: 43047526420000

Il ll ll II il ii - Existing Rood
- -

¯-/-
- tvssar2s"W - 2658.94' (Mecs.) BILL BARRETT CORPORATION

Section Line Spind/e A k
'rfa'i=°°"a PIPELINE RIGHT-OF- WAY

ON FEE LANDS
I

- - PIPELINE RIGHT-OF-WAY DESCRIPTION
A 30' WIDE RIGHT-OF-WAY 15' ON EACH SIDE OF THE FOLLOWING (For AURORA FEDERAL
DESCRIBED CENTERLINE.

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 OF SECTION 27,
T7S, R20E, S.L.B.&M. WHICH BEARS N79°05'17"W 2444.11' FROM LOCATED IN
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B.B. T.A. K.G. G.L.O. PLAT
SW 1/4 Sec. 27 SE 1/4 i= SECTION CORNERS LOCATED. WEATHER FILE

COOL 5 0 1 1 7
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Sundry Number: 34871 API Well Number: 43047526420000

Il ll ll II il ii - Existing Rood
- -

¯-/-
- tvssar2s"W - 2658.94' (Mecs.) BILL BARRETT CORPORATION

Section Line Spind/e A k
'rfa'i=°°"a PIPELINE RIGHT-OF- WAY

ON FEE LANDS
I

- - PIPELINE RIGHT-OF-WAY DESCRIPTION
A 30' WIDE RIGHT-OF-WAY 15' ON EACH SIDE OF THE FOLLOWING (For AURORA FEDERAL
DESCRIBED CENTERLINE.

BEGINNING AT A POINT IN THE SW 1/4 NE 1/4 OF SECTION 27,
T7S, R20E, S.L.B.&M. WHICH BEARS N79°05'17"W 2444.11' FROM LOCATED IN
THE EAST 1/4 CORNER OF SAID SECTION 27, THENCE NOO°52'38"E

SECTION 27 T7S, R20E S.L.B.&M15.90 ; THENCE N49°11'45"E 37.78' TO A POINT IN THE SW 1/4 NE ' ' °'

Four StŒT 1/4 OF SAID SECTION 27 WHICH BEARS N78°01'01"W 2423.90' UINTAH COUNTY, UTAH
FROM THE EAST 1/4 CORNER OF SAID SECTION 27. THE SIDE

Existhg Rood Ranch Inc. LINES OF SAID DESCRIBED RIGHT-OF-WAY BEING SHORTENED OR
ELONGATED TO MEET THE GRANTOR'S PROPERTY LINES. BASIS OF
BEARINGS IS A G.P.S. OBSERVATION. CONTAINS 0.037 ACRES
MORE OR LESS.

Ex/sting Eence

Section Line SC A LE
- NW 1 4 - NE 1/4 -

singresce el BASIS OF BEARINGS
i i .C
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Proposed Pipe/ine for Ranch Inc. 27, T7S, R20E, S.L.B.&M· FOUR STAR RANCH INC. 53.68 0.037 3.25
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f15-28D-7-20

END OE PROPOSED P/PEL/NE LINE TABLE CERTIFICATE
P I. 0+15.90

L3 R/GH7-OE-WA Y LINE DIRECTION LENGTH THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS
FLR
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HEPERVISIOONFAMNOTNHO
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AANMDEAERLEEFRUE ' NcT
161319

(At Edge of Surface Use Areo) ¯0 g
REV: 10-05-12 Z.L. RË'GIS DL D OR

.well SURFACE USE AREÁ REV: 03-22-12 Z.L. TET ON 161319

URORA FEDEÑÁ REV: 07-27-11 Z.L. 7g gdÓ
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RECEIVED: Feb. 21, 2013

BILL BARRETT CORPORATION 
AURORA FEDERAL #7-27D-7-20 
SECTION 27, T7S, R20E, S.L.B.&M. 

 
PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S. 
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE 
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION 
APPROXIMATELY 7.0 MILES TO JUNCTION OF THIS ROAD AND AN EXISTING 
ROAD TO THE SOUTHEAST; TURN LEFT AND PROCEED IN A 
SOUTHEASTERLY, THEN SOUTHERLY DIRECTION APPROXIMATELY 2.5 
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE 
EAST; TURN LEFT AND PROCEED IN AN EASTERLY DIRECTION 
APPROXIMATELY 0.5 MILES TO THE BEGINNING OF THE PROPOSED ACCESS 
TO THE SOUTH; FOLLOW ROAD FLAGS IN A SOUTHERLY DIRECTION 
APPROXIMATELY 2,353’ TO THE PROPOSED LOCATION. 
 
TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL 
LOCATION IS APPROXIMATELY 24.4 MILES. 
 
 

Sundry Number: 34871 API Well Number: 43047526420000Sundry Number: 34871 API Well Number: 43047526420000
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RECEIVED: Apr. 18, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

4 /17 /2013

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type:
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date:

4 /30 /2013

NAME (PLEASE PRINT) PHONE NUMBER 
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FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,

Sundry Number: 36795 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,

Sundry Number: 36795 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,

Sundry Number: 36795 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,

Sundry Number: 36795 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,

Sundry Number: 36795 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,

Sundry Number: 36795 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

4 / 17 /2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Drilling Contractor: Triple A Drilling LLC; Rig #: TA 4037; Rig Type: Accepted by the
Soilmec SR/30; Spud Date: 4/17/13; Spud Time: 2:00 PM; Conductor Utah Division of
Size: 16"; Hole Size: 26"; Commence Drilling approximate start date: Oil, Gas and Mining

4/30/2013 FOR RECORD ONLY
April 18, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/18/2013

RECEIVED: Apr. 18,



RECEIVED: Apr. 22, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /17 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  operations suspended

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Due to change in drilling plans, BBC is requesting the status of this well
be changed from drilling to operations suspended. BBC plans to finish

drilling this well in 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 4 /22 /2013

April 22, 2013

Sundry Number: 36859 API Well Number: 43047526420000Sundry Number: 36859 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/17/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: operationssuspended

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to change in drilling plans, BBC is requesting the status of this well Accepted by the
be changed from drilling to operations suspended. BBC plans to finish Utah Division of

drilling this well in 2014. Oil, Gas and Mining

FOR RECORD ONLY
April 22, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/22/2013

RECEIVED: Apr. 22,

Sundry Number: 36859 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
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drilling this well in 2014. Oil, Gas and Mining
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April 22, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
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RECEIVED: May. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /30 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above referenced well was spud on 4/17/13. Due to change in
drilling plans, BBC is requesting the status of this well be changed from
drilling to operations suspended. BBC plans to finish drilling this well in

2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 5 /3 /2013

May 03, 2013

Sundry Number: 37479 API Well Number: 43047526420000Sundry Number: 37479 API Well Number: 43047526420000
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4/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
May 03, 2013
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
May 03, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 5/3/2013

RECEIVED: May. 03,

Sundry Number: 37479 API Well Number: 43047526420000
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
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NAME (PLEASE PRINT) PHONE NUMBER TITLE
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N/A 5/3/2013
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
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FOOTAGESATSURFACE: UINTAH
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QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH
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ACI DIZE ALTER CASING CASING REPAIR
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Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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Date of Spud:
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SIGNATURE DATE
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RECEIVED: Jun. 05, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /31 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above referenced well was spud on 4/17/13. Due to change in
drilling plans, BBC is requesting the status of this well be changed from
drilling to operations suspended. BBC plans to finish drilling this well in

2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 6 /5 /2013

June 11, 2013

Sundry Number: 38768 API Well Number: 43047526420000Sundry Number: 38768 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,

Sundry Number: 38768 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,

Sundry Number: 38768 API Well Number: 43047526420000
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
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ACI DIZE ALTER CASING CASING REPAIR
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Approximate date work will start:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,
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FORM 9
STATE OF UTAH
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2. NAME OF OPERATOR: 9. API NUMBER:
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1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,

Sundry Number: 38768 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,

Sundry Number: 38768 API Well Number: 43047526420000
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,

Sundry Number: 38768 API Well Number: 43047526420000
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STATE OF UTAH
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:
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DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
June 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,



RECEIVED: Jul. 09, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

6 /30 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above referenced well was spud on 4/17/13. Due to change in
drilling plans, BBC is requesting the status of this well be changed from
drilling to operations suspended. BBC plans to finish drilling this well in

2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 7 /9 /2013

July 09, 2013

Sundry Number: 39880 API Well Number: 43047526420000Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
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QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION
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SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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6/30/2013
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013
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6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013
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Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,
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Date of Spud:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL
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6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining
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The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
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The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
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The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,

Sundry Number: 39880 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/30/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from Utah Division of
drilling to operations suspended. BBC plans to finish drilling this well in Oil, Gas and Mining

2014. FOR RECORD ONLY
July 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/9/2013

RECEIVED: Jul. 09,



RECEIVED: Aug. 05, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

7 /31 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above referenced well was spud on 4/17/13. Due to change in
drilling plans, BBC is requesting the status of this well be changed from
drilling to operations suspended. BBC plans to finish drilling this well in

2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 8 /5 /2013

August 09, 2013

Sundry Number: 40935 API Well Number: 43047526420000Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED
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7/31/2013
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2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,

Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,

Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,

Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,

Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,

Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL
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Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,

Sundry Number: 40935 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. AURORA(DEEP)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext UNDESIGNATED
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FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON
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Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/31/2013
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above referenced well was spud on 4/17/13. Due to change in Accepted by the
drilling plans, BBC is requesting the status of this well be changed from utah Division of

drilling to operations suspended. BBC plans to finish drilling this well in oil, Gas and Mining

2014. Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 8/5/2013

RECEIVED: Aug. 05,



RECEIVED: Aug. 09, 2013

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction. 

Sundry Number: 40935 API Well Number: 43047526420000Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,

Sundry Number: 40935 API Well Number: 43047526420000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. BAS & N1NTNG

Sundry Conditions of Approval Well Number 43047526420000

A sundry detailing drilling summary or daily drilling reports and current well bore diagram
should be submitted showing current well construction.

RECEIVED: Aug. 09,



RECEIVED: Aug. 12, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 AURORA (DEEP) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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suspension due to a change in drill schedule and lease requirements.

BBC plans to resume drilling in 2014. Currenly, only conductor is set on
this well (see attached WBD).
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United States Department of the Interior 

BUREAU OF LAND MANAGEMENT 

IN REPLY REFER TO: 

3180 (UTU82456X) 
UT-922000 

Mr. Kevin Funk 
Bill Barrett Corporation 
1099 18th Street, Suite 2300 
Denver, Colorado 80202 

Dear Mr. Funk: 

Utah State Office 

Salt Lake City, UT 84101 
http://www.hlm.gov/ut/st/en.html Y3· 0-\, :~'tS1 

,-\~. 04\· CQA~ 
RECE\VE[ 4 ~. ()1 .. rl· cx,<o~~ 
JUL 09 2014 JUL ,7'Z014 

Re: Automatic Contraction 
Aurora (Deep) Unit 
Uintah County, Utah 

Your letter received on May 1, 2014, describes the lands automatically eliminated effective 
November 11,2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuant to 
Section 2( e) of the unit agreement and requests our concurrence. The lands you have described 
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are 
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the 
unit is reduced to 1,920.00 acres. 

The following Federal Leases are entirely eliminated from the unit area: 

UTU82707 
UTU14219 
UTU88141* 
UTU85993* 
UTU74417 
UTU74837 
UTU75242 
UTU75675 
UTU78445 
UTU79129 

UTU80580 
UTU89145 

*Indicates non-comniitted lease 

United States Department of the Interior - -

BUREAU OF LAND MANAGEMENT
Utah State Office

44U West ZUU $Outh, bulte 3UU
Salt Lake City, UT 84101

http://www.blm.gov/ut/stlen.html

IN REPLY REFER TO:
3180 (UTU82456X) RECavEE 43 04 &bí¾S
UT-922000

JUL0 9 2014 JUL -11014

Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -

BUREAU OF LAND MANAGEMENT
Utah State Office

44U West ZUU $Outh, bulte 3UU
Salt Lake City, UT 84101

http://www.blm.gov/ut/stlen.html
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UT-922000

JUL0 9 2014 JUL -11014

Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -
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Utah State Office

44U West ZUU $Outh, bulte 3UU
Salt Lake City, UT 84101
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -
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Utah State Office

44U West ZUU $Outh, bulte 3UU
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IN REPLY REFER TO:
3180 (UTU82456X) RECavEE 43 04 &bí¾S
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -

BUREAU OF LAND MANAGEMENT
Utah State Office

44U West ZUU $Outh, bulte 3UU
Salt Lake City, UT 84101
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -
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Utah State Office
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted
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Utah State Office
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -

BUREAU OF LAND MANAGEMENT
Utah State Office
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted
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Utah State Office
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted
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Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -

BUREAU OF LAND MANAGEMENT
Utah State Office

44U West ZUU $Outh, bulte 3UU
Salt Lake City, UT 84101

http://www.blm.gov/ut/stlen.html

IN REPLY REFER TO:
3180 (UTU82456X) RECavEE 43 04 &bí¾S
UT-922000

JUL0 9 2014 JUL -11014
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Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129
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Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted
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Mr. Kevin Funk Div.0F OL GAS&.MiMNG

Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted

United States Department of the Interior - -
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Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, Colorado 80202

Re: Automatic Contraction
Aurora (Deep) Unit
Uintah County, Utah

Dear Mr. Funk:

Your letter received on May 1, 2014, describes the lands automatically eliminated effective
November 11, 2013, from the Aurora (Deep) Unit Area, located in Uintah County, Utah, pursuantto
Section 2(e) of the unit agreement and requests our concurrence. The lands you have described
contain 12,522.73 acres more or less, and constitute all legal subdivisions, no parts of which are
included in the Aurora (Deep) Participating Area "A". As a result of the automatic contraction, the
unit is reduced to 1,920.00 acres.

The following Federal Leases are entirely eliminated from the unit area:

UTU 82707 UTU80580
UTUl4219 UTU89145
UTU88141*
UTU85993*
UTU74417
UTU74837
UTU75242
UTU75675
UTU78445
UTU79129

*Indicates non-comniitted



The following Federal Leases are partially eliminated from the unit area 

U1U75092 
UTU75093 
UTU75241 
UTU76488 
UTU80689 
UTU8559I 

You have complied with the requirements of Section 2( e), provided you promptly notify all 

interested parties. 

If you have any questions, please contact Judy Nordstrom at (801) 539-4108. 

Sincerely, 

Roger L. Bankert 
Chief, Branch of Minerals 

Enclosure 

cc: UDOGM 
SITLA 
ONRR wlExhibit "B" (Attn: Jennifer Cortez) 
BLM FOM - Vernal w/enclosure 

The following Federal Leases are partially eliminated from the unit area.

UTU75092
UTU75093
UTU75241
UTU76488
UTU80689
UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
BLM FOM - Vernal

The following Federal Leases are partially eliminated from the unit area.

UTU75092
UTU75093
UTU75241
UTU76488
UTU80689
UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
BLM FOM - Vernal

The following Federal Leases are partially eliminated from the unit area.

UTU75092
UTU75093
UTU75241
UTU76488
UTU80689
UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
BLM FOM - Vernal

The following Federal Leases are partially eliminated from the unit area.
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You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
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The following Federal Leases are partially eliminated from the unit area.

UTU75092
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You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.
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Sincerely,

Roger L. Bankert
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UTU75092
UTU75093
UTU75241
UTU76488
UTU80689
UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
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ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
BLM FOM - Vernal

The following Federal Leases are partially eliminated from the unit area.
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UTU80689
UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
BLM FOM - Vernal

The following Federal Leases are partially eliminated from the unit area.
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UTU76488
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UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: UDOGM
SITLA
ONRR w/Exhibit "B" (Atta: Jennifer Cortez)
BLM FOM - Vernal

The following Federal Leases are partially eliminated from the unit area.

UTU75092
UTU75093
UTU75241
UTU76488
UTU80689
UTU85591

You have complied with the requirements of Section 2(e), provided you promptly notify all
interested parties.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

Sincerely,

Roger L. Bankert
Chief, Branch of Minerals
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RECEIVED: Feb. 23, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

1 /31 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No monthly drilling to report. Well spud on 4/17/2013. Currently, only
conductor is set on this well (16" 84# J-55 Conductor Set @ 100' MD). 

NAME (PLEASE PRINT) PHONE NUMBER 
 Christina Hirtler 303 312-8597

TITLE
 Administrative Assistant

SIGNATURE
 N/A

DATE
 2 /23 /2015

February 25, 2015

Sundry Number: 61016 API Well Number: 43047526420000Sundry Number: 61016 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/31/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report. Well spud on 4/17/2013. Currently, only Accepted by the
conductor is set on this well (16" 84# J-55 Conductor Set @ 100' MD). Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 25, 2015
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/31/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report. Well spud on 4/17/2013. Currently, only Accepted by the
conductor is set on this well (16" 84# J-55 Conductor Set @ 100' MD). Utah Division of

Oil, Gas and Mining
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RECEIVED: Mar. 02, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

2 /28 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No monthly drilling to report as drilling has been suspended. Well spud
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100'

MD. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 3 /2 /2015

March 02, 2015

Sundry Number: 61184 API Well Number: 43047526420000Sundry Number: 61184 API Well Number: 43047526420000
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FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/28/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
March 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 3/2/2015

RECEIVED: Mar. 02,

Sundry Number: 61184 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/28/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
March 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 3/2/2015

RECEIVED: Mar. 02,

Sundry Number: 61184 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/28/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
March 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 3/2/2015

RECEIVED: Mar. 02,

Sundry Number: 61184 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/28/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
March 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 3/2/2015

RECEIVED: Mar. 02,



RECEIVED: Apr. 01, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /1 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No monthly drilling to report as drilling has been suspended. Well spud
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100'

MD. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 4 /1 /2015

April 01, 2015

Sundry Number: 62061 API Well Number: 43047526420000Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,

Sundry Number: 62061 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 4/1/2015

RECEIVED: Apr. 01,



RECEIVED: May. 04, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /1 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No monthly drilling to report as drilling has been suspended. Well spud
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100'

MD. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 5 /4 /2015

May 05, 2015

Sundry Number: 63028 API Well Number: 43047526420000Sundry Number: 63028 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
May 05, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 5/4/2015

RECEIVED: May. 04,

Sundry Number: 63028 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
May 05, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 5/4/2015

RECEIVED: May. 04,

Sundry Number: 63028 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD. Oil, Gas and Mining

FOR RECORD ONLY
May 05, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 5/4/2015

RECEIVED: May. 04,



RECEIVED: Jun. 01, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

6 /1 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No May monthly drilling to report as drilling has been suspended. Well
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @

100' MD. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 6 /1 /2015

June 02, 2015

Sundry Number: 63684 API Well Number: 43047526420000Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
spud on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ Utah Division of

100' MD. Oil, Gas and Mining

FOR RECORD ONLY
June 02, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 6/1/2015

RECEIVED: Jun. 01,

Sundry Number: 63684 API Well Number: 43047526420000
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No May monthly drilling to report as drilling has been suspended. Well Accepted by the
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RECEIVED: Jul. 01, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 AURORA FEDERAL 7-27D-7-20 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2495 FNL 2491 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

6 /1 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No monthly drilling to report as drilling has been suspended. Well spud
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100'

MD

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 7 /1 /2015

July 06, 2015

Sundry Number: 64489 API Well Number: 43047526420000Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.
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QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL
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6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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N/A 7/1/2015

RECEIVED: Jul. 01,
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Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining
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DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,

Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,

Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,

Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,

Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,

Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,

Sundry Number: 64489 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well AURORA FEDERAL 7-27D-7-20

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8134 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2495 FNL 2491 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/1/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No monthly drilling to report as drilling has been suspended. Well spud Accepted by the
on 4/17/2013 with 26" Conductor hole. Casing size is 16" set @ 100' Utah Division of

MD Oil, Gas and Mining

FOR RECORD ONLY
July 06, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady Riley 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A 7/1/2015

RECEIVED: Jul. 01,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 2/1/2015 
FORMER OPERATOR: NEW OPERATOR: 
Bill Barrett Corporation Crescent Point Energy U.S. Corp 
1099 18th Street, Suite 2300 555 17th Street, Suite 1800 
Denver, CO 80202 Denver, CO 80202 

303-382-6792 

CA Number(s): Unites): 

WELL INFORMATION: 
Well Name Sec TWN RNG API Entity Mineral 
Aurora Federal 7-270-7-20 27 7S 20E 4304752642 18998 Federal 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 7838513-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: N/A 
3. Reports current for ProductionlDisposition & Sundries: N/A 
4. OPS/SI/TA welles) reviewed for full cost bonding: N/A 

5. UICS on all disposal/injection/storage welles) approved on: N/A 
6. Surface Facility(s) included in operator change: None 

Surface 
Fee 

7/27/2015 
7/27/2015 

7/2712015 

7. Inspections ofPA state/fee well sites complete on (only upon operators request): N/A 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 

1. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

LPM9080275 
N/A 
N/A 

7/29/2015 
7/29/2015 
N/A 
N/A 

N/A 
N/A 

Type 

OW 

1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: N/A 
COMMENTS: 

Status 

OPS 

7/29/2015 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 2/1/2015
FORMER OPERATOR: NEW OPERATOR:
Bill Barrett Corporation Crescent Point Energy U.S. Corp
1099 18th Street, Suite 2300 555 17th Street, Suite 1800
Denver, CO 80202 Denver, CO 80202

303-382-6792

CA Number(s): Unit(s):

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
Aurora Federal 7-27D-7-20 27 7S 20E 4304752642 18998 Federal Fee OW OPS

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 7/27/2015
2. Sundry or legal documentation was received from the NEW operator on: 7/27/2015
3. New operator Division of Corporations Business Number: 7838513-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 7/27/2015
2. Receipt of Acceptance of Drilling Procedures for APD on: N/A
3. Reports current for Production/Disposition & Sundries: N/A
4. OPS/SI/TA well(s) reviewed for full cost bonding: N/A
5. UIC5 on all disposal/injection/storage well(s) approved on: N/A
6. Surface Facility(s) included in operator change: None
7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: LPM9080275
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): N/A

DATA ENTRY:
1. Well(s) update in the OGIS on: 7/29/2015
2. Entity Number(s) updated in OGIS on: 7/29/2015
3. Unit(s) operator number update in OGIS on: N/A
4. Surface Facilities update in OGIS on: N/A
5. State/Fee well(s) attached to bond(s) in RBDMS on: N/A
6. Surface Facilities update in RBDMS on: N/A

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 2/1/2015
FORMER OPERATOR: NEW OPERATOR:
Bill Barrett Corporation Crescent Point Energy U.S. Corp
1099 18th Street, Suite 2300 555 17th Street, Suite 1800
Denver, CO 80202 Denver, CO 80202

303-382-6792

CA Number(s): Unit(s):

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
Aurora Federal 7-27D-7-20 27 7S 20E 4304752642 18998 Federal Fee OW OPS

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 7/27/2015
2. Sundry or legal documentation was received from the NEW operator on: 7/27/2015
3. New operator Division of Corporations Business Number: 7838513-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 7/27/2015
2. Receipt of Acceptance of Drilling Procedures for APD on: N/A
3. Reports current for Production/Disposition & Sundries: N/A
4. OPS/SI/TA well(s) reviewed for full cost bonding: N/A
5. UIC5 on all disposal/injection/storage well(s) approved on: N/A
6. Surface Facility(s) included in operator change: None
7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: LPM9080275
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): N/A

DATA ENTRY:
1. Well(s) update in the OGIS on: 7/29/2015
2. Entity Number(s) updated in OGIS on: 7/29/2015
3. Unit(s) operator number update in OGIS on: N/A
4. Surface Facilities update in OGIS on: N/A
5. State/Fee well(s) attached to bond(s) in RBDMS on: N/A
6. Surface Facilities update in RBDMS on: N/A

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 2/1/2015
FORMER OPERATOR: NEW OPERATOR:
Bill Barrett Corporation Crescent Point Energy U.S. Corp
1099 18th Street, Suite 2300 555 17th Street, Suite 1800
Denver, CO 80202 Denver, CO 80202

303-382-6792

CA Number(s): Unit(s):

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
Aurora Federal 7-27D-7-20 27 7S 20E 4304752642 18998 Federal Fee OW OPS

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 7/27/2015
2. Sundry or legal documentation was received from the NEW operator on: 7/27/2015
3. New operator Division of Corporations Business Number: 7838513-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 7/27/2015
2. Receipt of Acceptance of Drilling Procedures for APD on: N/A
3. Reports current for Production/Disposition & Sundries: N/A
4. OPS/SI/TA well(s) reviewed for full cost bonding: N/A
5. UIC5 on all disposal/injection/storage well(s) approved on: N/A
6. Surface Facility(s) included in operator change: None
7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: LPM9080275
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): N/A

DATA ENTRY:
1. Well(s) update in the OGIS on: 7/29/2015
2. Entity Number(s) updated in OGIS on: 7/29/2015
3. Unit(s) operator number update in OGIS on: N/A
4. Surface Facilities update in OGIS on: N/A
5. State/Fee well(s) attached to bond(s) in RBDMS on: N/A
6. Surface Facilities update in RBDMS on: N/A

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 2/1/2015
FORMER OPERATOR: NEW OPERATOR:
Bill Barrett Corporation Crescent Point Energy U.S. Corp
1099 18th Street, Suite 2300 555 17th Street, Suite 1800
Denver, CO 80202 Denver, CO 80202

303-382-6792

CA Number(s): Unit(s):

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
Aurora Federal 7-27D-7-20 27 7S 20E 4304752642 18998 Federal Fee OW OPS

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 7/27/2015
2. Sundry or legal documentation was received from the NEW operator on: 7/27/2015
3. New operator Division of Corporations Business Number: 7838513-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 7/27/2015
2. Receipt of Acceptance of Drilling Procedures for APD on: N/A
3. Reports current for Production/Disposition & Sundries: N/A
4. OPS/SI/TA well(s) reviewed for full cost bonding: N/A
5. UIC5 on all disposal/injection/storage well(s) approved on: N/A
6. Surface Facility(s) included in operator change: None
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3. Unit(s) operator number update in OGIS on: N/A
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LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:
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Do not us. this form for prot>osaI. to drill new -. Signolicantly daapen .";>ling well. below current bOllom-hole depth. reenler plugged wells. or to 
drill hcrizontallateral$. lise APPUCA TION FOR PERMIT TO DRIlL form for such proposals. 

1. TYPE OF WEU 
Oil WELL 0 GAS WEll 0 OTHER __________ _ 

2. NAME OF OPERATOR: 

Crescent Point Energy 1 Bill Barrett Corp 
3. ADORESS OF OPERATOR: 

555171h SI. Sle. 1800 

4. LOCATION OF WEU 

r:1TY Denver 

FOOTAGESATSURFACE: 2,495 FNL & 2,491 FEL 

STMr CO liP 80202 

omOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: SWNE 27 7S 20E U 
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FORM 9 
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Fee 
6. If IHOIAN. AllOTTEE OR TRIBE NAME: 

7 UNIT or CA AGREEMENT HAl.lE: 

S. WEU NAME II1d HUMBER: 

Aurora FederaI7-27D-7-20 
9. API NUUBER: 

4304752642 
10. FIELD AHO POOl. OR WR.IJCAT: 

Three Rivers 

COUNTY: Uintah 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 
TYPE OF SUBMISSION TYPE OF ACTION 

III 0 AClDlze 0 DEEPEN 0 REPERFOAATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 AlTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR WEll 

Approximate date wort will s!lllt 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPOAARIl Y A8ANOON 

2/1/2015 0 CHANGE TO PREVIOUS PlANS 0 OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PlUG AHO AIWIlON 0 VEHT OR FlARE 

0 SUBSEQUENT REPORT 0 CHANGE WELL NAME 0 PLUGIlACK 0 WATER DISPOSAl 
(Subm~ Original Form Only) 

0 0 0 CHANGE "JELL STATUS PRODUCTION (STARTIRESUI.IE) WATER SHUT.oFF 
Date of work oornple_: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLMfA TION OF WELL SITE III OTHER Cha!lQe of O~rS!tor 
0 CONVERT WEU TYPE 0 RECOMPlETE • DIFFERENT FORMATION 

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show al pertinent details including dates. depths. volumes. etc. 

Crescent Point Energy U.S. Corp (CPE) hereby request the transfer of operating rights and responsibilities for the subject well, 
currently titled Aurora Federal 7-270-7-20, to the new owner/operator of the asset, CPE, being effective 211/2015. The asset 
permit was originally applied for by Bill Barrett Corporation (BBC), operator of the asset prior to lease sale and BBC has agreed 
to transfer operating responsibilities to majority interest holder CPE. 

A separate request will be filed to modify the name of this location and other permit-specific concems once the well is in the 
name ofCPE. 

If there are any questions or concems with this request, please do not heSitate to contact a Crescent Point representative, 
additional contact information has been listed in the sundry fields. 

i e Bailey 
Crescent Point Energ 
Landman (720) 680-3625 

NAME (PLEASE PRINT) Christopher Noonan 

SIGNATURE---6~~~~~~' ~~=--.-=-~~::::::--------=--__ 

(This_celor St.touse onfy) -fed I f-c:...~ O~ lOW 

APPROVED 

TITLE _S_e_n_io_r_R_e...;g;..u_la_t_o...:ry_An_a_l:;..ys_t ________ _ 

DATE _1_'_30_1_20_1_5 _____________ _ 
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Oiv. of Oil, Gas & Mining ,.11'\,) . ,vlll~II\H.3 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OlL, GASANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

Fee

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIARALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drillnevrwells, sigadicantlydeepen existingwells belowcurrent boltom-holedepth, reenter ¢ugged wells, orto

drillhcrizontal laterais Use APPLICATION FOR PERMITTODRILLformforsuch proposals.

1. TYPEOF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL O OTHER Aurora Federal 7-27D-7-20

2 NAMEOF OPERATOR 9. API NUueER

Crescent Point Energy / BillBarrett Corp 4304752642
3 ADDRESSOF OPERATOR: PHONENUMBER 10. FIELDANDPOOL OR WILDCAT:
555 17th St. Ste. 1800 cav Denver so,, CO ,80202 (303)382-6792 Three Rivers

4. LOCATION OF WELL

FOOTAGESATSURFACE: 2,495 FNL & 2,491 FEL COUNTY: Uintah

OTR/QTR, SECTION. TOWNSHIP,AANGE.MERIDIAN SWNE 27 7S 20E U STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
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O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submit in Duprue) M.TERCAS NG FRACTURETREAT O SIDETRACK TO REPAIR WELL
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(Submit OriginalForm Only)
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O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER Change of Operator
O CONVERT WELLTYPE RECOMPLETE- DIFFERENTFORMATION

2 DESCRIBEPROPOSED OR COMPLETEDOPERATIONS.Clearlyshow all pertinentdetails íncluding dates, depths, volumes, etc

Crescent Point Energy U.S.Corp (CPE) hereby request the transfer ofoperating rights and responsibilities for the subject well,
currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.

A separate request willbe filed to modifythe name of thislocation and other permit-specific concems once the wellis in the
name of CPE.

Ifthere are any questions or concems with this request, please do not hesitate to contact a Crescent Point representative,
additionalcontact information has been listed in the sundry fields.

Crescee
o nt Energ

Landman (720) 880-3625

NAME(PLEASEPRINT) ChristopherNoonan TITLE Senior RegulatoryAnalyst

SIGNATURE DATE 1/30/2015

(This space for Stato use only)

APPROVED REGENED RECEWED
(52000) JUL2 9 2015 "" ""-10L 2 2015

JUL27 205
OIL GAS &MINING . .
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permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.

A separate request willbe filed to modifythe name of thislocation and other permit-specific concems once the wellis in the
name of CPE.

Ifthere are any questions or concems with this request, please do not hesitate to contact a Crescent Point representative,
additionalcontact information has been listed in the sundry fields.

Crescee
o nt Energ

Landman (720) 880-3625

NAME(PLEASEPRINT) ChristopherNoonan TITLE Senior RegulatoryAnalyst

SIGNATURE DATE 1/30/2015

(This space for Stato use only)

APPROVED REGENED RECEWED
(52000) JUL2 9 2015 "" ""-10L 2 2015

JUL27 205
OIL GAS &MINING . .

DIVOFOILGAS NING
BY: , ownOmo A dia Div.of0\\,Gas&

STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OlL, GASANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

Fee

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIARALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drillnevrwells, sigadicantlydeepen existingwells belowcurrent boltom-holedepth, reenter ¢ugged wells, orto

drillhcrizontal laterais Use APPLICATION FOR PERMITTODRILLformforsuch proposals.

1. TYPEOF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL O OTHER Aurora Federal 7-27D-7-20

2 NAMEOF OPERATOR 9. API NUueER

Crescent Point Energy / BillBarrett Corp 4304752642
3 ADDRESSOF OPERATOR: PHONENUMBER 10. FIELDANDPOOL OR WILDCAT:
555 17th St. Ste. 1800 cav Denver so,, CO ,80202 (303)382-6792 Three Rivers

4. LOCATION OF WELL

FOOTAGESATSURFACE: 2,495 FNL & 2,491 FEL COUNTY: Uintah

OTR/QTR, SECTION. TOWNSHIP,AANGE.MERIDIAN SWNE 27 7S 20E U STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUSMISSION TYPEOF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submit in Duprue) M.TERCAS NG FRACTURETREAT O SIDETRACK TO REPAIR WELL

Approximate date work will sy O CASINGREPAIR O NEW CONSTRUCTION TEMPORARILY ABANDON

2/1/2015 O CHANGETO PREMOUSPLANS O OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENTOR FLARE

O SUBSEQUENT REPORT O CHANGEWELLNAME O PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER Change of Operator
O CONVERT WELLTYPE RECOMPLETE- DIFFERENTFORMATION

2 DESCRIBEPROPOSED OR COMPLETEDOPERATIONS.Clearlyshow all pertinentdetails íncluding dates, depths, volumes, etc

Crescent Point Energy U.S.Corp (CPE) hereby request the transfer ofoperating rights and responsibilities for the subject well,
currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.

A separate request willbe filed to modifythe name of thislocation and other permit-specific concems once the wellis in the
name of CPE.

Ifthere are any questions or concems with this request, please do not hesitate to contact a Crescent Point representative,
additionalcontact information has been listed in the sundry fields.

Crescee
o nt Energ

Landman (720) 880-3625

NAME(PLEASEPRINT) ChristopherNoonan TITLE Senior RegulatoryAnalyst

SIGNATURE DATE 1/30/2015

(This space for Stato use only)

APPROVED REGENED RECEWED
(52000) JUL2 9 2015 "" ""-10L 2 2015

JUL27 205
OIL GAS &MINING . .

DIVOFOILGAS NING
BY: , ownOmo A dia Div.of0\\,Gas&

STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OlL, GASANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

Fee

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIARALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENTNAME:
Do not use this form for proposals to drillnevrwells, sigadicantlydeepen existingwells belowcurrent boltom-holedepth, reenter ¢ugged wells, orto

drillhcrizontal laterais Use APPLICATION FOR PERMITTODRILLformforsuch proposals.

1. TYPEOF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL O OTHER Aurora Federal 7-27D-7-20

2 NAMEOF OPERATOR 9. API NUueER

Crescent Point Energy / BillBarrett Corp 4304752642
3 ADDRESSOF OPERATOR: PHONENUMBER 10. FIELDANDPOOL OR WILDCAT:
555 17th St. Ste. 1800 cav Denver so,, CO ,80202 (303)382-6792 Three Rivers

4. LOCATION OF WELL

FOOTAGESATSURFACE: 2,495 FNL & 2,491 FEL COUNTY: Uintah

OTR/QTR, SECTION. TOWNSHIP,AANGE.MERIDIAN SWNE 27 7S 20E U STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUSMISSION TYPEOF ACTION

O ACIDIZE DEEPEN O REPERFORATECURRENTFORMATIONO NOTICEOF INTENT
(Submit in Duprue) M.TERCAS NG FRACTURETREAT O SIDETRACK TO REPAIR WELL

Approximate date work will sy O CASINGREPAIR O NEW CONSTRUCTION TEMPORARILY ABANDON

2/1/2015 O CHANGETO PREMOUSPLANS O OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENTOR FLARE

O SUBSEQUENT REPORT O CHANGEWELLNAME O PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER Change of Operator
O CONVERT WELLTYPE RECOMPLETE- DIFFERENTFORMATION

2 DESCRIBEPROPOSED OR COMPLETEDOPERATIONS.Clearlyshow all pertinentdetails íncluding dates, depths, volumes, etc

Crescent Point Energy U.S.Corp (CPE) hereby request the transfer ofoperating rights and responsibilities for the subject well,
currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.

A separate request willbe filed to modifythe name of thislocation and other permit-specific concems once the wellis in the
name of CPE.
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currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
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currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.
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Crescent Point Energy U.S.Corp (CPE) hereby request the transfer ofoperating rights and responsibilities for the subject well,
currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.
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name of CPE.
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Crescent Point Energy U.S.Corp (CPE) hereby request the transfer ofoperating rights and responsibilities for the subject well,
currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.
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name of CPE.
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Crescent Point Energy U.S.Corp (CPE) hereby request the transfer ofoperating rights and responsibilities for the subject well,
currently titledAurora Federal 7-27D-7-20, to the new ownerloperator of the asset, CPE, being effective2/1/2015. The asset
permit was originallyapplied for by BillBarrett Corporation (BBC),operatorof theasset prior to lease sale and BBChas agreed
to transfer operating responsibilities to majority interest holder CPE.
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l. Type of Well 

[£JOil Wdl o GasWdl o Other 
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9. ~r Well No. 
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testing has been compl<!ted. fimd Abandonment Notices must be filed only arter all requir~1\ents. including reclamation, have b..--en completed and the upemlar has 
d<!tennincd that the site is ready tor final inspection.) 

Crescent Point Energy U.S. Corp (CPE) hereby request the transfer of operating rights and responsibilities for the subject well, currently titled Aurora Federal 
7 -270-7 -20, to the new ownerloperator of the asset, CPE, being effective 21112015. The asset permit was originally applied for by Bill Barrett Corporation 
(BSC). operator of the asset prior to lease sale and BSC has agreed to transfer operating responsibilities to majority interest holder CPE. 

A separate request win be filed to modify the name of this location and other permit-specific concerns once the well is in the name of CPE. 

If there are any questions or concerns with this request, please do not hesitate to contact a Crescent Point representative, additional contact information has 
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Crescent Point Energy U.S. Corp (CPE) hereby request the transfer of operatingrights and responsibilities for the subject well, currently titledAurora Federal
7-270-7-20, to the new ownerloperatorof the asset, CPE, being effective 2/1/2015. The asset permit was originallyapplied for by BillBarrett Corporation
(BBC), operator of the asset prior to lease sale and BBC has agreed to transferoperating responsibilities to majority interest holder CPE.

A separate request willbe filed to modifythe name of this location and other permit-specific concerns once the well is in the name of CPE.

If there are any questions or concerns with this request, please do not hesitate to contact a Crescent Point representative, additional contact information has
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RECEIVED: Jul. 30, 2015

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

8 /3 /2015

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Crescent Point Energy U.S. Corp. respectfully requests a name change
of the subject well, from Aurora Federal 7-27D-7-20 to Four Star Fed

6-27-7-20E. CPE will be targeting an alternate mineral lease
(UTU75242) utilizing the existing set conductor conduit and API

number. The TVD will change from 10,060’ to 7,811’ and the MD from
10,167’ to 7,977’. Updated locations along the intended well bore path:

-Surface Location: 2,494’ FNL & 2,489’ FEL, SWNE, Section 27, T7S,
R20E SLM; -Bottom of Producing Interval (approx. BHL): ±2,043’ FNL &
1,997’ FWL, SENW, 27-7-20E. All surface disturbing activities will occur

within the originally approved boundaries. Attached please find an
updated plat package, drilling plan, directional plan, and lease plat

reflecting the requested changes. SUA with Four Star Ranch, Inc. remains in place. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Kristen Johnson 303 308-6270

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 7 /30 /2015

August 17, 2015

Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/3/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy U.S. Corp. respectfully requests a name change Approved by the
of the subject well, from Aurora Federal 7-27D-7-20 to Four Star Fed Utugtallvih7er2615

6-27-7-20E. CPE will be targeting an alternate mineral lease oil, Gas anci Mining

(UTU75242) utilizing the existing set conductor conduit and API Date:
number. The TVD will change from 10,060' to 7,811' and the MD from

. .

10,167' to 7,977'. Updated locations along the intended well bore path: By: e
-Surface Location: 2,494' FNL & 2,489' FEL, SWNE, Section 27, T7S,

R20E SLM; -Bottom of Producing Interval (approx. BHL): ±2,043' FNL &
1,997' FWL, SENW, 27-7-20E. All surface disturbing activities will occur

within the originally approved boundaries. Attached please find an
updated plat package, drilling plan, directional plan, and lease plat

reflecting the requested changes. SUA with Four Star Ranch, Inc. remains in place.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/3/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy U.S. Corp. respectfully requests a name change Approved by the
of the subject well, from Aurora Federal 7-27D-7-20 to Four Star Fed Utugtallvih7er2615

6-27-7-20E. CPE will be targeting an alternate mineral lease oil, Gas anci Mining

(UTU75242) utilizing the existing set conductor conduit and API Date:
number. The TVD will change from 10,060' to 7,811' and the MD from

. .

10,167' to 7,977'. Updated locations along the intended well bore path: By: e
-Surface Location: 2,494' FNL & 2,489' FEL, SWNE, Section 27, T7S,

R20E SLM; -Bottom of Producing Interval (approx. BHL): ±2,043' FNL &
1,997' FWL, SENW, 27-7-20E. All surface disturbing activities will occur

within the originally approved boundaries. Attached please find an
updated plat package, drilling plan, directional plan, and lease plat

reflecting the requested changes. SUA with Four Star Ranch, Inc. remains in place.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 7/30/2015

RECEIVED: Jul. 30,



RECEIVED: Aug. 13, 2015
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!) GS - Gas Storage

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well
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¸ SGW - Shut-in Gas Well
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Well Name:  FOUR STAR FED 6-27-7-20E            
Township: T07.0S   Range:  R20.0E   Section: 27  Meridian: S

Operator:  CRESCENT POINT ENERGY U.S. CORP                   
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Payzone Directional

Planning Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Database: MasterDB

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Unitah CountyProject:

TrueNorth Reference:Section 27 T7S, R20ESite:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EWell:

Wellbore #1Wellbore:

Design #1Design:

Map System:

Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1983

North American Datum 1983

Unitah County

Utah Central Zone

Mean Sea Level

Site Position:

From:

Site

Latitude:

Longitude:

Position Uncertainty:

Northing:

Easting:

Grid Convergence:

Section 27 T7S, R20E

Lat/Long

1.18 °Slot Radius: 13-3/16 "

7,240,365.99 usft

2,156,016.83 usft

0.0 usft

40° 10' 55.474 N

109° 39' 16.013 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

+E/-W

+N/-S

Position Uncertainty Ground Level:

Four Star Federal 6-27-7-20E, SHL LAT: 40.182076 LONG: -109.654448

7,240,365.99 usft

2,156,016.83 usft

4,800.3 usftWellhead Elevation: 4,812.3 usft0.0 usft

40° 10' 55.473 N

109° 39' 16.013 W

0.0 usft

0.0 usft

Wellbore

Declination

(°)

Field Strength

(nT)

Sample Date Dip Angle

(°)

Wellbore #1

Model NameMagnetics

IGRF2010 2/5/2015 10.70 65.89 52,046

Phase:Version:

Audit Notes:

Design Design #1

PROTOTYPE

Vertical Section: Depth From (TVD)

(usft)

+N/-S

(usft)

Direction

(°)

+E/-W

(usft)

Tie On Depth: 0.0

298.510.00.00.0

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

TFO

(°)

+N/-S

(usft)

Measured

Depth

(usft)

Vertical 

Depth

(usft)

Dogleg

Rate

(°/100usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Plan Sections

Target

0.000.000.000.000.00.00.00.000.000.0

0.000.000.000.000.00.02,200.00.000.002,200.0

298.510.002.002.00-209.3113.73,343.5298.5123.533,376.3

0.000.000.000.00-633.1343.94,451.5298.5123.534,584.7

180.000.00-2.002.00-842.4457.55,595.00.000.005,761.0 6-27-7-20E TGT

0.000.000.000.00-842.4457.57,811.00.000.007,977.0
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Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy WD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Project Unitah County

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone

Site Section 27 T7S, R20E

Site Position: Northing: 7,240,365.99 usft Latitude: 40° 10' 55.474 N
From: Lat/Long Easting: 2,156,016.83 usft Longitude: 109° 39' 16.013 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.18 °

Well Four Star Federal 6-27-7-20E, SHL LAT:40.182076 LONG: -109.654448

Well Position +NI-S 0.0 usft Northing: 7,240,365.99 usft Latitude: 40° 10' 55.473 N
+El-W 0.0 usft Easting: 2,156,016.83 usft Longitude: 109° 39' 16.013 W

Position Uncertainty 0.0 usft Wellhead Elevation: 4,812.3 usft Ground Level: 4,800.3 usft

Wellbore Wellbore #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2010 2/5/2015 10.70 65.89 52,046

Design Design #1

Audit Notes:

Version: Phase: PROTOTYPE Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 298.51

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft) (°) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.00 0.00 0.00 0.00
3,376.3 23.53 298.51 3,343.5 113.7 -209.3 2.00 2.00 0.00 298.51
4,584.7 23.53 298.51 4,451.5 343.9 -633.1 0.00 0.00 0.00 0.00
5,761.0 0.00 0.00 5,595.0 457.5 -842.4 2.00 -2.00 0.00 180.00 6-27-7-20E TGT
7,977.0 0.00 0.00 7,811.0 457.5 -842.4 0.00 0.00 0.00 0.00
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RECEIVED: Aug. 11, 2015

Payzone Directional

Planning Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Database: MasterDB

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Unitah CountyProject:

TrueNorth Reference:Section 27 T7S, R20ESite:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EWell:

Wellbore #1Wellbore:

Design #1Design:

Measured

Depth

(usft)

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

Vertical

Section

(usft)

Dogleg

Rate

(°/100usft)

+N/-S

(usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Planned Survey

Vertical 

Depth

(usft)

0.0 0.00 0.00 0.0 0.0 0.000.0 0.0 0.00 0.00

100.0 0.00 0.00 100.0 0.0 0.000.0 0.0 0.00 0.00

200.0 0.00 0.00 200.0 0.0 0.000.0 0.0 0.00 0.00

300.0 0.00 0.00 300.0 0.0 0.000.0 0.0 0.00 0.00

400.0 0.00 0.00 400.0 0.0 0.000.0 0.0 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.000.0 0.0 0.00 0.00

600.0 0.00 0.00 600.0 0.0 0.000.0 0.0 0.00 0.00

700.0 0.00 0.00 700.0 0.0 0.000.0 0.0 0.00 0.00

800.0 0.00 0.00 800.0 0.0 0.000.0 0.0 0.00 0.00

900.0 0.00 0.00 900.0 0.0 0.000.0 0.0 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.000.0 0.0 0.00 0.00

1,100.0 0.00 0.00 1,100.0 0.0 0.000.0 0.0 0.00 0.00

1,200.0 0.00 0.00 1,200.0 0.0 0.000.0 0.0 0.00 0.00

1,300.0 0.00 0.00 1,300.0 0.0 0.000.0 0.0 0.00 0.00

1,400.0 0.00 0.00 1,400.0 0.0 0.000.0 0.0 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.000.0 0.0 0.00 0.00

1,596.0 0.00 0.00 1,596.0 0.0 0.000.0 0.0 0.00 0.00

BMSGW

1,600.0 0.00 0.00 1,600.0 0.0 0.000.0 0.0 0.00 0.00

1,700.0 0.00 0.00 1,700.0 0.0 0.000.0 0.0 0.00 0.00

1,800.0 0.00 0.00 1,800.0 0.0 0.000.0 0.0 0.00 0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.000.0 0.0 0.00 0.00

2,000.0 0.00 0.00 2,000.0 0.0 0.000.0 0.0 0.00 0.00

2,100.0 0.00 0.00 2,100.0 0.0 0.000.0 0.0 0.00 0.00

2,200.0 0.00 0.00 2,200.0 0.0 0.000.0 0.0 0.00 0.00

Start Build 2.00

2,300.0 2.00 298.51 2,300.0 1.7 2.000.8 -1.5 2.00 0.00

2,400.0 4.00 298.51 2,399.8 7.0 2.003.3 -6.1 2.00 0.00

2,500.0 6.00 298.51 2,499.5 15.7 2.007.5 -13.8 2.00 0.00

2,600.0 8.00 298.51 2,598.7 27.9 2.0013.3 -24.5 2.00 0.00

2,700.0 10.00 298.51 2,697.5 43.5 2.0020.8 -38.2 2.00 0.00

2,800.0 12.00 298.51 2,795.6 62.6 2.0029.9 -55.0 2.00 0.00

2,900.0 14.00 298.51 2,893.1 85.1 2.0040.6 -74.8 2.00 0.00

3,000.0 16.00 298.51 2,989.6 111.0 2.0053.0 -97.5 2.00 0.00

3,100.0 18.00 298.51 3,085.3 140.2 2.0066.9 -123.2 2.00 0.00

3,200.0 20.00 298.51 3,179.8 172.8 2.0082.5 -151.8 2.00 0.00

3,300.0 22.00 298.51 3,273.2 208.6 2.0099.6 -183.3 2.00 0.00

3,376.3 23.53 298.51 3,343.5 238.1 2.00113.7 -209.3 2.00 0.00

Start 1208.4 hold at 3376.3 MD

3,400.0 23.53 298.51 3,365.3 247.6 0.00118.2 -217.6 0.00 0.00

3,500.0 23.53 298.51 3,456.9 287.5 0.00137.2 -252.6 0.00 0.00

3,600.0 23.53 298.51 3,548.6 327.4 0.00156.3 -287.7 0.00 0.00

3,700.0 23.53 298.51 3,640.3 367.3 0.00175.3 -322.8 0.00 0.00

3,800.0 23.53 298.51 3,732.0 407.3 0.00194.4 -357.9 0.00 0.00

3,900.0 23.53 298.51 3,823.7 447.2 0.00213.4 -392.9 0.00 0.00

4,000.0 23.53 298.51 3,915.4 487.1 0.00232.5 -428.0 0.00 0.00

4,038.8 23.53 298.51 3,951.0 502.6 0.00239.9 -441.6 0.00 0.00

Upper Green River Marker

4,100.0 23.53 298.51 4,007.1 527.0 0.00251.5 -463.1 0.00 0.00

4,200.0 23.53 298.51 4,098.8 566.9 0.00270.6 -498.2 0.00 0.00

4,300.0 23.53 298.51 4,190.4 606.8 0.00289.6 -533.2 0.00 0.00

4,400.0 23.53 298.51 4,282.1 646.8 0.00308.7 -568.3 0.00 0.00
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Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,596.0 0.00 0.00 1,596.0 0.0 0.0 0.0 0.00 0.00 0.00

BMSGW
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00

Start Build 2.00
2,300.0 2.00 298.51 2,300.0 0.8 -1.5 1.7 2.00 2.00 0.00

2,400.0 4.00 298.51 2,399.8 3.3 -6.1 7.0 2.00 2.00 0.00
2,500.0 6.00 298.51 2,499.5 7.5 -13.8 15.7 2.00 2.00 0.00
2,600.0 8.00 298.51 2,598.7 13.3 -24.5 27.9 2.00 2.00 0.00
2,700.0 10.00 298.51 2,697.5 20.8 -38.2 43.5 2.00 2.00 0.00
2,800.0 12.00 298.51 2,795.6 29.9 -55.0 62.6 2.00 2.00 0.00

2,900.0 14.00 298.51 2,893.1 40.6 -74.8 85.1 2.00 2.00 0.00
3,000.0 16.00 298.51 2,989.6 53.0 -97.5 111.0 2.00 2.00 0.00
3,100.0 18.00 298.51 3,085.3 66.9 -123.2 140.2 2.00 2.00 0.00
3,200.0 20.00 298.51 3,179.8 82.5 -151.8 172.8 2.00 2.00 0.00
3,300.0 22.00 298.51 3,273.2 99.6 -183.3 208.6 2.00 2.00 0.00

3,376.3 23.53 298.51 3,343.5 113.7 -209.3 238.1 2.00 2.00 0.00
Start 1208.4 hold at 3376.3 MD

3,400.0 23.53 298.51 3,365.3 118.2 -217.6 247.6 0.00 0.00 0.00
3,500.0 23.53 298.51 3,456.9 137.2 -252.6 287.5 0.00 0.00 0.00
3,600.0 23.53 298.51 3,548.6 156.3 -287.7 327.4 0.00 0.00 0.00
3,700.0 23.53 298.51 3,640.3 175.3 -322.8 367.3 0.00 0.00 0.00

3,800.0 23.53 298.51 3,732.0 194.4 -357.9 407.3 0.00 0.00 0.00
3,900.0 23.53 298.51 3,823.7 213.4 -392.9 447.2 0.00 0.00 0.00
4,000.0 23.53 298.51 3,915.4 232.5 -428.0 487.1 0.00 0.00 0.00
4,038.8 23.53 298.51 3,951.0 239.9 -441.6 502.6 0.00 0.00 0.00

Upper Green River Marker
4,100.0 23.53 298.51 4,007.1 251.5 -463.1 527.0 0.00 0.00 0.00

4,200.0 23.53 298.51 4,098.8 270.6 -498.2 566.9 0.00 0.00 0.00
4,300.0 23.53 298.51 4,190.4 289.6 -533.2 606.8 0.00 0.00 0.00
4,400.0 23.53 298.51 4,282.1 308.7 -568.3 646.8 0.00 0.00 0.00
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,596.0 0.00 0.00 1,596.0 0.0 0.0 0.0 0.00 0.00 0.00

BMSGW
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00

Start Build 2.00
2,300.0 2.00 298.51 2,300.0 0.8 -1.5 1.7 2.00 2.00 0.00

2,400.0 4.00 298.51 2,399.8 3.3 -6.1 7.0 2.00 2.00 0.00
2,500.0 6.00 298.51 2,499.5 7.5 -13.8 15.7 2.00 2.00 0.00
2,600.0 8.00 298.51 2,598.7 13.3 -24.5 27.9 2.00 2.00 0.00
2,700.0 10.00 298.51 2,697.5 20.8 -38.2 43.5 2.00 2.00 0.00
2,800.0 12.00 298.51 2,795.6 29.9 -55.0 62.6 2.00 2.00 0.00

2,900.0 14.00 298.51 2,893.1 40.6 -74.8 85.1 2.00 2.00 0.00
3,000.0 16.00 298.51 2,989.6 53.0 -97.5 111.0 2.00 2.00 0.00
3,100.0 18.00 298.51 3,085.3 66.9 -123.2 140.2 2.00 2.00 0.00
3,200.0 20.00 298.51 3,179.8 82.5 -151.8 172.8 2.00 2.00 0.00
3,300.0 22.00 298.51 3,273.2 99.6 -183.3 208.6 2.00 2.00 0.00

3,376.3 23.53 298.51 3,343.5 113.7 -209.3 238.1 2.00 2.00 0.00
Start 1208.4 hold at 3376.3 MD

3,400.0 23.53 298.51 3,365.3 118.2 -217.6 247.6 0.00 0.00 0.00
3,500.0 23.53 298.51 3,456.9 137.2 -252.6 287.5 0.00 0.00 0.00
3,600.0 23.53 298.51 3,548.6 156.3 -287.7 327.4 0.00 0.00 0.00
3,700.0 23.53 298.51 3,640.3 175.3 -322.8 367.3 0.00 0.00 0.00

3,800.0 23.53 298.51 3,732.0 194.4 -357.9 407.3 0.00 0.00 0.00
3,900.0 23.53 298.51 3,823.7 213.4 -392.9 447.2 0.00 0.00 0.00
4,000.0 23.53 298.51 3,915.4 232.5 -428.0 487.1 0.00 0.00 0.00
4,038.8 23.53 298.51 3,951.0 239.9 -441.6 502.6 0.00 0.00 0.00

Upper Green River Marker
4,100.0 23.53 298.51 4,007.1 251.5 -463.1 527.0 0.00 0.00 0.00

4,200.0 23.53 298.51 4,098.8 270.6 -498.2 566.9 0.00 0.00 0.00
4,300.0 23.53 298.51 4,190.4 289.6 -533.2 606.8 0.00 0.00 0.00
4,400.0 23.53 298.51 4,282.1 308.7 -568.3 646.8 0.00 0.00 0.00
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,596.0 0.00 0.00 1,596.0 0.0 0.0 0.0 0.00 0.00 0.00

BMSGW
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00

Start Build 2.00
2,300.0 2.00 298.51 2,300.0 0.8 -1.5 1.7 2.00 2.00 0.00

2,400.0 4.00 298.51 2,399.8 3.3 -6.1 7.0 2.00 2.00 0.00
2,500.0 6.00 298.51 2,499.5 7.5 -13.8 15.7 2.00 2.00 0.00
2,600.0 8.00 298.51 2,598.7 13.3 -24.5 27.9 2.00 2.00 0.00
2,700.0 10.00 298.51 2,697.5 20.8 -38.2 43.5 2.00 2.00 0.00
2,800.0 12.00 298.51 2,795.6 29.9 -55.0 62.6 2.00 2.00 0.00

2,900.0 14.00 298.51 2,893.1 40.6 -74.8 85.1 2.00 2.00 0.00
3,000.0 16.00 298.51 2,989.6 53.0 -97.5 111.0 2.00 2.00 0.00
3,100.0 18.00 298.51 3,085.3 66.9 -123.2 140.2 2.00 2.00 0.00
3,200.0 20.00 298.51 3,179.8 82.5 -151.8 172.8 2.00 2.00 0.00
3,300.0 22.00 298.51 3,273.2 99.6 -183.3 208.6 2.00 2.00 0.00

3,376.3 23.53 298.51 3,343.5 113.7 -209.3 238.1 2.00 2.00 0.00
Start 1208.4 hold at 3376.3 MD

3,400.0 23.53 298.51 3,365.3 118.2 -217.6 247.6 0.00 0.00 0.00
3,500.0 23.53 298.51 3,456.9 137.2 -252.6 287.5 0.00 0.00 0.00
3,600.0 23.53 298.51 3,548.6 156.3 -287.7 327.4 0.00 0.00 0.00
3,700.0 23.53 298.51 3,640.3 175.3 -322.8 367.3 0.00 0.00 0.00

3,800.0 23.53 298.51 3,732.0 194.4 -357.9 407.3 0.00 0.00 0.00
3,900.0 23.53 298.51 3,823.7 213.4 -392.9 447.2 0.00 0.00 0.00
4,000.0 23.53 298.51 3,915.4 232.5 -428.0 487.1 0.00 0.00 0.00
4,038.8 23.53 298.51 3,951.0 239.9 -441.6 502.6 0.00 0.00 0.00

Upper Green River Marker
4,100.0 23.53 298.51 4,007.1 251.5 -463.1 527.0 0.00 0.00 0.00

4,200.0 23.53 298.51 4,098.8 270.6 -498.2 566.9 0.00 0.00 0.00
4,300.0 23.53 298.51 4,190.4 289.6 -533.2 606.8 0.00 0.00 0.00
4,400.0 23.53 298.51 4,282.1 308.7 -568.3 646.8 0.00 0.00 0.00
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Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
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1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,596.0 0.00 0.00 1,596.0 0.0 0.0 0.0 0.00 0.00 0.00

BMSGW
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
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1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00

Start Build 2.00
2,300.0 2.00 298.51 2,300.0 0.8 -1.5 1.7 2.00 2.00 0.00

2,400.0 4.00 298.51 2,399.8 3.3 -6.1 7.0 2.00 2.00 0.00
2,500.0 6.00 298.51 2,499.5 7.5 -13.8 15.7 2.00 2.00 0.00
2,600.0 8.00 298.51 2,598.7 13.3 -24.5 27.9 2.00 2.00 0.00
2,700.0 10.00 298.51 2,697.5 20.8 -38.2 43.5 2.00 2.00 0.00
2,800.0 12.00 298.51 2,795.6 29.9 -55.0 62.6 2.00 2.00 0.00

2,900.0 14.00 298.51 2,893.1 40.6 -74.8 85.1 2.00 2.00 0.00
3,000.0 16.00 298.51 2,989.6 53.0 -97.5 111.0 2.00 2.00 0.00
3,100.0 18.00 298.51 3,085.3 66.9 -123.2 140.2 2.00 2.00 0.00
3,200.0 20.00 298.51 3,179.8 82.5 -151.8 172.8 2.00 2.00 0.00
3,300.0 22.00 298.51 3,273.2 99.6 -183.3 208.6 2.00 2.00 0.00

3,376.3 23.53 298.51 3,343.5 113.7 -209.3 238.1 2.00 2.00 0.00
Start 1208.4 hold at 3376.3 MD

3,400.0 23.53 298.51 3,365.3 118.2 -217.6 247.6 0.00 0.00 0.00
3,500.0 23.53 298.51 3,456.9 137.2 -252.6 287.5 0.00 0.00 0.00
3,600.0 23.53 298.51 3,548.6 156.3 -287.7 327.4 0.00 0.00 0.00
3,700.0 23.53 298.51 3,640.3 175.3 -322.8 367.3 0.00 0.00 0.00

3,800.0 23.53 298.51 3,732.0 194.4 -357.9 407.3 0.00 0.00 0.00
3,900.0 23.53 298.51 3,823.7 213.4 -392.9 447.2 0.00 0.00 0.00
4,000.0 23.53 298.51 3,915.4 232.5 -428.0 487.1 0.00 0.00 0.00
4,038.8 23.53 298.51 3,951.0 239.9 -441.6 502.6 0.00 0.00 0.00

Upper Green River Marker
4,100.0 23.53 298.51 4,007.1 251.5 -463.1 527.0 0.00 0.00 0.00

4,200.0 23.53 298.51 4,098.8 270.6 -498.2 566.9 0.00 0.00 0.00
4,300.0 23.53 298.51 4,190.4 289.6 -533.2 606.8 0.00 0.00 0.00
4,400.0 23.53 298.51 4,282.1 308.7 -568.3 646.8 0.00 0.00 0.00
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4,200.0 23.53 298.51 4,098.8 270.6 -498.2 566.9 0.00 0.00 0.00
4,300.0 23.53 298.51 4,190.4 289.6 -533.2 606.8 0.00 0.00 0.00
4,400.0 23.53 298.51 4,282.1 308.7 -568.3 646.8 0.00 0.00 0.00
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 0.00 0.00 700.0 0.0 0.0 0.0 0.00 0.00 0.00
800.0 0.00 0.00 800.0 0.0 0.0 0.0 0.00 0.00 0.00
900.0 0.00 0.00 900.0 0.0 0.0 0.0 0.00 0.00 0.00

1,000.0 0.00 0.00 1,000.0 0.0 0.0 0.0 0.00 0.00 0.00
1,100.0 0.00 0.00 1,100.0 0.0 0.0 0.0 0.00 0.00 0.00
1,200.0 0.00 0.00 1,200.0 0.0 0.0 0.0 0.00 0.00 0.00
1,300.0 0.00 0.00 1,300.0 0.0 0.0 0.0 0.00 0.00 0.00
1,400.0 0.00 0.00 1,400.0 0.0 0.0 0.0 0.00 0.00 0.00

1,500.0 0.00 0.00 1,500.0 0.0 0.0 0.0 0.00 0.00 0.00
1,596.0 0.00 0.00 1,596.0 0.0 0.0 0.0 0.00 0.00 0.00

BMSGW
1,600.0 0.00 0.00 1,600.0 0.0 0.0 0.0 0.00 0.00 0.00
1,700.0 0.00 0.00 1,700.0 0.0 0.0 0.0 0.00 0.00 0.00
1,800.0 0.00 0.00 1,800.0 0.0 0.0 0.0 0.00 0.00 0.00

1,900.0 0.00 0.00 1,900.0 0.0 0.0 0.0 0.00 0.00 0.00
2,000.0 0.00 0.00 2,000.0 0.0 0.0 0.0 0.00 0.00 0.00
2,100.0 0.00 0.00 2,100.0 0.0 0.0 0.0 0.00 0.00 0.00
2,200.0 0.00 0.00 2,200.0 0.0 0.0 0.0 0.00 0.00 0.00

Start Build 2.00
2,300.0 2.00 298.51 2,300.0 0.8 -1.5 1.7 2.00 2.00 0.00

2,400.0 4.00 298.51 2,399.8 3.3 -6.1 7.0 2.00 2.00 0.00
2,500.0 6.00 298.51 2,499.5 7.5 -13.8 15.7 2.00 2.00 0.00
2,600.0 8.00 298.51 2,598.7 13.3 -24.5 27.9 2.00 2.00 0.00
2,700.0 10.00 298.51 2,697.5 20.8 -38.2 43.5 2.00 2.00 0.00
2,800.0 12.00 298.51 2,795.6 29.9 -55.0 62.6 2.00 2.00 0.00

2,900.0 14.00 298.51 2,893.1 40.6 -74.8 85.1 2.00 2.00 0.00
3,000.0 16.00 298.51 2,989.6 53.0 -97.5 111.0 2.00 2.00 0.00
3,100.0 18.00 298.51 3,085.3 66.9 -123.2 140.2 2.00 2.00 0.00
3,200.0 20.00 298.51 3,179.8 82.5 -151.8 172.8 2.00 2.00 0.00
3,300.0 22.00 298.51 3,273.2 99.6 -183.3 208.6 2.00 2.00 0.00

3,376.3 23.53 298.51 3,343.5 113.7 -209.3 238.1 2.00 2.00 0.00
Start 1208.4 hold at 3376.3 MD

3,400.0 23.53 298.51 3,365.3 118.2 -217.6 247.6 0.00 0.00 0.00
3,500.0 23.53 298.51 3,456.9 137.2 -252.6 287.5 0.00 0.00 0.00
3,600.0 23.53 298.51 3,548.6 156.3 -287.7 327.4 0.00 0.00 0.00
3,700.0 23.53 298.51 3,640.3 175.3 -322.8 367.3 0.00 0.00 0.00

3,800.0 23.53 298.51 3,732.0 194.4 -357.9 407.3 0.00 0.00 0.00
3,900.0 23.53 298.51 3,823.7 213.4 -392.9 447.2 0.00 0.00 0.00
4,000.0 23.53 298.51 3,915.4 232.5 -428.0 487.1 0.00 0.00 0.00
4,038.8 23.53 298.51 3,951.0 239.9 -441.6 502.6 0.00 0.00 0.00

Upper Green River Marker
4,100.0 23.53 298.51 4,007.1 251.5 -463.1 527.0 0.00 0.00 0.00

4,200.0 23.53 298.51 4,098.8 270.6 -498.2 566.9 0.00 0.00 0.00
4,300.0 23.53 298.51 4,190.4 289.6 -533.2 606.8 0.00 0.00 0.00
4,400.0 23.53 298.51 4,282.1 308.7 -568.3 646.8 0.00 0.00 0.00
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RECEIVED: Aug. 11, 2015

Payzone Directional

Planning Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Database: MasterDB

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Unitah CountyProject:

TrueNorth Reference:Section 27 T7S, R20ESite:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EWell:

Wellbore #1Wellbore:

Design #1Design:

Measured

Depth

(usft)

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

Vertical

Section

(usft)

Dogleg

Rate

(°/100usft)

+N/-S

(usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Planned Survey

Vertical 

Depth

(usft)

4,500.0 23.53 298.51 4,373.8 686.7 0.00327.7 -603.4 0.00 0.00

4,584.7 23.53 298.51 4,451.5 720.5 0.00343.9 -633.1 0.00 0.00

Start Drop -2.00

4,600.0 23.22 298.51 4,465.5 726.5 2.00346.8 -638.4 -2.00 0.00

4,630.9 22.60 298.51 4,494.0 738.6 2.00352.5 -649.0 -2.00 0.00

Mahogany

4,700.0 21.22 298.51 4,558.1 764.4 2.00364.8 -671.7 -2.00 0.00

4,800.0 19.22 298.51 4,651.9 798.9 2.00381.3 -702.0 -2.00 0.00

4,900.0 17.22 298.51 4,746.9 830.2 2.00396.3 -729.5 -2.00 0.00

5,000.0 15.22 298.51 4,842.9 858.1 2.00409.6 -754.1 -2.00 0.00

5,100.0 13.22 298.51 4,939.9 882.7 2.00421.3 -775.6 -2.00 0.00

5,200.0 11.22 298.51 5,037.6 903.8 2.00431.4 -794.2 -2.00 0.00

5,300.0 9.22 298.51 5,136.0 921.6 2.00439.9 -809.8 -2.00 0.00

5,400.0 7.22 298.51 5,235.0 935.9 2.00446.7 -822.4 -2.00 0.00

5,500.0 5.22 298.51 5,334.4 946.7 2.00451.9 -831.9 -2.00 0.00

5,600.0 3.22 298.51 5,434.1 954.1 2.00455.4 -838.4 -2.00 0.00

5,700.0 1.22 298.51 5,534.0 958.0 2.00457.2 -841.8 -2.00 0.00

5,761.0 0.00 0.00 5,595.0 958.6 2.00457.5 -842.4 -2.00 0.00

Start 2216.0 hold at 5761.0 MD - Garder Gulch (TGR3)

5,800.0 0.00 0.00 5,634.0 958.6 0.00457.5 -842.4 0.00 0.00

5,900.0 0.00 0.00 5,734.0 958.6 0.00457.5 -842.4 0.00 0.00

6,000.0 0.00 0.00 5,834.0 958.6 0.00457.5 -842.4 0.00 0.00

6,100.0 0.00 0.00 5,934.0 958.6 0.00457.5 -842.4 0.00 0.00

6,200.0 0.00 0.00 6,034.0 958.6 0.00457.5 -842.4 0.00 0.00

6,300.0 0.00 0.00 6,134.0 958.6 0.00457.5 -842.4 0.00 0.00

6,400.0 0.00 0.00 6,234.0 958.6 0.00457.5 -842.4 0.00 0.00

6,411.0 0.00 0.00 6,245.0 958.6 0.00457.5 -842.4 0.00 0.00

Douglas Creek

6,500.0 0.00 0.00 6,334.0 958.6 0.00457.5 -842.4 0.00 0.00

6,600.0 0.00 0.00 6,434.0 958.6 0.00457.5 -842.4 0.00 0.00

6,700.0 0.00 0.00 6,534.0 958.6 0.00457.5 -842.4 0.00 0.00

Black Shale

6,800.0 0.00 0.00 6,634.0 958.6 0.00457.5 -842.4 0.00 0.00

6,900.0 0.00 0.00 6,734.0 958.6 0.00457.5 -842.4 0.00 0.00

6,915.0 0.00 0.00 6,749.0 958.6 0.00457.5 -842.4 0.00 0.00

Castle Peak

7,000.0 0.00 0.00 6,834.0 958.6 0.00457.5 -842.4 0.00 0.00

7,100.0 0.00 0.00 6,934.0 958.6 0.00457.5 -842.4 0.00 0.00

7,184.0 0.00 0.00 7,018.0 958.6 0.00457.5 -842.4 0.00 0.00

Utleand

7,200.0 0.00 0.00 7,034.0 958.6 0.00457.5 -842.4 0.00 0.00

7,300.0 0.00 0.00 7,134.0 958.6 0.00457.5 -842.4 0.00 0.00

7,377.0 0.00 0.00 7,211.0 958.6 0.00457.5 -842.4 0.00 0.00

Wasatch

7,400.0 0.00 0.00 7,234.0 958.6 0.00457.5 -842.4 0.00 0.00

7,500.0 0.00 0.00 7,334.0 958.6 0.00457.5 -842.4 0.00 0.00

7,600.0 0.00 0.00 7,434.0 958.6 0.00457.5 -842.4 0.00 0.00

7,700.0 0.00 0.00 7,534.0 958.6 0.00457.5 -842.4 0.00 0.00

7,800.0 0.00 0.00 7,634.0 958.6 0.00457.5 -842.4 0.00 0.00

7,900.0 0.00 0.00 7,734.0 958.6 0.00457.5 -842.4 0.00 0.00

7,977.0 0.00 0.00 7,811.0 958.6 0.00457.5 -842.4 0.00 0.00
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Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

4,500.0 23.53 298.51 4,373.8 327.7 -603.4 686.7 0.00 0.00 0.00
4,584.7 23.53 298.51 4,451.5 343.9 -633.1 720.5 0.00 0.00 0.00

Start Drop -2.00

4,600.0 23.22 298.51 4,465.5 346.8 -638.4 726.5 2.00 -2.00 0.00
4,630.9 22.60 298.51 4,494.0 352.5 -649.0 738.6 2.00 -2.00 0.00

Mahogany
4,700.0 21.22 298.51 4,558.1 364.8 -671.7 764.4 2.00 -2.00 0.00
4,800.0 19.22 298.51 4,651.9 381.3 -702.0 798.9 2.00 -2.00 0.00
4,900.0 17.22 298.51 4,746.9 396.3 -729.5 830.2 2.00 -2.00 0.00

5,000.0 15.22 298.51 4,842.9 409.6 -754.1 858.1 2.00 -2.00 0.00
5,100.0 13.22 298.51 4,939.9 421.3 -775.6 882.7 2.00 -2.00 0.00
5,200.0 11.22 298.51 5,037.6 431.4 -794.2 903.8 2.00 -2.00 0.00
5,300.0 9.22 298.51 5,136.0 439.9 -809.8 921.6 2.00 -2.00 0.00
5,400.0 7.22 298.51 5,235.0 446.7 -822.4 935.9 2.00 -2.00 0.00

5,500.0 5.22 298.51 5,334.4 451.9 -831.9 946.7 2.00 -2.00 0.00
5,600.0 3.22 298.51 5,434.1 455.4 -838.4 954.1 2.00 -2.00 0.00
5,700.0 1.22 298.51 5,534.0 457.2 -841.8 958.0 2.00 -2.00 0.00
5,761.0 0.00 0.00 5,595.0 457.5 -842.4 958.6 2.00 -2.00 0.00

Start 2216.0 hold at 5761.0 MD - Garder Gulch (TGR3)
5,800.0 0.00 0.00 5,634.0 457.5 -842.4 958.6 0.00 0.00 0.00

5,900.0 0.00 0.00 5,734.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,000.0 0.00 0.00 5,834.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,100.0 0.00 0.00 5,934.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,200.0 0.00 0.00 6,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,300.0 0.00 0.00 6,134.0 457.5 -842.4 958.6 0.00 0.00 0.00

6,400.0 0.00 0.00 6,234.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,411.0 0.00 0.00 6,245.0 457.5 -842.4 958.6 0.00 0.00 0.00

Douglas Creek
6,500.0 0.00 0.00 6,334.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,600.0 0.00 0.00 6,434.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,700.0 0.00 0.00 6,534.0 457.5 -842.4 958.6 0.00 0.00 0.00

Black Shale

6,800.0 0.00 0.00 6,634.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,900.0 0.00 0.00 6,734.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,915.0 0.00 0.00 6,749.0 457.5 -842.4 958.6 0.00 0.00 0.00

Castle Peak
7,000.0 0.00 0.00 6,834.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,100.0 0.00 0.00 6,934.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,184.0 0.00 0.00 7,018.0 457.5 -842.4 958.6 0.00 0.00 0.00
Utleand

7,200.0 0.00 0.00 7,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,300.0 0.00 0.00 7,134.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,377.0 0.00 0.00 7,211.0 457.5 -842.4 958.6 0.00 0.00 0.00

Wasatch
7,400.0 0.00 0.00 7,234.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,500.0 0.00 0.00 7,334.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,600.0 0.00 0.00 7,434.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,700.0 0.00 0.00 7,534.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,800.0 0.00 0.00 7,634.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,900.0 0.00 0.00 7,734.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,977.0 0.00 0.00 7,811.0 457.5 -842.4 958.6 0.00 0.00 0.00
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Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

4,500.0 23.53 298.51 4,373.8 327.7 -603.4 686.7 0.00 0.00 0.00
4,584.7 23.53 298.51 4,451.5 343.9 -633.1 720.5 0.00 0.00 0.00

Start Drop -2.00

4,600.0 23.22 298.51 4,465.5 346.8 -638.4 726.5 2.00 -2.00 0.00
4,630.9 22.60 298.51 4,494.0 352.5 -649.0 738.6 2.00 -2.00 0.00

Mahogany
4,700.0 21.22 298.51 4,558.1 364.8 -671.7 764.4 2.00 -2.00 0.00
4,800.0 19.22 298.51 4,651.9 381.3 -702.0 798.9 2.00 -2.00 0.00
4,900.0 17.22 298.51 4,746.9 396.3 -729.5 830.2 2.00 -2.00 0.00

5,000.0 15.22 298.51 4,842.9 409.6 -754.1 858.1 2.00 -2.00 0.00
5,100.0 13.22 298.51 4,939.9 421.3 -775.6 882.7 2.00 -2.00 0.00
5,200.0 11.22 298.51 5,037.6 431.4 -794.2 903.8 2.00 -2.00 0.00
5,300.0 9.22 298.51 5,136.0 439.9 -809.8 921.6 2.00 -2.00 0.00
5,400.0 7.22 298.51 5,235.0 446.7 -822.4 935.9 2.00 -2.00 0.00

5,500.0 5.22 298.51 5,334.4 451.9 -831.9 946.7 2.00 -2.00 0.00
5,600.0 3.22 298.51 5,434.1 455.4 -838.4 954.1 2.00 -2.00 0.00
5,700.0 1.22 298.51 5,534.0 457.2 -841.8 958.0 2.00 -2.00 0.00
5,761.0 0.00 0.00 5,595.0 457.5 -842.4 958.6 2.00 -2.00 0.00

Start 2216.0 hold at 5761.0 MD - Garder Gulch (TGR3)
5,800.0 0.00 0.00 5,634.0 457.5 -842.4 958.6 0.00 0.00 0.00

5,900.0 0.00 0.00 5,734.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,000.0 0.00 0.00 5,834.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,100.0 0.00 0.00 5,934.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,200.0 0.00 0.00 6,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,300.0 0.00 0.00 6,134.0 457.5 -842.4 958.6 0.00 0.00 0.00

6,400.0 0.00 0.00 6,234.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,411.0 0.00 0.00 6,245.0 457.5 -842.4 958.6 0.00 0.00 0.00

Douglas Creek
6,500.0 0.00 0.00 6,334.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,600.0 0.00 0.00 6,434.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,700.0 0.00 0.00 6,534.0 457.5 -842.4 958.6 0.00 0.00 0.00

Black Shale

6,800.0 0.00 0.00 6,634.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,900.0 0.00 0.00 6,734.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,915.0 0.00 0.00 6,749.0 457.5 -842.4 958.6 0.00 0.00 0.00

Castle Peak
7,000.0 0.00 0.00 6,834.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,100.0 0.00 0.00 6,934.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,184.0 0.00 0.00 7,018.0 457.5 -842.4 958.6 0.00 0.00 0.00
Utleand

7,200.0 0.00 0.00 7,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,300.0 0.00 0.00 7,134.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,377.0 0.00 0.00 7,211.0 457.5 -842.4 958.6 0.00 0.00 0.00

Wasatch
7,400.0 0.00 0.00 7,234.0 457.5 -842.4 958.6 0.00 0.00 0.00
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Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey
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Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

4,500.0 23.53 298.51 4,373.8 327.7 -603.4 686.7 0.00 0.00 0.00
4,584.7 23.53 298.51 4,451.5 343.9 -633.1 720.5 0.00 0.00 0.00

Start Drop -2.00

4,600.0 23.22 298.51 4,465.5 346.8 -638.4 726.5 2.00 -2.00 0.00
4,630.9 22.60 298.51 4,494.0 352.5 -649.0 738.6 2.00 -2.00 0.00

Mahogany
4,700.0 21.22 298.51 4,558.1 364.8 -671.7 764.4 2.00 -2.00 0.00
4,800.0 19.22 298.51 4,651.9 381.3 -702.0 798.9 2.00 -2.00 0.00
4,900.0 17.22 298.51 4,746.9 396.3 -729.5 830.2 2.00 -2.00 0.00

5,000.0 15.22 298.51 4,842.9 409.6 -754.1 858.1 2.00 -2.00 0.00
5,100.0 13.22 298.51 4,939.9 421.3 -775.6 882.7 2.00 -2.00 0.00
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5,400.0 7.22 298.51 5,235.0 446.7 -822.4 935.9 2.00 -2.00 0.00

5,500.0 5.22 298.51 5,334.4 451.9 -831.9 946.7 2.00 -2.00 0.00
5,600.0 3.22 298.51 5,434.1 455.4 -838.4 954.1 2.00 -2.00 0.00
5,700.0 1.22 298.51 5,534.0 457.2 -841.8 958.0 2.00 -2.00 0.00
5,761.0 0.00 0.00 5,595.0 457.5 -842.4 958.6 2.00 -2.00 0.00

Start 2216.0 hold at 5761.0 MD - Garder Gulch (TGR3)
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7,184.0 0.00 0.00 7,018.0 457.5 -842.4 958.6 0.00 0.00 0.00
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7,200.0 0.00 0.00 7,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,300.0 0.00 0.00 7,134.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,377.0 0.00 0.00 7,211.0 457.5 -842.4 958.6 0.00 0.00 0.00
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7,500.0 0.00 0.00 7,334.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,600.0 0.00 0.00 7,434.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,700.0 0.00 0.00 7,534.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,800.0 0.00 0.00 7,634.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,900.0 0.00 0.00 7,734.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,977.0 0.00 0.00 7,811.0 457.5 -842.4 958.6 0.00 0.00 0.00
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

4,500.0 23.53 298.51 4,373.8 327.7 -603.4 686.7 0.00 0.00 0.00
4,584.7 23.53 298.51 4,451.5 343.9 -633.1 720.5 0.00 0.00 0.00

Start Drop -2.00

4,600.0 23.22 298.51 4,465.5 346.8 -638.4 726.5 2.00 -2.00 0.00
4,630.9 22.60 298.51 4,494.0 352.5 -649.0 738.6 2.00 -2.00 0.00

Mahogany
4,700.0 21.22 298.51 4,558.1 364.8 -671.7 764.4 2.00 -2.00 0.00
4,800.0 19.22 298.51 4,651.9 381.3 -702.0 798.9 2.00 -2.00 0.00
4,900.0 17.22 298.51 4,746.9 396.3 -729.5 830.2 2.00 -2.00 0.00

5,000.0 15.22 298.51 4,842.9 409.6 -754.1 858.1 2.00 -2.00 0.00
5,100.0 13.22 298.51 4,939.9 421.3 -775.6 882.7 2.00 -2.00 0.00
5,200.0 11.22 298.51 5,037.6 431.4 -794.2 903.8 2.00 -2.00 0.00
5,300.0 9.22 298.51 5,136.0 439.9 -809.8 921.6 2.00 -2.00 0.00
5,400.0 7.22 298.51 5,235.0 446.7 -822.4 935.9 2.00 -2.00 0.00

5,500.0 5.22 298.51 5,334.4 451.9 -831.9 946.7 2.00 -2.00 0.00
5,600.0 3.22 298.51 5,434.1 455.4 -838.4 954.1 2.00 -2.00 0.00
5,700.0 1.22 298.51 5,534.0 457.2 -841.8 958.0 2.00 -2.00 0.00
5,761.0 0.00 0.00 5,595.0 457.5 -842.4 958.6 2.00 -2.00 0.00

Start 2216.0 hold at 5761.0 MD - Garder Gulch (TGR3)
5,800.0 0.00 0.00 5,634.0 457.5 -842.4 958.6 0.00 0.00 0.00

5,900.0 0.00 0.00 5,734.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,000.0 0.00 0.00 5,834.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,100.0 0.00 0.00 5,934.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,200.0 0.00 0.00 6,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,300.0 0.00 0.00 6,134.0 457.5 -842.4 958.6 0.00 0.00 0.00

6,400.0 0.00 0.00 6,234.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,411.0 0.00 0.00 6,245.0 457.5 -842.4 958.6 0.00 0.00 0.00

Douglas Creek
6,500.0 0.00 0.00 6,334.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,600.0 0.00 0.00 6,434.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,700.0 0.00 0.00 6,534.0 457.5 -842.4 958.6 0.00 0.00 0.00

Black Shale

6,800.0 0.00 0.00 6,634.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,900.0 0.00 0.00 6,734.0 457.5 -842.4 958.6 0.00 0.00 0.00
6,915.0 0.00 0.00 6,749.0 457.5 -842.4 958.6 0.00 0.00 0.00

Castle Peak
7,000.0 0.00 0.00 6,834.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,100.0 0.00 0.00 6,934.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,184.0 0.00 0.00 7,018.0 457.5 -842.4 958.6 0.00 0.00 0.00
Utleand

7,200.0 0.00 0.00 7,034.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,300.0 0.00 0.00 7,134.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,377.0 0.00 0.00 7,211.0 457.5 -842.4 958.6 0.00 0.00 0.00

Wasatch
7,400.0 0.00 0.00 7,234.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,500.0 0.00 0.00 7,334.0 457.5 -842.4 958.6 0.00 0.00 0.00
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7,800.0 0.00 0.00 7,634.0 457.5 -842.4 958.6 0.00 0.00 0.00
7,900.0 0.00 0.00 7,734.0 457.5 -842.4 958.6 0.00 0.00 0.00

7,977.0 0.00 0.00 7,811.0 457.5 -842.4 958.6 0.00 0.00 0.00
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RECEIVED: Aug. 11, 2015

Payzone Directional

Planning Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Database: MasterDB

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Unitah CountyProject:

TrueNorth Reference:Section 27 T7S, R20ESite:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EWell:

Wellbore #1Wellbore:

Design #1Design:

Measured

Depth

(usft)

Inclination

(°)

Azimuth

(°)

+E/-W

(usft)

Vertical

Section

(usft)

Dogleg

Rate

(°/100usft)

+N/-S

(usft)

Build

Rate

(°/100usft)

Turn

Rate

(°/100usft)

Planned Survey

Vertical 

Depth

(usft)

TD at 7977.0

Target Name

     - hit/miss target

     - Shape

TVD

(usft)

Northing

(usft)

Easting

(usft)

+N/-S

(usft)

+E/-W

(usft)

Design Targets

LongitudeLatitude

Dip Angle

(°)

Dip Dir.

(°)

6-27-7-20E TGT 5,595.0 7,240,806.05 2,155,165.21457.5 -842.40.00 0.00 40° 10' 59.995 N 109° 39' 26.867 W

- plan hits target center
- Rectangle (sides W0.0 H0.0 D2,216.0)

Measured

Depth

(usft)

Vertical

Depth

(usft)

Dip

Direction

(°)Name Lithology

Dip

(°)

Formations

1,596.0 BMSGW 0.001,596.0

4,038.8 Upper Green River Marker 0.003,951.0

4,630.9 Mahogany 0.004,494.0

5,761.0 Garder Gulch (TGR3) 0.005,595.0

6,411.0 Douglas Creek 0.006,245.0

6,700.0 Black Shale 0.006,534.0

6,915.0 Castle Peak 0.006,749.0

7,184.0 Utleand 0.007,018.0

7,377.0 Wasatch 0.007,211.0

Measured

Depth

(usft)

Vertical

Depth

(usft)
+E/-W

(usft)

+N/-S

(usft)

Local Coordinates

Comment

Plan Annotations

2,200.0 2,200.0 0.0 0.0 Start Build 2.00

3,376.3 3,343.5 113.7 -209.3 Start 1208.4 hold at 3376.3 MD

4,584.7 4,451.5 343.9 -633.1 Start Drop -2.00

5,761.0 5,595.0 457.5 -842.4 Start 2216.0 hold at 5761.0 MD

7,977.0 7,811.0 457.5 -842.4 TD at 7977.0
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Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Planning Report

Database: MasterDB Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E
Company: Crescent Point Energy TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Project: Unitah County MD Reference: Four Star Federal 6-27-7-20E @4812.3usft

(EST KB)
Site: Section 27 T7S, R20E North Reference: True
Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

TD at 7977.0

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

6-27-7-20E TGT 0.00 0.00 5,595.0 457.5 -842.4 7,240,806.05 2,155,165.21 40° 10' 59.995 N 109° 39' 26.867 W
- plan hits target center
- Rectangle (sides WO.0 HO.0 D2,216.0)

Formations

Measured Vertical Dip
Depth Depth Dip Direction
(usft) (usft) Name Lithology (°)

1,596.0 1,596.0 BMSGW 0.00
4,038.8 3,951.0 Upper Green River Marker 0.00
4,630.9 4,494.0 Mahogany 0.00
5,761.0 5,595.0 Garder Gulch (TGR3) 0.00
6,411.0 6,245.0 Douglas Creek 0.00
6,700.0 6,534.0 Black Shale 0.00
6,915.0 6,749.0 Castle Peak 0.00
7,184.0 7,018.0 Utleand 0.00
7,377.0 7,211.0 Wasatch 0.00

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

2,200.0 2,200.0 0.0 0.0 Start Build 2.00
3,376.3 3,343.5 113.7 -209.3 Start 1208.4 hold at 3376.3 MD
4,584.7 4,451.5 343.9 -633.1 Start Drop -2.00

5,761.0 5,595.0 457.5 -842.4 Start 2216.0 hold at 5761.0 MD
7,977.0 7,811.0 457.5 -842.4 TD at 7977.0
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(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

TD at 7977.0

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

6-27-7-20E TGT 0.00 0.00 5,595.0 457.5 -842.4 7,240,806.05 2,155,165.21 40° 10' 59.995 N 109° 39' 26.867 W
- plan hits target center
- Rectangle (sides WO.0 HO.0 D2,216.0)

Formations

Measured Vertical Dip
Depth Depth Dip Direction
(usft) (usft) Name Lithology (°)

1,596.0 1,596.0 BMSGW 0.00
4,038.8 3,951.0 Upper Green River Marker 0.00
4,630.9 4,494.0 Mahogany 0.00
5,761.0 5,595.0 Garder Gulch (TGR3) 0.00
6,411.0 6,245.0 Douglas Creek 0.00
6,700.0 6,534.0 Black Shale 0.00
6,915.0 6,749.0 Castle Peak 0.00
7,184.0 7,018.0 Utleand 0.00
7,377.0 7,211.0 Wasatch 0.00

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

2,200.0 2,200.0 0.0 0.0 Start Build 2.00
3,376.3 3,343.5 113.7 -209.3 Start 1208.4 hold at 3376.3 MD
4,584.7 4,451.5 343.9 -633.1 Start Drop -2.00

5,761.0 5,595.0 457.5 -842.4 Start 2216.0 hold at 5761.0 MD
7,977.0 7,811.0 457.5 -842.4 TD at 7977.0
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RECEIVED: Aug. 11, 2015

FORMATION TOP DETAILS

TVDPath MDPath Formation DipAngle DipDir
1596.0 1596.0 BMSGW 0.00
3951.0 4038.8Upper Green River Marker 0.00
4494.0 4630.9 Mahogany 0.00
5595.0 5761.0Garder Gulch (TGR3) 0.00
6245.0 6411.0 Douglas Creek 0.00
6534.0 6700.0 Black Shale 0.00
6749.0 6915.0 Castle Peak 0.00
7018.0 7184.0 Utleand 0.00
7211.0 7377.0 Wasatch 0.00
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Four Star Federal 6-27-7-20E

6-27-7-20E TGT

SECTION 27

Four Star Federal 6-27-7-20E

Well Name:Four Star Federal 6-27-7-20E
Surface Location: Section 27 T7S, R20E

North American Datum 1983 , US State Plane 1983 , Utah Central Zone
Ground Elevation: 4800.3

+N/-S +E/-W Northing Easting Latittude Longitude Slot
0.0 0.0 7240365.98 2156016.83 40° 10' 55.473 N 109° 39' 16.013 W

EST KB Four Star Federal 6-27-7-20E @ 4812.3usft (EST KB)

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W Dleg TFace VSect Target
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0
2 2200.0 0.00 0.00 2200.0 0.0 0.0 0.00 0.00 0.0
3 3376.3 23.53 298.51 3343.5 113.7 -209.3 2.00 298.51 238.1
4 4584.7 23.53 298.51 4451.5 343.9 -633.1 0.00 0.00 720.5
5 5761.0 0.00 0.00 5595.0 457.5 -842.4 2.00 180.00 958.6 6-27-7-20E TGT
6 7977.0 0.00 0.00 7811.0 457.5 -842.4 0.00 0.00 958.6

Azimuths to True North

Magnetic North: 10.70°

Magnetic Field
Strength: 52045.8snT

Dip Angle: 65.89°
Date: 2/5/2015

Model: IGRF2010

T M Section 27 T7S, R20E
Four Star Federal 6-27-7-20E

Design #1
16:19, February 05 2015

WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LAT/LONG)

Name TVD +N/-S +E/-W Northing Easting Latitude Longitude Shape
6-27-7-20E TGT 5595.0 457.5 -842.4 7240806.05 2155165.21 40° 10' 59.995 N 109° 39' 26.867 W Rectangle (Sides: L0.0 W0.0)

ANNOTATIONS

TVD MD Annotation
2200.0 2200.0 Start Build 2.00
3343.5 3376.3 Start 1208.4 hold at 3376.3 MD
4451.5 4584.7 Start Drop -2.00
5595.0 5761.0 Start 2216.0 hold at 5761.0 MD
7811.0 7977.0 TD at 7977.0
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Vertical Section at 298.51° (2500 usft/in)

6-27-7-20E TGT
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Douglas Creek

Black Shale

Castle Peak

UtleandWasatch

Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65Ü28 APÏ Well Number: 43Ü4752642ÜÜÜÜ I M AzimuthstoTrueNorth
Well Name:Four Star Federal 6-27-7-20E

/\ Magnetic North: 10.70° Section 27 T7S, R20E
Surface Location: Section 27 T7S, R20E

North American Datum 1983 , US State Plane 1983 , Utah Central Zone Magnetic Field Four Star Federal 6-27-7-20E
+N/-S +El-W Northing

EGarsnnd Elevation: 480L
ttude Longitude Slot Stren hL52045658s8nT Design #1

0.0 0.0 7240365.98 2156016.83 40° 10' 55.473 N 109° 39' 16.013 W Date: 2/5/2015 16:19, February 05 2015
---· EST KB Four Star Federal 6-27-7-20E @ 4812.3usft (EST KB) Model: IGRF2010

i

WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LATILONG) ANNOTAT10NS

Name TVD +N/-S +El-W Northing Easting Latitude Longitude Shape TVD MD Annotation
6-27-7-20E TGT 5595.0 457.5 -842.4 7240806.05 2155165.21 40° 10' 59.995 N 109°39' 26.867 W Rectangle (Sides: LO.0 WO.0) 2200.0 2200.0 Start Build 2.00

3343.5 3376.3 Start 1208.4 hold at 3376.3 MD
4451.5 4584.7 Start Drop -2.00

5595.0 5761.0 Start 2216.0 hold at 5761.0 MD

SECTION DETAILS
7811.0 7977.0 TD at 7977.0

Sec MD Inc Azi TVD +N/-S +El-W Dleg TFace VSect Target FORMATION TOP DETAILS
1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0
2 2200.0 0.00 0.00 2200.0 0.0 0.0 0.00 0.00 0.0 TVDPath MDPath Formation DipAngle DipDir
3 3376.3 23.53 298.51 3343.5 113.7 -209.3 2.00 298.51 238.1 1596.0 1596.0 BMSGW 0.00
4 4584.7 23.53 298.51 4451.5 343.9 -633.1 0.00 0.00 720.5 3951.0 Up¢©882ben River Marker 0.00
5 5761.0 0.00 0.00 5595.0 457.5 -842.4 2.00 180.00 958.6 6-27-7-20E TGT 4494.0 4630.9 Mahogany 0.00
6 7977.0 0.00 0.00 7811.0 457.5 -842.4 0.00 0.00 958.6 5595.0 5ABat6er Gulch (TGR3) 0.00

6245.0 6411.0 Douglas Creek 0.00
6534.0 6700.0 Black Shale 0.00
6749.0 6915.0 Castle Peak 0.00
7018.0 7184.0 Utleand 0.00
7211.0 7377.0 Wasatch 0.00
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WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LATILONG) ANNOTAT10NS
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SECTION DETAILS
7811.0 7977.0 TD at 7977.0

Sec MD Inc Azi TVD +N/-S +El-W Dleg TFace VSect Target FORMATION TOP DETAILS
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RECEIVED: Aug. 11, 2015

Payzone Directional

Anticollision Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Unitah CountyProject:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Section 27 T7S, R20EReference Site:

TrueNorth Reference:0.0 usftSite Error:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EReference Well:

Output errors are at 2.00 sigmaWell Error: 0.0 usft

Reference Wellbore Wellbore #1 Database: MasterDB

Offset DatumReference Design: Design #1 Offset TVD Reference:

Interpolation Method:

Depth Range:

Reference

Error Model:

Scan Method:

Error Surface:

Filter type:

ISCWSA

Closest Approach 3D

Elliptical Conic

NO GLOBAL FILTER: Using user defined selection & filtering criteria

Stations

Unlimited

Maximum center-center distance of 10,000.0 usft

Design #1

Results Limited by:

SigmaWarning Levels Evaluated at:  2.00 Not appliedCasing Method:

From

(usft)

Survey Tool Program

DescriptionTool NameSurvey (Wellbore)

To

(usft)

Date 2/5/2015

MWD MWD - Standard0.0 7,977.0 Design #1 (Wellbore #1)

Offset Well - Wellbore - Design

Reference

Measured

Depth

(usft)

Offset

Measured

Depth

(usft)

Between

Centres

(usft)

Between

Ellipses

(usft)

Separation

Factor

Warning

Summary

Site Name

Distance

Section 27 T7S, R20E

CCFour Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465

ES, SFFour Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453

Warning

Reference

Measured

Depth

(usft)
+E/-W

(usft)

Between

Centres

(usft)

Highside 

Toolface

(°)

Reference

(usft)

Offset Wellbore CentreOffset

(usft)

Between

Ellipses

(usft)

Separation

Factor

Vertical

Depth

(usft)
+N/-S

(usft)

Vertical

Depth

(usft)

Measured

Depth

(usft)

Offset Semi Major Axis

Section 27 T7S, R20E -  Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1Offset Design Offset Site Error:  0.0 usft

Distance

Minimum 

Separation

(usft)

Offset Well Error:  0.0 usftSurvey Program: 0-MWD

0.0 0.0 0.0 0.0 30.20.630.21.060.0 0.0

100.0 100.0 100.0 100.0 30.2 30.0 152.8830.630.21.060.1 0.1  0.20

200.0 200.0 200.0 200.0 30.2 29.6 46.7140.630.21.060.3 0.3  0.65

300.0 300.0 300.0 300.0 30.2 29.1 27.5690.630.21.060.5 0.5  1.10

400.0 400.0 400.0 400.0 30.2 28.7 19.5550.630.21.060.8 0.8  1.55

500.0 500.0 500.0 500.0 30.2 28.2 15.1510.630.21.061.0 1.0  2.00

600.0 600.0 600.0 600.0 30.2 27.8 12.3660.630.21.061.2 1.2  2.45

700.0 700.0 700.0 700.0 30.2 27.3 10.4450.630.21.061.4 1.4  2.89

800.0 800.0 800.0 800.0 30.2 26.9 9.0410.630.21.061.7 1.7  3.34

900.0 900.0 900.0 900.0 30.2 26.4 7.9700.630.21.061.9 1.9  3.79

1,000.0 1,000.0 1,000.0 1,000.0 30.2 26.0 7.1260.630.21.062.1 2.1  4.24

1,100.0 1,100.0 1,100.0 1,100.0 30.2 25.5 6.4430.630.21.062.3 2.3  4.69

1,200.0 1,200.0 1,200.0 1,200.0 30.2 25.1 5.8800.630.21.062.6 2.6  5.14

1,300.0 1,300.0 1,300.0 1,300.0 30.2 24.6 5.4070.630.21.062.8 2.8  5.59

1,400.0 1,400.0 1,400.0 1,400.0 30.2 24.2 5.0050.630.21.063.0 3.0  6.04

1,500.0 1,500.0 1,500.0 1,500.0 30.2 23.7 4.6580.630.21.063.2 3.2  6.49

1,600.0 1,600.0 1,600.0 1,600.0 30.2 23.3 4.3570.630.21.063.5 3.5  6.94

1,700.0 1,700.0 1,700.0 1,700.0 30.2 22.8 4.0920.630.21.063.7 3.7  7.39

1,800.0 1,800.0 1,800.0 1,800.0 30.2 22.4 3.8570.630.21.063.9 3.9  7.84

1,900.0 1,900.0 1,900.0 1,900.0 30.2 21.9 3.6480.630.21.064.1 4.1  8.29

2,000.0 2,000.0 2,000.0 2,000.0 30.2 21.5 3.4600.630.21.064.4 4.4  8.74

2,100.0 2,100.0 2,100.0 2,100.0 30.2 21.1 3.2910.630.21.064.6 4.6  9.19

2,200.0 2,200.0 2,200.0 2,200.0 30.2 20.6 3.1380.630.21.064.8 4.8  9.64
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CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation

Page 2

Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt
Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria
Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.0 usft Error Surface: Elliptical Conic

Warning Levels Evaluated at: 2.00 Sigma Casing Method: Not applied

Survey Tool Program Date 2/5/2015

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

0.0 7,977.0 Design #1 (Wellbore #1) MWD MWD - Standard

Summary

Reference Offset Distance
Measured Measured Between Between Separation Warning

Site Name Depth Depth Centres Ellipses Factor
Offset Well - Wellbore - Design (usft) (usft) (usft) (usft)

Section 27 T7S, R20E
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,482.7 2,482.3 26.8 15.9 2.465 CC
Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 2,500.0 2,499.5 26.9 15.9 2.453 ES, SF

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

00 00 00 00 00 00 106 302 06 302

100 0 100 0 1000 100 0 0 1 0 1 1 06 302 0 6 302 30 0 0 20 152 883

200 0 200 0 200 0 200 0 0 3 0 3 1 06 30 2 0 6 30 2 29 6 0 65 46 714

300 0 300 0 300 0 300 0 0 5 0 5 1 06 30 2 0 6 30 2 29 1 1 10 27 569

400 0 400 0 4000 400 0 08 0 8 1 06 302 0 6 302 28 7 1 55 19 555

500 0 500 0 5000 500 0 1 0 1 0 1 06 302 0 6 302 28 2 2 00 15 151

600 0 600 0 6000 600 0 1 2 1 2 1 06 302 0 6 302 27 8 2 45 12 366

700 0 700 0 7000 700 0 1 4 1 4 1 06 302 0 6 302 27 3 2 89 10 445

800 0 800 0 8000 800 0 1 7 1 7 1 06 302 0 6 302 26 9 3 34 9 041

900 0 900 0 9000 900 0 1 9 1 9 1 06 302 0 6 302 26 4 3 79 7 970

1,000 0 1,000 0 1,000 0 1,000 0 2 1 2 1 1 06 30 2 0 6 30 2 26 0 4 24 7 126

1,1000 1,1000 1,1000 1,1000 23 23 106 302 06 302 255 469 6443

1,200 0 1,200 0 1,200 0 1,200 0 2 6 2 6 1 06 30 2 0 6 30 2 25 1 5 14 5 880

1,300 0 1,300 0 1,300 0 1,300 0 2 8 2 8 1 06 30 2 0 6 30 2 24 6 5 59 5 407

1,400 0 1,400 0 1,400 0 1,400 0 3 0 3 0 1 06 30 2 0 6 30 2 24 2 6 04 5 005

1,500 0 1,500 0 1,500 0 1,500 0 3 2 3 2 1 06 30 2 0 6 30 2 23 7 6 49 4 658

1,600 0 1,600 0 1,600 0 1,600 0 3 5 3 5 1 06 30 2 0 6 30 2 23 3 6 94 4 357

1,700 0 1,700 0 1,700 0 1,700 0 37 3 7 1 06 30 2 0 6 30 2 22 8 7 39 4 092

1,800 0 1,800 0 1,800 0 1,800 0 3 9 3 9 1 06 30 2 0 6 30 2 22 4 7 84 3 857

1,900 0 1,900 0 1,900 0 1,900 0 4 1 4 1 1 06 30 2 0 6 30 2 21 9 8 29 3 648

2,000 0 2,000 0 2,000 0 2,000 0 4 4 4 4 1 06 30 2 0 6 30 2 21 5 8 74 3 460

2,1000 2,1000 2,1000 2,1000 46 46 106 302 06 302 211 919 3291

2,200 0 2,200 0 2,200 0 2,200 0 4 8 4 8 1 06 30 2 0 6 30 2 20 6 9 64 3 138

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,



RECEIVED: Aug. 11, 2015

Payzone Directional

Anticollision Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Unitah CountyProject:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Section 27 T7S, R20EReference Site:

TrueNorth Reference:0.0 usftSite Error:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EReference Well:

Output errors are at 2.00 sigmaWell Error: 0.0 usft

Reference Wellbore Wellbore #1 Database: MasterDB

Offset DatumReference Design: Design #1 Offset TVD Reference:

Warning

Reference

Measured

Depth

(usft)
+E/-W

(usft)

Between

Centres

(usft)

Highside 

Toolface

(°)

Reference

(usft)

Offset Wellbore CentreOffset

(usft)

Between

Ellipses

(usft)

Separation

Factor

Vertical

Depth

(usft)
+N/-S

(usft)

Vertical

Depth

(usft)

Measured

Depth

(usft)

Offset Semi Major Axis

Section 27 T7S, R20E -  Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1Offset Design Offset Site Error:  0.0 usft

Distance

Minimum 

Separation

(usft)

Offset Well Error:  0.0 usftSurvey Program: 0-MWD

2,300.0 2,300.0 2,300.0 2,300.0 29.5 19.4 2.9240.630.265.575.0 5.0  10.08

2,400.0 2,399.8 2,399.8 2,399.8 27.7 17.2 2.6360.630.275.495.3 5.3  10.52

2,482.7 2,482.3 2,482.3 2,482.3 26.8 15.9 2.4650.630.2 CC90.005.4 5.5  10.89

2,500.0 2,499.5 2,499.5 2,499.5 26.9 15.9 2.4530.630.2 ES, SF93.725.5 5.5  10.96

2,600.0 2,598.7 2,598.7 2,598.7 30.2 18.9 2.6550.630.2117.225.7 5.7  11.39

2,700.0 2,697.5 2,697.5 2,697.5 39.9 28.2 3.3940.630.2137.356.0 5.9  11.77

2,800.0 2,795.6 2,794.2 2,794.2 56.8 44.7 4.6851.731.2149.416.2 6.2  12.12

2,900.0 2,893.1 2,889.4 2,889.3 80.4 68.0 6.4505.334.3155.066.5 6.4  12.47

3,000.0 2,989.6 2,982.8 2,982.4 109.7 96.9 8.56311.139.3157.456.9 6.6  12.82

3,100.0 3,085.3 3,074.0 3,072.9 144.3 131.1 10.96019.046.1158.277.3 6.8  13.17

3,200.0 3,179.8 3,162.5 3,160.5 183.8 170.3 13.59528.854.5158.327.7 7.0  13.52

3,300.0 3,273.2 3,248.1 3,244.8 228.0 214.2 16.42940.264.3157.978.3 7.2  13.88

3,376.3 3,343.5 3,311.4 3,306.8 264.9 250.7 18.70049.872.6157.558.7 7.4  14.16

3,400.0 3,365.3 3,330.7 3,325.6 276.8 262.5 19.37553.075.3157.518.8 7.4  14.28

3,500.0 3,456.9 3,411.0 3,403.7 327.9 313.1 22.14667.187.5157.139.5 7.6  14.81

3,600.0 3,548.6 3,489.5 3,479.5 380.7 365.3 24.78782.5100.7156.5610.2 7.9  15.36

3,700.0 3,640.3 3,566.0 3,552.9 435.0 419.1 27.29699.0114.9155.9010.9 8.2  15.94

3,800.0 3,732.0 3,645.7 3,628.7 490.6 474.1 29.638117.5130.8155.1611.6 8.5  16.55

3,900.0 3,823.7 3,728.5 3,707.6 546.4 529.2 31.780136.9147.5154.5412.3 8.8  17.19

4,000.0 3,915.4 3,811.4 3,786.4 602.2 584.4 33.738156.2164.1154.0313.0 9.2  17.85

4,100.0 4,007.1 3,894.3 3,865.2 658.1 639.5 35.526175.6180.8153.6113.8 9.5  18.52

4,200.0 4,098.8 3,977.1 3,944.1 713.9 694.7 37.161194.9197.4153.2514.6 9.9  19.21

4,300.0 4,190.4 4,060.0 4,022.9 769.8 749.9 38.660214.3214.0152.9415.4 10.3  19.91

4,400.0 4,282.1 4,142.9 4,101.8 825.7 805.1 40.035233.6230.7152.6816.1 10.7  20.62

4,500.0 4,373.8 4,225.7 4,180.6 881.6 860.2 41.300253.0247.3152.4516.9 11.1  21.35

4,584.7 4,451.5 4,295.9 4,247.4 928.9 907.0 42.292269.4261.4152.2817.6 11.5  21.97

4,600.0 4,465.5 4,308.6 4,259.4 937.5 915.4 42.438272.3264.0152.3417.7 11.6  22.09

4,700.0 4,558.1 4,392.6 4,339.3 991.7 968.8 43.339291.9280.8152.6818.3 12.0  22.88

4,800.0 4,651.9 4,478.1 4,420.6 1,043.3 1,019.7 44.075311.9298.0152.9018.9 12.4  23.67

4,900.0 4,746.9 4,565.0 4,503.4 1,092.3 1,067.8 44.670332.2315.5153.0219.4 12.9  24.45

5,000.0 4,842.9 4,653.3 4,587.4 1,138.6 1,113.4 45.144352.8333.2153.0419.9 13.4  25.22

5,100.0 4,939.9 4,742.8 4,672.5 1,182.1 1,156.2 45.516373.7351.2152.9720.4 13.9  25.97

5,200.0 5,037.6 4,856.4 4,780.8 1,222.5 1,195.8 45.694399.6373.4152.7220.7 14.4  26.75

5,300.0 5,136.0 4,993.9 4,913.6 1,257.2 1,229.7 45.662426.8396.8152.4121.1 15.0  27.53

5,400.0 5,235.0 5,136.9 5,053.3 1,285.5 1,257.3 45.510449.9416.7152.1721.4 15.5  28.25

5,500.0 5,334.4 5,284.5 5,198.9 1,307.3 1,278.4 45.246468.2432.4152.0021.6 16.0  28.89

5,600.0 5,434.1 5,435.4 5,348.8 1,322.2 1,292.7 44.895481.0443.4151.8821.8 16.3  29.45

5,700.0 5,534.0 5,588.5 5,501.7 1,330.0 1,300.1 44.458487.8449.3151.8122.0 16.6  29.92

5,761.0 5,595.0 5,681.9 5,595.0 1,331.3 1,301.2 44.157488.9450.290.3122.0 16.8  30.15

5,800.0 5,634.0 5,720.9 5,634.0 1,331.3 1,301.0 43.971488.9450.290.3122.1 16.9  30.28

5,900.0 5,734.0 5,820.9 5,734.0 1,331.3 1,300.7 43.476488.9450.290.3122.2 17.0  30.62

6,000.0 5,834.0 5,920.9 5,834.0 1,331.3 1,300.3 42.989488.9450.290.3122.3 17.2  30.97

6,100.0 5,934.0 6,020.9 5,934.0 1,331.3 1,300.0 42.508488.9450.290.3122.4 17.3  31.32

6,200.0 6,034.0 6,120.9 6,034.0 1,331.3 1,299.6 42.035488.9450.290.3122.6 17.5  31.67

6,300.0 6,134.0 6,220.9 6,134.0 1,331.3 1,299.3 41.570488.9450.290.3122.7 17.7  32.03

6,400.0 6,234.0 6,320.9 6,234.0 1,331.3 1,298.9 41.111488.9450.290.3122.8 17.8  32.38

6,500.0 6,334.0 6,420.9 6,334.0 1,331.3 1,298.6 40.660488.9450.290.3123.0 18.0  32.74

6,600.0 6,434.0 6,520.9 6,434.0 1,331.3 1,298.2 40.216488.9450.290.3123.1 18.2  33.10

6,700.0 6,534.0 6,620.9 6,534.0 1,331.3 1,297.8 39.779488.9450.290.3123.2 18.3  33.47

6,800.0 6,634.0 6,720.9 6,634.0 1,331.3 1,297.5 39.349488.9450.290.3123.4 18.5  33.83

6,900.0 6,734.0 6,820.9 6,734.0 1,331.3 1,297.1 38.926488.9450.290.3123.5 18.7  34.20
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CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation

Page 3

Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

3 Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (usÿt) (usft) (usft) (usft)

2,300 0 2,300 0 2,300 0 2,300 0 5 0 5 0 65 57 30 2 0 6 29 5 19 4 10 08 2 924

2,400 0 2,399 8 2,399 8 2,399 8 5 3 5 3 75 49 30 2 0 6 27 7 17 2 10 52 2 636

2,482 7 2,482 3 2,482 3 2,482 3 5 4 5 5 90 00 30 2 0 6 26 8 15 9 10 89 2 465 CC

2,500 0 2,499 5 2,499 5 2,499 5 5 5 5 5 93 72 30 2 0 6 26 9 15 9 10 96 2 453 ES, SF

2,600 0 2,598 7 2,598 7 2,598 7 5 7 5 7 117 22 30 2 0 6 30 2 18 9 11 39 2 655

2,700 0 2,697 5 2,697 5 2,697 5 6 0 5 9 137 35 30 2 0 6 39 9 28 2 11 77 3 394

2,800 0 2,795 6 2,794 2 2,794 2 6 2 6 2 149 41 31 2 1 7 56 8 44 7 12 12 4 685

2,900 0 2,893 1 2,889 4 2,889 3 6 5 6 4 155 06 34 3 5 3 80 4 68 0 12 47 6 450

3,000 0 2,989 6 2,982 8 2,982 4 6 9 6 6 157 45 39 3 11 1 109 7 96 9 12 82 8 563

3,100 0 3,085 3 3,074 0 3,072 9 7 3 6 8 158 27 46 1 19 0 144 3 131 1 13 17 10 960

3,2000 3,1798 3,1625 3,1605 77 70 15832 545 288 1838 1703 1352 13595

3,300 0 3,273 2 3,248 1 3,244 8 8 3 7 2 157 97 64 3 40 2 228 0 214 2 13 88 16 429

3,376 3 3,343 5 3,311 4 3,306 8 8 7 7 4 157 55 72 6 49 8 264 9 250 7 14 16 18 700

3,400 0 3,365 3 3,330 7 3,325 6 8 8 7 4 157 51 75 3 53 0 276 8 262 5 14 28 19 375

3,500 0 3,456 9 3,411 0 3,4037 9 5 7 6 157 13 87 5 67 1 3279 313 1 14 81 22 146

3,600 0 3,548 6 3,489 5 3,479 5 10 2 7 9 156 56 100 7 82 5 380 7 365 3 15 36 24 787

3,700 0 3,640 3 3,566 0 3,552 9 10 9 8 2 155 90 114 9 99 0 435 0 419 1 15 94 27 296

3,800 0 3,732 0 3,645 7 3,628 7 11 6 8 5 155 16 130 8 117 5 490 6 474 1 16 55 29 638

3,900 0 3,823 7 3,728 5 3,707 6 12 3 8 8 154 54 147 5 136 9 546 4 529 2 17 19 31 780

4,000 0 3,915 4 3,811 4 3,786 4 13 0 9 2 154 03 164 1 156 2 602 2 584 4 17 85 33 738

4,100 0 4,007 1 3,894 3 3,865 2 138 9 5 153 61 180 8 175 6 658 1 639 5 18 52 35 526

4,200 0 4,098 8 3,977 1 3,944 1 14 6 9 9 153 25 197 4 194 9 7139 694 7 19 21 37 161

4,300 0 4,190 4 4,060 0 4,022 9 15 4 10 3 152 94 214 0 214 3 769 8 749 9 19 91 38 660

4,400 0 4,282 1 4,142 9 4,101 8 16 1 10 7 152 68 230 7 233 6 825 7 805 1 20 62 40 035

4,500 0 4,373 8 4,225 7 4,180 6 16 9 11 1 152 45 247 3 253 0 881 6 860 2 21 35 41 300

4,584 7 4,451 5 4,295 9 4,247 4 17 6 11 5 152 28 261 4 269 4 928 9 907 0 21 97 42 292

4,600 0 4,465 5 4,308 6 4,259 4 17 7 11 6 152 34 264 0 272 3 937 5 915 4 22 09 42 438

4,700 0 4,558 1 4,392 6 4,339 3 18 3 12 0 152 68 280 8 291 9 991 7 968 8 22 88 43 339

4,800 0 4,651 9 4,478 1 4,420 6 18 9 12 4 152 90 298 0 311 9 1,043 3 1,019 7 23 67 44 075

4,900 0 4,746 9 4,565 0 4,503 4 19 4 12 9 153 02 315 5 332 2 1,092 3 1,067 8 24 45 44 670

5,000 0 4,842 9 4,653 3 4,587 4 19 9 13 4 153 04 333 2 352 8 1,138 6 1,113 4 25 22 45 144

5,100 0 4,939 9 4,742 8 4,672 5 20 4 13 9 152 97 351 2 373 7 1,182 1 1,156 2 25 97 45 516

5,200 0 5,037 6 4,856 4 4,780 8 20 7 14 4 152 72 373 4 399 6 1,222 5 1,195 8 26 75 45 694

5,300 0 5,136 0 4,993 9 4,913 6 21 1 15 0 152 41 396 8 426 8 1,257 2 1,229 7 27 53 45 662

5,400 0 5,235 0 5,136 9 5,053 3 21 4 15 5 152 17 416 7 449 9 1,285 5 1,257 3 28 25 45 510

5,500 0 5,334 4 5,284 5 5,198 9 21 6 16 0 152 00 432 4 468 2 1,307 3 1,278 4 28 89 45 246

5,600 0 5,434 1 5,435 4 5,348 8 21 8 16 3 151 88 443 4 481 0 1,322 2 1,292 7 29 45 44 895

5,700 0 5,534 0 5,588 5 5,501 7 22 0 16 6 151 81 449 3 487 8 1,330 0 1,300 1 29 92 44 458

5,761 0 5,595 0 5,681 9 5,595 0 22 0 16 8 90 31 450 2 488 9 1,331 3 1,301 2 30 15 44 157

5,800 0 5,634 0 5,720 9 5,634 0 22 1 16 9 90 31 450 2 488 9 1,331 3 1,301 0 30 28 43 971

5,900 0 5,734 0 5,820 9 5,734 0 22 2 17 0 90 31 450 2 488 9 1,331 3 1,300 7 30 62 43 476

6,000 0 5,834 0 5,920 9 5,834 0 22 3 17 2 90 31 450 2 488 9 1,331 3 1,300 3 30 97 42 989

6,100 0 5,934 0 6,020 9 5,934 0 22 4 17 3 90 31 450 2 488 9 1,331 3 1,300 0 31 32 42 508

6,200 0 6,034 0 6,120 9 6,034 0 22 6 17 5 90 31 450 2 488 9 1,331 3 1,299 6 31 67 42 035

6,300 0 6,134 0 6,220 9 6,134 0 22 7 17 7 90 31 450 2 488 9 1,331 3 1,299 3 32 03 41 570

6,400 0 6,234 0 6,320 9 6,234 0 22 8 17 8 90 31 450 2 488 9 1,331 3 1,298 9 32 38 41 111

6,500 0 6,334 0 6,420 9 6,334 0 23 0 18 0 90 31 450 2 488 9 1,331 3 1,298 6 32 74 40 660

6,600 0 6,434 0 6,520 9 6,434 0 23 1 18 2 90 31 450 2 488 9 1,331 3 1,298 2 33 10 40 216

6,700 0 6,534 0 6,620 9 6,534 0 23 2 18 3 90 31 450 2 488 9 1,331 3 1,297 8 33 47 39 779

6,800 0 6,634 0 6,720 9 6,634 0 23 4 18 5 90 31 450 2 488 9 1,331 3 1,297 5 33 83 39 349

6,900 0 6,734 0 6,820 9 6,734 0 23 5 18 7 90 31 450 2 488 9 1,331 3 1,297 1 34 20 38 926

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,



RECEIVED: Aug. 11, 2015

Payzone Directional

Anticollision Report

Well Four Star Federal 6-27-7-20ELocal Co-ordinate Reference:Crescent Point EnergyCompany:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

TVD Reference:Unitah CountyProject:

Four Star Federal 6-27-7-20E @ 4812.3usft 

(EST KB)

MD Reference:Section 27 T7S, R20EReference Site:

TrueNorth Reference:0.0 usftSite Error:

Minimum CurvatureSurvey Calculation Method:Four Star Federal 6-27-7-20EReference Well:

Output errors are at 2.00 sigmaWell Error: 0.0 usft

Reference Wellbore Wellbore #1 Database: MasterDB

Offset DatumReference Design: Design #1 Offset TVD Reference:

Warning

Reference

Measured

Depth

(usft)
+E/-W

(usft)

Between

Centres

(usft)

Highside 

Toolface

(°)

Reference

(usft)

Offset Wellbore CentreOffset

(usft)

Between

Ellipses

(usft)

Separation

Factor

Vertical

Depth

(usft)
+N/-S

(usft)

Vertical

Depth

(usft)

Measured

Depth

(usft)

Offset Semi Major Axis

Section 27 T7S, R20E -  Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1Offset Design Offset Site Error:  0.0 usft

Distance

Minimum 

Separation

(usft)

Offset Well Error:  0.0 usftSurvey Program: 0-MWD

7,000.0 6,834.0 6,920.9 6,834.0 1,331.3 1,296.7 38.509488.9450.290.3123.6 18.9  34.57

7,100.0 6,934.0 7,020.9 6,934.0 1,331.3 1,296.4 38.100488.9450.290.3123.8 19.0  34.94

7,200.0 7,034.0 7,120.9 7,034.0 1,331.3 1,296.0 37.697488.9450.290.3123.9 19.2  35.32

7,300.0 7,134.0 7,220.9 7,134.0 1,331.3 1,295.6 37.301488.9450.290.3124.1 19.4  35.69

7,400.0 7,234.0 7,320.9 7,234.0 1,331.3 1,295.2 36.911488.9450.290.3124.2 19.6  36.07

7,500.0 7,334.0 7,420.9 7,334.0 1,331.3 1,294.9 36.528488.9450.290.3124.3 19.7  36.45

7,600.0 7,434.0 7,520.9 7,434.0 1,331.3 1,294.5 36.151488.9450.290.3124.5 19.9  36.83

7,700.0 7,534.0 7,620.9 7,534.0 1,331.3 1,294.1 35.781488.9450.290.3124.6 20.1  37.21

7,800.0 7,634.0 7,720.9 7,634.0 1,331.3 1,293.7 35.416488.9450.290.3124.8 20.3  37.59

7,900.0 7,734.0 7,820.9 7,734.0 1,331.3 1,293.3 35.057488.9450.290.3124.9 20.5  37.98

7,944.6 7,778.6 7,865.5 7,778.6 1,331.3 1,293.2 34.899488.9450.290.3125.0 20.5  38.15

7,977.0 7,811.0 7,881.9 7,795.0 1,331.4 1,293.2 34.817488.9450.290.3125.0 20.6  38.24
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CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation

Page 4

Sundry Number: 65028 API Well Number: 43047526420000Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (us¶t) (usft) (usft) (usft)

7,000 0 6,834 0 6,920 9 6,834 0 23 6 18 9 90 31 450 2 488 9 1,331 3 1,296 7 34 57 38 509

7,100 0 6,934 0 7,020 9 6,934 0 23 8 19 0 90 31 450 2 488 9 1,331 3 1,296 4 34 94 38 100

7,200 0 7,034 0 7,120 9 7,034 0 23 9 19 2 90 31 450 2 488 9 1,331 3 1,296 0 35 32 37 697

7,300 0 7,134 0 7,220 9 7,134 0 24 1 19 4 90 31 450 2 488 9 1,331 3 1,295 6 35 69 37 301

7,400 0 7,234 0 7,320 9 7,234 0 24 2 19 6 90 31 450 2 488 9 1,331 3 1,295 2 36 07 36 911

7,500 0 7,334 0 7,420 9 7,334 0 24 3 19 7 90 31 450 2 488 9 1,331 3 1,294 9 36 45 36 528

7,600 0 7,434 0 7,520 9 7,434 0 24 5 19 9 90 31 450 2 488 9 1,331 3 1,294 5 36 83 36 151

7,700 0 7,534 0 7,620 9 7,534 0 24 6 20 1 90 31 450 2 488 9 1,331 3 1,294 1 37 21 35 781

7,800 0 7,634 0 7,720 9 7,634 0 24 8 20 3 90 31 450 2 488 9 1,331 3 1,293 7 37 59 35 416

7,900 0 7,734 0 7,820 9 7,734 0 24 9 20 5 90 31 450 2 488 9 1,331 3 1,293 3 37 98 35 057

7,944 6 7,778 6 7,865 5 7,778 6 25 0 20 5 90 31 450 2 488 9 1,331 3 1,293 2 38 15 34 899

7,977 0 7,811 0 7,881 9 7,795 0 25 0 20 6 90 31 450 2 488 9 1,331 4 1,293 2 38 24 34 817

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (us¶t) (usft) (usft) (usft)

7,000 0 6,834 0 6,920 9 6,834 0 23 6 18 9 90 31 450 2 488 9 1,331 3 1,296 7 34 57 38 509

7,100 0 6,934 0 7,020 9 6,934 0 23 8 19 0 90 31 450 2 488 9 1,331 3 1,296 4 34 94 38 100

7,200 0 7,034 0 7,120 9 7,034 0 23 9 19 2 90 31 450 2 488 9 1,331 3 1,296 0 35 32 37 697

7,300 0 7,134 0 7,220 9 7,134 0 24 1 19 4 90 31 450 2 488 9 1,331 3 1,295 6 35 69 37 301

7,400 0 7,234 0 7,320 9 7,234 0 24 2 19 6 90 31 450 2 488 9 1,331 3 1,295 2 36 07 36 911

7,500 0 7,334 0 7,420 9 7,334 0 24 3 19 7 90 31 450 2 488 9 1,331 3 1,294 9 36 45 36 528

7,600 0 7,434 0 7,520 9 7,434 0 24 5 19 9 90 31 450 2 488 9 1,331 3 1,294 5 36 83 36 151

7,700 0 7,534 0 7,620 9 7,534 0 24 6 20 1 90 31 450 2 488 9 1,331 3 1,294 1 37 21 35 781

7,800 0 7,634 0 7,720 9 7,634 0 24 8 20 3 90 31 450 2 488 9 1,331 3 1,293 7 37 59 35 416

7,900 0 7,734 0 7,820 9 7,734 0 24 9 20 5 90 31 450 2 488 9 1,331 3 1,293 3 37 98 35 057

7,944 6 7,778 6 7,865 5 7,778 6 25 0 20 5 90 31 450 2 488 9 1,331 3 1,293 2 38 15 34 899

7,977 0 7,811 0 7,881 9 7,795 0 25 0 20 6 90 31 450 2 488 9 1,331 4 1,293 2 38 24 34 817

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (us¶t) (usft) (usft) (usft)

7,000 0 6,834 0 6,920 9 6,834 0 23 6 18 9 90 31 450 2 488 9 1,331 3 1,296 7 34 57 38 509

7,100 0 6,934 0 7,020 9 6,934 0 23 8 19 0 90 31 450 2 488 9 1,331 3 1,296 4 34 94 38 100

7,200 0 7,034 0 7,120 9 7,034 0 23 9 19 2 90 31 450 2 488 9 1,331 3 1,296 0 35 32 37 697

7,300 0 7,134 0 7,220 9 7,134 0 24 1 19 4 90 31 450 2 488 9 1,331 3 1,295 6 35 69 37 301

7,400 0 7,234 0 7,320 9 7,234 0 24 2 19 6 90 31 450 2 488 9 1,331 3 1,295 2 36 07 36 911

7,500 0 7,334 0 7,420 9 7,334 0 24 3 19 7 90 31 450 2 488 9 1,331 3 1,294 9 36 45 36 528

7,600 0 7,434 0 7,520 9 7,434 0 24 5 19 9 90 31 450 2 488 9 1,331 3 1,294 5 36 83 36 151

7,700 0 7,534 0 7,620 9 7,534 0 24 6 20 1 90 31 450 2 488 9 1,331 3 1,294 1 37 21 35 781

7,800 0 7,634 0 7,720 9 7,634 0 24 8 20 3 90 31 450 2 488 9 1,331 3 1,293 7 37 59 35 416

7,900 0 7,734 0 7,820 9 7,734 0 24 9 20 5 90 31 450 2 488 9 1,331 3 1,293 3 37 98 35 057

7,944 6 7,778 6 7,865 5 7,778 6 25 0 20 5 90 31 450 2 488 9 1,331 3 1,293 2 38 15 34 899

7,977 0 7,811 0 7,881 9 7,795 0 25 0 20 6 90 31 450 2 488 9 1,331 4 1,293 2 38 24 34 817

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: MasterDB
Reference Design: Design #1 Offset TVD Reference: Offset Datum

Offset Design Section 27 T7S, R20E - Four Star Federal 7-27-7-20E - Wellbore #1 - Design #1 Offset Site Error: 00 usi

Survey Program: 0-MWD Offset Well Error: 0 0 usi
Reference Offset Semi Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Highside Offset Wellbore Centre Between Between Minimum Separation Warning
Depth Depth Depth Depth Toolface +NI-S +El-W Centres Ellipses Separation Factor
(usft) (usft) (usft) (usft) (usft) (usft) (°)

(usÿt) (us¶t) (usft) (usft) (usft)

7,000 0 6,834 0 6,920 9 6,834 0 23 6 18 9 90 31 450 2 488 9 1,331 3 1,296 7 34 57 38 509

7,100 0 6,934 0 7,020 9 6,934 0 23 8 19 0 90 31 450 2 488 9 1,331 3 1,296 4 34 94 38 100

7,200 0 7,034 0 7,120 9 7,034 0 23 9 19 2 90 31 450 2 488 9 1,331 3 1,296 0 35 32 37 697

7,300 0 7,134 0 7,220 9 7,134 0 24 1 19 4 90 31 450 2 488 9 1,331 3 1,295 6 35 69 37 301

7,400 0 7,234 0 7,320 9 7,234 0 24 2 19 6 90 31 450 2 488 9 1,331 3 1,295 2 36 07 36 911

7,500 0 7,334 0 7,420 9 7,334 0 24 3 19 7 90 31 450 2 488 9 1,331 3 1,294 9 36 45 36 528

7,600 0 7,434 0 7,520 9 7,434 0 24 5 19 9 90 31 450 2 488 9 1,331 3 1,294 5 36 83 36 151

7,700 0 7,534 0 7,620 9 7,534 0 24 6 20 1 90 31 450 2 488 9 1,331 3 1,294 1 37 21 35 781

7,800 0 7,634 0 7,720 9 7,634 0 24 8 20 3 90 31 450 2 488 9 1,331 3 1,293 7 37 59 35 416

7,900 0 7,734 0 7,820 9 7,734 0 24 9 20 5 90 31 450 2 488 9 1,331 3 1,293 3 37 98 35 057

7,944 6 7,778 6 7,865 5 7,778 6 25 0 20 5 90 31 450 2 488 9 1,331 3 1,293 2 38 15 34 899

7,977 0 7,811 0 7,881 9 7,795 0 25 0 20 6 90 31 450 2 488 9 1,331 4 1,293 2 38 24 34 817

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

Payzone Directional

Crescent Point Anticollision Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Reference Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft
(EST KB)

Site Error: 0.0 usft North Reference: True
Reference Well: Four Star Federal 6-27-7-20E Survey Calculation Method: Minimum Curvature
Well Error: 0.0 usft Output errors are at 2.00 sigma
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7,100 0 6,934 0 7,020 9 6,934 0 23 8 19 0 90 31 450 2 488 9 1,331 3 1,296 4 34 94 38 100

7,200 0 7,034 0 7,120 9 7,034 0 23 9 19 2 90 31 450 2 488 9 1,331 3 1,296 0 35 32 37 697

7,300 0 7,134 0 7,220 9 7,134 0 24 1 19 4 90 31 450 2 488 9 1,331 3 1,295 6 35 69 37 301
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7,944 6 7,778 6 7,865 5 7,778 6 25 0 20 5 90 31 450 2 488 9 1,331 3 1,293 2 38 15 34 899

7,977 0 7,811 0 7,881 9 7,795 0 25 0 20 6 90 31 450 2 488 9 1,331 4 1,293 2 38 24 34 817

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Four Star Federal 7-27-7-20E, Wellbore #1, Design #1 V0
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Coordinates are relative to: Four Star Federal 6-27-7-20E

Coordinate System is US State Plane 1983, Utah Central Zone

Grid Convergence at Surface is: 1.18°Central Meridian is 111° 30' 0.000 W

Offset  Depths are relative to Offset Datum

Reference Depths are relative to Four Star Federal 6-27-7-20E @ 4812
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Crescent Point Energy U.S. Corp 
Four Star Federal 6-27-7-20E 
SHL: 2494’ FNL & 2489’ FEL, Section 27, T7S, R20E 
BHL: 2043’ FNL & 1997’ FWL, Section 27, T7S, R20E 
Uintah County, Utah 

DRILLING PLAN 
 

1-2. Geologic Surface Formation and Estimated Tops of Important Geologic Markers 
 

Formation Depth – TVD Depth - MD 

Uinta Surface Surface 

Upper Green River Marker 3951.0 

 

4038.8 

Mahogany 4494.0 4630.9 

Garden Gulch (TGR3) 5595.0 5761.0 

Douglas Creek 6245.0 

0 

6411.0 

Black Shale 653.0 6700.0 

Castle Peak 6749.0 6915.0 

Uteland 7018.0 7184.0 

Wasatch 7211.0 7377.0 

TD 7811.0 7977.0 

 
3. Estimated Depths of Anticipated Water, Oil, Gas Or Minerals 
 
 Green River Formation (Oil) 3,951’ TVD – 7,211’ TVD 
 Wasatch Formation (Oil)  7,211’ TVD – 7,977’ TVD 
 
 Fresh water may be encountered in the Uinta Formation, but would not be expected below 1000’.  All 

usable water (<10,000 PPM TDS) and prospectively valuable minerals (as described by DOGM at onsite) 
encountered during drilling will be adequately protected. 
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4. Proposed Casing & Cementing Program 
 
Casing Design: 

Size 
Interval 

Weight Grade Coupling 
Design Factors 

Top Bottom Burst Collapse Tension  

Conductor 

0' 40' 65 H-40 STC 
   

 

16" 1,640 670 439 API 

Hole Size 24" 
   

 

Surface casing 

0' 1,000 24 J-55 STC 

2,950 1,370 244,000 API 

8-5/8" 405 707 24,000 Load 

Hole Size 12-1/4" 7.27 1.94 10.17 SF 

Prod casing 

0' 7,977’ 17 L-80 LTC 

7,740 6,290 348,000 API 

5-1/2" 6,190 4,184 135,610 Load 

Hole Size 7- 7/8" 1.25 1.50 2.49 SF 

 
Assumptions: 
1.  Surface casing max anticipated surface pressure (MASP) = Frac gradient – gas gradient 
2.  Production casing MASP (production mode) = Pore pressure – gas gradient 
3.  All collapse calculations assume fully evacuated casing w/gas gradient 
4.  All tension calculations assume air weight 

 
 Frac gradient at surface casing shoe = 10.0 ppg 
 Pore pressure at surface casing shoe = 8.33 ppg 
 Pore pressure at prod casing shoe = 8.33 ppg 
 Gas gradient =    0.115 psi/ft 
 

Minimum Safety Factors: 
 Burst =  1.000 
 Collapse = 1.125 
 Tension = 1.800 
 

All casing shall be new or, if used, inspected and tested.  Used casing shall meet or exceed API standards 
for new casing. 

 
All casing strings shall have a minimum of one (1) centralizer per joint on the bottom three joints. 
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Cementing Design: 

Job Fill Description Excess Sacks 
Weight Yield 

(ppg) (ft
3
/sk) 

Surface 
casing Lead 

1000’ – surface Class V 2% chlorides 75% 630 15.8 1.15 

Prod casing 
Lead  

4000' to 
Surface 

Hifill Class V 3% chlorides 
25% in open-
hole, 0% in 
cased hole 

360 11.5 2.35 

Prod casing 
Tail 

TD to 4000’ Class G 10% chlorides 15% 450 13.1 1.76 

 
*Actual volume pumped will have excess over gauge hole or caliper log if available 
- Compressive strength of tail cement:  500 psi @ 7 hours 
Waiting On Cement:  A minimum of four (4) hours shall elapse prior to attempting any pressure testing of 
the BOP equipment which would subject the surface casing cement to pressure, and a minimum of six (6) 
hours shall elapse before drilling out of the wiper plug, cement, or shoe.  WOC time shall be recorded in 
the Driller’s Log.  Compressive strength shall be a minimum of 500 psi prior to drilling out. 

 
The DOGM Roosevelt Field Office shall be notified, with sufficient lead time, in order to have a DOGM 
representative on location while running all casing strings and cementing. 

 
The 8-5/8” surface casing shall in all cases be cemented back to surface.  In the event that during the 
primary surface cementing operation the cement does not circulate to surface, or if the cement level 
should fall back more than 8 feet from surface, then a remedial surface cementing operation shall be 
performed to insure adequate isolation and stabilization of the surface casing. 

 
The production casing cementing program shall be conducted as approved to protect and/or isolate all 
usable water zones, potentially productive zones, lost circulation zones, abnormally pressured zones, and 
any prospectively valuable deposits of minerals. 

 
As a minimum, usable water zones shall be isolated and/or protected by having a cement top for the 
production casing at least 200 feet above the surface casing shoe.  If gilsonite is encountered while 
drilling, it shall be isolated and/or protected via the cementing program. 

 
Top plugs shall be used to reduce contamination of cement by displacement fluid. A Tuned spacer will be 
used to prevent contamination of the lead cement by the drilling mud. 

 
All casing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing string length 
or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum internal yield.  If pressure 
declines more than 10% in 30 minutes, corrective action shall be taken. 

 
A Form 9, “Sundry Notices and Reports on Wells” shall be filed with the DOGM within 30 days after the 
work is completed.  This report must include the following information: 
 
Setting of each string of casing showing the size, grade, weight of casing set, depth, amounts and type of 
cement used, whether cement circulated of the top of the cement behind the casing, depth of the 
cementing tools used, casing method and results, and the date of the work done.  Spud date will be 
shown on the first reports submitted. 
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Lead Surface
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TD to 4000' Class G 10% chlorides 15% 450 13.1 1.76

Tail
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should fall back more than 8 feet from surface, then a remedial surface cementing operation shall be
performed to insure adequate isolation and stabilization of the surface casing.

The production casing cementing program shall be conducted as approved to protect and/or isolate all
usable water zones, potentially productive zones, lost circulation zones, abnormally pressured zones, and
any prospectively valuable deposits of minerals.

As a minimum, usable water zones shall be isolated and/or protected by having a cement top for the
production casing at least 200 feet above the surface casing shoe. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

Top plugs shall be used to reduce contamination of cement by displacement fluid. A Tuned spacer will be
used to prevent contamination of the lead cement by the drilling mud.

All casing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing string length
or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum internal yield. If pressure
declines more than 10% in 30 minutes, corrective action shall be taken.

A Form 9, "Sundry Notices and Reports on Wells" shall be filed with the DOGM within 30 days after the
work is completed. This report must include the following information:

Setting of each string of casing showing the size, grade, weight of casing set, depth, amounts and type of
cement used, whether cement circulated of the top of the cement behind the casing, depth of the
cementing tools used, casing method and results, and the date of the work done. Spud date will be
shown on the first reports submitted.
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Cementing Design:

Weight Yield
Job Fill Description Excess Sacks

(ppg) (ft'/sk)

Surface
1000'- surface Class V 2% chlorides 75% 630 15.8 1.15

casing Lead

25% in open-
Prod casing 4000' to

HifillClass V 3% chlorides hole, 0% in 360 11.5 2.35
Lead Surface

cased hole

Prod casing
TD to 4000' Class G 10% chlorides 15% 450 13.1 1.76

Tail

*Actual volume pumped will have excess over gauge hole or caliper log if available
- Compressive strength of tail cement: 500 psi @7 hours
Waiting On Cement: A minimum of four (4) hours shall elapse prior to attempting any pressure testing of
the BOP equipment which would subject the surface casing cement to pressure, and a minimum of six (6)
hours shall elapse before drilling out of the wiper plug, cement, or shoe. WOC time shall be recorded in
the Driller's Log. Compressive strength shall be a minimum of 500 psi prior to drilling out.

The DOGM Roosevelt Field Office shall be notified, with sufficient lead time, in order to have a DOGM
representative on location while running all casing strings and cementing.

The 8-5/8" surface casing shall in all cases be cemented back to surface. In the event that during the
primary surface cementing operation the cement does not circulate to surface, or if the cement level
should fall back more than 8 feet from surface, then a remedial surface cementing operation shall be
performed to insure adequate isolation and stabilization of the surface casing.

The production casing cementing program shall be conducted as approved to protect and/or isolate all
usable water zones, potentially productive zones, lost circulation zones, abnormally pressured zones, and
any prospectively valuable deposits of minerals.

As a minimum, usable water zones shall be isolated and/or protected by having a cement top for the
production casing at least 200 feet above the surface casing shoe. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

Top plugs shall be used to reduce contamination of cement by displacement fluid. A Tuned spacer will be
used to prevent contamination of the lead cement by the drilling mud.

All casing strings below the conductor shall be pressure tested to 0.22 psi per foot of casing string length
or to 1500 psi, whichever is greater, but not to exceed 70% of the minimum internal yield. If pressure
declines more than 10% in 30 minutes, corrective action shall be taken.

A Form 9, "Sundry Notices and Reports on Wells" shall be filed with the DOGM within 30 days after the
work is completed. This report must include the following information:

Setting of each string of casing showing the size, grade, weight of casing set, depth, amounts and type of
cement used, whether cement circulated of the top of the cement behind the casing, depth of the
cementing tools used, casing method and results, and the date of the work done. Spud date will be
shown on the first reports submitted.
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5. Drilling Fluids Program 

  
The Conductor section (from 0’ to 40’) will be drilled by Auger and final depth determined by when the 
black shale is encountered with a minimum depth of 40’.  
 
The surface interval will then be drilled to ±1000’ with air/mist system.  The air rig is equipped with a 6 ½” 
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request 
can be found in Section 12 of this plan.   
 
Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be 
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access 
roads, or may be disposed of offsite at an approved disposal facility. 
 
From ±1000’ to TD, a brine water system will be utilized.  Clay inhibition and hole stability will be achieved 
with a polymer (DAP) additive; the reserve pit will be lined to address this additive.  This brine water 
system will typically contain Total Dissolved Solids (TDS) of less than 3000 PPM.  Anticipated mud weight 
is 9.5 lbs/gal.  If it is necessary to control formation fluids or pressure, the system will be weighted with 
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as 
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0 
ppg MW. 
 
No chromate additives will be used in the mud system on Federal and/or Indian lands without prior 
DOGM approval to ensure adequate protection of fresh water aquifers. 
 
Chemicals on the EPA’s Consolidated List of Chemicals subject to reporting  under Title III of the 
Superfund Amendments and Reauthorization Act of 1986 (SARA)  may be used or stored in quantities over 
reportable quantities.  In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could 
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as 
hazardous substances in 40 CFR Part 302, Section 302.4, in quantities exceeding 10,000 pounds.  In 
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable 
quantities.  Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication 
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any 
time.  No extremely hazardous substances, as defined in 40 CFR 355, would be used, produced, stored, 
transported or disposed of in association with the drilling, testing or completion of the wells. 
 
Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations. 

 
6. Minimum Specifications for Pressure Control 

 
When drilling the 12 ¼” surface hole, an annular diverter or rotating head will be used for well control. 

 
 A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per 
 Onshore Order No. 2.  

 
The configuration is as follows: 

 Float in drillstring 

 Inside BOP or safety valve 

 Safety valve with same pipe threading 

 Rotating Head below rotary table 

 Fillup line 

 11” Annular Preventer – rated to 3,000 psi minimum 
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is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
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potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

When drilling the 12 ¼" surface hole, an annular diverter or rotating head will be used for well control.

A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per
Onshore Order No. 2.

The configuration is as follows:
• Float in drillstring
• Inside BOP or safety valve
• Safety valve with same pipe threading
• Rotating Head below rotary table
• Fillup line
• 11" Annular Preventer - rated to 3,000 psi minimum

Crescent Point Energy | Four Star Federal 6-27-7-20E | Drilling Plan

RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

5. Drilling Fluids Program

The Conductor section (from O' to 40') will be drilled by Auger and final depth determined by when the
black shale is encountered with a minimum depth of 40'.

The surface interval will then be drilled to ±1000' with air/mist system. The air rig is equipped with a 6 ½"
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request
can be found in Section 12 of this plan.

Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access
roads, or may be disposed of offsite at an approved disposal facility.

From ±1000' to TD, a brine water system will be utilized. Clay inhibition and hole stability will be achieved
with a polymer (DAP) additive; the reserve pit will be lined to address this additive. This brine water
system will typically contain Total Dissolved Solids (TDS)of less than 3000 PPM. Anticipated mud weight
is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0
ppg MW.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
DOGM approval to ensure adequate protection of fresh water aquifers.

Chemicals on the EPA's Consolidated List of Chemicals subject to reporting under Title Ill of the
Superfund Amendments and Reauthorization Act of 1986 (SARA) may be used or stored in quantities over
reportable quantities. In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

When drilling the 12 ¼" surface hole, an annular diverter or rotating head will be used for well control.

A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per
Onshore Order No. 2.

The configuration is as follows:
• Float in drillstring
• Inside BOP or safety valve
• Safety valve with same pipe threading
• Rotating Head below rotary table
• Fillup line
• 11" Annular Preventer - rated to 3,000 psi minimum

Crescent Point Energy | Four Star Federal 6-27-7-20E | Drilling Plan

RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

5. Drilling Fluids Program

The Conductor section (from O' to 40') will be drilled by Auger and final depth determined by when the
black shale is encountered with a minimum depth of 40'.

The surface interval will then be drilled to ±1000' with air/mist system. The air rig is equipped with a 6 ½"
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request
can be found in Section 12 of this plan.

Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access
roads, or may be disposed of offsite at an approved disposal facility.

From ±1000' to TD, a brine water system will be utilized. Clay inhibition and hole stability will be achieved
with a polymer (DAP) additive; the reserve pit will be lined to address this additive. This brine water
system will typically contain Total Dissolved Solids (TDS)of less than 3000 PPM. Anticipated mud weight
is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0
ppg MW.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
DOGM approval to ensure adequate protection of fresh water aquifers.

Chemicals on the EPA's Consolidated List of Chemicals subject to reporting under Title Ill of the
Superfund Amendments and Reauthorization Act of 1986 (SARA) may be used or stored in quantities over
reportable quantities. In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

When drilling the 12 ¼" surface hole, an annular diverter or rotating head will be used for well control.

A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per
Onshore Order No. 2.

The configuration is as follows:
• Float in drillstring
• Inside BOP or safety valve
• Safety valve with same pipe threading
• Rotating Head below rotary table
• Fillup line
• 11" Annular Preventer - rated to 3,000 psi minimum

Crescent Point Energy | Four Star Federal 6-27-7-20E | Drilling Plan

RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

5. Drilling Fluids Program

The Conductor section (from O' to 40') will be drilled by Auger and final depth determined by when the
black shale is encountered with a minimum depth of 40'.

The surface interval will then be drilled to ±1000' with air/mist system. The air rig is equipped with a 6 ½"
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request
can be found in Section 12 of this plan.

Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access
roads, or may be disposed of offsite at an approved disposal facility.

From ±1000' to TD, a brine water system will be utilized. Clay inhibition and hole stability will be achieved
with a polymer (DAP) additive; the reserve pit will be lined to address this additive. This brine water
system will typically contain Total Dissolved Solids (TDS)of less than 3000 PPM. Anticipated mud weight
is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0
ppg MW.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
DOGM approval to ensure adequate protection of fresh water aquifers.

Chemicals on the EPA's Consolidated List of Chemicals subject to reporting under Title Ill of the
Superfund Amendments and Reauthorization Act of 1986 (SARA) may be used or stored in quantities over
reportable quantities. In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

When drilling the 12 ¼" surface hole, an annular diverter or rotating head will be used for well control.

A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per
Onshore Order No. 2.

The configuration is as follows:
• Float in drillstring
• Inside BOP or safety valve
• Safety valve with same pipe threading
• Rotating Head below rotary table
• Fillup line
• 11" Annular Preventer - rated to 3,000 psi minimum

Crescent Point Energy | Four Star Federal 6-27-7-20E | Drilling Plan

RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

5. Drilling Fluids Program

The Conductor section (from O' to 40') will be drilled by Auger and final depth determined by when the
black shale is encountered with a minimum depth of 40'.

The surface interval will then be drilled to ±1000' with air/mist system. The air rig is equipped with a 6 ½"
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request
can be found in Section 12 of this plan.

Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access
roads, or may be disposed of offsite at an approved disposal facility.

From ±1000' to TD, a brine water system will be utilized. Clay inhibition and hole stability will be achieved
with a polymer (DAP) additive; the reserve pit will be lined to address this additive. This brine water
system will typically contain Total Dissolved Solids (TDS)of less than 3000 PPM. Anticipated mud weight
is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0
ppg MW.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
DOGM approval to ensure adequate protection of fresh water aquifers.

Chemicals on the EPA's Consolidated List of Chemicals subject to reporting under Title Ill of the
Superfund Amendments and Reauthorization Act of 1986 (SARA) may be used or stored in quantities over
reportable quantities. In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

When drilling the 12 ¼" surface hole, an annular diverter or rotating head will be used for well control.

A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per
Onshore Order No. 2.

The configuration is as follows:
• Float in drillstring
• Inside BOP or safety valve
• Safety valve with same pipe threading
• Rotating Head below rotary table
• Fillup line
• 11" Annular Preventer - rated to 3,000 psi minimum

Crescent Point Energy | Four Star Federal 6-27-7-20E | Drilling Plan

RECEIVED: Aug. 11,

Sundry Number: 65028 API Well Number: 43047526420000

5. Drilling Fluids Program

The Conductor section (from O' to 40') will be drilled by Auger and final depth determined by when the
black shale is encountered with a minimum depth of 40'.

The surface interval will then be drilled to ±1000' with air/mist system. The air rig is equipped with a 6 ½"
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request
can be found in Section 12 of this plan.

Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access
roads, or may be disposed of offsite at an approved disposal facility.

From ±1000' to TD, a brine water system will be utilized. Clay inhibition and hole stability will be achieved
with a polymer (DAP) additive; the reserve pit will be lined to address this additive. This brine water
system will typically contain Total Dissolved Solids (TDS)of less than 3000 PPM. Anticipated mud weight
is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0
ppg MW.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
DOGM approval to ensure adequate protection of fresh water aquifers.

Chemicals on the EPA's Consolidated List of Chemicals subject to reporting under Title Ill of the
Superfund Amendments and Reauthorization Act of 1986 (SARA) may be used or stored in quantities over
reportable quantities. In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.

6. Minimum Specifications for Pressure Control

When drilling the 12 ¼" surface hole, an annular diverter or rotating head will be used for well control.

A 3,000 psi BOP system or better will be used on this well. All equipment will be installed and tested per
Onshore Order No. 2.

The configuration is as follows:
• Float in drillstring
• Inside BOP or safety valve
• Safety valve with same pipe threading
• Rotating Head below rotary table
• Fillup line
• 11" Annular Preventer - rated to 3,000 psi minimum
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5. Drilling Fluids Program

The Conductor section (from O' to 40') will be drilled by Auger and final depth determined by when the
black shale is encountered with a minimum depth of 40'.

The surface interval will then be drilled to ±1000' with air/mist system. The air rig is equipped with a 6 ½"
blooie line that is straight run to the reserve pit. A variance is in request for this operation. The request
can be found in Section 12 of this plan.

Drill cuttings from water-based mud operations not generated from oil-bearing geologic zones may be
buried in approved onsite cuttings pit, employed for beneficial uses such as berms, pad material, or access
roads, or may be disposed of offsite at an approved disposal facility.

From ±1000' to TD, a brine water system will be utilized. Clay inhibition and hole stability will be achieved
with a polymer (DAP) additive; the reserve pit will be lined to address this additive. This brine water
system will typically contain Total Dissolved Solids (TDS)of less than 3000 PPM. Anticipated mud weight
is 9.5 lbs/gal. If it is necessary to control formation fluids or pressure, the system will be weighted with
the addition of brine, and if pressure conditions warrant, barite and/or calcium carbonate will be used as
a weighting agent. There will be enough weighting agent on location to increase the entire system to 11.0
ppg MW.

No chromate additives will be used in the mud system on Federal and/or Indian lands without prior
DOGM approval to ensure adequate protection of fresh water aquifers.

Chemicals on the EPA's Consolidated List of Chemicals subject to reporting under Title Ill of the
Superfund Amendments and Reauthorization Act of 1986 (SARA) may be used or stored in quantities over
reportable quantities. In the course of drilling, Crescent Point Energy U.S. Corp. (Crescent Point) could
potentially store and use diesel fuel, sand (silica), hydrochloric acid, and CO2 gas, all described as
hazardous substances in 40 CFRPart 302, Section 302.4, in quantities exceeding 10,000 pounds. In
addition, natural gas condensate and crude oil and methanol may be stored or used in reportable
quantities. Small quantities of retail products (paint/spray paints, solvents {e.g., WD-40}, and lubrication
oil) containing non-reportable volumes of hazardous substances may be stored and used on site at any
time. No extremely hazardous substances, as defined in 40 CFR355, would be used, produced, stored,
transported or disposed of in association with the drilling, testing or completion of the wells.

Crescent Point Energy will visually monitor pit levels and flow from the well during drilling operations.
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 11” bore, 4-1/2” pipe ram – rated to 3,000 psi minimum 

 11” bore, Blind Ram – rated to 3,000 psi minimum 

 11” bore Drilling Spool with 2 side outlets (Choke side at 3” minimum & Kill side at 2” minimum) 
o 2 Kill line valves at 2” minimum – one with a check valve 
o Kill line at 2” minimum 
o 2 Choke line valves at 3” minimum 
o Choke line at 3” minimum 
o 2 adjustable chokes on manifold 
o Pressure gauge on choke manifold 

 
7. BOPE Test Criteria 

 
A Function Test of the Ram BOP equipment shall be made every trip and annular preventer every week.  
All required BOP tests and/or drills shall be recorded in the Driller’s Report. 
 
Chart recorders will be used for all pressure tests.  Test charts, with individual test results identified, shall 
be maintained on location while drilling and shall be made available to DOGM representatives upon 
request. 
 
At a minimum, the Annular preventer will be tested to 50% of its rating for ten minutes. All other 
equipment (Rams, valves, manifold) will be tested at 3,000 psi for 10 minutes with a test plug. If rams are 
to be changed for any reason post drillout, the rams will be tested to 70% of surface casing internal yield. 
 
At a minimum, the above pressure tests will be performed when such conditions exist: 

 BOP’s are initially installed 

 Whenever a seal subject to pressure test is broken 

 Following repairs to the BOPs 

 Every 30 days 
 
8. Accumulator 
 
 The Accumulator will have sufficient capacity to open the hydraulically-controlled choke line valve (HCR), 
 close both rams and annular preventer as well maintain 200 psi above nitrogen precharge of the 
 accumulator without use of accumulator pumps. The fluid reservoir volume will be double the usable 
 volume of the accumulator system. The fluid level will be maintained per manufacturer’s specifications. 
 

The BOP system will have two independent power sources to close both rams and annular preventer, 
while opening HCR. Nitrogen bottles will be one source and electric and/or air powered pumps will be the 
other.  
 
The accumulator precharge will be conducted every 6 months and maintained to be within the 
specifications of Onshore Order No. 2 
 
A manual locking device or automatic locking device will be installed on both ram preventers and annular 
preventer.  
 
Remote controls will be readily accessible to the driller and be capable of closing all preventers.  Main 
controls will be available to allow full functioning of all preventers and HCR. 
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while opening HCR.Nitrogen bottles will be one source and electric and/or air powered pumps will be the
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Remote controls will be readily accessible to the driller and be capable of closing all preventers. Main
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9. Testing, Logging and Coring Programs 
 
The logging program will consist of a Gamma Ray log from TD to base of surface casing @ +/- 1000’. A 
cement bond log will be run from PBTD to top of cement.  No drill stem testing or coring is planned for 
this well. 
 

10. Anticipated Abnormal Pressures or Temperature 
 

No abnormal temperatures or pressures are anticipated.  No hydrogen sulfide has been encountered or is 
known to exist from previous wells drilled to similar depths in this area. 

 
Maximum anticipated bottomhole pressure will be approximately equal to total depth in feet multiplied 
by a 0.52 psi/ft gradient, and a maximum anticipated surface pressure will be approximately equal to the 
bottomhole pressure calculated minus the pressure of a partially evacuated hole calculated at a 0.22 
psi/foot gradient. 

 
11. Anticipated Starting Date and Duration of Operations 
 

It is anticipated that drilling operations will commence as soon as possible following permit approval and 
will take approximately ten (10) days from spud to rig release and two weeks for completions. 

 
12.  Variances Requested from Onshore Order No. 2 
 

1. A diverter is utilized for surface air drilling, rather than a lubricated rotating head. 
2. The blooie line is 45 ft from the wellbore rather than 100 ft and is not anchored down. 
3. The blooie line is not equipped with an automatic igniter or continuous pilot light. 
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to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey

Sundry Number: 65028 API Well Number: 43047526420000

to[Ifree 1.888.6930020

Crescent Point """ "9""""°Denver.Colorro
ll8A80202

August 3, 2015

State of Utah
Division of Oil, Gas and Mining
ATTN: Brad Hill
1594 West North Temple
Salt Lake City, UT 84116

RE: Four Star Fed 6-27-7-20E
Section 27, T7S, R20E
Uintah County, Utah

Dear Mr. Hill,

Due to topography, Crescent Point Energy ("CPE") proposes to drill the Four Star Fed 6-27-7-20E
directionally in accordance with R649-3-11 at a surface location of 2494' FNL & 2489' FEL of Section
27, T7S, R20E to a bottom hole location 2043' FNL & 1997' FWL. With a surface location outside the
400 square foot window in the center of the quarter-quarter, this well would be considered an Exception
to Location and Siting of Wells under R649-3-3.

Crescent Point recently acquired this location from Bill Barrett Corporation. Bill Barrett has already been
approved for the Exception Location via the attached Approved Permit.

If you have any questions or require further information, please do not hesitate to contact the undersigned
at 720-880-3625 or by email at nbailey@crescentpointenergy.com. Your consideration of this matter
is greatly appreciated.

Nicole Bailey



RECEIVED: Sep. 14, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /14 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Crescent Point Energy, operator of the subject lease, has resume drilling
operations on the Four Star Fed 6-27-7-20E (previously named Aurora
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Kristen Johnson 303 308-6270

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 9 /14 /2015

September 15, 2015
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FORM 9
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
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SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,

Sundry Number: 66103 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,

Sundry Number: 66103 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,

Sundry Number: 66103 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,

Sundry Number: 66103 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,

Sundry Number: 66103 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,

Sundry Number: 66103 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has resume drilling Accepted by the
operations on the Four Star Fed 6-27-7-20E (previously named Aurora Utah Division of
Federal 7-27D-7-20). The well was re-entered at 0800 on 9/12/2015 Oil, Gas and Mining

with Pro Petro Rig #11, cleaning out the previously set surface hole. CPE FOR RECORD ONLY
will MIRU Capstar #316 and resume drilling out 7-7/8 long string on September 15, 2015

9/15/2015 @ ±08:00, drilling to planned TVD of 7,977.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/14/2015

RECEIVED: Sep. 14,



RECEIVED: Sep. 15, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /16 /2015

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Crescent Point Energy, operator of the subject lease, has received verbal
approval for modification of the approved water rights to be utilized for
drilling and completion of the Four Star Fed 6-27-7-20E. CPE intends to
utilize existing approved source #43-8875, Four Star Ranch (c/o David
Yeaman). The original approved UDWR permit number for the 14 ac/ft
well draw to be used for oil and gas operations in all sections of T7S

R20E, titled t38762, has lapsed. Four Star Ranches Inc has been issued
a new UDWR permit for the same source, quantity and uses specified in
the original permit, now titled t40111. CPE has requested BLM approval

to now utilize permit # t40111 for use in operations on the Four Star
Fed 6-27, and is submitting notification to the State of the change of

source. A copy of the permit has been attached. Please contact Eric Radford with any concerns at
(303) 382-6798. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Kristen Johnson 303 308-6270

TITLE
 Regulatory Technician

SIGNATURE
 N/A

DATE
 9 /15 /2015

September 17, 2015

Sundry Number: 66174 API Well Number: 43047526420000Sundry Number: 66174 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/16/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy, operator of the subject lease, has received verbal Accepted by the
approval for modification of the approved water rights to be utilized for utah Division of

drilling and completion of the Four Star Fed 6-27-7-20E. CPE intends to Oil, Gas and Mining

utilize existing approved source #43-8875, Four Star Ranch (clo David Date:
Yeaman). The original approved UDWR permit number for the 14 ac/ft

. .

well draw to be used for oil and gas operations in all sections of T7S sy: e
R20E, titled t38762, has lapsed. Four Star Ranches Inc has been issued
a new UDWR permit for the same source, quantity and uses specified in
the original permit, now titled t40111. CPE has requested BLM approval

to now utilize permit # t40111 for use in operations on the Four Star
Fed 6-27, and is submitting notification to the State of the change of

source. A copy of the permit has been attached. Please contact Eric Radford with any concerns at
(303) 382-6798.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kristen Johnson 303 308-6270 Regulatory Technician

SIGNATURE DATE
N/A 9/15/2015

RECEIVED: Sep. 15,

Sundry Number: 66174 API Well Number: 43047526420000
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STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E
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2494 FNL 2489 FEL
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QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/16/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
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Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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. .
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RECEIVED: Sep. 15, 2015

9/14/2015 C H P R I N T (t40111)

http://www.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111 1/1

Search

Select Related Information

    (WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015    Page 1
CHANGE: t40111         WATER RIGHT: 43‐8875  CERT. NO.:                         COUNTY TAX ID#: 000
BASE WATER RIGHTS: 43‐8875                                                                                                                                                                                                                                                                                                                                                                                                                       
                   43‐11238  
RIGHT EVIDENCED BY: 43‐8875(A55646), 43‐11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman
      8281 North Trails Drive
      Park City UT 84098
                     REMARKS:
====================================================================================================================================
DATES, ETC.*************************************************************************************************************************
====================================================================================================================================
FILED:     08/15/2014|PRIORITY:  08/15/2014|ADV BEGAN:           |ADV ENDED:           |NEWSPAPER:  No Adv Required
ImpairDesig[NO      ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd:          |PROTESTED: [        ]|HEARNG HLD:          |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION:           |ELEC/PROOF:[        ]|ELEC/PROOF:          |CERT/WUC:            |LAP, ETC:  09/26/2015|LAPS LETTER:
RUSH LETTR:          |RENOVATE:            |RECON REQ:           |TYPE: [             ]
*STATUS LINE‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐*
Status: Approved
*****************************************************************  *****************************************************************
***********************H E R E T O F O R E***********************  ************************H E R E A F T E R************************
*****************************************************************  *****************************************************************
 ________________________________________________________________  ________________________________________________________________
|FLOW:   14.0 acre‐feet                                          ||FLOW:   14.0 acre‐feet                                          |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
|SOURCE: Underground Water Well                                  ||SOURCE: Underground Water Wells (3)                             |
|COUNTY: Uintah                                                  ||COUNTY: Uintah     COM DESC: Pelican Lake Area                  |
 ________________________________________________________________  ________________________________________________________________
 ________________________________________________________________  ________________________________________________________________
|POINT(S) OF DIVERSION ‐‐‐‐‐‐> MAP VIEW***GOOGLE VIEW  ||SAME AS HERETOFORE                                              |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
|Point Underground:                                              ||                                                                |
|(1)  N  210 ft W  125 ft from SE cor, Sec 28, T  7S, R 20E, SLBM||                                                                |
|  Diameter:  10 ins.  Depth: 172  to      ft.  WELL ID#: 35390  ||                                                                |
|(2)  N  216 ft W  115 ft from SE cor, Sec 28, T  7S, R 20E, SLBM||                                                                |
|  Diameter:   6 ins.  Depth: 150  to      ft.  WELL ID#: 19138  ||                                                                |
|(3)  N  243 ft W  145 ft from NW cor, Sec 28, T  7S, R 20E, SLBM||                                                                |
|  Diameter:  6  ins.  Depth: 150  to      ft.  WELL ID#: 000000 ||                                                                |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
 ________________________________________________________________  ________________________________________________________________
 ________________________________________________________________  ________________________________________________________________
|PLACE OF USE ‐‐‐‐‐‐>                                            ||CHANGED as follows:                                             |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
|                             ‐‐NW¼‐‐  ‐‐NE¼‐‐  ‐‐SW¼‐‐  ‐‐SE¼‐‐ ||                             ‐‐NW¼‐‐  ‐‐NE¼‐‐  ‐‐SW¼‐‐  ‐‐SE¼‐‐ |
|                            |N N S S||N N S S||N N S S||N N S S|||                            |N N S S||N N S S||N N S S||N N S S||
|                            |W E W E||W E W E||W E W E||W E W E|||                            |W E W E||W E W E||W E W E||W E W E||
|Sec 28 T  7S R 20E SLBM     * : : : ** : : : **X: : : ** : : :X*||   ALL T  7S R 20E SLBM       *                                 |
|Sec 28 T  7S R 20E SLBM     * : : : ** : : : **X: : : ** : : :X*||   ALL T  8S R 20E SLBM       *                                 |
 ________________________________________________________________  ________________________________________________________________
 ________________________________________________________________  ________________________________________________________________
|NATURE OF USE ‐‐‐‐‐‐>                                           ||CHANGED as follows:                                             |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
|IRR  = values are in acres.                                     ||                                                                |
|STK  = values are in ELUs meaning Cattle or Equivalent.         ||                                                                |
|DOM  = values are in EDUs meaning Equivalent Domestic Units     ||                                                                |
|       (or Families).                                           ||                                                                |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
|SUPPLEMENTAL to Other Water Rights: Yes                         ||SUPPLEMENTAL to Other Water Rights: No                          |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
|Historical Uses to be Discontinued during the Implementation    ||                                                                |
|of this Application:                                            ||                                                                |
|................................................................||................................................................|
|                                                                ||OTH: OIL RECOVERY:     Oil and Gas            USED 01/01 ‐ 12/31|
|                                                                ||     exploration and recovery                                   |
|‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐||‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐‐|
 ________________________________________________________________  ________________________________________________________________
************************************************************************************************************************************
*******************************************************E N D   O F   D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights    |    1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 841146300    |    8015387240
Natural Resources | Contact | Disclaimer | Privacy Policy | Accessibility Policy

Sundry Number: 66174 API Well Number: 43047526420000Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet

SOURCE: Underground Water Well ||SOURCE: Underground Water Wells (3)
COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE

Point Underground:
\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM

Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 000000

PLACE OF USE ------> CHANGED as follows:

--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *

NATURE OF USE ------> CHANGED as follows:

IRR = values are in acres.
STK = values are in ELUs meaning Cattle or Equivalent.
DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources |Rt | Disclaimer | Privacv Policv | Accessibility Policv

http:llwww.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111

Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet

SOURCE: Underground Water Well ||SOURCE: Underground Water Wells (3)
COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE

Point Underground:
\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM

Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 000000

PLACE OF USE ------> CHANGED as follows:

--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *

NATURE OF USE ------> CHANGED as follows:

IRR = values are in acres.
STK = values are in ELUs meaning Cattle or Equivalent.
DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources |Rt | Disclaimer | Privacv Policv | Accessibility Policv

http:llwww.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111

Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet

SOURCE: Underground Water Well ||SOURCE: Underground Water Wells (3)
COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE

Point Underground:
\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM

Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 000000

PLACE OF USE ------> CHANGED as follows:

--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *

NATURE OF USE ------> CHANGED as follows:

IRR = values are in acres.
STK = values are in ELUs meaning Cattle or Equivalent.
DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources |Rt | Disclaimer | Privacv Policv | Accessibility Policv

http:llwww.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111

Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet

SOURCE: Underground Water Well ||SOURCE: Underground Water Wells (3)
COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE

Point Underground:
\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM

Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 000000

PLACE OF USE ------> CHANGED as follows:

--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *

NATURE OF USE ------> CHANGED as follows:

IRR = values are in acres.
STK = values are in ELUs meaning Cattle or Equivalent.
DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources |Rt | Disclaimer | Privacv Policv | Accessibility Policv

http:llwww.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111

Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet

SOURCE: Underground Water Well ||SOURCE: Underground Water Wells (3)
COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE

Point Underground:
\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM

Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 000000

PLACE OF USE ------> CHANGED as follows:

--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *

NATURE OF USE ------> CHANGED as follows:

IRR = values are in acres.
STK = values are in ELUs meaning Cattle or Equivalent.
DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources |Rt | Disclaimer | Privacv Policv | Accessibility Policv

http:llwww.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111

Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*

NAME: Four Star Ranch Inc.
ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet

SOURCE: Underground Water Well ||SOURCE: Underground Water Wells (3)
COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE

Point Underground:
\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM

Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 000000

PLACE OF USE ------> CHANGED as follows:

--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *

NATURE OF USE ------> CHANGED as follows:

IRR = values are in acres.
STK = values are in ELUs meaning Cattle or Equivalent.
DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************

Utah Division of Water Rights | 1594 West North Temple Suite 220, P.O. Box 146300, Salt Lake City, Utah 84114-6300 | 801-538-7240
Natural Resources |Rt | Disclaimer | Privacv Policv | Accessibility Policv

http:llwww.waterrights.utah.gov/cblapps/chprint.exe?chnum=t40111

Sundry Number: 66174 API Well Number: 43047526420000
9/14/2015 CHPR I NT (t40111)

U Online Services Agency List Business Search

Utah Division of Waier a

Select Related Information V

(WARNING: Water Rights makes NO claims as to the accuracy of this data.) RUN DATE: 09/14/2015 Page 1

CHANGE: t40111 WATER RIGHT: 43-8875 CERT. NO.: COUNTY TAX ID#: 000

BASE WATER RIGHTS: 43-8875
43-11238

RIGHT EVIDENCED BY: 43-8875(A55646), 43-11238(A73912)
CHANGES: Point of Diversion [ ], Place of Use [X], Nature of Use [X], Reservoir Storage [ ].
*----------------------------------------------------------------------------------------------------------------------------------*
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ADDR: c/o David Yeaman

8281 North Trails Drive
Park City UT 84098

REMARKS:

DATES, ETC.*************************************************************************************************************************

FILED: 08/15/2014|PRIORITY: 08/15/2014|ADV BEGAN: |ADV ENDED: |NEWSPAPER: No Adv Required
ImpairDesig[NO ]|IMP NOTICE:
Water Rights which the State Engineer has Identified may Experience Quantity Impairment:

ProtestEnd: |PROTESTED: [ ]|HEARNG HLD: |SE ACTION: [Approved]|ActionDate:09/26/2014|PROOF DUE:
EXTENSION: |ELEC/PROOF:[ ]|ELEC/PROOF: |CERT/WUC: |LAP, ETC: 09/26/2015|LAPS LETTER:
RUSH LETTR: |RENOVATE: |RECON REQ: |TYPE: [ ]
*STATUS LINE-------------------- ------ ---- ------ - - --------------------*

Status: Approved
***************************************************************** *****************************************************************

***********************HERETOFOR E*********************** ************************HERE A FTE R************************
***************************************************************** *****************************************************************

FLOW: 14.0 acre-feet ||FLOW: 14.0 acre-feet
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COUNTY: Uintah ||COUNTY: Uintah COM DESC: Pelican Lake Area

POINT(S) OF DIVERSION ------> MAP VIEW***GOOGLE VIEW ||SAME AS HERETOFORE
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\(1) N 210 ft W 125 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 10 ins. Depth: 172 to ft. WELL ID#: 35390
\(2) N 216 ft W 115 ft from SE cor, Sec 28, T 75, R 20E, SLBM

| Diameter: 6 ins. Depth: 150 to ft. WELL ID#: 19138
\(3) N 243 ft W 145 ft from NW cor, Sec 28, T 75, R 20E, SLBM
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--NW¼-- --NE¼-- --SW¼-- --SE¼-- --NW¼-- --NE¼-- --SW¼-- --SE¼--

NNSS||NNSS||NNSS NNSS NNSS||NNSS||NNSS NNSS
WEWE||WEWE||WEWE WEWE WEWE||WEWE||WEWE WEWE

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T 7S R 20E SLBM *

Sec 28 T 7S R 20E SLBM * : : : ** : : : **X: : : ** : : :X* ALL T SS R 20E SLBM *
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DOM = values are in EDUs meaning Equivalent Domestic Units

(or Families).

SUPPLEMENTAL to Other Water Rights: Yes SUPPLEMENTAL to Other Water Rights: No

Historical Uses to be Discontinued during the Implementation
of this Application:

OTH: OIL RECOVERY: Oil and Gas USED 01/01 - 12/31
exploration and recovery

************************************************************************************************************************************

*******************************************************END OF D A T A********************************************************
************************************************************************************************************************************
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RECEIVED: Sep. 29, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

9 /29 /2015

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached drill report for FOUR STAR FED 6-27-7-20E,
encompassing all drilling operations to date.

NAME (PLEASE PRINT) PHONE NUMBER 
 Valari Crary 303 880-3637

TITLE
 Drilling And Completion Tech

SIGNATURE
 N/A

DATE
 9 /29 /2015

September 30, 2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/29/2015
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached drill report for FOUR STAR FED 6-27-7-20E ' Accepted by the
encompassing all drilling operations to date. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 30, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 9/29/2015

RECEIVED: Sep. 29,

Sundry Number: 66447 API Well Number: 43047526420000
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FOR RECORD ONLY
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Conductor, 132.0ftKB

Daily Contacts

Job Contact Mobile

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in) Stroke (in) Vol/Stk OR (b…

P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in) Stroke (in) Vol/Stk OR (b…

P (psi) Slow Spd Strokes (s… Eff (%)

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 1.0, DFS: -745.02

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather Temperature (°F) Road Condition Hole Condition

Operation At 6am

W/O SURF RIG
Operation Next 24hrs

24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, R/U & RUN 132" KB 16" CONDUCTOR PIPE, PRESS  
CEMENT W/15.8 PPG 1.15 CUFT/SK YIELD PREIUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @  
SURF, R/D RATHOLE RIG

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

Mud Checks

<depth>ftKB, <dttm>
Type Time Depth (ftKB) Density (lb/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (lbf/100ft²)

Gel 10 sec (lbf/100ft²) Gel 10 min (lbf/100ft²) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #<stringno>, <des>
Bit Run Drill Bit Length (ft) IADC Bit Dull TFA (incl Noz) (in²) BHA ROP …

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Depth Progress:

Report for: 9/1/2013

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

Og Daily Drilling Report Report for: 9/1/2013

c"""V""A 50 "B Report #: 1.0, DFS: -745.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Conductor, 132.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO SURF RIG

Job Contact Mobile
24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, RIU & RUN 132" KB 16" CONDUCTOR PIPE, PRESS
CEMENT Wl15.8 PPG 1.15 CUFTISK YIELD PRElUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @ Rigs
SURF, RID RATHOLE RIG Capstar Drilling, 316
Time Log Contractor Rig Number

Start Cum Dur Aty
Capstar Drillirig 316

Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

Jake Staton 307-315-5422

Mud Checks I, bardner-Denver, PZ-9

<depth>ftKB, <dttm>
F1uiliµ # Pwr (hp) Rod Dia (in)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
P (psi) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
2, Gardner-Denver, PZ-9

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Fuliiµ # Pwr (hp) Rod Dia (in)

2

Drill StringS
Lilici Gize (iii) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> P (psi) Slow Spd Strokes (s... Eff (%)
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in) f.1ud Ad Jili za Aliluulils
Field Est Consume

String Components
Des (Cost/unit) d

Comment Safety Checks

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Well bores

Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

Og Daily Drilling Report Report for: 9/1/2013

c"""V""A 50 "B Report #: 1.0, DFS: -745.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Conductor, 132.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO SURF RIG

Job Contact Mobile
24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, RIU & RUN 132" KB 16" CONDUCTOR PIPE, PRESS
CEMENT Wl15.8 PPG 1.15 CUFTISK YIELD PRElUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @ Rigs
SURF, RID RATHOLE RIG Capstar Drilling, 316
Time Log Contractor Rig Number

Start Cum Dur Aty
Capstar Drillirig 316

Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

Jake Staton 307-315-5422

Mud Checks I, bardner-Denver, PZ-9

<depth>ftKB, <dttm>
F1uiliµ # Pwr (hp) Rod Dia (in)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
P (psi) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
2, Gardner-Denver, PZ-9

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Fuliiµ # Pwr (hp) Rod Dia (in)

2

Drill StringS
Lilici Gize (iii) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> P (psi) Slow Spd Strokes (s... Eff (%)
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in) f.1ud Ad Jili za Aliluulils
Field Est Consume

String Components
Des (Cost/unit) d

Comment Safety Checks

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Well bores

Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

Og Daily Drilling Report Report for: 9/1/2013

c"""V""A 50 "B Report #: 1.0, DFS: -745.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Conductor, 132.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO SURF RIG

Job Contact Mobile
24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, RIU & RUN 132" KB 16" CONDUCTOR PIPE, PRESS
CEMENT Wl15.8 PPG 1.15 CUFTISK YIELD PRElUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @ Rigs
SURF, RID RATHOLE RIG Capstar Drilling, 316
Time Log Contractor Rig Number

Start Cum Dur Aty
Capstar Drillirig 316

Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

Jake Staton 307-315-5422

Mud Checks I, bardner-Denver, PZ-9

<depth>ftKB, <dttm>
F1uiliµ # Pwr (hp) Rod Dia (in)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
P (psi) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
2, Gardner-Denver, PZ-9

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Fuliiµ # Pwr (hp) Rod Dia (in)

2

Drill StringS
Lilici Gize (iii) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> P (psi) Slow Spd Strokes (s... Eff (%)
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in) f.1ud Ad Jili za Aliluulils
Field Est Consume

String Components
Des (Cost/unit) d

Comment Safety Checks

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Well bores

Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

Og Daily Drilling Report Report for: 9/1/2013

c"""V""A 50 "B Report #: 1.0, DFS: -745.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Conductor, 132.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO SURF RIG

Job Contact Mobile
24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, RIU & RUN 132" KB 16" CONDUCTOR PIPE, PRESS
CEMENT Wl15.8 PPG 1.15 CUFTISK YIELD PRElUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @ Rigs
SURF, RID RATHOLE RIG Capstar Drilling, 316
Time Log Contractor Rig Number

Start Cum Dur Aty
Capstar Drillirig 316

Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

Jake Staton 307-315-5422

Mud Checks I, bardner-Denver, PZ-9

<depth>ftKB, <dttm>
F1uiliµ # Pwr (hp) Rod Dia (in)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
P (psi) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
2, Gardner-Denver, PZ-9

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Fuliiµ # Pwr (hp) Rod Dia (in)

2

Drill StringS
Lilici Gize (iii) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> P (psi) Slow Spd Strokes (s... Eff (%)
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in) f.1ud Ad Jili za Aliluulils
Field Est Consume

String Components
Des (Cost/unit) d

Comment Safety Checks

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Well bores

Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

Og Daily Drilling Report Report for: 9/1/2013

c"""V""A 50 "B Report #: 1.0, DFS: -745.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Conductor, 132.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO SURF RIG

Job Contact Mobile
24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, RIU & RUN 132" KB 16" CONDUCTOR PIPE, PRESS
CEMENT Wl15.8 PPG 1.15 CUFTISK YIELD PRElUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @ Rigs
SURF, RID RATHOLE RIG Capstar Drilling, 316
Time Log Contractor Rig Number

Start Cum Dur Aty
Capstar Drillirig 316

Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

Jake Staton 307-315-5422

Mud Checks I, bardner-Denver, PZ-9

<depth>ftKB, <dttm>
F1uiliµ # Pwr (hp) Rod Dia (in)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
P (psi) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
2, Gardner-Denver, PZ-9

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Fuliiµ # Pwr (hp) Rod Dia (in)

2

Drill StringS
Lilici Gize (iii) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> P (psi) Slow Spd Strokes (s... Eff (%)
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in) f.1ud Ad Jili za Aliluulils
Field Est Consume

String Components
Des (Cost/unit) d

Comment Safety Checks

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Well bores

Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

Og Daily Drilling Report Report for: 9/1/2013

c"""V""A 50 "B Report #: 1.0, DFS: -745.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Conductor, 132.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO SURF RIG

Job Contact Mobile
24 Hr Summary

MIRU BUCKET RIG,DRILL 120' 24"CONDUCTOR HOLE, RIU & RUN 132" KB 16" CONDUCTOR PIPE, PRESS
CEMENT Wl15.8 PPG 1.15 CUFTISK YIELD PRElUM CEMENT, 5 BBLS GOOD CEMENT TO SURF, STAYED @ Rigs
SURF, RID RATHOLE RIG Capstar Drilling, 316

Time Log Contractor Rig Number

Start Cum Dur Aty
Capstar Drillirig 316

Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

Jake Staton 307-315-5422

Mud Checks I, bardner-Denver, PZ-9

<depth>ftKB, <dttm>
F1uiliµ # Pwr (hp) Rod Dia (in)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
P (psi) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
2, Gardner-Denver, PZ-9

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Fuliiµ # Pwr (hp) Rod Dia (in)

2

Drill StringS
Lilici Gize (iii) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> P (psi) Slow Spd Strokes (s... Eff (%)
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in) f.1ud Ad Jili za Aliluulils
Field Est Consume

String Components
Des (Cost/unit) d

Comment Safety Checks

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Well bores

Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Wellbore Name KO MD (ftKB)

Original Hole
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in) Stroke (in) Vol/Stk OR (b…

P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in) Stroke (in) Vol/Stk OR (b…

P (psi) Slow Spd Strokes (s… Eff (%)

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 2.0, DFS: -4.02

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather Temperature (°F) Road Condition Hole Condition

Operation At 6am

W/O DRILLING RIG
Operation Next 24hrs

24 Hr Summary

MIRU PRO PETRO RIG #11, DRILL 1072' KB 12 1/4" SURFACE HOLE, CIRC & COND HOLE, TOH,L/D BHA, R/U &  
RUN 23 JNTS 8 5/8" 24# ST&C SURF. CSG W/ THE SHOE SET@1054' KB, HOLD SAFTEY MEETING, R/U PRO  
PETRO CEMENTERS, CEMENT SURF CSG W/675 SKS (138 BBLS) 15.8 PPG, 1.15 CUFT/SK YIELD PREMIUM  
CEMENT, DROP PLUG, DISPLACE W/63 BBLS FRESH WATER, FULL RETURNS THRU OUT JOB BUMP PLUG  
T/750 PSI, BLEED OFF, FLOAT HELD, 48 BBLS CEMENT T/SURF, STAYED @ SURF, R/D PRO PETRO W/O  
DRILLING RIG

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

Mud Checks

<depth>ftKB, <dttm>
Type Time Depth (ftKB) Density (lb/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (lbf/100ft²)

Gel 10 sec (lbf/100ft²) Gel 10 min (lbf/100ft²) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (lbf/100ft²)
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Drill Strings
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Bit Run Drill Bit Length (ft) IADC Bit Dull TFA (incl Noz) (in²) BHA ROP …

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Depth Progress:

Report for: 9/12/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/12/2015

c"""V""A 50 "B Report #: 2.0, DFS: -4.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSWlO DRILLINGRIG

Job Contact Mobile
24 Hr Summary

MIRU PRO PETRO RIG #11, DRILL 1072' KB 12 1/4" SURFACE HOLE, CIRC & COND HOLE, TOH,L/D BHA, R/U &
RUN 23 JNTS 8 5/8" 24# ST&C SURF. CSG W/ THE SHOE SET@1054' KB, HOLD SAFTEY MEETING, R/U PRO Rigs
PETRO CEMENTERS, CEMENT SURF CSG Wl675 SKS (138 BBLS) 15.8 PPG, 1.15 CUFTISK YIELD PREMIUM Capstar Drilling, 316
CEMENT, DROP PLUG, DISPLACE Wl63 BBLS FRESH WATER, FULL RETURNS THRU OUT JOB BUMP PLUG Contractor Rig Number
T/750 PSI, BLEED OFF, FLOAT HELD, 48 BBLS CEMENT TISURF, STAYED @SURF, RID PRO PETRO W/O Capstar Drilling 316
DRILLINGRIG Rig Supervisor Phone Mobile

Time Log Jake Staton 307-315-5422

Start Cum Dur Aty I, bardner-Denver, PZ-9
Time End Time Dur (hr) (hr) Code Activity Com Pump # Pwr (hp) Rod Dia (in)

1

Mud Checks Liner Size (in) Stroke (in) Vol/Stk OR (b...

<depth>ftKB, <dttm>
P (nsi) Slow Spd Strokes (s... Eff (%)

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) 2, Cardner Denver, PZ 0
Pump # Pwr (hp) Rod Dia (in)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) 2
Liner Size (in) Stroke (in) Vol/Stk OR (b...

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (psi) Slow Spd Strokes (s... Eff (%)

Drill Strings
BHA #<stringno>, <des> Mud Additive Amounts

Bit Run DrillBit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Field Est Consume
Des (Cost/unit) d

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

Safetu Checks
String Components

Time Type Des

Comment

Wellbores
Drilling ParameterS Wellbore Name KO MD (ftKB)

cum Original Hole
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Engineering 425.00 1.0

Rental 50.00 1.0

Trucking 1.00 1,200.
0

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 3.0, DFS: -1.02

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Rain
Temperature (°F)

72.0
Road Condition

Good
Hole Condition

Operation At 6am

Nipple Up BOP
Operation Next 24hrs

Pressure Test BOP, Pick Up Directional Tools, T.I.H.,Drill  
Out 8 5/8'' Shoe Track, Drill & 7/8'' Production Hole

24 Hr Summary

M.I.R.U, Nipple up BOP

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 02:00 20.00 20.00 1 RIGUP & 
TEARDOWN

Move In / Rig Up from Hi Way Move

02:00 06:00 4.00 24.00 14 NIPPLE UP 
B.O.P

Nipple Up Bop

Mud Checks

1,072.0ftKB, 9/15/2015 10:00
Type

Water
Time

10:00
Depth (ftKB)

1,072.0
Density (lb/gal)

8.40
Funnel Viscosity (s/qt)

26
PV Override (cP) YP OR (lbf/100ft²)

Gel 10 sec (lbf/100ft²) Gel 10 min (lbf/100ft²) Filtrate (mL/30min) Filter Cake (1/32") pH

8.5
Sand (%)

0.0
Solids (%)

MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #<stringno>, <des>
Bit Run Drill Bit Length (ft) IADC Bit Dull TFA (incl Noz) (in²) BHA ROP …

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Depth Progress:

Report for: 9/15/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/15/2015

c"""V""A 50 "B Report #: 3.0, DFS: -1.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Rain 72.0 Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Nipple Up BOP Pressure Test BOP, Pick Up Directional Tools, T.I.H.,Drill

Out 8 5/8" Shoe Track, Drill & 7/8" Production Hole Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

M.I.R.U, Nipple up BOP

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 02:00 20.00 20.00 1 RIGUP & Move In / Rig Up from Hi Way Move Capstar Drilling, 316
TEARDOWN Contractor Rig Number

02:00 06:00 4.00 24.00 14 NIPPLE UP Nipple Up Bop Capstar Drilling 316
B.O.P Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
Mud Checks
1,072.0ftKB, 9/15/2015 10:00 Piimp # Pwr (hp) Rod Dia (in)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2

Water 10:00 1,072.0 8.40 26 I in r Riv (in) Stroke (in) Vol/Stk OR (b...
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) 6 9.02 0.079

8.5 0.0
P (pei) Slow Spd Strokes (s... Eff (%)

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) , dnV Maf, Û

Pump # Pwr (hp) Rod Dia (in)

Drill StringS
Liner Size (in) Stroke (in) Vol/Stk OR (b...

BHA #<stringno>, <des> 6 9.02 0.079
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... P (psi) Slow Spd Strokes (s... Eff (%)

Nozzles (1/32") String Length (ft) Max Nominal OD (in)
Mud Additive Amounts

String Components Field Est Consume
Des (Cost/unit) d

Comment
Enginccring 425.00 1.0
Rental 50.00 1.0

Drilling Parameters Trucking 1.00 1,200.
Cum 0
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

i ime Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/15/2015

c"""V""A 50 "B Report #: 3.0, DFS: -1.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 0.0 0.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Rain 72.0 Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
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24 Hr Summary

M.I.R.U, Nipple up BOP

Time Log Brent Bascom 970-250-2928
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Drill StringS
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BHA #<stringno>, <des> 6 9.02 0.079
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i ime Type Des

Wellbores
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M.I.R.U, Nipple up BOP
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

1,072.0
End Depth (ftKB)

1,072.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Engineering 425.00 1.0

Rental 50.00 1.0

Tax 1.00 3.03

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 4.0, DFS: -0.02

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Rain
Temperature (°F)

70.0
Road Condition

Good
Hole Condition

Operation At 6am

Drill Cement
Operation Next 24hrs

Drill 7 7/8'' Production Hole From 1072'
24 Hr Summary

Nipple Up ,Pressure Test BOP, Pick Up Directional Tools, T.I.H.,Drill Out 8 5/8'' Shoe Track

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 16:00 10.00 10.00 14 NIPPLE UP 
B.O.P

Finish Nipple Up BOP, Change Ram Position, Pipe Rams Over  
Blind Rams

16:00 22:00 6.00 16.00 15 TEST B.O.P Pressure Test BOP, Pipe Rams, Blind Rams, Safety Valves,  
Lines, Choke Manifold 3000 PSI/10 Min. Annular BOP 1500  
Psi/10 Min., Casing 1500 Psi/ 30 Min.

22:00 23:30 1.50 17.50 1 RIGUP & 
TEARDOWN

Install Hi-Torque Swivel Motors

23:30 01:30 2.00 19.50 6 TRIPS Pick up Directional Tools & BHA

01:30 02:30 1.00 20.50 9 CUT OFF 
DRILL LINE

Cut & Slip 80' Drilling LIne

02:30 03:30 1.00 21.50 6 TRIPS Trip In Hole , Tag Cement @ 933'

03:30 06:00 2.50 24.00 22 OPEN Drill Cement & Float Equiptment

Mud Checks

1,072.0ftKB, 9/16/2015 10:00
Type

Water
Time

10:00
Depth (ftKB)

1,072.0
Density (lb/gal)

8.40
Funnel Viscosity (s/qt)

26
PV Override (cP) YP OR (lbf/100ft²)

Gel 10 sec (lbf/100ft²) Gel 10 min (lbf/100ft²) Filtrate (mL/30min) Filter Cake (1/32") pH

8.5
Sand (%)

0.0
Solids (%)

MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 1,072.0 1,072.0 394 50 50 5,000.
0

Depth Progress: 0.00

Report for: 9/16/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/16/2015
cres r rn Report#:4.0,DFS:-0.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 1,072.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Rain 70.0 Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drill Cement Drill 7 7/8" Production Hole From 1072'

Job Contact Mobile
24 Hr Summary

Nipple Up ,Pressure Test BOP, Pick Up Directional Tools, T.I.H.,Drill Out 8 5/8" Shoe Track Floyd Mitchell 435-823-3608

Time Log
Bront Bacocm 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com

06:00 16:00 10.00 10.00 14 NIPPLE UP Finish Nipple Up BOP, Change Ram Position, Pipe Rams Over Rigs
B.O.P Blind Rams Capstar Drilling, 316

16:00 22:00 6.00 16.00 15 TEST B.O.P Pressure Test BOP, Pipe Rams, Blind Rams, Safety ValveS, Contractor Rig Number

Lines, Choke Manifold 3000 PSI/10 Min. Annular BOP 1500 Capstar Drilling 316
Psil10 Min., Casing 1500 Psil 30 Min. Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
22:00 23:30 1.50 17.50 1 RIGUP & Install Hi-Torque Swivel Motors

TEARDOWN 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

23:30 01:30 2.00 19.50 6 TRIPS Pick up Directional Tools & BHA 1
01:30 02:30 1.00 20.50 9 CUT OFF Cut & Slip 80' Drilling Llne Liner Size (in) Stroke (in) Vol/Stk OR (b...

DRILL LINE 6 9.02 0.079

02:30 03:30 1.00 21.50 6 TRIPS Trip In Hole , Tag Cement @933, F (µ>i) SlowSpd Strokes (s... Eff(%)

03:30 06:00 2.50 24.00 22 OPEN Drill Cement & Float Equiptment 2, Gardner-Denver, PZ-9
Mud CheckS Pump # Pwr (hp) Rod Dia (in)

1,072.0ftKB, 9/16/2015 10:00 2
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Liner Size (in) Stroke (in) Vol/Stk OR (b...

Water 10:00 1,072.0 8.40 26 6 9.02 0.079
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) P (psi) Slow Spd Strokes (s... Eff (%)

8.5 0.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) Mud Additive Amounts

2,000.000 0.1 0.100 Field Est Consume
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Des (Cost/unit) d

Engineering 425.00 1.0
Drill Strings Rental 50.00 1.0
BHA #1, Steerable Tav 1.00 3.03
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Safety Checks
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Time Type Des
16/16/16/16/16/16 561.36 6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP Wellbores
Comment Wellbore Name KO MD (ftKB)
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Original Hole
2.5"DC) (10-4.5"HWDP)

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 1,072.0 1,072.0 394 50 50 5,000.
0
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Bront Bacocm 970-250-2928
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MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) Mud Additive Amounts

2,000.000 0.1 0.100 Field Est Consume
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Des (Cost/unit) d

Engineering 425.00 1.0
Drill Strings Rental 50.00 1.0
BHA #1, Steerable Tav 1.00 3.03
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Safety Checks
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Time Type Des
16/16/16/16/16/16 561.36 6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP Wellbores
Comment Wellbore Name KO MD (ftKB)
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Original Hole
2.5"DC) (10-4.5"HWDP)

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 1,072.0 1,072.0 394 50 50 5,000.
0

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/16/2015
cres r rn Report#:4.0,DFS:-0.02

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 1,072.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Rain 70.0 Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drill Cement Drill 7 7/8" Production Hole From 1072'

Job Contact Mobile
24 Hr Summary

Nipple Up ,Pressure Test BOP, Pick Up Directional Tools, T.I.H.,Drill Out 8 5/8" Shoe Track Floyd Mitchell 435-823-3608

Time Log
Bront Bacocm 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com

06:00 16:00 10.00 10.00 14 NIPPLE UP Finish Nipple Up BOP, Change Ram Position, Pipe Rams Over Rigs
B.O.P Blind Rams Capstar Drilling, 316

16:00 22:00 6.00 16.00 15 TEST B.O.P Pressure Test BOP, Pipe Rams, Blind Rams, Safety ValveS, Contractor Rig Number

Lines, Choke Manifold 3000 PSI/10 Min. Annular BOP 1500 Capstar Drilling 316
Psil10 Min., Casing 1500 Psil 30 Min. Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
22:00 23:30 1.50 17.50 1 RIGUP & Install Hi-Torque Swivel Motors

TEARDOWN 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

23:30 01:30 2.00 19.50 6 TRIPS Pick up Directional Tools & BHA 1
01:30 02:30 1.00 20.50 9 CUT OFF Cut & Slip 80' Drilling Llne Liner Size (in) Stroke (in) Vol/Stk OR (b...

DRILL LINE 6 9.02 0.079

02:30 03:30 1.00 21.50 6 TRIPS Trip In Hole , Tag Cement @933, F (µ>i) SlowSpd Strokes (s... Eff(%)

03:30 06:00 2.50 24.00 22 OPEN Drill Cement & Float Equiptment 2, Gardner-Denver, PZ-9
Mud CheckS Pump # Pwr (hp) Rod Dia (in)

1,072.0ftKB, 9/16/2015 10:00 2
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Liner Size (in) Stroke (in) Vol/Stk OR (b...

Water 10:00 1,072.0 8.40 26 6 9.02 0.079
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) P (psi) Slow Spd Strokes (s... Eff (%)

8.5 0.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) Mud Additive Amounts

2,000.000 0.1 0.100 Field Est Consume
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Des (Cost/unit) d

Engineering 425.00 1.0
Drill Strings Rental 50.00 1.0
BHA #1, Steerable Tav 1.00 3.03
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Safety Checks
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Time Type Des
16/16/16/16/16/16 561.36 6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP Wellbores
Comment Wellbore Name KO MD (ftKB)
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Original Hole
2.5"DC) (10-4.5"HWDP)

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 1,072.0 1,072.0 394 50 50 5,000.
0
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

1,072.0
End Depth (ftKB)

2,770.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

900.0
Slow Spd

No
Strokes (s…

125
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Bentonite 5.51 96.0

DAP 25.75 3.0

Engineering 425.00 1.0

Pac-R 110.59 1.0

Pallet 20.00 2.0

Rental 50.00 1.0

Shrink Wrap 20.00 2.0

Tax 1.00 51.23

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 5.0, DFS: 0.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

76.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Drilling @ 2770'
Operation Next 24hrs

Drill 7 7/8'' Production Hole
24 Hr Summary

Drill 7 7/8'' Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113'  
to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072'

06:30 07:00 0.50 1.00 2 DRILL 
ACTUAL

Drill 7 7/8'' Production Hole f/ 1072' to 1113' (41' @ 82 fph)

07:00 07:30 0.50 1.50 7 LUBRICATE  
RIG

Rig Service

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain

11:00 06:00 19.00 24.00 2 DRILL 
ACTUAL

Drill / Slide f/ 1113' to 2770' (1657' @ 87.2 fph) 22k wob, 394  
gpm, No Losses

Mud Checks

1,113.0ftKB, 9/17/2015 10:00
Type

Water
Time

10:00
Depth (ftKB)

1,113.0
Density (lb/gal)

8.50
Funnel Viscosity (s/qt)

27
PV Override (cP)

1.0
YP OR (lbf/100ft²)

1.000
Gel 10 sec (lbf/100ft²)

1.000
Gel 10 min (lbf/100ft²)

1.000
Filtrate (mL/30min) Filter Cake (1/32") pH

9.5
Sand (%)

0.0
Solids (%)

1.0
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,500.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 1,072.0 2,770.0 1,698.0
0

19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0

Depth Progress: 1,698.00

Report for: 9/17/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/17/2015
cr es r rn Report #: 5.0, DFS: 0.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,698.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 2,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 76.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @2770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill 7 7/8" Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113, Floyd Mitchell 435-823-3608

to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072' Capstar Drilling, 316
06:30 07:00 0.50 1.00 2 DRILL Drill 7 7/8" Production Hole f/ 1072' to 1113' (41' @82 fph) Contractor Rig Number

ACTUAL Capstar Drilling 316

07:00 07:30 0.50 1.50 7 LUBRICATE Rig Service ke t on
P3h07 3M15

422RIG
1, Gardner Denver, PZ 9

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain Pump# Pwr(hp) Rod Dia (in)

11:00 06:00 19.00 24.00 2 DRILL Drill / Slide fl 1113' to 2770' (1657' @87.2 fph) 22k wob, 394 1
ACTUAL gpm, No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079Mud Checks
P (pa;) Slow Spd Strokes (s... Eff (%)

1,113.0ftKB, 9/17/2015 10:00
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Water 10:00 1,113.0 8.50 27 1.0 1.000 2, Gardner-Denver, PZ-9

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pa...p # Pwr (hp) Rod Dia (in)

1.000 1.000 9.5 0.0 1.0 2

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 L;aor 0;zo (;..) Stroke (in) Vol/Stk OR (b...

2,500.000 0.1 0.100 6 9.02 0.079

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (pa;) Slow Spd Strokes (s... Eff (%)

900.0 No 125 95

Drill Strings Mud Additive Amounts

BHA #1, Steerable Field Est Consume
Des (Cost/unit) d

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Benton ite 5.51 96.01 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) DAP 25.75 3.0
16/16/16/16/16/16 561.36 6.500 Engineering 425.00 1.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Pac-R 110.59 1.0

Comment Pallet 20.00 2.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

Rhrinic Wrap 20.00 2.0
Drilling Parameters

Tax 1.00 51.23
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 1,072.0 2,770.0 1,698.0 19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0 0

Wellbutes
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/17/2015
cr es r rn Report #: 5.0, DFS: 0.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,698.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 2,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 76.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @2770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill 7 7/8" Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113, Floyd Mitchell 435-823-3608

to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072' Capstar Drilling, 316
06:30 07:00 0.50 1.00 2 DRILL Drill 7 7/8" Production Hole f/ 1072' to 1113' (41' @82 fph) Contractor Rig Number

ACTUAL Capstar Drilling 316

07:00 07:30 0.50 1.50 7 LUBRICATE Rig Service ke t on
P3h07 3M15

422RIG
1, Gardner Denver, PZ 9

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain Pump# Pwr(hp) Rod Dia (in)

11:00 06:00 19.00 24.00 2 DRILL Drill / Slide fl 1113' to 2770' (1657' @87.2 fph) 22k wob, 394 1
ACTUAL gpm, No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079Mud Checks
P (pa;) Slow Spd Strokes (s... Eff (%)

1,113.0ftKB, 9/17/2015 10:00
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Water 10:00 1,113.0 8.50 27 1.0 1.000 2, Gardner-Denver, PZ-9

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pa...p # Pwr (hp) Rod Dia (in)

1.000 1.000 9.5 0.0 1.0 2

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 L;aor 0;zo (;..) Stroke (in) Vol/Stk OR (b...

2,500.000 0.1 0.100 6 9.02 0.079

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (pa;) Slow Spd Strokes (s... Eff (%)

900.0 No 125 95

Drill Strings Mud Additive Amounts

BHA #1, Steerable Field Est Consume
Des (Cost/unit) d

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Benton ite 5.51 96.01 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) DAP 25.75 3.0
16/16/16/16/16/16 561.36 6.500 Engineering 425.00 1.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Pac-R 110.59 1.0

Comment Pallet 20.00 2.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

Rhrinic Wrap 20.00 2.0
Drilling Parameters

Tax 1.00 51.23
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 1,072.0 2,770.0 1,698.0 19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0 0

Wellbutes
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/17/2015
cr es r rn Report #: 5.0, DFS: 0.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,698.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 2,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 76.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @2770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill 7 7/8" Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113, Floyd Mitchell 435-823-3608

to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072' Capstar Drilling, 316
06:30 07:00 0.50 1.00 2 DRILL Drill 7 7/8" Production Hole f/ 1072' to 1113' (41' @82 fph) Contractor Rig Number

ACTUAL Capstar Drilling 316

07:00 07:30 0.50 1.50 7 LUBRICATE Rig Service ke t on
P3h07 3M15

422RIG
1, Gardner Denver, PZ 9

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain Pump# Pwr(hp) Rod Dia (in)

11:00 06:00 19.00 24.00 2 DRILL Drill / Slide fl 1113' to 2770' (1657' @87.2 fph) 22k wob, 394 1
ACTUAL gpm, No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079Mud Checks
P (pa;) Slow Spd Strokes (s... Eff (%)

1,113.0ftKB, 9/17/2015 10:00
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Water 10:00 1,113.0 8.50 27 1.0 1.000 2, Gardner-Denver, PZ-9

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pa...p # Pwr (hp) Rod Dia (in)

1.000 1.000 9.5 0.0 1.0 2

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 L;aor 0;zo (;..) Stroke (in) Vol/Stk OR (b...

2,500.000 0.1 0.100 6 9.02 0.079

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (pa;) Slow Spd Strokes (s... Eff (%)

900.0 No 125 95

Drill Strings Mud Additive Amounts

BHA #1, Steerable Field Est Consume
Des (Cost/unit) d

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Benton ite 5.51 96.01 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) DAP 25.75 3.0
16/16/16/16/16/16 561.36 6.500 Engineering 425.00 1.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Pac-R 110.59 1.0

Comment Pallet 20.00 2.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

Rhrinic Wrap 20.00 2.0
Drilling Parameters

Tax 1.00 51.23
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 1,072.0 2,770.0 1,698.0 19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0 0

Wellbutes
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/17/2015
cr es r rn Report #: 5.0, DFS: 0.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,698.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 2,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 76.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @2770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill 7 7/8" Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113, Floyd Mitchell 435-823-3608

to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072' Capstar Drilling, 316
06:30 07:00 0.50 1.00 2 DRILL Drill 7 7/8" Production Hole f/ 1072' to 1113' (41' @82 fph) Contractor Rig Number

ACTUAL Capstar Drilling 316

07:00 07:30 0.50 1.50 7 LUBRICATE Rig Service ke t on
P3h07 3M15

422RIG
1, Gardner Denver, PZ 9

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain Pump# Pwr(hp) Rod Dia (in)

11:00 06:00 19.00 24.00 2 DRILL Drill / Slide fl 1113' to 2770' (1657' @87.2 fph) 22k wob, 394 1
ACTUAL gpm, No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079Mud Checks
P (pa;) Slow Spd Strokes (s... Eff (%)

1,113.0ftKB, 9/17/2015 10:00
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Water 10:00 1,113.0 8.50 27 1.0 1.000 2, Gardner-Denver, PZ-9

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pa...p # Pwr (hp) Rod Dia (in)

1.000 1.000 9.5 0.0 1.0 2

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 L;aor 0;zo (;..) Stroke (in) Vol/Stk OR (b...

2,500.000 0.1 0.100 6 9.02 0.079

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (pa;) Slow Spd Strokes (s... Eff (%)

900.0 No 125 95

Drill Strings Mud Additive Amounts

BHA #1, Steerable Field Est Consume
Des (Cost/unit) d

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Benton ite 5.51 96.01 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) DAP 25.75 3.0
16/16/16/16/16/16 561.36 6.500 Engineering 425.00 1.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Pac-R 110.59 1.0

Comment Pallet 20.00 2.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

Rhrinic Wrap 20.00 2.0
Drilling Parameters

Tax 1.00 51.23
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 1,072.0 2,770.0 1,698.0 19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0 0

Wellbutes
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/17/2015
cr es r rn Report #: 5.0, DFS: 0.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,698.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 2,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 76.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @2770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill 7 7/8" Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113, Floyd Mitchell 435-823-3608

to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072' Capstar Drilling, 316
06:30 07:00 0.50 1.00 2 DRILL Drill 7 7/8" Production Hole f/ 1072' to 1113' (41' @82 fph) Contractor Rig Number

ACTUAL Capstar Drilling 316

07:00 07:30 0.50 1.50 7 LUBRICATE Rig Service ke t on
P3h07 3M15

422RIG
1, Gardner Denver, PZ 9

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain Pump# Pwr(hp) Rod Dia (in)

11:00 06:00 19.00 24.00 2 DRILL Drill / Slide fl 1113' to 2770' (1657' @87.2 fph) 22k wob, 394 1
ACTUAL gpm, No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079Mud Checks
P (pa;) Slow Spd Strokes (s... Eff (%)

1,113.0ftKB, 9/17/2015 10:00
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Water 10:00 1,113.0 8.50 27 1.0 1.000 2, Gardner-Denver, PZ-9

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pa...p # Pwr (hp) Rod Dia (in)

1.000 1.000 9.5 0.0 1.0 2

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 L;aor 0;zo (;..) Stroke (in) Vol/Stk OR (b...

2,500.000 0.1 0.100 6 9.02 0.079

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (pa;) Slow Spd Strokes (s... Eff (%)

900.0 No 125 95

Drill Strings Mud Additive Amounts

BHA #1, Steerable Field Est Consume
Des (Cost/unit) d

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Benton ite 5.51 96.01 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) DAP 25.75 3.0
16/16/16/16/16/16 561.36 6.500 Engineering 425.00 1.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Pac-R 110.59 1.0

Comment Pallet 20.00 2.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

Rhrinic Wrap 20.00 2.0
Drilling Parameters

Tax 1.00 51.23
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 1,072.0 2,770.0 1,698.0 19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0 0

Wellbutes
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/17/2015
cr es r rn Report #: 5.0, DFS: 0.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,698.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 1,072.0 2,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 76.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @2770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill 7 7/8" Production Hole From 1072' to 1113', Rig Repair, Replace Drwks Drive Chain, Continue Drill / Slide f/ 1113, Floyd Mitchell 435-823-3608

to 2770' (87.2 fph) 394 gpm, 22k WOB. Lithology - 50%SH,40%SS,10%CLYST , BKG 170 u, Conn. 83 u, Peak 2614 u.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 22 OPEN Drill Cement & Float Equiptment fl 1027' to 1072' Capstar Drilling, 316
06:30 07:00 0.50 1.00 2 DRILL Drill 7 7/8" Production Hole f/ 1072' to 1113' (41' @82 fph) Contractor Rig Number

ACTUAL Capstar Drilling 316

07:00 07:30 0.50 1.50 7 LUBRICATE Rig Service ke t on
P3h07 3M15

422RIG
1, Gardner Denver, PZ 9

07:30 11:00 3.50 5.00 8 REPAIR RIG Rig Repair - Replace /Tighten Drawworks Drive Chain Pump# Pwr(hp) Rod Dia (in)

11:00 06:00 19.00 24.00 2 DRILL Drill / Slide fl 1113' to 2770' (1657' @87.2 fph) 22k wob, 394 1
ACTUAL gpm, No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079Mud Checks
P (pa;) Slow Spd Strokes (s... Eff (%)

1,113.0ftKB, 9/17/2015 10:00
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

Water 10:00 1,113.0 8.50 27 1.0 1.000 2, Gardner-Denver, PZ-9

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pa...p # Pwr (hp) Rod Dia (in)

1.000 1.000 9.5 0.0 1.0 2

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 L;aor 0;zo (;..) Stroke (in) Vol/Stk OR (b...

2,500.000 0.1 0.100 6 9.02 0.079

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
P (pa;) Slow Spd Strokes (s... Eff (%)

900.0 No 125 95

Drill Strings Mud Additive Amounts

BHA #1, Steerable Field Est Consume
Des (Cost/unit) d

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Benton ite 5.51 96.01 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) DAP 25.75 3.0
16/16/16/16/16/16 561.36 6.500 Engineering 425.00 1.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Pac-R 110.59 1.0

Comment Pallet 20.00 2.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

Rhrinic Wrap 20.00 2.0
Drilling Parameters

Tax 1.00 51.23
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt Safety Checks
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 1,072.0 2,770.0 1,698.0 19.50 87.1 394 22 50 1,200.0 54 85 8,900.
0 0

Wellbutes
Wellbore Name KO MD (ftKB)

Original Hole
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

2,770.0
End Depth (ftKB)

4,000.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,200.0
Slow Spd

No
Strokes (s…

125
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Barite 10.50 40.0

DAP 25.75 32.0

Engineering 425.00 1.0

Hole Seal 17.62 2.0

Pac-R 110.59 2.0

Pallet 20.00 1.0

Rental 50.00 1.0

Shrink Wrap 20.00 1.0

Tax 1.00 86.81

Trucking 1.00 800.0

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 6.0, DFS: 1.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

77.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Drilling @ 4000'
Operation Next 24hrs

Drill 7 7/8'' Production Hole
24 Hr Summary

Drill / Slide f/ 2770' to 4000' ( 1230' @ 54.7 fph)18- 20k wob, 378 gpm, No Losses. lithology, 50%SH,30%DOLST,20%
MRLST -BKG 140-109 u, Conn. 17-1539 u, Peak 480 u @ 3831', Mahogany Bench top expected at 4496'.

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 06:30 0.50 0.50 2 DRILL 
ACTUAL

Drill / Slide f/ 2770' to 2823' (53' @ 106 fph) 20k wob, 394 gpm,  
No Losses

06:30 07:30 1.00 1.50 8 REPAIR RIG Tighten Drwks Drive Chain

07:30 08:30 1.00 2.50 2 DRILL 
ACTUAL

Drill / Slide f/ 2823' to 2865 (42 fph) 20k wob, 394 gpm, No  
Losses

08:30 09:00 0.50 3.00 7 LUBRICATE  
RIG

Rig service

09:00 06:00 21.00 24.00 2 DRILL 
ACTUAL

Drill / Slide f/ 2865' to 4000' ( 1135' @ 54  fph)18- 20k wob, 378  
gpm, No Losses

Mud Checks

2,925.0ftKB, 9/18/2015 10:00
Type

DAP
Time

10:00
Depth (ftKB)

2,925.0
Density (lb/gal)

9.20
Funnel Viscosity (s/qt)

30
PV Override (cP)

6.0
YP OR (lbf/100ft²)

4.000
Gel 10 sec (lbf/100ft²)

8.000
Gel 10 min (lbf/100ft²)

16.000
Filtrate (mL/30min)

47.0
Filter Cake (1/32") pH

8.0
Sand (%)

0.5
Solids (%)

6.5
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 2,770.0 4,000.0 2,928.0
0

42.00 54.7 378 22 50 1,250.0 74 110 9,700.
0

Depth Progress: 1,230.00

Report for: 9/18/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/18/2015
cr es r rn Report #: 6.0, DFS: 1.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 1,230.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 2,770.0 4,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 77.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4000' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide fl 2770' to 4000' ( 1230' @54.7 fph)18- 20k wob, 378 gpm, No Losses. lithology, 50%SH,30%DOLST,20% Floyd Mitchell 435-823-3608

MRLST -BKG 140-109 u, Conn. 17-1539 u, Peak 480 u @3831', Mahogany Bench top expected at 4496'.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 2 DRILL Drill / Slide fl 2770' to 2823' (53' @ 106 fph) 20k wob, 394 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

06:30 07:30 1.00 1.50 8 REPAIR RIG Tighten Drwks Drive Chain Capstar Drilling 316
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Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 10:00 2,925.0 9.20 30 6.0 4.000 Pump # Pwr (hp) Rod Dia (in)
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Job Contact Mobile
24 Hr Summary

Drill / Slide fl 2770' to 4000' ( 1230' @54.7 fph)18- 20k wob, 378 gpm, No Losses. lithology, 50%SH,30%DOLST,20% Floyd Mitchell 435-823-3608

MRLST -BKG 140-109 u, Conn. 17-1539 u, Peak 480 u @3831', Mahogany Bench top expected at 4496'.

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 06:30 0.50 0.50 2 DRILL Drill / Slide fl 2770' to 2823' (53' @ 106 fph) 20k wob, 394 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

06:30 07:30 1.00 1.50 8 REPAIR RIG Tighten Drwks Drive Chain Capstar Drilling 316
Rig 3uµeivioui Phone Mobile07:30 08:30 1.00 2.50 2 DRILL Drill / Slide fl 2823' to 2865 (42 fph) 20k wob, 394 gpm, No Jake Staton 307-315-5422

ACTUAL Losses
1, Gardner Denver, PZ 9

08:30 09:00 0.50 3.00 7 LUBRICATE Rig service Pump # Pwr (hp) Rod Dia (in)
RIG 1

09:00 06:00 21.00 24.00 2 DRILL Drill / Slide fl 2865' to 4000' ( 1135' @54 fph)18- 20k wob, 378 Liner Size (in) Stroke (in) Vol/Stk OR (b...

ACTUAL gpm, No Losses 6 9.02 0.079

Mud CheckS
F (µ>i) SlowSpd Strokes (s... Eff(%)

2,925.0ftKB, 9/18/2015 10:00 2, Gardner Denver, PZ 9
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 10:00 2,925.0 9.20 30 6.0 4.000 Pump # Pwr (hp) Rod Dia (in)

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)
8.000 16.000 47.0 8.0 0.5 6.5 Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 P (psi) Slow Spd Strokes (s... Eff (%)
1,200.0 No 125 95

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)
Mud Additive Amounts

. Field Est ConsumeDrill StrmgS
Des (Cost/unit) d

BHA #1, Steerable Rarito 10.50 40.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 DAP 25.75 32.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Engineering 425.00 1.0
16/16/16/16/16/16 561.36 6.500 Hnla Real 17.62 2.0
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP Pac-R 110.59 2.0
Comment Pallet 20.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Rental 50.00 1.0
2.5"DC) (10-4.5"HWDP)

heink Wrap 20.00 1.0Drilling Parameters
cum Tax 1.00 86.81
Drill WOB Trucking 1.00 800.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 2,770.0 4,000.0 2,928.0 42.00 54.7 378 22 50 1,250.0 74 110 9,700. Gafety Clistia

0 0 Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

4,000.0
End Depth (ftKB)

4,917.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,250.0
Slow Spd

No
Strokes (s…

120
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Barite 10.50 20.0

DAP 25.75 65.0

Engineering 425.00 1.0

Hole Seal 17.62 24.0

Pac-R 110.59 9.0

Pallet 20.00 3.0

Rental 50.00 1.0

Sawdust 3.50 75.0

Sea Mud 12.58 40.0

Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
0

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 7.0, DFS: 2.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

71.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Drilling @ 4917'
Operation Next 24hrs

Drill 7 7/8'' Production Hole
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917'' @ 39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST  
-BKG 200-250 u, Conn. 180 u, Peak 527 u @ 3831', Mahogany Bench Top at 4624'.MD

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 14:00 8.00 8.00 2 DRILL 
ACTUAL

Drill / Slide f/ 4000' to 4319' ( 319' @ 39.9  fph)18k wob, 346 gpm,  
No Losses

14:00 15:00 1.00 9.00 9 CUT OFF 
DRILL LINE

Cut & Slip 150' Drilling line

15:00 06:00 15.00 24.00 2 DRILL 
ACTUAL

Drill / Slide f/ 4319' to 4917' ( 598' @ 39.9  fph)18k wob, 378 gpm,  
No Losses

Mud Checks

4,141.0ftKB, 9/19/2015 09:30
Type

DAP
Time

09:30
Depth (ftKB)

4,141.0
Density (lb/gal)

9.30
Funnel Viscosity (s/qt)

33
PV Override (cP)

8.0
YP OR (lbf/100ft²)

7.000
Gel 10 sec (lbf/100ft²)

9.000
Gel 10 min (lbf/100ft²)

20.000
Filtrate (mL/30min)

19.0
Filter Cake (1/32") pH

8.0
Sand (%)

0.5
Solids (%)

7.3
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 4,000.0 4,917.0 3,845.0
0

65.00 39.9 378 18 50 1,250.0 87 120 9,700.
0

Depth Progress: 917.00

Report for: 9/19/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/19/2015
cr es r rn Report #: 7.0, DFS: 2.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 917.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,000.0 4,917.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 71.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4917' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917" @39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST Floyd Mitchell 435-823-3608

-BKG 200-250 u, Conn. 180 u, Peak 527 u @3831', Mahogany Bench Top at 4624'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 14:00 8.00 8.00 2 DRILL Drill / Slide f/ 4000' to 4319' ( 319' @39.9 fph)18k wob, 346 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

14:00 15:00 1.00 9.00 9 CUT OFF Cut & Slip 150' Drilling line Capstar Drilling 316
DRILL LINE Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
15:00 06:00 15.00 24.00 2 DRILL Drill / Slide f/ 4319' to 4917' ( 598' @39.9 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
4,141.0ftKB, 9/19/2015 09:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 09:30 4,141.0 9.30 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 20.000 19.0 8.0 0.5 7.3 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 20.0
sSt thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 65.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 24.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 9.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 75.0

Original Hole 4,000.0 4,917.0 3,845.0 65.00 39.9 378 18 50 1,250.0 87 120 9,700. Sea Mud 12.58 40.0
0 0 Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
O

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/19/2015
cr es r rn Report #: 7.0, DFS: 2.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 917.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,000.0 4,917.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 71.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4917' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917" @39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST Floyd Mitchell 435-823-3608

-BKG 200-250 u, Conn. 180 u, Peak 527 u @3831', Mahogany Bench Top at 4624'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 14:00 8.00 8.00 2 DRILL Drill / Slide f/ 4000' to 4319' ( 319' @39.9 fph)18k wob, 346 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

14:00 15:00 1.00 9.00 9 CUT OFF Cut & Slip 150' Drilling line Capstar Drilling 316
DRILL LINE Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
15:00 06:00 15.00 24.00 2 DRILL Drill / Slide f/ 4319' to 4917' ( 598' @39.9 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
4,141.0ftKB, 9/19/2015 09:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 09:30 4,141.0 9.30 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 20.000 19.0 8.0 0.5 7.3 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 20.0
sSt thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 65.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 24.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 9.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 75.0

Original Hole 4,000.0 4,917.0 3,845.0 65.00 39.9 378 18 50 1,250.0 87 120 9,700. Sea Mud 12.58 40.0
0 0 Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
O

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/19/2015
cr es r rn Report #: 7.0, DFS: 2.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 917.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,000.0 4,917.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 71.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4917' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917" @39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST Floyd Mitchell 435-823-3608

-BKG 200-250 u, Conn. 180 u, Peak 527 u @3831', Mahogany Bench Top at 4624'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 14:00 8.00 8.00 2 DRILL Drill / Slide f/ 4000' to 4319' ( 319' @39.9 fph)18k wob, 346 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

14:00 15:00 1.00 9.00 9 CUT OFF Cut & Slip 150' Drilling line Capstar Drilling 316
DRILL LINE Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
15:00 06:00 15.00 24.00 2 DRILL Drill / Slide f/ 4319' to 4917' ( 598' @39.9 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
4,141.0ftKB, 9/19/2015 09:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 09:30 4,141.0 9.30 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 20.000 19.0 8.0 0.5 7.3 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 20.0
sSt thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 65.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 24.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 9.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 75.0

Original Hole 4,000.0 4,917.0 3,845.0 65.00 39.9 378 18 50 1,250.0 87 120 9,700. Sea Mud 12.58 40.0
0 0 Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
O

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/19/2015
cr es r rn Report #: 7.0, DFS: 2.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 917.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,000.0 4,917.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 71.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4917' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917" @39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST Floyd Mitchell 435-823-3608

-BKG 200-250 u, Conn. 180 u, Peak 527 u @3831', Mahogany Bench Top at 4624'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 14:00 8.00 8.00 2 DRILL Drill / Slide f/ 4000' to 4319' ( 319' @39.9 fph)18k wob, 346 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

14:00 15:00 1.00 9.00 9 CUT OFF Cut & Slip 150' Drilling line Capstar Drilling 316
DRILL LINE Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
15:00 06:00 15.00 24.00 2 DRILL Drill / Slide f/ 4319' to 4917' ( 598' @39.9 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
4,141.0ftKB, 9/19/2015 09:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 09:30 4,141.0 9.30 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 20.000 19.0 8.0 0.5 7.3 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 20.0
sSt thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 65.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 24.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 9.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 75.0

Original Hole 4,000.0 4,917.0 3,845.0 65.00 39.9 378 18 50 1,250.0 87 120 9,700. Sea Mud 12.58 40.0
0 0 Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
O

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/19/2015
cr es r rn Report #: 7.0, DFS: 2.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 917.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,000.0 4,917.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 71.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4917' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917" @39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST Floyd Mitchell 435-823-3608

-BKG 200-250 u, Conn. 180 u, Peak 527 u @3831', Mahogany Bench Top at 4624'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 14:00 8.00 8.00 2 DRILL Drill / Slide f/ 4000' to 4319' ( 319' @39.9 fph)18k wob, 346 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

14:00 15:00 1.00 9.00 9 CUT OFF Cut & Slip 150' Drilling line Capstar Drilling 316
DRILL LINE Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
15:00 06:00 15.00 24.00 2 DRILL Drill / Slide f/ 4319' to 4917' ( 598' @39.9 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
4,141.0ftKB, 9/19/2015 09:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 09:30 4,141.0 9.30 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 20.000 19.0 8.0 0.5 7.3 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 20.0
sSt thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 65.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 24.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 9.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 75.0

Original Hole 4,000.0 4,917.0 3,845.0 65.00 39.9 378 18 50 1,250.0 87 120 9,700. Sea Mud 12.58 40.0
0 0 Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
O

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/19/2015
cr es r rn Report #: 7.0, DFS: 2.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 917.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,000.0 4,917.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 71.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @4917' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/4000 to 4917' ( 917" @39.9 fph)18k wob, 378 gpm, No Losses. lithology, 50%SH,30%MRLST,20%DOLST Floyd Mitchell 435-823-3608

-BKG 200-250 u, Conn. 180 u, Peak 527 u @3831', Mahogany Bench Top at 4624'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 14:00 8.00 8.00 2 DRILL Drill / Slide f/ 4000' to 4319' ( 319' @39.9 fph)18k wob, 346 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

14:00 15:00 1.00 9.00 9 CUT OFF Cut & Slip 150' Drilling line Capstar Drilling 316
DRILL LINE Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
15:00 06:00 15.00 24.00 2 DRILL Drill / Slide f/ 4319' to 4917' ( 598' @39.9 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
4,141.0ftKB, 9/19/2015 09:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 09:30 4,141.0 9.30 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 20.000 19.0 8.0 0.5 7.3 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 20.0
sSt thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 65.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 24.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 9.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 75.0

Original Hole 4,000.0 4,917.0 3,845.0 65.00 39.9 378 18 50 1,250.0 87 120 9,700. Sea Mud 12.58 40.0
0 0 Shrink Wrap 20.00 3.0

Tax 1.00 255.28

Trucking 1.00 1,200.
O

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

4,917.0
End Depth (ftKB)

5,770.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,250.0
Slow Spd

No
Strokes (s…

120
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Barite 10.50 92.0

DAP 25.75 44.0

Engineering 425.00 1.0

Hole Seal 17.62 5.0

Pac-R 110.59 3.0

Pallet 20.00 3.0

Rental 50.00 1.0

Sawdust 3.50 58.0

Sea Mud 12.58 126.0

Shrink Wrap 20.00 3.0

Tax 1.00 238.18

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 8.0, DFS: 3.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

75.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Drilling @ 5770'
Operation Next 24hrs

Drill 7 7/8'' Production Hole
24 Hr Summary

Drill / Slide f/ 4917' to 5770 ( 853' @ 36.3 fph)18k wob, 378 gpm, No Losses. lithology, 70%SH,30% -BKG 600 u, Conn.  
600 u, Peak 2919 u @ 5300', TGR3 Top at 5738'.MD

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 16:30 10.50 10.50 2 DRILL 
ACTUAL

Drill / Slide f/ 4917' to 5302 ( 385' @ 36.7  fph)18k wob, 378 gpm,  
No Losses

16:30 17:00 0.50 11.00 7 LUBRICATE  
RIG

Rig Service

17:00 06:00 13.00 24.00 2 DRILL 
ACTUAL

Drill / Slide f/ 5302' to 5770' ( 468' @ 36  fph)18k wob, 378 gpm,  
No Losses

Mud Checks

5,060.0ftKB, 9/20/2015 10:00
Type

DAP
Time

10:00
Depth (ftKB)

5,060.0
Density (lb/gal)

9.40
Funnel Viscosity (s/qt)

33
PV Override (cP)

9.0
YP OR (lbf/100ft²)

6.000
Gel 10 sec (lbf/100ft²)

9.000
Gel 10 min (lbf/100ft²)

18.000
Filtrate (mL/30min)

13.0
Filter Cake (1/32") pH

8.5
Sand (%)

0.5
Solids (%)

8.0
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 4,917.0 5,770.0 4,698.0
0

88.50 36.3 378 18 50 1,450.0 97 135 10,40
0.0

Depth Progress: 853.00

Report for: 9/20/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/20/2015
cres r rn Report#:8.0,DFS:3.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 853.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 4,917.0 5,770.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @5770' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/ 4917' to 5770 ( 853' @36.3 fph)18k wob, 378 gpm, No Losses. lithology, 70%SH,30% -BKG 600 u, Conn. Floyd Mitchell 435-823-3608

600 u, Peak 2919 u @5300', TGR3 Top at 5738'.MD

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 16:30 10.50 10.50 2 DRILL Drill / Slide f/ 4917' to 5302 ( 385' @36.7 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No Losses Contractor Rig Number

16:30 17:00 0.50 11.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
17:00 06:00 13.00 24.00 2 DRILL Drill / Slide fl 5302' to 5770' (468' @36 fph)18k wob, 378 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,060.0ftKB, 9/20/2015 10:00 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:00 5,060.0 9.40 33 9.0 6.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

9.000 18.000 13.0 8.5 0.5 8.0 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,250.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 92.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 44.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 3.0
Drilling Parameters

Pallct 20.00 3.0
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Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
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600 u, Peak 2919 u @5300', TGR3 Top at 5738'.MD
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06:00 16:30 10.50 10.50 2 DRILL Drill / Slide f/ 4917' to 5302 ( 385' @36.7 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No Losses Contractor Rig Number

16:30 17:00 0.50 11.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
17:00 06:00 13.00 24.00 2 DRILL Drill / Slide fl 5302' to 5770' (468' @36 fph)18k wob, 378 gpm,
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1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 92.0
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Original Hole
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

5,770.0
End Depth (ftKB)

6,690.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,450.0
Slow Spd

No
Strokes (s…

120
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Barite 10.50 60.0

DAP 25.75 33.0

Engineering 425.00 1.0

Hole Seal 17.62 5.0

Pac-R 110.59 4.0

Pallet 20.00 3.0

Rental 50.00 1.0

Sawdust 3.50 78.0

Sea Mud 12.58 98.0

Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 9.0, DFS: 4.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

75.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Drilling @6690'
Operation Next 24hrs

Drill 7 7/8'' Production Hole
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @ 39.1  fph)18k wob, 378 gpm, No Losses. TGR3 Top @ 5622', Douglas Creek Top  
@ 6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @ 6611'

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 19:30 13.50 13.50 2 DRILL 
ACTUAL

Drill / Slide f/ 5770' to 6285 ( 515' @ 38.1  fph)18k wob, 378 gpm,  
No Losses

19:30 20:00 0.50 14.00 7 LUBRICATE  
RIG

Rig Service

20:00 06:00 10.00 24.00 2 DRILL 
ACTUAL

Drill / Slide f/ 6285' to 6690' ( 405' @ 40.5 fph) 18k wob, 362 gpm,  
No Losses

Mud Checks

5,888.0ftKB, 9/21/2015 10:30
Type

DAP
Time

10:30
Depth (ftKB)

5,888.0
Density (lb/gal)

9.50
Funnel Viscosity (s/qt)

33
PV Override (cP)

8.0
YP OR (lbf/100ft²)

7.000
Gel 10 sec (lbf/100ft²)

10.000
Gel 10 min (lbf/100ft²)

19.000
Filtrate (mL/30min)

17.0
Filter Cake (1/32") pH

8.5
Sand (%)

0.5
Solids (%)

8.8
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 5,770.0 6,690.0 5,618.0
0

112.0
0

39.1 362 18 50 1,410.0 114 150 1,200.
0

Depth Progress: 920.00

Report for: 9/21/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/21/2015
cr es r rn Report #: 9.0, DFS: 4.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 920.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 5,770.0 6,690.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @6690' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @39.1 fph)18k wob, 378 gpm, No Losses. TGR3 Top @5622', Douglas Creek Top Floyd Mitchell 435-823-3608

@6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @6611'

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 19:30 13.50 13.50 2 DRILL Drill / Slide fl 5770' to 6285 ( 515' @38.1 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

19:30 20:00 0.50 14.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
20:00 06:00 10.00 24.00 2 DRILL Drill / Slide fl 6285' to 6690' (405' @40.5 fph) 18k wob, 362 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,888.0ftKB, 9/21/2015 10:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:30 5,888.0 9.50 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 19.000 17.0 8.5 0.5 8.8 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,450.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 60.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 33.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 4.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 78.0

Original Hole 5,770.0 6,690.0 5,618.0 112.0 39.1 362 18 50 1,410.0 114 150 1,200. Sea Mud 12.58 98.0
0 0 0 Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/21/2015
cr es r rn Report #: 9.0, DFS: 4.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 920.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 5,770.0 6,690.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @6690' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @39.1 fph)18k wob, 378 gpm, No Losses. TGR3 Top @5622', Douglas Creek Top Floyd Mitchell 435-823-3608

@6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @6611'

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 19:30 13.50 13.50 2 DRILL Drill / Slide fl 5770' to 6285 ( 515' @38.1 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

19:30 20:00 0.50 14.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
20:00 06:00 10.00 24.00 2 DRILL Drill / Slide fl 6285' to 6690' (405' @40.5 fph) 18k wob, 362 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,888.0ftKB, 9/21/2015 10:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:30 5,888.0 9.50 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 19.000 17.0 8.5 0.5 8.8 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,450.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 60.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 33.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 4.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 78.0

Original Hole 5,770.0 6,690.0 5,618.0 112.0 39.1 362 18 50 1,410.0 114 150 1,200. Sea Mud 12.58 98.0
0 0 0 Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/21/2015
cr es r rn Report #: 9.0, DFS: 4.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 920.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 5,770.0 6,690.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @6690' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @39.1 fph)18k wob, 378 gpm, No Losses. TGR3 Top @5622', Douglas Creek Top Floyd Mitchell 435-823-3608

@6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @6611'

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 19:30 13.50 13.50 2 DRILL Drill / Slide fl 5770' to 6285 ( 515' @38.1 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

19:30 20:00 0.50 14.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
20:00 06:00 10.00 24.00 2 DRILL Drill / Slide fl 6285' to 6690' (405' @40.5 fph) 18k wob, 362 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,888.0ftKB, 9/21/2015 10:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:30 5,888.0 9.50 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 19.000 17.0 8.5 0.5 8.8 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,450.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 60.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 33.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 4.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 78.0

Original Hole 5,770.0 6,690.0 5,618.0 112.0 39.1 362 18 50 1,410.0 114 150 1,200. Sea Mud 12.58 98.0
0 0 0 Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/21/2015
cr es r rn Report #: 9.0, DFS: 4.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 920.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 5,770.0 6,690.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @6690' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @39.1 fph)18k wob, 378 gpm, No Losses. TGR3 Top @5622', Douglas Creek Top Floyd Mitchell 435-823-3608

@6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @6611'

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 19:30 13.50 13.50 2 DRILL Drill / Slide fl 5770' to 6285 ( 515' @38.1 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

19:30 20:00 0.50 14.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
20:00 06:00 10.00 24.00 2 DRILL Drill / Slide fl 6285' to 6690' (405' @40.5 fph) 18k wob, 362 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,888.0ftKB, 9/21/2015 10:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:30 5,888.0 9.50 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 19.000 17.0 8.5 0.5 8.8 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,450.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 60.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 33.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 4.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 78.0

Original Hole 5,770.0 6,690.0 5,618.0 112.0 39.1 362 18 50 1,410.0 114 150 1,200. Sea Mud 12.58 98.0
0 0 0 Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/21/2015
cr es r rn Report #: 9.0, DFS: 4.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 920.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 5,770.0 6,690.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @6690' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @39.1 fph)18k wob, 378 gpm, No Losses. TGR3 Top @5622', Douglas Creek Top Floyd Mitchell 435-823-3608

@6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @6611'

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 19:30 13.50 13.50 2 DRILL Drill / Slide fl 5770' to 6285 ( 515' @38.1 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

19:30 20:00 0.50 14.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
20:00 06:00 10.00 24.00 2 DRILL Drill / Slide fl 6285' to 6690' (405' @40.5 fph) 18k wob, 362 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,888.0ftKB, 9/21/2015 10:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:30 5,888.0 9.50 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 19.000 17.0 8.5 0.5 8.8 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,450.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 60.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 33.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 4.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 78.0

Original Hole 5,770.0 6,690.0 5,618.0 112.0 39.1 362 18 50 1,410.0 114 150 1,200. Sea Mud 12.58 98.0
0 0 0 Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/21/2015
cr es r rn Report #: 9.0, DFS: 4.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 920.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 5,770.0 6,690.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 75.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @6690' Drill 7 7/8" Production Hole

Job Contact Mobile
24 Hr Summary

Drill / Slide f/5770' to 6690' ( 920' @39.1 fph)18k wob, 378 gpm, No Losses. TGR3 Top @5622', Douglas Creek Top Floyd Mitchell 435-823-3608

@6378' MD - Lithology 75%SH,20%CLYST,5%SS, BKG 180 u, Conn.707 u, Peak 687 u @6611'

Time Log Brent Bascom 970-250-2928

Start Cum Dur Aty
Time End Time Dur (hr) (hr) Code Activity Com Rigs

06:00 19:30 13.50 13.50 2 DRILL Drill / Slide fl 5770' to 6285 ( 515' @38.1 fph)18k wob, 378 gpm, Capstar Drilling, 316
ACTUAL No LosseS Contractor Rig Number

19:30 20:00 0.50 14.00 7 LUBRICATE Rig Service Capstar Drilling 316
RIG Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
20:00 06:00 10.00 24.00 2 DRILL Drill / Slide fl 6285' to 6690' (405' @40.5 fph) 18k wob, 362 gpm,

ACTUAL No Losses 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

Mud Checks 1
5,888.0ftKB, 9/21/2015 10:30 Liner Size (in) Stroke (in) Vol/Stk OR (b...

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 6 9.02 0.079
DAP 10:30 5,888.0 9.50 33 8.0 7.000 P (psi) Slow Spd Strokes (s... Eff (%)
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 19.000 17.0 8.5 0.5 8.8 2, Gardner-Denver, PZ-9
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

Pump # Pwr (hp) Rod Dia (in)
2,000.000 0.1 0.100 2

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
Drill StringS P (psi) Slow Spd Strokes (s... Eff (%)
BHA #1, Steerable 1,450.0 No 120 95
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Mud Additive Amounts
1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Field Est Consume
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Des (Cost/unit) d
16/16/16/16/16/16 561.36 6.500 Barite 10.50 60.0
sS thc Din6e1nt6,

MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP DAP 25.75 33.0

Comment Engineering 425.00 1.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Hole Seal 17.62 5.0
2.5"DC) (10-4.5"HWDP) Pan-R 110.59 4.0
Drilling Parameters

Pallct 20.00 3.0
Cum
Drill WOB Rental 50.00 1.0

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTq Sawdust 3.50 78.0

Original Hole 5,770.0 6,690.0 5,618.0 112.0 39.1 362 18 50 1,410.0 114 150 1,200. Sea Mud 12.58 98.0
0 0 0 Shrink Wrap 20.00 3.0

Tax 1.00 206.92

Safety Checks
Time Type Des

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:



RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

6,690.0
End Depth (ftKB)

7,196.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,410.0
Slow Spd

No
Strokes (s…

115
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

DAP 25.75 49.0

Engineering 425.00 1.0

Hole Seal 17.62 7.0

Pac-R 110.59 8.0

Pallet 20.00 3.0

Rental 50.00 1.0

Sawdust 3.50 33.0

Sea Mud 12.58 76.0

Shrink Wrap 20.00 3.0

Tax 1.00 227.86

Trucking 1.00 800.0

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 10.0, DFS: 5.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Cloudy
Temperature (°F)

78.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Trip for Bit
Operation Next 24hrs

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2,  
Continue Drilling f/ 7196'

24 Hr Summary

Drill & Slide f/ 6690' to 7196'( 506' @ 32.6 fph), MWD Failed @ 7055' - Ream work Tight Hole 6810' to 6820' and 7168'  
to7185' -  Black Shale Top @ 6656' -  Castle Peak @ 6921'-  Uteland Butte @ 7151' MD - Lithology @ 7196' 65%
SS,20%SH,10%CLYST,5%LS, BKG 150-200 u, Conn. 195-1362 u, Peak 397 u @ 6876' -  Lost All Returns at 7196',  
Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 bbl.  Regain Circulation, Perform Flow Check, Well Flowing , Build  
Volume & Raise Mud wt. to 9.6 ppg, Spot 75 bbl 10.0 ppg kill pill 6700' to 5500',Flow Check Well Static. Trip Out for Bit.

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 11:30 5.50 5.50 2 DRILL 
ACTUAL

Drill / Slide f/ 6690' to 6841' ( 151' @ 27.5 fph) 18k wob, 394 gpm,  
No Losses

11:30 12:00 0.50 6.00 3 REAMING Ream Tight Hole 6810' - 6820'

12:00 16:00 4.00 10.00 2 DRILL 
ACTUAL

Drill / Slide f/ 6841' to 7012' ( 171' @ 42.7 fph) 18k wob, 362 gpm,  
No Losses

16:00 16:30 0.50 10.50 7 LUBRICATE  
RIG

Rig Service

16:30 22:00 5.50 16.00 2 DRILL 
ACTUAL

Drill / Slide f/7012' to 7183' ( 171' @ 31.1 fph) 18k wob, 362 gpm,  
No Losses. MWD Failed @ 7055'

22:00 22:30 0.50 16.50 3 REAMING Ream Tight Hole 7168' to 7185'

22:30 23:00 0.50 17.00 2 DRILL 
ACTUAL

Drilling f/ 7185' to 7196' ( 13' @ 26 fph) 18k wob, 352 gpm,

23:00 04:00 5.00 22.00 5 COND MUD &  
CIRC

Lost All Returns, Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150  
bbl.  Regain Circulation, Perform Flow Check Well Flowing , Build  
Volume & Raise Mud wt.Flow Check Well Static

04:00 06:00 2.00 24.00 6 TRIPS Trip out w/ Bit #1

Mud Checks

6,832.0ftKB, 9/22/2015 11:00
Type

DAP
Time

11:00
Depth (ftKB)

6,832.0
Density (lb/gal)

9.50
Funnel Viscosity (s/qt)

34
PV Override (cP)

10.0
YP OR (lbf/100ft²)

9.000
Gel 10 sec (lbf/100ft²)

10.000
Gel 10 min (lbf/100ft²)

21.000
Filtrate (mL/30min)

17.0
Filter Cake (1/32") pH

8.5
Sand (%)

0.3
Solids (%)

8.8
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl)

150.0
Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #1, Steerable
Bit Run

1
Drill Bit

7 7/8in, MDi616, JK5263
Length (ft)

1.00
IADC Bit Dull

0-1-BT-G-X-0-NO-PR/DTF
TFA (incl Noz) (in²)

1.80
BHA ROP …

48.0
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

561.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5''x2.875'')(2-6.5''x2.75''NMDC)(5-6.25 x  
2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 6,690.0 7,196.0 6,124.0
0

127.5
0

32.6 352 18 50 1,365.0 126 166 12,80
0.0

Depth Progress: 506.00

Report for: 9/22/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/22/2015
cres r rn Report#:10.0,DFS:5.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 506.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 6,690.0 7,196.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Cloudy 78.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Trip for Bit Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2,

Job Contact MobileContinue Drilling f/ 7196'
Floyd Mitchell 435-823-3608

24 Hr Summary

Drill & Slide fl 6690' to 7196'( 506' @32.6 fph), MWD Failed @7055' - Ream work Tight Hole 6810' to 6820' and 7168'
to7185'- Black Shale Top @6656'- Castle Peak @6921'- Uteland Butte @7151' MD - Lithology @7196' 65% Brent Bascom 970-250-2928
SS,20%SH,10%CLYST,5%LS, BKG 150-200 u, Conn. 195-1362 u, Peak 397 u @6876'- Lost All Returns at 7196',
Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 bbl. Regain Circulation, Perform Flow Check, Well Flowing , Build Rigs
Volume & Raise Mud wt. to 9.6 ppg, Spot 75 bbl 10.0 ppg kill pill 6700' to 5500',Flow Check Well Static. Trip Out for Bit. ap tar Drilling, 116
Time L ag Contractor Rig Number

Start Cum Dur Aty Capstar Drilling 316
Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

06:00 11:30 5.50 5.50 2 DRILL Drill / Slide fl 6690' to 6841' ( 151' @27.5 fph) 18k wob, 394 gpm, Jake Staton 307-315-5422
ACTUAL No Losses 1, Gardner-Denver, PZ-9

11:30 12:00 0.50 6.00 3 REAMING Ream Tight Hole 6810' - 6820' Pump # Pwr (hp) Rod Dia (in)

12:00 16:00 4.00 10.00 2 DRILL Drill / Slide fl 6841' to 7012' ( 171' @42.7 fph) 18k wob, 362 gpm, 1

ACTUAL No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
16:00 16:30 0.50 10.50 7 LUBRICATE Rig Service P(psi) SlowSpd Strokes (s... Eff(%)

RIG
16:30 22:00 5.50 16.00 2 DRILL Drill / Slide f/7012' to 7183' ( 171' @31.1 fph) 18k wob, 362 gpm, 2, Gardner-Denver, PZ-9

ACTUAL No Losses. MWD Failed @7055' Pump # Pwr (hp) Rod Dia (in)

22:00 22:30 0.50 16.50 3 REAMING Ream Tight Hole 7168' to 7185, 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

22:30 23:00 0.50 17.00 2 DRILL Drilling f/ 7185' to 7196' ( 13' @26 fph) 18k wob, 352 gpm, 6 9.02 0.079
ACTUAL P (psi) Slow Spd Strokes (s... Eff (%)

23:00 04:00 5.00 22.00 5 COND MUD & Lost All Returns, Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 1,410.0 No 115 95
CIRC bbl. Regain Circulation, Perform Flow Check Well Flowing , Build Mud Additive Amounts

Volume & Raise Mud wt.Flow Check Well StatiC Field Est Consume

04:00 06:00 2.00 24.00 6 TRIPS Trip out wl Bit #1 Des (Cost/unit) d

Mud Checks
DAP 25.75 49.0

6,832.0ftKB, 9/22/2015 11:00
Engineering 425.00 1.0

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Hule 3eal 17.62 7.0
DAP 11:00 6,832.0 9.50 34 10.0 9.000 Pac-R 110.59 8.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pallet 20.00 3.0

10.000 21.000 17.0 8.5 0.3 8.8
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2; Rei ital 50.00 1.0

2,000.000 0.1 0.100 Sawdust 3.50 33.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl)

150.0
Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Sea Mud 12.58 76.0

Drill Strings 3hriiik Wraµ 20.00 3.0

BHA #1, Steerable Iax 1.00 227.86
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Trucking 1.00 800.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in)

16/16/16/16/16/16 561.36 6.500 Safety Checks
String Components Time Type Des

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Wellbores
2.5"DC) (10-4.5"HWDP) Wellbore Name KO MD (ftKB)

Drilling Parameters Original Hole
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 6,690.0 7,196.0 6,124.0 127.5 32.6 352 18 50 1,365.0 126 166 12,80
0 0 0.0

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/22/2015
cres r rn Report#:10.0,DFS:5.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 506.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 6,690.0 7,196.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Cloudy 78.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Trip for Bit Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2,

Job Contact MobileContinue Drilling f/ 7196'
Floyd Mitchell 435-823-3608

24 Hr Summary

Drill & Slide fl 6690' to 7196'( 506' @32.6 fph), MWD Failed @7055' - Ream work Tight Hole 6810' to 6820' and 7168'
to7185'- Black Shale Top @6656'- Castle Peak @6921'- Uteland Butte @7151' MD - Lithology @7196' 65% Brent Bascom 970-250-2928
SS,20%SH,10%CLYST,5%LS, BKG 150-200 u, Conn. 195-1362 u, Peak 397 u @6876'- Lost All Returns at 7196',
Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 bbl. Regain Circulation, Perform Flow Check, Well Flowing , Build Rigs
Volume & Raise Mud wt. to 9.6 ppg, Spot 75 bbl 10.0 ppg kill pill 6700' to 5500',Flow Check Well Static. Trip Out for Bit. ap tar Drilling, 116
Time L ag Contractor Rig Number

Start Cum Dur Aty Capstar Drilling 316
Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

06:00 11:30 5.50 5.50 2 DRILL Drill / Slide fl 6690' to 6841' ( 151' @27.5 fph) 18k wob, 394 gpm, Jake Staton 307-315-5422
ACTUAL No Losses 1, Gardner-Denver, PZ-9

11:30 12:00 0.50 6.00 3 REAMING Ream Tight Hole 6810' - 6820' Pump # Pwr (hp) Rod Dia (in)

12:00 16:00 4.00 10.00 2 DRILL Drill / Slide fl 6841' to 7012' ( 171' @42.7 fph) 18k wob, 362 gpm, 1

ACTUAL No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
16:00 16:30 0.50 10.50 7 LUBRICATE Rig Service P(psi) SlowSpd Strokes (s... Eff(%)

RIG
16:30 22:00 5.50 16.00 2 DRILL Drill / Slide f/7012' to 7183' ( 171' @31.1 fph) 18k wob, 362 gpm, 2, Gardner-Denver, PZ-9

ACTUAL No Losses. MWD Failed @7055' Pump # Pwr (hp) Rod Dia (in)

22:00 22:30 0.50 16.50 3 REAMING Ream Tight Hole 7168' to 7185, 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

22:30 23:00 0.50 17.00 2 DRILL Drilling f/ 7185' to 7196' ( 13' @26 fph) 18k wob, 352 gpm, 6 9.02 0.079
ACTUAL P (psi) Slow Spd Strokes (s... Eff (%)

23:00 04:00 5.00 22.00 5 COND MUD & Lost All Returns, Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 1,410.0 No 115 95
CIRC bbl. Regain Circulation, Perform Flow Check Well Flowing , Build Mud Additive Amounts

Volume & Raise Mud wt.Flow Check Well StatiC Field Est Consume

04:00 06:00 2.00 24.00 6 TRIPS Trip out wl Bit #1 Des (Cost/unit) d

Mud Checks
DAP 25.75 49.0

6,832.0ftKB, 9/22/2015 11:00
Engineering 425.00 1.0

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Hule 3eal 17.62 7.0
DAP 11:00 6,832.0 9.50 34 10.0 9.000 Pac-R 110.59 8.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pallet 20.00 3.0

10.000 21.000 17.0 8.5 0.3 8.8
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2; Rei ital 50.00 1.0

2,000.000 0.1 0.100 Sawdust 3.50 33.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl)

150.0
Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Sea Mud 12.58 76.0

Drill Strings 3hriiik Wraµ 20.00 3.0

BHA #1, Steerable Iax 1.00 227.86
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Trucking 1.00 800.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in)

16/16/16/16/16/16 561.36 6.500 Safety Checks
String Components Time Type Des

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Wellbores
2.5"DC) (10-4.5"HWDP) Wellbore Name KO MD (ftKB)

Drilling Parameters Original Hole
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 6,690.0 7,196.0 6,124.0 127.5 32.6 352 18 50 1,365.0 126 166 12,80
0 0 0.0

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/22/2015
cres r rn Report#:10.0,DFS:5.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 506.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 6,690.0 7,196.0
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to7185'- Black Shale Top @6656'- Castle Peak @6921'- Uteland Butte @7151' MD - Lithology @7196' 65% Brent Bascom 970-250-2928
SS,20%SH,10%CLYST,5%LS, BKG 150-200 u, Conn. 195-1362 u, Peak 397 u @6876'- Lost All Returns at 7196',
Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 bbl. Regain Circulation, Perform Flow Check, Well Flowing , Build Rigs
Volume & Raise Mud wt. to 9.6 ppg, Spot 75 bbl 10.0 ppg kill pill 6700' to 5500',Flow Check Well Static. Trip Out for Bit. ap tar Drilling, 116
Time L ag Contractor Rig Number

Start Cum Dur Aty Capstar Drilling 316
Time End Time Dur (hr) (hr) Code Activity Com Rig Supervisor Phone Mobile

06:00 11:30 5.50 5.50 2 DRILL Drill / Slide fl 6690' to 6841' ( 151' @27.5 fph) 18k wob, 394 gpm, Jake Staton 307-315-5422
ACTUAL No Losses 1, Gardner-Denver, PZ-9

11:30 12:00 0.50 6.00 3 REAMING Ream Tight Hole 6810' - 6820' Pump # Pwr (hp) Rod Dia (in)

12:00 16:00 4.00 10.00 2 DRILL Drill / Slide fl 6841' to 7012' ( 171' @42.7 fph) 18k wob, 362 gpm, 1

ACTUAL No Losses Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
16:00 16:30 0.50 10.50 7 LUBRICATE Rig Service P(psi) SlowSpd Strokes (s... Eff(%)

RIG
16:30 22:00 5.50 16.00 2 DRILL Drill / Slide f/7012' to 7183' ( 171' @31.1 fph) 18k wob, 362 gpm, 2, Gardner-Denver, PZ-9

ACTUAL No Losses. MWD Failed @7055' Pump # Pwr (hp) Rod Dia (in)

22:00 22:30 0.50 16.50 3 REAMING Ream Tight Hole 7168' to 7185, 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

22:30 23:00 0.50 17.00 2 DRILL Drilling f/ 7185' to 7196' ( 13' @26 fph) 18k wob, 352 gpm, 6 9.02 0.079
ACTUAL P (psi) Slow Spd Strokes (s... Eff (%)

23:00 04:00 5.00 22.00 5 COND MUD & Lost All Returns, Lay Down 3 Jts. Dp, Mix & Pump LCM, Lost 150 1,410.0 No 115 95
CIRC bbl. Regain Circulation, Perform Flow Check Well Flowing , Build Mud Additive Amounts

Volume & Raise Mud wt.Flow Check Well StatiC Field Est Consume

04:00 06:00 2.00 24.00 6 TRIPS Trip out wl Bit #1 Des (Cost/unit) d

Mud Checks
DAP 25.75 49.0

6,832.0ftKB, 9/22/2015 11:00
Engineering 425.00 1.0

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Hule 3eal 17.62 7.0
DAP 11:00 6,832.0 9.50 34 10.0 9.000 Pac-R 110.59 8.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Pallet 20.00 3.0

10.000 21.000 17.0 8.5 0.3 8.8
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2; Rei ital 50.00 1.0

2,000.000 0.1 0.100 Sawdust 3.50 33.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl)

150.0
Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Sea Mud 12.58 76.0

Drill Strings 3hriiik Wraµ 20.00 3.0

BHA #1, Steerable Iax 1.00 227.86

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

1 7 7/8in, MDi616, JK5263 1.00 0-1-BT-G-X-0-NO-PR/DTF 1.80 48.0 Trucking 1.00 800.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in)

16/16/16/16/16/16 561.36 6.500 Safety Checks
String Components Time Type Des

Smith MDi616, MUD MOTOR, UBHO, NMDC, NMDC, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16 RPG)( UBHO 6.5"x2.875")(2-6.5"x2.75"NMDC)(5-6.25 x Wellbores
2.5"DC) (10-4.5"HWDP) Wellbore Name KO MD (ftKB)

Drilling Parameters Original Hole
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

Original Hole 6,690.0 7,196.0 6,124.0 127.5 32.6 352 18 50 1,365.0 126 166 12,80
0 0 0.0
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

7,196.0
End Depth (ftKB)

7,525.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,365.0
Slow Spd

No
Strokes (s…

112
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Barite 10.50 188.0

DAP 25.75 15.0

Engineering 425.00 1.0

Hole Seal 17.62 23.0

Pac-R 110.59 4.0

Pallet 20.00 6.0

Rental 50.00 1.0

Sawdust 3.50 56.0

Sea Mud 12.58 220.0

Shrink Wrap 20.00 6.0

Tax 1.00 313.75

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 11.0, DFS: 6.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

80.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Drilling @ 7525'
Operation Next 24hrs

Drill to 8000' 7 7/8'' Production Hole TD,Circulate &  
Condition Mud for Logs,  Trip Out to Log

24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling f/ 7196' to 7205', Lost All Returns ( 150 bbl  
Loss) Re-gain Circulation, Continue Drilling f/ 7205' to 7525' (320' @ 30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage  
Loss) Wasatch Top @ 7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak  
550 u @ 7440'  

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation  
Every 1500', no losses. Hole Bridged @ 7051'

16:30 17:30 1.00 11.50 3 REAMING Wash & Ream f/ 7051' to 7196'

17:30 18:00 0.50 12.00 2 DRILL 
ACTUAL

Drilling f/ 7196' to 7205' , Lost Circulation

18:00 19:30 1.50 13.50 5 COND MUD &  
CIRC

Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10%  LCM,Pill Re-
gain Circulation, By-Pass Shaker Screens, Lost 150 BBl Mud ,  

19:30 06:00 10.50 24.00 2 DRILL 
ACTUAL

Drilling f/ 7205' to 7525' ( 320' @ 30.5 fph)  18-20k wob 346 (100  
bbl seepage Loss)

Mud Checks

7,196.0ftKB, 9/23/2015 10:00
Type

DAP
Time

10:00
Depth (ftKB)

7,196.0
Density (lb/gal)

9.75
Funnel Viscosity (s/qt)

37
PV Override (cP)

11.0
YP OR (lbf/100ft²)

6.000
Gel 10 sec (lbf/100ft²)

10.000
Gel 10 min (lbf/100ft²)

23.000
Filtrate (mL/30min)

42.0
Filter Cake (1/32") pH

8.5
Sand (%)

0.3
Solids (%)

8.8
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl)

250.0
Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #2, Slick
Bit Run

2
Drill Bit

7 7/8in, MDi616, JB8416
Length (ft)

1.00
IADC Bit Dull

3-3-BT-M-X-0-NO-TD
TFA (incl Noz) (in²)

1.80
BHA ROP …

25.1
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

496.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)(5-6.25 x 2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0

Depth Progress: 329.00

Report for: 9/23/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/23/2015
cres r rn Report#:11.0,DFS:6.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 329.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,196.0 7,525.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 80.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @7525' Drill to 8000'7 7/8" Production Hole TD,Circulate &

Condition Mud for Logs, Trip Out to Log
Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling fl7196' to 7205', Lost All Returns ( 150 bbl
Loss) Re-gain Circulation, Continue Drilling f/7205' to 7525' (320' @30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage Brent Bascom 970-250-2928
Loss) Wasatch Top @7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak
550 u @7440' Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools Rig Supervisor Phone Mobile

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation Jake Staton 307-315-5422

Every 1500', no losses. Hole Bridged @7051' 1, Gardner-Denver, PZ-9

16:30 17:30 1.00 11.50 3 REAM ING Wash & Ream f/ 7051' to 7196' Pump # Pwr (hp) Rod Dia (in)

1
17:30 18:00 0.50 12.00 2 DRILL Drilling f/ 7196' to 7205' , Lost Circulation

ACTUAL
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
18:00 19:30 1.50 13.50 5 COND MUD & Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10% LCM,Pill Re- P(psi) SlowSpd Strokes (s... Eff(%)

CIRC gain Circulation, By-Pass Shaker Screens, Lost 150 BBI Mud ,

2, Gardner-Denver, PZ-9

19:30 06:00 10.50 24.00 2 DRILL Drilling f/ 7205' to 7525' ( 320' @30.5 fph) 18-20k wob 346 (100 Pump # Pwr (hp) Rod Dia (in)

ACTUAL bbl seepage Loss) 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

Mud Checks 6 9.02 0.079
7,196.0ftKB, 9/23/2015 10:00 P (psi) Slow Spd Strokes (s... Eff (%)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 1,365.0 No 112 95
DAP 10:00 7,196.0 9.75 37 11.0 6.000 Mild Additive Amnimte
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 23.000 42.0 8.5 0.3 8.8 Des ( o
duEnit) Consume

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
Barite 10.50 188.0

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) DAP 25.75 15.0

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 23.0
BHA #2, Slick Pac-R 110.59 4.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Pallet 20.00 6.0

Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 56.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 220.0

Comment bhrink vvrap 20.00 6.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 313.75
Drilling Parameters

Cum
Drill WOB Safety Checks

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0 Wellbores

Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/23/2015
cres r rn Report#:11.0,DFS:6.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 329.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,196.0 7,525.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 80.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @7525' Drill to 8000'7 7/8" Production Hole TD,Circulate &

Condition Mud for Logs, Trip Out to Log
Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling fl7196' to 7205', Lost All Returns ( 150 bbl
Loss) Re-gain Circulation, Continue Drilling f/7205' to 7525' (320' @30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage Brent Bascom 970-250-2928
Loss) Wasatch Top @7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak
550 u @7440' Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools Rig Supervisor Phone Mobile

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation Jake Staton 307-315-5422

Every 1500', no losses. Hole Bridged @7051' 1, Gardner-Denver, PZ-9

16:30 17:30 1.00 11.50 3 REAM ING Wash & Ream f/ 7051' to 7196' Pump # Pwr (hp) Rod Dia (in)

1
17:30 18:00 0.50 12.00 2 DRILL Drilling f/ 7196' to 7205' , Lost Circulation

ACTUAL
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
18:00 19:30 1.50 13.50 5 COND MUD & Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10% LCM,Pill Re- P(psi) SlowSpd Strokes (s... Eff(%)

CIRC gain Circulation, By-Pass Shaker Screens, Lost 150 BBI Mud ,

2, Gardner-Denver, PZ-9

19:30 06:00 10.50 24.00 2 DRILL Drilling f/ 7205' to 7525' ( 320' @30.5 fph) 18-20k wob 346 (100 Pump # Pwr (hp) Rod Dia (in)

ACTUAL bbl seepage Loss) 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

Mud Checks 6 9.02 0.079
7,196.0ftKB, 9/23/2015 10:00 P (psi) Slow Spd Strokes (s... Eff (%)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 1,365.0 No 112 95
DAP 10:00 7,196.0 9.75 37 11.0 6.000 Mild Additive Amnimte
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 23.000 42.0 8.5 0.3 8.8 Des ( o
duEnit) Consume

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
Barite 10.50 188.0

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) DAP 25.75 15.0

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 23.0
BHA #2, Slick Pac-R 110.59 4.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Pallet 20.00 6.0

Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 56.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 220.0

Comment bhrink vvrap 20.00 6.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 313.75
Drilling Parameters

Cum
Drill WOB Safety Checks

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0 Wellbores

Wellbore Name KO MD (ftKB)

Original Hole
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/23/2015
cres r rn Report#:11.0,DFS:6.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 329.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,196.0 7,525.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 80.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @7525' Drill to 8000'7 7/8" Production Hole TD,Circulate &

Condition Mud for Logs, Trip Out to Log
Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling fl7196' to 7205', Lost All Returns ( 150 bbl
Loss) Re-gain Circulation, Continue Drilling f/7205' to 7525' (320' @30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage Brent Bascom 970-250-2928
Loss) Wasatch Top @7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak
550 u @7440' Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools Rig Supervisor Phone Mobile

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation Jake Staton 307-315-5422

Every 1500', no losses. Hole Bridged @7051' 1, Gardner-Denver, PZ-9

16:30 17:30 1.00 11.50 3 REAM ING Wash & Ream f/ 7051' to 7196' Pump # Pwr (hp) Rod Dia (in)

1
17:30 18:00 0.50 12.00 2 DRILL Drilling f/ 7196' to 7205' , Lost Circulation

ACTUAL
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
18:00 19:30 1.50 13.50 5 COND MUD & Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10% LCM,Pill Re- P(psi) SlowSpd Strokes (s... Eff(%)

CIRC gain Circulation, By-Pass Shaker Screens, Lost 150 BBI Mud ,

2, Gardner-Denver, PZ-9

19:30 06:00 10.50 24.00 2 DRILL Drilling f/ 7205' to 7525' ( 320' @30.5 fph) 18-20k wob 346 (100 Pump # Pwr (hp) Rod Dia (in)

ACTUAL bbl seepage Loss) 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

Mud Checks 6 9.02 0.079
7,196.0ftKB, 9/23/2015 10:00 P (psi) Slow Spd Strokes (s... Eff (%)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 1,365.0 No 112 95
DAP 10:00 7,196.0 9.75 37 11.0 6.000 Mild Additive Amnimte
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 23.000 42.0 8.5 0.3 8.8 Des ( o
duEnit) Consume

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
Barite 10.50 188.0

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) DAP 25.75 15.0

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 23.0
BHA #2, Slick Pac-R 110.59 4.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Pallet 20.00 6.0

Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 56.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 220.0

Comment bhrink vvrap 20.00 6.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 313.75
Drilling Parameters

Cum
Drill WOB Safety Checks

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0 Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/23/2015
cres r rn Report#:11.0,DFS:6.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 329.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,196.0 7,525.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 80.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @7525' Drill to 8000'7 7/8" Production Hole TD,Circulate &

Condition Mud for Logs, Trip Out to Log
Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling fl7196' to 7205', Lost All Returns ( 150 bbl
Loss) Re-gain Circulation, Continue Drilling f/7205' to 7525' (320' @30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage Brent Bascom 970-250-2928
Loss) Wasatch Top @7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak
550 u @7440' Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools Rig Supervisor Phone Mobile

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation Jake Staton 307-315-5422

Every 1500', no losses. Hole Bridged @7051' 1, Gardner-Denver, PZ-9

16:30 17:30 1.00 11.50 3 REAM ING Wash & Ream f/ 7051' to 7196' Pump # Pwr (hp) Rod Dia (in)

1
17:30 18:00 0.50 12.00 2 DRILL Drilling f/ 7196' to 7205' , Lost Circulation

ACTUAL
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
18:00 19:30 1.50 13.50 5 COND MUD & Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10% LCM,Pill Re- P(psi) SlowSpd Strokes (s... Eff(%)

CIRC gain Circulation, By-Pass Shaker Screens, Lost 150 BBI Mud ,

2, Gardner-Denver, PZ-9

19:30 06:00 10.50 24.00 2 DRILL Drilling f/ 7205' to 7525' ( 320' @30.5 fph) 18-20k wob 346 (100 Pump # Pwr (hp) Rod Dia (in)

ACTUAL bbl seepage Loss) 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

Mud Checks 6 9.02 0.079
7,196.0ftKB, 9/23/2015 10:00 P (psi) Slow Spd Strokes (s... Eff (%)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 1,365.0 No 112 95
DAP 10:00 7,196.0 9.75 37 11.0 6.000 Mild Additive Amnimte
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 23.000 42.0 8.5 0.3 8.8 Des ( o
duEnit) Consume

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
Barite 10.50 188.0

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) DAP 25.75 15.0

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 23.0
BHA #2, Slick Pac-R 110.59 4.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Pallet 20.00 6.0

Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 56.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 220.0

Comment bhrink vvrap 20.00 6.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 313.75
Drilling Parameters

Cum
Drill WOB Safety Checks

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0 Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/23/2015
cres r rn Report#:11.0,DFS:6.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 329.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,196.0 7,525.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 80.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @7525' Drill to 8000'7 7/8" Production Hole TD,Circulate &

Condition Mud for Logs, Trip Out to Log
Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling fl7196' to 7205', Lost All Returns ( 150 bbl
Loss) Re-gain Circulation, Continue Drilling f/7205' to 7525' (320' @30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage Brent Bascom 970-250-2928
Loss) Wasatch Top @7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak
550 u @7440' Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools Rig Supervisor Phone Mobile

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation Jake Staton 307-315-5422

Every 1500', no losses. Hole Bridged @7051' 1, Gardner-Denver, PZ-9

16:30 17:30 1.00 11.50 3 REAM ING Wash & Ream f/ 7051' to 7196' Pump # Pwr (hp) Rod Dia (in)

1
17:30 18:00 0.50 12.00 2 DRILL Drilling f/ 7196' to 7205' , Lost Circulation

ACTUAL
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
18:00 19:30 1.50 13.50 5 COND MUD & Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10% LCM,Pill Re- P(psi) SlowSpd Strokes (s... Eff(%)

CIRC gain Circulation, By-Pass Shaker Screens, Lost 150 BBI Mud ,

2, Gardner-Denver, PZ-9

19:30 06:00 10.50 24.00 2 DRILL Drilling f/ 7205' to 7525' ( 320' @30.5 fph) 18-20k wob 346 (100 Pump # Pwr (hp) Rod Dia (in)

ACTUAL bbl seepage Loss) 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

Mud Checks 6 9.02 0.079
7,196.0ftKB, 9/23/2015 10:00 P (psi) Slow Spd Strokes (s... Eff (%)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 1,365.0 No 112 95
DAP 10:00 7,196.0 9.75 37 11.0 6.000 Mild Additive Amnimte
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 23.000 42.0 8.5 0.3 8.8 Des ( o
duEnit) Consume

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
Barite 10.50 188.0

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) DAP 25.75 15.0

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 23.0
BHA #2, Slick Pac-R 110.59 4.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Pallet 20.00 6.0

Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 56.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 220.0

Comment bhrink vvrap 20.00 6.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 313.75
Drilling Parameters

Cum
Drill WOB Safety Checks

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0 Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/23/2015
cres r rn Report#:11.0,DFS:6.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 329.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,196.0 7,525.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 80.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Drilling @7525' Drill to 8000'7 7/8" Production Hole TD,Circulate &

Condition Mud for Logs, Trip Out to Log
Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Trip Out, Lay Down Directional Tools,Trip In Hole w/ bit #2, Continue Drilling fl7196' to 7205', Lost All Returns ( 150 bbl
Loss) Re-gain Circulation, Continue Drilling f/7205' to 7525' (320' @30.5 fph) 18k wob, 346 gpm ( 100 bbl Seepage Brent Bascom 970-250-2928
Loss) Wasatch Top @7369', Lithology - 40%SH,30%CLYST,30%SS, Trip Gas 1500 u, BKG 150 u, Conn. 859 u,Peak
550 u @7440' Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 6 TRIPS Trip Out, Lay Down Directional Tools Rig Supervisor Phone Mobile

10:00 16:30 6.50 10.50 6 TRIPS Pick Up New Mud Motor & Bit #2,Trip In Hole, Break Circulation Jake Staton 307-315-5422

Every 1500', no losses. Hole Bridged @7051' 1, Gardner-Denver, PZ-9

16:30 17:30 1.00 11.50 3 REAM ING Wash & Ream f/ 7051' to 7196' Pump # Pwr (hp) Rod Dia (in)

1
17:30 18:00 0.50 12.00 2 DRILL Drilling f/ 7196' to 7205' , Lost Circulation

ACTUAL
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
18:00 19:30 1.50 13.50 5 COND MUD & Lay Down 1 Jt. DP, Mix & Pump 60 bbl, 40 vis 10% LCM,Pill Re- P(psi) SlowSpd Strokes (s... Eff(%)

CIRC gain Circulation, By-Pass Shaker Screens, Lost 150 BBI Mud ,

2, Gardner-Denver, PZ-9

19:30 06:00 10.50 24.00 2 DRILL Drilling f/ 7205' to 7525' ( 320' @30.5 fph) 18-20k wob 346 (100 Pump # Pwr (hp) Rod Dia (in)

ACTUAL bbl seepage Loss) 2
I in r Riv (in) Stroke (in) Vol/Stk OR (b...

Mud Checks 6 9.02 0.079
7,196.0ftKB, 9/23/2015 10:00 P (psi) Slow Spd Strokes (s... Eff (%)
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) 1,365.0 No 112 95
DAP 10:00 7,196.0 9.75 37 11.0 6.000 Mild Additive Amnimte
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%)

10.000 23.000 42.0 8.5 0.3 8.8 Des ( o
duEnit) Consume

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)
Barite 10.50 188.0

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) DAP 25.75 15.0

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 23.0
BHA #2, Slick Pac-R 110.59 4.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Pallet 20.00 6.0

Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 56.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 220.0

Comment bhrink vvrap 20.00 6.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 313.75
Drilling Parameters

Cum
Drill WOB Safety Checks

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Time Type Des

Original Hole 7,196.0 7,525.0 329.00 11.00 29.9 346 18 50 1,050.0 122 155 11,60
0.0 Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:



RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

7,525.0
End Depth (ftKB)

8,000.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Surface, 1,054.0ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,050.0
Slow Spd

No
Strokes (s…

110
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Barite 10.50 240.0

Bentonite 5.51 44.0

DAP 25.75 67.0

Engineering 425.00 1.0

Hole Seal 17.62 64.0

Pac-R 110.59 19.0

Pallet 20.00 11.0

Rental 50.00 1.0

Sawdust 3.50 125.0

Sea Mud 12.58 280.0

Shrink Wrap 20.00 11.0

Tax 1.00 625.97

Trucking 1.00 800.0

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 12.0, DFS: 7.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

81.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Short Trip
Operation Next 24hrs

Short Trip 1500', Circulate for Logs, Lay Down Drill Pipe,  
Run Open Hole Logs,  

24 Hr Summary

Drilling f/ 7525' to 7567''( 42' @ 28 fph), Work Tight Hole( 7567' - 7543'), Circulate, Build Mud Volume,Continue Drilling  
f/ 7567' to 8000' ( (250 bbl seepage losses) Circulate Bottoms Up Samples- Short Trip ,Lithology @ 7980', 60%
CLYST,30%SS,10%SH - BKG 35 u, Conn. 390 u, Peak 397 u       

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 07:30 1.50 1.50 2 DRILL 
ACTUAL

Drilling f/ 7525' to 7567 ( 42' @ 28 fph)  18k wob 330 gpm (110  
bbl seepage Loss)

07:30 08:30 1.00 2.50 5 COND MUD &  
CIRC

Circulate & mix LCM for 8-10% Concentration, Build Mud Volume

08:30 16:30 8.00 10.50 2 DRILL 
ACTUAL

Continue Drilling f/ 7567' to 7760' (193' @ 24.1 fph) 20k wob, 378  
gpm (150 bbl seepage loss )

16:30 17:00 0.50 11.00 7 LUBRICATE  
RIG

Rig Service

17:00 04:30 11.50 22.50 2 DRILL 
ACTUAL

Continue Drilling f/ 7567' to 7760' (193' @ 24.1 fph) 20k wob, 378  
gpm (150 bbl seepage loss )

04:30 05:30 1.00 23.50 5 COND MUD &  
CIRC

Circulate Bottom UP

05:30 06:00 0.50 24.00 6 TRIPS Short Trip1500'

Mud Checks

7,608.0ftKB, 9/24/2015 10:00
Type

DAP
Time

10:00
Depth (ftKB)

7,608.0
Density (lb/gal)

9.35
Funnel Viscosity (s/qt)

36
PV Override (cP)

15.0
YP OR (lbf/100ft²)

3.000
Gel 10 sec (lbf/100ft²)

8.000
Gel 10 min (lbf/100ft²)

19.000
Filtrate (mL/30min)

28.0
Filter Cake (1/32") pH

8.5
Sand (%)

0.8
Solids (%)

6.5
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl)

250.0
Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #2, Slick
Bit Run

2
Drill Bit

7 7/8in, MDi616, JB8416
Length (ft)

1.00
IADC Bit Dull

3-3-BT-M-X-0-NO-TD
TFA (incl Noz) (in²)

1.80
BHA ROP …

25.1
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

496.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)(5-6.25 x 2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 7,525.0 8,000.0 804.00 32.00 22.6 394 18 50 1,350.0 128 168 11,60
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Depth Progress: 475.00

Report for: 9/24/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/24/2015
cres r rn Report#:12.0,DFS:7.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 475.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,525.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 81.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSShort Trip Short Trip 1500', Circulate for Logs, Lay Down Drill Pipe,

Job Contact MobileRun Open Hole Logs ' Floyd Mitchell 435-823-3608
24 Hr Summary

Drilling fl7525' to 7567"( 42' @28 fph), Work Tight Hole(7567' - 7543'), Circulate, Build Mud Volume,Continue Drilling
f/ 7567' to 8000' ( (250 bbl seepage losses) Circulate Bottoms Up Samples- Short Trip ,Lithology @7980', 60% Brent Bascom 970-250-2928
CLYST,30%SS,10%SH - BKG 35 u, Conn. 390 u, Peak 397 u

Time Log Rigs
Start Cum Dur Aty Capstar Drilling, 316
Time End Time Dur (hr) (hr) Code Activity Com Contractor Rig Number

06:00 07:30 1.50 1.50 2 DRILL Drilling f/ 7525' to 7567 (42' @28 fph) 18k wob 330 gpm (110 Capstar Drilling 316
ACTUAL bbl seepage Loss) Rig Supervisor Phone Mobile

07:30 08:30 1.00 2.50 5 COND MUD & Circulate & mix LCM for 8-10% Concentration, Build Mud Volume Jake Staton 307-315-5422

CIRC 1, Gardner-Denver, PZ-9

08:30 16:30 8.00 10.50 2 DRILL Continue Drilling f/ 7567' to 7760' (193' @24.1 fph) 20k wob, 378 '1ump# Pwr(hp) Rod Dia (in)

ACTUAL gpm (150 bbl seepage loss ) I iner Si7e (in) Stroke (in) Vol/Stk OR (b...
16:30 17:00 0.50 11.00 7 LUBRICATE Rig Service 6 9.02 0.079

RIG P (psi) Slow Spd Strokes (s... Eff (%)
17:00 04:30 11.50 22.50 2 DRILL Continue Drilling f/ 7567' to 7760' (193' @24.1 fph) 20k wob, 378

ACTUAL gpm (150 bbl seepage loss ) 2, Gardner-Denver, PZ-9

04:30 05:30 1.00 23.50 5 COND MUD & Circulate Bottom UP Pump # Pwr (hp) Rod Dia (in)

CIRC 2
I iner Si7e (in) Stroke (in) Vol/Stk OR (b...

05:30 06:00 0.50 24.00 6 TRIPS Short Trip1500' 6 9.02 0.079
Mud CheckS P (psi) Slow Spd Strokes (s... Eff (%)

7,608.0ftKB, 9/24/2015 10:00 1,050.0 No 110 95

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Mud Additive Amounts
DAP 10:00 7,608.0 9.35 36 15.0 3.000 Field Est Consume
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Des (Cost/unit) d

8.000 19.000 28.0 8.5 0.8 6.5 Barite 10.50 240.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) Benton ite 5.51 44.0

2,000.000 0.1 0.100
DAP 25.75 67.0

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 64.0
BHA #2, Slick Pac-R 110.59 19.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Pallet 20.00 11.02 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 125.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 280.0

comment Shrink Wrap 20.00 11.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 625.97
Drilling Parameters

cum Trucking 1.00 800.0
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Safety Checks

Original Hole 7,525.0 8,000.0 804.00 32.00 22.6 394 18 50 1,350.0 128 168 11,60 Time Type Des

0.0

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole
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8.000 19.000 28.0 8.5 0.8 6.5 Barite 10.50 240.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) Benton ite 5.51 44.0

2,000.000 0.1 0.100
DAP 25.75 67.0

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 64.0
BHA #2, Slick Pac-R 110.59 19.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Pallet 20.00 11.02 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 125.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 280.0

comment Shrink Wrap 20.00 11.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 625.97
Drilling Parameters

cum Trucking 1.00 800.0
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Safety Checks

Original Hole 7,525.0 8,000.0 804.00 32.00 22.6 394 18 50 1,350.0 128 168 11,60 Time Type Des

0.0

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/24/2015
cres r rn Report#:12.0,DFS:7.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 475.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 7,525.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 81.0 Good Good Surface, 1,054.0ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtSShort Trip Short Trip 1500', Circulate for Logs, Lay Down Drill Pipe,

Job Contact MobileRun Open Hole Logs ' Floyd Mitchell 435-823-3608
24 Hr Summary

Drilling fl7525' to 7567"( 42' @28 fph), Work Tight Hole(7567' - 7543'), Circulate, Build Mud Volume,Continue Drilling
f/ 7567' to 8000' ( (250 bbl seepage losses) Circulate Bottoms Up Samples- Short Trip ,Lithology @7980', 60% Brent Bascom 970-250-2928
CLYST,30%SS,10%SH - BKG 35 u, Conn. 390 u, Peak 397 u

Time Log Rigs
Start Cum Dur Aty Capstar Drilling, 316
Time End Time Dur (hr) (hr) Code Activity Com Contractor Rig Number

06:00 07:30 1.50 1.50 2 DRILL Drilling f/ 7525' to 7567 (42' @28 fph) 18k wob 330 gpm (110 Capstar Drilling 316
ACTUAL bbl seepage Loss) Rig Supervisor Phone Mobile

07:30 08:30 1.00 2.50 5 COND MUD & Circulate & mix LCM for 8-10% Concentration, Build Mud Volume Jake Staton 307-315-5422

CIRC 1, Gardner-Denver, PZ-9

08:30 16:30 8.00 10.50 2 DRILL Continue Drilling f/ 7567' to 7760' (193' @24.1 fph) 20k wob, 378 '1ump# Pwr(hp) Rod Dia (in)

ACTUAL gpm (150 bbl seepage loss ) I iner Si7e (in) Stroke (in) Vol/Stk OR (b...
16:30 17:00 0.50 11.00 7 LUBRICATE Rig Service 6 9.02 0.079

RIG P (psi) Slow Spd Strokes (s... Eff (%)
17:00 04:30 11.50 22.50 2 DRILL Continue Drilling f/ 7567' to 7760' (193' @24.1 fph) 20k wob, 378

ACTUAL gpm (150 bbl seepage loss ) 2, Gardner-Denver, PZ-9

04:30 05:30 1.00 23.50 5 COND MUD & Circulate Bottom UP Pump # Pwr (hp) Rod Dia (in)

CIRC 2
I iner Si7e (in) Stroke (in) Vol/Stk OR (b...

05:30 06:00 0.50 24.00 6 TRIPS Short Trip1500' 6 9.02 0.079
Mud CheckS P (psi) Slow Spd Strokes (s... Eff (%)

7,608.0ftKB, 9/24/2015 10:00 1,050.0 No 110 95

Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2) Mud Additive Amounts
DAP 10:00 7,608.0 9.35 36 15.0 3.000 Field Est Consume
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Des (Cost/unit) d

8.000 19.000 28.0 8.5 0.8 6.5 Barite 10.50 240.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2) Benton ite 5.51 44.0

2,000.000 0.1 0.100
DAP 25.75 67.0

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl)

250.0 Engineering 425.00 1.0
Drill Strings Hole Seal 17.62 64.0
BHA #2, Slick Pac-R 110.59 19.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP... Pallet 20.00 11.02 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Rental 50.00 1.0
16/16/16/16/16/16 496.36 6.500 Sawdust 3.50 125.0
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Sea Mud 12.58 280.0

comment Shrink Wrap 20.00 11.0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP) Tax 1.00 625.97
Drilling Parameters

cum Trucking 1.00 800.0
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq Safety Checks

Original Hole 7,525.0 8,000.0 804.00 32.00 22.6 394 18 50 1,350.0 128 168 11,60 Time Type Des

0.0

Wellbores
Wellbore Name KO MD (ftKB)

Original Hole

www.peloton.com Page 1/1 Report Printed:



RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

8,000.0
End Depth (ftKB)

8,000.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Production, 7,845.7ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi)

1,350.0
Slow Spd

No
Strokes (s…

125
Eff (%)

95

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Aluminum Stear. 76.93 1.0

Barite 10.50 60.0

DAP 25.75 42.0

Engineering 425.00 1.0

Hole Seal 17.62 62.0

Pac-R 110.59 11.0

Pallet 20.00 4.0

Rental 50.00 1.0

Sawdust 3.50 111.0

Sea Mud 12.58 60.0

Shrink Wrap 20.00 1.0

Tax 1.00 311.39

Trucking 1.00 1,200.
0

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 13.0, DFS: 8.98

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

82.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Run Production Casing @ 3800'
Operation Next 24hrs

Run & Cement 5,5''Production Casing, Nipple Down BOP,  
Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E

24 Hr Summary

Short Trip to 6500'', Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @ 4400', Lay Down Drill Pipe, Run Open  
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5''Production Casing

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 08:30 2.50 2.50 2 DRILL 
ACTUAL

Short Trip to 6500'

08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD,

09:30 11:00 1.50 5.00 5 COND MUD &  
CIRC

Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @ 4400')  
Flow Check, Well Static.

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500'

14:30 15:30 1.00 9.50 5 COND MUD &  
CIRC

Circulate Hole Clean, 1 1/2 Bottoms Up @ 550 GPM

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA

17:30 00:00 6.50 18.00 11 WIRELINE 
LOGS

Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1  
Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig  
Down Halliburton

00:00 01:30 1.50 19.50 12 RUN CASING  
& CEMENT

Rig Up to run Casing (Install Low Torque Swivel Motors) Pick Up  
CRT. 

01:30 06:00 4.50 24.00 12 RUN CASING  
& CEMENT

Run 5.5'',17 lb/ft,L-80 Production Casing

Mud Checks

8,000.0ftKB, 9/25/2015 11:30
Type

DAP
Time

11:30
Depth (ftKB)

8,000.0
Density (lb/gal)

9.45
Funnel Viscosity (s/qt)

37
PV Override (cP)

9.0
YP OR (lbf/100ft²)

11.000
Gel 10 sec (lbf/100ft²)

7.000
Gel 10 min (lbf/100ft²)

19.000
Filtrate (mL/30min)

28.0
Filter Cake (1/32") pH

8.5
Sand (%)

0.5
Solids (%)

7.0
MBT (lb/bbl) Alkalinity (mL/mL) Chlorides (mg/L)

2,000.000
Calcium (mg/L) Pf (mL/mL)

0.1
Pm (mL/mL)

0.100
Gel 30 min (lbf/100ft²)

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl)

0.0
Reserve Mud Volume (bbl) Active Mud Volume (bbl)

Drill Strings

BHA #2, Slick
Bit Run

2
Drill Bit

7 7/8in, MDi616, JB8416
Length (ft)

1.00
IADC Bit Dull

3-3-BT-M-X-0-NO-TD
TFA (incl Noz) (in²)

1.80
BHA ROP …

25.1
Nozzles (1/32")

16/16/16/16/16/16
String Length (ft)

496.36
Max Nominal OD (in)

6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP
Comment

Smith MDi616, (Hunting MM 6.5'',7/8,3.3 Stg,1.5°, Fixed .16 RPG)(5-6.25 x 2.5''DC) (10-4.5''HWDP)

Drilling Parameters

Wellbore Start (ftKB)
End Depth 

(ftKB)
Cum Depth 

(ft)

Cum 
Drill 
Time 
(hr)

Int ROP 
(ft/hr)

Q Flow 
(gpm)

WOB 
(1000lbf

)
RPM 
(rpm) SPP (psi)

Drill Str Wt 
(1000lbf)

PU Str Wt 
(1000lbf) Drill Tq

Original Hole 8,000.0 8,000.0 804.00 32.00 394 1,150.0 146 168

Depth Progress: 0.00

Report for: 9/25/2015

Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/25/2015
cres r rn Report#:13.0,DFS:8.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Run Production Casing @3800' Run & Cement 5,5"Production Casing, Nipple Down BOP,

Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Short Trip to 6500", Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @4400', Lay Down Drill Pipe, Run Open
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5"Production Casing Brent Bascom 970-250-2928

Time Lag
Start Cum Dur Aty OgS

Time End Time Dur (hr) (hr) Code Activity Com ApsÍnrDrilling, 316
06:00 08:30 2.50 2.50 2 DRILL Short Trip to 6500' Contractor Rig Number

ACTUAL Capstar Drilling 316
08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD, Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
09:30 11:00 1.50 5.00 5 COND MUD & Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @4400')

CIRC Flow Check, Well Static. 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500' 1
14:30 15:30 1.00 9.50 5 COND MUD & Circulate Hole Clean, 1 1/2 Bottoms Up @550 GPM Liner Size (in) Stroke (in) Vol/Stk OR (b...

CIRC 6 9.02 0.079

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA F (µ>i) SlowSpd Strokes (s... Eff(%)

17:30 00:00 6.50 18.00 11 WIRELINE Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1 2, Gardner-Denver, PZ-9
LOGS Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig

Pump# Pwr(hp) Rod Dia (in)
Down Halliburton 2

00:00 01:30 1.50 19.50 12 RUN CASING Rig Up to run Casing (Install Low Torque Swivel Motors) Pick Up Liner Size (in) Stroke (in) Vol/Stk OR (b...

& CEMENT CRT. 6 9.02 0.079
P (psi) Slow Spd Strokes (s... Eff (%)

01:30 06:00 4.50 24.00 12 RUN CASING Run 5.5",17 lb/ft,L-80 Production Casing 1,350.0 No 125 95

& CEMENT Mud Additive Amounts
Field Est Consume

Des (Cost/unit) d
Mud Checks Aluminum Stear. 76.93 1.0
8,000.0ftKB, 9/25/2015 11:30 Rarite 10.50 60.0
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000 DAP 25.75 42.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Engineering 425.00 1.0

7.000 19.000 28.0 8.5 0.5 7.0 Hole Real 17.62 62.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 Pac-R 110.59 11.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Pallet 20.00 4.0

0.0 Rental 50.00 1.0
Drill Strings Sawdust 3.50 111.0
BHA #2, Slick Sea Mud 12.58 60.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Shrink Wrap 20.00 1.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Tax 1.00 311.39
16/16/16/16/16/16 496.36 6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Trucking 1.00 1,200.
Comment 0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP)
Safets Checks

Drilling Parameters
Timo Type Des

Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTy Wellbores

Original Hole 8,000.0 8,000.0 804.00 32.00 394 1,150.0 146 168 Wellbore Name KO MD (ftKB)

Uriginal Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/25/2015
cres r rn Report#:13.0,DFS:8.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Run Production Casing @3800' Run & Cement 5,5"Production Casing, Nipple Down BOP,

Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Short Trip to 6500", Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @4400', Lay Down Drill Pipe, Run Open
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5"Production Casing Brent Bascom 970-250-2928

Time Lag
Start Cum Dur Aty OgS

Time End Time Dur (hr) (hr) Code Activity Com ApsÍnrDrilling, 316
06:00 08:30 2.50 2.50 2 DRILL Short Trip to 6500' Contractor Rig Number

ACTUAL Capstar Drilling 316
08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD, Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
09:30 11:00 1.50 5.00 5 COND MUD & Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @4400')

CIRC Flow Check, Well Static. 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500' 1
14:30 15:30 1.00 9.50 5 COND MUD & Circulate Hole Clean, 1 1/2 Bottoms Up @550 GPM Liner Size (in) Stroke (in) Vol/Stk OR (b...

CIRC 6 9.02 0.079

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA F (µ>i) SlowSpd Strokes (s... Eff(%)

17:30 00:00 6.50 18.00 11 WIRELINE Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1 2, Gardner-Denver, PZ-9
LOGS Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig

Pump# Pwr(hp) Rod Dia (in)
Down Halliburton 2

00:00 01:30 1.50 19.50 12 RUN CASING Rig Up to run Casing (Install Low Torque Swivel Motors) Pick Up Liner Size (in) Stroke (in) Vol/Stk OR (b...

& CEMENT CRT. 6 9.02 0.079
P (psi) Slow Spd Strokes (s... Eff (%)

01:30 06:00 4.50 24.00 12 RUN CASING Run 5.5",17 lb/ft,L-80 Production Casing 1,350.0 No 125 95

& CEMENT Mud Additive Amounts
Field Est Consume

Des (Cost/unit) d
Mud Checks Aluminum Stear. 76.93 1.0
8,000.0ftKB, 9/25/2015 11:30 Rarite 10.50 60.0
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000 DAP 25.75 42.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Engineering 425.00 1.0

7.000 19.000 28.0 8.5 0.5 7.0 Hole Real 17.62 62.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 Pac-R 110.59 11.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Pallet 20.00 4.0

0.0 Rental 50.00 1.0
Drill Strings Sawdust 3.50 111.0
BHA #2, Slick Sea Mud 12.58 60.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Shrink Wrap 20.00 1.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Tax 1.00 311.39
16/16/16/16/16/16 496.36 6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Trucking 1.00 1,200.
Comment 0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP)
Safets Checks

Drilling Parameters
Timo Type Des

Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTy Wellbores

Original Hole 8,000.0 8,000.0 804.00 32.00 394 1,150.0 146 168 Wellbore Name KO MD (ftKB)

Uriginal Hole

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/25/2015
cres r rn Report#:13.0,DFS:8.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Run Production Casing @3800' Run & Cement 5,5"Production Casing, Nipple Down BOP,

Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Short Trip to 6500", Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @4400', Lay Down Drill Pipe, Run Open
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5"Production Casing Brent Bascom 970-250-2928

Time Lag
Start Cum Dur Aty OgS

Time End Time Dur (hr) (hr) Code Activity Com ApsÍnrDrilling, 316
06:00 08:30 2.50 2.50 2 DRILL Short Trip to 6500' Contractor Rig Number

ACTUAL Capstar Drilling 316
08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD, Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
09:30 11:00 1.50 5.00 5 COND MUD & Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @4400')

CIRC Flow Check, Well Static. 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500' 1
14:30 15:30 1.00 9.50 5 COND MUD & Circulate Hole Clean, 1 1/2 Bottoms Up @550 GPM Liner Size (in) Stroke (in) Vol/Stk OR (b...

CIRC 6 9.02 0.079

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA F (µ>i) SlowSpd Strokes (s... Eff(%)

17:30 00:00 6.50 18.00 11 WIRELINE Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1 2, Gardner-Denver, PZ-9
LOGS Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig

Pump# Pwr(hp) Rod Dia (in)
Down Halliburton 2

00:00 01:30 1.50 19.50 12 RUN CASING Rig Up to run Casing (Install Low Torque Swivel Motors) Pick Up Liner Size (in) Stroke (in) Vol/Stk OR (b...

& CEMENT CRT. 6 9.02 0.079
P (psi) Slow Spd Strokes (s... Eff (%)

01:30 06:00 4.50 24.00 12 RUN CASING Run 5.5",17 lb/ft,L-80 Production Casing 1,350.0 No 125 95

& CEMENT Mud Additive Amounts
Field Est Consume

Des (Cost/unit) d
Mud Checks Aluminum Stear. 76.93 1.0
8,000.0ftKB, 9/25/2015 11:30 Rarite 10.50 60.0
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000 DAP 25.75 42.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Engineering 425.00 1.0

7.000 19.000 28.0 8.5 0.5 7.0 Hole Real 17.62 62.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 Pac-R 110.59 11.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Pallet 20.00 4.0

0.0 Rental 50.00 1.0
Drill Strings Sawdust 3.50 111.0
BHA #2, Slick Sea Mud 12.58 60.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Shrink Wrap 20.00 1.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Tax 1.00 311.39
16/16/16/16/16/16 496.36 6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Trucking 1.00 1,200.
Comment 0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP)
Safets Checks

Drilling Parameters
Timo Type Des

Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start(ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm)SPP(psi) (1000lbf) (1000lbf) DrillTy Wellbores

Original Hole 8,000.0 8,000.0 804.00 32.00 394 1,150.0 146 168 Wellbore Name KO MD (ftKB)

Uriginal Hole
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/25/2015
cres r rn Report#:13.0,DFS:8.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Run Production Casing @3800' Run & Cement 5,5"Production Casing, Nipple Down BOP,

Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Short Trip to 6500", Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @4400', Lay Down Drill Pipe, Run Open
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5"Production Casing Brent Bascom 970-250-2928

Time Lag
Start Cum Dur Aty OgS

Time End Time Dur (hr) (hr) Code Activity Com ApsÍnrDrilling, 316
06:00 08:30 2.50 2.50 2 DRILL Short Trip to 6500' Contractor Rig Number

ACTUAL Capstar Drilling 316
08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD, Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
09:30 11:00 1.50 5.00 5 COND MUD & Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @4400')

CIRC Flow Check, Well Static. 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500' 1
14:30 15:30 1.00 9.50 5 COND MUD & Circulate Hole Clean, 1 1/2 Bottoms Up @550 GPM Liner Size (in) Stroke (in) Vol/Stk OR (b...

CIRC 6 9.02 0.079

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA F (µ>i) SlowSpd Strokes (s... Eff(%)

17:30 00:00 6.50 18.00 11 WIRELINE Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1 2, Gardner-Denver, PZ-9
LOGS Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig

Pump# Pwr(hp) Rod Dia (in)
Down Halliburton 2

00:00 01:30 1.50 19.50 12 RUN CASING Rig Up to run Casing (Install Low Torque Swivel Motors) Pick Up Liner Size (in) Stroke (in) Vol/Stk OR (b...

& CEMENT CRT. 6 9.02 0.079
P (psi) Slow Spd Strokes (s... Eff (%)

01:30 06:00 4.50 24.00 12 RUN CASING Run 5.5",17 lb/ft,L-80 Production Casing 1,350.0 No 125 95

& CEMENT Mud Additive Amounts
Field Est Consume

Des (Cost/unit) d
Mud Checks Aluminum Stear. 76.93 1.0
8,000.0ftKB, 9/25/2015 11:30 Rarite 10.50 60.0
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000 DAP 25.75 42.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Engineering 425.00 1.0

7.000 19.000 28.0 8.5 0.5 7.0 Hole Real 17.62 62.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 Pac-R 110.59 11.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Pallet 20.00 4.0

0.0 Rental 50.00 1.0
Drill Strings Sawdust 3.50 111.0
BHA #2, Slick Sea Mud 12.58 60.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Shrink Wrap 20.00 1.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Tax 1.00 311.39
16/16/16/16/16/16 496.36 6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Trucking 1.00 1,200.
Comment 0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP)
Safets Checks

Drilling Parameters
Timo Type Des
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Drill WOB
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/25/2015
cres r rn Report#:13.0,DFS:8.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Run Production Casing @3800' Run & Cement 5,5"Production Casing, Nipple Down BOP,

Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Short Trip to 6500", Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @4400', Lay Down Drill Pipe, Run Open
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5"Production Casing Brent Bascom 970-250-2928

Time Lag
Start Cum Dur Aty OgS

Time End Time Dur (hr) (hr) Code Activity Com ApsÍnrDrilling, 316
06:00 08:30 2.50 2.50 2 DRILL Short Trip to 6500' Contractor Rig Number

ACTUAL Capstar Drilling 316
08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD, Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
09:30 11:00 1.50 5.00 5 COND MUD & Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @4400')

CIRC Flow Check, Well Static. 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500' 1
14:30 15:30 1.00 9.50 5 COND MUD & Circulate Hole Clean, 1 1/2 Bottoms Up @550 GPM Liner Size (in) Stroke (in) Vol/Stk OR (b...

CIRC 6 9.02 0.079

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA F (µ>i) SlowSpd Strokes (s... Eff(%)

17:30 00:00 6.50 18.00 11 WIRELINE Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1 2, Gardner-Denver, PZ-9
LOGS Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig

Pump# Pwr(hp) Rod Dia (in)
Down Halliburton 2

00:00 01:30 1.50 19.50 12 RUN CASING Rig Up to run Casing (Install Low Torque Swivel Motors) Pick Up Liner Size (in) Stroke (in) Vol/Stk OR (b...

& CEMENT CRT. 6 9.02 0.079
P (psi) Slow Spd Strokes (s... Eff (%)

01:30 06:00 4.50 24.00 12 RUN CASING Run 5.5",17 lb/ft,L-80 Production Casing 1,350.0 No 125 95

& CEMENT Mud Additive Amounts
Field Est Consume

Des (Cost/unit) d
Mud Checks Aluminum Stear. 76.93 1.0
8,000.0ftKB, 9/25/2015 11:30 Rarite 10.50 60.0
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000 DAP 25.75 42.0
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Engineering 425.00 1.0

7.000 19.000 28.0 8.5 0.5 7.0 Hole Real 17.62 62.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 Pac-R 110.59 11.0
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Pallet 20.00 4.0

0.0 Rental 50.00 1.0
Drill Strings Sawdust 3.50 111.0
BHA #2, Slick Sea Mud 12.58 60.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Shrink Wrap 20.00 1.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Tax 1.00 311.39
16/16/16/16/16/16 496.36 6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Trucking 1.00 1,200.
Comment 0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP)
Safets Checks
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/25/2015
cres r rn Report#:13.0,DFS:8.98

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Run Production Casing @3800' Run & Cement 5,5"Production Casing, Nipple Down BOP,

Clean Pits, Release Rig for Move To Ute Tribal 10-16-4-2E Job Contact Mobile

Floyd Mitchell 435-823-3608
24 Hr Summary

Short Trip to 6500", Circulate for Logs, Spot 150 bbl 10.5 ppg Kill Pill, Top @4400', Lay Down Drill Pipe, Run Open
Hole Logs, Loggers Depth 7829', Rig up & Run 5.5"Production Casing Brent Bascom 970-250-2928

Time Lag
Start Cum Dur Aty OgS

Time End Time Dur (hr) (hr) Code Activity Com ApsÍnrDrilling, 316
06:00 08:30 2.50 2.50 2 DRILL Short Trip to 6500' Contractor Rig Number

ACTUAL Capstar Drilling 316
08:30 09:30 1.00 3.50 3 REAMING Wash & Ream 7735' to TD, Rig Supervisor Phone Mobile

Jal:c Staton 307-315-5422
09:30 11:00 1.50 5.00 5 COND MUD & Circulate for Logs, spot 150 bbl 10.5 ppg Kill Pill ,( top @4400')

CIRC Flow Check, Well Static. 1, Gardner-Denver, PZ-9
Piimp # Pwr (hp) Rod Dia (in)

11:00 14:30 3.50 8.50 6 TRIPS Lay Down Drill Pipe to 2500' 1
14:30 15:30 1.00 9.50 5 COND MUD & Circulate Hole Clean, 1 1/2 Bottoms Up @550 GPM Liner Size (in) Stroke (in) Vol/Stk OR (b...

CIRC 6 9.02 0.079

15:30 17:30 2.00 11.50 6 TRIPS Continue Lay Down Drill Pipe & BHA F (µ>i) SlowSpd Strokes (s... Eff(%)

17:30 00:00 6.50 18.00 11 WIRELINE Safety Meeting,Rig Up H.E.S. Loggers,Run Open Hole Logs, 1 2, Gardner-Denver, PZ-9
LOGS Run - Quad Combo w/ HFDT & IDT, Loggers Depth 7829', Rig

Pump# Pwr(hp) Rod Dia (in)
Down Halliburton 2
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1,350.0 No 125 95
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DAP 11:30 8,000.0 9.45 37 9.0 11.000 DAP 25.75 42.0

Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Engineering 425.00 1.0
7.000 19.000 28.0 8.5 0.5 7.0 Hole Real 17.62 62.0

MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2)

2,000.000 0.1 0.100 Pac-R 110.59 11.0

Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Pallet 20.00 4.0
0.0 Rental 50.00 1.0

Drill Strings Sawdust 3.50 111.0
BHA #2, Slick Sea Mud 12.58 60.0
Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

2 7 7/8in, MDi616, JB8416 1.00 3-3-BT-M-X-0-NO-TD 1.80 25.1 Shrink Wrap 20.00 1.0
Nozzles (1/32") String Length (ft) Max Nominal OD (in) Tax 1.00 311.39
16/16/16/16/16/16 496.36 6.500
String Components

Smith MDi616, MUD MOTOR, Drill Collar, HWDP Trucking 1.00 1,200.

Comment 0
Smith MDi616, (Hunting MM 6.5",7/8,3.3 Stg,1.5°, Fixed .16

RPG)(5-6.25 x 2.5"DC) (10-4.5"HWDP)
Safets Checks
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RECEIVED: Sep. 29, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   9/29/2015www.peloton.com

Daily Drilling Report

AFE Number

1709815US
Start Depth (ftKB)

8,000.0
End Depth (ftKB)

8,000.0
Target Formation

Wasatch
Target Depth (ftKB)

8,000.0
Last Casing String

Production, 7,845.7ftKB

Daily Contacts

Job Contact Mobile

Floyd Mitchell 435-823-3608

Brent Bascom 970-250-2928

Rigs

Capstar Drilling, 316
Contractor

Capstar Drilling
Rig Number

316
Rig Supervisor

Jake Staton
Phone Mobile

307-315-5422

1, Gardner-Denver, PZ-9
Pump #

1
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

2, Gardner-Denver, PZ-9
Pump #

2
Pwr (hp) Rod Dia (in)

Liner Size (in)

6
Stroke (in)

9.02
Vol/Stk OR (b…

0.079
P (psi) Slow Spd Strokes (s… Eff (%)

Mud Additive Amounts

Des
Field Est 

(Cost/unit)
Consume

d

Safety Checks

Time Type Des

Wellbores

Wellbore Name KO MD (ftKB)

Original Hole

Report #: 14.0, DFS: 9.46

UWI/API

43-047-52642
Surface Legal Location License #

Spud Date

9/12/2015 08:00
Date TD Reached (wellbore)

9/25/2015 04:30
Rig Release Date

9/26/2015 17:30
Ground Elevation (ft)

4,800.00
Orig KB Elev (ft)

4,812.00
Completion Type

Weather

Clear
Temperature (°F)

82.0
Road Condition

Good
Hole Condition

Good
Operation At 6am

Rig Down
Operation Next 24hrs

M.I.R.U. , Ute Tribal 10-16-4-2E
24 Hr Summary

Ran 179 Jts. 5.5'' 17 lb/ft, L-80 LT&C Production Casing,Set @ 7845', Float Collar Set @ 7799',Wasatch Marker Set@  
7229', TGR3 Marker set @ 5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead  
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into  
Displacement, 1000 psi Lift Pressure @ 2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No  
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015.

Time Log

Start 
Time End Time Dur (hr)

Cum Dur 
(hr)

Aty 
Code Activity Com

06:00 10:00 4.00 4.00 12 RUN CASING  
& CEMENT

Run 179 Jts. 5.5'' 17 lb/ft, L-80 LT&C Production Casing,Set @  
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Drill Strings
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Sundry Number: 66447 API Well Number: 43047526420000Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/26/2015
cres r rn Report#:14.0,DFS:9.46

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Rig Down M.I.R.U. , Ute Tribal 10-16-4-2E

Job Contact Mobile
24 Hr Summary

Ran 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @7845', Float Collar Set @7799',Wasatch Marker Set@ Floyd Mitchell 435-823-3608

7229', TGR3 Marker set @5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into Brent Bascom 970-250-2928
Displacement, 1000 psi Lift Pressure @2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015. Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 12 RUN CASING Run 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @ Rig Supervisor Phone Mobile
& CEMENT 7845', Float Collar Set @7799',Wasatch Marker Set@ 7229', Jake Staton 307-315-5422

TGR3 Marker set @5604', Landed Casing Hanger w/ 115K 1, Gardner-Denver, PZ-9
10:00 13:00 3.00 7.00 12 RUN CASING Rig up Halliburton,Pressure Test lines to 5000 psi. Pump 10 bbl Pump# Pwr(hp) Rod Dia (in)

& CEMENT Fresh Water , 176.5 bbl (420 sx) 11.5 ppg, 2.36 cuft/sk Lead 1
Cement @5 bbl/min., 173 bbl (585 sx) 13.1 ppg, 1.66 cuft/sk Tail Liner Size (in) Stroke (in) Vol/Stk OR (b...

cement @5 bbl/min, No Returns Displace w/ 181 bbl. Fresh 6 9.02 0.079
water . No Returns Until 80 bbl Into Displacement . 1000 psi Lift P(psi) SlowSpd Strokes (s... Eff(%)

Prewssure @2 bbl/min Slow Rate, Land Latch Down Plug w/
1580 psi, Floats Held. No cement to Surface. 2, Gardner-Denver, PZ-9

Part.p # Pwr (hp) Rod Dia (in)
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& CEMENT
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
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Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Safety Checks
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0.0
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Drill Strings origirial Hole
BHA #<stringno>, <des>
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www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/26/2015
cres r rn Report#:14.0,DFS:9.46

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Rig Down M.I.R.U. , Ute Tribal 10-16-4-2E

Job Contact Mobile
24 Hr Summary

Ran 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @7845', Float Collar Set @7799',Wasatch Marker Set@ Floyd Mitchell 435-823-3608

7229', TGR3 Marker set @5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into Brent Bascom 970-250-2928
Displacement, 1000 psi Lift Pressure @2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015. Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 12 RUN CASING Run 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @ Rig Supervisor Phone Mobile
& CEMENT 7845', Float Collar Set @7799',Wasatch Marker Set@ 7229', Jake Staton 307-315-5422

TGR3 Marker set @5604', Landed Casing Hanger w/ 115K 1, Gardner-Denver, PZ-9
10:00 13:00 3.00 7.00 12 RUN CASING Rig up Halliburton,Pressure Test lines to 5000 psi. Pump 10 bbl Pump# Pwr(hp) Rod Dia (in)

& CEMENT Fresh Water , 176.5 bbl (420 sx) 11.5 ppg, 2.36 cuft/sk Lead 1
Cement @5 bbl/min., 173 bbl (585 sx) 13.1 ppg, 1.66 cuft/sk Tail Liner Size (in) Stroke (in) Vol/Stk OR (b...

cement @5 bbl/min, No Returns Displace w/ 181 bbl. Fresh 6 9.02 0.079
water . No Returns Until 80 bbl Into Displacement . 1000 psi Lift P(psi) SlowSpd Strokes (s... Eff(%)

Prewssure @2 bbl/min Slow Rate, Land Latch Down Plug w/
1580 psi, Floats Held. No cement to Surface. 2, Gardner-Denver, PZ-9

Part.p # Pwr (hp) Rod Dia (in)
13:00 13:30 0.50 7.50 12 RUN CASING Rig Down Cementers. Lay Down CRT & Landing Joint 2

& CEMENT
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
13:30 17:30 4.00 11.50 14 NIPPLE UP Nipple Down BOP, Clean Pits, Release Rig @ 17:30, 9/27/2015 P(psi) SlowSpd Strokes (s... Eff(%)

B.O.P

Mud Checks Mud Additive Amounts
8,000.0ftKB, 9/26/2015 11:30 Field Est Consume

Des (Cost/unit) d
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Safety Checks

7.000 19.000 18.0 8.5 0.5 7.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 Timo Type Des

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Well bores

0.0
Wellbore Name KO MD (ftKB)

Drill Strings origirial Hole
BHA #<stringno>, <des>

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/26/2015
cres r rn Report#:14.0,DFS:9.46

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Rig Down M.I.R.U. , Ute Tribal 10-16-4-2E

Job Contact Mobile
24 Hr Summary

Ran 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @7845', Float Collar Set @7799',Wasatch Marker Set@ Floyd Mitchell 435-823-3608

7229', TGR3 Marker set @5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into Brent Bascom 970-250-2928
Displacement, 1000 psi Lift Pressure @2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015. Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 12 RUN CASING Run 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @ Rig Supervisor Phone Mobile
& CEMENT 7845', Float Collar Set @7799',Wasatch Marker Set@ 7229', Jake Staton 307-315-5422

TGR3 Marker set @5604', Landed Casing Hanger w/ 115K 1, Gardner-Denver, PZ-9
10:00 13:00 3.00 7.00 12 RUN CASING Rig up Halliburton,Pressure Test lines to 5000 psi. Pump 10 bbl Pump# Pwr(hp) Rod Dia (in)

& CEMENT Fresh Water , 176.5 bbl (420 sx) 11.5 ppg, 2.36 cuft/sk Lead 1
Cement @5 bbl/min., 173 bbl (585 sx) 13.1 ppg, 1.66 cuft/sk Tail Liner Size (in) Stroke (in) Vol/Stk OR (b...

cement @5 bbl/min, No Returns Displace w/ 181 bbl. Fresh 6 9.02 0.079
water . No Returns Until 80 bbl Into Displacement . 1000 psi Lift P(psi) SlowSpd Strokes (s... Eff(%)

Prewssure @2 bbl/min Slow Rate, Land Latch Down Plug w/
1580 psi, Floats Held. No cement to Surface. 2, Gardner-Denver, PZ-9

Part.p # Pwr (hp) Rod Dia (in)
13:00 13:30 0.50 7.50 12 RUN CASING Rig Down Cementers. Lay Down CRT & Landing Joint 2

& CEMENT
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
13:30 17:30 4.00 11.50 14 NIPPLE UP Nipple Down BOP, Clean Pits, Release Rig @ 17:30, 9/27/2015 P(psi) SlowSpd Strokes (s... Eff(%)

B.O.P

Mud Checks Mud Additive Amounts
8,000.0ftKB, 9/26/2015 11:30 Field Est Consume

Des (Cost/unit) d
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Safety Checks

7.000 19.000 18.0 8.5 0.5 7.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 Timo Type Des

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Well bores

0.0
Wellbore Name KO MD (ftKB)

Drill Strings origirial Hole
BHA #<stringno>, <des>

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/26/2015
cres r rn Report#:14.0,DFS:9.46

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Rig Down M.I.R.U. , Ute Tribal 10-16-4-2E

Job Contact Mobile
24 Hr Summary

Ran 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @7845', Float Collar Set @7799',Wasatch Marker Set@ Floyd Mitchell 435-823-3608

7229', TGR3 Marker set @5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into Brent Bascom 970-250-2928
Displacement, 1000 psi Lift Pressure @2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015. Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 12 RUN CASING Run 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @ Rig Supervisor Phone Mobile
& CEMENT 7845', Float Collar Set @7799',Wasatch Marker Set@ 7229', Jake Staton 307-315-5422

TGR3 Marker set @5604', Landed Casing Hanger w/ 115K 1, Gardner-Denver, PZ-9
10:00 13:00 3.00 7.00 12 RUN CASING Rig up Halliburton,Pressure Test lines to 5000 psi. Pump 10 bbl Pump# Pwr(hp) Rod Dia (in)

& CEMENT Fresh Water , 176.5 bbl (420 sx) 11.5 ppg, 2.36 cuft/sk Lead 1
Cement @5 bbl/min., 173 bbl (585 sx) 13.1 ppg, 1.66 cuft/sk Tail Liner Size (in) Stroke (in) Vol/Stk OR (b...

cement @5 bbl/min, No Returns Displace w/ 181 bbl. Fresh 6 9.02 0.079
water . No Returns Until 80 bbl Into Displacement . 1000 psi Lift P(psi) SlowSpd Strokes (s... Eff(%)

Prewssure @2 bbl/min Slow Rate, Land Latch Down Plug w/
1580 psi, Floats Held. No cement to Surface. 2, Gardner-Denver, PZ-9

Part.p # Pwr (hp) Rod Dia (in)
13:00 13:30 0.50 7.50 12 RUN CASING Rig Down Cementers. Lay Down CRT & Landing Joint 2

& CEMENT
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
13:30 17:30 4.00 11.50 14 NIPPLE UP Nipple Down BOP, Clean Pits, Release Rig @ 17:30, 9/27/2015 P(psi) SlowSpd Strokes (s... Eff(%)

B.O.P

Mud Checks Mud Additive Amounts
8,000.0ftKB, 9/26/2015 11:30 Field Est Consume

Des (Cost/unit) d
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Safety Checks

7.000 19.000 18.0 8.5 0.5 7.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 Timo Type Des

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Well bores

0.0
Wellbore Name KO MD (ftKB)

Drill Strings origirial Hole
BHA #<stringno>, <des>

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq

www.peloton.com Page 1/1 Report Printed:

Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/26/2015
cres r rn Report#:14.0,DFS:9.46

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)

9/12/2015 08:00 9/25/2015 04:30 9/26/2015 17:30 4,800.00 4,812.00 8,000.0 8,000.0
Completion Type Target Formation Target Depth (ftKB)

Wasatch 8,000.0
Weather Temperature (°F) Road Condition Hole Condition Last Casing String

Clear 82.0 Good Good Production, 7,845.7ftKB
Operation At6am Operation Next24hrs Daily COnÍSCtS
Rig Down M.I.R.U. , Ute Tribal 10-16-4-2E

Job Contact Mobile
24 Hr Summary

Ran 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @7845', Float Collar Set @7799',Wasatch Marker Set@ Floyd Mitchell 435-823-3608

7229', TGR3 Marker set @5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into Brent Bascom 970-250-2928
Displacement, 1000 psi Lift Pressure @2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015. Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 12 RUN CASING Run 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @ Rig Supervisor Phone Mobile
& CEMENT 7845', Float Collar Set @7799',Wasatch Marker Set@ 7229', Jake Staton 307-315-5422

TGR3 Marker set @5604', Landed Casing Hanger w/ 115K 1, Gardner-Denver, PZ-9
10:00 13:00 3.00 7.00 12 RUN CASING Rig up Halliburton,Pressure Test lines to 5000 psi. Pump 10 bbl Pump# Pwr(hp) Rod Dia (in)

& CEMENT Fresh Water , 176.5 bbl (420 sx) 11.5 ppg, 2.36 cuft/sk Lead 1
Cement @5 bbl/min., 173 bbl (585 sx) 13.1 ppg, 1.66 cuft/sk Tail Liner Size (in) Stroke (in) Vol/Stk OR (b...

cement @5 bbl/min, No Returns Displace w/ 181 bbl. Fresh 6 9.02 0.079
water . No Returns Until 80 bbl Into Displacement . 1000 psi Lift P(psi) SlowSpd Strokes (s... Eff(%)

Prewssure @2 bbl/min Slow Rate, Land Latch Down Plug w/
1580 psi, Floats Held. No cement to Surface. 2, Gardner-Denver, PZ-9

Part.p # Pwr (hp) Rod Dia (in)
13:00 13:30 0.50 7.50 12 RUN CASING Rig Down Cementers. Lay Down CRT & Landing Joint 2

& CEMENT
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
13:30 17:30 4.00 11.50 14 NIPPLE UP Nipple Down BOP, Clean Pits, Release Rig @ 17:30, 9/27/2015 P(psi) SlowSpd Strokes (s... Eff(%)

B.O.P

Mud Checks Mud Additive Amounts
8,000.0ftKB, 9/26/2015 11:30 Field Est Consume

Des (Cost/unit) d
Type Time Depth (ftKB) Density (Ib/gal) Funnel Viscosity (s/qt) PV Override (cP) YP OR (Ibf/100ft2)

DAP 11:30 8,000.0 9.45 37 9.0 11.000
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Safety Checks

7.000 19.000 18.0 8.5 0.5 7.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 Timo Type Des

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Well bores

0.0
Wellbore Name KO MD (ftKB)

Drill Strings origirial Hole
BHA #<stringno>, <des>

Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components

Comment

Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
Wellbore Start (ftKB) (ftKB) (ft) (hr) (ft/hr) (gpm) ) (rpm) SPP (psi) (1000lbf) (1000lbf) Drill Tq
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Sundry Number: 66447 API Well Number: 43047526420000

< p Daily Drilling Report Report for: 9/26/2015
cres r rn Report#:14.0,DFS:9.46

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress: 0.00

UWl/API Surface Legal Location License # AFE Number
43-047-52642 1709815US
Spud Date Date TD Reached (wellbore) Rig Release Date Ground Elevation (ft) Orig KB Elev (ft) Start Depth (ftKB) End Depth (ftKB)
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Weather Temperature (°F) Road Condition Hole Condition Last Casing String
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Rig Down M.I.R.U. , Ute Tribal 10-16-4-2E

Job Contact Mobile
24 Hr Summary
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7229', TGR3 Marker set @5604', Landed Casing Hanger w/ 115K.Cement w/ 176.5 bbl (420 sx) 11.5 ppg. Lead
Cement, 173 bbl ( 585 sx) 13,1 ppg Tail Cement. Displace w/ 181 bbl Fresh Water No Returns Until 80 bbl Into Brent Bascom 970-250-2928
Displacement, 1000 psi Lift Pressure @2 bbl/min. Slow Rate Landed Latch Down Plug w/1580 psi, Floats Held, No
Cement to Surface. Nipple down BOP, Clean Pits. Release Rig @ 17:30, 9/26/2015. Rigs
Time Log Capstar Drilling, 316

Start Cum Dur Aty Contractor Rig Number
Time EndTime Dur(hr) (hr) Code Activity Com CapstarDrilling 316

06:00 10:00 4.00 4.00 12 RUN CASING Run 179 Jts. 5.5" 17 lb/ft, L-80 LT&CProduction Casing,Set @ Rig Supervisor Phone Mobile
& CEMENT 7845', Float Collar Set @7799',Wasatch Marker Set@ 7229', Jake Staton 307-315-5422

TGR3 Marker set @5604', Landed Casing Hanger w/ 115K 1, Gardner-Denver, PZ-9
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Prewssure @2 bbl/min Slow Rate, Land Latch Down Plug w/
1580 psi, Floats Held. No cement to Surface. 2, Gardner-Denver, PZ-9
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13:00 13:30 0.50 7.50 12 RUN CASING Rig Down Cementers. Lay Down CRT & Landing Joint 2

& CEMENT
Liner Size (in) Stroke (in) Vol/Stk OR (b...

6 9.02 0.079
13:30 17:30 4.00 11.50 14 NIPPLE UP Nipple Down BOP, Clean Pits, Release Rig @ 17:30, 9/27/2015 P(psi) SlowSpd Strokes (s... Eff(%)
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DAP 11:30 8,000.0 9.45 37 9.0 11.000
Gel 10 sec (Ibf/100ft2) Gel 10 min (Ibf/100ft2) Filtrate (mL/30min) Filter Cake (1/32") pH Sand (%) Solids (%) Safety Checks

7.000 19.000 18.0 8.5 0.5 7.0
MBT (Ib/bbl) Alkalinity (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pf (mL/mL) Pm (mL/mL) Gel 30 min (Ibf/100ft2 Timo Type Des

2,000.000 0.1 0.100
Whole Mud Added (bbl) Mud Lost to Hole (bbl) Mud Lost to Surface (bbl) Reserve Mud Volume (bbl) Active Mud Volume (bbl) Well bores

0.0
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Drill Strings origirial Hole
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Bit Run Drill Bit Length (ft) lADC Bit Dull TFA (incl Noz) (in2) BHA ROP...

Nozzles (1/32") String Length (ft) Max Nominal OD (in)

String Components
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Drilling Parameters
Cum
Drill WOB

End Depth Cum Depth Time Int ROP Q Flow (1000lbf RPM Drill Str Wt PU Str Wt
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RECEIVED: Oct. 21, 2015

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

10/30 /2015

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Cement Remdiation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Due to poor cement bonding above 6200’ MD, after fracing the first 6
stages a squeeze will be required to complete the final 2 stages. A frac
would be performed through casing on the first 6 stages as logs show
positive cement integrity with TOC @ 6200’ MD.Once frac is complete
we will perforate @ 6150’ MD and pump 85 bbls of 13.1 ppg tail / 145
bbls of 11.0 ppg lead – open hole volume plus 15% with the plan to get

cement to surface.. Densities of this squeeze will be contingent on
circulating pressures/rates of first squeeze. Cement integrity will be
confirmed through the use of a CBL. Once confirmed positive cement

integrity, stages 7-8 will be frac’d. Backside pressure will be monitored
for the entire frac. Frac perfs are subject to change pending results of

corresponding squeezes. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Valari Crary 303 880-3637

TITLE
 Drilling And Completion Tech

SIGNATURE
 N/A

DATE
 10/21/2015

October 22, 2015

Sundry Number: 67174 API Well Number: 43047526420000Sundry Number: 67174 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/30/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: CementRemdiation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to poor cement bonding above 6200' MD, after fracing the first 6 Accepted by the
stages a squeeze will be required to complete the final 2 stages. A frac utah Division of

would be performed through casing on the first 6 stages as logs show Oil, Gas and Mining

positive cement integrity with TOC @ 6200' MD.Once frac is complete Dat
we will perforate @ 6150' MD and pump 85 bbls of 13.1 ppg tail / 145

e: to r 2 2015
bbls of 11.0 ppg lead - open hole volume plus 15% with the plan to get sy: \ )s/\ È

cement to surface.. Densities of this squeeze will be contingent on
circulating pressures/rates of first squeeze. Cement integrity will be

confirmed through the use of a CBL. Once confirmed positive cement
integrity, stages 7-8 will be frac'd. Backside pressure will be monitored
for the entire frac. Frac perfs are subject to change pending results of

corresponding squeezes.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 10/21/2015

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/30/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: CementRemdiation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to poor cement bonding above 6200' MD, after fracing the first 6 Accepted by the
stages a squeeze will be required to complete the final 2 stages. A frac utah Division of

would be performed through casing on the first 6 stages as logs show Oil, Gas and Mining

positive cement integrity with TOC @ 6200' MD.Once frac is complete Dat
we will perforate @ 6150' MD and pump 85 bbls of 13.1 ppg tail / 145

e: to r 2 2015
bbls of 11.0 ppg lead - open hole volume plus 15% with the plan to get sy: \ )s/\ È

cement to surface.. Densities of this squeeze will be contingent on
circulating pressures/rates of first squeeze. Cement integrity will be

confirmed through the use of a CBL. Once confirmed positive cement
integrity, stages 7-8 will be frac'd. Backside pressure will be monitored
for the entire frac. Frac perfs are subject to change pending results of

corresponding squeezes.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 10/21/2015

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/30/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: CementRemdiation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to poor cement bonding above 6200' MD, after fracing the first 6 Accepted by the
stages a squeeze will be required to complete the final 2 stages. A frac utah Division of

would be performed through casing on the first 6 stages as logs show Oil, Gas and Mining

positive cement integrity with TOC @ 6200' MD.Once frac is complete Dat
we will perforate @ 6150' MD and pump 85 bbls of 13.1 ppg tail / 145

e: to r 2 2015
bbls of 11.0 ppg lead - open hole volume plus 15% with the plan to get sy: \ )s/\ È

cement to surface.. Densities of this squeeze will be contingent on
circulating pressures/rates of first squeeze. Cement integrity will be

confirmed through the use of a CBL. Once confirmed positive cement
integrity, stages 7-8 will be frac'd. Backside pressure will be monitored
for the entire frac. Frac perfs are subject to change pending results of

corresponding squeezes.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 10/21/2015

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS
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QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/30/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: CementRemdiation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to poor cement bonding above 6200' MD, after fracing the first 6 Accepted by the
stages a squeeze will be required to complete the final 2 stages. A frac utah Division of

would be performed through casing on the first 6 stages as logs show Oil, Gas and Mining

positive cement integrity with TOC @ 6200' MD.Once frac is complete Dat
we will perforate @ 6150' MD and pump 85 bbls of 13.1 ppg tail / 145

e: to r 2 2015
bbls of 11.0 ppg lead - open hole volume plus 15% with the plan to get sy: \ )s/\ È

cement to surface.. Densities of this squeeze will be contingent on
circulating pressures/rates of first squeeze. Cement integrity will be

confirmed through the use of a CBL. Once confirmed positive cement
integrity, stages 7-8 will be frac'd. Backside pressure will be monitored
for the entire frac. Frac perfs are subject to change pending results of

corresponding squeezes.
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Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 10/21/2015

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/30/2015
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: CementRemdiation

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to poor cement bonding above 6200' MD, after fracing the first 6 Accepted by the
stages a squeeze will be required to complete the final 2 stages. A frac utah Division of

would be performed through casing on the first 6 stages as logs show Oil, Gas and Mining

positive cement integrity with TOC @ 6200' MD.Once frac is complete Dat
we will perforate @ 6150' MD and pump 85 bbls of 13.1 ppg tail / 145

e: to r 2 2015
bbls of 11.0 ppg lead - open hole volume plus 15% with the plan to get sy: \ )s/\ È

cement to surface.. Densities of this squeeze will be contingent on
circulating pressures/rates of first squeeze. Cement integrity will be

confirmed through the use of a CBL. Once confirmed positive cement
integrity, stages 7-8 will be frac'd. Backside pressure will be monitored
for the entire frac. Frac perfs are subject to change pending results of

corresponding squeezes.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 10/21/2015

RECEIVED: Oct. 21,



RECEIVED: Oct. 21, 2015

AURORA FEDERAL 3-20D-7-20
3/28/2012

plug and perf hybrid with recomplete
EUR : 334

WTRCUT : 25

ROGERS 16-43
7/28/2008

plug and perf hybrid with recomplete
EUR : 390

WTRCUT : 22

AURORA FEDERAL 15-23D-7-20
7/25/2014

Plug and Perf
EUR : 256

WTRCUT : 35

AURORA FEDERAL 8-26-7-20
9/3/2014

Plug and Perf
EUR : 26

WTRCUT : 69

AURORA FEDERAL 26-33
11/20/2008

Plug and Perf
EUR : 132

WTRCUT : 73
Four Star Federal 6-27-7-20E

9/16/2015

THREE RIVERS 34-31-720
12/17/2011

Plug and Perf
EUR : 154

WTRCUT : 82

AURORA FEDERAL 15-28D-7-20
3/4/2012

Plug and Perf with recomplete
EUR : 442

WTRCUT : 46

TOTAL_FRAC_TONNAGE [LRR] : 735 TOTAL_FRAC_TONNAGE [LRR] : 235 TOTAL_FRAC_TONNAGE [LRR] : 331 TOTAL_FRAC_TONNAGE [LRR] : 300 TOTAL_FRAC_TONNAGE [LRR] : 504 TOTAL_FRAC_TONNAGE [LRR] : 992 TOTAL_FRAC_TONNAGE [LRR] : 1,012
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PETRA 9/30/2015 10:46:40 AM (four star fed correlation.CSP)

Sundry Number: 67174 API Well Number: 43047526420000Sundry Number: 67174 API Well Number: 43047526420000

AURORA FEDERAL 3-20D-7-20 ROGERS 16-43 AURORA FEDERAL 15-23D-7-204URORA FEDERAL 8-26-7-20 AURORA FEDERAL 26-33 THREE RIVERS 34-31-720 AURORA FEDERAL 15-28D-7-20
3/28/2012 7/28/2008 7/25/2014 9/3/2014 11/20/2008 12/17/2011 3/4/2012

plug and perf hybrid with recpisagindet perf hybrid with recomplete Plug and Perf Plug and Perf Plug and Perf Plug and Perf Plug and Perf with recomplete
EUR: 334 EUR: 390 EUR: 256 EUR: 26 EUR: 132 Four Star Federal 6-27-7-20E EUR: 154 EUR: 442

WTRCUT : 25 WTRCUT : 22 WTRCUT : 35 WTRCUT : 69 WTRCUT : 73 9/16/2015 WTRCUT : 82 WTRCUT : 46
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St : 12¯¯ stg:4 tr org flor, tr dk - 9
Tonnes: 75 75 T -- brn o across Ponne2sy7480
Prop: 20/40 shakers Sand & 100

Stg: 3 Mesh Sand
Tonnes: 94 'mod brn o stn (6.45)
Prop: 20/40

GREEN_ -c

Stg: 4 Sand tf Org flOr,
Tonnes: 82 stmg yel cut w St : 12

Stg: 12 sn
&20re0sh ¯¯¯

-- yel res ring Tonnes: 40
Tonnes: 70 - Prop: 20/40
Prop: 20/40 Premium
white sand
slurry, acid
& 100 common
mes -

Stg: 1175T - G :EETMnes:75
- Prop: 20/40

Stg: 3 _ _
Sand & 100

Tonnes: 75 Mesh Sand
Stg: 2 Prop: 20/40 (6.45)
To s: 60 sand

GREEN

DOUG_CREE tr dk brn
_ _.

¯ ¯ D JUG_CREEK

across shakers - - D JUG_10A
Stg: 11 -

DOUG 10 - - - Stg: 11
- Prop: 20/40 Tonnes: 48

white sand, Stg: 3 Prop: 20/40 - -

slurry, acid Tonnes: 80 -- Premium
& 100 common Prop: 20/40

sand & meshmes 75T ·¯
- - - - 3 'OINT_TOP

3_POINT_TO - -

---

¯ ¯

Stg: 10
Tonnes: 75

-

------

- - D JU rpp: 20/40
nd

DOUG

-- Stg: 2
-- Tonnes:75 tr brn o stn, tr' --

BLK SH CAR - - -- - -- - --- -- -- - --- - - - B K_SH_CARB
BS- - - -- __ c -- --

- --
- -- - -- yel flOr, stmg

_ _ _ _ _ _ e _a

yel cut w yelBS- - - - -

¯¯

_ _ _ g ._7

Stg: 10 o Tonnes: 50 res ring stg:10
Tonnes: 70 --

- -

--- -- Tonnes: 58BS- - -- ¯¯

Prop: 20/40 ¯¯

- -

m dk no -- Prop: 20/40
- -

- - BS-6

white sand, Premium
slurry, acid across shakers

BS- - - -

- - B -4mes Stg: 2 --

B -S2 ---

Prop: 20/4 --

-- - - E -2A

sand & mesh
¯ ¯ ¯ ¯ e -1

CASTLE_PEA - ___ - -
- - - Stg: 9

¯ - - - E s¾§di¾¾ 91
- Prop: 20!40

CP- - --- ----- = - - tr dk brn o ¯

Sand
CP-2 -

SCfOss shakers ¯ ¯ ¯ ¯ C -2

Stg: 9

nd: 20/40

T nnes: 75

- C -2A

CP- nnes: 80 20/40

Prop: 20/40 --
- - C -1

white sand
LOWER_CP_CARBONAT - - -

slurry, acid Tonnes: 75 -
- L WER_CP_CARBONATE

& 1 co - Prop: 20/40
- mes sand

UB
UB -

Stg: 1
- L 6

UB -- - TOnneS: 84 tr brn o stn, tr - - to stg:8

UB --

so 20r e0sh ¯ yel flor, stmg -- - L 3 Ponne2s 7480

cut w yel res - L 2 Sanpd

UB -- - 75T rino
Prop:20/40
Premi - L 1

Stg: 8 __. _
¯

WASATC - - - ,¯
- - V \SATCH

Prop: 20/40 ¯¯

Stg: 1
white sand, ---

----------

¯ ¯¯ Tonn - ¯ -
slurry, acid rop: 20/40
& 100 common Sand -

mes
Stg: 7
Tonnes: 107
Prop: Jordan
Unimin 20/40

- Stg: 7

75T 'Ponpne20
0

Sand
Stg: 6
Tonnes: 92

Stg: 7 n in
2r0d/a4n0

Tonnes: 75
Prop: CRC
20/40 with
acid

T
nn5es:

77 T
nn6es:

84
Prop: Jordan Prop: 20/40

Stg: 6 ---- Unimin 20/40 Sand
Tonnes: 80 _¯
Prop: CRC - -

20/40 with
acid

¯¯

Stg: 4 i
Stg: 5Tonnes: 86

TOTAL FRAC Ti>AVAGE ¡L 'R': 735 TOTAL FRAC Ti>AVAGE [L 'R] : 235 TOTAL FRAC Ti>AVAGE ¡L 'R] : 331 TOTAL FRAC Ti>AVAG i ¡L 'R] : 300 TOTAL FRAC Ti>AVAGE ¡L 'RJ: 504 TOTAL FRAC Ti>AVAGE [L 'R] : 992 Prig?To¾nFRAC V 4GE [LR R] 1,01 onnes: 87
- - - - - - - - - - - - rop: 20/40Unimin20/40 1 CEIVE§àndOct. 21,

Sundry Number: 67174 API Well Number: 43047526420000

AURORA FEDERAL 3-20D-7-20 ROGERS 16-43 AURORA FEDERAL 15-23D-7-204URORA FEDERAL 8-26-7-20 AURORA FEDERAL 26-33 THREE RIVERS 34-31-720 AURORA FEDERAL 15-28D-7-20
3/28/2012 7/28/2008 7/25/2014 9/3/2014 11/20/2008 12/17/2011 3/4/2012

plug and perf hybrid with recpisagindet perf hybrid with recomplete Plug and Perf Plug and Perf Plug and Perf Plug and Perf Plug and Perf with recomplete
EUR: 334 EUR: 390 EUR: 256 EUR: 26 EUR: 132 Four Star Federal 6-27-7-20E EUR: 154 EUR: 442
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Sundry Number: 67174 API Well Number: 43047526420000

AURORA FEDERAL 3-20D-7-20 ROGERS 16-43 AURORA FEDERAL 15-23D-7-204URORA FEDERAL 8-26-7-20 AURORA FEDERAL 26-33 THREE RIVERS 34-31-720 AURORA FEDERAL 15-28D-7-20
3/28/2012 7/28/2008 7/25/2014 9/3/2014 11/20/2008 12/17/2011 3/4/2012

plug and perf hybrid with recpisagindet perf hybrid with recomplete Plug and Perf Plug and Perf Plug and Perf Plug and Perf Plug and Perf with recomplete
EUR: 334 EUR: 390 EUR: 256 EUR: 26 EUR: 132 Four Star Federal 6-27-7-20E EUR: 154 EUR: 442

WTRCUT : 25 WTRCUT : 22 WTRCUT : 35 WTRCUT : 69 WTRCUT : 73 9/16/2015 WTRCUT : 82 WTRCUT : 46
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RECEIVED: Oct. 21, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   10/9/2015www.peloton.com

Casing Summary

UWI/API
43-047-52642

Surface Legal Location Field Name License # State/Province
UTAH

Well Configuration Type

Ground Elevation (ft)
4,800.00

Casing Flange Elevation (ft) KB-Ground Distance (ft)
12.00

KB-Casing Flange Distance (ft) Spud Date
9/12/2015 08:00

Rig Release Date
9/26/2015 17:30

Conductor, 132.0ftKB
Set Depth (ftKB)

132.0
Set Tension (kips) String Nominal OD (in)

16
String Min Drift (in) Centralizers Scratchers

Jts Item Des OD (in) ID (in) Wt (lb/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi)
P Collapse 

(psi)
3 Casing Joints 16 15.012 84.00 J-55 12.0 132.0 120.00 1,410.1

Surface, 1,054.0ftKB
Set Depth (ftKB)

1,054.0
Set Tension (kips) String Nominal OD (in)

8 5/8
String Min Drift (in) Centralizers Scratchers

Jts Item Des OD (in) ID (in) Wt (lb/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi)
P Collapse 

(psi)
24 Casing Joints 8 5/8 8.098 24.00 J-55 12.0 1,053.0 1,041.00 1,370.0
1 Float Shoe 8 5/8 8.098 24.00 J-55 1,053.0 1,054.0 1.00

Production, 7,845.7ftKB
Set Depth (ftKB)

7,845.7
Set Tension (kips)

115.0
String Nominal OD (in)

5 1/2
String Min Drift (in)

4.767
Centralizers
0

Scratchers
0

Jts Item Des OD (in) ID (in) Wt (lb/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi)
P Collapse 

(psi)
1 Landing Joints 5 1/2 4.892 17.00 P-110 LT&C 0.0 12.0 12.00 6,280.0
1 Casing Hanger 5 1/2 4.892 17.00 P-110 LT&C 12.0 16.7 4.75 6,280.0

12
8

Casing Joints 5 1/2 4.892 17.00 L-80 LT&C 16.7 5,599.8 5,583.04 6,280.0

1 Marker Joints 5 1/2 4.892 17.00 P-110 LT&C 5,599.8 5,604.6 4.78 6,280.0
37 Casing Joints 5 1/2 4.892 17.00 L-80 LT&C 5,604.6 7,224.6 1,620.03 6,280.0
1 Marker Joint 5 1/2 4.892 17.00 P-110 LT&C 7,224.6 7,229.3 4.72 6,280.0

13 Casing Joints 5 1/2 4.892 17.00 L-80 LT&C 7,229.3 7,799.3 570.00 6,280.0
1 Float Collar 5 1/2 K55 LT&C 7,799.3 7,800.7 1.35
1 Shoe Joint 5 1/2 4.892 17.00 L-80 LT&C 7,800.7 7,844.2 43.53 6,280.0
1 Float Shoe 5 1/2 K-55 LT&C 7,844.2 7,845.7 1.45
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RECEIVED: Oct. 21, 2015

Well Name: Four Star 6-27-7-20 Date: 10/5/2015

Location: Section 25, T3S, R2E

Casing: ID: Drift: Burst:

5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubing: ID: Tensile: Burst:

2-7/8", 6.4#, L-80, EUE 2.441" 144,960 lbs. 10,570 psi

Volumes:

Casing: Tubing:

0.0232 bbl/ft 0.00579 bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Stage 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Stage 1 Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval

Stage 1 Wasatch 7538 7,539' 1' 4 20/40 Sand 50' of Net Pay

Stage 1 Wasatch 7552 7,553' 1' 4 20/40 Sand

Stage 1 Wasatch 7569 7,570' 1' 4 20/40 Sand

Stage 1 Wasatch 7612 7,613' 1' 4 20/40 Sand

Stage 1 Wasatch 7638 7,639' 1' 4 20/40 Sand

Stage 1 Wasatch 7661 7,662' 1' 4 20/40 Sand

Stage 1 Wasatch 7682 7,683' 1' 4 20/40 Sand

Stage 1 Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM #REF!

Stage 2 Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230' of Interval

Stage 2 Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50' of Net Pay

Stage 2 Uteland Butte 7307 7,308' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7322 7,323' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7352 7,353' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7384 7,385' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Stage 2 Wasatch 7449 7,450' 1' 4 20/40 Sand

Stage 2 Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Stage 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008

Stage 3 Castle Peak 7039 7,040' 1' 4 20/40 Sand 164' of Interval

Stage 3 Castle Peak 7049 7,050' 1' 4 20/40 Sand 50' of Net Pay

Stage 3 Castle Peak 7075 7,076' 1' 4 20/40 Sand

Stage 3 Castle Peak 7101 7,102' 1' 4 20/40 Sand

Stage 3 Castle Peak 7115 7,116' 1' 4 20/40 Sand

Stage 3 Castle Peak 7128 7,129' 1' 4 20/40 Sand

Stage 3 Castle Peak 7152 7,153' 1' 4 20/40 Sand

Stage 3 Castle Peak 7170 7,171' 1' 4 20/40 Sand
Stage 3 Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'

Stage 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764

Stage 4 Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval

Stage 4 Blk Shale 6803 6,804' 1' 4 20/40 Sand 50' of Net Pay

Stage 4 Blk Shale 6812 6,813' 1' 4 20/40 Sand

Stage 4 Blk Shale 6826 6,827' 1' 4 20/40 Sand

Stage 4 Blk Shale 6865 6,866' 1' 4 20/40 Sand

Stage 4 Blk Shale 6900 6,901' 1' 4 20/40 Sand

Stage 4 Blk Shale 6921 6,922' 1' 4 20/40 Sand

Stage 4 Blk Shale 6941 6,942' 1' 4 20/40 Sand
Stage 4 Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'

Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Stage 5 Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval

Stage 5 Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay

Stage 5 Douglas 10A 6542 6,543' 1' 4 20/40 Sand

Stage 5 3 Point 6556 6,557' 1' 4 20/40 Sand

Stage 5 3 Point 6599 6,600' 1' 4 20/40 Sand

Stage 5 3 Point 6619 6,620' 1' 4 20/40 Sand

Stage 5 3 Point 6631 6,632' 1' 4 20/40 Sand

Stage 5 Doug 2 6652 6,653' 1' 4 20/40 Sand

Stage 5 Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218

Stage 6 Green 1 6285 6,286' 1' 4 20/40 Sand 127' of Interval

Stage 6 Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay

Stage 6 Green 1 6334 6,335' 1' 4 20/40 Sand

Stage 6 Green 1 6370 6,371' 1' 4 20/40 Sand
Stage 6 Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825

Stage 7 TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval

Stage 7 TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Stage 7 Green 5 5915 5,916' 1' 4 20/40 Sand

Stage 7 Green 5 5951 5,952' 1' 4 20/40 Sand

Stage 7 Green 4 5977 5,978' 1' 4 20/40 Sand

Stage 7 Green 4 6000 6,001' 1' 4 20/40 Sand

Stage 7 Green 4 6038 6,039' 1' 4 20/40 Sand

Stage 7 Green 4 6056 6,057' 1' 4 20/40 Sand

Stage 7 Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

Stage 8 R4 5628 5,629' 1' 4 20/40 Sand 60 BPM 5,536

Stage 8 R4 5640 5,641' 1' 4 20/40 Sand 53' of Interval

Stage 8 R4 5662 5,663' 1' 4 20/40 Sand 50' of Net Pay

Stage 8 R4 5670 5,671' 1' 4 20/40 Sand

Stage 8 R4 5680 5,681' 1' 4 20/40 Sand

Stage 8 R4 5696 5,697' 1' 4 20/40 Sand

Stage 8 R4 5705 5,706' 1' 4 20/40 Sand

Stage 8 R4 5719 5,720' 1' 4 20/40 Sand

Stage 8 TGR3 5780 5,781' 1' 4 20/40 Sand

Stage 8 TGR3 5788 5,789' 1' 4 40 20/40 Sand 5,711'

0.0152 bbl/ft

Csg/Tbg Annulus:

Sundry Number: 67174 API Well Number: 43047526420000Sundry Number: 67174 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: |ID: |Drift: |Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubinq: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE |2.441" |144,960lbs. |10,570psi

Volumes:
Casing: |Tubinq: |CsqlTbq Annulus:
0.0232 bbl/ft |0.00579bbl/ft |0.0152bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
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Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'
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Blk Shale 6812 6,813' 1' 4 20/40 Sand
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Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,557' 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Douq 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 12T of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,05T 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

Stage 8 R4 5628 5,629' 1' 4 20/40 Sand 60 BPM 5,536
R4 5640 5,641' 1' 4 20/40 Sand 53' of Interval
R4 5662 5,663' 1' 4 20/40 Sand 50' of Net Pay
R4 5670 5,671' 1' 4 20/40 Sand
R4 5680 5,681' 1' 4 20/40 Sand
R4 5696 5,697 1' 4 20/40 Sand
R4 5705 5,706' 1' 4 20/40 Sand
R4 5719 5,720' 1' 4 20/40 Sand

TGR3 5780 5,781' 1' 4 20/40 Sand
TGR3 5788 5,789' 1' 4 40 20/40 Sand 5,711'

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: |ID: |Drift: |Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubinq: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE |2.441" |144,960lbs. |10,570psi

Volumes:
Casing: |Tubinq: |CsqlTbq Annulus:
0.0232 bbl/ft |0.00579bbl/ft |0.0152bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Stage 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50' of Net Pay
Wasatch 7552 7,553' 1' 4 20/40 Sand
Wasatch 7569 7,570' 1' 4 20/40 Sand
Wasatch 7612 7,613' 1' 4 20/40 Sand
Wasatch 7638 7,639' 1' 4 20/40 Sand
Wasatch 7661 7,662' 1' 4 20/40 Sand
Wasatch 7682 7,683' 1' 4 20/40 Sand
Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM #REF!
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230'of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50' of Net Pay
Uteland Butte 7307 7,308' 1' 4 20/40 Sand
Uteland Butte 7322 7,323' 1' 4 20/40 Sand
Uteland Butte 7352 7,353' 1' 4 20/40 Sand
Uteland Butte 7384 7,385' 1' 4 20/40 Sand
Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Wasatch 7449 7,450' 1' 4 20/40 Sand
Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Stage 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008
Castle Peak 7039 7,040' 1' 4 20/40 Sand 164'of Interval
Castle Peak 7049 7,050' 1' 4 20/40 Sand 50' of Net Pay
Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'

Stage 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50' of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,827' 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,557' 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Douq 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 12T of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,05T 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

Stage 8 R4 5628 5,629' 1' 4 20/40 Sand 60 BPM 5,536
R4 5640 5,641' 1' 4 20/40 Sand 53' of Interval
R4 5662 5,663' 1' 4 20/40 Sand 50' of Net Pay
R4 5670 5,671' 1' 4 20/40 Sand
R4 5680 5,681' 1' 4 20/40 Sand
R4 5696 5,697 1' 4 20/40 Sand
R4 5705 5,706' 1' 4 20/40 Sand
R4 5719 5,720' 1' 4 20/40 Sand

TGR3 5780 5,781' 1' 4 20/40 Sand
TGR3 5788 5,789' 1' 4 40 20/40 Sand 5,711'

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: |ID: |Drift: |Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubinq: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE |2.441" |144,960lbs. |10,570psi

Volumes:
Casing: |Tubinq: |CsqlTbq Annulus:
0.0232 bbl/ft |0.00579bbl/ft |0.0152bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Stage 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50' of Net Pay
Wasatch 7552 7,553' 1' 4 20/40 Sand
Wasatch 7569 7,570' 1' 4 20/40 Sand
Wasatch 7612 7,613' 1' 4 20/40 Sand
Wasatch 7638 7,639' 1' 4 20/40 Sand
Wasatch 7661 7,662' 1' 4 20/40 Sand
Wasatch 7682 7,683' 1' 4 20/40 Sand
Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM #REF!
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230'of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50' of Net Pay
Uteland Butte 7307 7,308' 1' 4 20/40 Sand
Uteland Butte 7322 7,323' 1' 4 20/40 Sand
Uteland Butte 7352 7,353' 1' 4 20/40 Sand
Uteland Butte 7384 7,385' 1' 4 20/40 Sand
Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Wasatch 7449 7,450' 1' 4 20/40 Sand
Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Stage 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008
Castle Peak 7039 7,040' 1' 4 20/40 Sand 164'of Interval
Castle Peak 7049 7,050' 1' 4 20/40 Sand 50' of Net Pay
Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'

Stage 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50' of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,827' 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,557' 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Douq 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 12T of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,05T 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

Stage 8 R4 5628 5,629' 1' 4 20/40 Sand 60 BPM 5,536
R4 5640 5,641' 1' 4 20/40 Sand 53' of Interval
R4 5662 5,663' 1' 4 20/40 Sand 50' of Net Pay
R4 5670 5,671' 1' 4 20/40 Sand
R4 5680 5,681' 1' 4 20/40 Sand
R4 5696 5,697 1' 4 20/40 Sand
R4 5705 5,706' 1' 4 20/40 Sand
R4 5719 5,720' 1' 4 20/40 Sand

TGR3 5780 5,781' 1' 4 20/40 Sand
TGR3 5788 5,789' 1' 4 40 20/40 Sand 5,711'

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: |ID: |Drift: |Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubinq: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE |2.441" |144,960lbs. |10,570psi

Volumes:
Casing: |Tubinq: |CsqlTbq Annulus:
0.0232 bbl/ft |0.00579bbl/ft |0.0152bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Stage 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50' of Net Pay
Wasatch 7552 7,553' 1' 4 20/40 Sand
Wasatch 7569 7,570' 1' 4 20/40 Sand
Wasatch 7612 7,613' 1' 4 20/40 Sand
Wasatch 7638 7,639' 1' 4 20/40 Sand
Wasatch 7661 7,662' 1' 4 20/40 Sand
Wasatch 7682 7,683' 1' 4 20/40 Sand
Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM #REF!
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230'of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50' of Net Pay
Uteland Butte 7307 7,308' 1' 4 20/40 Sand
Uteland Butte 7322 7,323' 1' 4 20/40 Sand
Uteland Butte 7352 7,353' 1' 4 20/40 Sand
Uteland Butte 7384 7,385' 1' 4 20/40 Sand
Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Wasatch 7449 7,450' 1' 4 20/40 Sand
Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Stage 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008
Castle Peak 7039 7,040' 1' 4 20/40 Sand 164'of Interval
Castle Peak 7049 7,050' 1' 4 20/40 Sand 50' of Net Pay
Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'

Stage 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50' of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,827' 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,557' 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Douq 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 12T of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,05T 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

Stage 8 R4 5628 5,629' 1' 4 20/40 Sand 60 BPM 5,536
R4 5640 5,641' 1' 4 20/40 Sand 53' of Interval
R4 5662 5,663' 1' 4 20/40 Sand 50' of Net Pay
R4 5670 5,671' 1' 4 20/40 Sand
R4 5680 5,681' 1' 4 20/40 Sand
R4 5696 5,697 1' 4 20/40 Sand
R4 5705 5,706' 1' 4 20/40 Sand
R4 5719 5,720' 1' 4 20/40 Sand

TGR3 5780 5,781' 1' 4 20/40 Sand
TGR3 5788 5,789' 1' 4 40 20/40 Sand 5,711'

RECEIVED: Oct. 21,

Sundry Number: 67174 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: |ID: |Drift: |Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubinq: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE |2.441" |144,960lbs. |10,570psi

Volumes:
Casing: |Tubinq: |CsqlTbq Annulus:
0.0232 bbl/ft |0.00579bbl/ft |0.0152bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Stage 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50' of Net Pay
Wasatch 7552 7,553' 1' 4 20/40 Sand
Wasatch 7569 7,570' 1' 4 20/40 Sand
Wasatch 7612 7,613' 1' 4 20/40 Sand
Wasatch 7638 7,639' 1' 4 20/40 Sand
Wasatch 7661 7,662' 1' 4 20/40 Sand
Wasatch 7682 7,683' 1' 4 20/40 Sand
Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM #REF!
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230'of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50' of Net Pay
Uteland Butte 7307 7,308' 1' 4 20/40 Sand
Uteland Butte 7322 7,323' 1' 4 20/40 Sand
Uteland Butte 7352 7,353' 1' 4 20/40 Sand
Uteland Butte 7384 7,385' 1' 4 20/40 Sand
Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Wasatch 7449 7,450' 1' 4 20/40 Sand
Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Stage 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008
Castle Peak 7039 7,040' 1' 4 20/40 Sand 164'of Interval
Castle Peak 7049 7,050' 1' 4 20/40 Sand 50' of Net Pay
Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'

Stage 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50' of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,827' 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,557' 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Douq 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 12T of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,05T 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

Stage 8 R4 5628 5,629' 1' 4 20/40 Sand 60 BPM 5,536
R4 5640 5,641' 1' 4 20/40 Sand 53' of Interval
R4 5662 5,663' 1' 4 20/40 Sand 50' of Net Pay
R4 5670 5,671' 1' 4 20/40 Sand
R4 5680 5,681' 1' 4 20/40 Sand
R4 5696 5,697 1' 4 20/40 Sand
R4 5705 5,706' 1' 4 20/40 Sand
R4 5719 5,720' 1' 4 20/40 Sand

TGR3 5780 5,781' 1' 4 20/40 Sand
TGR3 5788 5,789' 1' 4 40 20/40 Sand 5,711'

RECEIVED: Oct. 21,



RECEIVED: Oct. 21, 2015

Total Fluid 429,550     gals

Stage 1 (Wasatch) 10,227.38  bbls 27.64      400 Bbl Tanks

Fluid Sand Pad Sand Average Net Pay Total Sand 1,050,000  lbs

63,300      150000 15% 2.37               50

Slickwater 53300 gals 3.6 400 Bbl Tanks

Fluid Sand % Sand Gelled fluid 376250 gals 25.6 400 Bbl Tanks

Pad 9550

1 15000 15000 10% 2.6 Acid tanks 3,500 gals

2 18750 37500 25% 2.8

4 11250 45000 30% 3.0 83.33         bbls 0.23        400 Bbl Lined Acid Tanks

6 8750 52500 35% 2.8

63300 150000 100%

Stage 2 (Wasatch/Uteland Butte)

Fluid Sand Pad Sand Average Net Pay

63,300      150000 15% 2.37               50

Fluid Sand % Sand

Pad 9550

1 15000 15000 10% 2.6

2 18750 37500 25% 2.8

4 11250 45000 30% 3.0

6 8750 52500 35% 2.8

63300 150000 100%

Stage 3 (Castle Peak)

Fluid Sand Pad Sand Average Net Pay
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RECEIVED: Nov. 09, 2015

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

11/15 /2015

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Workover Operations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 As we have determined we have cement integrity above our last stage
by perforating at 6082’ MD’ MD and attempting to circulate to surface

which led to pressuring up to 1500 psi at 1.25 bbl/min with no
pressure seen at surface. Crescent Points plan therefore is to frac stage
7 as per schedule and for go stage 8 leaving it for a later recomplete.
We will then perforate at 2200’ MD and squeeze 80 bbls of 11.5 ppg

lead - open hole volume plug 15% to surface, allow cement to cure and
bond log to ensure we have cement integrity.

NAME (PLEASE PRINT) PHONE NUMBER 
 Valari Crary 303 880-3637

TITLE
 Drilling And Completion Tech

SIGNATURE
 N/A

DATE
 11 /9 /2015

November 16, 2015

Sundry Number: 67599 API Well Number: 43047526420000Sundry Number: 67599 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
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4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH
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which led to pressuring up to 1500 psi at 1.25 bbl/min with no Oil, Gas and Mining

pressure seen at surface. Crescent Points plan therefore is to frac stage Date:
7 as per schedule and for go stage 8 leaving it for a later recomplete. co =

We will then perforate at 2200' MD and squeeze 80 bbls of 11.5 ppg sy: \ h/\ U
lead - open hole volume plug 15% to surface, allow cement to cure and

bond log to ensure we have cement integrity.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Valari Crary 303 880-3637 Drilling And Completion Tech

SIGNATURE DATE
N/A 11/9/2015

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.
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RECEIVED: Nov. 09, 2015

Well Name: Four Star 6-27-7-20 Date: 10/5/2015

Location: Section 25, T3S, R2E

Casing: ID: Drift: Burst:

5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubing: ID: Tensile: Burst:

2-7/8", 6.4#, L-80, EUE 2.441" 144,960 lbs. 10,570 psi

Volumes:

Casing: Tubing:

0.0232 bbl/ft 0.00579 bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth

Stage 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Stage 1 Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval

Stage 1 Wasatch 7538 7,539' 1' 4 20/40 Sand 50' of Net Pay

Stage 1 Wasatch 7552 7,553' 1' 4 20/40 Sand

Stage 1 Wasatch 7569 7,570' 1' 4 20/40 Sand

Stage 1 Wasatch 7612 7,613' 1' 4 20/40 Sand

Stage 1 Wasatch 7638 7,639' 1' 4 20/40 Sand

Stage 1 Wasatch 7661 7,662' 1' 4 20/40 Sand

Stage 1 Wasatch 7682 7,683' 1' 4 20/40 Sand

Stage 1 Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM 7,269

Stage 2 Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230' of Interval

Stage 2 Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50' of Net Pay

Stage 2 Uteland Butte 7307 7,308' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7322 7,323' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7352 7,353' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7384 7,385' 1' 4 20/40 Sand

Stage 2 Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Stage 2 Wasatch 7449 7,450' 1' 4 20/40 Sand

Stage 2 Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Stage 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008

Stage 3 Castle Peak 7039 7,040' 1' 4 20/40 Sand 164' of Interval

Stage 3 Castle Peak 7049 7,050' 1' 4 20/40 Sand 50' of Net Pay

Stage 3 Castle Peak 7075 7,076' 1' 4 20/40 Sand

Stage 3 Castle Peak 7101 7,102' 1' 4 20/40 Sand

Stage 3 Castle Peak 7115 7,116' 1' 4 20/40 Sand

Stage 3 Castle Peak 7128 7,129' 1' 4 20/40 Sand

Stage 3 Castle Peak 7152 7,153' 1' 4 20/40 Sand

Stage 3 Castle Peak 7170 7,171' 1' 4 20/40 Sand
Stage 3 Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,207'

Stage 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764

Stage 4 Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval

Stage 4 Blk Shale 6803 6,804' 1' 4 20/40 Sand 50' of Net Pay

Stage 4 Blk Shale 6812 6,813' 1' 4 20/40 Sand

Stage 4 Blk Shale 6826 6,827' 1' 4 20/40 Sand

Stage 4 Blk Shale 6865 6,866' 1' 4 20/40 Sand

Stage 4 Blk Shale 6900 6,901' 1' 4 20/40 Sand

Stage 4 Blk Shale 6921 6,922' 1' 4 20/40 Sand

Stage 4 Blk Shale 6941 6,942' 1' 4 20/40 Sand
Stage 4 Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'

Stage 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Stage 5 Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220' of Interval

Stage 5 Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50' of Net Pay

Stage 5 Douglas 10A 6542 6,543' 1' 4 20/40 Sand

Stage 5 3 Point 6556 6,557' 1' 4 20/40 Sand

Stage 5 3 Point 6599 6,600' 1' 4 20/40 Sand

Stage 5 3 Point 6619 6,620' 1' 4 20/40 Sand

Stage 5 3 Point 6631 6,632' 1' 4 20/40 Sand

Stage 5 Doug 2 6652 6,653' 1' 4 20/40 Sand

Stage 5 Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218

Stage 6 Green 1 6285 6,286' 1' 4 20/40 Sand 127' of Interval

Stage 6 Green 1 6299 6,300' 1' 4 20/40 Sand 50' of Net Pay

Stage 6 Green 1 6334 6,335' 1' 4 20/40 Sand

Stage 6 Green 1 6370 6,371' 1' 4 20/40 Sand
Stage 6 Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage 7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825

Stage 7 TGR3 5850 5,851' 1' 4 20/40 Sand 150' of Interval

Stage 7 TGR3 5890 5,891' 1' 4 20/40 Sand 50' of Net Pay

Stage 7 Green 5 5915 5,916' 1' 4 20/40 Sand

Stage 7 Green 5 5951 5,952' 1' 4 20/40 Sand

Stage 7 Green 4 5977 5,978' 1' 4 20/40 Sand

Stage 7 Green 4 6000 6,001' 1' 4 20/40 Sand

Stage 7 Green 4 6038 6,039' 1' 4 20/40 Sand

Stage 7 Green 4 6056 6,057' 1' 4 20/40 Sand

Stage 7 Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

0.0152 bbl/ft

Csg/Tbg Annulus:

Sundry Number: 67599 API Well Number: 43047526420000Sundry Number: 67599 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: ID: Drift: Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubing: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE 2.441" 144,960 lbs. 10,570 psi

Volumes:
Casinq: Tubinq: CsqlTbq Annulus:
0.0232 bbl/ft 0.00579 bbl/ft 0.0152 bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Staqe 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50'of Net Pay
Wasatch 7552 7,553' 1' 4 20/40 Sand
Wasatch 7569 7,570' 1' 4 20/40 Sand
Wasatch 7612 7,613' 1' 4 20/40 Sand
Wasatch 7638 7,639' 1' 4 20/40 Sand
Wasatch 7661 7,662' 1' 4 20/40 Sand
Wasatch 7682 7,683' 1' 4 20/40 Sand
Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM 7,269
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230' of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50'of Net Pay
Uteland Butte 7307 7,308' 1' 4 20/40 Sand
Uteland Butte 7322 7,323' 1' 4 20/40 Sand
Uteland Butte 7352 7,353' 1' 4 20/40 Sand
Uteland Butte 7384 7,385' 1' 4 20/40 Sand
Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Wasatch 7449 7,450' 1' 4 20/40 Sand
Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Staqe 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008
Castle Peak 7039 7,040' 1' 4 20/40 Sand 164' of Interval
Castle Peak 7049 7,050' 1' 4 20/40 Sand 50'of Net Pay
Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,20T

Staqe 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50'of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,82T 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Staqe 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220'of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50'of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,55T 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Doug 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 127' of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50'of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150'of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50'of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,057 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: ID: Drift: Burst:
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Volumes:
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Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
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Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!
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Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,20T

Staqe 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50'of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,82T 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Staqe 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220'of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50'of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,55T 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Doug 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 127' of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50'of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150'of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50'of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,057 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: ID: Drift: Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubing: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE 2.441" 144,960 lbs. 10,570 psi

Volumes:
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0.0232 bbl/ft 0.00579 bbl/ft 0.0152 bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
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Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50'of Net Pay
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Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM 7,269
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230' of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50'of Net Pay
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Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!
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Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,20T
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3 Point 6556 6,55T 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Doug 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 127' of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50'of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150'of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50'of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,057 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000

Well Name: Four Star 6-27-7-20 Date: 10/5/2015
Location: Section 25, T3S, R2E

Casinq: ID: Drift: Burst:
5-1/2", 17#, L-80, LTC 4.892" 4.767" 7,740 psi

Tubing: ID: Tensile: Burst:
2-7/8", 6.4#, L-80, EUE 2.441" 144,960 lbs. 10,570 psi

Volumes:
Casinq: Tubinq: CsqlTbq Annulus:
0.0232 bbl/ft 0.00579 bbl/ft 0.0152 bbl/ft

Stage Zone Top Bottom Gun Size Holes Total Holes Proppant Comments Volume Plug Depth
Staqe 1 Wasatch 7490 7,491' 1' 4 20/40 Sand 60 BPM 7,514

Wasatch 7520 7,521' 1' 4 20/40 Sand 221' of Interval
Wasatch 7538 7,539' 1' 4 20/40 Sand 50'of Net Pay
Wasatch 7552 7,553' 1' 4 20/40 Sand
Wasatch 7569 7,570' 1' 4 20/40 Sand
Wasatch 7612 7,613' 1' 4 20/40 Sand
Wasatch 7638 7,639' 1' 4 20/40 Sand
Wasatch 7661 7,662' 1' 4 20/40 Sand
Wasatch 7682 7,683' 1' 4 20/40 Sand
Wasatch 7710 7,711' 1' 4 40 20/40 Sand 7,731'

Stage 2 Uteland Butte 7230 7,231' 1' 4 20/40 Sand 60 BPM 7,269
Uteland Butte 7261 7,262' 1' 4 20/40 Sand 230' of Interval
Uteland Butte 7285 7,286' 1' 4 20/40 Sand 50'of Net Pay
Uteland Butte 7307 7,308' 1' 4 20/40 Sand
Uteland Butte 7322 7,323' 1' 4 20/40 Sand
Uteland Butte 7352 7,353' 1' 4 20/40 Sand
Uteland Butte 7384 7,385' 1' 4 20/40 Sand
Uteland Butte 7397 7,398' 1' 4 20/40 Sand

Wasatch 7449 7,450' 1' 4 20/40 Sand
Wasatch 7459 7,460' 1' 4 40 20/40 Sand #REF!

Staqe 3 Castle Peak 7028 7,029' 1' 4 20/40 Sand 60 BPM 7,008
Castle Peak 7039 7,040' 1' 4 20/40 Sand 164' of Interval
Castle Peak 7049 7,050' 1' 4 20/40 Sand 50'of Net Pay
Castle Peak 7075 7,076' 1' 4 20/40 Sand
Castle Peak 7101 7,102' 1' 4 20/40 Sand
Castle Peak 7115 7,116' 1' 4 20/40 Sand
Castle Peak 7128 7,129' 1' 4 20/40 Sand
Castle Peak 7152 7,153' 1' 4 20/40 Sand
Castle Peak 7170 7,171' 1' 4 20/40 Sand
Castle Peak 7191 7,192' 1' 4 40 20/40 Sand 7,20T

Staqe 4 Blk Shale 6718 6,719' 1' 4 20/40 Sand 60 BPM 6,764
Blk Shale 6768 6,769' 1' 4 20/40 Sand 242' of Interval
Blk Shale 6803 6,804' 1' 4 20/40 Sand 50'of Net Pay
Blk Shale 6812 6,813' 1' 4 20/40 Sand
Blk Shale 6826 6,82T 1' 4 20/40 Sand
Blk Shale 6865 6,866' 1' 4 20/40 Sand
Blk Shale 6900 6,901' 1' 4 20/40 Sand
Blk Shale 6921 6,922' 1' 4 20/40 Sand
Blk Shale 6941 6,942' 1' 4 20/40 Sand

Castle Peak 6959 6,960' 1' 4 40 20/40 Sand 6,985'
Staqe 5 Douglas 10A 6450 6,451' 1' 4 20/40 Sand 60 BPM 6,483

Douglas 10A 6495 6,496' 1' 4 20/40 Sand 220'of Interval
Douglas 10A 6511 6,512' 1' 4 20/40 Sand 50'of Net Pay
Douglas 10A 6542 6,543' 1' 4 20/40 Sand

3 Point 6556 6,55T 1' 4 20/40 Sand
3 Point 6599 6,600' 1' 4 20/40 Sand
3 Point 6619 6,620' 1' 4 20/40 Sand
3 Point 6631 6,632' 1' 4 20/40 Sand
Doug 2 6652 6,653' 1' 4 20/40 Sand
Doug 2 6669 6,670' 1' 4 40 20/40 Sand 6,695'

Stage 6 Green 2 6254 6,255' 1' 4 20/40 Sand 36 BPM 6,218
Green 1 6285 6,286' 1' 4 20/40 Sand 127' of Interval
Green 1 6299 6,300' 1' 4 20/40 Sand 50'of Net Pay
Green 1 6334 6,335' 1' 4 20/40 Sand
Green 1 6370 6,371' 1' 4 20/40 Sand
Green 1 6380 6,381' 1' 4 24 20/40 Sand 6,411'

Stage7 TGR3 5828 5,829' 1' 4 20/40 Sand 60 BPM 5,825
TGR3 5850 5,851' 1' 4 20/40 Sand 150'of Interval
TGR3 5890 5,891' 1' 4 20/40 Sand 50'of Net Pay

Green 5 5915 5,916' 1' 4 20/40 Sand
Green 5 5951 5,952' 1' 4 20/40 Sand
Green 4 5977 5,978' 1' 4 20/40 Sand
Green 4 6000 6,001' 1' 4 20/40 Sand
Green 4 6038 6,039' 1' 4 20/40 Sand
Green 4 6056 6,057 1' 4 20/40 Sand
Green 4 6082 6,083' 1' 4 40 20/40 Sand 6,008'

RECEIVED: Nov. 09,



RECEIVED: Nov. 09, 2015

Total Fluid 429,550     gals

Stage 1 (Wasatch) 10,227.38  bbls 27.64      400 Bbl Tanks

Fluid Sand Pad Sand Average Net Pay Total Sand 1,050,000  lbs

63,300      150000 15% 2.37               50

Slickwater 53300 gals 3.6 400 Bbl Tanks

Fluid Sand % Sand Gelled fluid 376250 gals 25.6 400 Bbl Tanks

Pad 9550

1 15000 15000 10% 2.6 Acid tanks 3,500 gals

2 18750 37500 25% 2.8

4 11250 45000 30% 3.0 83.33         bbls 0.23        400 Bbl Lined Acid Tanks

6 8750 52500 35% 2.8

63300 150000 100%

Stage 2 (Wasatch/Uteland Butte)

Fluid Sand Pad Sand Average Net Pay

63,300      150000 15% 2.37               50

Fluid Sand % Sand

Pad 9550

1 15000 15000 10% 2.6

2 18750 37500 25% 2.8

4 11250 45000 30% 3.0

6 8750 52500 35% 2.8

63300 150000 100%

Stage 3 (Castle Peak)

Fluid Sand Pad Sand Average Net Pay

61,150      150000 12% 2.45               50

Fluid Sand % Sand

Pad 7400

1 15000 15000 10% 2.6

2 18750 37500 25% 2.9

4 11250 45000 30% 3.0

6 8750 52500 35% 2.9

61150 150000 100%

Stage 4 (Black Shale)

Fluid Sand Pad Sand Average Net Pay

61,150      150000 12% 2.45               50

Fluid Sand % Sand

Pad 7400

1 15000 15000 10% 2.6

2 18750 37500 25% 2.9

4 11250 45000 30% 3.0

6 8750 52500 35% 2.9

61150 150000 100%

Stage 5 (Douglas 10A/3 Point)

Fluid Sand Pad Sand Average Net Pay

61,150      150000 12% 2.45               50

Fluid Sand % Sand

Pad 7400

1 15000 15000 10% 2.6

2 18750 37500 25% 2.9

4 11250 45000 30% 3.0

6 8750 52500 35% 2.9

61150 150000 100%

Stage 6 (G4/2/1)

Fluid Sand Pad Sand Average Net Pay

59,750      150000 10% 2.51               50

Fluid Sand % Sand

Pad 6000

1 15000 15000 10% 2.6

2 18750 37500 25% 2.9

4 11250 45000 30% 3.1

6 8750 52500 35% 3.0

59750 150000 100%

Stage 7 (TGR3/G4/G5)

Fluid Sand Pad Sand Average Net Pay

59,750      150000 10% 2.51               50

Fluid Sand % Sand

Pad 6000

1 15000 15000 10% 2.6

2 18750 37500 25% 2.9

4 11250 45000 30% 3.1

6 8750 52500 35% 3.0

59750 150000 100%

Stage 8 (R4/TGR3)

Fluid Sand Pad Sand Average Net Pay

59,750      150000 10% 2.51               50

Fluid Sand % Sand

Pad 6000

1 15000 15000 10% 2.6

2 18750 37500 25% 2.9

4 11250 45000 30% 3.1

6 8750 52500 35% 3.0

59750 150000 100%

Sundry Number: 67599 API Well Number: 43047526420000Sundry Number: 67599 API Well Number: 43047526420000

Total Fluid 429,550 gals
Stage 1 (Wasatch) 10,227.38 bbls 27.64 400 Bbl Tanks
Fluid Sand Pad Sand Average Net Pay Total Sand 1,050,000 lbs

63,300 150000 15% 2.37 50
Slickwater 53300 gals 3.6 400 Bbl Tanks

Fluid Sand % Sand Gelled fluid 376250 gals 25.6 400 Bbl Tanks
Pad 9550

1 15000 15000 10% 2.6 Acid tanks 3,500 gals
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0 83.33 bbls 0.23 400 Bbl Lined Acid Tanks
6 8750 52500 35% 2.8

63300 150000 100%

Stage 2 (Wasatch/Uteland Buttel
Fluid Sand Pad Sand Average Net Pay

63,300 150000 15% 2.37 50

Fluid Sand % Sand
Pad 9550

1 15000 15000 10% 2.6
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0
6 8750 52500 35% 2.8

63300 150000 100%

Stage 3 (Castle Peak)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 4 (Black Shalel
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 5 (Douglas 10A/3 Point)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 6 (84/2/1)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 7 (TGR3/G4/G5)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 8 (R4/TGR3)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000

Total Fluid 429,550 gals
Stage 1 (Wasatch) 10,227.38 bbls 27.64 400 Bbl Tanks
Fluid Sand Pad Sand Average Net Pay Total Sand 1,050,000 lbs

63,300 150000 15% 2.37 50
Slickwater 53300 gals 3.6 400 Bbl Tanks

Fluid Sand % Sand Gelled fluid 376250 gals 25.6 400 Bbl Tanks
Pad 9550

1 15000 15000 10% 2.6 Acid tanks 3,500 gals
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0 83.33 bbls 0.23 400 Bbl Lined Acid Tanks
6 8750 52500 35% 2.8

63300 150000 100%

Stage 2 (Wasatch/Uteland Buttel
Fluid Sand Pad Sand Average Net Pay

63,300 150000 15% 2.37 50

Fluid Sand % Sand
Pad 9550

1 15000 15000 10% 2.6
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0
6 8750 52500 35% 2.8

63300 150000 100%

Stage 3 (Castle Peak)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 4 (Black Shalel
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 5 (Douglas 10A/3 Point)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 6 (84/2/1)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 7 (TGR3/G4/G5)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 8 (R4/TGR3)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000

Total Fluid 429,550 gals
Stage 1 (Wasatch) 10,227.38 bbls 27.64 400 Bbl Tanks
Fluid Sand Pad Sand Average Net Pay Total Sand 1,050,000 lbs

63,300 150000 15% 2.37 50
Slickwater 53300 gals 3.6 400 Bbl Tanks

Fluid Sand % Sand Gelled fluid 376250 gals 25.6 400 Bbl Tanks
Pad 9550

1 15000 15000 10% 2.6 Acid tanks 3,500 gals
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0 83.33 bbls 0.23 400 Bbl Lined Acid Tanks
6 8750 52500 35% 2.8

63300 150000 100%

Stage 2 (Wasatch/Uteland Buttel
Fluid Sand Pad Sand Average Net Pay

63,300 150000 15% 2.37 50

Fluid Sand % Sand
Pad 9550

1 15000 15000 10% 2.6
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0
6 8750 52500 35% 2.8

63300 150000 100%

Stage 3 (Castle Peak)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 4 (Black Shalel
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 5 (Douglas 10A/3 Point)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 6 (84/2/1)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 7 (TGR3/G4/G5)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 8 (R4/TGR3)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

RECEIVED: Nov. 09,

Sundry Number: 67599 API Well Number: 43047526420000

Total Fluid 429,550 gals
Stage 1 (Wasatch) 10,227.38 bbls 27.64 400 Bbl Tanks
Fluid Sand Pad Sand Average Net Pay Total Sand 1,050,000 lbs

63,300 150000 15% 2.37 50
Slickwater 53300 gals 3.6 400 Bbl Tanks

Fluid Sand % Sand Gelled fluid 376250 gals 25.6 400 Bbl Tanks
Pad 9550

1 15000 15000 10% 2.6 Acid tanks 3,500 gals
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0 83.33 bbls 0.23 400 Bbl Lined Acid Tanks
6 8750 52500 35% 2.8

63300 150000 100%

Stage 2 (Wasatch/Uteland Buttel
Fluid Sand Pad Sand Average Net Pay

63,300 150000 15% 2.37 50

Fluid Sand % Sand
Pad 9550

1 15000 15000 10% 2.6
2 18750 37500 25% 2.8
4 11250 45000 30% 3.0
6 8750 52500 35% 2.8

63300 150000 100%

Stage 3 (Castle Peak)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 4 (Black Shalel
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 5 (Douglas 10A/3 Point)
Fluid Sand Pad Sand Average Net Pay

61,150 150000 12% 2.45 50

Fluid Sand % Sand
Pad 7400

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.0
6 8750 52500 35% 2.9

61150 150000 100%

Stage 6 (84/2/1)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 7 (TGR3/G4/G5)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

Stage 8 (R4/TGR3)
Fluid Sand Pad Sand Average Net Pay

59,750 150000 10% 2.51 50

Fluid Sand % Sand
Pad 6000

1 15000 15000 10% 2.6
2 18750 37500 25% 2.9
4 11250 45000 30% 3.1
6 8750 52500 35% 3.0

59750 150000 100%

RECEIVED: Nov. 09,



RECEIVED: Nov. 09, 2015

Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   10/9/2015www.peloton.com

Casing Summary

UWI/API
43-047-52642

Surface Legal Location Field Name License # State/Province
UTAH

Well Configuration Type

Ground Elevation (ft)
4,800.00

Casing Flange Elevation (ft) KB-Ground Distance (ft)
12.00

KB-Casing Flange Distance (ft) Spud Date
9/12/2015 08:00

Rig Release Date
9/26/2015 17:30

Conductor, 132.0ftKB
Set Depth (ftKB)

132.0
Set Tension (kips) String Nominal OD (in)

16
String Min Drift (in) Centralizers Scratchers

Jts Item Des OD (in) ID (in) Wt (lb/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi)
P Collapse 

(psi)
3 Casing Joints 16 15.012 84.00 J-55 12.0 132.0 120.00 1,410.1

Surface, 1,054.0ftKB
Set Depth (ftKB)

1,054.0
Set Tension (kips) String Nominal OD (in)

8 5/8
String Min Drift (in) Centralizers Scratchers

Jts Item Des OD (in) ID (in) Wt (lb/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi)
P Collapse 

(psi)
24 Casing Joints 8 5/8 8.098 24.00 J-55 12.0 1,053.0 1,041.00 1,370.0
1 Float Shoe 8 5/8 8.098 24.00 J-55 1,053.0 1,054.0 1.00

Production, 7,845.7ftKB
Set Depth (ftKB)

7,845.7
Set Tension (kips)

115.0
String Nominal OD (in)

5 1/2
String Min Drift (in)

4.767
Centralizers
0

Scratchers
0

Jts Item Des OD (in) ID (in) Wt (lb/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi)
P Collapse 

(psi)
1 Landing Joints 5 1/2 4.892 17.00 P-110 LT&C 0.0 12.0 12.00 6,280.0
1 Casing Hanger 5 1/2 4.892 17.00 P-110 LT&C 12.0 16.7 4.75 6,280.0

12
8

Casing Joints 5 1/2 4.892 17.00 L-80 LT&C 16.7 5,599.8 5,583.04 6,280.0

1 Marker Joints 5 1/2 4.892 17.00 P-110 LT&C 5,599.8 5,604.6 4.78 6,280.0
37 Casing Joints 5 1/2 4.892 17.00 L-80 LT&C 5,604.6 7,224.6 1,620.03 6,280.0
1 Marker Joint 5 1/2 4.892 17.00 P-110 LT&C 7,224.6 7,229.3 4.72 6,280.0

13 Casing Joints 5 1/2 4.892 17.00 L-80 LT&C 7,229.3 7,799.3 570.00 6,280.0
1 Float Collar 5 1/2 K55 LT&C 7,799.3 7,800.7 1.35
1 Shoe Joint 5 1/2 4.892 17.00 L-80 LT&C 7,800.7 7,844.2 43.53 6,280.0
1 Float Shoe 5 1/2 K-55 LT&C 7,844.2 7,845.7 1.45

Sundry Number: 67599 API Well Number: 43047526420000Sundry Number: 67599 API Well Number: 43047526420000

Op Casing Summary

Well Name: FOUR STAR FED 6-27-7-20E

UWl/API Surface Legal Location Field Name License # State/Province Well Configuration Type
43-047-52642 UTAH
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Spud Date Rig Release Date

4,800.00 12.00 9/12/2015 08:00 9/26/2015 17:30

Conductor, 132.0ftKB
Set Depth (ftKB) Set Tension (kips) String Nominal OD (in) String Min Drift (in) Centralizers Scratchers

132.0 16
P Collapse

Jts Item Des OD (in) ID (in) Wt (Ib/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi) (psi)
3 Casing Joints 16 15.012 84.00 J-55 12.0 132.0 120.00 1,410.1

Surface, 1,054.0ftKB
Set Depth (ftKB) Set Tension (kips) String Nominal OD (in) String Min Drift (in) Centralizers Scratchers

1,054.0 8 5/8
P Collapse

Jts Item Des OD (in) ID (in) Wt (Ib/ft) Grade Top Thread Top (ftKB) Btm (ftKB) Len (ft) P Burst (psi) (psi)
24 Casing Joints 8 5/8 8.098 24.00 J-55 12.0 1,053.0 1,041.00 1,370.0

1 Float Shoe 8 5/8 8.098 24.00 J-55 1,053.0 1,054.0 1.00

Production, 7,845.7ftKB
Set Depth (ftKB) Set Tension (kips) String Nominal OD (in) String Min Drift (in) Centralizers Scratchers
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RECEIVED: Nov. 09, 2015

AURORA FEDERAL 3-20D-7-20
3/28/2012

plug and perf hybrid with recomplete
EUR : 334

WTRCUT : 25

ROGERS 16-43
7/28/2008

plug and perf hybrid with recomplete
EUR : 390

WTRCUT : 22

AURORA FEDERAL 15-23D-7-20
7/25/2014

Plug and Perf
EUR : 256

WTRCUT : 35

AURORA FEDERAL 8-26-7-20
9/3/2014

Plug and Perf
EUR : 26

WTRCUT : 69

AURORA FEDERAL 26-33
11/20/2008

Plug and Perf
EUR : 132

WTRCUT : 73
Four Star Federal 6-27-7-20E

9/16/2015

THREE RIVERS 34-31-720
12/17/2011

Plug and Perf
EUR : 154

WTRCUT : 82

AURORA FEDERAL 15-28D-7-20
3/4/2012

Plug and Perf with recomplete
EUR : 442

WTRCUT : 46

TOTAL_FRAC_TONNAGE [LRR] : 735 TOTAL_FRAC_TONNAGE [LRR] : 235 TOTAL_FRAC_TONNAGE [LRR] : 331 TOTAL_FRAC_TONNAGE [LRR] : 300 TOTAL_FRAC_TONNAGE [LRR] : 504 TOTAL_FRAC_TONNAGE [LRR] : 992 TOTAL_FRAC_TONNAGE [LRR] : 1,012

0 1
VSH

2 200
DRES

0 5
BADHOLE

0.3 0
DPHI

0 1
VSH

2 200
DRES

0.3 0
DPHI

0 1
VSH

2 200
DRES

2 200
NNILD

0.3 0
DPHI

10 200
GR

2 200
NNILD

0.3 0
DPHI

0 1
VSH

2 200
DRES

0 5
BADHOLE

0.3 0
DPHI

0 1
VSH

2 200
DRES

0 5
BADHOLE

20 0
EULC

0.3 0
DPHI

0 1
VSH

2 200
DRES

0 5
BADHOLE

0.3 0
DPHI

0 1
VSH

2 200
DRES

0 5
BADHOLE

0.3 0
DPHI

Stg: 13
Tonnes: 70
Prop: 20/40
white sand,
slurry, acid
& 100 common
mesh

Stg: 12
Tonnes: 70
Prop: 20/40
white sand,
slurry, acid
& 100 common
mes

Stg: 11
Tonnes: 70
Prop: 20/40
white sand,
slurry, acid
& 100 common
mes

Stg: 10
Tonnes: 70
Prop: 20/40
white sand,
slurry, acid
& 100 common
mes

Stg: 9
Tonnes: 80
Prop: 20/40
white sand,
slurry, acid
& 100 common
mes

Stg: 8
Tonnes: 80
Prop: 20/40
white sand,
slurry, acid
& 100 common
mes

Stg: 7
Tonnes: 75
Prop: CRC
20/40 with
acid

Stg: 6
Tonnes: 80
Prop: CRC
20/40 with
acid

Stg: 4
Tonnes: 40

Stg: 3
Tonnes: 125

Stg: 2
Tonnes: 60

Stg: 1
Tonnes: 50

Stg: 4
Tonnes: 82
Prop: 20/40
sand & mesh

Stg: 3
Tonnes: 80
Prop: 20/40
sand & mesh

Stg: 2
Tonnes: 85
Prop: 20/40
sand & mesh

Stg: 1
Tonnes: 84
Prop: 20/40
sand & mesh

Stg: 4
Tonnes: 75
Prop: 20/40
sand

Stg: 3
Tonnes: 75
Prop: 20/40
sand

Stg: 2
Tonnes: 75
Prop: 20/40
sand

Stg: 1
Tonnes: 75
Prop: 20/40
sand

Stg: 4
Tonnes: 163
Prop: 20/40
Sand

Stg: 3
Tonnes: 94
Prop: 20/40
Sand

Stg: 2
Tonnes: 74
Prop: 20/40
Sand

Stg: 1
Tonnes: 54
Prop: 20/40
Sand

Stg: 14
Tonnes: 60
Prop: 20/40
Premium

Stg: 13
Tonnes: 56
Prop: 20/40
Premium

Stg: 12
Tonnes: 40
Prop: 20/40
Premium

Stg: 11
Tonnes: 48
Prop: 20/40
Premium

Stg: 10
Tonnes: 58
Prop: 20/40
Premium

Stg: 9
Tonnes: 75
Prop: 20/40
Premium

Stg: 8
Tonnes: 80
Prop: 20/40
Premium

Stg: 7
Tonnes: 107
Prop: Jordan
Unimin 20/40

Stg: 6
Tonnes: 92
Prop: Jordan
Unimin 20/40

Stg: 5
Tonnes: 77
Prop: Jordan
Unimin 20/40

Stg: 4
Tonnes: 86
Prop: Jordan
Unimin 20/40

Stg: 13
Tonnes: 77
Prop: 20/40
Sand & 100
Mesh Sand
(7.28)

Stg: 12
Tonnes: 78
Prop: 20/40
Sand & 100
Mesh Sand
(6.45)

Stg: 11
Tonnes: 75
Prop: 20/40
Sand & 100
Mesh Sand
(6.45)

Stg: 10
Tonnes: 75
Prop: 20/40
Sand

Stg: 9
Tonnes: 91
Prop: 20/40
Sand

Stg: 8
Tonnes: 78
Prop: 20/40
Sand

Stg: 7
Tonnes: 78
Prop: 20/40
Sand

Stg: 6
Tonnes: 84
Prop: 20/40
Sand

Stg: 5
Tonnes: 87
Prop: 20/40
Sand

R4

R4_BASE

R4_BASE

TGR3

TGR3

GREEN_5

GREEN_5

GREEN_4

GREEN_4

GREEN_2

GREEN_2

GREEN_1

GREEN_1

DOUG_CREEK DOUG_CREEK

DOUG_10A

DOUG_10A

BLK_SH_CARB BLK_SH_CARB
BS-8 BS-8

BS-7 BS-7

BS-6 BS-6

BS-4
BS-4

BS-2
BS-2BS-2A
BS-2ABS-1
BS-1

CASTLE_PEAK
CASTLE_PEAK

LONG_POINT_BASE
LONG_POINT_BASE

CP-2
CP-2CP-2A

CP-2A

CP-1
CP-1

LOWER_CP_CARBONATE LOWER_CP_CARBONATE

UTELAND_BUTTE

UB6

UB6

UB5

UB5

UB4

UB4
UB3

UB3UB2
UB2

UB1
UB1

WASATCH WASATCH

3_POINT_TOP
3_POINT_TOP

DOUG_2
DOUG_2

R4

R4_BASE

R4_BASE

TGR3

TGR3

GREEN_5

GREEN_5

GREEN_4

GREEN_4

GREEN_2

GREEN_2

GREEN_1

GREEN_1

DOUG_CREEK DOUG_CREEK

DOUG_10A

DOUG_10A

BLK_SH_CARB BLK_SH_CARB
BS-8 BS-8

BS-7 BS-7

BS-6 BS-6

BS-4
BS-4

BS-2
BS-2BS-2A
BS-2ABS-1
BS-1

CASTLE_PEAK
CASTLE_PEAK

LONG_POINT_BASE
LONG_POINT_BASE

CP-2
CP-2CP-2A

CP-2A

CP-1
CP-1

LOWER_CP_CARBONATE LOWER_CP_CARBONATE

UTELAND_BUTTE

UB6

UB6

UB5

UB5

UB4

UB4
UB3

UB3UB2
UB2

UB1
UB1

WASATCH WASATCH

3_POINT_TOP
3_POINT_TOP

DOUG_2
DOUG_2

59
00

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

78
0 0

79
0 0

80
0 0

81
0 0

82
0 0

83
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

78
0 0

79
0 0

80
0 0

81
0 0

82
0 0

56
0 0

57
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

78
0 0

79
0 0

54
0 0

55
0 0

56
0 0

57
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

78
0 0

54
0 0

55
0 0

56
0 0

57
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

56
0 0

57
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

78
0 0

79
0 0

80
0 0

52
0 0

53
0 0

54
0 0

55
0 0

56
0 0

57
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

54
0 0

55
0 0

56
0 0

57
0 0

58
0 0

59
0 0

60
0 0

61
0 0

62
0 0

63
0 0

64
0 0

65
0 0

66
0 0

67
0 0

68
0 0

69
0 0

70
0 0

71
0 0

72
0 0

73
0 0

74
0 0

75
0 0

76
0 0

77
0 0

78
0 0

HS=324

PETRA 9/30/2015 10:46:40 AM (four star fed correlation.CSP)

Sundry Number: 67599 API Well Number: 43047526420000Sundry Number: 67599 API Well Number: 43047526420000

AURORA FEDERAL 3-20D-7-20 ROGERS 16-43 AURORA FEDERAL 15-23D-7-204URORA FEDERAL 8-26-7-20 AURORA FEDERAL 26-33 THREE RIVERS 34-31-720 AURORA FEDERAL 15-28D-7-20
3/28/2012 7/28/2008 7/25/2014 9/3/2014 11/20/2008 12/17/2011 3/4/2012

plug and perf hybrid with recpisagindet perf hybrid with recomplete Plug and Perf Plug and Perf Plug and Perf Plug and Perf Plug and Perf with recomplete
EUR: 334 EUR: 390 EUR: 256 EUR: 26 EUR: 132 Four Star Federal 6-27-7-20E EUR: 154 EUR: 442

WTRCUT : 25 WTRCUT : 22 WTRCUT : 35 WTRCUT : 69 WTRCUT : 73 9/16/2015 WTRCUT : 82 WTRCUT : 46
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RECEIVED: Nov. 30, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74417 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FOUR STAR FED 6-27-7-20E 

2. NAME OF OPERATOR:
 CRESCENT POINT ENERGY U.S. CORP

9. API NUMBER:
 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621  Ext 

9. FIELD and POOL or WILDCAT:
 THREE RIVERS 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2494 FNL 2489 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/26 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Crescent Point Energy US Corp reports the first production of
hydrocarbons from Four Star Fed 6-27-7-20E on November 26, 2015.

NAME (PLEASE PRINT) PHONE NUMBER 
 Kelly Beverlin 720 880-3635

TITLE
 Engineering Technician

SIGNATURE
 N/A

DATE
 11/30/2015

December 01, 2015

Sundry Number: 67983 API Well Number: 43047526420000Sundry Number: 67983 API Well Number: 43047526420000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH
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Date of Spud:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy US Corp reports the first production of Accepted by the
hydrocarbons from Four Star Fed 6-27-7-20E on November 26, 2015. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
December 01, 2015
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FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74417

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FOUR STAR FED 6-27-7-20E

2. NAME OF OPERATOR: 9. API NUMBER:
CRESCENT POINT ENERGY U.S. CORP 43047526420000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
555 17th Street, Suite 750 , Denver, CO, 80202 720 880-3621 Ext THREE RIVERS

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2494 FNL 2489 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNE Section: 27 Township: 07.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/26/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Crescent Point Energy US Corp reports the first production of Accepted by the
hydrocarbons from Four Star Fed 6-27-7-20E on November 26, 2015. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
December 01, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Kelly Beverlin 720 880-3635 Engineering Technician

SIGNATURE DATE
N/A 11/30/2015

RECEIVED: Nov. 30,



RECEIVED: Jan. 27, 2016

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

AMENDED REPORT FORM 8 
 (highlight changes)                             
5.  LEASE DESIGNATION AND SERIAL NUMBER:

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6.  IF INDIAN, ALLOTTEE OR TRIBE NAME

1a.  TYPE OF WELL: OIL
WELL

GAS
WELL DRY OTHER                                                   

7.  UNIT or CA AGREEMENT NAME

  b.  TYPE OF WORK: 8.  WELL NAME and NUMBER:
NEW
WELL

HORIZ.
LATS.

DEEP-
EN

RE-
ENTRY

DIFF.
RESVR. OTHER                                                   

2.  NAME OF OPERATOR: 9.  API NUMBER:

3.  ADDRESS OF OPERATOR:

                                                                      CITY                                              STATE                 ZIP

 PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

4.  LOCATION OF WELL (FOOTAGES)

      AT SURFACE:    

11.  QTR/QTR, SECTION, TOWNSHIP, RANGE,
       MERIDIAN:

      AT TOP PRODUCING INTERVAL REPORTED BELOW:

      AT TOTAL DEPTH:
12.  COUNTY 13.  STATE

                     UTAH

14.  DATE SPUDDED: 15.  DATE T.D. REACHED: 16.  DATE COMPLETED:                                     

                  ABANDONED                READY TO PRODUCE

            

17.  ELEVATIONS (DF, RKB, RT, GL):

18.  TOTAL DEPTH: MD

TVD

19.  PLUG BACK T.D.: MD

TVD

20.  IF MULTIPLE COMPLETIONS, HOW MANY? * 21.  DEPTH BRIDGE  

          PLUG SET:

MD

TVD

22.  TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24.  CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/ft.) TOP (MD) BOTTOM (MD)
STAGE CEMENTER

DEPTH

CEMENT TYPE &

NO. OF SACKS

SLURRY

VOLUME (BBL)
CEMENT TOP ** AMOUNT PULLED

25.  TUBING RECORD 

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26.  PRODUCING INTERVALS 27.  PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A)  Open               Squeezed

(B)  Open               Squeezed

(C)  Open               Squeezed

(D)  Open               Squeezed

28.  ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29.  ENCLOSED ATTACHMENTS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:                                                                  

30. WELL STATUS:

(5/2000) (CONTINUED ON BACK)

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

STATE OF UTAH AMENDED REPORT Ü FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-74417

6. IF INDIAN,ALLOTTEE OR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

1a. TYPE OF WELL: O
LL

GWAESLL DRY OTHER 7. UNI/Tor CA AGREEMENT NAME

b. TYPE OF ½ORK: 8. WELL NAME and NUMBER:
W HORSZ. DEEP- RNE-TRY EFSFVR.

OTHER FOUR STAR FED 6-27-7-20E
2. NAME OF OPERATOR: 9. API NUMBER:

Crescent Point Energy US Corp. 4304752642
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WLDCAT

555 17th St., Suite 1800 C TY Denver STATE CO ZP 80202 (720) 880-3637 THREE RIVERS
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 2494 FNL 2489 FEL SWNE 27 7S 20E S
AT TOP PRODUCING INTERVAL REPORTED BELOW: 2066 FNL 3386 FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: 2124 FNL 3368 FEL Uintah UTAH

14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):

9/12/2015 9/25/2015 11/30/2015 ABANDONED READYTOPRODUCE 2 4800
18. TOTAL DEPTH: MD 8.000 19. PLUG BACKT.D.: MD 7.772 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

TVD 7.851 TVD 7.623 7 STAGES PLUG SET:
TVD

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

. WAS WELL CORED? NO YES (Submit analysis)Triple Combo CBL Directional Survey
WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENFSAYCKES VOSLUMRE
BL) CEMENT TOP ** AMOUNT PULLED

12-1/4 8-5/8 J-55 24 0 1,054 PREM 675 138 SRFC
7-7/8 5-1/2 SB8( 17 0 7,845 HiFillV 420 176 52

65/35 P 585 173

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8 7,568
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot -MD) SIZE NO. HOLES PERFORATION STATUS

(A) Green River 5.828 7.406 5.680 7.257 5.828 7.711 .36 264 OPen 2 Squeezed

(B) Wasatch 7.406 7.711 7.257 7.562 DPen Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

5828' -7711' 11803 Bbls Slickwater & XIinked fluid, 3000 gals 15% HCI, 1041803 # 20/40 sand

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY Flowing
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON BACK)

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

31.  INITIAL PRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: PROD. METHOD:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU – GAS GAS/OIL RATIO 24 HR PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: INTERVAL STATUS:

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: PROD. METHOD:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU – GAS GAS/OIL RATIO 24 HR PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: INTERVAL STATUS:

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: PROD. METHOD:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU – GAS GAS/OIL RATIO 24 HR PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: INTERVAL STATUS:

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: PROD. METHOD:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU – GAS GAS/OIL RATIO 24 HR PRODUCTION

RATES:     !!

OIL – BBL: GAS – MCF: WATER – BBL: INTERVAL STATUS:

32.  DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33.  SUMMARY OF POROUS ZONES (Include Aquifers):

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval

tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

34.  FORMATION (Log) MARKERS:

Formation
Top

(MD)

Bottom

(MD)
Descriptions, Contents, etc. Name

Top

(Measured Depth)

35.  ADDITIONAL REMARKS (Include plugging procedure)

36.  I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

   NAME (PLEASE PRINT)                                                                                                                                       TITLE                                                                                                                                            

   SIGNATURE                                                                                                                                                         DATE                                                                                                                                            

This report must be submitted within 30 days of 
!  completing or plugging a new well !  reentering a previously plugged and abandoned well
!  drilling horizontal laterals from an existing well bore !  significantly deepening an existing well bore below the previous bottom-hole depth
!  recompleting to a different producing formation !  drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top – Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

(5/2000)

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

31. INITIALPRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:

11/29/2015 11/29/2015 24 RATES: 3 1 266 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:

OPEN O 20 40.00 RATES: 3 1 266 Flowing
INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: a

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: *

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: a

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: *

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES: a

CHOKE SIZE: TBG. PRESS. CSG. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: 4

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Sold
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation MDp) Bo om Descriptions, Contents, etc. Name (Measu
edp

Depth)

Mahogany 5,072
TGR3 5,765
Douglas Creek 6,450
Black Shale 6,713
Castle Peak 6,964
Uteland Butte 7,099
Wasatch 7,406

35. ADDITIONAL REMARKS (Include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASEPRINT) Valari Crary TITLE D&C Technician

SIGNATURE DATE 1/27/2016

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

**lTEM 24: Cement Top -Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

(5/2000)

RECEIVED: Jan. 27,



Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   9/28/2015
Report #  1.0,   DFS: 17.00

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Install tubing head.
Operation At 6am Operation Next 24hrs

Prep location for frac.

Time Log

Start Time Dur (hr) Activity Com

06:00 2.00 Install Wellhead Inspect 5 1/2" 17# production casing. Casing looked good.  
Perform bubble test to 5,000 psi for 10 mins. No bubbles.  
Casing in good condition at surface. Install SPL, TBG,  
ASSY, TSW TBG HEAD Well head assembly.  
SN#1220409059.  Pressure test seals to 5,000 psi for 10  
mins. Positive test.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 9/28/2015
cresger Poird Report# 1.0, DFS:17.00

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Install tubing head. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Prep location for frac. Contractor Rig # Rig Type

Time Log Basin Swabbing & Well Service 2 Service
Start Time Dur (hr) Activity Com Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

06:00 2.00 Install Wellhead Inspect 5 1/2" 17# production casing. Casing looked good. 4,800.00 12.00 4,812.00

Perform bubble test to 5,000 psi for 10 mins. No bubbles.
Casing in good condition at surface. Install SPL, TBG,
ASSY, TSW TBG HEAD Well head assembly.
SN#1220409059. Pressure test seals to 5,000 psi for 10
mins. Positive test.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:



Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/5/2015
Report #  2.0,   DFS: 23.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Install frac tree.

Operation At 6am Operation Next 24hrs

Conduct bond log.

Time Log

Start Time Dur (hr) Activity Com

06:00 8.00 inactive

14:00 1.00 General 
Operations

JRAM nipple up frac tree.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/5/2015
crescer Poird Report# 2.0, DFS:23.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Install frac tree. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Conduct bond log. Contractor Rig # Rig Type

Time Log Basin Swabbing & Well Service 2 Service
Start Time Dur (hr) Activity Com

Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

4,800.00 12.00 4,812.0006:00 8.00 inactive

14:00 1.00 General JRAM nipple up frac tree.
Operations

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:



Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/6/2015
Report #  3.0,   DFS: 24.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Run bond log from TD to surface.
Operation At 6am Operation Next 24hrs

Prep well for frac.

Time Log

Start Time Dur (hr) Activity Com

06:00 2.00 inactive

08:00 2.00 Logging Move in & rig up Extreme wire line and conduct bond log  
from TD of 7772' to surface. Short jts at 7219' - 24' & 5594'  
- 99'. Send log to Denver for revue.  

10:00 1.00 General 
Operations

Rig down Extreme Wire Line and move equipment to side  
of location.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/6/2015
crescer Poird Report# 3.0, DFS:24.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Run bond log from TD to surface. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Prep well for fraC- Contractor Rig # Rig Type

Basin Swabbing & Well Service 2 Service
Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

Time Log 4,800.00 12.00 4,812.00

Start Time Dur (hr) Activity Com

06:00 2.00 inactive

08:00 2.00 Logging Move in & rig up Extreme wire line and conduct bond log
from TD of 7772' to surface. Short jts at 7219' - 24' & 5594'
- 99'. Send log to Denver for revue.

10:00 1.00 General Rig down Extreme Wire Line and move equipment to side
Operations of location.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:



Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/12/2015
Report #  4.0,   DFS: 30.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Conduct IBC log From 7746'-50'
Operation At 6am Operation Next 24hrs

Prep well for frac.

Time Log

Start Time Dur (hr) Activity Com

06:00 3.00 inactive

09:00 2.00 Rig Up/Down Move in rig up Schluberger wireline truck, B&C Quick Test,  
and Extreme Wire Line crain.

11:00 5.00 Logging Run in well with Schlumbeger IBS tool to 7746'. Pressure  
up casing with B&C to 1500 psi and hold. Log From 7746'  
to 50'. Schlumberger will send logging results to Denver for  
further evaluation.

16:00 2.00 Rig Up/Down Rig down Schluberger wireline truck, B&C Quick Test, and  
Extreme Wire Line crain. Move off location.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/12/2015
crescer Poird Report# 4.0, DFS: 30.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Conduct IBC log From 7746'-50' Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Prep well for fraC- Contractor Rig # Rig Type

Basin Swabbing & Well Service 2 Service
Time Log Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

StartTime Dur(hr) Activity Com
4,800.00 12.00 4,812.00

06:00 3.00 inactive

09:00 2.00 Rig Up/Down Move in rig up Schluberger wireline truck, B&CQuick Test,
and Extreme Wire Line crain.

11:00 5.00 Logging Run in well with Schlumbeger IBS toolto 7746'. Pressure
up casing with B&Cto 1500 psi and hold. Log From 7746'
to 50'. Schlumberger will send logging results to Denver for
further evaluation.

16:00 2.00 Rig Up/Down Rig down Schluberger wireline truck, B&CQuick Test, and
Extreme Wire Line crain. Move off location.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/15/2015
Report #  5.0,   DFS: 33.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Move in rig up Flow Back iron to surface casing, flow back tank, separator, and flair stack. Open  
surface casing with 30 psi, bled off in 30 seconds.
Operation At 6am Operation Next 24hrs

Leave shut in over night and open back up in the  
morning.

Time Log

Start Time Dur (hr) Activity Com

06:00 6.00 inactive

12:00 1.00 General 
Operations

Move in spot flow back tank.

13:00 2.00 inactive

15:00 1.00 Rig Up/Down Rig up seperator, flair Stack , and flow back iron.

16:00 1.00 General 
Operations

Open surface casing with 30 psi, bled off right away.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/15/2015
crescer Poird Report# 5.0, DFS: 33.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Move in rig up Flow Back iron to surface casing, flow back tank, separator, and flair stack. Open Production, 7,845.7ftKB
surface casing with 30 psi, bled off in 30 seconds. Rigs
Operation At 6am Operation Next 24hrs Contractor Rig # Rig Type

Leave shut in over night and open back up in the Basin Swabbing & Well Service 2 Service
morning. Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

Time Log 4,800.00 12.00 4,812.00

Start Time Dur (hr) Activity Com

06:00 6.00 inactive

12:00 1.00 General Move in spot flow back tank.
Operations

13:00 2.00 inactive

15:00 1.00 Rig Up/Down Rig up seperator, flair Stack , and flow back iron.

16:00 1.00 General Open surface casing with 30 psi, bled off right away.
Operations

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/16/2015
Report #  6.0,   DFS: 34.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Open surface casing with 0 psi. shut in and rig down flow back equipment.

Operation At 6am Operation Next 24hrs

Prep well for frac.

Time Log

Start Time Dur (hr) Activity Com

06:00 2.00 General 
Operations

Open surface casing with 0 psi. shut in and rig down flow  
back equipment.

08:00 1.00 General 
Operations

Conduct bubble test. Open surface casin got bubbles for  
10 sec. ( air in surface line). Left open for 2 min. no  
bubbles.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/16/2015
crescer Poird Report# 6.0, DFS: 34.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Open surface casing with 0 psi. shut in and rig down flow back equipment. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Prep well for frac. Contractor Rig # Rig Type

Time Log Basin Swabbing & Well Service 2 Service
Start Time Dur (hr) Activity Com

Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

4,800.00 12.00 4,812.0006:00 2.00 General Open surface casing with 0 psi. shut in and rig down flow
Operations back equipment.

08:00 1.00 General Conduct bubble test. Open surface casin got bubbles for
Operations 10 sec. ( air in surface line). Left open for 2 min. no

bubbles.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:



Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/27/2015
Report #  7.0,   DFS: 45.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Pressure test frac tree and casing. Spot Rock Pile sand equipment. Finish filling frac tanks.
Operation At 6am Operation Next 24hrs

Move in rig up Extreme wire line. Perforate stage 1.  
Move in rig up Rock Pile frac equipment. Heat frac  
water.

Time Log

Start Time Dur (hr) Activity Com

06:00 7.00 inactive

13:00 1.00 Pressure Test Move in & rig up B&C Quick Test test unit. Pressure test  
frac stack & casing to 6500 psi. Hold & chart pressure for  
15 mins. Positive test. Bleed off pressure & release test  
unit.

14:00 1.00 General 
Operations

Move in rig up Rock pile sand handling equipment.

15:00 4.00 General 
Operations

JRAM rig up hoses from water tanks to manifold and begin  
to fill frac tanks with Dave Yamen's fresh water. MBT haul  
in additional 3% kcl.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/27/2015
crescer Poird Report# 7.0, DFS: 45.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Pressure test frac tree and casing. Spot Rock Pile sand equipment. Finish filling frac tanks. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Move in rig up Extreme wire line. Perforate stage 1. Contractor Rig# Rig Type
Move in rig up Rock Pile frac equipment. Heat frac Basin Swabbing & Well Service 2 Service
water. Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

Time Log 4,800.00 12.00 4,812.00

Start Time Dur (hr) Activity Com

06:00 7.00 inactive

13:00 1.00 Pressure Test Move in & rig up B&CQuick Test test unit. Pressure test
frac stack & casing to 6500 psi. Hold & chart pressure for
15 mins. Positive test. Bleed off pressure & release test
unit.

14:00 1.00 General Move in rig up Rock pile sand handling equipment.
Operations

15:00 4.00 General JRAM rig up hoses from water tanks to manifold and begin
Operations to fill frac tanks with Dave Yamen's fresh water. MBT haul

in additional 3% kcl.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:



Page  1/1

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/28/2015
Report #  8.0,   DFS: 46.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Move in rig up Extreme wire line. Perforate stage 1. Move in rig up Rock Pile frac equipment.  
Heat frac water.
Operation At 6am Operation Next 24hrs

Frac stages 1-6. Perforate stages 2-6.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 inactive

07:00 0.50 Safety Meeting Safety meeting with all onsite personnel, discussed today's  
job hazards.

07:30 2.00 General 
Operations

JRAM rig up flow back equipment.

09:30 1.50 Perforating Stage 1 Rig up Extreme wireline. Run in well &  Perforate  
the Wasatch with 3 1/8” expendable guns, 4 spf, 90 degree  
phasing 21 g Super Hero Charges with 0.36 entry holes.  
Perfs: 7490' - 91', 7520' - 21', 7538' - 39', 7552' - 53', 7569'  
- 70', 7612' - 13', 7638' - 39, 7661' - 62', 7682' - 83', 7710' -  
11'. Total Holes: 40.  

11:00 6.00 Rig Up/Down Rock Pile, and IOC move in rig up frac equipment. Bucket  
test LA-pumps

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/28/2015
cresger Poird Report# 8.0, DFS:46.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Move in rig up Extreme wire line. Perforate stage 1. Move in rig up Rock Pile frac equipment. Production, 7,845.7ftKB
Heat frac water. Rigs
Operation At 6am Operation Next 24hrs Contractor Rig # Rig Type

Frac stages 1-6. Perforate stages 2-6. Basin Swabbing & Well Service 2 Service
Time Log Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

StartTime Dur(hr) Activity Com
4,800.00 12.00 4,812.00

06:00 1.00 inactive

07:00 0.50 Safety Meeting Safety meeting with all onsite personnel, discussed today's
job hazards.

07:30 2.00 General JRAM rig up flow back equipment.
Operations

09:30 1.50 Perforating Stage 1 Rig up Extreme wireline. Run in well & Perforate
the Wasatch with 3 1/8" expendable guns, 4 spf, 90 degree
phasing 21 g Super Hero Charges with 0.36 entry holes.
Perfs: 7490' - 91', 7520' - 21', 7538' - 39', 7552' - 53', 7569'
- 70', 7612' - 13', 7638' - 39, 7661' - 62', 7682' - 83', 7710' -

11'. Total Holes: 40.

11:00 6.00 Rig Up/Down Rock Pile, and IOC move in rig up frac equipment. Bucket
test LA-pumps

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 1/1 Report Printed:



Page  1/2

Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/29/2015
Report #  9.0,   DFS: 47.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Prime and test pumps and lines. Frac stages 1-6. Perforate stages 2-6.
Operation At 6am Operation Next 24hrs

Flow well.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 General 
Operations

Rock Pile start and warm up equipment.

07:00 0.50 Safety Meeting Safety meeting with all onsite personnel. Discuss todays  
job & hazards.

07:30 0.50 Pressure Test Rock Pile prime, and pressure test pumps & lines to 7500  
psi. Positive test.

08:00 2.00 Frac. Job Open wellhead with 0 psi. Frac the Wasatch with Rock Pile  
(stg 1 / 6) from 7490' - 7711' with 531 bbls of SW, 1322  
bbls of 18# Crosslink & 15 bbls of 7.5% hcl acid, 150773#s  
of 20/40 white @ 59 bpm. Perfs broke at 1685 psi @ 5.0  
bpm. ISIP - 1094 - FG .58, 5-10-15, 847, 765, 726 psi. Job  
pumped using 3% KCL water. Pump 1200#'s Carbo Scale  
Gaurd.

10:00 0.75 Perforating Stage 2 Rig up Extreme wireline. Equalize lubricator with  
well pressure. Run in well & set  plug @ 7475' &  Perforate  
theUteland Butte & Wasatch with 3 1/8” expendable guns,  
4 spf, 90 degree phasing 21 g Super Hero Charges with  
0.36 entry holes. Perfs: 7230' - 31', 7261' - 62', 7285' - 86',  
7307' - 08', 7322' - 23', 7352' - 53', 7384' - 85, 7397' - 98',  
7449' - 50', 7459' - 60'. Total Holes: 40.  

10:45 0.50 Downtime Down fixing LA pump.

11:15 1.00 Frac. Job Open wellhead with 570 psi. Frac the Uteland Butte &  
Wasatch  with Rock Pile (stg 2 / 8)  from 7230' - 7460' with  
428  bbls of SW, 1345 bbls of 18# Crosslink & 12 bbls of  
7.5% hcl, 151811#s of 20/40 white @ 57 bpm. Perfs broke  
at 1630 psi @ 5.0 bpm. ISIP - 697 - FG .53, 5-10-15, 364,  
304, 280 psi. Job pumped using 3% KCL.  Pump 1200#'s  
Carbo Scale Gaurd.

12:15 0.75 Perforating Stage 3 Rig up Extreme wireline. Equalize lubricator with  
well pressure. Run in well & set plug @ 7207' &  Perforate  
the Wasatch with 3 1/8” expendable guns, 4 spf, 90 degree  
phasing 21 g Super Hero Charges with 0.36 entry holes.  
Perfs: 7028' - 29', 7039' - 40', 7049' - 50', 7075 ' - 76', 7101'  
- 02', 7115' - 16', 7128' - 29', 7152' - 53', 7170' - 71', 7191' -  
92'. Total Holes: 40.

13:00 1.00 Frac. Job Open wellhead with 240 psi. Frac the Uteland Butte with  
Rock Pile (stg 3 / 6) from 7028' - 7192' with 428  bbls of  
SW, 1338  bbls of 18# Crosslink, 10 bbls of 7.5% hcl acid,  
151630#s 20/40 white @ 60 bpm. Perfs broke at 1853 psi  
@ 5.0 bpm. ISIP - 764 - FG .54, 5-10-15, 644psi, 606psi,  
589psi.  Job pumped using 3% KCL water. Pump 1200#'s  
CarboScale Gaurd.

14:00 0.75 Perforating Stage 4 Rig up Extreme wireline. Equalize lubricator with  
well pressure. Run in well & set plug @ 6985' &  Perforate  
the Black shale & Castle Peak with 3 1/8” expendable  
guns, 4 spf, 90 degree phasing 21 g Super Hero Charges  
with 0.36 entry holes. Perfs: 6718' - 19', 6768' - 69', 6803' -  
04', 6812' - 13', 6826' - 27', 6865' - 66', 6900' - 01', 6921' -  
22', 6941' - 42', ' 6959- 60'. Total Holes: 40.

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 10/29/2015
cresger Poird Report# 9.0, DFS: 47.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Prime and test pumps and lines. Frac stages 1-6. Perforate stages 2-6. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Flow well. Contractor Rig # Rig Type

Time Le-g Basin Swabbing & Well Service 2 Service
Start Time Dur (hr) Activity Com Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

06:00 1.00 General Rock Pile start and warm up equipment. 4,800.00 12.00 4,812.00

Operations
07:00 0.50 Safety Meeting Safety meeting with all onsite personnel. Discuss todays

job & hazards.

07:30 0.50 Pressure Test Rock Pile prime, and pressure test pumps & lines to 7500
psi. Positive test.

08:00 2.00 Frac. Job Open wellhead with 0 psi. Frac the Wasatch with Rock Pile
(stg 1 / 6) from 7490'-7711' with 531 bbls of SW, 1322
bbls of 18# Crosslink & 15 bbls of 7.5% hcl acid, 150773#s
of 20/40 white @59 bpm. Perfs broke at 1685 psi @5.0
bpm. ISIP - 1094 - FG .58,

5-10-15, 847, 765, 726 psi. Job
pumped using 3% KCL water. Pump 1200#'s Carbo Scale
Gaurd.

10:00 0.75 Perforating Stage 2 Rig up Extreme wireline. Equalize lubricator with
well pressure. Run in well & set plug @7475' & Perforate
theUteland Butte & Wasatch with 3 1/8" expendable guns,
4 spf, 90 degree phasing 21 g Super Hero Charges with
0.36 entry holes. Perfs: 7230' - 31', 7261' - 62', 7285' - 86',
7307' - 08', 7322' - 23', 7352' - 53', 7384' - 85, 7397' - 98',
7449' - 50', 7459' - 60'. Total Holes: 40.

10:45 0.50 Downtime Down fixing LA pump.

11:15 1.00 Frac. Job Open wellhead with 570 psi. Frac the Uteland Butte &
Wasatch with Rock Pile (stg 2 / 8) from 7230' - 7460' with
428 bbls of SW, 1345 bbls of 18# Crosslink & 12 bbls of
7.5% hcl, 151811#s of 20/40 white @57 bpm. Perfs broke
at 1630 psi @5.0 bpm. ISIP - 697 - FG .53,

5-10-15, 364,
304, 280 psi. Job pumped using 3% KCL. Pump 1200#'s
Carbo Scale Gaurd.

12:15 0.75 Perforating Stage 3 Rig up Extreme wireline. Equalize lubricator with
well pressure. Run in well & set plug @7207' & Perforate
the Wasatch with 3 1/8" expendable guns, 4 spf, 90 degree
phasing 21 g Super Hero Charges with 0.36 entry holes.
Perfs: 7028' - 29', 7039' - 40', 7049' - 50', 7075 '

- 76', 7101'
- 02', 7115' - 16', 7128' - 29', 7152' - 53', 7170' - 71', 7191' -

92'. Total Holes: 40.

13:00 1.00 Frac. Job Open wellhead with 240 psi. Frac the Uteland Butte with
Rock Pile (stg 3 / 6) from 7028' - 7192' with 428 bbls of
SW, 1338 bbls of 18# Crosslink, 10 bbls of 7.5% hcl acid,
151630#s 20/40 white @60 bpm. Perfs broke at 1853 psi
@5.0 bpm. ISIP -764 - FG .54,

5-10-15, 644psi, 606psi,
589psi. Job pumped using 3% KCL water. Pump 1200#'s
CarboScale Gaurd.

14:00 0.75 Perforating Stage 4 Rig up Extreme wireline. Equalize lubricator with
well pressure. Run in well & set plug @6985' & Perforate
the Black shale & Castle Peak with 3 1/8" expendable
guns, 4 spf, 90 degree phasing 21 g Super Hero Charges
with 0.36 entry holes. Perfs: 6718' - 19', 6768' - 69', 6803' -

04', 6812' - 13', 6826' - 27', 6865' - 66', 6900' - 01', 6921' -

22', 6941' - 42', ' 6959- 60'. Total Holes: 40.

www.peloton.com Page 1/2 Report Printed:
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   10/29/2015
Report #  9.0,   DFS: 47.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

14:45 1.00 Frac. Job Open well with 713 psi. Frac the Castle Peak with Rock  
Pile (stg 4 / 6)  from 6718' - 6960' with 349 bbls of SW,  
1336  bbls of 18# Crosslink,15 bbls of 7.5% hcl acid,  
151326#s 20/40 white @ 60 bpm. Perfs broke at 2585 psi  
@ 5.0 bpm. ISIP - 1580 - FG .64, 5-10-15, 1193, 1131,  
1092 psi. Pump 1200#'s  Carbo Scale Gaurd.

15:45 0.75 Perforating Stage 5 Rig up Extreme wireline. Equalize lubricator with  
well pressure. Run in well & set  plug @ 6695' &  Perforate  
the Douglas 10A, 3 Point, and Douglas 2 with 3 1/8”  
expendable guns, 4 spf, 90 degree phasing 21 g Super  
Hero Charges with 0.36 entry holes. Perfs: 6450' - 51',  
6495' - 96', 6511' - 12', 6542' - 43', 6556' - 57', 6599' - 00',  
6619' - 20', 6631' - 32', 6652' - 53', 6669' - 70'. Total Holes:  
40. 

16:30 1.00 Frac. Job Open wellhead with 792 psi. Frac the Douglas 10A, 3  
Point, and Doug 2 with Rock Pile (stg 5 / 6)  from 6450' -  
6670' with 331  bbls of SW, 1216  bbls of 18# Crosslink &  
11 bbls of 7.5% hcl, 151249#s of 20/40 white @ 60 bpm.  
Perfs broke at 2880 psi @ 5.0 bpm. ISIP - 1354 - FG .61, 5
-10-15, 1079, 1038, 1018 psi. Pump 1200#'s Carbo scale  
gaurd.

17:30 0.75 Perforating Stage 6 Rig up Extreme wireline. Equalize lubricator with  
well pressure. Run in well & set plug @ 6410' &  Perforate  
the Green 4, Green 2, and Green 1, with 3 1/8” expendable  
guns, 4 spf, 90 degree phasing 21 g Super Hero Charges  
with 0.36 entry holes. Perfs: 6130' - 31', 6184' - 85', 6203' -  
04', 6215' - 16', 6254' - 55', 6285' - 86', 6299' - 00', 6334' -  
35', 6370' - 71', 6380' - 81'. Total Holes: 40.

18:15 0.75 Frac. Job Open wellhead with 442 psi. Frac the Green 1, 2, and 4  
with Rock Pile (stg 6 / 6)  from 6130' - 6381' with 298  bbls  
of SW, 1214  bbls of 18# Crosslink & 13 bbls of 7.5% hcl,  
155670#s of 20/40 white @ 59 bpm. Perfs broke at 1712  
psi @ 5.0 bpm. ISIP - 830 - FG .54, 5-10-15, 608, 577, 571  
psi. Pump 1200#'s Carbo scale gaurd.

19:00 2.00 Rig Up/Down Rig down frac equipment, and leave on lease. Move off in  
the morning.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 10/29/2015
crescer Poird Report# 9.0, DFS: 47.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Lt-g
Start Time Dur (hr) Activity Com

14:45 1.00 Frac. Job Open well with 713 psi. Frac the Castle Peak with Rock
Pile (stg 4 / 6) from 6718' - 6960' with 349 bbls of SW,
1336 bbls of 18# Crosslink,15 bbls of 7.5% hcl acid,
151326#s 20/40 white @60 bpm. Perfs broke at 2585 psi
@5.0 bpm. ISIP - 1580 - FG .64,

5-10-15, 1193, 1131,
1092 psi. Pump 1200#'s Carbo Scale Gaurd.

15:45 0.75 Perforating Stage 5 Rig up Extreme wireline. Equalize lubricator with
well pressure. Run in well & set plug @6695' & Perforate
the Douglas 10A, 3 Point, and Douglas 2 with 3 1/8"
expendable guns, 4 spf, 90 degree phasing 21 g Super
Hero Charges with 0.36 entry holes. Perfs: 6450' - 51',
6495' - 96', 6511' - 12', 6542' - 43', 6556' - 57', 6599' - 00',
6619' - 20', 6631' - 32', 6652' - 53', 6669' - 70'. Total Holes:
40.

16:30 1.00 Frac. Job Open wellhead with 792 psi. Frac the Douglas 10A, 3
Point, and Doug 2 with Rock Pile (stg 5 / 6) from 6450'-
6670' with 331 bbls of SW, 1216 bbls of 18# Crosslink &
11 bbls of 7.5% hcl, 151249#s of 20/40 white @60 bpm.
Perfs broke at 2880 psi @5.0 bpm. ISIP - 1354 - FG .61, 5
-10-15, 1079, 1038, 1018 psi. Pump 1200#'s Carbo scale
gaurd.

17:30 0.75 Perforating Stage 6 Rig up Extreme wireline. Equalize lubricator with
well pressure. Run in well & set plug @6410' & Perforate
the Green 4, Green 2, and Green 1, with 3 1/8" expendable
guns, 4 spf, 90 degree phasing 21 g Super Hero Charges
with 0.36 entry holes. Perfs: 6130' - 31', 6184' - 85', 6203' -

04', 6215' - 16', 6254' - 55', 6285' - 86', 6299' - 00', 6334' -

35', 6370' - 71', 6380' - 81'. Total Holes: 40.

18:15 0.75 Frac. Job Open wellhead with 442 psi. Frac the Green 1, 2, and 4
with Rock Pile (stg 6 / 6) from 6130'- 6381' with 298 bbls
of SW, 1214 bbls of 18# Crosslink & 13 bbls of 7.5% hcl,
155670#s of 20/40 white @59 bpm. Perfs broke at 1712
psi @5.0 bpm. ISIP -830 - FG .54,

5-10-15, 608, 577, 571
psi. Pump 1200#'s Carbo scale gaurd.

19:00 2.00 Rig Up/Down Rig down frac equipment, and leave on lease. Move off in
the morning.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/3/2015
Report #  10.0,   DFS: 52.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Move in rig up Extreme Wire Line, and D&M Hot Oil. Pump 75 bbls down casing to try and  
establish circulation through surface casing. No circulation. Run in well with wire line and set  
plug at 6100'  POH. Ru hot oiler. Pressure Test Plug to 1500 psi. Good test. RIH W/ Perf gun.  
Shoot Squeez holes @ 6082-83'. POH & RD Wireline. Ru Hot Oiler. Pump 70 bbls Treated  
Fresh Water Down csg to try & Establish Circulation up Surface Casing for Squeeze Work. No  
Circulation Seen. First 40 bbls - 1100 psi @ 1.50 bpm - last 30 bbls - 1.25 bpm @ 1500 psi &  
Climbing. Shut Down hot Oiler. Well holding 1500 psi. bleed off pressure to Flow Back Tanks  
easy. Secure Well. RD Hot oiler & Release. Leave well secured pending new Cement Plan.
Operation At 6am Operation Next 24hrs

Prep well for squeeze job.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 inactive

07:00 1.00 Rig Up/Down Move in rig up Extreme Wire Line, and D&M Hot Oil.

08:00 1.50 General 
Operations

 Pump 50 bbls down casing to try and establish circulation  
through surface casing. No circulation.

09:30 0.75 Wireline Run in well with Extreme Wire Line and set CBP at 6100',  

10:15 0.25 Pressure Test Rig up hot Oiler. Fill casing W/ 1 bbl. pressure test Plug to  
1500 psi. Good test. Bleed off Pressure.

10:30 1.00 Perforating Run in Hole W/ Perf gun. Shoot Squeeze holes @ 6082 -  
83 - 4 total holes. Pull Out of hole & Rig Down Wireline.

11:30 1.50 General 
Operations

Rig up hot Oiler, Pump 70 bbls Down Casing to try and  
establish Circulation up Surface Casing - Annular Volume  
is 188 bbls from Squeeze holes @ 6082' - 83'.  No  
Circulation Seen. Pumped first 40 bbls @ 1100 psi @ 1.5  
BPM - Last 30 bbls @ 1500 psi - 1.25 BPM. and Climbing  
in Pressure. Shut Down Hot Oiler. Well Holding 1500  
psi.W/ no bleed off.  Bleed pressure off Easy to Flow Back  
tanks. Secure Well. Rig Down & release Hot Oiler. Secure  
Well Pending Revised Cement Proceedure.  

13:00 17.00 inactive Secure well Pending Revised Cement Proceedure

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/3/2015
crescer Poird Report# 10.0, DFS:52.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Move in rig up Extreme Wire Line, and D&M Hot Oil. Pump 75 bbls down casing to tryand Production, 7,845.7ftKB
establish circulation throughsurface casing. No circulation. Run in well with wire line and set Rigs
plug at 6100' POH. Ru hot oiler. Pressure Test Plug to 1500 psi. Good test. RIH WI Perf gun. Contractor Rig# Rig Type
Shoot Squeez holes @6082-83'. POH & RD Wireline. Ru Hot Oiler. Pump 70 bbls Treated Basin Swabbing & Well Service 2 Service
Fresh Water Down csg to try & Establish Circulation up Surface Casing for Squeeze Work. No Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
Circulation Seen. First 40 bbls - 1100 psi @ 1.50 bpm - last 30 bbls - 1.25 bpm @ 1500 psi & 4,800.00 12.00 4,812.00
Climbing. Shut Down hot Oiler. Well holding 1500 psi. bleed off pressure to Flow Back Tanks
easy. Secure Well. RD Hot oiler & Release. Leave well secured pending new Cement Plan.
Operation At 6am Operation Next 24hrs

Prep well for squeeze job.
Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 inactive

07:00 1.00 Rig Up/Down Move in rig up Extreme Wire Line, and D&M Hot Oil.
08:00 1.50 General Pump 50 bbls down casing to tryand establish circulation

Operations through surface casing. No circulation.

09:30 0.75 Wireline Run in well with Extreme Wire Line and set CBP at 6100',

10:15 0.25 Pressure Test Rig up hot Oiler. Fill casing W/ 1 bbl. pressure test Plug to
1500 psi. Good test. Bleed off Pressure.

10:30 1.00 Perforating Run in Hole WI Perf gun. Shoot Squeeze holes @6082 -

83 - 4 total holes. Pull Out of hole & Rig Down Wireline.

11:30 1.50 General Rig up hot Oiler, Pump 70 bbls Down Casing to try and
Operations establish Circulation up Surface Casing - Annular Volume

is 188 bbls from Squeeze holes @6082' - 83'. No
Circulation Seen. Pumped first 40 bbls @ 1100 psi @ 1.5
BPM - Last 30 bbls @ 1500 psi - 1.25 BPM. and Climbing
in Pressure. Shut Down Hot Oiler. Well Holding 1500
psi.WI no bleed off. Bleed pressure off Easy to Flow Back
tanks. Secure Well. Rig Down & release Hot Oiler. Secure
Well Pending Revised Cement Proceedure.

13:00 17.00 inactive Secure well Pending Revised Cement Proceedure

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/12/2015
Report #  11.0,   DFS: 61.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Move in rig up Frac and Wire line equipment, Perforate stage 7.
Operation At 6am Operation Next 24hrs

Flow well until rig arrives to drill out plugs.

Time Log

Start Time Dur (hr) Activity Com

06:00 3.00 Rig Up/Down Move in rig up frac and wire line equipment.

09:00 0.75 Perforating Stage 7 Rig up Extreme wireline. Equalize lubricator with  
well pressure. Run in well &  Perforate the TGR 3, Green5,  
and Green 4 with 3 1/8” expendable guns, 4 spf, 90 degree  
phasing 21 g Super Hero Charges with 0.36 entry holes.  
Perfs: 5828' - 29', 5850' - 51', 5890' - 91', 5915 ' - 16', 5951'  
- 52', 5977' - 78', 6000' - 01', 6038' - 39', 6056' - 57'. Total  
Holes: 36.

09:45 0.25 Safety Meeting Safety meeting with all onsite personnel

10:00 0.50 General 
Operations

Prime and test pumps and lines. Pressure test to 6500 psi,  
good test.

10:30 0.75 Frac. Job Open wellhead with 203 psi. Frac the TGR3, Green 5, and  
Green 4,   with Rock Pile (stg 7 / 7)  from 5828' - 6083' with  
304  bbls of SW, 1229 bbls of 18# Crosslink & 13 bbls of  
7.5% hcl, 129344#s of 20/40 white @ 60 bpm. Perfs broke  
at 2083 psi @ 5.0 bpm. ISIP - 1862 - FG .74, 5-10-15,  
1724, 1698, 1681 psi. Job pumped using fresh water.   
Pump 1370#'s Carbo Scale Gaurd.

Note: Belt on sand master stopped turning Placed  
129344#s 20/40. frac was designed for 150000#s 20/40

11:15 3.00 Rig Up/Down Rig down frac equipment and move to the Ute Tribal 10-16-
4-2E.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/12/2015
crescer Poird Report# 11.0, DFS: 61.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Move in rig up Frac and Wire line equipment, Perforate stage 7. Production, 7,845.7ftKB
Operation At 6am Operation Next 24hrs Rigs

Flow well until rig arrives to drill out plugs. Contractor Rig # Rig Type

Time Lt-g Basin Swabbing & Well Service 2 Service
Start Time Dur (hr) Activity Com Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

06:00 3.00 Rig Up/Down Move in rig up frac and wire line equipment. 4,800.00 12.00 4,812.00

09:00 0.75 Perforating Stage 7 Rig up Extreme wireline. Equalize lubricator with
well pressure. Run in well & Perforate the TGR 3, Green5,
and Green 4 with 3 1/8" expendable guns, 4 spf, 90 degree
phasing 21 g Super Hero Charges with 0.36 entry holes.
Perfs: 5828' - 29', 5850' - 51', 5890' - 91', 5915 '

- 16', 5951'
- 52', 5977' - 78', 6000' - 01', 6038' - 39', 6056' - 57'. Total
Holes: 36.

09:45 0.25 Safety Meeting Safety meeting with all onsite personnel

10:00 0.50 General Prime and test pumps and lines. Pressure test to 6500 psi,
Operations good test.

10:30 0.75 Frac. Job Open wellhead with 203 psi. Frac the TGR3, Green 5, and
Green 4, with Rock Pile (stg 7 / 7) from 5828' - 6083' with
304 bbls of SW, 1229 bbls of 18# Crosslink & 13 bbls of
7.5% hcl, 129344#s of 20/40 white @60 bpm. Perfs broke
at 2083 psi @5.0 bpm. ISIP - 1862 - FG .74,

5-10-15,
1724, 1698, 1681 psi. Job pumped using fresh water.
Pump 1370#'s Carbo Scale Gaurd.

Note: Belt on sand master stopped turning Placed
129344#s 20/40. frac was designed for 150000#s 20/40

11:15 3.00 Rig Up/Down Rig down frac equipment and move to the Ute Tribal 10-16-
4-2E.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/16/2015
Report #  12.0,   DFS: 65.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Road Rig from 11-34-3-1E to Location. 17.7 miles  Preform Post trip Inspection. Swep for LEl's &  
H2S.  All looked Good. Spot rig & Equipment to Well head. Rig up Basin Swabbing Rig #2. Help  
Flow tester RU Returne line to Surface Casing. X-over Equipment to Tubing.  Get Equipment  
needed for Job headed to Location. Help JRAM install Bower Wireline Flang on Top of Goat  
Heat for Wireline Operations in a.m. Leave Well flowing W/ Flow Tester & Shut Down.  

Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Spot in &  
RU Extreme Wireline. RIH & Set 12k  Composite  
Bridge Plug @ +/-  2260' - Pressure test Plug.  
nipple Down Frac Valve - nipple up BOP. Ru  
Workfloor & Tbg Equipment. Pressure test BOP.  
RIH & Perf  Squeeze Holes @ 2200'  1' Gun - 4  
holes. pull Out of hole & Rig Down Wireline. Unload  
- Prep & Tally Tubing. Trip in Hole W/ Mechanical  
Set Retainer & Tbg. Set Retainer @  +/- 2170'.  Ru  
pump Line. Try to Establish Circulation up Surface  
Casing. If Circulation is Established Move Forward  
W/ Squeeze Job. If No Circulation. Make Plans  
Accordingly.  

Time Log

Start Time Dur (hr) Activity Com

12:00 1.00 Rig Move Road Rig from 11-34-3-1E to Location. 17.7 Miles. Preform  
Post Trip Inspection on Rig. all Good.  Sweep for LEL's &  
H2S. 

13:00 1.00 Rig Up/Down Spot Rig & Equipment to Well Head. Rig up Basin  
Swabbing Rig #2.  

14:00 1.50 General 
Operations

X-Over Equipment to Tubing. Get equipment Needed for  
Job Headed to Location. Help Flow Tester Rig up Returne  
Line from Surface Casing.  Help JRAM Nipple Down Cap  
on top of Goat head. Nipple up Bowen Wireline addapter  
Flange for Morning Wireline Operations. leave Well flowing  
W/ Flow Tester Over Night & Shut Down.

15:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt

16:30 13.50 inactive Flow Well W/ Flow tester

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/16/2015
cresger Poird Report# 12.0, DFS: 65.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Road Rig from 11-34-3-1E to Location. 17.7 miles Preform Post trip Inspection. Swep for LEI's & Production, 7,845.7ftKB
H2S. All looked Good. Spot rig & Equipment to Well head. Rig up Basin Swabbing Rig #2. Help Rigs
Flow tester RU Returne line to Surface Casing. X-over Equipment to Tubing. Get Equipment Contractor Rig# Rig Type
needed for Job headed to Location. Help JRAM install Bower Wireline Flang on Top of Goat Basin Swabbing & Well Service 2 Service
Heat for Wireline Operations in a.m. Leave Well flowing W/ Flow Tester & Shut Down. Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

Operation At 6am Operation Next 24hrs 4,800.00 12.00 4,812.00
Morning Safety Meeting & Inspections. Spot in &
RU Extreme Wireline. RIH &Set 12k Composite
Bridge Plug @ +/- 2260' - Pressure test Plug.
nipple Down Frac Valve - nipple up BOP. Ru
Workfloor & Tbg Equipment. Pressure test BOP.
RIH & Perf Squeeze Holes @2200' 1' Gun -4

holes. pull Out of hole & Rig Down Wireline. Unload
- Prep & Tally Tubing. Trip in Hole WI Mechanical
Set Retainer & Tbg. Set Retainer @ +/- 2170'. Ru
pump Line. Try to Establish Circulation up Surface
Casing. If Circulation is Established Move Forward
WI Squeeze Job. If No Circulation. Make Plans
Accordingly.

Time Lt-g
Start Time Dur (hr) Activity Com

12:00 1.00 Rig Move Road Rig from 11-34-3-1E to Location. 17.7 Miles. Preform
Post Trip Inspection on Rig. all Good. Sweep for LEL's &
H2S.

13:00 1.00 Rig Up/Down Spot Rig & Equipment to Well Head. Rig up Basin
Swabbing Rig #2.

14:00 1.50 General X-Over Equipment to Tubing. Get equipment Needed for
Operations Job Headed to Location. Help Flow Tester Rig up Returne

Line from Surface Casing. Help JRAM Nipple Down Cap
on top of Goat head. Nipple up Bowen Wireline addapter
Flange for Morning Wireline Operations. leave Well flowing
WI Flow Tester Over Night & Shut Down.

15:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt
Lease

16:30 13.50 inactive Flow Well W/ Flow tester
Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/17/2015
Report #  13.0,   DFS: 66.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel from Roosevelt to Rig Site. Morning Safety meeting on Setting Plug & Nippling  
Down Frac Valve. Casing flowing @ 50 psi on 20/64 Choke - Sweep for LEL's & H2s - All Good.  
Preform Morning Rig inspections. Spot in & Rig up Extreme Wireline. Run in hole W/ 12K  
Composite Bridge Plug. Set Plug @ 2250' - Pull Out of Hole. Bleed off Pressure. Nipple Down  
Frac Valve - Nipple up BOP. RU Hot Oiler. Pressure test Plug & BOP - 500 psi Low - 3000 psi  
High. good test. bleed off pressure. Run in hole W/ gun - Perf Squeeze holes @ 2200'- 2201' - 4  
holes.  Pull out of hole, All Shots Fired.  RD Wireline. Rig up Pump Line to Casing. Fill Casing W/  
2 bbls. Break Circulation up Surface Casing imediatley. Pumped 30 bbls - Pumping @ 3 BPM @  
350 psi, W/ no change in Pressure. good Circulation. Circulated out Some Un Cured Cement /  
Drilling Mud Mix for 15 bbls cleaned up to dirty water. Shut Pump Down. Spot Pipe Racks to  
Well Head. Spot CTAP tubing Trucks. Unload 249 joints 2 7/8" 6.5# 8rd EUE L-80 Tubing from  
trucks to Racks. Prep & Tall First Row of Tubing. MU & Trip in Hole W/ 5 1/2" Cement Retainer -  
Mechanical Setting Tool - 67 joints Tubing. Set Retainer @ 2169' - 31' above Squeeze Perfs @  
2200'.  Pack off Retainer, Unsting & Re Sting into Retainer to Ensure there are no Issues. Rig up  
Pump Line to Casing. Fluid Level @ Surface. Pressure test Retainer to 1500 psi. Good test, No  
Leaks. Rig up to Tubing. Pump 10 bbls through Retainer W/ Good Circulation up Surface  
Casing. Pump 2 bpm @ 520 psi. all Looked Good. Well Ready for Squeeze. Secure Well. Drain  
Pump & Lines. Drain Returne Lines. Winterize Equipment. Clean up & Shut Down for night.  
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Check Well  
pressure. Spot in & Rig up Haliburton Cement  
Crew. Hold Pre Job Safety Meeting. Pump Cement  
Squeeze up Surface Casing. Unsting from Retainer.  
Clean up & RD Cement Trks. TOH W/ Tbg &   
Setting Tool Stinger Combo. Trip in Hole W/ Bit &  
Sub above Retainer. Shut Down & Let Cement Cure  
for 24hrs befor Drilling Out.  

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety  
meeting on Setting Plug W/ Wireline & Nippling Down Frac  
Stack. Hazards Involved.

07:00 0.25 General 
Operations

Casing flowing @ 50 psi on 20/64 Choke. Sweep for LEL's  
& H2S. All Looked Good. preform morning Rig inspections  
& Maintnace.  

07:15 0.75 Rig Up/Down Spot in & Rig up Extreme Wireline. Run in hole W/  
Haliburton 12k Plug. Set Plug @ 2250 MD. Pull out of Hole  
W/ Wireline. Hang Lube Back & Rig Down Bottom Shive.  

08:00 1.00 Install BOP's Nipple Down Frac Valve. nipple up BOP.

09:00 0.50 Pressure Test  
BOP's

Rig up hot oiler. Fill Casing W/ 1 bbl. pressure test BOP &  
Plug. 500 psi Low 5 Min - 3000 psi High 10 min. good test.  
bleed off Pressure. Rig Down & Release Hot Oiler.  

09:30 0.75 Perforating Run in hole W/ Wireline -  3 1/8” expendable guns, 4 spf,  
90 degree phasing 21 g Super Hero Charges with 0.36  
entry holes. Perf Squeeze hole 2200 - 2201. 4 holes. pull  
out of hole W/ Gun. All Shots fired. Rig Down Wireline.  

10:15 0.50 General 
Operations

Rig up Pump Line to Casing. Fill Casing W/ 2 bbls. Break  
Circulation up Surface Casing. Pumped 30 bbls - Pumping  
@ 3 BPM @ 350 psi. good Circulation. Circulated out  
Some Un Cured Cement / Drilling Mud Mix for 15 bbls  
cleaned up to dirty water. Shut Pump Down.  

10:45 1.50 General 
Operations

Spot Pipe Racks to Well Head. Spot CTAP tubing Trucks.  
Unload 249 joints 2 7/8" 6.5# 8rd EUE L-80 Tubing from  
trucks to Racks. Prep & Tall First Row of Tubing.  

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/17/2015
crescer Poird Report# 13.0, DFS: 66.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel from Roosevelt to Rig Site. Morning Safety meeting on Setting Plug & Nippling Production, 7,845.7ftKB
Down Frac Valve. Casing flowing @50 psi on 20/64 Choke - Sweep for LEL's & H2s - All Good. Rigs
Preform Morning Rig inspections. Spot in & Rig up Extreme Wireline. Run in hole W/ 12K Contractor Rig# Rig Type
Composite Bridge Plug. Set Plug @2250'- Pull Out of Hole. Bleed off Pressure. Nipple Down Basin Swabbing & Well Service 2 Service
Frac Valve - Nipple up BOP. RU Hot Oiler. Pressure test Plug & BOP - 500 psi Low - 3000 psi Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
High. good test. bleed off pressure. Run in hole W/ gun - Perf Squeeze holes @2200'- 2201'- 4 4,800.00 12.00 4,812.00
holes. Pull out of hole, All Shots Fired. RD Wireline. Rig up Pump Line to Casing. Fill Casing W/
2 bbls. Break Circulation up Surface Casing imediatley. Pumped 30 bbls - Pumping @3 BPM @
350 psi, WI no change in Pressure. good Circulation. Circulated out Some Un Cured Cement /
Drilling Mud Mix for 15 bbls cleaned up to dirty water. Shut Pump Down. Spot Pipe Racks to
Well Head. Spot CTAP tubingTrucks. Unload 249 joints 2 7/8" 6.5# 8rd EUE L-80 Tubing from
trucks to Racks. Prep & Tall First Row of Tubing. MU & Trip in Hole WI 5 1/2" Cement Retainer -

Mechanical Setting Tool - 67 jointsTubing. Set Retainer @2169'- 31' above Squeeze Perfs @
2200'. Pack off Retainer, Unsting & Re Sting into Retainer to Ensure there are no Issues. Rig up
Pump Line to Casing. Fluid Level @Surface. Pressure test Retainer to 1500 psi. Good test, No
Leaks. Rig up to Tubing. Pump 10 bbls throughRetainer W/ Good Circulation up Surface
Casing. Pump 2 bpm @520 psi. all Looked Good. Well Ready for Squeeze. Secure Well. Drain
Pump & Lines. Drain Returne Lines. Winterize Equipment. Clean up & Shut Down for night.
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Check Well
pressure. Spot in & Rig up Haliburton Cement
Crew. Hold Pre Job Safety Meeting. Pump Cement
Squeeze up Surface Casing. Unsting from Retainer.
Clean up & RD Cement Trks. TOH W/ Tbg &
Setting Tool Stinger Combo. Trip in Hole W/ Bit &
Sub above Retainer. Shut Down & Let Cement Cure
for 24hrs befor Drilling Out.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety
meeting on Setting Plug W/ Wireline & Nippling Down Frac
Stack. Hazards Involved.

07:00 0.25 General Casing flowing @50 psi on 20/64 Choke. Sweep for LEL's
Operations & H2S. All Looked Good. preform morning Rig inspections

& Maintnace.

07:15 0.75 Rig Up/Down Spot in & Rig up Extreme Wireline. Run in hole W/
Haliburton 12k Plug. Set Plug @2250 MD. Pull out of Hole
WI Wireline. Hang Lube Back & Rig Down Bottom Shive.

08:00 1.00 Install BOP's Nipple Down Frac Valve. nipple up BOP.

09:00 0.50 Pressure Test Rig up hot oiler. Fill Casing W/ 1 bbl. pressure test BOP &
BOP's Plug. 500 psi Low 5 Min - 3000 psi High 10 min. good test.

bleed off Pressure. Rig Down & Release Hot Oiler.

09:30 0.75 Perforating Run in hole WI Wireline - 3 1/8" expendable guns, 4 spf,
90 degree phasing 21 g Super Hero Charges with 0.36
entry holes. Perf Squeeze hole 2200 - 2201. 4 holes. pull
out of hole WI Gun. All Shots fired. Rig Down Wireline.

10:15 0.50 General Rig up Pump Line to Casing. Fill Casing W/ 2 bbls. Break
Operations Circulation up Surface Casing. Pumped 30 bbls - Pumping

@3 BPM @350 psi. good Circulation. Circulated out
Some Un Cured Cement / Drilling Mud Mix for 15 bbls
cleaned up to dirty water. Shut Pump Down.

10:45 1.50 General Spot Pipe Racks to Well Head. Spot CTAP tubing Trucks.
Operations Unload 249 joints 2 7/8" 6.5# 8rd EUE L-80 Tubing from

trucks to Racks. Prep & Tall First Row of Tubing.

www.peloton.com Page 1/2 Report Printed:
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/17/2015
Report #  13.0,   DFS: 66.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

12:15 1.75 Run Tubing Make up & Trip in hole W/ 5 1/2" Cement Retainer -  
Mechanical Setting Tool - 67 Joints 2 7/8" Tubing.  
Set Retainer @ 2169' - 31' above Squeeze Perfs @ 2200'.   
Pack off Retainer, Unsting & Re Sting into Retainer to  
Ensure there are no Issues.  

14:00 0.50 Pressure Test Rig up Pump Line to Casing. Fluid Level @ Surface.  
Pressure test Retainer to 1500 psi. Good test, No Leaks.  
Rig up to Tubing. Pump 10 bbls through Retainer W/ Good  
Circulation up Surface Casing. Pump 2 bpm @ 520 psi. all  
Looked Good. Well Ready for Squeeze.  

14:30 0.50 General 
Operations

Secure Well. Drain Pump & Lines. Drain Returne Lines.  
Winterize Equipment. Clean up & Shut Down for night.  

15:00 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt

16:00 14.00 inactive Secure Well & Shut Down for night.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/17/2015
cresger Poird Report# 13.0, DFS: 66.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Lt-g
Start Time Dur (hr) Activity Com

12:15 1.75 Run Tubing Make up & Trip in hole W/ 5 1/2" Cement Retainer -

Mechanical Setting Tool - 67 Joints 2 7/8" Tubing.
Set Retainer @2169'- 31' above Squeeze Perfs @2200'.
Pack off Retainer, Unsting & Re Sting into Retainer to
Ensure there are no Issues.

14:00 0.50 Pressure Test Rig up Pump Line to Casing. Fluid Level @Surface.
Pressure test Retainer to 1500 psi. Good test, No Leaks.
Rig up to Tubing. Pump 10 bbls through Retainer WI Good
Circulation up Surface Casing. Pump 2 bpm @520 psi. all
Looked Good. Well Ready for Squeeze.

14:30 0.50 General Secure Well. Drain Pump & Lines. Drain Returne Lines.
Operations Winterize Equipment. Clean up & Shut Down for night.

15:00 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt
Lease

16:00 14.00 inactive Secure Well & Shut Down for night.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1

www.peloton.com Page 2/2 Report Printed:
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/18/2015
Report #  14.0,   DFS: 67.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel & Morning Safety meeting. SITP - 20 psi. SICP - 0 psi. 20 psi on Surface casing.  
open Well & bleed off pressure. Just Fluid Pressure no gass seen on Surface Casing. Sweep for  
LEL's & H2S. Preform Morning Rig Inspections & Maintnace. Spot in & Rig up Haliburton  
Cement Crew. Hold Pre Job Safety meeting. Pressure Test Lines to 4000 psi. Posative Test.  
Start Cement Squeeze Operations  

Pump 10 bbls Fresh Water for Injection Test - 2.5 BPM @ 550 psi. Good Circulation up Surface  
Casing. Leave Pump truck Pumping @ Idle Unsting from Retainer & Re Sting to ensure no  
Debris have Settled out on Retainer and tbg is moving freely before Pumping Cement. All  
Looked Good.  

Pump 190 Sacks 11.5# Varicem TM Cement - 2.33 Yeild ft3/ Sack - 13.82 Gal/ Sack mix ( 79  
bbls ) - Average Pump Pressure for job 500 psi @ 3 bpm. Did not see full Cement returns @  
Surface. Did see some Cement in Returns but not full weighted Cement.  

Displace Cement out of Tubing W/ 12.5 bbls Fresh Water.  

Unsting from Retainer, Reverse clean W/  40 bbls seen Cement @ Surface W/ 13bbls Pumped  
approx 1 bbl - finished circulating clean W/ Remaining 27 bbls

Lay Down 1 Joint. Rig Down Haliburton Equipment off Joint. Wash Up Truck. Start Rigging  
Down Cement Crew. Trip out of hole W/ 66 joints - Mechanical Setting Tool / Stinger Combo.  
Lay Down Setting tool & Stinger. Haliburton Finished Rig Down & Moved Out While tripping  
Tubing. Make up & trip in hole W/ 4 3/4" Tri Cone Bit - Bit Sub - 4  3 1/8" Drill Collars - X-Over ( 2  
3/8" PAC x 2 3/8"EUE ) - X-over ( 2 3/8" EUE x 2 7/8' EUE ) - 52 joints 2 7/8" Tubing. Stay 10  
joints above Retainer to avoid any Issues. put EOT @ 1804'  Secure Well for night. Drain  
Returne lines. Spot in & Rig up Power Swivel & Hang in Derrick.  Get Pump & Lines Ready to  
Start Drilling out Friday a.m. Clean up & Shut Down for Night.

Operation At 6am Operation Next 24hrs

Let Cement Cure for 48 hrs. Start Drill Out Friday  
a.m. 

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety  
Meeting on Pumping Cement - Picking up Drill Collars.  
Hazards Involved.  

07:00 0.25 General 
Operations

SITP - 20 psi, SICP - 0 psi. Surface Casing - 20 psi. Open  
Well & Bleed off Pressures. Sweep for LEL's & H2S.   
Preform Morning Rig Inspections & Maintnace.  

07:15 1.25 General 
Operations

Spot in & Rig up Haliburton Cement Crew.  Rig Crew Rig  
up Return Lines for job.

08:30 0.25 Safety Meeting Hold pre job Safety meeting W/ all onsite Personell.

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/18/2015
cresger Poird Report# 14.0, DFS: 67.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel & Morning Safety meeting. SITP - 20 psi. SICP - 0 psi. 20 psi on Surface casing. Production, 7,845.7ftKB
open Well & bleed off pressure. Just Fluid Pressure no gass seen on Surface Casing. Sweep for Rigs
LEL's & H2S. Preform Morning Rig Inspections & Maintnace. Spot in & Rig up Haliburton Contractor Rig# Rig Type
Cement Crew. Hold Pre Job Safety meeting. Pressure Test Lines to 4000 psi. Posative Test. Basin Swabbing & Well Service 2 Service
Start Cement Squeeze OperationS Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

4,800.00 12.00 4,812.00
Pump 10 bbls Fresh Water for Injection Test - 2.5 BPM @550 psi. Good Circulation up Surface
Casing. Leave Pump truck Pumping @ Idle Unsting from Retainer & Re Sting to ensure no
Debris have Settled out on Retainer and tbg is moving freely before Pumping Cement. All
Looked Good.

Pump 190 Sacks 11.5# Varicem TM Cement - 2.33 Yeild ft3/ Sack - 13.82 Gall Sack mix (79
bbls ) - Average Pump Pressure for job 500 psi @3 bpm. Did not see full Cement returns @
Surface. Did see some Cement in Returns but not full weighted Cement.

Displace Cement out of Tubing W/ 12.5 bbls Fresh Water.

Unsting from Retainer, Reverse clean W/ 40 bbls seen Cement @Surface W/ 13bbls Pumped
approx 1 bbl - finished circulating clean WI Remaining 27 bbls

Lay Down 1 Joint. Rig Down Haliburton Equipment off Joint. Wash Up Truck. Start Rigging
Down Cement Crew. Trip out of hole W/ 66 joints - Mechanical Setting Tool / Stinger Combo.
Lay Down Setting tool & Stinger. Haliburton Finished Rig Down & Moved Out While tripping
Tubing. Make up & trip in hole WI 4 3/4" Tri Cone Bit - Bit Sub - 4 3 1/8" Drill Collars - X-Over ( 2
3/8" PAC x 2 3/8"EUE ) -X-over ( 2 3/8" EUE x 2 7/8' EUE ) - 52 joints 2 7/8" Tubing. Stay 10
joints above Retainer to avoid any Issues. put EOT @ 1804' Secure Well for night. Drain
Returne lines. Spot in & Rig up Power Swivel & Hang in Derrick. Get Pump & Lines Ready to
Start Drilling out Friday a.m. Clean up & Shut Down for Night.
Operation At 6am Operation Next 24hrs

Let Cement Cure for 48 hrs. Start Drill Out Friday
a.m.

Time Log
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety
Meeting on Pumping Cement - Picking up Drill Collars.
Hazards Involved.

07:00 0.25 General SITP - 20 psi, SICP - 0 psi. Surface Casing - 20 psi. Open
Operations Well & Bleed off Pressures. Sweep for LEL's & H2S.

Preform Morning Rig Inspections & Maintnace.

07:15 1.25 General Spot in & Rig up Haliburton Cement Crew. Rig Crew Rig
Operations up Return Lines for job.

08:30 0.25 Safety Meeting Hold pre job Safety meeting W/ all onsite Personell.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/18/2015
Report #  14.0,   DFS: 67.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

08:45 1.50 Cement 
Squeeze

Start Cement Squeeze operations.  

Pressure Test Lines to 4000 psi. posative test

Pump 10 bbls Fresh Water for Injection Test - 2.5 BPM @  
550 psi. Good Circulation up Surface Casing. Leave Pump  
truck Pumping @ Idle Unsting from Retainer & Re Sting to  
ensure no Debris have Settled out on Retainer before  
Pumping Cement. All Looked Good.  

Pump 190 Sacks 11.5# Varicem TM Cement - 2.33 Yeild  
ft3/ Sack - 13.82 Gal/ Sack mix ( 79 bbls ) - Average Pump  
Pressure for job 500 psi @ 3 bpm. Did not see full Cement  
returns @ Surface. Did see some Cement in Returns but  
not full weighted Cement.  

Displace Cement out of Tubing W/ 12.5 bbls Fresh Water.  

Unsting from Retainer, Reverse clean W/  40 bbls seen  
Cement @ Surface W/ 13bbls Pumped approx 1 bbl -  
finished circulating clean W/ Remaining 27 bbls

10:15 0.50 General 
Operations

Lay Down 1 Joint. Rig Down Haliburton Equipment off  
Joint. Wash Up Truck. Start Rigging Down Cement Crew.  

10:45 0.75 Pull Tubing trip out of hole W/ 66 joints - Mechanical Setting Tool /  
Stinger Combo. Lat Down Setting tool & Stinger. Haliburton  
Finished Rig Down & Moved Out While tripping Tubing.

11:30 1.00 Run Tubing Make up & trip in hole W/ 4 3/4" Tri Cone Bit - Bit Sub - 4  3  
1/8" Drill Collars - X-Over ( 2 3/8" PAC x 2 3/8" UE ) - X-
over ( 2 3/8" EUE x 2 7/8' EUE ) - 52 joints 2 7/8" Tubing.  
Stay 10 joints above Retainer to avoid any Issues. put EOT  
@ 1804'  Secure Well for night.

12:30 1.00 General 
Operations

Drain Returne lines. Spot in & Rig up Power Swivel & Hang  
in Derrick.  Get Pump & Lines Ready to Start Drilling out  
Friday a.m. Clean up & Shut Down for Night.

13:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt.

14:30 15.50 inactive Secure Well. Let Cement Cure for 48 hrs. Shut Down

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/18/2015
cresger Poird Report# 14.0, DFS: 67.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Lt-g
Start Time Dur (hr) Activity Com

08:45 1.50 Cement Start Cement Squeeze operations.
Squeeze

Pressure Test Lines to 4000 psi. posative test

Pump 10 bbls Fresh Water for Injection Test - 2.5 BPM @
550 psi. Good Circulation up Surface Casing. Leave Pump
truck Pumping @ Idle Unsting from Retainer & Re Sting to
ensure no Debris have Settled out on Retainer before
Pumping Cement. All Looked Good.

Pump 190 Sacks 11.5# Varicem TM Cement - 2.33 Yeild
ft3/ Sack - 13.82 Gall Sack mix (79 bbls ) - Average Pump
Pressure for job 500 psi @3 bpm. Did not see full Cement
returns @Surface. Did see some Cement in Returns but
not full weighted Cement.

Displace Cement out of Tubing W/ 12.5 bbls Fresh Water.

Unsting from Retainer, Reverse clean W/ 40 bbls seen
Cement @Surface WI 13bbls Pumped approx 1 bbl -

finished circulating clean W/ Remaining 27 bbls

10:15 0.50 General Lay Down 1 Joint. Rig Down Haliburton Equipment off
Operations Joint. Wash Up Truck. Start Rigging Down Cement Crew.

10:45 0.75 Pull Tubing trip out of hole W/ 66 joints - Mechanical Setting Tool /
Stinger Combo. Lat Down Setting tool&Stinger. Haliburton
Finished Rig Down & Moved Out While tripping Tubing.

11:30 1.00 Run Tubing Make up & trip in hole WI4 3/4" Tri Cone Bit - Bit Sub - 4 3
1/8" Drill Collars - X-Over ( 2 3/8" PAC x 2 3/8" UE ) - X-
over ( 2 3/8" EUE x 2 7/8' EUE ) - 52 joints2 7/8" Tubing.
Stay 10 jointsabove Retainer to avoid any Issues. put EOT
@ 1804' Secure Well for night.

12:30 1.00 General Drain Returne lines. Spot in & Rig up Power Swivel & Hang
Operations in Derrick. Get Pump & Lines Ready to Start Drilling out

Friday a.m. Clean up & Shut Down for Night.

13:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt.
Lease

14:30 15.50 inactive Secure Well. Let Cement Cure for 48 hrs. Shut Down

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/20/2015
Report #  15.0,   DFS: 69.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel & Morning Safety Meeting.  RU Hot Oiler - Steam BOP, Tbg Stump & Casing  
Valves to Remove any Ice Plugs.  SITP - 0 psi, SICP - 0 psi. Open Well Sweep for LEL's & H2S.   
Preform Daily Rig Inspections. Trip in Hole W/ 12 joints. Tag Cement @ 2168' - 2' Cement above  
Retainer @ 2170'. RU Power Swivel & Pump Lines. Start Pumping Down Casing - pressure up  
to 800 psi. - Rig up to Tubing - Pump 5 bbls Down Tubing & Pressure to 800 psi. Work tubing to  
try & move Obstruction. No luck. Rig up hot Oiler to Casing - pump 1 bbls 220* Water - pressure  
to 800 psi. Rig up to Tubing - Pressure to 800 psi  to ensure it was Not an Oil Plug in Casing or  
Tbg. Rig Down hot Oiler & Release. Rig Down Power Swivel & Hang back.  Lay Down 1 joint.  
trip Out of Hole W/ 12 joints - Tubing Pulling Wet. Thats 1 joint below tbg that was hanging in  
Slipps. in case there was an Ice Plug in Joint below surface steamed from setting stagnent for a  
day. Tubing Standing Full of water. looks like we are Plugged in EOT or Drill Collars. Spot in &  
Rig up Water Truck to Suck Cellar. Continue Tripping out of hole W/ 50 Joints - 4  - 3 1/8" Drill  
Collars - Bit Sub - Bit.  Found 2 nd Drill Collar from bottom Plugged W/ Sand & Rust Debris. Try  
to Pump Out W/ no Luck. Move Collar to Trailer & leave out of String. All Else looked Good.   
Make up & Trip in Hole W/ 4 3/4" Tri Cone bit - Bit Sub - 3   - 3 1/8" Drill Collars - X-Over - 63  
joints of Tubing. Slow Trip Due to High Winds. Ru Power Swivel - break Circulation W/ 3 bbls -  
Start Drilling Cement & Retainer - Drill 2' Cement to Retainer - Drill retainer W/ 6k to 8K on Bit -   
Drilled 12" of retainer. Should be through Body of retainer. have bottom Cone & Cement to +/-  
2200' left to Drill. Lay Down 1 joint  - Rig Down Power Swivel & Hang Back. Trip out of Hole W/ 5  
stands to Drop Fluid Level in Casing for night. Secure Well. Drain Pump & Returne line.  
Winterize Equipment & Shut Down for Night. EOT @ 1849'.  
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Steam  
Surface Equipment W/ Hot Oiler to remove Ice  
Plugs.  Trip in Hole W/ 10 Joints. Ru Power Swivel.  
break Circulation. Continue Drilling Retainer &  
Cement to CBP @ 2250'. Circulate Clean. Trip Out  
of Hole W/ tbg & Lay Down Drill Collars & Bit. Trip in  
W/ New Bit - POBS - Tbg. if time allows Start  
Drilling Composite Plugs from Well.  

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety  
Meeting on Rigging up Power Swivel / Drilling Cement &  
Pump Line Pressure.  Also Discussed Safety Alert Sent  
Out on Speed Limits.  

07:00 0.50 General 
Operations

Rig up Hot Oiler, Steam BOP, Casing Valves, Tubing  
Stump to Eliminate any Ice Plugs that may Have Built up  
while Shut in. SITP - 0 psi, SICP - 0 psi. open Well. Sweep  
for LEL's & H2S. All looked Good.

07:30 0.25 General 
Operations

Preform morning Rig Inspections & Maintnace.

07:45 0.75 Run Tubing Trip in Hole W/ 12 joints Tubing. Tag Cement @ 2168'.  
That's 2' Cement above retainer. Rig up & Inspect Power  
Swivel. Rig Up Pump & Return Lines.  

08:30 1.00 Clean Out Start Pumping Down Casing - pressure up to 800 psi. - Rig  
up to Tubing - Pump 5 bbls Down Tubing & Pressure to  
800 psi. Work tubing to try & move Obstruction. No luck.  
Rig up hot Oiler to Casing - pump 1 bbls 220* Water -  
pressure to 800 psi. Rig up to Tubing - Pressure to 800  
psi . Not an Oil Plug in Casing. Rig Down hot Oiler &  
Release. 

09:30 0.50 Pull Tubing Rig Down Power Swivel & Hang back.  Lay Down 1 joint.  
trip Out of Hole W/ 12 joints - Tubing Pulling Wet. Thats 1  
joint below tbg that was hanging in Slipps. thought there  
may be an Ice Plug in Joint from setting stagnent for a day.  
Tubing Standing Full of water. looks like we are Plugged in  
EOT or Drill Collars. Spot in & Rig up Water Truck to Suck  
Cellar.

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/20/2015
cresger Poird Report# 15.0, DFS: 69.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel & Morning Safety Meeting. RU Hot Oiler - Steam BOP, Tbg Stump &Casing Production, 7,845.7ftKB
Valves to Remove any Ice Plugs. SITP - 0 psi, SICP - 0 psi. Open Well Sweep for LEL's & H2S. Rigs
Preform Daily Rig Inspections. Trip in Hole WI 12 joints.Tag Cement @2168' - 2' Cement above Contractor Rig # Rig Type
Retainer @2170'. RU Power Swivel & Pump Lines. Start Pumping Down Casing - pressure up Basin Swabbing & Well Service 2 Service
to 800 psi. - Rig up to Tubing - Pump 5 bbls Down Tubing & Pressure to 800 psi. Work tubingto Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

try & move Obstruction. No luck. Rig up hot Oiler to Casing - pump 1 bbls 220* Water - pressure 4,800.00 12.00 4,812.00
to 800 psi. Rig up to Tubing - Pressure to 800 psi to ensure it was Not an Oil Plug in Casing or
Tbg. Rig Down hot Oiler & Release. Rig Down Power Swivel & Hang back. Lay Down 1 joint.
trip Out of Hole W/ 12 joints - Tubing Pulling Wet. Thats 1 jointbelow tbg that was hanging in
Slipps. in case there was an Ice Plug in Joint below surface steamed from setting stagnent for a
day. Tubing Standing Full of water. looks like we are Plugged in EOT or Drill Collars. Spot in &
Rig up Water Truck to Suck Cellar. Continue Tripping out of hole W/ 50 Joints - 4 - 3 1/8" Drill
Collars - Bit Sub - Bit. Found 2 nd Drill Collar from bottom Plugged W/ Sand & Rust Debris. Try
to Pump Out WI no Luck. Move Collar to Trailer & leave out of String. All Else looked Good.
Make up & Trip in Hole W/ 4 3/4" Tri Cone bit - Bit Sub - 3 - 3 1/8" Drill Collars -X-Over - 63
joints of Tubing. Slow Trip Due to High Winds. Ru Power Swivel - break Circulation WI 3 bbls -

Start Drilling Cement & Retainer - Drill 2' Cement to Retainer - Drill retainer WI 6k to 8K on Bit -

Drilled 12" of retainer. Should be through Body of retainer. have bottom Cone & Cement to +/-

2200' left to Drill. Lay Down 1 joint - Rig Down Power Swivel & Hang Back. Trip out of Hole WI 5
stands to Drop Fluid Level in Casing for night. Secure Well. Drain Pump & Returne line.
Winterize Equipment & Shut Down for Night. EOT @ 1849'.
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Steam
Surface Equipment WI Hot Oiler to remove Ice
Plugs. Trip in Hole WI 10 Joints. Ru Power Swivel.
break Circulation. Continue Drilling Retainer &
Cement to CBP @2250'. Circulate Clean. Trip Out
of Hole W/ tbg & Lay Down Drill Collars & Bit. Trip in
WI New Bit - POBS - Tbg. if time allows Start
Drilling Composite Plugs from Well.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety
Meeting on Rigging up Power Swivel / Drilling Cement &
Pump Line Pressure. Also Discussed Safety Alert Sent
Out on Speed Limits.

07:00 0.50 General Rig up Hot Oiler, Steam BOP, Casing Valves, Tubing
Operations Stump to Eliminate any Ice Plugs that may Have Built up

while Shut in. SITP - 0 psi, SICP - 0 psi. open Well. Sweep
for LEL's & H2S. All looked Good.

07:30 0.25 General Preform morning Rig Inspections & Maintnace.
Operations

07:45 0.75 Run Tubing Trip in Hole W/ 12 joints Tubing. Tag Cement @2168'.
That's 2' Cement above retainer. Rig up & Inspect Power
Swivel. Rig Up Pump & Return Lines.

08:30 1.00 Clean Out Start Pumping Down Casing - pressure up to 800 psi. - Rig
up to Tubing - Pump 5 bbls Down Tubing & Pressure to
800 psi. Work tubing to try & move Obstruction. No luck.
Rig up hot Oiler to Casing - pump 1 bbls 220* Water -

pressure to 800 psi. Rig up to Tubing - Pressure to 800
psi . Not an Oil Plug in Casing. Rig Down hot Oiler &
Release.

09:30 0.50 Pull Tubing Rig Down Power Swivel & Hang back. Lay Down 1 joint.
trip Out of Hole W/ 12 joints - Tubing Pulling Wet. Thats 1
jointbelow tbg that was hanging in Slipps. thought there
may be an Ice Plug in Joint from setting stagnent for a day.
Tubing Standing Full of water. looks like we are Plugged in
EOT or Drill Collars. Spot in & Rig up Water Truck to Suck
Cellar.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/20/2015
Report #  15.0,   DFS: 69.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

10:00 0.75 Pull Tubing Continue Tripping out of hole W/ 50 Joints - 4  3 1/8" Drill  
Collars - Bit Sub - Bit.  Found 2 nd Drill Collar from bottom  
Plugged W/ Sand & Rust Debris. Try to Pump Out W/ no  
Luck. Move Collar to Trailer. All Else looked Good.  

10:45 1.00 Run Tubing Make up & Trip in Hole W/ 4 3/4" Tri Cone bit - Bit Sub - 3    
- 3 1/8" Drill Collars - X-Over - 63 joints of Tubing. Slow  
Trip Due to High Winds.  

11:45 0.50 General 
Operations

Rig up Power Swivel. break Circulation W/ 2 bbls. All  
looked Good.  

12:15 4.50 Clean Out Tag Cement & 2168' - Start Drilling Cement & Retainer -  
Drill 2' Cement to Retainer - Drill retainer W/ 6k to 8K on Bit  
-  Drilled 12" of retainer. Should be through Body of  
retainer. have bottom Cone & Cement to +/- 2200' left to  
Drill.  

16:45 0.75 General 
Operations

Lay Down 1 joint  - Rig Down Power Swivel & Hang Back.  
Trip out of Hole W/ 5 stands to Drop Fluid Level in Casing.  
Secure Well for Night. Drain Pump & Returne line.  
Winterize Equipment & Shut Down for Night. EOT @ 1849'.  

17:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt.

18:30 11.50 inactive Secure Well & Shut Down for night

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/20/2015
crescer Poird Report# 15.0, DFS: 69.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Lt-g
Start Time Dur (hr) Activity Com

10:00 0.75 Pull Tubing Continue Tripping out of hole W/ 50 Joints - 4 3 1/8" Drill
Collars - Bit Sub - Bit. Found 2 nd Drill Collar from bottom
Plugged W/ Sand & Rust Debris. Try to Pump Out WI no
Luck. Move Collar to Trailer. All Else looked Good.

10:45 1.00 Run Tubing Make up & Trip in Hole WI4 3/4" Tri Cone bit - Bit Sub - 3
- 3 1/8" Drill Collars - X-Over - 63 joints of Tubing. Slow
Trip Due to High Winds.

11:45 0.50 General Rig up Power Swivel. break Circulation W/ 2 bbls. All
Operations looked Good.

12:15 4.50 Clean Out Tag Cement & 2168' - Start Drilling Cement & Retainer -

Drill 2' Cement to Retainer - Drill retainer W/ 6k to 8K on Bit
- Drilled 12" of retainer. Should be through Body of
retainer. have bottom Cone & Cement to +/- 2200' left to
Drill.

16:45 0.75 General Lay Down 1 joint - Rig Down Power Swivel & Hang Back.
Operations Trip out of Hole W/ 5 stands to Drop Fluid Level in Casing.

Secure Well for Night. Drain Pump & Returne line.
Winterize Equipment & Shut Down for Night. EOT @ 1849'.

17:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt.
Lease

18:30 11.50 inactive Secure Well & Shut Down for night

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/21/2015
Report #  16.0,   DFS: 70.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel & morning Safety meeting.  Steam Well head & Tbg Stump W/ Hot Oiler to  
Eliminate ice plugs. 0 psi on Well. Sweep for H2S & LEL's. Preform Morning Rig inspections.   
Trip in Hole W/ 10 joints. Ru Power Swivel. PU 1 joint. Break Circulation W/ 2 bbls. Tag Retainer  
& 2171'. Continue Drilling on Retainer -  Drill for approx 4 hrs making 12". Quit making hole.  
Work W/ Tubing to try & regain Drilling Action. MadeDecision to trip out & Check bit. Lay Down 1  
Joint - Hang Back power Swivel - Trip Out of hole W/ 64 Joints tubing - 3  - 3 1/8" drill Collars -  
Bit Sub & Bit. Inspect Bit for Damage. All looked Good. No Wear on Cones or Bearings.  Looks  
like bottom cone of Retainer is Spinning on Top of Cement.  trip in Hole W/ 4 3/4" Tri Cone bit -  
Bit Sub - 3 - 3 1/8" Drill Collars - 64 Joints tubing. Rig up Power Swivel & Break Circulation.  
Continue Drilling on Cone of Retainer & Cement.  Finish Drilling Cone in 1.25 hours -  Start  
milling out Cement. Drilled 67' Cement from 2173' - 2240'. Fell Out of Cement. Tag Composite  
bridge plug @ 2250'.  Circulate Well bore Clean W/ 40 bbls treated Fresh Water. Hang Swivel  
Back. Lay Down 1 joint. Trip out of Hole W/ 66 joints - X-Over - Lay Down 3 - 3 1/8" Drill Collars -  
Bit Sub & Bit.  Make up & trip in hole W/ ( New )  4 3/4" tri Cone bit - POBS - 1 Joint - 2.31 XN  
Nipple - 60 jts. Put EOT @ 1974'. Secure Well. Drain Pump & Returne Lines. Clean up 7 Shut  
Down for night.  

Operation At 6am Operation Next 24hrs

Morning Safety meeting & Inspections. Steam Well  
head & Tbg. Check Pressure & Sweep for LEL's &  
H2S. TIH W/ 6 jts. Ru Power Swivel & Pump Lines.  
Breal Circulation, Drill Plugs to PBTD. Circulate  
Wellboar Clean. Trip Out above perfs.  

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew travel from Roosevelt to Rig Site. morning Safety  
Meeting on Drilling Cement & Pump Lines & Pressure.

07:00 0.75 General 
Operations

Rig up hot Oiler. Steam BOP, Casing Valves, Tubing  
Stump to Eliminate ice plugs. preform Morning Rig  
inspections & maintnace. 0 psi on Well. Sweep for LEL's &  
H2S. All looked Good.  

07:45 0.50 Run Tubing Trip in Hole W/ 10 joints Tubing from Derrick. Rig up &  
Inspect Power Swivel.  Rig up Pump & returne Lines.  

08:15 3.75 Clean Out Break Circulation W/ 2 bbls. Tag Retainer @ 2171'. .  
Continue Drilling on Retainer. Drill for approx 4 hrs making  
12". Quit making hole. Work W/ Tubing to try & regain  
Drilling Action. MadeDecision to trip out & Check bit.

12:00 0.50 Pull Tubing Lay Down 1 Joint - Hang Back power Swivel - Trip Out of  
hole W/ 64 Joints tubing - 3  - 3 1/8" drill Collars - Bit Sub &  
Bit. Inspect Bit for Damage. All looked Good. No Wear on  
Cones or Bearings.  Looks like bottom cone of Retainer is  
Spinning on Top of Cement.  

12:30 0.50 Run Tubing trip in Hole W/ 4 3/4" Tri Cone bit - Bit Sub - 3  3 1/8" Drill  
Collars - 64 Joints tubing. Rig up Power Swivel & Break  
Circulation.  

13:00 3.00 Clean Out Continue Drilling on Cone of Retainer & Cement.  Finish  
Drilling Cone in 1.25 hours -  Start milling out Cement.  
Drilled 67' Cement from 2173' - 2240'. Fell Out of Cement.  
Tag Composite bridge plug @ 2250'.  Circulate Well bore  
Clean W/ 40 bbls treated Fresh Water.  

16:00 0.75 Pull Tubing  Hang Swivel Back. Lay Down 1 joint. Trip out of Hole W/  
66 joints - X-Over - Lay Down 3 - 3 1/8" Drill Collars - Bit  
Sub & Bit.

16:45 0.75 Run Tubing Make up & trip in hole W/ ( New )  4 3/4" tri Cone bit -  
POBS - 1 Joint - 2.31 XN Nipple - 60 jts. Put EOT @ 1974'.  
Secure Well. Drain Pump & Returne Lines. Clean up &  
Shut Down for night.  

17:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt

18:30 11.50 inactive Secure Well & Shut Down for Night.

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/21/2015
cresger Poird Report# 16.0, DFS:70.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel & morning Safety meeting. Steam Well head & Tbg Stump W/ Hot Oilerto Production, 7,845.7ftKB
Eliminate ice plugs. O psi on Well. Sweep for H2S & LEL's. Preform Morning Rig inspections. Rigs
Trip in Hole W/ 10 joints. Ru Power Swivel. PU 1 joint.Break Circulation WI 2 bbls. Tag Retainer Contractor Rig # Rig Type
& 2171'. Continue Drilling on Retainer - Drill for approx 4 hrs making 12". Quit making hole. Basin Swabbing & Well Service 2 Service
Work W/ Tubing to try & regain Drilling Action. MadeDecision to tripout & Check bit. Lay Down 1 Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
Joint - Hang Back power Swivel - Trip Out of hole W/ 64 Joints tubing - 3 - 3 1/8" drill Collars - 4,800.00 12.00 4,812.00
Bit Sub & Bit. Inspect Bit for Damage. All looked Good. No Wear on Cones or Bearings. Looks
like bottom cone of Retainer is Spinning on Top of Cement. trip in Hole WI4 3/4" Tri Cone bit -

Bit Sub - 3 - 3 1/8" Drill Collars - 64 Joints tubing. Rig up Power Swivel & Break Circulation.
Continue Drilling on Cone of Retainer & Cement. Finish Drilling Cone in 1.25 hours - Start
milling out Cement. Drilled 67' Cement from 2173' - 2240'. Fell Out of Cement. Tag Composite
bridge plug @2250'. Circulate Well bore Clean WI40 bbls treated Fresh Water. Hang Swivel
Back. Lay Down 1 joint.Trip out of Hole WI 66 joints - X-Over - Lay Down 3 - 3 1/8" Drill Collars -

Bit Sub & Bit. Make up & trip in hole WI ( New ) 4 3/4" tri Cone bit - POBS - 1 Joint - 2.31 XN
Nipple - 60 jts. Put EOT @ 1974'. Secure Well. Drain Pump & Returne Lines. Clean up 7 Shut
Down for night.
Operation At 6am Operation Next 24hrs

Morning Safety meeting & Inspections. Steam Well
head & Tbg. Check Pressure &Sweep for LEL's &
H2S. TlH W/ 6 jts. Ru Power Swivel & Pump Lines.
Breal Circulation, Drill Plugs to PBTD. Circulate
Wellboar Clean. Trip Out above perfs.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew travel from Roosevelt to Rig Site. morning Safety
Meeting on Drilling Cement & Pump Lines & Pressure.

07:00 0.75 General Rig up hot Oiler. Steam BOP, Casing Valves, Tubing
Operations Stump to Eliminate ice plugs. preform Morning Rig

inspections & maintnace. O psi on Well. Sweep for LEL's &
H2S. All looked Good.

07:45 0.50 Run Tubing Trip in Hole W/ 10 joints Tubing from Derrick. Rig up &
Inspect Power Swivel. Rig up Pump & returne Lines.

08:15 3.75 Clean Out Break Circulation WI2 bbls. Tag Retainer @2171'. .

Continue Drilling on Retainer. Drill for approx 4 hrs making
12". Quit making hole. Work W/ Tubing to try & regain
Drilling Action. MadeDecision to trip out & Check bit.

12:00 0.50 Pull Tubing Lay Down 1 Joint - Hang Back power Swivel - Trip Out of
hole W/ 64 Joints tubing - 3 - 3 1/8" drill Collars - Bit Sub &
Bit. Inspect Bit for Damage. All looked Good. No Wear on
Cones or Bearings. Looks like bottom cone of Retainer is
Spinning on Top of Cement.

12:30 0.50 Run Tubing trip in Hole W/ 4 3/4" Tri Cone bit - Bit Sub - 3 3 1/8" Drill
Collars - 64 Joints tubing. Rig up Power Swivel & Break
Circulation.

13:00 3.00 Clean Out Continue Drilling on Cone of Retainer & Cement. Finish
Drilling Cone in 1.25 hours - Start milling out Cement.
Drilled 67' Cement from 2173' - 2240'. Fell Out of Cement.
Tag Composite bridge plug @2250'. Circulate Well bore
Clean Wl40 bblstreated Fresh Water.

16:00 0.75 Pull Tubing Hang Swivel Back. Lay Down 1 joint. Trip out of Hole W/
66 joints - X-Over - Lay Down 3 - 3 1/8" Drill Collars - Bit
Sub & Bit.

16:45 0.75 Run Tubing Make up & trip in hole WI ( New ) 4 3/4" tri Cone bit -

POBS - 1 Joint - 2.31 XN Nipple - 60 jts. Put EOT @ 1974'.
Secure Well. Drain Pump & Returne Lines. Clean up &
Shut Down for night.

17:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt
Lease

18:30 11.50 inactive Secure Well & Shut Down for Night.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/21/2015
Report #  16.0,   DFS: 70.92

Depth Progress: 

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/21/2015
crosysr Report # 16.0, DFS: 70.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/22/2015
Report #  17.0,   DFS: 71.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel & morning Safety meeting. RU hot Oiler & Steam well head, BOP & Tbg Stump. 0  
psi on Well. Sweep for LEL's & H2S.  Preform Morning Rig inspections & Maintnace. Trip in hole  
W/ 10 joints. PU 4 jts. Tag CBP @ 2250'. Ru Power Swivel. RU Pump & Flow Back Lines.   
Break Circulation W/ 13 bbls. Pressure test Bit Sub to 800 psi. good test. Drill Plug #1 @ 2250.   
0 psi Start - 50 psi When Drilled - 37 min to Drill Plug. Hang Swivel Back - Single in hole W/ 114  
joints ( 184 Total ). Tag fill @ 5913'. Rig up Power Swivel. Fill Tbg W/ 32 bbls & Break  
Circulation. Drill bottom Cone & Clean 187' sand to #2 CBP @ 6100'. Circulate clean  & Drill  
Plug - 10 psi Start - 20 psi When drilled. 11 min to Drill Plug. Trip in hole W/ 2 Joints. Tag Fill @  
6182'.  Drill Bottom Cone & Clean 228' Sand to #3 Frac Plug @ 6410'. Circulate Clean & Drill  
plug - 0 psi Start - 0 psi when drilled. 10 min to drill Plug. Trip in hole W/ 1 Joint Tag Fill @ 6413'.  
Drill bottom Cone & Clean 282' Sand to #4 Frac Plug. Circulate Clean & Drill Plug. 0 psi Start - 0  
psi When Drilled. 6 min to Drill Plug. Trip in hole W/ 5 joints. Tag Fill @ 6880'. Drill bottom Cone  
& Clean 105' Sand to #5 Frac Plug @ 6985'. Circulate Clean & Drill plug. 0 psi Start - 0 psi When  
Drilled. 7 min to Drill Plug. Circulate well Bore Clean W/ 80 bbls Treated Production Water to  
clean out any Remaining Sand. Hang Swivel Back. Trip Out of Hole W/ 38 joints. Put EOT @  
5783'. Thats 95' above Top Perf @ 5828'. 0 psi on Well W/ no signs of Flowing. Secure Well for  
Night. Drain Pump & Returne Lines. Drain Flowback Line. Clean up & Shut Down for Night.

Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections.  Drill  
Remaining 2 frac Plugs in Well & Clean to PBTD.  
Circulate Well bore Clean. Trip Out of hole W/  
Tubing if Well Conditions allow. RU Extreme  
Wireline & Preform Bond Log across Squeezed  
area. Make Plans According to bond Log Results.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety  
Meeting on Power Swivels & Drilling Plugs - Flow Back  
Line & Pressure.

07:00 0.50 General 
Operations

Spot in & Rig up hot Oiler, Steam Well head, BOP &  
Tubing Stump to Eliminate Ice plugs. 0 psi on Well. Sweep  
for LEL's & H2s. Preform Morning Rig Inspection &  
Maintnace.

07:30 0.50 Run Tubing trip in hole W/ 10 joints tubing. Pick up 4 joints off Rack.  
Tag CBP @ 2250'. Rig up Power Swivel & Inspect. Rig up  
Pump & Flow Back Lines.  

08:00 0.25 General 
Operations

Fill tubing W/ 13 bbls. Break Circulation. pressure Test Bit  
Sub Float to 800 psi. good test. Pump through flow Back  
line to ensure all was clear. Pressure Test line to 1000 psi.  
good test. 

08:15 0.75 Clean Out Start Drilling Plug #1 @ 2250. 0 psi Start - 50 psi when  
Drilled. 37 min to Drill Plug.  

09:00 1.50 Run Tubing hang Swivel Back - Single in hole W/ 114 joints ( 184  
Total ). Tag fill @ 5913'. Rig up Power Swivel. Fill Tubing  
W/ 32 bbls & Break Circulation.  

10:30 1.50 Clean Out Drill bottom Cone & Clean 187' sand to #2 CBP @ 6100'.  
Circulate clean  & Drill Plug - 10 psi Start - 20 psi When  
drilled. 11 min to Drill Plug.

12:00 2.00 Clean Out Trip in hole W/ 2 Joints. Tag Fill @ 6182'.  Drill Bottom  
Cone & Clean 228' Sand to #3 Frac Plug @ 6410'.  
Circulate Clean & Drill plug - 0 psi Start - 0 psi when drilled.  
10 min to drill Plug.

14:00 1.50 Clean Out Trip in hole W/ 1 Joint Tag Fill @ 6413'. Drill bottom Cone  
& Clean 282' Sand to #4 Frac Plug. Circulate Clean & Drill  
Plug. 0 psi Start - 0 psi When Drilled. 6 min to Drill Plug.  

15:30 0.75 Clean Out Trip in hole W/ 5 joints. Tag Fill @ 6880'. Drill bottom Cone  
& Clean 105' Sand to #5 Frac Plug @ 6985'. Circulate  
Clean & Drill plug. 0 psi Start - 0 psi When Drilled. 7 min to  
Drill Plug.

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/22/2015
cresger Poird Report# 17.0, DFS:71.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel & morning Safety meeting. RU hot Oiler & Steam well head, BOP & Tbg Stump. O Production, 7,845.7ftKB
psi on Well. Sweep for LEL's & H2S. Preform Morning Rig inspections & Maintnace. Trip in hole Rigs
WI 10 joints. PU 4 jts. Tag CBP @2250'. Ru Power Swivel. RU Pump & Flow Back Lines. Contractor Rig # Rig Type
Break Circulation WI 13 bbls. Pressure test Bit Sub to 800 psi. good test. Drill Plug #1 @2250. Basin Swabbing & Well Service 2 Service
0 psi Start - 50 psi When Drilled - 37 min to Drill Plug. Hang Swivel Back - Single in hole W/ 114 Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
joints ( 184 Total ).Tag fill @5913'. Rig up Power Swivel. Fill Tbg W/ 32 bbis & Break 4,800.00 12.00 4,812.00
Circulation. Drill bottom Cone & Clean 187' sand to #2 CBP @6100'. Circulate clean & Drill
Plug - 10 psi Start - 20 psi When drilled. 11 min to Drill Plug. Trip in hole WI2 Joints. Tag Fill @
6182'. Drill Bottom Cone & Clean 228' Sand to #3 Frac Plug @6410'. Circulate Clean & Drill
plug - 0 psi Start - 0 psi when drilled. 10 min to drill Plug. Trip in hole W/ 1 Joint Tag Fill @6413'.
Drill bottom Cone & Clean 282' Sand to #4 Frac Plug. Circulate Clean & Drill Plug. O psi Start - 0
psi When Drilled. 6 min to Drill Plug. Trip in hole W/ 5 joints.Tag Fill @6880'. Drill bottom Cone
& Clean 105' Sand to #5 Frac Plug @6985'. Circulate Clean & Drill plug. O psi Start - O psi When
Drilled. 7 min to Drill Plug. Circulate well Bore Clean WI 80 bbls Treated Production Water to
clean out any Remaining Sand. Hang Swivel Back. Trip Out of Hole W/ 38 joints. Put EOT @
5783'. Thats 95' above Top Perf @5828'. O psi on Well WI no signs of Flowing. Secure Well for
Night. Drain Pump & Returne Lines. Drain Flowback Line. Clean up & Shut Down for Night.
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Drill
Remaining 2 frac Plugs in Well & Clean to PBTD.
Circulate Well bore Clean. Trip Out of hole W/
Tubing if Well Conditions allow. RU Extreme
Wireline & Preform Bond Log across Squeezed
area. Make Plans According to bond Log Results.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety
Meeting on Power Swivels & Drilling Plugs - Flow Back
Line & Pressure.

07:00 0.50 General Spot in & Rig up hot Oiler, Steam Well head, BOP &
Operations Tubing Stump to Eliminate Ice plugs. O psi on Well. Sweep

for LEL's & H2s. Preform Morning Rig Inspection &
Maintnace.

07:30 0.50 Run Tubing trip in hole W/ 10 joints tubing. Pick up 4 joints off Rack.
Tag CBP @2250'. Rig up Power Swivel & Inspect. Rig up
Pump & Flow Back Lines.

08:00 0.25 General Fill tubingW/ 13 bbls. Break Circulation. pressure Test Bit
Operations Sub Float to 800 psi. good test. Pump through flow Back

line to ensure all was clear. Pressure Test line to 1000 psi.
good test.

08:15 0.75 Clean Out Start Drilling Plug #1 @2250. O psi Start - 50 psi when
Drilled. 37 min to Drill Plug.

09:00 1.50 Run Tubing hang Swivel Back - Single in hole W/ 114 joints ( 184
Total ).Tag fill @5913'. Rig up Power Swivel. Fill Tubing
WI 32 bbls & Break Circulation.

10:30 1.50 Clean Out Drill bottom Cone & Clean 187' sand to #2 CBP @6100'.
Circulate clean & Drill Plug - 10 psi Start - 20 psi When
drilled. 11 min to Drill Plug.

12:00 2.00 Clean Out Trip in hole W/ 2 Joints. Tag Fill @6182'. Drill Bottom
Cone & Clean 228' Sand to #3 Frac Plug @6410'.
Circulate Clean & Drill plug - O psi Start - 0 psi when drilled.
10 min to drill Plug.

14:00 1.50 Clean Out Trip in hole W/ 1 Joint Tag Fill @6413'. Drill bottom Cone
&Clean 282' Sand to #4 Frac Plug. Circulate Clean & Drill
Plug. O psi Start - 0 psi When Drilled. 6 min to Drill Plug.

15:30 0.75 Clean Out Trip in hole W/ 5 joints. Tag Fill @6880'. Drill bottom Cone
&Clean 105' Sand to #5 Frac Plug @6985'. Circulate
Clean & Drill plug. O psi Start - 0 psi When Drilled. 7 min to
Drill Plug.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/22/2015
Report #  17.0,   DFS: 71.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

16:15 0.50 Clean Out Hole Circulate well Bore Clean W/ 80 bbls Treated Production  
Water to clean out any Remaining Sand.  

16:45 0.75 Pull Tubing Hang Swivel Back. Trip Out of Hole W/ 38 joints. Put EOT  
@ 5783'. Thats 95' above Top Perf @ 5828'. 0 psi on Well  
W/ no signs of Flowing. Secure Well for Night. Drain Pump  
& Returne Lines. Drain Flowback Line. Clean up & Shut  
Down for Night.

17:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt.

18:30 11.50 inactive Secure Well & Shut Down for Night

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/22/2015
cresger Poir? Report# 17.0, DFS:71.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Log
Start Time Dur (hr) Activity Com

16:15 0.50 Clean Out Hole Circulate well Bore Clean W/ 80 bbls Treated Production
Water to clean out any Remaining Sand.

16:45 0.75 Pull Tubing Hang Swivel Back. Trip Out of Hole W/ 38 joints. Put EOT
@5783'. Thats 95' above Top Perf @5828'. O psi on Well
WI no signs of Flowing. Secure Well for Night. Drain Pump
& Returne Lines. Drain Flowback Line. Clean up & Shut
Down for Night.

17:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt.
Lease

18:30 11.50 inactive Secure Well & Shut Down for Night

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/23/2015
Report #  18.0,   DFS: 72.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel from Roosevelt to Rig Site. Morning Safety meeting on Using Spotter while Backing  
7 Cold Weather Operations. Rig up hot Oiler. Steam Well head, BOP & Tubing Stump. 0 psi on  
Tubing. 30 psi on Casing. Rig up Pump & Returne Lines. Rig up Flow Back Line. Open Well &  
Bleed off Pressure. Sweep for LEL's & H2S. Preform morning Inspections & Maintnace. Trip in  
Hole W/ 39 joints. Pick up 2 joints. Tag Fill @ 7030'. Rig up & Inspect Power Swivel. Break  
Circulation W/ 7 bbls. Drill Bottom cone & Clean 179' Sand to #6 frac Plug @ 7209'. Circulate  
Clean & Drill Plug. 0 psi Start - 0 psi when Drilled. 8 min to Drill Plug. Trip in Hole W/ 7 joints.  
Tag Fill @ 7461'. Drill Bottom Cone & Clean 16' Sand to #7 Frac Plug @ 7477'. Circulate Clean  
& Drill Plug. 0 psi Start - 0 psi when Drilled - 7 min to Drill Plug. Trip in hole W/ 7 joints. Tag Fill  
@ 7644'. Drill bottom Cone & Clean 146' Sand to New PBTD @ 7790'  Circulate Well Bore  
Clean W/ 230 bbls Treated Production Water. Rig Down & Rack out power Swivel.  Lay Down 5  
joints on rack . 12 total Joints out.  trip Out of hole Standing Back W/ 236 Joints - Xn nipple - 1  
joint - POBS & Bit. Lay Down Drill Out BHA. Spot in & Rig up Extreme Wireline Truck & tools.  
Run in hole W/ logging tools to 1000' Well Started Flowing Causing fluid to Be airated. Tools  
Quit Working.  Shut Well in to See if fluid would Stabalize. No Luck.  Pull Out & Rig Down  
Wireline. Leave Equipment on location. Make Plan to Flow Well Overnight & See if it will Die off.  
Run in W/ Tubing & Set Rerievable Bridge plug in a.m.  Rig up & Log Well - Trip in W/ tubing &  
retrieve Plug. if Log looks Good trip in Hole W/ Production Tubing. Secure Well . Leave Casing  
Flowing W/ Flow Tester over Night & Shut Down.
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Check Well  
Pressure. If Dead trip in Hole W/ Retrievable bridge  
plug & Tbg. Set Plug @ +/- 2500' Pull out of Hole.  
Ru Wireline  - Fill Casing - Log Well.  RD Wireline.  
RIH & Retrieve Plug. If Log Looks Good. trip in Hole  
W/ Production Tubing & Land in Well Head. Start in  
hole W/ Rods if Time allows.  

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety  
meeting on Using Spotter while Backing & Cold Weather  
Operations.  

07:00 0.50 General 
Operations

Rig up hot Oiler. Steam Well head, BOP & Tubing Stump. 0  
psi on Tubing. 30 psi on Casing. Rig up Pump & Returne  
Lines. Rig up Flow Back Line. Open Well & Bleed off  
Pressure. Sweep for LEL's & H2S. Preform morning  
Inspections & Maintnace.  

07:30 0.75 Run Tubing Trip in Hole W/ 39 joints. Pick up 2 joints. Tag Fill @ 7030'.  
Rig up & Inspect Power Swivel. Break Circulation W/ 7  
bbls. 

08:15 1.25 Clean Out Drill Bottom cone & Clean 179' Sand to #6 frac Plug @  
7209'. Circulate Clean & Drill Plug. 0 psi Start - 0 psi when  
Drilled. 8 min to Drill Plug.

09:30 1.00 Clean Out Trip in Hole W/ 7 joints. Tag Fill @ 7461'. Drill Bottom Cone  
& Clean 16' Sand to #7 Frac Plug @ 7477'. Circulate Clean  
& Drill Plug. 0 psi Start - 0 psi when Drilled - 7 min to Drill  
Plug. 

10:30 0.75 Clean Out Trip in hole W/ 7 joints. Tag Fill @ 7644'. Drill bottom Cone  
& Clean 146' Sand to New PBTD @ 7790'

11:15 1.25 Clean Out Hole Circulate Well Bore Clean W/ 230 bbls Treated Production  
Water. 

12:30 0.50 General 
Operations

Rig Down & Rack out power Swivel.  Lay Down 5 joints on  
rack . 12 total Joints out.  

13:00 2.00 Pull Tubing trip Out of hole Standing Back W/ 236 Joints - Xn nipple - 1  
joint - POBS & Bit. Lay Down Drill Out BHA.  

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/23/2015
crescer Poird Report# 18.0, DFS:72.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel from Roosevelt to Rig Site. Morning Safety meeting on Using Spotter while Backing Production, 7,845.7ftKB
7 Cold Weather Operations. Rig up hot Oiler. Steam Well head, BOP & Tubing Stump. O psi on Rigs
Tubing. 30 psi on Casing. Rig up Pump & Returne Lines. Rig up Flow Back Line. Open Well & Contractor Rig# Rig Type
Bleed off Pressure. Sweep for LEL's & H2S. Preform morning Inspections & Maintnace. Trip in Basin Swabbing & Well Service 2 Service
Hole W/ 39 joints. Pick up 2 joints. Tag Fill @7030'. Rig up & Inspect Power Swivel. Break Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
Circulation W/ 7 bbls. Drill Bottom cone & Clean 179' Sand to #6 frac Plug @7209'. Circulate 4,800.00 12.00 4,812.00
Clean & Drill Plug. O psi Start - 0 psi when Drilled. 8 min to Drill Plug. Trip in Hole WI 7 joints.
Tag Fill @7461'. Drill Bottom Cone & Clean 16' Sand to #7 Frac Plug @7477'. Circulate Clean
& Drill Plug. O psi Start - 0 psi when Drilled - 7 min to Drill Plug. Trip in hole W/ 7 joints.Tag Fill
@7644'. Drill bottom Cone & Clean 146' Sand to New PBTD @7790' Circulate Well Bore
Clean WI230 bbls Treated Production Water. Rig Down & Rack out power Swivel. Lay Down 5
jointson rack . 12 total Joints out. trip Out of hole Standing Back W/ 236 Joints -Xn nipple - 1
joint - POBS & Bit. Lay Down Drill Out BHA. Spot in & Rig up Extreme Wireline Truck & tools.
Run in hole WI logging tools to 1000' Well Started Flowing Causing fluid to Be airated. Tools
Quit Working. Shut Well in to See if fluid would Stabalize. No Luck. Pull Out & Rig Down
Wireline. Leave Equipment on location. Make Plan to Flow Well Overnight & See if it will Die off.
Run in WI Tubing & Set Rerievable Bridge plug in a.m. Rig up & Log Well - Trip in WI tubing &
retrieve Plug. if Log looks Good trip in Hole WI Production Tubing. Secure Well . Leave Casing
Flowing WI Flow Tester over Night & Shut Down.
Operation At 6am Operation Next 24hrs

Morning Safety Meeting & Inspections. Check Well
Pressure. If Dead trip in Hole W/ Retrievable bridge
plug & Tbg. Set Plug @ +/- 2500' Pull out of Hole.
Ru Wireline - Fill Casing - Log Well. RD Wireline.
RIH & Retrieve Plug. If Log Looks Good. trip in Hole
WI Production Tubing & Land in Well Head. Start in
hole WI Rods if Time allows.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. Morning Safety
meeting on Using Spotter while Backing & Cold Weather
Operations.

07:00 0.50 General Rig up hot Oiler. Steam Well head, BOP & Tubing Stump. 0
Operations psi on Tubing. 30 psi on Casing. Rig up Pump & Returne

Lines. Rig up Flow Back Line. Open Well & Bleed off
Pressure. Sweep for LEL's & H2S. Preform morning
Inspections & Maintnace.

07:30 0.75 Run Tubing Trip in Hole W/ 39 joints. Pick up 2 joints. Tag Fill @7030'.
Rig up & Inspect Power Swivel. Break Circulation W/ 7
bbls.

08:15 1.25 Clean Out Drill Bottom cone & Clean 179' Sand to #6 frac Plug @
7209'. Circulate Clean & Drill Plug. O psi Start - 0 psi when
Drilled. 8 min to Drill Plug.

09:30 1.00 Clean Out Trip in Hole W/ 7 joints. Tag Fill @7461'. Drill Bottom Cone
&Clean 16' Sand to #7 Frac Plug @7477'. Circulate Clean
& Drill Plug. O psi Start - 0 psi when Drilled - 7 min to Drill
Plug.

10:30 0.75 Clean Out Trip in hole W/ 7 joints. Tag Fill @7644'. Drill bottom Cone
&Clean 146' Sand to New PBTD @7790'

11:15 1.25 Clean Out Hole Circulate Well Bore Clean W/ 230 bbls Treated Production
Water.

12:30 0.50 General Rig Down & Rack out power Swivel. Lay Down 5 joints on
Operations rack . 12 total Joints out.

13:00 2.00 Pull Tubing trip Out of hole Standing Back W/ 236 Joints -Xn nipple - 1
joint - POBS & Bit. Lay Down Drill Out BHA.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/23/2015
Report #  18.0,   DFS: 72.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

15:00 1.50 Wireline Spot in & Rig up Extreme Wireline Truck & tools. Run in  
hole W/ logging tools to 1000' Well Started Flowing  
Causing fluid to Be airated. Tools Quit Working.  Shut Well  
in to See if fluid would Stabalize. No Luck.  Pull Out & Rig  
Down Wireline. Leave Equipment on location. Make Plan to  
Flow Well Overnight & See if it will Die off. Run in W/  
Tubing & Set Rerievable Bridge plug in a.m.  Rig up & Log  
Well - Trip in W/ tubing & retrieve Plug. if Log looks Good  
trip in Hole W/ Production Tubing. Secure Well . Leave  
Casing Flowing W/ Flow Tester over Night & Shut Down.

16:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt

17:30 12.50 Flowback Well Flow Well W/ Flow tester Overnight

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/23/2015
crescer Poird Report# 18.0, DFS:72.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Log
Start Time Dur (hr) Activity Com

15:00 1.50 Wireline Spot in & Rig up Extreme Wireline Truck &tools. Run in
hole W/ logging tools to 1000' Well Started Flowing
Causing fluid to Be airated. Tools Quit Working. Shut Well
in to See if fluid would Stabalize. No Luck. Pull Out & Rig
Down Wireline. Leave Equipment on location. Make Plan to
Flow Well Overnight & See if it will Die off. Run in W/
Tubing & Set Rerievable Bridge plug in a.m. Rig up & Log
Well - Trip in WI tubing & retrieve Plug. if Log looks Good
trip in Hole W/ Production Tubing. Secure Well . Leave
Casing Flowing W/ Flow Tester over Night &Shut Down.

16:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt
Lease

17:30 12.50 Flowback Well Flow Well W/ Flow tester Overnight
Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/24/2015
Report #  19.0,   DFS: 73.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel & Morning Safety meeting. Well flowing @ 10 psi on full 2" approx 5bbls per Hr.  
Preform Morning Rig inspections & Maintnace. Spot in Water Truck to suck cellar while tripping.  
Make up 5 1/2" TS Retrievable Plug. Check Well flow before Starting in Hole. Well flowing @ 40  
psi on full 2" W/ oil & Gas Mix. Make Plans to Set Composite Bridge Plug above Perfs - Preform  
Log & Drill Out Plug When Log is Complete. Clean up around Well Head, Rig up Pump &  
Returne lines. Lay Down Retrievable Plug, while waiting on Composite plug to Arrive. Rig up  
Extreme Wireline. Hold Pre Job Safety Meeting. Run in Hole W/ Haliburton 6K Composite Plug.  
Had to Pump 25 bbls Hot water Down Casing to Get Plug in hole. Set plug @ 5000' Pull Out of  
hole W/ Wireline. Lay Down Setting tool. Use Hot oiler to Fill Casing W/ 3 bbls Hot Water to  
Eliminate any Oil Plug problems. Pump Out Flow Back Line When Full to clean up. Run in hole  
W/ Logging tools. Vent Gas bubbles while Running in Hole. Stop Logging tools @ 2500'. bleed  
off Gas Fom well & Fill W/ Fluid to Ensure a solid Colume of Fluid is Present for Log.  Log Well  
from 2500' to 1000' Lost Tool Reading. Work Log Tools through fluid to try & Swab any Gas left  
to Surface. W/ no Succes. Looking like Gas Cut oil in top 1000' that logging tools Won't work in.  
Pull Out & rig Down logging Tools & Lube. Trip in hole W/ 2 7/8" Collar - 50 joints Tubing. Put  
EOT @ 1614'. Rig up Pump. Roll hole W/ 50 bbls Double Well Volume to good clean Returns.  
Circulated Out oil / Gas mix before clean Returns. trip out of hole W/ 50 joints. Rig up Wireline.  
Run in Hole W/ Logging tools.  Log Well from 2500' to Surface. Cement looked Good from 2500  
- 800' Cement top.  Lay Down logging tools & Rig Down Wireline. Make up & trip in hole W/ 4  
3/4" Tri Cone bit - POBS - 2 Joints - 2.31 XN nipple - 148 joints. Put EOT @ 4840'. 160' above  
CBP @ 5000'. Secure Well for Night. Drain pump & Returne lines. Winterize equipment & Shut  
Down for night.
Operation At 6am Operation Next 24hrs

Morning Safety meeting & Inspections. RU Pump &  
returne lines. Trip in Hole 7 Tag Plug. Rig up Power  
Swivel & Inspect.  Drill kill Plug @ 5000'. Trip in  
Hole & Push Cone to Bottom. Clean out any Fill to  
PBTD if Seen.  Lay Down joints not Needed for  
Production. Trip out of hole Standing Back W/  
tubing above perfs. turn Well Over to Flow tester to  
flow over Weekend.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site, morning Safety  
meeting on Checking Well Pressure & Monitoring Gas  -  
Logging Well.

07:00 0.50 General 
Operations

Casing Flowing @ 10 psi on Full 2". Approx 5 bbls an Hour.  
preform Morning Rig Inspection & Maintnace. Sweep for  
LEL's & H2S. Spot Water Truck to keep Cellar sucked Out.  

07:30 0.50 General 
Operations

Tally & Make up 5 1/2" TS retrievable Bridge Plug - Check  
Well Pressure prior to Running Plug. Well Flowing @ 40  
psi on Full 2" Flowing Oil & Gas. Make plans to Set  
Composite bridge plug & Preform Bod log. Then Drill Plug  
& Push it to Bottom. Stand Tbg back and flow well Over  
Holiday.

08:00 1.25 General 
Operations

Lay down Retrievable Plug & Equipment. Rig up Pump &  
Returne Lines. Clean up around Well head while waiting on  
Plug to arrive.

09:15 1.75 Wireline Rig up Extreme Wireline. Hold Pre Job Safety Meeting.  
Run in Hole W/ Haliburton 6K Composite Plug. Had to  
Pump 25 bbls Hot water Down Casing to Get Plug in hole.  
Set plug @ 5000' Pull Out of hole W/ Wireline. Lay Down  
Setting tool.  

11:00 0.25 General 
Operations

Use Hot oiler to Fill Casing W/ 3 bbls Hot Water to  
Eliminate any Oil Plug problems. Pump Out Flow Back Line  
When Full to clean up.  

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/24/2015
cresger Poird Report# 19.0, DFS:73.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel & Morning Safety meeting. Well flowing @ 10 psi on full 2" approx 5bbls per Hr. Production, 7,845.7ftKB
Preform Morning Rig inspections & Maintnace. Spot in Water Truck to suck cellar while tripping. Rigs
Make up 5 1/2" TS Retrievable Plug. Check Well flow before Starting in Hole. Well flowing @40 Contractor Rig # Rig Type
psi on full 2" W/ oil & Gas Mix. Make Plans to Set Composite Bridge Plug above Perfs - Preform Basin Swabbing & Well Service 2 Service
Log & Drill Out Plug When Log is Complete. Clean up around Well Head, Rig up Pump & Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
Returne lines. Lay Down Retrievable Plug, while waiting on Composite plug to Arrive. Rig up 4,800.00 12.00 4,812.00
Extreme Wireline. Hold Pre Job Safety Meeting. Run in Hole WI Haliburton 6K Composite Plug.
Had to Pump 25 bbls Hot water Down Casing to Get Plug in hole. Set plug @5000' Pull Out of
hole WI Wireline. Lay Down Setting tool. Use Hot oiler to Fill Casing WI 3 bbls Hot Water to
Eliminate any Oil Plug problems. Pump Out Flow Back Line When Full to clean up. Run in hole
WI Logging tools. Vent Gas bubbles while Running in Hole. Stop Logging tools @2500'. bleed
off Gas Fom well & Fill W/ Fluid to Ensure a solid Colume of Fluid is Present for Log. Log Well
from 2500' to 1000' Lost Tool Reading. Work Log Tools through fluid to try & Swab any Gas left
to Surface. WI no Succes. Looking like Gas Cut oil in top 1000' that logging tools Won't work in.
Pull Out & rig Down logging Tools & Lube. Trip in hole W/ 2 7/8" Collar - 50 joints Tubing. Put
EOT @ 1614'. Rig up Pump. Roll hole W/ 50 bbls Double Well Volume to good clean Returns.
Circulated Out oil / Gas mix before clean Returns. trip out of hole WI 50 joints. Rig up Wireline.
Run in Hole WI Logging tools. Log Well from 2500' to Surface. Cement looked Good from 2500
- 800' Cement top. Lay Down logging tools & Rig Down Wireline. Make up & trip in hole W/ 4
3/4" Tri Cone bit - POBS - 2 Joints - 2.31 XN nipple - 148 joints. Put EOT @4840'. 160' above
CBP @5000'. Secure Well for Night. Drain pump & Returne lines. Winterize equipment &Shut
Down for night.
Operation At 6am Operation Next 24hrs

Morning Safety meeting & Inspections. RU Pump &
returne lines. Trip in Hole 7 Tag Plug. Rig up Power
Swivel & Inspect. Drill kill Plug @5000'. Trip in
Hole & Push Cone to Bottom. Clean out any Fill to
PBTD if Seen. Lay Down joints not Needed for
Production. Trip out of hole Standing Back W/
tubing above perfs. turn Well Over to Flow tester to
flow over Weekend.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site, morning Safety
meeting on Checking Well Pressure & Monitoring Gas -

Logging Well.

07:00 0.50 General Casing Flowing @ 10 psi on Full 2". Approx 5 bbls an Hour.
Operations preform Morning Rig Inspection & Maintnace. Sweep for

LEL's & H2S. Spot Water Truck to keep Cellar sucked Out.

07:30 0.50 General Tally & Make up 5 1/2" TS retrievable Bridge Plug - Check
Operations Well Pressure prior to Running Plug. Well Flowing @40

psi on Full 2" Flowing Oil & Gas. Make plans to Set
Composite bridge plug & Preform Bod log. Then Drill Plug
& Push it to Bottom. Stand Tbg back and flow well Over
Holiday.

08:00 1.25 General Lay down Retrievable Plug & Equipment. Rig up Pump &
Operations Returne Lines. Clean up around Well head while waiting on

Plug to arrive.

09:15 1.75 Wireline Rig up Extreme Wireline. Hold Pre Job Safety Meeting.
Run in Hole W/ Haliburton 6K Composite Plug. Had to
Pump 25 bbls Hot water Down Casing to Get Plug in hole.
Set plug @5000' Pull Out of hole W/ Wireline. Lay Down
Setting tool.

11:00 0.25 General Use Hot oiler to Fill Casing W/ 3 bbls Hot Water to
Operations Eliminate any Oil Plug problems. Pump Out Flow Back Line

When Full to clean up.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/24/2015
Report #  19.0,   DFS: 73.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

11:15 2.25 Logging Run in hole W/ Logging tools. Vent Gas bubbles while  
Running in Hole. Stop Logging tools @ 2500'. bleed off  
Gas Fom well & Fill W/ Fluid to Ensure a solid Colume of  
Fluid is Present for Log.  Log Well from 2500' to 1000' Lost  
Tool Reading. Work Log Tools through fluid to try & Swab  
any Gas left to Surface. W/ no Succes. Looking like Gas  
Cut oil in top 1000' that logging tools Won't work in. Pull  
Out & rig Down logging Tools & Lube.  

13:30 0.75 Run Tubing Trip in hole W/ 2 7/8" Collar - 50 joints Tubing. Put EOT @  
1614'. Rig up Pump. Roll hole W/ 50 bbls Double Well  
Volume to good clean Water. Circulated Out oil / Gas mix  
before clean Returns. trip out of hole W/ 50 joints.  

14:15 1.50 Logging Rig up Wireline. Run in Hole W/ Logging tools.  Log Well  
from 2500' to Surface. Cement looked Good from 2500 -  
800' Cement top.  Lay Down logging tools & Rig Down  
Wireline. 

15:45 1.25 Run Tubing Make up & trip in hole W/ 4 3/4" Tri Cone bit - POBS - 2  
Joints - 2.31 XN nipple - 148 joints. Put EOT @ 4840'. 160'  
above CBP @ 5000'. Secure Well for Night. Drain pump &  
Returne lines. Winterize equipment & Shut Down for night.

17:00 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt.

18:00 12.00 inactive Secure Well & Shut Down for night

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/24/2015
cresyer Poird Report# 19.0, DFS:73.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Lt-g
Start Time Dur (hr) Activity Com

11:15 2.25 Logging Run in hole W/ Logging tools. Vent Gas bubbles while
Running in Hole. Stop Logging tools @2500'. bleed off
Gas Fom well & Fill W/ Fluid to Ensure a solid Colume of
Fluid is Present for Log. Log Well from 2500' to 1000' Lost
Tool Reading. Work Log Tools through fluid to try& Swab
any Gas left to Surface. W/ no Succes. Looking like Gas
Cut oil in top 1000' that logging tools Won't work in. Pull
Out & rig Down logging Tools & Lube.

13:30 0.75 Run Tubing Trip in hole W/ 2 7/8" Collar - 50 joints Tubing. Put EOT @
1614'. Rig up Pump. Roll hole W/ 50 bbls Double Well
Volume to good clean Water. Circulated Out oil / Gas mix
before clean Returns. trip out of hole W/ 50 joints.

14:15 1.50 Logging Rig up Wireline. Run in Hole W/ Logging tools. Log Well
from 2500' to Surface. Cement looked Good from 2500 -

800' Cement top. Lay Down logging tools & Rig Down
Wireline.

15:45 1.25 Run Tubing Make up & trip in hole WI4 3/4" Tri Cone bit - POBS - 2
Joints - 2.31 XN nipple - 148 joints. Put EOT @4840'. 160'
above CBP @5000'. Secure Well for Night. Drain pump &
Returne lines. Winterize equipment & Shut Down for night.

17:00 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt.
Lease

18:00 12.00 inactive Secure Well & Shut Down for night

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/25/2015
Report #  20.0,   DFS: 74.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel & morning Safety meeting.  0 psi on Well. open Well. Preform morning Inspections  
& Maintnace. Rig up Pump & Returne Lines. Rig up Flow Back Line. Trip in Hole W/ 5 joints. Tag  
Kill Plug @ 5000'. Rig up Power Swivel. Pump 38 bbls & break Circulation.  Test Bit Sub float to  
500 psi. good test. Drill Plug 0 psi Start - 120 psi when Drilled. Hang Swivel Back. trip in Hole W/  
84 joints from Derrick ( 239 total ). Tag Fill @ 7700'. rig up Power Swivel. Break Circulation W/  
12 bbls. Drill Bottom Cone & Clean 90' Sand to PBTD @ 7790'. Circulate Well Bore Clean W/  
240 bbls Treated Production Water. Rack Out Power Swivel.  Lay Down 5 joints Not Needed for  
Production. Trip Out Standing Back W/ 60 joints, Put EOT @ 5680' that's 148' above top Perf @  
5828'. Secure Well. Clean up tools. 0 psi on Well. Shut well in to build Pressure while Pumpers  
Get Facility ready for Flow Back Over Weekend. Turn Well Over to production to Start Flow Back  
when Ready. Shut Down for Holiday Weekend.  
Operation At 6am Operation Next 24hrs

Shut Down  For Holiday Weekend.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety  
meeting on Checking Well pressure & Rigging up Flow  
lines. 

07:00 0.50 General 
Operations

0 psi on Well. open Well. Preform Morning Inspections &  
Maintnace. Sweep Tanks for H2S & LeL's. all Looked  
Good. Rig up Pump & Returne Lines. Rig up Flow Back  
Lines. 

07:30 0.50 Run Tubing Trip in Hole W/ 5 Joints ( 155 total ) Tag kill Plug @ 5000'.  
Rig up Power Swivel & Inspect.  

08:00 0.75 Clean Out Break Circulation W/ 38 bbls. Test Bit Sub float to 500 psi.  
good test. Drill Plug - 0 psi start - 120 psi When Drilled. 7  
min to Drill Plug

08:45 0.75 Run Tubing Hang Swivel Back. trip in Hole W/ 84 joints from Derrick  
( 239 total ). Tag Fill @ 7700'. rig up Power Swivel.  

09:30 1.50 Clean Out Hole Break Circulation W/ 12 bbls. Drill Bottom Cone & Clean  
90' Sand to PBTD @ 7790'. Circulate Well Bore Clean W/  
240 bbls Treated Production Water.  

11:00 0.50 Pull Tubing Rack Out Power Swivel.  Lay Down 5 joints Not Needed for  
Production. Trip Out Standing Back W/ 60 joints, Put EOT  
@ 5680' that's 148' above top Perf @ 5828'. Secure Well.  
Clean up tools. 0 psi on Well. Shut well in to build Pressure  
while Pumpers Get Facility ready for Flow Back Over  
Weekend. Turn Well Over to production to Start Flow Back  
when Ready. Shut Down for Holiday Weekend.  

11:30 1.00 Clean & Secure  
Lease

Crew Travel from Rig Site to Roosevelt

12:30 17.50 Flowback Well Flow Back well to Production Facility over Holiday  
Weekend. Start Rod up procees Monday a.m.  

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/25/2015
cresger Poird Report# 20.0, DFS:74.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel & morning Safety meeting. O psi on Well. open Well. Preform morning Inspections Production, 7,845.7ftKB
& Maintnace. Rig up Pump & Returne Lines. Rig up Flow Back Line. Trip in Hole W/ 5 joints. Tag Rigs
Kill Plug @5000'. Rig up Power Swivel. Pump 38 bbls & break Circulation. Test Bit Sub float tO Contractor Rig# Rig Type
500 psi. good test. Drill Plug 0 psi Start - 120 psi when Drilled. Hang Swivel Back. trip in Hole W/ Basin Swabbing & Well Service 2 Service
84 joints from Derrick ( 239 total ).Tag Fill @7700'. rig up Power Swivel. Break Circulation W/ Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
12 bbls. Drill Bottom Cone & Clean 90' Sand to PBTD @7790'. Circulate Well Bore Clean W/ 4,800.00 12.00 4,812.00
240 bbls Treated Production Water. Rack Out Power Swivel. Lay Down 5 joints Not Needed for
Production. Trip Out Standing Back WI 60 joints, Put EOT @5680' that's 148' above top Perf @
5828'. Secure Well. Clean up tools. O psi on Well. Shut well in to build Pressure while Pumpers
Get Facility ready for Flow Back Over Weekend. Turn Well Over to production to Start Flow Back
when Ready. Shut Down for Holiday Weekend.
Operation At 6am Operation Next 24hrs

Shut Down For Holiday Weekend.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety
meeting on Checking Well pressure & Rigging up Flow
lines.

07:00 0.50 General 0 psi on Well. open Well. Preform Morning Inspections &
Operations Maintnace. Sweep Tanks for H2S & LeL's. all Looked

Good. Rig up Pump & Returne Lines. Rig up Flow Back
Lines.

07:30 0.50 Run Tubing Trip in Hole W/ 5 Joints ( 155 total )Tag kill Plug @5000'.
Rig up Power Swivel & Inspect.

08:00 0.75 Clean Out Break Circulation WI 38 bbls. Test Bit Sub float to 500 psi.
good test. Drill Plug - 0 psi start - 120 psi When Drilled. 7
min to Drill Plug

08:45 0.75 Run Tubing Hang Swivel Back. trip in Hole W/ 84 joints from Derrick
( 239 total ).Tag Fill @7700'. rig up Power Swivel.

09:30 1.50 Clean Out Hole Break Circulation W/ 12 bbls. Drill Bottom Cone & Clean
90' Sand to PBTD @7790'. Circulate Well Bore Clean W/
240 bbls Treated Production Water.

11:00 0.50 Pull Tubing Rack Out Power Swivel. Lay Down 5 joints Not Needed for
Production. Trip Out Standing Back W/ 60 joints, Put EOT
@5680' that's 148' above top Perf @5828'. Secure Well.
Clean up tools. O psi on Well. Shut well in to build Pressure
while Pumpers Get Facility ready for Flow Back Over
Weekend. Turn Well Over to production to Start Flow Back
when Ready. Shut Down for Holiday Weekend.

11:30 1.00 Clean & Secure Crew Travel from Rig Site to Roosevelt
Lease

12:30 17.50 Flowback Well Flow Back well to Production Facility over Holiday
Weekend. Start Rod up procees Monday a.m.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/28/2015
Report #  21.0,   DFS: 77.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel, Safety Meeting,  Check psi 50 psi on Tubing - 50 psi on Casing. Sweep for LEL's &  
H2S. Pump 70 bbls down tbg to kill well. Trip in hole tag fill @ 7655'. That's 135' New Fill since  
11-25-15. Circulate hole clean with 420bbls (3hrs). Hang swivel back. Lay down 5 jts of 2 7/8".  
Trip out of hole with tbg & Drill out BHA to Derrick. Tally make up & trip in hole with tbg & Prod  
BHA. Land well in 12K tension. TAC @ 6694', PSN @ 7568', INTAKE @ 7612', EOT @ 7695'.  
Nipple up well head & production lines. Secure tbg. Casing open to facilities on 19 choke.  
Winterize equip. SDFN. Crew Travel.
Operation At 6am Operation Next 24hrs

Pump Nalco chem blend Corrosion inhib & biocide  
& Flush tbg. X/O to Rod Equip. Trip in hole with  
rods and pump. Space out, fill & test, Rig up unit.  
Rig down Derrick put well on production.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety  
meeting on Snowy winter conditions.

07:00 0.50 General 
Operations

Check psi 50 psi on Tubing - 50 psi on Casing. Preform  
Morning Inspections & Maintnace. Sweep Loc for H2S &  
LEL.

07:30 0.50 Flush Well Nipple up hot oiler & flush tbg with 70 bbls of 220* kill fluid  
with biocide.

08:00 0.75 Tripping Trip in hole with tbg out of Derrick & tag fill @ 7655'. That's  
135' New Fill since 11-25-15.

08:45 0.50 Rig Up/Down Rig up pump & return lines. Pick & Rig up power swivel.

09:15 2.75 Circulating Break Circulation W/ 12 bbls. Clean out 135' Sand to PBTD  
@ 7790'. Circulate Well Bore Clean W/ 420 bbls Treated  
Production Water.  

12:00 1.00 Tripping L/D 5 jts not needed for production. Total of 12 jts of 2 7/8"  
tbg out on pipe racks. Trip out of hole with Drill Out BHA to  
Derrick. 33 stands cellar full.  

13:00 0.25 inactive Wait on water truck to pull cellar. Crew eat lunch.

13:15 0.25 Rig Up/Down Rig down load out Power Swivel.

13:30 1.25 Tripping Cont to trip out of hole with Drill out BHA.

14:45 2.00 Run Tubing Tally make up and Trip in hole with tbg & prod bha as  
follows.

KB- 12.00'
Stch- 1.47'
Hgr- .77'
207) 2 7/8"- 6679'
5 1/2" 8rd Tac- 2.75'
27) 2 7/8"- 871.41'
SN- 1.10'
4' sub- 4.10'
X/O- .75'
1) 3 1/2"- 31.72'
X/O- .75'
4' sub- 4.09'
#11 Dsand- 19.20'
2) 2 7/8"- 64.78'
Purge Valve- .80'

TAC @ 6694'
PSN @ 7568'
INTAKE @ 7612'
EOT @ 7695'

16:45 1.25 Remove BOP's Set 5 1/2" 8rd tac, Rig down work floor, Nipple down  
BOPS. Land well in 12K tension, Nipple up well head &  
production lines. X/O to Rod equip.

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/28/2015
cresger Poird Report# 21.0, DFS:77.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel, Safety Meeting, Check psi 50 psi on Tubing - 50 psi on Casing. Sweep for LEL's & Production, 7,845.7ftKB
H2S. Pump 70 bbls down tbg to kill well. Trip in hole tag fill @7655'. That's 135' New Fill since Rigs
11-25-15. Circulate hole clean with 420bbls (3hrs). Hang swivel back. Lay down 5 jts of 2 7/8". Contractor Rig# Rig Type
Trip out of hole with tbg & Drill out BHA to Derrick. Tally make up & trip in hole with tbg & Prod Basin Swabbing & Well Service 2 Service
BHA. Land well in 12K tension. TAC @6694', PSN @7568', INTAKE @7612', EOT @7695'- Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)
Nipple up well head & production lines. Secure tbg. Casing open to facilities on 19 choke. 4,800.00 12.00 4,812.00
Winterize equip. SDFN. Crew Travel.
Operation At 6am Operation Next 24hrs

Pump Nalco chem blend Corrosion inhib & biocide
& Flush tbg. X/O to Rod Equip. Trip in hole with
rods and pump. Space out, fill & test, Rig up unit.
Rig down Derrick put well on production.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety
meeting on Snowy winter conditions.

07:00 0.50 General Check psi 50 psi on Tubing - 50 psi on Casing. Preform
Operations Morning Inspections & Maintnace. Sweep Loc for H2S &

LEL.

07:30 0.50 Flush Well Nipple up hot oiler & flush tbg with 70 bbls of 220* kill fluid
with biocide.

08:00 0.75 Tripping Trip in hole with tbg out of Derrick &tag fill @7655'. That's
135' New Fill since 11-25-15.

08:45 0.50 Rig Up/Down Rig up pump & return lines. Pick & Rig up power swivel.

09:15 2.75 Circulating Break Circulation W/ 12 bbls. Clean out 135' Sand to PBTD
@7790'. Circulate Well Bore Clean W/ 420 bbls Treated
Production Water.

12:00 1.00 Tripping L/D 5 jts not needed for production. Total of 12 jts of 2 7/8"
tbg out on pipe racks. Trip out of hole with Drill Out BHA to
Derrick. 33 stands cellar full.

13:00 0.25 inactive Wait on water truck to pull cellar. Crew eat lunch.

13:15 0.25 Rig Up/Down Rig down load out Power Swivel.
13:30 1.25 Tripping Cont to trip out of hole with Drill out BHA.

14:45 2.00 Run Tubing Tally make up and Trip in hole with tbg & prod bha as
follows.

KB- 12.00'
Stch- 1.47'
Hgr-

.77'

207) 2 7/8"- 6679'
5 1/2" 8rd Tac- 2.75'
27) 2 7/8"- 871.41'
SN- 1.10'
4' sub- 4.10'
X/O-

.75'

1) 3 1/2"- 31.72'
X/O-

.75'

4' sub- 4.09'
#11 Dsand- 19.20'
2) 2 7/8"- 64.78'
Purge Valve-.80'

TAC @6694'
PSN @7568'
INTAKE @7612'
EOT @7695'

16:45 1.25 Remove BOP's Set 5 1/2" 8rd tac, Rig down work floor, Nipple down
BOPS. Land well in 12K tension, Nipple up well head &
production lines. X/O to Rod equip.
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/28/2015
Report #  21.0,   DFS: 77.92

Depth Progress: 

Time Log

Start Time Dur (hr) Activity Com

18:00 12.00 inactive Secure tbg. Casing open to facilities on 19 choke.  
Winterize equip. SDFN. Crew Travel.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

Op Completion Asset Partner Report Report Date: 11/28/2015
cresger Poir? Report# 21.0, DFS:77.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Time Log
Start Time Dur (hr) Activity Com

18:00 12.00 inactive Secure tbg. Casing open to facilities on 19 choke.
Winterize equip. SDFN. Crew Travel.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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Well Name:   FOUR STAR FED 6-27-7-20E

Report Printed:   3/3/2016www.peloton.com

Completion Asset Partner Report Report Date:   11/29/2015
Report #  22.0,   DFS: 78.92

Depth Progress: 

Well Name

FOUR STAR FED 6-27-7-20E
Wellbore Name

Original Hole
Well Type

Single
Primary Job Type

Completion
Job Category

Completion/Workover

Target Formation

State/Province

UTAH
Spud Date

9/12/2015
Rig Release Date

9/26/2015
24 Hr Summary

Crew Travel, Safety Meeting,  Check psi 0 psi on Tubing  40 psi on Casing. Sweep for LEL's &  
H2S. Nipple up hot oiler pump Nalco (Corrosion inhibitor & biocide) & flush tbg with 55 bbls of  
220* kill fluid with biocide. X/O to Rod Equip. Spot in & Prep Rods. Pick up prime NEW 2.50-2-
24' Flotek pump #CP168J. Trip in hole with New UPCO HS 3per rod string. Space out, Seat, 1  
bbls to fill & test to 800 psi "Good" Test, Bleed psi down to 200 psi & stroke test pump with rig  (2  
Strokes) to 800 psi good. P/U 18" off of double tag. Hang Horse Head, Clamp Rods. Roll unit  
with pumper "Good" Have 37" of Polish Rod above top clamp. Rig down derrick. Rig down and  
load hard line from rig pump. Clean up loc. Secure well. Turn well over to production. Park Rig  
on side of loc. SDFD. Crew Travel.

NOTE- INSTALLED LEVELING PLATE & POLISH ROD COUPLING.

NOTE- I INFORMED ZEKE WE NEED 4SPM. UNIT CURRENTLY AT 5SPM NEEDS  
REBALANCED. "ZEKE IS ON LOC NOTIFIED ADRIAN AROUND 14:00 HRS. SUPPOSE TO  
REBALANCE UNIT MONDAY MORNING.

Operation At 6am Operation Next 24hrs

Well on production.

Time Log

Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety  
meeting on running rods

07:00 0.50 General 
Operations

Check psi 15 psi on Tubing - 100 psi on Casing. Preform  
Morning Inspections & Maintnace. Sweep Loc for H2S &  
LEL.

07:30 0.50 Flush Well Nipple up hot oiler pump Nalco (Corrosion inhibitor &  
biocide) & flush tbg with 55 bbls of 220* kill fluid with  
biocide.

08:00 0.50 General 
Operations

X/O to Rod Equip. Spot in & Prep Rods.

08:30 3.50 Run Rods &  
Pump

Pick up prime NEW 2.50-2-24' Flotek pump #CP168J. Trip  
in hole with New UPCO HS 3per rods & pump as follows.

1 1/2" x 30' Polish Rod
2) 2', 4' X 1" Ponies
88) 1" HS 3Pers
86) 7/8" HS 3pers
107) 3/4" HS 3pers
20) 1" HS 3pers
2.50-2-24' RHBC pump# CP168J

NOTE- INSTALLED LEVELING PLATE & POLISH ROD  
COUPLING.

12:00 0.50 Pressure Test Space out, Seat, 1 bbls to fill & test to 800 psi "Good" Test,  
Bleed psi down to 200 psi & stroke test pump with rig  (2  
Strokes) to 800 psi good. P/U 18" off of double tag.

12:30 2.50 Rig Up/Down Hang Horse Head, Clamp Rods. Roll unit with pumper  
"Good" Have 37" of Polish Rod above top clamp. Rig down  
derrick. Rig down and load hard line from rig pump. Clean  
up loc.

15:00 15.00 inactive Secure well. Turn well over to production. Park Rig on side  
of loc. SDFD. Crew Travel.

Casing Strings
Casing Description

Conductor
OD (in)

16
Wt/Len (lb/ft)

84.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Surface
OD (in)

8 5/8
Wt/Len (lb/ft)

24.00
String Grade

J-55
Top Connection Top (ftKB)

12.0
Set Depth ?

Casing Description

Production
OD (in)

5 1/2
Wt/Len (lb/ft)

17.00
String Grade

L-80
Top Connection

LT&C
Top (ftKB)

0.1
Set Depth ?

AFE Number

1709815US
Total AFE + Supp Amount (Cost)

561,698.88
Depth Progress (ft) Net Depth Progress (ft)

Avg ROP (ft/hr) End Depth (TVD) (ftKB)

Last Casing String

Production, 7,845.7ftKB

Rigs
Contractor

Basin Swabbing & Well Service
Rig #

2
Rig Type

Service
Ground Elevation (ft)

4,800.00
KB-Ground Distance (ft)

12.00
Original KB Elevation (ft)

4,812.00

Op Completion Asset Partner Report Report Date: 11/29/2015
crescer Poird Report# 22.0, DFS:78.92

Well Name: FOUR STAR FED 6-27-7-20E
Depth Progress:

Well Name Wellbore Name AFE Number Total AFE + Supp Amount (Cost)

FOUR STAR FED 6-27-7-20E Original Hole 1709815US 561,698.88
Well Type Primary Job Type Job Category Target Formation Depth Progress (ft) Net Depth Progress (ft)

Single Completion Cornpletion/Workover
State/Province Spud Date Rig Release Date Avg ROP (ft/hr) End Depth (TVD) (ftKB)

UTAH 9/12/2015 9/26/2015
24 Hr Summary Last Casing String

Crew Travel, Safety Meeting, Check psi 0 psi on Tubing 40 psi on Casing. Sweep for LEL's & Production, 7,845.7ftKB
H2S. Nipple up hot oiler pump Nalco (Corrosion inhibitor & biocide) & flush tbg with 55 bbls of Rigs220* kill fluid with biocide. X/O to Rod Equip. Spot in & Prep Rods. Pick up prime NEW 2.50-2- Contractor Rig# Rig Type
24' Flotek pump #CP168J. Trip in hole with New UPCO HS 3per rod string. Space out, Seat, 1 Basin Swabbing & Well Service 2 Service
bbls to fill & test to 800 psi "Good" Test, Bleed psi down to 200 psi & stroke test pump with rig (2 Ground Elevation (ft) KB-Ground Distance (ft) Original KB Elevation (ft)

Strokes) to 800 psi good. P/U 18" off of double tag. Hang Horse Head, Clamp Rods. Roll unit 4,800.00 12.00 4,812.00
with pumper "Good" Have 37" of Polish Rod above top clamp. Rig down derrick. Rig down and
load hard line from rig pump. Clean up loc. Secure well. Turn well over to production. Park Rig
on side of loc. SDFD. Crew Travel.

NOTE- INSTALLED LEVELING PLATE & POLISH ROD COUPLING.

NOTE- I INFORMED ZEKE WE NEED 4SPM. UNIT CURRENTLY AT 5SPM NEEDS
REBALANCED. "ZEKE IS ON LOC NOTIFIED ADRIAN AROUND 14:00 HRS. SUPPOSE TO
REBALANCE UNIT MONDAY MORNING.
Operation At 6am Operation Next 24hrs

Well on production.

Time Lt-g
Start Time Dur (hr) Activity Com

06:00 1.00 Safety Meeting Crew Travel from Roosevelt to Rig Site. morning Safety
meeting on running rods

07:00 0.50 General Check psi 15 psi on Tubing - 100 psi on Casing. Preform
Operations Morning Inspections & Maintnace. Sweep Loc for H2S &

LEL.

07:30 0.50 Flush Well Nipple up hot oiler pump Nalco (Corrosion inhibitor &
biocide) & flush tbg with 55 bbls of 220* kill fluid with
biocide.

08:00 0.50 General X/O to Rod Equip. Spot in & Prep Rods.
Operations

08:30 3.50 Run Rods & Pick up prime NEW 2.50-2-24' Flotek pump #CP168J. Trip
Pump in hole with New UPCO HS 3per rods & pump as follows.

1 1/2" x 30' Polish Rod
2) 2', 4' X 1" Ponies
88) 1" HS 3Pers
86) 7/8" HS 3pers
107) 3/4" HS 3pers
20) 1" HS 3pers
2.50-2-24' RHBC pump# CP168J

NOTE- INSTALLED LEVELING PLATE & POLISH ROD
COUPLING.

12:00 0.50 Pressure Test Space out, Seat, 1 bbls to fill & test to 800 psi "Good" Test,
Bleed psi down to 200 psi & stroke test pump with rig (2
Strokes) to 800 psi good. P/U 18" off of double tag.

12:30 2.50 Rig Up/Down Hang Horse Head, Clamp Rods. Roll unit with pumper
"Good" Have 37" of Polish Rod above top clamp. Rig down
derrick. Rig down and load hard line from rig pump. Clean
up loc.

15:00 15.00 inactive Secure well. Turn well over to production. Park Rig on side
of loc. SDFD. Crew Travel.

Casing Strings
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Conductor 16 84.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Surface 8 5/8 24.00 J-55 12.0
Casing Description OD (in) Wt/Len (Ib/ft) String Grade Top Connection Top (ftKB) Set Depth...

Production 5 1/2 17.00 L-80 LT&C 0.1
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RECEIVED: Jan. 27, 2016

End of Well Report

27 January, 2016

Design: Actual

Crescent Point Energy
Unitah County

Section 27 T7S, R20E

Four Star Federal 6-27-7-20E

Wellbore #1

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Crescent Point

Crescent Point Energy
Unitah County
Section 27 T7S, R20E
Four Star Federal 6-27-7-20E
Wellbore #1

Design: Actual

End of Well Report
27 January, 2016

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

Project:

Company: Local Co-ordinate Reference:

TVD Reference:

Site:

Crescent Point Energy

Unitah County

Section 27 T7S, R20E

Payzone Directional

End of Well Report

Well:

Wellbore:

Four Star Federal 6-27-7-20E

Wellbore #1 Survey Calculation Method: Minimum Curvature

Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

Design: Actual Database: EDM 5000.1 Single User Db

MD Reference: Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

North Reference:

Well Four Star Federal 6-27-7-20E

True

Map System:

Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1983

North American Datum 1983

Unitah County

Utah Central Zone

Mean Sea Level

Site Position:

From:

Site

Latitude:

Longitude:

Position Uncertainty:

Northing:

Easting:

Grid Convergence:

Section 27 T7S, R20E

usft

Lat/Long usft

usft

°1.18Slot Radius: "13-3/16

7,240,365.93

2,156,016.81

0.0

40° 10' 55.473 N

109° 39' 16.013 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

usft

+E/-W

+N/-S

Position Uncertainty

usft

usft

usftGround Level:

Four Star Federal 6-27-7-20E, SHL:  40° 10' 55.473   -109° 39' 16.013

usft

usft

0.0

0.0

7,240,365.92

2,156,016.81

4,800.3Wellhead Elevation: 4,812.3 usft0.0

40° 10' 55.473 N

109° 39' 16.013 W

Wellbore

Declination

(°)

Field Strength

(nT)

Sample Date Dip Angle

(°)

Wellbore #1

Model NameMagnetics

IGRF2010 9/11/2015 10.62 65.88 51,987

Phase:Version:

Audit Notes:

Design Actual

1.0 ACTUAL

Vertical Section: Depth From (TVD)

(usft)

+N/-S

(usft)

Direction

(°)

+E/-W

(usft)

Tie On Depth: 0.0

292.880.00.00.0

From

(usft)

Survey Program

DescriptionTool NameSurvey (Wellbore)

To

(usft)

Date 1/27/2016

MWD MWD - Standard1,136.0 8,000.0 Survey #1 (Wellbore #1)

1/27/2016 11:23:22AM COMPASS 5000.1 Build 70 Page 2

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Payzone Directional

Crescent Point End of Well Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Well: Four Star Federal 6-27-7-20E North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Actual Database: EDM 5000.1 Single User Db

Project Unitah County

Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983

Map Zone: Utah Central Zone

Site Section 27 T7S, R20E

Site Position: Northing: 7,240,365.93 usft Latitude: 40° 10' 55.473 N
From: Lat/Long Easting: 2,156,016.81 usft Longitude: 109° 39' 16.013 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.18 °

Well Four Star Federal 6-27-7-20E, SHL: 40° 10' 55.473 -109° 39' 16.013

Well Position +NI-S 0.0 usft Northing: 7,240,365.92 usft Latitude: 40° 10' 55.473 N
+El-W 0.0 usft Easting: 2,156,016.81 usft Longitude: 109° 39' 16.013 W

Position Uncertainty 0.0 usft Wellhead Elevation: 4,812.3 usft Ground Level: 4,800.3usft

Wellbore Wellbore #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(°) (°) (nT)

IGRF2010 9/11/2015 10.62 65.88 51,987

Design Actual

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 292.88

Survey Program Date 1/27/2016

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

1,136.0 8,000.0 Survey #1 (Wellbore #1) MWD MWD - Standard
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Project:

Company: Local Co-ordinate Reference:

TVD Reference:

Site:

Crescent Point Energy

Unitah County

Section 27 T7S, R20E

Payzone Directional

End of Well Report

Well:

Wellbore:

Four Star Federal 6-27-7-20E

Wellbore #1 Survey Calculation Method: Minimum Curvature

Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

Design: Actual Database: EDM 5000.1 Single User Db

MD Reference: Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

North Reference:

Well Four Star Federal 6-27-7-20E

True

MD

(usft)

Inc

(°)

Azi (azimuth)

(°)

N/S

(usft)

E/W

(usft)

DLeg

(°/100usft)

V. Sec

(usft)

Build

(°/100usft)

Survey

TVD

(usft)

Turn

(°/100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00  0.00

1,136.0 0.60 163.10 1,136.0 -3.8 -5.7 1.7 0.05 0.05  0.00

1,221.0 0.70 174.30 1,221.0 -4.3 -6.6 1.9 0.19 0.12  13.18

1,307.0 0.90 178.70 1,307.0 -4.9 -7.8 2.0 0.24 0.23  5.12

1,392.0 0.70 264.90 1,392.0 -4.7 -8.5 1.5 1.30 -0.24  101.41

1,478.0 1.00 315.90 1,478.0 -3.5 -8.1 0.4 0.91 0.35  59.30

1,564.0 1.20 304.30 1,563.9 -2.0 -7.0 -0.8 0.35 0.23 -13.49

1,649.0 1.70 302.00 1,648.9 0.2 -5.8 -2.6 0.59 0.59 -2.71

1,735.0 2.70 316.40 1,734.8 3.3 -3.7 -5.1 1.32 1.16  16.74

1,821.0 4.30 312.80 1,820.7 8.2 0.0 -8.9 1.88 1.86 -4.19

1,906.0 6.00 308.90 1,905.3 15.4 4.9 -14.7 2.04 2.00 -4.59

1,992.0 7.60 303.40 1,990.7 25.3 10.9 -22.9 2.01 1.86 -6.40

2,077.0 8.80 297.50 2,074.9 37.4 17.0 -33.4 1.72 1.41 -6.94

2,162.0 10.30 299.10 2,158.7 51.4 23.7 -45.8 1.79 1.76  1.88

2,248.0 11.90 296.70 2,243.1 67.9 31.4 -60.4 1.94 1.86 -2.79

2,333.0 13.40 296.90 2,326.0 86.5 39.8 -77.0 1.77 1.76  0.24

2,419.0 14.30 298.30 2,409.5 107.0 49.3 -95.3 1.12 1.05  1.63

2,504.0 15.60 299.50 2,491.6 128.8 59.9 -114.5 1.57 1.53  1.41

2,590.0 16.40 297.70 2,574.3 152.4 71.3 -135.3 1.09 0.93 -2.09

2,675.0 17.90 297.60 2,655.5 177.3 82.9 -157.5 1.77 1.76 -0.12

2,761.0 19.10 297.80 2,737.1 204.5 95.6 -181.7 1.40 1.40  0.23

2,846.0 19.10 296.60 2,817.4 232.3 108.3 -206.4 0.46 0.00 -1.41

2,932.0 20.00 296.50 2,898.4 261.0 121.2 -232.1 1.05 1.05 -0.12

3,017.0 20.80 298.80 2,978.1 290.5 134.9 -258.4 1.33 0.94  2.71

3,103.0 21.00 299.30 3,058.4 321.0 149.8 -285.2 0.31 0.23  0.58

3,188.0 21.10 297.50 3,137.8 351.4 164.3 -312.0 0.77 0.12 -2.12

3,273.0 21.30 298.10 3,217.0 382.0 178.7 -339.2 0.35 0.24  0.71
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Payzone Directional
End of Well ReportCrescent Point

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Well: Four Star Federal 6-27-7-20E North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Actual Database: EDM 5000.1 Single User Db

Survey

MD Inc Azi (azimuth) TVD V. Sec NIS EIW DLeg Build Turn
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00

1,136.0 0.60 163.10 1,136.0 -3.8 -5.7 1.7 0.05 0.05 0.00

1,221.0 0.70 174.30 1,221.0 -4.3 -6.6 1.9 0.19 0.12 13.18

1,307.0 0.90 178.70 1,307.0 -4.9 -7.8 2.0 0.24 0.23 5.12

1,392.0 0.70 264.90 1,392.0 -4.7 -8.5 1.5 1.30 -0.24 101.41

1,478.0 1.00 315.90 1,478.0 -3.5 -8.1 0.4 0.91 0.35 59.30

1,564.0 1.20 304.30 1,563.9 -2.0 -7.0 -0.8 0.35 0.23 -13.49

1,649.0 1.70 302.00 1,648.9 0.2 -5.8 -2.6 0.59 0.59 -2.71

1,735.0 2.70 316.40 1,734.8 3.3 -3.7 -5.1 1.32 1.16 16.74

1,821.0 4.30 312.80 1,820.7 8.2 0.0 -8.9 1.88 1.86 -4.19

1,906.0 6.00 308.90 1,905.3 15.4 4.9 -14.7 2.04 2.00 -4.59

1,992.0 7.60 303.40 1,990.7 25.3 10.9 -22.9 2.01 1.86 -6.40

2,077.0 8.80 297.50 2,074.9 37.4 17.0 -33.4 1.72 1.41 -6.94

2,162.0 10.30 299.10 2,158.7 51.4 23.7 -45.8 1.79 1.76 1.88

2,248.0 11.90 296.70 2,243.1 67.9 31.4 -60.4 1.94 1.86 -2.79

2,333.0 13.40 296.90 2,326.0 86.5 39.8 -77.0 1.77 1.76 0.24

2,419.0 14.30 298.30 2,409.5 107.0 49.3 -95.3 1.12 1.05 1.63

2,504.0 15.60 299.50 2,491.6 128.8 59.9 -114.5 1.57 1.53 1.41

2,590.0 16.40 297.70 2,574.3 152.4 71.3 -135.3 1.09 0.93 -2.09

2,675.0 17.90 297.60 2,655.5 177.3 82.9 -157.5 1.77 1.76 -0.12

2,761.0 19.10 297.80 2,737.1 204.5 95.6 -181.7 1.40 1.40 0.23

2,846.0 19.10 296.60 2,817.4 232.3 108.3 -206.4 0.46 0.00 -1.41

2,932.0 20.00 296.50 2,898.4 261.0 121.2 -232.1 1.05 1.05 -0.12

3,017.0 20.80 298.80 2,978.1 290.5 134.9 -258.4 1.33 0.94 2.71

3,103.0 21.00 299.30 3,058.4 321.0 149.8 -285.2 0.31 0.23 0.58

3,188.0 21.10 297.50 3,137.8 351.4 164.3 -312.0 0.77 0.12 -2.12

3,273.0 21.30 298.10 3,217.0 382.0 178.7 -339.2 0.35 0.24 0.71
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Project:

Company: Local Co-ordinate Reference:

TVD Reference:

Site:

Crescent Point Energy

Unitah County

Section 27 T7S, R20E

Payzone Directional

End of Well Report

Well:

Wellbore:

Four Star Federal 6-27-7-20E

Wellbore #1 Survey Calculation Method: Minimum Curvature

Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

Design: Actual Database: EDM 5000.1 Single User Db

MD Reference: Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

North Reference:

Well Four Star Federal 6-27-7-20E

True

MD

(usft)

Inc

(°)

Azi (azimuth)

(°)

N/S

(usft)

E/W

(usft)

DLeg

(°/100usft)

V. Sec

(usft)

Build

(°/100usft)

Survey

TVD

(usft)

Turn

(°/100usft)

3,359.0 20.10 299.20 3,297.5 412.3 193.2 -365.9 1.47 -1.40  1.28

3,445.0 19.20 297.60 3,378.5 441.0 207.0 -391.3 1.22 -1.05 -1.86

3,530.0 17.30 294.80 3,459.2 467.6 218.8 -415.2 2.46 -2.24 -3.29

3,615.0 16.60 294.40 3,540.5 492.4 229.1 -437.7 0.83 -0.82 -0.47

3,701.0 17.60 295.50 3,622.7 517.6 239.8 -460.7 1.22 1.16  1.28

3,787.0 19.10 298.00 3,704.3 544.6 252.0 -484.8 1.97 1.74  2.91

3,872.0 19.70 296.80 3,784.5 572.8 265.0 -509.9 0.85 0.71 -1.41

3,958.0 19.10 295.80 3,865.6 601.3 277.6 -535.5 0.80 -0.70 -1.16

4,043.0 18.40 295.80 3,946.1 628.6 289.5 -560.1 0.82 -0.82  0.00

4,129.0 19.40 295.80 4,027.4 656.4 301.6 -585.2 1.16 1.16  0.00

4,214.0 20.80 300.70 4,107.3 685.5 315.5 -610.9 2.58 1.65  5.76

4,299.0 21.80 300.70 4,186.5 716.1 331.3 -637.4 1.18 1.18  0.00

4,385.0 21.70 299.50 4,266.3 747.7 347.2 -665.0 0.53 -0.12 -1.40

4,470.0 19.80 297.40 4,345.8 777.6 361.6 -691.4 2.40 -2.24 -2.47

4,556.0 17.70 295.70 4,427.3 805.2 374.0 -716.2 2.52 -2.44 -1.98

4,641.0 16.50 294.50 4,508.5 830.2 384.6 -738.8 1.47 -1.41 -1.41

4,727.0 14.90 292.30 4,591.3 853.5 393.8 -760.1 1.98 -1.86 -2.56

4,812.0 13.00 289.20 4,673.8 873.9 401.1 -779.3 2.40 -2.24 -3.65

4,898.0 11.90 287.10 4,757.8 892.4 406.9 -796.9 1.38 -1.28 -2.44

4,984.0 10.00 284.30 4,842.2 908.6 411.4 -812.6 2.29 -2.21 -3.26

5,069.0 9.60 284.00 4,925.9 922.9 414.9 -826.6 0.47 -0.47 -0.35

5,155.0 9.00 284.60 5,010.8 936.6 418.3 -840.1 0.71 -0.70  0.70

5,240.0 8.20 281.20 5,094.9 949.2 421.2 -852.5 1.11 -0.94 -4.00

5,326.0 7.30 279.70 5,180.1 960.5 423.3 -863.9 1.07 -1.05 -1.74

5,411.0 6.20 281.30 5,264.5 970.2 425.1 -873.7 1.31 -1.29  1.88

5,497.0 4.80 281.40 5,350.1 978.3 426.7 -881.8 1.63 -1.63  0.12

5,582.0 3.60 278.50 5,434.9 984.4 427.8 -887.9 1.43 -1.41 -3.41
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Payzone Directional
End of Well ReportCrescent Point

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Well: Four Star Federal 6-27-7-20E North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Actual Database: EDM 5000.1 Single User Db

Survey

MD Inc Azi (azimuth) TVD V. Sec NIS EIW DLeg Build Turn
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

3,359.0 20.10 299.20 3,297.5 412.3 193.2 -365.9 1.47 -1.40 1.28

3,445.0 19.20 297.60 3,378.5 441.0 207.0 -391.3 1.22 -1.05 -1.86

3,530.0 17.30 294.80 3,459.2 467.6 218.8 -415.2 2.46 -2.24 -3.29

3,615.0 16.60 294.40 3,540.5 492.4 229.1 -437.7 0.83 -0.82 -0.47

3,701.0 17.60 295.50 3,622.7 517.6 239.8 -460.7 1.22 1.16 1.28

3,787.0 19.10 298.00 3,704.3 544.6 252.0 -484.8 1.97 1.74 2.91

3,872.0 19.70 296.80 3,784.5 572.8 265.0 -509.9 0.85 0.71 -1.41

3,958.0 19.10 295.80 3,865.6 601.3 277.6 -535.5 0.80 -0.70 -1.16

4,043.0 18.40 295.80 3,946.1 628.6 289.5 -560.1 0.82 -0.82 0.00

4,129.0 19.40 295.80 4,027.4 656.4 301.6 -585.2 1.16 1.16 0.00

4,214.0 20.80 300.70 4,107.3 685.5 315.5 -610.9 2.58 1.65 5.76

4,299.0 21.80 300.70 4,186.5 716.1 331.3 -637.4 1.18 1.18 0.00

4,385.0 21.70 299.50 4,266.3 747.7 347.2 -665.0 0.53 -0.12 -1.40

4,470.0 19.80 297.40 4,345.8 777.6 361.6 -691.4 2.40 -2.24 -2.47

4,556.0 17.70 295.70 4,427.3 805.2 374.0 -716.2 2.52 -2.44 -1.98

4,641.0 16.50 294.50 4,508.5 830.2 384.6 -738.8 1.47 -1.41 -1.41

4,727.0 14.90 292.30 4,591.3 853.5 393.8 -760.1 1.98 -1.86 -2.56

4,812.0 13.00 289.20 4,673.8 873.9 401.1 -779.3 2.40 -2.24 -3.65

4,898.0 11.90 287.10 4,757.8 892.4 406.9 -796.9 1.38 -1.28 -2.44

4,984.0 10.00 284.30 4,842.2 908.6 411.4 -812.6 2.29 -2.21 -3.26

5,069.0 9.60 284.00 4,925.9 922.9 414.9 -826.6 0.47 -0.47 -0.35

5,155.0 9.00 284.60 5,010.8 936.6 418.3 -840.1 0.71 -0.70 0.70

5,240.0 8.20 281.20 5,094.9 949.2 421.2 -852.5 1.11 -0.94 -4.00

5,326.0 7.30 279.70 5,180.1 960.5 423.3 -863.9 1.07 -1.05 -1.74

5,411.0 6.20 281.30 5,264.5 970.2 425.1 -873.7 1.31 -1.29 1.88

5,497.0 4.80 281.40 5,350.1 978.3 426.7 -881.8 1.63 -1.63 0.12

5,582.0 3.60 278.50 5,434.9 984.4 427.8 -887.9 1.43 -1.41 -3.41
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Project:

Company: Local Co-ordinate Reference:

TVD Reference:

Site:

Crescent Point Energy

Unitah County

Section 27 T7S, R20E

Payzone Directional

End of Well Report

Well:

Wellbore:

Four Star Federal 6-27-7-20E

Wellbore #1 Survey Calculation Method: Minimum Curvature

Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

Design: Actual Database: EDM 5000.1 Single User Db

MD Reference: Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

North Reference:

Well Four Star Federal 6-27-7-20E

True

MD

(usft)

Inc

(°)

Azi (azimuth)

(°)

N/S

(usft)

E/W

(usft)

DLeg

(°/100usft)

V. Sec

(usft)

Build

(°/100usft)

Survey

TVD

(usft)

Turn

(°/100usft)

5,667.0 2.20 266.40 5,519.7 988.4 428.1 -892.2 1.79 -1.65 -14.24

5,753.0 1.60 264.60 5,605.7 991.0 427.9 -895.0 0.70 -0.70 -2.09

5,839.0 1.40 255.50 5,691.7 992.9 427.5 -897.2 0.36 -0.23 -10.58

5,924.0 1.20 219.20 5,776.6 993.9 426.6 -898.8 0.98 -0.24 -42.71

6,010.0 1.40 208.10 5,862.6 994.3 425.0 -899.9 0.37 0.23 -12.91

6,095.0 1.70 201.50 5,947.6 994.3 422.9 -900.8 0.41 0.35 -7.76

6,181.0 1.20 190.80 6,033.6 994.1 420.8 -901.4 0.66 -0.58 -12.44

6,267.0 1.20 170.80 6,119.5 993.5 419.0 -901.5 0.48 0.00 -23.26

6,352.0 1.50 179.90 6,204.5 992.6 417.0 -901.3 0.43 0.35  10.71

6,437.0 1.90 175.60 6,289.5 991.5 414.5 -901.2 0.49 0.47 -5.06

6,523.0 1.70 176.10 6,375.4 990.2 411.8 -901.0 0.23 -0.23  0.58

6,608.0 2.00 172.30 6,460.4 988.9 409.1 -900.7 0.38 0.35 -4.47

6,694.0 2.20 171.20 6,546.3 987.3 406.0 -900.3 0.24 0.23 -1.28

6,779.0 1.50 156.10 6,631.3 985.6 403.3 -899.6 1.00 -0.82 -17.76

6,865.0 1.10 146.50 6,717.3 984.1 401.6 -898.7 0.53 -0.47 -11.16

6,950.0 1.60 155.20 6,802.3 982.6 399.9 -897.7 0.63 0.59  10.24

7,036.0 1.90 142.42 6,888.2 980.4 397.7 -896.3 0.57 0.35 -14.86

7,121.0 1.90 146.91 6,973.2 978.0 395.4 -894.7 0.18 0.00  5.28

Projection to Bit

7,196.0 1.90 146.91 7,048.1 976.0 393.3 -893.4 0.00 0.00  0.00

Additional projection to 8000' MD at client request

8,000.0 1.90 146.91 7,851.7 953.9 370.9 -878.8 0.00 0.00  0.00
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Payzone Directional
End of Well ReportCrescent Point

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Well: Four Star Federal 6-27-7-20E North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Actual Database: EDM 5000.1 Single User Db

Survey

MD Inc Azi (azimuth) TVD V. Sec NIS EIW DLeg Build Turn
(usft) (°) (°) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft)

5,667.0 2.20 266.40 5,519.7 988.4 428.1 -892.2 1.79 -1.65 -14.24

5,753.0 1.60 264.60 5,605.7 991.0 427.9 -895.0 0.70 -0.70 -2.09

5,839.0 1.40 255.50 5,691.7 992.9 427.5 -897.2 0.36 -0.23 -10.58

5,924.0 1.20 219.20 5,776.6 993.9 426.6 -898.8 0.98 -0.24 -42.71

6,010.0 1.40 208.10 5,862.6 994.3 425.0 -899.9 0.37 0.23 -12.91

6,095.0 1.70 201.50 5,947.6 994.3 422.9 -900.8 0.41 0.35 -7.76

6,181.0 1.20 190.80 6,033.6 994.1 420.8 -901.4 0.66 -0.58 -12.44

6,267.0 1.20 170.80 6,119.5 993.5 419.0 -901.5 0.48 0.00 -23.26

6,352.0 1.50 179.90 6,204.5 992.6 417.0 -901.3 0.43 0.35 10.71

6,437.0 1.90 175.60 6,289.5 991.5 414.5 -901.2 0.49 0.47 -5.06

6,523.0 1.70 176.10 6,375.4 990.2 411.8 -901.0 0.23 -0.23 0.58

6,608.0 2.00 172.30 6,460.4 988.9 409.1 -900.7 0.38 0.35 -4.47

6,694.0 2.20 171.20 6,546.3 987.3 406.0 -900.3 0.24 0.23 -1.28

6,779.0 1.50 156.10 6,631.3 985.6 403.3 -899.6 1.00 -0.82 -17.76

6,865.0 1.10 146.50 6,717.3 984.1 401.6 -898.7 0.53 -0.47 -11.16

6,950.0 1.60 155.20 6,802.3 982.6 399.9 -897.7 0.63 0.59 10.24

7,036.0 1.90 142.42 6,888.2 980.4 397.7 -896.3 0.57 0.35 -14.86

7,121.0 1.90 146.91 6,973.2 978.0 395.4 -894.7 0.18 0.00 5.28

Projection to Bit
7,196.0 1.90 146.91 7,048.1 976.0 393.3 -893.4 0.00 0.00 0.00

Additional projection to 8000' MD at client request
8,000.0 1.90 146.91 7,851.7 953.9 370.9 -878.8 0.00 0.00 0.00

1/27/2016 11:23:22AM Page 5 COMPASS 5000.1 Build 70
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Project:

Company: Local Co-ordinate Reference:

TVD Reference:

Site:

Crescent Point Energy

Unitah County

Section 27 T7S, R20E

Payzone Directional

End of Well Report

Well:

Wellbore:

Four Star Federal 6-27-7-20E

Wellbore #1 Survey Calculation Method: Minimum Curvature

Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

Design: Actual Database: EDM 5000.1 Single User Db

MD Reference: Four Star Federal 6-27-7-20E @ 4812.3usft (Capstar 316)

North Reference:

Well Four Star Federal 6-27-7-20E

True

Measured

Depth

(usft)

Vertical

Depth

(usft)
+E/-W

(usft)

+N/-S

(usft)

Local Coordinates

Comment

Design Annotations

7,121.0 6,973.2 -894.7395.4 Projection to Bit

7,196.0 7,048.1 -893.4393.3 Additional projection to 8000' MD at client request

Approved By:Checked By: Date:

1/27/2016 11:23:22AM COMPASS 5000.1 Build 70 Page 6

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Payzone Directional

Crescent Po nt End of Well Report

Company: Crescent Point Energy Local Co-ordinate Reference: Well Four Star Federal 6-27-7-20E

Project: Unitah County TVD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Site: Section 27 T7S, R20E MD Reference: Four Star Federal 6-27-7-20E @4812.3usft (Capstar 3·

Well: Four Star Federal 6-27-7-20E North Reference: True
Wellbore: Wellbore #1 Survey Calculation Method: Minimum Curvature
Design: Actual Database: EDM 5000.1 Single User Db

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

7,121.0 6,973.2 395.4 -894.7 Projection to Bit
7,196.0 7,048.1 393.3 -893.4 Additional projection to 8000' MD at client request

Checked By: Approved By: Date:

1/27/2016 11:23:22AM Page 6 COMPASS 5000.1 Build 70
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Four Star Federal 6-27-7-20E/Actual

Project: Unitah County
Site: Section 27 T7S, R20E
Well: Four Star Federal 6-27-7-20E

Wellbore: Wellbore #1
Design: Actual

Azimuths to True North
Magnetic North: 10.62°

Magnetic Field
Strength: 51986.6snT

Dip Angle: 65.88°
Date: 9/11/2015

Model: IGRF2010

T M

Design: Actual (Four Star Federal 6-27-7-20E/Wellbore #1)

Created By: Date: 11:22, January 27 201

THIS SURVEY IS CORRECT TO THE BEST OF 
MY KNOWLEDGE AND IS SUPPORTED

BY ACTUAL FIELD DATA

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 PI Well Number: 43047526420000
Project: Unitah County I M Azimuths to True North

Site: Section 27 T7S, R20E /\ Magnetic North: 10.62°

Well: Four Star Federal 6-27-7-20E
Wellbore: Wellbore #1 Magnetic Field

CreSCenÍ POinÍ Design: Actual Stre h 51986656s8nT
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RECEIVED: Jan. 27, 2016

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

Unitah

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

SECT\RANGE:

4 Star Ranch

7S

20E

27

Well Information
JOB NO.:

Slick Assembly

1BHA #

BHA TYPE

4 Star Fed 6-27-7-20EWELL NAME:

Build 18.55 INC @ 298.51 AZ hold
trough tangent drop back to vertical
hold to TD well 

6" NMDC

O.D.=6 3/8

Length=31.06

TOP CONN:4 1/2 XH B

6" NMDC

O.D.=6

Length=30.89

TOP CONN:4 1/2 XH B

UBHO Sub

O.D.=6 1/2

Length=3.05

TOP CONN:4 1/2 XH B

7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal

O.D.=6 5/8

Length=32.8

TOP CONN:4 1/2 XH B

Smith MDi 616, 6x16's

O.D.=7 7/8

Length=1

TOP CONN:4 1/2 REG P

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Well Information BHA # 1

- JOB NO.: UT151823 FIELD: 4 Star Ranch

Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch SECT\RANGE: 27

RIG NAME: Capstar 316 20E

STATE: Utah
COUNTY: Unitah BHA TYPE Slick Assembly

WELL NAME: 4 Star Fed 6-27-7-20E

Build 18.55 INC @298.51 AZ hold
trough tangent drop back to vertical DNM6DC8

hold to TD we/I Length=31.06
TOP CONN:4 1/2 XH B

6" NMDC
O.D.=6
Length=30.89
TOP CONN:4 1/2 XH B

UBHO Sub
O.D.=6 1/2
Length=3.05
TOP CONN:4 1/2 XH B

7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal
O.D.=6 5/8
Length=32.8
TOP CONN:4 1/2 XH B

I

Smith MDi 616, 6x16's
O.D.=7 7/8
Length=1
TOP CONN:4 1/2 REG P

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

4 Star Ranch

7S

20E

JOB NO.:

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

Country

4 Star Fed 6-27-7-20EWELL NAME:

Desc:

Bent Hsg/Sub:

Pad OD:

MOTOR INFORMATION

Bit to Bend:

NB Stab:

7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal

1.5 6.08

6 5/8

Range

/ 0

1 1072 111317-Sep 06:52 07:14 0.37 41 111.8Drilling 35 4000 0.59 90.00 0.0510 251 1150  

1 1113 119817-Sep 11:25 12:05 0.67 85 127.5Drilling 35 4000 0.67 171.60 0.1910 251 1150  

1 1198 128317-Sep 12:07 12:39 0.53 85 159.4Drilling 50 8700 0.84 177.68 0.2420 398 1447  

1 1283 136917-Sep 12:41 13:13 0.53 86 161.3Drilling 50 8700 0.58 240.13 1.3020 398 1447  

1 1369 137717-Sep 13:20 13:31 0.18 8 43.6Sliding 50 8700 330M 0.61 249.79 1.3020 398 1447  

1 1377 145417-Sep 13:31 14:07 0.60 77 128.3Drilling 50 8700 0.86 305.70 0.9120 398 1447  

1 1454 146017-Sep 14:11 14:18 0.12 6 51.4Drilling 50 8700 0.89 308.55 0.9120 398 1447  

1 1460 146717-Sep 14:18 14:22 0.07 7 105.0Sliding 50 8700 350M 0.93 311.61 0.9120 398 1447  

1 1467 154017-Sep 14:22 14:58 0.60 73 121.7Drilling 50 8700 1.14 307.12 0.3520 398 1447  

1 1540 162617-Sep 15:00 15:34 0.57 86 151.8Drilling 50 8700 1.56 302.48 0.5920 398 1447  

1 1626 163317-Sep 15:39 15:45 0.10 7 70.0Drilling 50 8700 1.61 302.32 0.5920 398 1447  

1 1633 164117-Sep 15:45 15:50 0.08 8 96.0Sliding 50 8700 310M 1.65 302.16 0.5920 398 1447  

1 1641 171117-Sep 15:50 16:19 0.48 70 144.8Drilling 50 8700 2.41 313.59 1.3220 398 1447  

1 1711 172017-Sep 16:22 16:25 0.05 9 180.0Drilling 50 8700 2.52 314.72 1.3220 398 1447  

1 1720 173617-Sep 16:25 16:38 0.22 16 73.8Sliding 50 8700 340M 2.72 316.33 1.8820 398 1447  

1 1736 179717-Sep 16:38 17:10 0.53 61 114.4Drilling 50 8700 3.85 313.50 1.8820 398 1447  

1 1797 181217-Sep 17:15 17:25 0.17 15 90.0Sliding 50 8700 300M 4.13 313.05 1.8820 398 1447  

1 1812 188317-Sep 17:25 17:55 0.50 71 142.0Drilling 50 8700 5.54 309.72 2.0420 398 1447  

1 1883 189817-Sep 18:00 18:15 0.25 15 60.0Sliding 50 8700 10L 5.84 309.17 2.0420 398 1447  

1 1898 196817-Sep 18:15 18:50 0.58 70 120.0Drilling 50 8700 7.15 304.69 2.0120 398 1447  

1 1968 198317-Sep 18:55 19:05 0.17 15 90.0Sliding 50 8700 30L 7.43 303.86 2.0120 398 1447  

1 1983 205417-Sep 19:05 19:40 0.58 71 121.7Drilling 50 8700 8.47 298.93 1.7220 398 1447  

1 2054 206717-Sep 19:45 19:55 0.17 13 78.0Sliding 50 8700 20L 8.65 298.11 1.7220 398 1447  

1 2067 213917-Sep 19:55 20:30 0.58 72 123.4Drilling 50 8700 9.89 298.71 1.791 398 1447  

1 2139 215217-Sep 20:35 20:55 0.33 13 39.0Sliding 50 8700 10.12 298.94 1.7920 398 1447  

1 2152 222417-Sep 20:55 21:35 0.67 72 108.0Drilling 50 8700 11.45 297.30 1.941 398 1447  

Slide Report for all BHA's in Job: UT151823

# Date
Drill

Mode
Start
Time

End
Time

Hours
Start
MD

End
MD

Depth
Drilled

ROP RPM
Surf.

Torque
TFO INC AZM DLSWOB

Flow
Rate

SPP Note

Note: Surveys listed are interpolated from the actual surveys

WinSERVE II BHA SLIDE REPORT Slide Report for JOB# :UT151823 - Page  1 of 5NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 FIELD: 4 Star Ranch

Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch Range 20E

RIG NAME: Capstar 316 MOTOR INFORMATION
STATE• Utah Desc: 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal
COUNTY: Country Bent Hsg/Sub: 1.5 / 0 Bit to Bend: 6.08
WELL NAME: 4 Star Fed 6-27-7-20E

Pad OD: 6 5/8 NB Stab:

Slide Report for all BHA's in Job: UT151823 Note: Surveys listed are interpolated from the actual surveys

Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM • SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 17-Sep Drilling 06:52 07:14 0.37 1072 1113 41 10 111.8 35 4000 251 1150 0.59 90.00 0.05

1 17-Sep Drilling 11:25 12:05 0.67 1113 1198 85 10 127.5 35 4000 251 1150 0.67 171.60 0.19

1 17-Sep Drilling 12:07 12:39 0.53 1198 1283 85 20 159.4 50 8700 398 1447 0.84 177.68 0.24

1 17-Sep Drilling 12:41 13:13 0.53 1283 1369 86 20 161.3 50 8700 398 1447 0.58 240.13 1.30

1 17-Sep Sliding 13:20 13:31 0.18 1369 1377 8 20 43.6 50 8700 398 1447 330M 0.61 249.79 1.30

1 17-Sep Drilling 13:31 14:07 0.60 1377 1454 77 20 128.3 50 8700 398 1447 0.86 305.70 0.91

1 17-Sep Drilling 14:11 14:18 0.12 1454 1460 6 20 51.4 50 8700 398 1447 0.89 308.55 0.91

1 17-Sep Sliding 14:18 14:22 0.07 1460 1467 7 20 105.0 50 8700 398 1447 350M 0.93 311.61 0.91

1 17-Sep Drilling 14:22 14:58 0.60 1467 1540 73 20 121.7 50 8700 398 1447 1.14 307.12 0.35

1 17-Sep Drilling 15:00 15:34 0.57 1540 1626 86 20 151.8 50 8700 398 1447 1.56 302.48 0.59

1 17-Sep Drilling 15:39 15:45 0.10 1626 1633 7 20 70.0 50 8700 398 1447 1.61 302.32 0.59

1 17-Sep Sliding 15:45 15:50 0.08 1633 1641 8 20 96.0 50 8700 398 1447 310M 1.65 302.16 0.59

1 17-Sep Drilling 15:50 16:19 0.48 1641 1711 70 20 144.8 50 8700 398 1447 2.41 313.59 1.32

1 17-Sep Drilling 16:22 16:25 0.05 1711 1720 9 20 180.0 50 8700 398 1447 2.52 314.72 1.32

1 17-Sep Sliding 16:25 16:38 0.22 1720 1736 16 20 73.8 50 8700 398 1447 340M 2.72 316.33 1.88

1 17-Sep Drilling 16:38 17:10 0.53 1736 1797 61 20 114.4 50 8700 398 1447 3.85 313.50 1.88

1 17-Sep Sliding 17:15 17:25 0.17 1797 1812 15 20 90.0 50 8700 398 1447 300M 4.13 313.05 1.88

1 17-Sep Drilling 17:25 17:55 0.50 1812 1883 71 20 142.0 50 8700 398 1447 5.54 309.72 2.04

1 17-Sep Sliding 18:00 18:15 0.25 1883 1898 15 20 60.0 50 8700 398 1447 10L 5.84 309.17 2.04

1 17-Sep Drilling 18:15 18:50 0.58 1898 1968 70 20 120.0 50 8700 398 1447 7.15 304.69 2.01

1 17-Sep Sliding 18:55 19:05 0.17 1968 1983 15 20 90.0 50 8700 398 1447 30L 7.43 303.86 2.01

1 17-Sep Drilling 19:05 19:40 0.58 1983 2054 71 20 121.7 50 8700 398 1447 8.47 298.93 1.72

1 17-Sep Sliding 19:45 19:55 0.17 2054 2067 13 20 78.0 50 8700 398 1447 20L 8.65 298.11 1.72

1 17-Sep Drilling 19:55 20:30 0.58 2067 2139 72 1 123.4 50 8700 398 1447 9.89 298.71 1.79

1 17-Sep Sliding 20:35 20:55 0.33 2139 2152 13 20 39.0 50 8700 398 1447 10.12 298.94 1.79

1 17-Sep Drilling 20:55 21:35 0.67 2152 2224 72 1 108.0 50 8700 398 1447 11.45 297.30 1.94

WinSERVE II BHA SLIDE REPORT NP46oo Slide Report for JOB#:UT151823 - Page 1 of 5

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

1 2224 223717-Sep 21:40 22:00 0.33 13 39.0Sliding 50 8700 11.69 296.97 1.9420 398 1447  

1 2237 231017-Sep 22:00 22:45 0.75 73 97.3Drilling 50 8700 12.99 296.85 1.771 398 1447  

1 2310 232217-Sep 22:50 23:00 0.17 12 72.0Sliding 50 8700 5R 13.21 296.88 1.7720 398 1447  

1 2322 239517-Sep 23:00 23:40 0.67 73 109.5Drilling 50 8700 14.05 297.93 1.121 398 1447  

1 2395 240717-Sep 23:45 23:55 0.17 12 72.0Sliding 50 8700 5R 14.17 298.12 1.1220 398 1447  

1 2407 240817-Sep 23:55 24:00 0.08 1 12.0Drilling 50 8700 14.18 298.13 1.121 398 1447  

1 2408 248118-Sep 00:00 01:10 1.17 73 62.6Drilling 50 8700 15.25 299.20 1.571 398 1447  

1 2481 249418-Sep 01:15 01:25 0.17 13 78.0Sliding 50 8700 5R 15.45 299.37 1.5720 398 1447  

1 2494 256618-Sep 01:25 02:15 0.83 72 86.4Drilling 50 8700 16.18 298.18 1.091 398 1447  

1 2566 257918-Sep 02:20 02:50 0.50 13 26.0Sliding 50 8700 16.30 297.92 1.0920 398 1447  

1 2579 265218-Sep 02:50 03:40 0.83 73 87.6Drilling 50 8700 17.49 297.63 1.771 398 1447  

1 2652 266718-Sep 03:45 04:10 0.42 15 36.0Sliding 50 8700 5R 17.76 297.61 1.7720 398 1447  

1 2667 273718-Sep 04:10 05:00 0.83 70 84.0Drilling 50 8700 18.77 297.75 1.401 398 1447  

1 2737 274718-Sep 05:10 05:23 0.22 10 46.2Sliding 50 8700 5R 18.90 297.77 1.4020 398 1447  

1 2747 282318-Sep 05:23 06:18 0.92 76 82.9Drilling 50 8700 19.10 296.92 0.461 398 1447  

1 2823 282418-Sep 07:31 07:46 0.25 1 4.0Drilling 50 8700 19.10 296.91 0.461 398 1447  

1 2824 283018-Sep 07:46 08:02 0.27 6 22.5Sliding 50 8700 30R 19.10 296.83 0.4620 398 1447  

1 2830 286818-Sep 08:02 08:25 0.38 38 99.1Drilling 50 8700 19.33 296.57 1.051 398 1447  

1 2868 290818-Sep 09:02 09:33 0.52 40 77.4Drilling 50 8700 19.75 296.53 1.051 398 1447  

1 2908 291518-Sep 09:39 09:42 0.05 7 140.0Drilling 50 8700 19.82 296.52 1.051 398 1447  

1 2915 292618-Sep 09:42 10:06 0.40 11 27.5Sliding 50 8700 40R 19.94 296.51 1.0520 398 1447  

1 2926 299418-Sep 10:06 10:48 0.70 68 97.1Drilling 50 8700 20.58 298.19 1.331 398 1447  

1 2994 300218-Sep 10:51 10:57 0.10 8 80.0Drilling 50 8700 20.66 298.41 1.331 398 1447  

1 3002 301218-Sep 10:57 11:24 0.45 10 22.2Sliding 50 8700 90R 20.75 298.67 1.3320 398 1447  

1 3012 307918-Sep 11:24 12:25 1.02 67 65.9Drilling 50 8700 20.94 299.16 0.311 398 1447  

1 3079 316518-Sep 12:29 13:32 1.05 86 81.9Drilling 50 8700 21.07 297.99 0.771 398 1447  

1 3165 325018-Sep 13:57 15:08 1.18 85 71.8Drilling 50 8700 21.25 297.94 0.351 398 1447  

1 3250 326118-Sep 15:14 15:28 0.23 11 47.1Drilling 50 8700 21.27 298.02 0.351 398 1447  

1 3261 327118-Sep 15:28 16:00 0.53 10 18.8Sliding 50 8700 90R 21.30 298.09 0.3520 398 1447  

1 3271 333518-Sep 16:00 16:59 0.98 64 65.1Drilling 50 8700 20.43 298.88 1.471 398 1447  

1 3335 334318-Sep 17:03 17:08 0.08 8 96.0Drilling 50 8700 20.32 298.99 1.471 398 1447  

1 3343 335818-Sep 17:08 17:50 0.70 15 21.4Sliding 50 8700 130R 20.11 299.19 1.4720 398 1447  

1 3358 342118-Sep 17:50 18:55 1.08 63 58.2Drilling 50 8700 19.45 298.06 1.2220 398 1447  

1 3421 350718-Sep 19:00 20:20 1.33 86 64.5Drilling 50 8700 17.81 295.61 2.4620 398 1447  

1 3507 359218-Sep 20:25 21:10 0.75 85 113.3Drilling 50 8700 16.79 294.51 0.8320 398 1447  

Slide Report for all BHA's in Job: UT151823

# Date
Drill

Mode
Start
Time

End
Time

Hours
Start
MD

End
MD

Depth
Drilled

ROP RPM
Surf.

Torque
TFO INC AZM DLSWOB

Flow
Rate

SPP Note

Note: Surveys listed are interpolated from the actual surveys

WinSERVE II BHA SLIDE REPORT Slide Report for JOB# :UT151823 - Page  2 of 5NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Slide Report for all BHA's in Job: UT151823 Note: Surveys listed tre interpolated from the actual surveys

Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM • SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 17-Sep Sliding 21:40 22:00 0.33 2224 2237 13 20 39.0 50 8700 398 1447 11.69 296.97 1.94

1 17-Sep Drilling 22:00 22:45 0.75 2237 2310 73 1 97.3 50 8700 398 1447 12.99 296.85 1.77

1 17-Sep Sliding 22:50 23:00 0.17 2310 2322 12 20 72.0 50 8700 398 1447 5R 13.21 296.88 1.77

1 17-Sep Drilling 23:00 23:40 0.67 2322 2395 73 1 109.5 50 8700 398 1447 14.05 297.93 1.12

1 17-Sep Sliding 23:45 23:55 0.17 2395 2407 12 20 72.0 50 8700 398 1447 5R 14.17 298.12 1.12

1 17-Sep Drilling 23:55 24:00 0.08 2407 2408 1 1 12.0 50 8700 398 1447 14.18 298.13 1.12

1 18-Sep Drilling 00:00 01:10 1.17 2408 2481 73 1 62.6 50 8700 398 1447 15.25 299.20 1.57

1 18-Sep Sliding 01:15 01:25 0.17 2481 2494 13 20 78.0 50 8700 398 1447 5R 15.45 299.37 1.57

1 18-Sep Drilling 01:25 02:15 0.83 2494 2566 72 1 86.4 50 8700 398 1447 16.18 298.18 1.09

1 18-Sep Sliding 02:20 02:50 0.50 2566 2579 13 20 26.0 50 8700 398 1447 16.30 297.92 1.09

1 18-Sep Drilling 02:50 03:40 0.83 2579 2652 73 1 87.6 50 8700 398 1447 17.49 297.63 1.77

1 18-Sep Sliding 03:45 04:10 0.42 2652 2667 15 20 36.0 50 8700 398 1447 5R 17.76 297.61 1.77

1 18-Sep Drilling 04:10 05:00 0.83 2667 2737 70 1 84.0 50 8700 398 1447 18.77 297.75 1.40

1 18-Sep Sliding 05:10 05:23 0.22 2737 2747 10 20 46.2 50 8700 398 1447 5R 18.90 297.77 1.40

1 18-Sep Drilling 05:23 06:18 0.92 2747 2823 76 1 82.9 50 8700 398 1447 19.10 296.92 0.46

1 18-Sep Drilling 07:31 07:46 0.25 2823 2824 1 1 4.0 50 8700 398 1447 19.10 296.91 0.46

1 18-Sep Sliding 07:46 08:02 0.27 2824 2830 6 20 22.5 50 8700 398 1447 30R 19.10 296.83 0.46

1 18-Sep Drilling 08:02 08:25 0.38 2830 2868 38 1 99.1 50 8700 398 1447 19.33 296.57 1.05

1 18-Sep Drilling 09:02 09:33 0.52 2868 2908 40 1 77.4 50 8700 398 1447 19.75 296.53 1.05

1 18-Sep Drilling 09:39 09:42 0.05 2908 2915 7 1 140.0 50 8700 398 1447 19.82 296.52 1.05

1 18-Sep Sliding 09:42 10:06 0.40 2915 2926 11 20 27.5 50 8700 398 1447 40R 19.94 296.51 1.05

1 18-Sep Drilling 10:06 10:48 0.70 2926 2994 68 1 97.1 50 8700 398 1447 20.58 298.19 1.33

1 18-Sep Drilling 10:51 10:57 0.10 2994 3002 8 1 80.0 50 8700 398 1447 20.66 298.41 1.33

1 18-Sep Sliding 10:57 11:24 0.45 3002 3012 10 20 22.2 50 8700 398 1447 90R 20.75 298.67 1.33

1 18-Sep Drilling 11:24 12:25 1.02 3012 3079 67 1 65.9 50 8700 398 1447 20.94 299.16 0.31

1 18-Sep Drilling 12:29 13:32 1.05 3079 3165 86 1 81.9 50 8700 398 1447 21.07 297.99 0.77

1 18-Sep Drilling 13:57 15:08 1.18 3165 3250 85 1 71.8 50 8700 398 1447 21.25 297.94 0.35

1 18-Sep Drilling 15:14 15:28 0.23 3250 3261 11 1 47.1 50 8700 398 1447 21.27 298.02 0.35

1 18-Sep Sliding 15:28 16:00 0.53 3261 3271 10 20 18.8 50 8700 398 1447 90R 21.30 298.09 0.35

1 18-Sep Drilling 16:00 16:59 0.98 3271 3335 64 1 65.1 50 8700 398 1447 20.43 298.88 1.47

1 18-Sep Drilling 17:03 17:08 0.08 3335 3343 8 1 96.0 50 8700 398 1447 20.32 298.99 1.47

1 18-Sep Sliding 17:08 17:50 0.70 3343 3358 15 20 21.4 50 8700 398 1447 130R 20.11 299.19 1.47

1 18-Sep Drilling 17:50 18:55 1.08 3358 3421 63 20 58.2 50 8700 398 1447 19.45 298.06 1.22

1 18-Sep Drilling 19:00 20:20 1.33 3421 3507 86 20 64.5 50 8700 398 1447 17.81 295.61 2.46

1 18-Sep Drilling 20:25 21:10 0.75 3507 3592 85 20 113.3 50 8700 398 1447 16.79 294.51 0.83
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1 3592 361218-Sep 21:20 21:45 0.42 20 48.0Sliding 50 8700 45R 16.62 294.41 0.8320 398 1447  

1 3612 367718-Sep 21:45 22:50 1.08 65 60.0Drilling 50 8700 17.32 295.21 1.2220 398 1447  

1 3677 369718-Sep 22:55 23:30 0.58 20 34.3Sliding 50 8700 45R 17.55 295.45 1.2220 398 1447  

1 3697 372018-Sep 23:30 24:00 0.50 23 46.0Drilling 50 8700 17.93 296.09 1.9720 398 1447  

1 3720 376319-Sep 00:00 00:50 0.83 43 51.6Drilling 50 8700 18.68 297.34 1.9720 398 1447  

1 3763 378319-Sep 00:55 01:25 0.50 20 40.0Sliding 50 8700 45R 19.03 297.89 1.9720 398 1447  

1 3783 384919-Sep 01:25 02:40 1.25 66 52.8Drilling 50 8700 19.54 297.12 0.8520 398 1447  

1 3849 385919-Sep 02:45 03:05 0.33 10 30.0Sliding 50 8700 90R 19.61 296.98 0.8520 398 1447  

1 3859 393419-Sep 03:05 04:25 1.33 75 56.3Drilling 50 8700 19.27 296.09 0.8020 398 1447  

1 3934 394919-Sep 04:30 06:00 1.50 15 10.0Sliding 50 8700 90R 19.16 295.91 0.8020 398 1447  

1 3949 402019-Sep 06:00 06:06 0.10 71 710.0Drilling 50 8700 18.59 295.80 0.8220 398 1447  

1 4020 402219-Sep 06:11 06:16 0.08 2 24.0Drilling 50 8700 18.57 295.80 0.8220 398 1447  

1 4022 404119-Sep 06:16 07:05 0.82 19 23.3Sliding 50 8700 80R 18.42 295.80 0.8220 398 1447  

1 4041 410519-Sep 07:05 08:16 1.18 64 54.1Drilling 50 8700 19.12 295.80 1.1620 398 1447  

1 4105 410919-Sep 08:20 08:24 0.07 4 60.0Drilling 50 8700 19.17 295.80 1.1620 398 1447  

1 4109 412419-Sep 08:24 08:50 0.43 15 34.6Sliding 50 8700 50R 19.34 295.80 1.1620 398 1447  

1 4124 415119-Sep 08:50 09:27 0.62 27 43.8Drilling 50 8700 19.75 297.13 2.5820 398 1447  

1 4151 416119-Sep 09:27 09:51 0.40 10 25.0Sliding 50 8700 60R 19.91 297.72 2.5820 398 1447  

1 4161 419119-Sep 09:51 10:28 0.62 30 48.6Drilling 50 8700 20.41 299.44 2.5820 398 1447  

1 4191 419319-Sep 10:37 10:41 0.07 2 30.0Drilling 50 8700 20.44 299.55 2.5820 398 1447  

1 4193 420319-Sep 10:41 11:06 0.42 10 24.0Sliding 50 8700 70R 20.61 300.10 2.5820 398 1447  

1 4203 427619-Sep 11:06 12:45 1.65 73 44.2Drilling 50 8700 21.53 300.70 1.1820 398 1447  

1 4276 431919-Sep 12:49 13:54 1.08 43 39.7Drilling 50 8700 21.78 300.42 0.5320 398 1447  

1 4319 436119-Sep 14:59 16:30 1.52 42 27.7Drilling 50 8700 21.73 299.84 0.5320 398 1447  

1 4361 436419-Sep 16:35 16:40 0.08 3 36.0Drilling 50 8700 21.72 299.79 0.5320 398 1447  

1 4364 437219-Sep 16:40 17:04 0.40 8 20.0Sliding 50 8700 160R 21.71 299.68 0.5320 398 1447  

1 4372 444719-Sep 17:04 18:40 1.60 75 46.9Drilling 50 8700 20.31 298.01 2.4020 398 1447  

1 4447 445919-Sep 18:45 19:05 0.33 12 36.0Sliding 50 8700 180 20.04 297.69 2.4020 398 1447  

1 4459 453219-Sep 19:05 20:35 1.50 73 48.7Drilling 50 8700 18.28 296.21 2.5220 398 1447  

1 4532 454219-Sep 20:40 21:00 0.33 10 30.0Sliding 50 8700 160R 18.04 296.00 2.5220 398 1447  

1 4542 461819-Sep 21:00 22:30 1.50 76 50.7Drilling 50 8700 16.82 294.84 1.4720 398 1447  

1 4618 462419-Sep 22:35 22:55 0.33 6 18.0Sliding 50 8700 120R 16.74 294.75 1.4720 398 1447  

1 4624 467319-Sep 22:55 24:00 1.08 49 45.2Drilling 50 8700 15.90 293.73 1.9820 398 1447  

1 4673 470320-Sep 00:00 00:30 0.50 30 60.0Drilling 50 8700 15.34 292.96 1.9820 398 1447  

1 4703 471020-Sep 00:35 00:50 0.25 7 28.0Sliding 50 8700 120R 15.21 292.77 1.9820 398 1447  
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Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM • SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 18-Sep Sliding 21:20 21:45 0.42 3592 3612 20 20 48.0 50 8700 398 1447 45R 16.62 294.41 0.83

1 18-Sep Drilling 21:45 22:50 1.08 3612 3677 65 20 60.0 50 8700 398 1447 17.32 295.21 1.22

1 18-Sep Sliding 22:55 23:30 0.58 3677 3697 20 20 34.3 50 8700 398 1447 45R 17.55 295.45 1.22

1 18-Sep Drilling 23:30 24:00 0.50 3697 3720 23 20 46.0 50 8700 398 1447 17.93 296.09 1.97

1 19-Sep Drilling 00:00 00:50 0.83 3720 3763 43 20 51.6 50 8700 398 1447 18.68 297.34 1.97

1 19-Sep Sliding 00:55 01:25 0.50 3763 3783 20 20 40.0 50 8700 398 1447 45R 19.03 297.89 1.97

1 19-Sep Drilling 01:25 02:40 1.25 3783 3849 66 20 52.8 50 8700 398 1447 19.54 297.12 0.85

1 19-Sep Sliding 02:45 03:05 0.33 3849 3859 10 20 30.0 50 8700 398 1447 90R 19.61 296.98 0.85

1 19-Sep Drilling 03:05 04:25 1.33 3859 3934 75 20 56.3 50 8700 398 1447 19.27 296.09 0.80

1 19-Sep Sliding 04:30 06:00 1.50 3934 3949 15 20 10.0 50 8700 398 1447 90R 19.16 295.91 0.80

1 19-Sep Drilling 06:00 06:06 0.10 3949 4020 71 20 710.0 50 8700 398 1447 18.59 295.80 0.82

1 19-Sep Drilling 06:11 06:16 0.08 4020 4022 2 20 24.0 50 8700 398 1447 18.57 295.80 0.82

1 19-Sep Sliding 06:16 07:05 0.82 4022 4041 19 20 23.3 50 8700 398 1447 80R 18.42 295.80 0.82

1 19-Sep Drilling 07:05 08:16 1.18 4041 4105 64 20 54.1 50 8700 398 1447 19.12 295.80 1.16

1 19-Sep Drilling 08:20 08:24 0.07 4105 4109 4 20 60.0 50 8700 398 1447 19.17 295.80 1.16

1 19-Sep Sliding 08:24 08:50 0.43 4109 4124 15 20 34.6 50 8700 398 1447 50R 19.34 295.80 1.16

1 19-Sep Drilling 08:50 09:27 0.62 4124 4151 27 20 43.8 50 8700 398 1447 19.75 297.13 2.58

1 19-Sep Sliding 09:27 09:51 0.40 4151 4161 10 20 25.0 50 8700 398 1447 60R 19.91 297.72 2.58

1 19-Sep Drilling 09:51 10:28 0.62 4161 4191 30 20 48.6 50 8700 398 1447 20.41 299.44 2.58

1 19-Sep Drilling 10:37 10:41 0.07 4191 4193 2 20 30.0 50 8700 398 1447 20.44 299.55 2.58

1 19-Sep Sliding 10:41 11:06 0.42 4193 4203 10 20 24.0 50 8700 398 1447 70R 20.61 300.10 2.58

1 19-Sep Drilling 11:06 12:45 1.65 4203 4276 73 20 44.2 50 8700 398 1447 21.53 300.70 1.18

1 19-Sep Drilling 12:49 13:54 1.08 4276 4319 43 20 39.7 50 8700 398 1447 21.78 300.42 0.53

1 19-Sep Drilling 14:59 16:30 1.52 4319 4361 42 20 27.7 50 8700 398 1447 21.73 299.84 0.53

1 19-Sep Drilling 16:35 16:40 0.08 4361 4364 3 20 36.0 50 8700 398 1447 21.72 299.79 0.53

1 19-Sep Sliding 16:40 17:04 0.40 4364 4372 8 20 20.0 50 8700 398 1447 160R 21.71 299.68 0.53

1 19-Sep Drilling 17:04 18:40 1.60 4372 4447 75 20 46.9 50 8700 398 1447 20.31 298.01 2.40

1 19-Sep Sliding 18:45 19:05 0.33 4447 4459 12 20 36.0 50 8700 398 1447 180 20.04 297.69 2.40

1 19-Sep Drilling 19:05 20:35 1.50 4459 4532 73 20 48.7 50 8700 398 1447 18.28 296.21 2.52

1 19-Sep Sliding 20:40 21:00 0.33 4532 4542 10 20 30.0 50 8700 398 1447 160R 18.04 296.00 2.52

1 19-Sep Drilling 21:00 22:30 1.50 4542 4618 76 20 50.7 50 8700 398 1447 16.82 294.84 1.47

1 19-Sep Sliding 22:35 22:55 0.33 4618 4624 6 20 18.0 50 8700 398 1447 120R 16.74 294.75 1.47

1 19-Sep Drilling 22:55 24:00 1.08 4624 4673 49 20 45.2 50 8700 398 1447 15.90 293.73 1.98

1 20-Sep Drilling 00:00 00:30 0.50 4673 4703 30 20 60.0 50 8700 398 1447 15.34 292.96 1.98

1 20-Sep Sliding 00:35 00:50 0.25 4703 4710 7 20 28.0 50 8700 398 1447 120R 15.21 292.77 1.98
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1 4710 478920-Sep 00:50 02:20 1.50 79 52.7Drilling 50 8700 13.51 290.12 2.4020 398 1447  

1 4789 479520-Sep 02:25 02:40 0.25 6 24.0Sliding 50 8700 120R 13.38 289.89 2.4020 398 1447  

1 4795 487420-Sep 02:40 04:35 1.92 79 41.2Drilling 50 8700 12.21 287.72 1.3820 398 1447  

1 4874 487920-Sep 04:40 05:00 0.33 5 15.0Sliding 50 8700 90R 12.14 287.60 1.3820 398 1447  

1 4879 496020-Sep 05:00 07:05 2.08 81 38.9Drilling 50 8700 10.53 285.18 2.2920 398 1447  

1 4960 496420-Sep 07:12 07:16 0.07 4 60.0Drilling 50 8700 10.44 285.04 2.2920 398 1447  

1 4964 497920-Sep 07:16 07:58 0.70 15 21.4Sliding 50 8700 120R 10.11 284.49 2.2920 398 1447  

1 4979 504620-Sep 07:58 09:19 1.35 67 49.6Drilling 50 8700 9.71 284.08 0.4720 398 1447  

1 5046 504820-Sep 09:23 09:30 0.12 2 17.1Drilling 50 8700 9.70 284.08 0.4720 398 1447  

1 5048 506620-Sep 09:30 10:15 0.75 18 24.0Sliding 50 8700 90R 9.61 284.01 0.4720 398 1447  

1 5066 513120-Sep 10:15 11:34 1.32 65 49.4Drilling 50 8700 9.17 284.42 0.7120 398 1447  

1 5131 513420-Sep 11:37 11:43 0.10 3 30.0Drilling 50 8700 9.15 284.45 0.7120 398 1447  

1 5134 514620-Sep 11:43 12:22 0.65 12 18.5Sliding 50 8700 110R 9.06 284.53 0.7120 398 1447  

1 5146 521720-Sep 12:22 13:52 1.50 71 47.3Drilling 50 8700 8.41 282.18 1.1120 398 1447  

1 5217 530220-Sep 13:57 16:31 2.57 85 33.1Drilling 50 8700 7.55 280.15 1.0720 398 1447  

1 5302 531020-Sep 16:50 17:30 0.67 8 12.0Sliding 50 8700 150R 7.47 280.01 1.0720 398 1447  

1 5310 538820-Sep 17:30 20:00 2.50 78 31.2Drilling 50 8700 6.50 280.81 1.3120 398 1447  

1 5388 540020-Sep 20:05 20:50 0.75 12 16.0Sliding 50 8700 170R 6.34 281.06 1.3120 398 1447  

1 5400 547320-Sep 20:50 22:25 1.58 73 46.1Drilling 50 8700 5.19 281.37 1.6320 398 1447  

1 5473 549120-Sep 22:30 23:20 0.83 18 21.6Sliding 50 8700 170R 4.90 281.39 1.6320 398 1447  

1 5491 551820-Sep 23:20 24:00 0.67 27 40.5Drilling 50 8700 4.50 280.83 1.4320 398 1447  

1 5518 555921-Sep 00:00 00:55 0.92 41 44.7Drilling 50 8700 3.92 279.46 1.4320 398 1447  

1 5559 557921-Sep 01:00 02:00 1.00 20 20.0Sliding 50 8700 170R 3.64 278.63 1.4320 398 1447  

1 5579 564421-Sep 02:00 03:35 1.58 65 41.1Drilling 50 8700 2.57 270.96 1.7920 398 1447  

1 5644 566421-Sep 03:40 04:40 1.00 20 20.0Sliding 50 8700 170R 2.25 267.08 1.7920 398 1447  

1 5664 572921-Sep 04:40 05:49 1.15 65 56.5Drilling 50 8700 1.77 265.23 0.7020 398 1447  

1 5729 575421-Sep 05:57 07:03 1.10 25 22.7Sliding 50 8700 90M 1.60 264.51 0.3620 398 1447  

1 5754 581521-Sep 07:03 08:46 1.72 61 35.5Drilling 50 8700 1.45 258.29 0.3620 398 1447  

1 5815 590121-Sep 08:50 10:54 2.07 86 41.6Drilling 50 8700 1.20 229.96 0.9820 398 1447  

1 5901 598621-Sep 10:58 13:31 2.55 85 33.3Drilling 50 8700 1.34 210.86 0.3720 398 1447  

1 5986 607221-Sep 13:36 14:30 0.90 86 95.6Drilling 50 8700 1.62 203.04 0.4120 398 1447  

1 6072 615721-Sep 14:34 16:19 1.75 85 48.6Drilling 50 8700 1.33 194.59 0.6620 398 1447  

1 6157 616321-Sep 16:30 16:38 0.13 6 45.0Drilling 50 8700 1.30 193.71 0.6620 398 1447  

1 6163 617821-Sep 16:38 17:11 0.55 15 27.3Sliding 50 8700 90M 1.22 191.32 0.6620 398 1447  

1 6178 620021-Sep 17:11 17:35 0.40 22 55.0Drilling 50 8700 1.19 186.42 0.4820 398 1447  
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Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM • SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 20-Sep Drilling 00:50 02:20 1.50 4710 4789 79 20 52.7 50 8700 398 1447 13.51 290.12 2.40

1 20-Sep Sliding 02:25 02:40 0.25 4789 4795 6 20 24.0 50 8700 398 1447 120R 13.38 289.89 2.40

1 20-Sep Drilling 02:40 04:35 1.92 4795 4874 79 20 41.2 50 8700 398 1447 12.21 287.72 1.38

1 20-Sep Sliding 04:40 05:00 0.33 4874 4879 5 20 15.0 50 8700 398 1447 90R 12.14 287.60 1.38

1 20-Sep Drilling 05:00 07:05 2.08 4879 4960 81 20 38.9 50 8700 398 1447 10.53 285.18 2.29

1 20-Sep Drilling 07:12 07:16 0.07 4960 4964 4 20 60.0 50 8700 398 1447 10.44 285.04 2.29

1 20-Sep Sliding 07:16 07:58 0.70 4964 4979 15 20 21.4 50 8700 398 1447 120R 10.11 284.49 2.29

1 20-Sep Drilling 07:58 09:19 1.35 4979 5046 67 20 49.6 50 8700 398 1447 9.71 284.08 0.47

1 20-Sep Drilling 09:23 09:30 0.12 5046 5048 2 20 17.1 50 8700 398 1447 9.70 284.08 0.47

1 20-Sep Sliding 09:30 10:15 0.75 5048 5066 18 20 24.0 50 8700 398 1447 90R 9.61 284.01 0.47

1 20-Sep Drilling 10:15 11:34 1.32 5066 5131 65 20 49.4 50 8700 398 1447 9.17 284.42 0.71

1 20-Sep Drilling 11:37 11:43 0.10 5131 5134 3 20 30.0 50 8700 398 1447 9.15 284.45 0.71

1 20-Sep Sliding 11:43 12:22 0.65 5134 5146 12 20 18.5 50 8700 398 1447 110R 9.06 284.53 0.71

1 20-Sep Drilling 12:22 13:52 1.50 5146 5217 71 20 47.3 50 8700 398 1447 8.41 282.18 1.11

1 20-Sep Drilling 13:57 16:31 2.57 5217 5302 85 20 33.1 50 8700 398 1447 7.55 280.15 1.07

1 20-Sep Sliding 16:50 17:30 0.67 5302 5310 8 20 12.0 50 8700 398 1447 150R 7.47 280.01 1.07

1 20-Sep Drilling 17:30 20:00 2.50 5310 5388 78 20 31.2 50 8700 398 1447 6.50 280.81 1.31

1 20-Sep Sliding 20:05 20:50 0.75 5388 5400 12 20 16.0 50 8700 398 1447 170R 6.34 281.06 1.31

1 20-Sep Drilling 20:50 22:25 1.58 5400 5473 73 20 46.1 50 8700 398 1447 5.19 281.37 1.63

1 20-Sep Sliding 22:30 23:20 0.83 5473 5491 18 20 21.6 50 8700 398 1447 170R 4.90 281.39 1.63

1 20-Sep Drilling 23:20 24:00 0.67 5491 5518 27 20 40.5 50 8700 398 1447 4.50 280.83 1.43

1 21-Sep Drilling 00:00 00:55 0.92 5518 5559 41 20 44.7 50 8700 398 1447 3.92 279.46 1.43

1 21-Sep Sliding 01:00 02:00 1.00 5559 5579 20 20 20.0 50 8700 398 1447 170R 3.64 278.63 1.43

1 21-Sep Drilling 02:00 03:35 1.58 5579 5644 65 20 41.1 50 8700 398 1447 2.57 270.96 1.79

1 21-Sep Sliding 03:40 04:40 1.00 5644 5664 20 20 20.0 50 8700 398 1447 170R 2.25 267.08 1.79

1 21-Sep Drilling 04:40 05:49 1.15 5664 5729 65 20 56.5 50 8700 398 1447 1.77 265.23 0.70

1 21-Sep Sliding 05:57 07:03 1.10 5729 5754 25 20 22.7 50 8700 398 1447 90M 1.60 264.51 0.36

1 21-Sep Drilling 07:03 08:46 1.72 5754 5815 61 20 35.5 50 8700 398 1447 1.45 258.29 0.36

1 21-Sep Drilling 08:50 10:54 2.07 5815 5901 86 20 41.6 50 8700 398 1447 1.20 229.96 0.98

1 21-Sep Drilling 10:58 13:31 2.55 5901 5986 85 20 33.3 50 8700 398 1447 1.34 210.86 0.37

1 21-Sep Drilling 13:36 14:30 0.90 5986 6072 86 20 95.6 50 8700 398 1447 1.62 203.04 0.41

1 21-Sep Drilling 14:34 16:19 1.75 6072 6157 85 20 48.6 50 8700 398 1447 1.33 194.59 0.66

1 21-Sep Drilling 16:30 16:38 0.13 6157 6163 6 20 45.0 50 8700 398 1447 1.30 193.71 0.66

1 21-Sep Sliding 16:38 17:11 0.55 6163 6178 15 20 27.3 50 8700 398 1447 90M 1.22 191.32 0.66

1 21-Sep Drilling 17:11 17:35 0.40 6178 6200 22 20 55.0 50 8700 398 1447 1.19 186.42 0.48
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1 6200 621521-Sep 17:35 18:15 0.67 15 22.5Sliding 50 8700 50M 1.18 182.91 0.4820 398 1447  

1 6215 624321-Sep 18:15 18:50 0.58 28 48.0Drilling 50 8700 1.19 176.35 0.4820 398 1447  

1 6243 632921-Sep 18:55 20:40 1.75 86 49.1Drilling 50 8700 1.42 177.82 0.4320 398 1447  

1 6329 641421-Sep 20:45 22:25 1.67 85 51.0Drilling 50 8700 1.79 176.57 0.4920 398 1447  

1 6414 648721-Sep 22:30 24:00 1.50 73 48.7Drilling 50 8700 1.78 175.88 0.2320 398 1447  

1 6487 649922-Sep 00:00 00:15 0.25 12 48.0Drilling 50 8700 1.76 175.95 0.2320 398 1447  

1 6499 651922-Sep 00:20 01:25 1.08 20 18.5Sliding 50 8700 50M 1.71 176.07 0.2320 398 1447  

1 6519 658522-Sep 01:25 03:25 2.00 66 33.0Drilling 50 8700 1.92 173.21 0.3820 398 1447  

1 6585 667022-Sep 03:30 05:25 1.92 85 44.3Drilling 50 8700 2.14 171.49 0.2420 398 1447  

1 6670 671622-Sep 05:33 06:29 0.93 46 49.3Drilling 50 8700 2.01 168.31 1.0020 398 1447  

1 6716 673422-Sep 06:29 07:28 0.98 18 18.3Sliding 50 8700 340M 1.86 165.51 1.0020 398 1447  

1 6734 675622-Sep 07:28 07:50 0.37 22 60.0Drilling 50 8700 1.68 161.41 1.0020 398 1447  

1 6756 676122-Sep 08:03 08:11 0.13 5 37.5Drilling 50 8700 1.64 160.35 1.0020 398 1447  

1 6761 677322-Sep 08:11 08:48 0.62 12 19.5Sliding 50 8700 0M 1.54 157.60 1.0020 398 1447  

1 6773 680022-Sep 08:48 09:22 0.57 27 47.6Drilling 50 8700 1.40 154.27 0.5320 398 1447  

1 6800 681522-Sep 09:22 10:32 1.17 15 12.9Sliding 50 8700 330M 1.33 152.79 0.5320 398 1447  

1 6815 684122-Sep 10:32 11:56 1.40 26 18.6Drilling 50 8700 1.21 149.81 0.5320 398 1447  

1 6841 688422-Sep 12:01 12:50 0.82 43 52.7Drilling 50 8700 1.21 149.06 0.6320 398 1447  

1 6884 692722-Sep 12:50 13:57 1.12 43 38.5Drilling 50 8700 1.46 153.44 0.6320 398 1447  

1 6927 701222-Sep 14:01 16:15 2.23 85 38.1Drilling 50 8700 0.00 0.00 0.0020 398 1447  

1 7012 709822-Sep 16:40 19:10 2.50 86 34.4Drilling 50 8700 0.00 0.00 0.0020 398 1447  

1 7098 718322-Sep 19:20 22:15 2.92 85 29.1Drilling 50 8700 0.00 0.00 0.0020 398 1447  

1 7183 719622-Sep 22:20 23:10 0.83 13 15.6Drilling 50 8700 0.00 0.00 0.0020 398 1447  

Total Drilled:

Total Rotary Drilled:

Total Drilled Sliding: Percent Slide:

Percent Rotary:

Avg. Total  ROP:

Avg. Rotary ROP:

Avg. Slide ROP:

6124

5438

686

48.93

54.89

26.28

88.80 - 79.15

11.20 - 20.85

DEPTH% - TIME %

Slide Report for all BHA's in Job: UT151823

# Date
Drill

Mode
Start
Time

End
Time

Hours
Start
MD

End
MD

Depth
Drilled

ROP RPM
Surf.

Torque
TFO INC AZM DLSWOB

Flow
Rate

SPP Note

Note: Surveys listed are interpolated from the actual surveys

WinSERVE II BHA SLIDE REPORT Slide Report for JOB# :UT151823 - Page  5 of 5NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Slide Report for all BHA's in Job: UT151823 Note: Surveys listed are interpolated from the actual surveys

Drill Start End Start End De th Surf Flow# Date Hours WOB ROP RPM • SPP TFO INC AZM DLS NoteMode Time Time MD MD Drilled Torque Rate
1 21-Sep Sliding 17:35 18:15 0.67 6200 6215 15 20 22.5 50 8700 398 1447 50M 1.18 182.91 0.48

1 21-Sep Drilling 18:15 18:50 0.58 6215 6243 28 20 48.0 50 8700 398 1447 1.19 176.35 0.48

1 21-Sep Drilling 18:55 20:40 1.75 6243 6329 86 20 49.1 50 8700 398 1447 1.42 177.82 0.43

1 21-Sep Drilling 20:45 22:25 1.67 6329 6414 85 20 51.0 50 8700 398 1447 1.79 176.57 0.49

1 21-Sep Drilling 22:30 24:00 1.50 6414 6487 73 20 48.7 50 8700 398 1447 1.78 175.88 0.23

1 22-Sep Drilling 00:00 00:15 0.25 6487 6499 12 20 48.0 50 8700 398 1447 1.76 175.95 0.23

1 22-Sep Sliding 00:20 01:25 1.08 6499 6519 20 20 18.5 50 8700 398 1447 50M 1.71 176.07 0.23

1 22-Sep Drilling 01:25 03:25 2.00 6519 6585 66 20 33.0 50 8700 398 1447 1.92 173.21 0.38

1 22-Sep Drilling 03:30 05:25 1.92 6585 6670 85 20 44.3 50 8700 398 1447 2.14 171.49 0.24

1 22-Sep Drilling 05:33 06:29 0.93 6670 6716 46 20 49.3 50 8700 398 1447 2.01 168.31 1.00

1 22-Sep Sliding 06:29 07:28 0.98 6716 6734 18 20 18.3 50 8700 398 1447 340M 1.86 165.51 1.00

1 22-Sep Drilling 07:28 07:50 0.37 6734 6756 22 20 60.0 50 8700 398 1447 1.68 161.41 1.00

1 22-Sep Drilling 08:03 08:11 0.13 6756 6761 5 20 37.5 50 8700 398 1447 1.64 160.35 1.00

1 22-Sep Sliding 08:11 08:48 0.62 6761 6773 12 20 19.5 50 8700 398 1447 OM 1.54 157.60 1.00

1 22-Sep Drilling 08:48 09:22 0.57 6773 6800 27 20 47.6 50 8700 398 1447 1.40 154.27 0.53

1 22-Sep Sliding 09:22 10:32 1.17 6800 6815 15 20 12.9 50 8700 398 1447 330M 1.33 152.79 0.53

1 22-Sep Drilling 10:32 11:56 1.40 6815 6841 26 20 18.6 50 8700 398 1447 1.21 149.81 0.53

1 22-Sep Drilling 12:01 12:50 0.82 6841 6884 43 20 52.7 50 8700 398 1447 1.21 149.06 0.63

1 22-Sep Drilling 12:50 13:57 1.12 6884 6927 43 20 38.5 50 8700 398 1447 1.46 153.44 0.63

1 22-Sep Drilling 14:01 16:15 2.23 6927 7012 85 20 38.1 50 8700 398 1447 0.00 0.00 0.00

1 22-Sep Drilling 16:40 19:10 2.50 7012 7098 86 20 34.4 50 8700 398 1447 0.00 0.00 0.00

1 22-Sep Drilling 19:20 22:15 2.92 7098 7183 85 20 29.1 50 8700 398 1447 0.00 0.00 0.00

1 22-Sep Drilling 22:20 23:10 0.83 7183 7196 13 20 15.6 50 8700 398 1447 0.00 0.00 0.00

Total Drilled: 6124 AVg. Total ROP: 48.93 DEPTH% - TIME %

Total Rotary Drilled: 5438 Avg. Rotary ROP: 54.89 Percent Rotary: 88.80 - 79.15

Total Drilled Sliding: 686 Avg. Slide ROP: 26.28 Percent Slide: 11.20 - 20.85
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4 Star Ranch

7S

20E

JOB NO.:

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

Country

4 Star Fed 6-27-7-20EWELL NAME:

Desc:

Bent Hsg/Sub:

Pad OD:

MOTOR INFORMATION

Bit to Bend:

NB Stab:

7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal

1.5 6.08

6 5/8

Range

/ 0

1 1072 111317-Sep 06:52 07:14 0.37 41 111.8Drilling 35 4000 0.59 90.00 0.0510 251 1150  

1 1113 119817-Sep 11:25 12:05 0.67 85 127.5Drilling 35 4000 0.67 171.60 0.1910 251 1150  

1 1198 128317-Sep 12:07 12:39 0.53 85 159.4Drilling 50 8700 0.84 177.68 0.2420 398 1447  

1 1283 136917-Sep 12:41 13:13 0.53 86 161.3Drilling 50 8700 0.58 240.13 1.3020 398 1447  

1 1369 137717-Sep 13:20 13:31 0.18 8 43.6Sliding 50 8700 330M 0.61 249.79 1.3020 398 1447  

1 1377 145417-Sep 13:31 14:07 0.60 77 128.3Drilling 50 8700 0.86 305.70 0.9120 398 1447  

1 1454 146017-Sep 14:11 14:18 0.12 6 51.4Drilling 50 8700 0.89 308.55 0.9120 398 1447  

1 1460 146717-Sep 14:18 14:22 0.07 7 105.0Sliding 50 8700 350M 0.93 311.61 0.9120 398 1447  

1 1467 154017-Sep 14:22 14:58 0.60 73 121.7Drilling 50 8700 1.14 307.12 0.3520 398 1447  

1 1540 162617-Sep 15:00 15:34 0.57 86 151.8Drilling 50 8700 1.56 302.48 0.5920 398 1447  

1 1626 163317-Sep 15:39 15:45 0.10 7 70.0Drilling 50 8700 1.61 302.32 0.5920 398 1447  

1 1633 164117-Sep 15:45 15:50 0.08 8 96.0Sliding 50 8700 310M 1.65 302.16 0.5920 398 1447  

1 1641 171117-Sep 15:50 16:19 0.48 70 144.8Drilling 50 8700 2.41 313.59 1.3220 398 1447  

1 1711 172017-Sep 16:22 16:25 0.05 9 180.0Drilling 50 8700 2.52 314.72 1.3220 398 1447  

1 1720 173617-Sep 16:25 16:38 0.22 16 73.8Sliding 50 8700 340M 2.72 316.33 1.8820 398 1447  

1 1736 179717-Sep 16:38 17:10 0.53 61 114.4Drilling 50 8700 3.85 313.50 1.8820 398 1447  

1 1797 181217-Sep 17:15 17:25 0.17 15 90.0Sliding 50 8700 300M 4.13 313.05 1.8820 398 1447  

1 1812 188317-Sep 17:25 17:55 0.50 71 142.0Drilling 50 8700 5.54 309.72 2.0420 398 1447  

1 1883 189817-Sep 18:00 18:15 0.25 15 60.0Sliding 50 8700 10L 5.84 309.17 2.0420 398 1447  

1 1898 196817-Sep 18:15 18:50 0.58 70 120.0Drilling 50 8700 7.15 304.69 2.0120 398 1447  

1 1968 198317-Sep 18:55 19:05 0.17 15 90.0Sliding 50 8700 30L 7.43 303.86 2.0120 398 1447  

1 1983 205417-Sep 19:05 19:40 0.58 71 121.7Drilling 50 8700 8.47 298.93 1.7220 398 1447  

1 2054 206717-Sep 19:45 19:55 0.17 13 78.0Sliding 50 8700 20L 8.65 298.11 1.7220 398 1447  

1 2067 213917-Sep 19:55 20:30 0.58 72 123.4Drilling 50 8700 9.89 298.71 1.791 398 1447  

1 2139 215217-Sep 20:35 20:55 0.33 13 39.0Sliding 50 8700 10.12 298.94 1.7920 398 1447  

1 2152 222417-Sep 20:55 21:35 0.67 72 108.0Drilling 50 8700 11.45 297.30 1.941 398 1447  

Slide Report for BHA #  1

# Date
Drill

Mode
Start
Time

End
Time

Hours
Start
MD

End
MD

Depth
Drilled

ROP RPM
Surf.

Torque
TFO INC AZM DLSWOB

Flow
Rate

SPP Note

Note: Surveys listed are interpolated from the actual surveys
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 FIELD: 4 Star Ranch

Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch Range 20E

RIG NAME: Capstar 316 MOTOR INFORMATION
STATE• Utah Desc: 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal
COUNTY: Country Bent Hsg/Sub: 1.5 / 0 Bit to Bend: 6.08
WELL NAME: 4 Star Fed 6-27-7-20E

Pad OD: 6 5/8 NB Stab:

Slide Report for BHA # 1 Note: Surveys listed are interpolated from the actual surveys

Drill Start End Start End Depth Surf Flow# Date Mode Time Time Hours MD MD Drilled WOB ROP RPM Torque Rate SPP TFO INC AZM DLS Note

1 17-Sep Drilling 06:52 07:14 0.37 1072 1113 41 10 111.8 35 4000 251 1150 0.59 90.00 0.05

1 17-Sep Drilling 11:25 12:05 0.67 1113 1198 85 10 127.5 35 4000 251 1150 0.67 171.60 0.19

1 17-Sep Drilling 12:07 12:39 0.53 1198 1283 85 20 159.4 50 8700 398 1447 0.84 177.68 0.24

1 17-Sep Drilling 12:41 13:13 0.53 1283 1369 86 20 161.3 50 8700 398 1447 0.58 240.13 1.30

1 17-Sep Sliding 13:20 13:31 0.18 1369 1377 8 20 43.6 50 8700 398 1447 330M 0.61 249.79 1.30

1 17-Sep Drilling 13:31 14:07 0.60 1377 1454 77 20 128.3 50 8700 398 1447 0.86 305.70 0.91

1 17-Sep Drilling 14:11 14:18 0.12 1454 1460 6 20 51.4 50 8700 398 1447 0.89 308.55 0.91

1 17-Sep Sliding 14:18 14:22 0.07 1460 1467 7 20 105.0 50 8700 398 1447 350M 0.93 311.61 0.91

1 17-Sep Drilling 14:22 14:58 0.60 1467 1540 73 20 121.7 50 8700 398 1447 1.14 307.12 0.35

1 17-Sep Drilling 15:00 15:34 0.57 1540 1626 86 20 151.8 50 8700 398 1447 1.56 302.48 0.59

1 17-Sep Drilling 15:39 15:45 0.10 1626 1633 7 20 70.0 50 8700 398 1447 1.61 302.32 0.59

1 17-Sep Sliding 15:45 15:50 0.08 1633 1641 8 20 96.0 50 8700 398 1447 310M 1.65 302.16 0.59

1 17-Sep Drilling 15:50 16:19 0.48 1641 1711 70 20 144.8 50 8700 398 1447 2.41 313.59 1.32

1 17-Sep Drilling 16:22 16:25 0.05 1711 1720 9 20 180.0 50 8700 398 1447 2.52 314.72 1.32

1 17-Sep Sliding 16:25 16:38 0.22 1720 1736 16 20 73.8 50 8700 398 1447 340M 2.72 316.33 1.88

1 17-Sep Drilling 16:38 17:10 0.53 1736 1797 61 20 114.4 50 8700 398 1447 3.85 313.50 1.88

1 17-Sep Sliding 17:15 17:25 0.17 1797 1812 15 20 90.0 50 8700 398 1447 300M 4.13 313.05 1.88

1 17-Sep Drilling 17:25 17:55 0.50 1812 1883 71 20 142.0 50 8700 398 1447 5.54 309.72 2.04

1 17-Sep Sliding 18:00 18:15 0.25 1883 1898 15 20 60.0 50 8700 398 1447 10L 5.84 309.17 2.04

1 17-Sep Drilling 18:15 18:50 0.58 1898 1968 70 20 120.0 50 8700 398 1447 7.15 304.69 2.01

1 17-Sep Sliding 18:55 19:05 0.17 1968 1983 15 20 90.0 50 8700 398 1447 30L 7.43 303.86 2.01

1 17-Sep Drilling 19:05 19:40 0.58 1983 2054 71 20 121.7 50 8700 398 1447 8.47 298.93 1.72

1 17-Sep Sliding 19:45 19:55 0.17 2054 2067 13 20 78.0 50 8700 398 1447 20L 8.65 298.11 1.72

1 17-Sep Drilling 19:55 20:30 0.58 2067 2139 72 1 123.4 50 8700 398 1447 9.89 298.71 1.79

1 17-Sep Sliding 20:35 20:55 0.33 2139 2152 13 20 39.0 50 8700 398 1447 10.12 298.94 1.79

1 17-Sep Drilling 20:55 21:35 0.67 2152 2224 72 1 108.0 50 8700 398 1447 11.45 297.30 1.94
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1 2224 223717-Sep 21:40 22:00 0.33 13 39.0Sliding 50 8700 11.69 296.97 1.9420 398 1447  

1 2237 231017-Sep 22:00 22:45 0.75 73 97.3Drilling 50 8700 12.99 296.85 1.771 398 1447  

1 2310 232217-Sep 22:50 23:00 0.17 12 72.0Sliding 50 8700 5R 13.21 296.88 1.7720 398 1447  

1 2322 239517-Sep 23:00 23:40 0.67 73 109.5Drilling 50 8700 14.05 297.93 1.121 398 1447  

1 2395 240717-Sep 23:45 23:55 0.17 12 72.0Sliding 50 8700 5R 14.17 298.12 1.1220 398 1447  

1 2407 240817-Sep 23:55 24:00 0.08 1 12.0Drilling 50 8700 14.18 298.13 1.121 398 1447  

1 2408 248118-Sep 00:00 01:10 1.17 73 62.6Drilling 50 8700 15.25 299.20 1.571 398 1447  

1 2481 249418-Sep 01:15 01:25 0.17 13 78.0Sliding 50 8700 5R 15.45 299.37 1.5720 398 1447  

1 2494 256618-Sep 01:25 02:15 0.83 72 86.4Drilling 50 8700 16.18 298.18 1.091 398 1447  

1 2566 257918-Sep 02:20 02:50 0.50 13 26.0Sliding 50 8700 16.30 297.92 1.0920 398 1447  

1 2579 265218-Sep 02:50 03:40 0.83 73 87.6Drilling 50 8700 17.49 297.63 1.771 398 1447  

1 2652 266718-Sep 03:45 04:10 0.42 15 36.0Sliding 50 8700 5R 17.76 297.61 1.7720 398 1447  

1 2667 273718-Sep 04:10 05:00 0.83 70 84.0Drilling 50 8700 18.77 297.75 1.401 398 1447  

1 2737 274718-Sep 05:10 05:23 0.22 10 46.2Sliding 50 8700 5R 18.90 297.77 1.4020 398 1447  

1 2747 282318-Sep 05:23 06:18 0.92 76 82.9Drilling 50 8700 19.10 296.92 0.461 398 1447  

1 2823 282418-Sep 07:31 07:46 0.25 1 4.0Drilling 50 8700 19.10 296.91 0.461 398 1447  

1 2824 283018-Sep 07:46 08:02 0.27 6 22.5Sliding 50 8700 30R 19.10 296.83 0.4620 398 1447  

1 2830 286818-Sep 08:02 08:25 0.38 38 99.1Drilling 50 8700 19.33 296.57 1.051 398 1447  

1 2868 290818-Sep 09:02 09:33 0.52 40 77.4Drilling 50 8700 19.75 296.53 1.051 398 1447  

1 2908 291518-Sep 09:39 09:42 0.05 7 140.0Drilling 50 8700 19.82 296.52 1.051 398 1447  

1 2915 292618-Sep 09:42 10:06 0.40 11 27.5Sliding 50 8700 40R 19.94 296.51 1.0520 398 1447  

1 2926 299418-Sep 10:06 10:48 0.70 68 97.1Drilling 50 8700 20.58 298.19 1.331 398 1447  

1 2994 300218-Sep 10:51 10:57 0.10 8 80.0Drilling 50 8700 20.66 298.41 1.331 398 1447  

1 3002 301218-Sep 10:57 11:24 0.45 10 22.2Sliding 50 8700 90R 20.75 298.67 1.3320 398 1447  

1 3012 307918-Sep 11:24 12:25 1.02 67 65.9Drilling 50 8700 20.94 299.16 0.311 398 1447  

1 3079 316518-Sep 12:29 13:32 1.05 86 81.9Drilling 50 8700 21.07 297.99 0.771 398 1447  

1 3165 325018-Sep 13:57 15:08 1.18 85 71.8Drilling 50 8700 21.25 297.94 0.351 398 1447  

1 3250 326118-Sep 15:14 15:28 0.23 11 47.1Drilling 50 8700 21.27 298.02 0.351 398 1447  

1 3261 327118-Sep 15:28 16:00 0.53 10 18.8Sliding 50 8700 90R 21.30 298.09 0.3520 398 1447  

1 3271 333518-Sep 16:00 16:59 0.98 64 65.1Drilling 50 8700 20.43 298.88 1.471 398 1447  

1 3335 334318-Sep 17:03 17:08 0.08 8 96.0Drilling 50 8700 20.32 298.99 1.471 398 1447  

1 3343 335818-Sep 17:08 17:50 0.70 15 21.4Sliding 50 8700 130R 20.11 299.19 1.4720 398 1447  

1 3358 342118-Sep 17:50 18:55 1.08 63 58.2Drilling 50 8700 19.45 298.06 1.2220 398 1447  

1 3421 350718-Sep 19:00 20:20 1.33 86 64.5Drilling 50 8700 17.81 295.61 2.4620 398 1447  

1 3507 359218-Sep 20:25 21:10 0.75 85 113.3Drilling 50 8700 16.79 294.51 0.8320 398 1447  

Slide Report for BHA #  1

# Date
Drill

Mode
Start
Time

End
Time

Hours
Start
MD

End
MD

Depth
Drilled

ROP RPM
Surf.

Torque
TFO INC AZM DLSWOB

Flow
Rate

SPP Note

Note: Surveys listed are interpolated from the actual surveys
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1 3592 361218-Sep 21:20 21:45 0.42 20 48.0Sliding 50 8700 45R 16.62 294.41 0.8320 398 1447  

1 3612 367718-Sep 21:45 22:50 1.08 65 60.0Drilling 50 8700 17.32 295.21 1.2220 398 1447  

1 3677 369718-Sep 22:55 23:30 0.58 20 34.3Sliding 50 8700 45R 17.55 295.45 1.2220 398 1447  

1 3697 372018-Sep 23:30 24:00 0.50 23 46.0Drilling 50 8700 17.93 296.09 1.9720 398 1447  

1 3720 376319-Sep 00:00 00:50 0.83 43 51.6Drilling 50 8700 18.68 297.34 1.9720 398 1447  

1 3763 378319-Sep 00:55 01:25 0.50 20 40.0Sliding 50 8700 45R 19.03 297.89 1.9720 398 1447  

1 3783 384919-Sep 01:25 02:40 1.25 66 52.8Drilling 50 8700 19.54 297.12 0.8520 398 1447  

1 3849 385919-Sep 02:45 03:05 0.33 10 30.0Sliding 50 8700 90R 19.61 296.98 0.8520 398 1447  

1 3859 393419-Sep 03:05 04:25 1.33 75 56.3Drilling 50 8700 19.27 296.09 0.8020 398 1447  

1 3934 394919-Sep 04:30 06:00 1.50 15 10.0Sliding 50 8700 90R 19.16 295.91 0.8020 398 1447  

1 3949 402019-Sep 06:00 06:06 0.10 71 710.0Drilling 50 8700 18.59 295.80 0.8220 398 1447  

1 4020 402219-Sep 06:11 06:16 0.08 2 24.0Drilling 50 8700 18.57 295.80 0.8220 398 1447  

1 4022 404119-Sep 06:16 07:05 0.82 19 23.3Sliding 50 8700 80R 18.42 295.80 0.8220 398 1447  

1 4041 410519-Sep 07:05 08:16 1.18 64 54.1Drilling 50 8700 19.12 295.80 1.1620 398 1447  

1 4105 410919-Sep 08:20 08:24 0.07 4 60.0Drilling 50 8700 19.17 295.80 1.1620 398 1447  

1 4109 412419-Sep 08:24 08:50 0.43 15 34.6Sliding 50 8700 50R 19.34 295.80 1.1620 398 1447  

1 4124 415119-Sep 08:50 09:27 0.62 27 43.8Drilling 50 8700 19.75 297.13 2.5820 398 1447  

1 4151 416119-Sep 09:27 09:51 0.40 10 25.0Sliding 50 8700 60R 19.91 297.72 2.5820 398 1447  

1 4161 419119-Sep 09:51 10:28 0.62 30 48.6Drilling 50 8700 20.41 299.44 2.5820 398 1447  

1 4191 419319-Sep 10:37 10:41 0.07 2 30.0Drilling 50 8700 20.44 299.55 2.5820 398 1447  

1 4193 420319-Sep 10:41 11:06 0.42 10 24.0Sliding 50 8700 70R 20.61 300.10 2.5820 398 1447  

1 4203 427619-Sep 11:06 12:45 1.65 73 44.2Drilling 50 8700 21.53 300.70 1.1820 398 1447  

1 4276 431919-Sep 12:49 13:54 1.08 43 39.7Drilling 50 8700 21.78 300.42 0.5320 398 1447  

1 4319 436119-Sep 14:59 16:30 1.52 42 27.7Drilling 50 8700 21.73 299.84 0.5320 398 1447  

1 4361 436419-Sep 16:35 16:40 0.08 3 36.0Drilling 50 8700 21.72 299.79 0.5320 398 1447  

1 4364 437219-Sep 16:40 17:04 0.40 8 20.0Sliding 50 8700 160R 21.71 299.68 0.5320 398 1447  

1 4372 444719-Sep 17:04 18:40 1.60 75 46.9Drilling 50 8700 20.31 298.01 2.4020 398 1447  

1 4447 445919-Sep 18:45 19:05 0.33 12 36.0Sliding 50 8700 180 20.04 297.69 2.4020 398 1447  

1 4459 453219-Sep 19:05 20:35 1.50 73 48.7Drilling 50 8700 18.28 296.21 2.5220 398 1447  

1 4532 454219-Sep 20:40 21:00 0.33 10 30.0Sliding 50 8700 160R 18.04 296.00 2.5220 398 1447  

1 4542 461819-Sep 21:00 22:30 1.50 76 50.7Drilling 50 8700 16.82 294.84 1.4720 398 1447  

1 4618 462419-Sep 22:35 22:55 0.33 6 18.0Sliding 50 8700 120R 16.74 294.75 1.4720 398 1447  

1 4624 467319-Sep 22:55 24:00 1.08 49 45.2Drilling 50 8700 15.90 293.73 1.9820 398 1447  

1 4673 470320-Sep 00:00 00:30 0.50 30 60.0Drilling 50 8700 15.34 292.96 1.9820 398 1447  

1 4703 471020-Sep 00:35 00:50 0.25 7 28.0Sliding 50 8700 120R 15.21 292.77 1.9820 398 1447  

Slide Report for BHA #  1

# Date
Drill
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End
Time
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MD
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Torque
TFO INC AZM DLSWOB
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Note: Surveys listed are interpolated from the actual surveys
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Slide Report for BHA # 1 Note: Surveys listed tre interpolated from the actual surveys

Drill Start End Start End Depth Surf Flow# Date Mode Time Time Hours MD MD Drilled WOB ROP RPM Torque Rate SPP TFO INC AZM DLS Note

1 18-Sep Sliding 21:20 21:45 0.42 3592 3612 20 20 48.0 50 8700 398 1447 45R 16.62 294.41 0.83

1 18-Sep Drilling 21:45 22:50 1.08 3612 3677 65 20 60.0 50 8700 398 1447 17.32 295.21 1.22

1 18-Sep Sliding 22:55 23:30 0.58 3677 3697 20 20 34.3 50 8700 398 1447 45R 17.55 295.45 1.22

1 18-Sep Drilling 23:30 24:00 0.50 3697 3720 23 20 46.0 50 8700 398 1447 17.93 296.09 1.97

1 19-Sep Drilling 00:00 00:50 0.83 3720 3763 43 20 51.6 50 8700 398 1447 18.68 297.34 1.97

1 19-Sep Sliding 00:55 01:25 0.50 3763 3783 20 20 40.0 50 8700 398 1447 45R 19.03 297.89 1.97

1 19-Sep Drilling 01:25 02:40 1.25 3783 3849 66 20 52.8 50 8700 398 1447 19.54 297.12 0.85

1 19-Sep Sliding 02:45 03:05 0.33 3849 3859 10 20 30.0 50 8700 398 1447 90R 19.61 296.98 0.85

1 19-Sep Drilling 03:05 04:25 1.33 3859 3934 75 20 56.3 50 8700 398 1447 19.27 296.09 0.80

1 19-Sep Sliding 04:30 06:00 1.50 3934 3949 15 20 10.0 50 8700 398 1447 90R 19.16 295.91 0.80

1 19-Sep Drilling 06:00 06:06 0.10 3949 4020 71 20 710.0 50 8700 398 1447 18.59 295.80 0.82

1 19-Sep Drilling 06:11 06:16 0.08 4020 4022 2 20 24.0 50 8700 398 1447 18.57 295.80 0.82

1 19-Sep Sliding 06:16 07:05 0.82 4022 4041 19 20 23.3 50 8700 398 1447 80R 18.42 295.80 0.82

1 19-Sep Drilling 07:05 08:16 1.18 4041 4105 64 20 54.1 50 8700 398 1447 19.12 295.80 1.16

1 19-Sep Drilling 08:20 08:24 0.07 4105 4109 4 20 60.0 50 8700 398 1447 19.17 295.80 1.16

1 19-Sep Sliding 08:24 08:50 0.43 4109 4124 15 20 34.6 50 8700 398 1447 50R 19.34 295.80 1.16

1 19-Sep Drilling 08:50 09:27 0.62 4124 4151 27 20 43.8 50 8700 398 1447 19.75 297.13 2.58

1 19-Sep Sliding 09:27 09:51 0.40 4151 4161 10 20 25.0 50 8700 398 1447 60R 19.91 297.72 2.58

1 19-Sep Drilling 09:51 10:28 0.62 4161 4191 30 20 48.6 50 8700 398 1447 20.41 299.44 2.58

1 19-Sep Drilling 10:37 10:41 0.07 4191 4193 2 20 30.0 50 8700 398 1447 20.44 299.55 2.58

1 19-Sep Sliding 10:41 11:06 0.42 4193 4203 10 20 24.0 50 8700 398 1447 70R 20.61 300.10 2.58

1 19-Sep Drilling 11:06 12:45 1.65 4203 4276 73 20 44.2 50 8700 398 1447 21.53 300.70 1.18

1 19-Sep Drilling 12:49 13:54 1.08 4276 4319 43 20 39.7 50 8700 398 1447 21.78 300.42 0.53

1 19-Sep Drilling 14:59 16:30 1.52 4319 4361 42 20 27.7 50 8700 398 1447 21.73 299.84 0.53

1 19-Sep Drilling 16:35 16:40 0.08 4361 4364 3 20 36.0 50 8700 398 1447 21.72 299.79 0.53

1 19-Sep Sliding 16:40 17:04 0.40 4364 4372 8 20 20.0 50 8700 398 1447 160R 21.71 299.68 0.53

1 19-Sep Drilling 17:04 18:40 1.60 4372 4447 75 20 46.9 50 8700 398 1447 20.31 298.01 2.40

1 19-Sep Sliding 18:45 19:05 0.33 4447 4459 12 20 36.0 50 8700 398 1447 180 20.04 297.69 2.40

1 19-Sep Drilling 19:05 20:35 1.50 4459 4532 73 20 48.7 50 8700 398 1447 18.28 296.21 2.52

1 19-Sep Sliding 20:40 21:00 0.33 4532 4542 10 20 30.0 50 8700 398 1447 160R 18.04 296.00 2.52

1 19-Sep Drilling 21:00 22:30 1.50 4542 4618 76 20 50.7 50 8700 398 1447 16.82 294.84 1.47

1 19-Sep Sliding 22:35 22:55 0.33 4618 4624 6 20 18.0 50 8700 398 1447 120R 16.74 294.75 1.47

1 19-Sep Drilling 22:55 24:00 1.08 4624 4673 49 20 45.2 50 8700 398 1447 15.90 293.73 1.98

1 20-Sep Drilling 00:00 00:30 0.50 4673 4703 30 20 60.0 50 8700 398 1447 15.34 292.96 1.98

1 20-Sep Sliding 00:35 00:50 0.25 4703 4710 7 20 28.0 50 8700 398 1447 120R 15.21 292.77 1.98
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1 4710 478920-Sep 00:50 02:20 1.50 79 52.7Drilling 50 8700 13.51 290.12 2.4020 398 1447  

1 4789 479520-Sep 02:25 02:40 0.25 6 24.0Sliding 50 8700 120R 13.38 289.89 2.4020 398 1447  

1 4795 487420-Sep 02:40 04:35 1.92 79 41.2Drilling 50 8700 12.21 287.72 1.3820 398 1447  

1 4874 487920-Sep 04:40 05:00 0.33 5 15.0Sliding 50 8700 90R 12.14 287.60 1.3820 398 1447  

1 4879 496020-Sep 05:00 07:05 2.08 81 38.9Drilling 50 8700 10.53 285.18 2.2920 398 1447  

1 4960 496420-Sep 07:12 07:16 0.07 4 60.0Drilling 50 8700 10.44 285.04 2.2920 398 1447  

1 4964 497920-Sep 07:16 07:58 0.70 15 21.4Sliding 50 8700 120R 10.11 284.49 2.2920 398 1447  

1 4979 504620-Sep 07:58 09:19 1.35 67 49.6Drilling 50 8700 9.71 284.08 0.4720 398 1447  

1 5046 504820-Sep 09:23 09:30 0.12 2 17.1Drilling 50 8700 9.70 284.08 0.4720 398 1447  

1 5048 506620-Sep 09:30 10:15 0.75 18 24.0Sliding 50 8700 90R 9.61 284.01 0.4720 398 1447  

1 5066 513120-Sep 10:15 11:34 1.32 65 49.4Drilling 50 8700 9.17 284.42 0.7120 398 1447  

1 5131 513420-Sep 11:37 11:43 0.10 3 30.0Drilling 50 8700 9.15 284.45 0.7120 398 1447  

1 5134 514620-Sep 11:43 12:22 0.65 12 18.5Sliding 50 8700 110R 9.06 284.53 0.7120 398 1447  

1 5146 521720-Sep 12:22 13:52 1.50 71 47.3Drilling 50 8700 8.41 282.18 1.1120 398 1447  

1 5217 530220-Sep 13:57 16:31 2.57 85 33.1Drilling 50 8700 7.55 280.15 1.0720 398 1447  

1 5302 531020-Sep 16:50 17:30 0.67 8 12.0Sliding 50 8700 150R 7.47 280.01 1.0720 398 1447  

1 5310 538820-Sep 17:30 20:00 2.50 78 31.2Drilling 50 8700 6.50 280.81 1.3120 398 1447  

1 5388 540020-Sep 20:05 20:50 0.75 12 16.0Sliding 50 8700 170R 6.34 281.06 1.3120 398 1447  

1 5400 547320-Sep 20:50 22:25 1.58 73 46.1Drilling 50 8700 5.19 281.37 1.6320 398 1447  

1 5473 549120-Sep 22:30 23:20 0.83 18 21.6Sliding 50 8700 170R 4.90 281.39 1.6320 398 1447  

1 5491 551820-Sep 23:20 24:00 0.67 27 40.5Drilling 50 8700 4.50 280.83 1.4320 398 1447  

1 5518 555921-Sep 00:00 00:55 0.92 41 44.7Drilling 50 8700 3.92 279.46 1.4320 398 1447  

1 5559 557921-Sep 01:00 02:00 1.00 20 20.0Sliding 50 8700 170R 3.64 278.63 1.4320 398 1447  

1 5579 564421-Sep 02:00 03:35 1.58 65 41.1Drilling 50 8700 2.57 270.96 1.7920 398 1447  

1 5644 566421-Sep 03:40 04:40 1.00 20 20.0Sliding 50 8700 170R 2.25 267.08 1.7920 398 1447  

1 5664 572921-Sep 04:40 05:49 1.15 65 56.5Drilling 50 8700 1.77 265.23 0.7020 398 1447  

1 5729 575421-Sep 05:57 07:03 1.10 25 22.7Sliding 50 8700 90M 1.60 264.51 0.3620 398 1447  

1 5754 581521-Sep 07:03 08:46 1.72 61 35.5Drilling 50 8700 1.45 258.29 0.3620 398 1447  

1 5815 590121-Sep 08:50 10:54 2.07 86 41.6Drilling 50 8700 1.20 229.96 0.9820 398 1447  

1 5901 598621-Sep 10:58 13:31 2.55 85 33.3Drilling 50 8700 1.34 210.86 0.3720 398 1447  

1 5986 607221-Sep 13:36 14:30 0.90 86 95.6Drilling 50 8700 1.62 203.04 0.4120 398 1447  

1 6072 615721-Sep 14:34 16:19 1.75 85 48.6Drilling 50 8700 1.33 194.59 0.6620 398 1447  

1 6157 616321-Sep 16:30 16:38 0.13 6 45.0Drilling 50 8700 1.30 193.71 0.6620 398 1447  

1 6163 617821-Sep 16:38 17:11 0.55 15 27.3Sliding 50 8700 90M 1.22 191.32 0.6620 398 1447  

1 6178 620021-Sep 17:11 17:35 0.40 22 55.0Drilling 50 8700 1.19 186.42 0.4820 398 1447  

Slide Report for BHA #  1

# Date
Drill

Mode
Start
Time

End
Time

Hours
Start
MD

End
MD

Depth
Drilled

ROP RPM
Surf.

Torque
TFO INC AZM DLSWOB

Flow
Rate

SPP Note

Note: Surveys listed are interpolated from the actual surveys
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Slide Report for BHA # 1 Note: Surveys listed tre interpolated from the actual surveys

Drill Start End Start End Depth Surf Flow# Date Mode Time Time Hours MD MD Drilled WOB ROP RPM Torque Rate SPP TFO INC AZM DLS Note

1 20-Sep Drilling 00:50 02:20 1.50 4710 4789 79 20 52.7 50 8700 398 1447 13.51 290.12 2.40

1 20-Sep Sliding 02:25 02:40 0.25 4789 4795 6 20 24.0 50 8700 398 1447 120R 13.38 289.89 2.40

1 20-Sep Drilling 02:40 04:35 1.92 4795 4874 79 20 41.2 50 8700 398 1447 12.21 287.72 1.38

1 20-Sep Sliding 04:40 05:00 0.33 4874 4879 5 20 15.0 50 8700 398 1447 90R 12.14 287.60 1.38

1 20-Sep Drilling 05:00 07:05 2.08 4879 4960 81 20 38.9 50 8700 398 1447 10.53 285.18 2.29

1 20-Sep Drilling 07:12 07:16 0.07 4960 4964 4 20 60.0 50 8700 398 1447 10.44 285.04 2.29

1 20-Sep Sliding 07:16 07:58 0.70 4964 4979 15 20 21.4 50 8700 398 1447 120R 10.11 284.49 2.29

1 20-Sep Drilling 07:58 09:19 1.35 4979 5046 67 20 49.6 50 8700 398 1447 9.71 284.08 0.47

1 20-Sep Drilling 09:23 09:30 0.12 5046 5048 2 20 17.1 50 8700 398 1447 9.70 284.08 0.47

1 20-Sep Sliding 09:30 10:15 0.75 5048 5066 18 20 24.0 50 8700 398 1447 90R 9.61 284.01 0.47

1 20-Sep Drilling 10:15 11:34 1.32 5066 5131 65 20 49.4 50 8700 398 1447 9.17 284.42 0.71

1 20-Sep Drilling 11:37 11:43 0.10 5131 5134 3 20 30.0 50 8700 398 1447 9.15 284.45 0.71

1 20-Sep Sliding 11:43 12:22 0.65 5134 5146 12 20 18.5 50 8700 398 1447 110R 9.06 284.53 0.71

1 20-Sep Drilling 12:22 13:52 1.50 5146 5217 71 20 47.3 50 8700 398 1447 8.41 282.18 1.11

1 20-Sep Drilling 13:57 16:31 2.57 5217 5302 85 20 33.1 50 8700 398 1447 7.55 280.15 1.07

1 20-Sep Sliding 16:50 17:30 0.67 5302 5310 8 20 12.0 50 8700 398 1447 150R 7.47 280.01 1.07

1 20-Sep Drilling 17:30 20:00 2.50 5310 5388 78 20 31.2 50 8700 398 1447 6.50 280.81 1.31

1 20-Sep Sliding 20:05 20:50 0.75 5388 5400 12 20 16.0 50 8700 398 1447 170R 6.34 281.06 1.31

1 20-Sep Drilling 20:50 22:25 1.58 5400 5473 73 20 46.1 50 8700 398 1447 5.19 281.37 1.63

1 20-Sep Sliding 22:30 23:20 0.83 5473 5491 18 20 21.6 50 8700 398 1447 170R 4.90 281.39 1.63

1 20-Sep Drilling 23:20 24:00 0.67 5491 5518 27 20 40.5 50 8700 398 1447 4.50 280.83 1.43

1 21-Sep Drilling 00:00 00:55 0.92 5518 5559 41 20 44.7 50 8700 398 1447 3.92 279.46 1.43

1 21-Sep Sliding 01:00 02:00 1.00 5559 5579 20 20 20.0 50 8700 398 1447 170R 3.64 278.63 1.43

1 21-Sep Drilling 02:00 03:35 1.58 5579 5644 65 20 41.1 50 8700 398 1447 2.57 270.96 1.79

1 21-Sep Sliding 03:40 04:40 1.00 5644 5664 20 20 20.0 50 8700 398 1447 170R 2.25 267.08 1.79

1 21-Sep Drilling 04:40 05:49 1.15 5664 5729 65 20 56.5 50 8700 398 1447 1.77 265.23 0.70

1 21-Sep Sliding 05:57 07:03 1.10 5729 5754 25 20 22.7 50 8700 398 1447 90M 1.60 264.51 0.36

1 21-Sep Drilling 07:03 08:46 1.72 5754 5815 61 20 35.5 50 8700 398 1447 1.45 258.29 0.36

1 21-Sep Drilling 08:50 10:54 2.07 5815 5901 86 20 41.6 50 8700 398 1447 1.20 229.96 0.98

1 21-Sep Drilling 10:58 13:31 2.55 5901 5986 85 20 33.3 50 8700 398 1447 1.34 210.86 0.37

1 21-Sep Drilling 13:36 14:30 0.90 5986 6072 86 20 95.6 50 8700 398 1447 1.62 203.04 0.41

1 21-Sep Drilling 14:34 16:19 1.75 6072 6157 85 20 48.6 50 8700 398 1447 1.33 194.59 0.66

1 21-Sep Drilling 16:30 16:38 0.13 6157 6163 6 20 45.0 50 8700 398 1447 1.30 193.71 0.66

1 21-Sep Sliding 16:38 17:11 0.55 6163 6178 15 20 27.3 50 8700 398 1447 90M 1.22 191.32 0.66

1 21-Sep Drilling 17:11 17:35 0.40 6178 6200 22 20 55.0 50 8700 398 1447 1.19 186.42 0.48
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1 6200 621521-Sep 17:35 18:15 0.67 15 22.5Sliding 50 8700 50M 1.18 182.91 0.4820 398 1447  

1 6215 624321-Sep 18:15 18:50 0.58 28 48.0Drilling 50 8700 1.19 176.35 0.4820 398 1447  

1 6243 632921-Sep 18:55 20:40 1.75 86 49.1Drilling 50 8700 1.42 177.82 0.4320 398 1447  

1 6329 641421-Sep 20:45 22:25 1.67 85 51.0Drilling 50 8700 1.79 176.57 0.4920 398 1447  

1 6414 648721-Sep 22:30 24:00 1.50 73 48.7Drilling 50 8700 1.78 175.88 0.2320 398 1447  

1 6487 649922-Sep 00:00 00:15 0.25 12 48.0Drilling 50 8700 1.76 175.95 0.2320 398 1447  

1 6499 651922-Sep 00:20 01:25 1.08 20 18.5Sliding 50 8700 50M 1.71 176.07 0.2320 398 1447  

1 6519 658522-Sep 01:25 03:25 2.00 66 33.0Drilling 50 8700 1.92 173.21 0.3820 398 1447  

1 6585 667022-Sep 03:30 05:25 1.92 85 44.3Drilling 50 8700 2.14 171.49 0.2420 398 1447  

1 6670 671622-Sep 05:33 06:29 0.93 46 49.3Drilling 50 8700 2.01 168.31 1.0020 398 1447  

1 6716 673422-Sep 06:29 07:28 0.98 18 18.3Sliding 50 8700 340M 1.86 165.51 1.0020 398 1447  

1 6734 675622-Sep 07:28 07:50 0.37 22 60.0Drilling 50 8700 1.68 161.41 1.0020 398 1447  

1 6756 676122-Sep 08:03 08:11 0.13 5 37.5Drilling 50 8700 1.64 160.35 1.0020 398 1447  

1 6761 677322-Sep 08:11 08:48 0.62 12 19.5Sliding 50 8700 0M 1.54 157.60 1.0020 398 1447  

1 6773 680022-Sep 08:48 09:22 0.57 27 47.6Drilling 50 8700 1.40 154.27 0.5320 398 1447  

1 6800 681522-Sep 09:22 10:32 1.17 15 12.9Sliding 50 8700 330M 1.33 152.79 0.5320 398 1447  

1 6815 684122-Sep 10:32 11:56 1.40 26 18.6Drilling 50 8700 1.21 149.81 0.5320 398 1447  

1 6841 688422-Sep 12:01 12:50 0.82 43 52.7Drilling 50 8700 1.21 149.06 0.6320 398 1447  

1 6884 692722-Sep 12:50 13:57 1.12 43 38.5Drilling 50 8700 1.46 153.44 0.6320 398 1447  

1 6927 701222-Sep 14:01 16:15 2.23 85 38.1Drilling 50 8700 0.00 0.00 0.0020 398 1447  

1 7012 709822-Sep 16:40 19:10 2.50 86 34.4Drilling 50 8700 0.00 0.00 0.0020 398 1447  

1 7098 718322-Sep 19:20 22:15 2.92 85 29.1Drilling 50 8700 0.00 0.00 0.0020 398 1447  

1 7183 719622-Sep 22:20 23:10 0.83 13 15.6Drilling 50 8700 0.00 0.00 0.0020 398 1447  

Total Drilled:

Total Rotary Drilled:

Total Drilled Sliding: Percent Slide:

Percent Rotary:

Avg. Total  ROP:

Avg. Rotary ROP:

Avg. Slide ROP:

6124

5438

686

48.93

54.89

26.28

88.80 - 79.15

11.20 - 20.85

DEPTH% - TIME %

Slide Report for BHA #  1
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Slide Report for BHA # 1 Note: Surveys listed are interpolated from the actual surveys

Drill Start End Start End Depth Surf Flow# Date Mode Time Time Hours MD MD Drilled WOB ROP RPM Torque Rate SPP TFO INC AZM DLS Note

1 21-Sep Sliding 17:35 18:15 0.67 6200 6215 15 20 22.5 50 8700 398 1447 50M 1.18 182.91 0.48

1 21-Sep Drilling 18:15 18:50 0.58 6215 6243 28 20 48.0 50 8700 398 1447 1.19 176.35 0.48

1 21-Sep Drilling 18:55 20:40 1.75 6243 6329 86 20 49.1 50 8700 398 1447 1.42 177.82 0.43

1 21-Sep Drilling 20:45 22:25 1.67 6329 6414 85 20 51.0 50 8700 398 1447 1.79 176.57 0.49

1 21-Sep Drilling 22:30 24:00 1.50 6414 6487 73 20 48.7 50 8700 398 1447 1.78 175.88 0.23

1 22-Sep Drilling 00:00 00:15 0.25 6487 6499 12 20 48.0 50 8700 398 1447 1.76 175.95 0.23

1 22-Sep Sliding 00:20 01:25 1.08 6499 6519 20 20 18.5 50 8700 398 1447 50M 1.71 176.07 0.23

1 22-Sep Drilling 01:25 03:25 2.00 6519 6585 66 20 33.0 50 8700 398 1447 1.92 173.21 0.38

1 22-Sep Drilling 03:30 05:25 1.92 6585 6670 85 20 44.3 50 8700 398 1447 2.14 171.49 0.24

1 22-Sep Drilling 05:33 06:29 0.93 6670 6716 46 20 49.3 50 8700 398 1447 2.01 168.31 1.00

1 22-Sep Sliding 06:29 07:28 0.98 6716 6734 18 20 18.3 50 8700 398 1447 340M 1.86 165.51 1.00

1 22-Sep Drilling 07:28 07:50 0.37 6734 6756 22 20 60.0 50 8700 398 1447 1.68 161.41 1.00

1 22-Sep Drilling 08:03 08:11 0.13 6756 6761 5 20 37.5 50 8700 398 1447 1.64 160.35 1.00

1 22-Sep Sliding 08:11 08:48 0.62 6761 6773 12 20 19.5 50 8700 398 1447 OM 1.54 157.60 1.00

1 22-Sep Drilling 08:48 09:22 0.57 6773 6800 27 20 47.6 50 8700 398 1447 1.40 154.27 0.53

1 22-Sep Sliding 09:22 10:32 1.17 6800 6815 15 20 12.9 50 8700 398 1447 330M 1.33 152.79 0.53

1 22-Sep Drilling 10:32 11:56 1.40 6815 6841 26 20 18.6 50 8700 398 1447 1.21 149.81 0.53

1 22-Sep Drilling 12:01 12:50 0.82 6841 6884 43 20 52.7 50 8700 398 1447 1.21 149.06 0.63

1 22-Sep Drilling 12:50 13:57 1.12 6884 6927 43 20 38.5 50 8700 398 1447 1.46 153.44 0.63

1 22-Sep Drilling 14:01 16:15 2.23 6927 7012 85 20 38.1 50 8700 398 1447 0.00 0.00 0.00

1 22-Sep Drilling 16:40 19:10 2.50 7012 7098 86 20 34.4 50 8700 398 1447 0.00 0.00 0.00

1 22-Sep Drilling 19:20 22:15 2.92 7098 7183 85 20 29.1 50 8700 398 1447 0.00 0.00 0.00

1 22-Sep Drilling 22:20 23:10 0.83 7183 7196 13 20 15.6 50 8700 398 1447 0.00 0.00 0.00

Total Drilled: 6124 AVg. Total ROP: 48.93 DEPTH% - TIME %

Total Rotary Drilled: 5438 Avg. Rotary ROP: 54.89 Percent Rotary: 88.80 - 79.15

Total Drilled Sliding: 686 Avg. Slide ROP: 26.28 Percent Slide: 11.20 - 20.85
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4 Star Ranch

7S

20E27

JOB NO.:

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

SECT\RANGE:

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

USA

WELL NAME: 4 Star Fed 6-27-7-20E

Bits

JK5263 - Smith MDi 616, 6x16's

BHA
#

Rotary
Hours

Slide
Hours

Total
Hours

Circ. Hours
Amount
Drilled

Below
Rotary

1 154.50 6,124.00131.9326.1096.03 131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for JK5263131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for Bits131.93

DC

650-004 - 6" NMDC

BHA
#

Rotary
Hours

Slide
Hours

Total
Hours

Circ. Hours
Amount
Drilled

Below
Rotary

1 154.50 6,124.00131.9326.1096.03 131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for 650-004131.93

ATM-64-660 - 6" NMDC

BHA
#

Rotary
Hours

Slide
Hours

Total
Hours

Circ. Hours
Amount
Drilled

Below
Rotary

1 154.50 6,124.00131.9326.1096.03 131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for ATM-64-660131.93

2 309.00 12,248.00263.8752.20192.07 << Summary for DC263.87

Motors

6354 - 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal

BHA
#

Rotary
Hours

Slide
Hours

Total
Hours

Circ. Hours
Amount
Drilled

Below
Rotary

1 154.50 6,124.00131.9326.1096.03 131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for 6354131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for Motors131.93

MWD

Tool Utilization Report

TOOL UTILIZATION REPORT for JOB #: UT151823 - Page: 1 of 2

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 FIELD: 4 Star Ranch

Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch SECT\RANGE: 27 20E

I RIG NAME: Capstar 316

STATE: Utah
COUNTY: USA

WELL NAME: 4 Star Fed 6-27-7-20E

Tool Utilization Report

Bits
JK5263 - Smith MDi 616, 6x16's
BH Rotary Slide Total - Below Amount

# Hours Hours Hours wirc. Houre Rotary Drilled
1 96.03 26.10 131.93 131.93 154.50 6,124.00

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for JK5263

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for Bits

DC
650-004 - 6" NMDC
BH Rotary Slide Total - Below Amount

# Hours Hours Hours -irc. HourE Rotary Drilled
1 96.03 26.10 131.93 131.93 154.50 6,124.00

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for 650-004

ATM-64-660 - 6" NMDC
BH Rotary Slide Total - Below Amount

# Hours Hours Hours wirc. Houre Rotary Drilled
1 96.03 26.10 131.93 131.93 154.50 6,124.00

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for ATM-64-660

2 192.07 52.20 263.87 263.87 309.00 12,248.00 << Summary for DC

Motors
6354 - 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal
BH Rotary Slide Total - Below Amount

# Hours Hours Hours -irc. HourE Rotary Drilled
1 96.03 26.10 131.93 131.93 154.50 6,124.00

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for 6354

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for Motors

MWD

TOOL UTILIZATION REPORT for JOB #: UT151823 - Page: 1 of 2
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RECEIVED: Jan. 27, 2016

900-54 - UBHO Sub

BHA
#

Rotary
Hours

Slide
Hours

Total
Hours

Circ. Hours
Amount
Drilled

Below
Rotary

1 154.50 6,124.00131.9326.1096.03 131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for 900-54131.93

1 154.50 6,124.00131.9326.1096.03 << Summary for MWD131.93

Tool Utilization Report

TOOL UTILIZATION REPORT for JOB #: UT151823 - Page: 2 of 2

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Tool Utilization Report
900-54 - UBHO Sub
BH Rotary Slide Total - Below Amount

# Hours Hours Hours wirc. Houre Rotary Drilled
1 96.03 26.10 131.93 131.93 154.50 6,124.00

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for 900-54

1 96.03 26.10 131.93 131.93 154.50 6,124.00 << Summary for MWD

TOOL UTILIZATION REPORT for JOB #: UT151823 - Page: 2 of 2

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

JOB NO.:

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

SECT\RANGE:

COMMENT

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

Unitah

4 Star Ranch

7S

27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

50.146124.0

1
5438.01072.0 7196.0 686.0 56.6 26.3

154.50 35-50 251-398 50-50 50-50 55-55
17-Sep-15
 @ 00:00

23-Sep-15
 @ 10:30

.0 .0.0 .0

#
Rotary Slide TotalTime IN Time Out IN OUT AVG. Rotary Slide  IN OUT IN OUT

ROPDEPTHs FootageTIME IN - OUT

Hrs.

RPM Incl. Azimuth

SO PU RAB

Weight Ranges

Rate

FLOW

Hours> 26.1096.03 122.13

BHA Summary Report for JOB

BHA SUMMARY FOR JOB #: UT151823 - Page: 1 of 1

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 FIELD: 4 Star Ranch

- Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch SECT\RANGE: 27 20E
RIG NAME: Capstar 316

COMMENT
STATE: Utah
COUNTY: Unitah

WELL NAME: 4 Star Fed 6-27-7-20E

BHA Summary Report for JOB
TIME IN - OUT DEPTHs Footage ROP RPM FLO Incl. Azimuth Weight Ranges

Time IN Time Out Hrs. IN OUT Rotary Slide Total AVG. Rotary Slide Rate IN OU IN OUT SO PU RAB
17-Se -15 23-Se -15

1072.0 7196.0 5438.0 686.0 6124.0 50.14 56.6 26.3 .0 .0 .0 .0

154.50 35-50 51-300 50-50 50-50 55-55
@ 00:00 @ 10:30 Hours>| 96.03 26.10 122.13

Brritl WDi , M -

BHA SUMMARY FOR JOB #: UT151823 - Page: 1 of 1

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

Incl. Azimuth

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

Unitah

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

SECT. RANGE:

4 Star Ranch

7S

20E27

Well Information

BHA Summary Information

Bit Data MOTOR DATA Mud Data

Comments

JOB NO.:

Build 18.55 INC @ 298.51 AZ hold trough tangent drop back to vertical hold to TD well 

Total Drilled:

Total Rotary Drilled:

Total Drilled Sliding:

Percent Slide:

Percent Rotary:

Avg. Total  ROP:

Avg. Rotary ROP:

Avg. Slide ROP:

6124.00

5438.00

686.00

48.93

54.89

26.28

88.80

11.20

Start Depth

End Depth

Rotary Hours

Circ Hrs Tot/Only

1072.00

7196.00

99.07
132.43 /

7.27

Below Rotary Hrs. 154.50

Slide Hours 26.10
35 -50

251
-398

50 -50 50 -50 55 -55

17-Sep-15
 @ 00:00

23-Sep-15
 @ 10:30

Start Time End Time

IN OUT IN OUT

TIME IN - OUT RPM
Range

SO PU RABWeights

Flow
Rate

Hunting 

7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal

Arrow 

1.5

6.08

7/8

6 5/8

Model:

MFG.

Bend ° Stator/Rotor

Pad OD

Bit to Bend
JETS

Type Bit

Type

Vis

PV

WT

Reason POOH

16 16 16 16 16

16 0 0 0 0

PDC

Bit Coding

TFA 1.178

IR OR DL Loc BS G ODL

1 2   

IADC#

SMITH Smith MDi 616, 6x16's

Slick Assembly

1BHA #

BHA TYPE:

YP WL

ChlorPH

SAND

SolidsGAS

BHT°

SPP

T °

H2O

9.5

34

10

9

8.5

17

2000

0

0.25

6.69

0

0

1150 -1447

Oil % 0

Lead DD:

Co. Man:

Lenny Hardman

Brent Bascum

WELL NAME: 4 Star Fed 6-27-7-20E

.0 .0 .00 .00

Motor Diff

0

Rev/GAL 0.16

NB Stab

0Rotor Jet

PUMPS

NAME
Model

Bit Drop:
Liner

Stroke

Efficency

Gardner Denver

100 PSI @ 398 GPM

6.00

9.00

.95

Gardner Denver

PZ 9

6.00

9.00

.95

Sensor Offsets

Sensor

Type PZ 9

Gamma

Restiv

62

0

0

Sonic

DNSC

GYRO

0

0

0

PUMP1 PUMP1

1 Smith MDi 616, 6x16's 0 7 7/8 1.00JK5263 1.00 4 1/2 REGP

2 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal 0 6 5/8 32.806354 33.80 4 1/2 XHB

3 UBHO Sub 0 6 1/2 3.05900-54 36.85 4 1/2 XHB

4 6" NMDC 2.75 6 30.89ATM-64-660 67.74 4 1/2 XHB

5 6" NMDC 2.75 6 3/8 31.06650-004 98.80 4 1/2 XHB

# Description Serial # I.D. O.D. Length Sum Top Conn

BHA Detail

Winsurv2 BHA Report - License:NP4600

6" NMDC

O.D.=6 3/8

Length=31.06

FN=0

6" NMDC

O.D.=6

Length=30.89

FN=0

UBHO Sub

O.D.=6 1/2

Length=3.05

FN=0

7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal

O.D.=6 5/8

Length=32.8

FN=1.25

Smith MDi 616, 6x16's

O.D.=7 7/8

Length=1

FN=0

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Well Information BHA # 1
JOB NO.: UT151823 FIELD: 4 Star Ranch

Company: Crescent Point Township: 7S

LOCATION: 4 Star Ranch SECT. RANGE: 27 20E

RIG NAME: Capstar 316 Lead DD: Lenny Hardman

STATE: Utah Co. Man: Brent Bascum

. COUNTY: Unitah BHA TYPE: Slick Assembly

WELL NAME: 4 Star Fed 6-27-7-20E

BHA Summary Information
TIME IN - OUT Rotary Hours 99.07 Start Depth 1072.00 RPM Flow

Start Time End Time C End Depth 7196.00 Range Rate 6" NMDC
O.D.=6 3/8

17-Sep-15 23-Sep-15 Slide Hours 26.10 Percent Rotary: 88.80
35 -50

251 Length=31.06

@ 00:00 @ 10:3o Below Rotary Hrs. 154.50 Percent Slide: 11.20 -398

FN=0

Total Drilled: 6124.00 Avg. Total ROP: 48.93 Incl. Azimuth
Total Rotary Drilled: 5438.00 Avg. Rotary ROP: 54.89 IN UT IN OUT
Total Drilled Sliding: 686.00 Avg. Slide ROP: 26.28 .0 .0 .00 .00

IS 50 50 55 -55 Reason POOH

Bit Data MOTOR DATA Mud Data
6" NMDC

SMITH Smith MDi 616, 6x16's 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal Type H2O O.D.=6
Length=30.89

Type Bit Model: Arrow Pad OD WT 9.5 GAS 0 Solids 6.69 FN=0
PDCTFA 1.178 MFG. Hunting 6 5/8 Vis 34 SAND 0.25 T ° 0

JETS
16 16 16 16 16 Bend ° 1.5 Stator/Rotor 7/8 PV 10 PH 8.5 Chlor 2000
16 0 0 0 0 Bit to Bend 6.08 Motor Diff YP 9 WL 17 Oil % o

Bit Coding IADC# Rev/GAL 0.16 |BHTe o

IR OR DL Loc BS G ODL NB Stab 0
PUMPS PUMP1 PUMP1

NAME
1 2 Rotor Jet 0 Model Gardner Denver Gardner Denver ¯UBHO

Sub

Bit Drop: 100 PSI @ 398 GPM Sensor Offsets Type PZ 9 PZ 9 O.D.=6 1/2
Length=3.05

Sensor 62 Sonic 0 Liner 6.00 6.00 g FN=0

Comments Gamma O DNSc o Stroke 9.00 e.oo
Restiv 0 GYRO o Efficency .95 .95

Build 18.55 INC@ 298.51 AZ hold troughtangent drop back to vertical hold to TD well

BHA Detail O *

# Description Serial # I.D. O.D. Length Sum Top Conn
1 Smith MDi 616, 6x16's JK5263 0 7 7/8 1.00 1.00 4 1/2 REGP , .

-

2 7/8, 3.3 STG, 1.5 FBH, 0.16 Rev/Gal 6354 0 6 5/8 32.80 33.80 4 1/2 XHB .
-

7/8, 3.3 STG, 1.5 FBH, 1.16 Rev/Gal
3 UBHO Sub 900-54 0 6 1/2 3.05 36.85 4 1/2 XHB O.D.=6 5/8
4 6" NMDC ATM-64-660 2.75 6 30.89 67.74 4 1/2 XHB Length=32.8

5 6" NMDC 650-004 2.75 6 3/8 31.06 98.80 4 1/2 XHB
FN=1.25

Smith MDi 616, 6×163
O.D.=7 7/8
Length=1

9 FN=0

Winsurv2 BHA Report - License:NP4600
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RECEIVED: Jan. 27, 2016

 1 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

0

0

0

0.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type

0

0

0

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate0 0 0 - 0 0End Depth Circulating Hours0.00 0.00

Total Drilled: Avg. Total  ROP:0.00 NA Mud Data
NA

Percent Rotary: NA0.00 0SAND

24.00 Percent Slide: NA WL 0 0

Brent BascumCompany Man:

0 0 0 0Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:0.00 NA 0

From Tuesday, September 15, 2015 at 0000 to Tuesday, September 15, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Rigging up 

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours0.00 0.00

Signature:  

GAS

Drilling Parameters
WOB 0 Pick UP Slack Off SPM0 0

BHA

N/A

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

0

0

0

PV

PH

YP

00:00 24:00 24.00 Other Rigging up 15-Sep-15 1072 1072

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 1License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 1 of 9
Company: Crescent Point API JOB # 43-047-52642

LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Tuesday, September 15, 2015 at 0000 to Tuesday, September 15, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM

End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0 -0 0

Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth N/A
Second Directional : Sam Sisneros

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 0 Azm. In: 0 Incl Out: 0 Azm. Out: 0

GENERAL COMMENT
Rigging up

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
15-Sep-15 00:00 24:00 24.00 1072 1072 Other Rigging up

WinSERVE II Daily Report License: NP4600 Daily Report for JOB#: UT151823 - Page 1 of 1

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

 2 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

0

0

0

0.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type

0

0

0

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate0 0 0 - 0 0End Depth Circulating Hours0.00 0.00

Total Drilled: Avg. Total  ROP:0.00 NA Mud Data
NA

Percent Rotary: NA0.00 0SAND

5.00 Percent Slide: NA WL 0 0

Brent BascumCompany Man:

0 0 0 0Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:0.00 NA 0

From Wednesday, September 16, 2015 at 0000 to Wednesday, September 16, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Picked up Tools 

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours0.00 0.00

Signature:  

GAS

Drilling Parameters
WOB 0 Pick UP Slack Off SPM0 0

BHA

N/A

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

0

0

0

PV

PH

YP

00:00 02:00 2.00 Other Rig Up 16-Sep-15 1072 1072

02:00 13:30 11.50 N/U BOPS N/U BOPS16-Sep-15 1072 1072

13:30 21:00 7.50 Test BOPS Test BOPS16-Sep-15 1072 1072

21:00 23:00 2.00 Other Rig Up Set racks & load & strap 16-Sep-15 1072 1072

23:00 24:00 1.00 Change BHA Change BHA P/U BHA # 1 16-Sep-15 1072 1072

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 1License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 2 of 9
Company: Crescent Point API JOB # 43-047-52642

LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Wednesday, September 16, 2015 at 0000 to Wednesday, September 16, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 0.00 Rotary Hours 0.00 WOB 0 Pick UP 0 Slack Off 0 SPM

End Depth 0.00 Circulating Hours 0.00 RAB 0 SPP 0 FlowRate 0 -0 0

Total Drilled: 0.00 Avg. Total ROP: NA Mud Data
Total Rotary Drilled: 0.00 Avg. Rotary ROP: NA Type PV 0 SOLID 0
Total Drilled Sliding: 0.00 Avg. Slide ROP: NA Weight 0 GAS 0 YP 0 BHT° 0
Slide Hours: 0.00 Percent Rotary: NA Viscosity 0 SAND 0 PH 0 Flow Te 0
Below Rotary Hrs. 5.00 Percent Slide: NA Chlorides 0 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth N/A
Second Directional : Sam Sisneros

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 0 Azm. In: 0 Incl Out: 0 Azm. Out: 0

GENERAL COMMENT
Picked up Tools

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
16-Sep-15 00:00 02:00 2.00 1072 1072 Other Rig Up
16-Sep-15 02:00 13:30 11.50 1072 1072 N/U BOPS N/U BOPS
16-Sep-15 13:30 21:00 7.50 1072 1072 Test BOPS Test BOPS
16-Sep-15 21:00 23:00 2.00 1072 1072 Other Rig Up Set racks & load & strap
16-Sep-15 23:00 24:00 1.00 1072 1072 Change BHA Change BHA P/U BHA # 1

WinSERVE II Daily Report License: NP4600 Daily Report for JOB#: UT151823 - Page 1 of 1

RECEIVED: Jan. 27,



RECEIVED: Jan. 27, 2016

 3 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

0.85

0

0

1189.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

27

2500

8.5

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 0 - 398 128End Depth Circulating Hours2408.00 0.00

Total Drilled: Avg. Total  ROP:1336.00 89.66 Mud Data
94.37

Percent Rotary: 89.002.30 0SAND

24.00 Percent Slide: 11.00 WL 0 0

Brent BascumCompany Man:

0.6 163.1 13.4 296.9Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:147.00 63.91 0

From Thursday, September 17, 2015 at 0000 to Thursday, September 17, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Drilling ahead in build @ 2408' 

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours1072.00 12.60

Signature:  

GAS

Drilling Parameters
WOB 1 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

1

9.5

1

PV

PH

YP

00:00 01:45 1.75 TIH TIH17-Sep-15 1072 1072

01:45 03:40 1.92 Other Slip & Cut 17-Sep-15 1072 1072

03:40 03:50 0.17 TIH Tag Cement @ 933'17-Sep-15 1072 1072

03:50 06:52 3.03 Drilling Cement Drill Float and Shoe17-Sep-15 1072 1072

06:52 07:14 0.37 Drilling Drilling - (WOB:10; :251;RPM:35)17-Sep-15 1072 1113

07:14 11:25 4.18 Rig repair Rig repair Fix Dwks Chain17-Sep-15 1113 1113

11:25 12:05 0.67 Drilling Drilling - (WOB:10; :251;RPM:35)17-Sep-15 1113 1198

12:05 12:07 0.03 Survey & Conn. Survey & Conn.@1136' Inc 0.6° Azm 163.1°17-Sep-15 1198 1198

12:07 12:39 0.53 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1198 1283

12:39 12:41 0.03 Survey & Conn. Survey & Conn.@1221' Inc 0.7° Azm 174.3°17-Sep-15 1283 1283

12:41 13:13 0.53 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1283 1369

13:13 13:20 0.12 Survey & Conn. Survey & Conn.@1307' Inc 0.9° Azm 178.7°17-Sep-15 1369 1369

13:20 13:31 0.18 Sliding Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1369 1377

13:31 14:07 0.60 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1377 1454

14:07 14:11 0.07 Survey & Conn. Survey & Conn.@1392' Inc 0.7° Azm 264.9°17-Sep-15 1454 1454

14:11 14:18 0.12 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1454 1460

14:18 14:22 0.07 Sliding Sliding - (WOB:20; :398;TFO:350M))17-Sep-15 1460 1467

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 3 of 9
Company: Crescent Point API JOB # 43-047-52642

I LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Thursday, September 17, 2015 at 0000 to Thursday, September 17, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 1072.00 Rotary Hours 12.60 WOB 1 Pick UP 50 Slack Off 50 SPM

End Depth 2408.00 Circulating Hours 0.00 RAB 55 SPP 1447 FlowRate 0 -398 128

Total Drilled: 1336.00 Avg. Total ROP: 89.66 Mud Data
Total Rotary Drilled: 1189.00 Avg. Rotary ROP: 94.37 Type H2O PV 1 SOLID 0.85
Total Drilled Sliding: 147.00 Avg. Slide ROP: 63.91 Weight 8.5 GAS 0 YP 1 BHT° 0
Slide Hours: 2.30 Percent Rotary: 89.00 Viscosity 27 SAND 0 PH 9.5 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 11.00 Chlorides 2500 WL 0 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 0.6 Azm. In: 163.1 Incl. Out: 13.4 Azm. Out: 296.9

GENERAL COMMENT
Drilling ahead in build @ 2408'

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
17-Sep-15 00:00 01:45 1.75 1072 1072 TIH TIH
17-Sep-15 01:45 03:40 1.92 1072 1072 other Slip & Cut
17-Sep-15 03:40 03:50 0.17 1072 1072 TIH Tag Cement @ 933'
17-Sep-15 03:50 06:52 3.03 1072 1072 Drilling Cement Drill Float and Shoe
17-Sep-15 06:52 07:14 0.37 1072 1113 Drilling Drilling - (WOB:10; :251;RPM:35)
17-Sep-15 07:14 11:25 4.18 1113 1113 Rig repair Rig repair Fix Dwks Chain
17-Sep-15 11:25 12:05 0.67 1113 1198 Drilling Drilling - (WOB:10; :251;RPM:35)
17-Sep-15 12:05 12:07 0.03 1198 1198 Survey & Conn. Survey & Conn.@1136' Inc 0.6°Azm 163.1°

17-Sep-15 12:07 12:39 0.53 1198 1283 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 12:39 12:41 0.03 1283 1283 survey&conn. Survey & Conn.@1221' Inc 0.7°Azm 174.3°

17-Sep-15 12:41 13:13 0.53 1283 1369 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 13:13 13:20 0.12 1369 1369 survey& Conn. Survey & Conn.@1307' Inc 0.9°Azm 178.7°

17-Sep-15 13:20 13:31 0.18 1369 1377 Sliding Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 13:31 14:07 0.60 1377 1454 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 14:07 14:11 0.07 1454 1454 Survey & Conn. Survey & Conn.@1392' Inc 0.7°Azm 264.9°

17-Sep-15 14:11 14:18 0.12 1454 1460 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 14:18 14:22 0.07 1460 1467 Sliding Sliding - (WOB:20; :398;TFO:350M))
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14:22 14:58 0.60 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1467 1540

14:58 15:00 0.03 Survey & Conn. Survey & Conn.@1478' Inc 1° Azm 315.9°17-Sep-15 1540 1540

15:00 15:34 0.57 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1540 1626

15:34 15:39 0.08 Survey & Conn. Survey & Conn.@1564' Inc 1.2° Azm 304.3°17-Sep-15 1626 1626

15:39 15:45 0.10 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1626 1633

15:45 15:50 0.08 Sliding Sliding - (WOB:20; :398;TFO:310M))17-Sep-15 1633 1641

15:50 16:19 0.48 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1641 1711

16:19 16:22 0.05 Survey & Conn. Survey & Conn.@1649' Inc 1.7° Azm 302°17-Sep-15 1711 1711

16:22 16:25 0.05 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1711 1720

16:25 16:38 0.22 Sliding Sliding - (WOB:20; :398;TFO:340M))17-Sep-15 1720 1736

16:38 17:10 0.53 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1736 1797

17:10 17:15 0.08 Survey & Conn. Survey & Conn.@1735' Inc 2.7° Azm 316.4°17-Sep-15 1797 1797

17:15 17:25 0.17 Sliding Sliding - (WOB:20; :398;TFO:300M))17-Sep-15 1797 1812

17:25 17:55 0.50 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1812 1883

17:55 18:00 0.08 Survey & Conn. Survey & Conn.@1821' Inc 4.3° Azm 312.8°17-Sep-15 1883 1883

18:00 18:15 0.25 Sliding Sliding - (WOB:20; :398;TFO:10L))17-Sep-15 1883 1898

18:15 18:50 0.58 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1898 1968

18:50 18:55 0.08 Survey & Conn. Survey & Conn.@1906' Inc 6° Azm 308.9°17-Sep-15 1968 1968

18:55 19:05 0.17 Sliding Sliding - (WOB:20; :398;TFO:30L))17-Sep-15 1968 1983

19:05 19:40 0.58 Drilling Drilling - (WOB:20; :398;RPM:50)17-Sep-15 1983 2054

19:40 19:45 0.08 Survey & Conn. Survey & Conn.@1992' Inc 7.6° Azm 303.4°17-Sep-15 2054 2054

19:45 19:55 0.17 Sliding Sliding - (WOB:20; :398;TFO:20L))17-Sep-15 2054 2067

19:55 20:30 0.58 Drilling Drilling - (WOB:1; :398;RPM:50)17-Sep-15 2067 2139

20:30 20:35 0.08 Survey & Conn. Survey & Conn.@2077' Inc 8.8° Azm 297.5°17-Sep-15 2139 2139

20:35 20:55 0.33 Sliding Sliding - (WOB:20; :398;TFO:0))17-Sep-15 2139 2152

20:55 21:35 0.67 Drilling Drilling - (WOB:1; :398;RPM:50)17-Sep-15 2152 2224

21:35 21:40 0.08 Survey & Conn. Survey & Conn.@2162' Inc 10.3° Azm 299.1°17-Sep-15 2224 2224

21:40 22:00 0.33 Sliding Sliding - (WOB:20; :398;TFO:0)17-Sep-15 2224 2237

22:00 22:45 0.75 Drilling Drilling - (WOB:1; :398;RPM:50)17-Sep-15 2237 2310

22:45 22:50 0.08 Survey & Conn. Survey & Conn.@2248' Inc 11.9° Azm 296.7°17-Sep-15 2310 2310

22:50 23:00 0.17 Sliding Sliding - (WOB:20; :398;TFO:5R))17-Sep-15 2310 2322

23:00 23:40 0.67 Drilling Drilling - (WOB:1; :398;RPM:50)17-Sep-15 2322 2395

23:40 23:45 0.08 Survey & Conn. Survey & Conn.@2333' Inc 13.4° Azm 296.9°17-Sep-15 2395 2395

23:45 23:55 0.17 Sliding Sliding - (WOB:20; :398;TFO:5R))17-Sep-15 2395 2407

23:55 24:00 0.08 Drilling Drilling - (WOB:1; :398;RPM:50)17-Sep-15 2407 2408

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
17-Sep-15 14:22 14:58 0.60 1467 1540 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 14:58 15:00 0.03 1540 1540 survey& Conn. Survey & Conn.@1478' Inc 1°Azm 315.9°

17-Sep-15 15:00 15:34 0.57 1540 1626 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 15:34 15:39 0.08 1626 1626 survey&Conn. Survey & Conn.@1564' Inc 1.2°Azm 304.3°

17-Sep-15 15:39 15:45 0.10 1626 1633 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 15:45 15:50 0.08 1633 1641 Sliding Sliding - (WOB:20; :398;TFO:310M))
17-Sep-15 15:50 16:19 0.48 1641 1711 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 16:19 16:22 0.05 1711 1711 Survey &Conn. Survey & Conn.@1649' Inc 1.7°Azm 302°

17-Sep-15 16:22 16:25 0.05 1711 1720 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 16:25 16:38 0.22 1720 1736 sliding Sliding - (WOB:20; :398;TFO:340M))
17-Sep-15 16:38 17:10 0.53 1736 1797 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 17:10 17:15 0.08 1797 1797 Survey &Conn. Survey & Conn.@1735' Inc 2.7°Azm 316.4°

17-Sep-15 17:15 17:25 0.17 1797 1812 Sliding Sliding - (WOB:20; :398;TFO:300M))
17-Sep-15 17:25 17:55 0.50 1812 1883 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 17:55 18:00 0.08 1883 1883 survey&Conn. Survey & Conn.@1821' Inc 4.3°Azm 312.8°

17-Sep-15 18:00 18:15 0.25 1883 1898 sliding Sliding - (WOB:20; :398;TFO:10L))
17-Sep-15 18:15 18:50 0.58 1898 1968 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 18:50 18:55 0.08 1968 1968 survey& Conn. Survey & Conn.@1906' Inc 6°Azm 308.9°

17-Sep-15 18:55 19:05 0.17 1968 1983 sliding Sliding - (WOB:20; :398;TFO:30L))
17-Sep-15 19:05 19:40 0.58 1983 2054 Drilling Drilling - (WOB:20; :398;RPM:50)
17-Sep-15 19:40 19:45 0.08 2054 2054 Survey & Conn. Survey & Conn.@1992' Inc 7.6°Azm 303.4°

17-Sep-15 19:45 19:55 0.17 2054 2067 Sliding Sliding - (WOB:20; :398;TFO:20L))
17-Sep-15 19:55 20:30 0.58 2067 2139 Drilling Drilling - (WOB:1; :398;RPM:50)
17-Sep-15 20:30 20:35 0.08 2139 2139 survey&Conn. Survey & Conn.@2077' Inc 8.8°Azm 297.5°

17-Sep-15 20:35 20:55 0.33 2139 2152 sliding Sliding - (WOB:20; :398;TFO:0))
17-Sep-15 20:55 21:35 0.67 2152 2224 Drilling Drilling - (WOB:1; :398;RPM:50)
17-Sep-15 21:35 21:40 0.08 2224 2224 Survey &Conn. Survey & Conn.@2162' Inc 10.3°Azm 299.1°

17-Sep-15 21:40 22:00 0.33 2224 2237 Sliding Sliding - (WOB:20; :398;TFO:0)
17-Sep-15 22:00 22:45 0.75 2237 2310 Drilling Drilling - (WOB:1; :398;RPM:50)
17-Sep-15 22:45 22:50 0.08 2310 2310 survey& Conn. Survey & Conn.@2248' Inc 11.9°Azm 296.7°

17-Sep-15 22:50 23:00 0.17 2310 2322 sliding Sliding - (WOB:20; :398;TFO:5R))
17-Sep-15 23:00 23:40 0.67 2322 2395 Drilling Drilling - (WOB:1; :398;RPM:50)
17-Sep-15 23:40 23:45 0.08 2395 2395 survey& Conn. Survey & Conn.@2333' Inc 13.4°Azm 296.9°

17-Sep-15 23:45 23:55 0.17 2395 2407 Sliding Sliding - (WOB:20; :398;TFO:5R))
17-Sep-15 23:55 24:00 0.08 2407 2408 Drilling Drilling - (WOB:1; :398;RPM:50)
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 4 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

6.4

0

0

1169.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

30

2000

9.2

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 398 - 398 128End Depth Circulating Hours3720.00 0.97

Total Drilled: Avg. Total  ROP:1312.00 63.90 Mud Data
73.60

Percent Rotary: 89.104.65 0.5SAND

24.00 Percent Slide: 10.90 WL 47 0

Brent BascumCompany Man:

13.4 296.9 16.6 294.8Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:143.00 30.75 0

From Friday, September 18, 2015 at 0000 to Friday, September 18, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Drilling ahead 0:00 depth 3720' 

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours2408.00 15.88

Signature:  

GAS

Drilling Parameters
WOB 20 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

6

8

4

PV

PH

YP

00:00 01:10 1.17 Drilling Drilling - (WOB:1;GPM :398;RPM:50)18-Sep-15 2408 2481

01:10 01:15 0.08 Survey & Conn. Survey & Conn.@2419' Inc 14.3° Azm 298.3°18-Sep-15 2481 2481

01:15 01:25 0.17 Sliding Sliding - (WOB:20;GPM :398;TFO:5R))18-Sep-15 2481 2494

01:25 02:15 0.83 Drilling Drilling - (WOB:1;GPM :398;RPM:50)18-Sep-15 2494 2566

02:15 02:20 0.08 Survey & Conn. Survey & Conn.@2504' Inc 15.6° Azm 299.5°18-Sep-15 2566 2566

02:20 02:50 0.50 Sliding Sliding - (WOB:20;GPM :398;TFO:0))18-Sep-15 2566 2579

02:50 03:40 0.83 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2579 2652

03:40 03:45 0.08 Survey & Conn. Survey & Conn.@2590' Inc 16.4° Azm 297.7°18-Sep-15 2652 2652

03:45 04:10 0.42 Sliding Sliding - (WOB:20; :398;TFO:5R))18-Sep-15 2652 2667

04:10 05:00 0.83 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2667 2737

05:00 05:10 0.17 Survey & Conn. Survey & Conn.@2675' Inc 17.9° Azm 297.6°18-Sep-15 2737 2737

05:10 05:23 0.22 Sliding Sliding - (WOB:20; :398;TFO:5R))18-Sep-15 2737 2747

05:23 06:18 0.92 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2747 2823

06:18 07:28 1.17 Rig repair Rig repair DWKS Chain18-Sep-15 2823 2823

07:28 07:31 0.05 Survey & Conn. Survey & Conn.@2761' Inc 19.1° Azm 297.8°18-Sep-15 2823 2823

07:31 07:46 0.25 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2823 2824

07:46 08:02 0.27 Sliding Sliding - (WOB:20; :398;TFO:30R))18-Sep-15 2824 2830

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 4 of 9
Company: Crescent Point API JOB # 43-047-52642

I LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Friday, September 18, 2015 at 0000 to Friday, September 18, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 2408.00 Rotary Hours 15.88 WOB 20 Pick UP 50 Slack Off 50 SPM

End Depth 3720.00 Circulating Hours 0.97 RAB 55 SPP 1447 FlowRate 398-398 128

Total Drilled: 1312.00 Avg. Total ROP: 63.90 Mud Data
Total Rotary Drilled: 1169.00 Avg. Rotary ROP: 73.60 Type H2O PV 6 SOLID 6.4
Total Drilled Sliding: 143.00 Avg. Slide ROP: 30.75 Weight 9.2 GAS 0 YP 4 BHT° 0
Slide Hours: 4.65 Percent Rotary: 89.10 Viscosity 30 SAND 0.5 PH 8 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 10.90 Chlorides 2000 WL 47 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 13.4 Azm. In: 296.9 Incl. Out: 16.6 Azm. Out: 294.8

GENERAL COMMENT
Drilling ahead 0:00 depth 3720'

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
18-Sep-15 00:00 01:10 1.17 2408 2481 Drilling Drilling - (WOB:1;GPM :398;RPM:50)
18-Sep-15 01:10 01:15 0.08 2481 2481 Survey &Conn. Survey & Conn.@2419' Inc 14.3°Azm 298.3°

18-Sep-15 01:15 01:25 0.17 2481 2494 sliding Sliding - (WOB:20;GPM :398;TFO:5R))
18-Sep-15 01:25 02:15 0.83 2494 2566 Drilling Drilling - (WOB:1;GPM :398;RPM:50)
18-Sep-15 02:15 02:20 0.08 2566 2566 survey&Conn. Survey & Conn.@2504' Inc 15.6°Azm 299.5°

18-Sep-15 02:20 02:50 0.50 2566 2579 Sliding Sliding - (WOB:20;GPM :398;TFO:0))
18-Sep-15 02:50 03:40 0.83 2579 2652 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 03:40 03:45 0.08 2652 2652 survey& Conn. Survey & Conn.@2590' Inc 16.4°Azm 297.7°

18-Sep-15 03:45 04:10 0.42 2652 2667 Sliding Sliding - (WOB:20; :398;TFO:5R))
18-Sep-15 04:10 05:00 0.83 2667 2737 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 05:00 05:10 0.17 2737 2737 Survey & Conn. Survey & Conn.@2675' Inc 17.9°Azm 297.6°

18-Sep-15 05:10 05:23 0.22 2737 2747 Sliding Sliding - (WOB:20; :398;TFO:5R))
18-Sep-15 05:23 06:18 0.92 2747 2823 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 06:18 07:28 1.17 2823 2823 Rig repair Rig repair DWKSChain
18-Sep-15 07:28 07:31 0.05 2823 2823 survey& Conn. Survey & Conn.@2761' Inc 19.1°Azm 297.8°

18-Sep-15 07:31 07:46 0.25 2823 2824 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 07:46 08:02 0.27 2824 2830 sliding Sliding - (WOB:20; :398;TFO:30R))
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08:02 08:25 0.38 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2830 2868

08:25 09:02 0.62 Circulating Circulating18-Sep-15 2868 2868

09:02 09:33 0.52 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2868 2908

09:33 09:39 0.10 Survey & Conn. Survey & Conn.@2846' Inc 19.1° Azm 296.6°18-Sep-15 2908 2908

09:39 09:42 0.05 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2908 2915

09:42 10:06 0.40 Sliding Sliding - (WOB:20; :398;TFO:40R))18-Sep-15 2915 2926

10:06 10:48 0.70 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2926 2994

10:48 10:51 0.05 Survey & Conn. Survey & Conn.@2932' Inc 20° Azm 296.5°18-Sep-15 2994 2994

10:51 10:57 0.10 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 2994 3002

10:57 11:24 0.45 Sliding Sliding - (WOB:20; :398;TFO:90R))18-Sep-15 3002 3012

11:24 12:25 1.02 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 3012 3079

12:25 12:29 0.07 Survey & Conn. Survey & Conn.@3017' Inc 20.8° Azm 298.8°18-Sep-15 3079 3079

12:29 13:32 1.05 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 3079 3165

13:32 13:53 0.35 Circulating Circulating PMP Problems 18-Sep-15 3165 3165

13:53 13:57 0.07 Survey & Conn. Survey & Conn.@3103' Inc 21° Azm 299.3°18-Sep-15 3165 3165

13:57 15:08 1.18 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 3165 3250

15:08 15:14 0.10 Survey & Conn. Survey & Conn.@3188' Inc 21.1° Azm 297.5°18-Sep-15 3250 3250

15:14 15:28 0.23 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 3250 3261

15:28 16:00 0.53 Sliding Sliding - (WOB:20; :398;TFO:90R))18-Sep-15 3261 3271

16:00 16:59 0.98 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 3271 3335

16:59 17:03 0.07 Survey & Conn. Survey & Conn.@3273' Inc 21.3° Azm 298.1°18-Sep-15 3335 3335

17:03 17:08 0.08 Drilling Drilling - (WOB:1; :398;RPM:50)18-Sep-15 3335 3343

17:08 17:50 0.70 Sliding Sliding - (WOB:20; :398;TFO:130R))18-Sep-15 3343 3358

17:50 18:55 1.08 Drilling Drilling - (WOB:20; :398;RPM:50)18-Sep-15 3358 3421

18:55 19:00 0.08 Survey & Conn. Survey & Conn.@3359' Inc 20.1° Azm 299.2°18-Sep-15 3421 3421

19:00 20:20 1.33 Drilling Drilling - (WOB:20; :398;RPM:50)18-Sep-15 3421 3507

20:20 20:25 0.08 Survey & Conn. Survey & Conn.@3445' Inc 19.2° Azm 297.6°18-Sep-15 3507 3507

20:25 21:10 0.75 Drilling Drilling - (WOB:20; :398;RPM:50)18-Sep-15 3507 3592

21:10 21:20 0.17 Survey & Conn. Survey & Conn.@3530' Inc 17.3° Azm 294.8°18-Sep-15 3592 3592

21:20 21:45 0.42 Sliding Sliding - (WOB:20; :398;TFO:45R))18-Sep-15 3592 3612

21:45 22:50 1.08 Drilling Drilling - (WOB:20; :398;RPM:50)18-Sep-15 3612 3677

22:50 22:55 0.08 Survey & Conn. Survey & Conn.@3615' Inc 16.6° Azm 294.4°18-Sep-15 3677 3677

22:55 23:30 0.58 Sliding Sliding - (WOB:20; :398;TFO:45R))18-Sep-15 3677 3697

23:30 24:00 0.50 Drilling Drilling - (WOB:20; :398;RPM:50)18-Sep-15 3697 3720

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth
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Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
18-Sep-15 08:02 08:25 0.38 2830 2868 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 08:25 09:02 0.62 2868 2868 circulating Circulating
18-Sep-15 09:02 09:33 0.52 2868 2908 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 09:33 09:39 0.10 2908 2908 survey&Conn. Survey & Conn.@2846' Inc 19.1°Azm 296.6°

18-Sep-15 09:39 09:42 0.05 2908 2915 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 09:42 10:06 0.40 2915 2926 sliding Sliding - (WOB:20; :398;TFO:40R))
18-Sep-15 10:06 10:48 0.70 2926 2994 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 10:48 10:51 0.05 2994 2994 Survey &Conn. Survey & Conn.@2932' Inc 20°Azm 296.5°

18-Sep-15 10:51 10:57 0.10 2994 3002 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 10:57 11:24 0.45 3002 3012 Sliding Sliding - (WOB:20; :398;TFO:90R))
18-Sep-15 11:24 12:25 1.02 3012 3079 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 12:25 12:29 0.07 3079 3079 survey&Conn. Survey & Conn.@3017' Inc 20.8°Azm 298.8°

18-Sep-15 12:29 13:32 1.05 3079 3165 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 13:32 13:53 0.35 3165 3165 Circulating Circulating PMP Problems
18-Sep-15 13:53 13:57 0.07 3165 3165 survey&Conn. Survey & Conn.@3103' Inc 21°Azm 299.3°

18-Sep-15 13:57 15:08 1.18 3165 3250 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 15:08 15:14 0.10 3250 3250 survey& Conn. Survey & Conn.@3188' Inc 21.1°Azm 297.5°

18-Sep-15 15:14 15:28 0.23 3250 3261 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 15:28 16:00 0.53 3261 3271 Sliding Sliding - (WOB:20; :398;TFO:90R))
18-Sep-15 16:00 16:59 0.98 3271 3335 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 16:59 17:03 0.07 3335 3335 survey& Conn. Survey & Conn.@3273' Inc 21.3°Azm 298.1°

18-Sep-15 17:03 17:08 0.08 3335 3343 Drilling Drilling - (WOB:1; :398;RPM:50)
18-Sep-15 17:08 17:50 0.70 3343 3358 Sliding Sliding - (WOB:20; :398;TFO:130R))
18-Sep-15 17:50 18:55 1.08 3358 3421 Drilling Drilling - (WOB:20; :398;RPM:50)
18-Sep-15 18:55 19:00 0.08 3421 3421 Survey & Conn. Survey & Conn.@3359' Inc 20.1°Azm 299.2°

18-Sep-15 19:00 20:20 1.33 3421 3507 Drilling Drilling - (WOB:20; :398;RPM:50)
18-Sep-15 20:20 20:25 0.08 3507 3507 Survey &Conn. Survey & Conn.@3445' Inc 19.2°Azm 297.6°

18-Sep-15 20:25 21:10 0.75 3507 3592 Drilling Drilling - (WOB:20; :398;RPM:50)
18-Sep-15 21:10 21:20 0.17 3592 3592 survey& Conn. Survey & Conn.@3530' Inc 17.3°Azm 294.8°

18-Sep-15 21:20 21:45 0.42 3592 3612 Sliding Sliding - (WOB:20; :398;TFO:45R))
18-Sep-15 21:45 22:50 1.08 3612 3677 Drilling Drilling - (WOB:20; :398;RPM:50)
18-Sep-15 22:50 22:55 0.08 3677 3677 survey&Conn. Survey & Conn.@3615' Inc 16.6°Azm 294.4°

18-Sep-15 22:55 23:30 0.58 3677 3697 Sliding Sliding - (WOB:20; :398;TFO:45R))
18-Sep-15 23:30 24:00 0.50 3697 3720 Drilling Drilling - (WOB:20; :398;RPM:50)
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 5 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

7.3

0

0

818.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

33

2000

9.3

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 398 - 398 128End Depth Circulating Hours4673.00 1.08

Total Drilled: Avg. Total  ROP:953.00 43.38 Mud Data
50.60

Percent Rotary: 85.835.80 0.5SAND

24.00 Percent Slide: 14.17 WL 19 0

Brent BascumCompany Man:

16.6 294.8 17.7 295.7Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:135.00 23.28 0

From Saturday, September 19, 2015 at 0000 to Saturday, September 19, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Drilling ahead 0:00 depth 4673'

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours3720.00 16.17

Signature:  

GAS

Drilling Parameters
WOB 20 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

8

8.5

7

PV

PH

YP

00:00 00:50 0.83 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 3720 3763

00:50 00:55 0.08 Survey & Conn. Survey & Conn.@3701' Inc 17.6° Azm 295.5°19-Sep-15 3763 3763

00:55 01:25 0.50 Sliding Sliding - (WOB:20; :398;TFO:45R))19-Sep-15 3763 3783

01:25 02:40 1.25 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 3783 3849

02:40 02:45 0.08 Survey & Conn. Survey & Conn.@3787' Inc 19.1° Azm 298°19-Sep-15 3849 3849

02:45 03:05 0.33 Sliding Sliding - (WOB:20; :398;TFO:90R))19-Sep-15 3849 3859

03:05 04:25 1.33 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 3859 3934

04:25 04:30 0.08 Survey & Conn. Survey & Conn.@3872' Inc 19.7° Azm 296.8°19-Sep-15 3934 3934

04:30 06:00 1.50 Sliding Sliding - (WOB:20; :398;TFO:90R))19-Sep-15 3934 3949

06:00 06:06 0.10 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 3949 4020

06:06 06:11 0.08 Survey & Conn. Survey & Conn.@3958' Inc 19.1° Azm 295.8°19-Sep-15 4020 4020

06:11 06:16 0.08 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4020 4022

06:16 07:05 0.82 Sliding Sliding - (WOB:20; :398;TFO:80R))19-Sep-15 4022 4041

07:05 08:16 1.18 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4041 4105

08:16 08:20 0.07 Survey & Conn. Survey & Conn.@4043' Inc 18.4° Azm 295.8°19-Sep-15 4105 4105

08:20 08:24 0.07 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4105 4109

08:24 08:50 0.43 Sliding Sliding - (WOB:20; :398;TFO:50R))19-Sep-15 4109 4124

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 5 of 9
Company: Crescent Point API JOB # 43-047-52642

I LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Saturday, September 19, 2015 at 0000 to Saturday, September 19, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 3720.00 Rotary Hours 16.17 WOB 20 Pick UP 50 Slack Off 50 SPM

End Depth 4673.00 Circulating Hours 1.08 RAB 55 SPP 1447 FlowRate 398-398 128

Total Drilled: 953.00 Avg. Total ROP: 43.38 Mud Data
Total Rotary Drilled: 818.00 Avg. Rotary ROP: 50.60 Type H2O PV 8 SOLID 7.3
Total Drilled Sliding: 135.00 Avg. Slide ROP: 23.28 Weight 9.3 GAS 0 YP 7 BHT° 0
Slide Hours: 5.80 Percent Rotary: 85.83 Viscosity 33 SAND 0.5 PH 8.5 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 14.17 Chlorides 2000 WL 19 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 16.6 Azm. In: 294.8 Incl. Out: 17.7 Azm. Out: 295.7

GENERAL COMMENT
Drilling ahead 0:00 depth 4673'

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
19-Sep-15 00:00 00:50 0.83 3720 3763 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 00:50 00:55 0.08 3763 3763 survey&conn. Survey & Conn.@3701' Inc 17.6°Azm 295.5°

19-Sep-15 00:55 01:25 0.50 3763 3783 sliding Sliding - (WOB:20; :398;TFO:45R))
19-Sep-15 01:25 02:40 1.25 3783 3849 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 02:40 02:45 0.08 3849 3849 Survey &Conn. Survey & Conn.@3787' Inc 19.1°Azm 298°

19-Sep-15 02:45 03:05 0.33 3849 3859 sliding Sliding - (WOB:20; :398;TFO:90R))
19-Sep-15 03:05 04:25 1.33 3859 3934 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 04:25 04:30 0.08 3934 3934 survey& Conn. Survey & Conn.@3872' Inc 19.7°Azm 296.8°

19-Sep-15 04:30 06:00 1.50 3934 3949 Sliding Sliding - (WOB:20; :398;TFO:90R))
19-Sep-15 06:00 06:06 0.10 3949 4020 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 06:06 06:11 0.08 4020 4020 survey& Conn. Survey & Conn.@3958' Inc 19.1°Azm 295.8°

19-Sep-15 06:11 06:16 0.08 4020 4022 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 06:16 07:05 0.82 4022 4041 Sliding Sliding - (WOB:20; :398;TFO:80R))
19-Sep-15 07:05 08:16 1.18 4041 4105 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 08:16 08:20 0.07 4105 4105 survey& Conn. Survey & Conn.@4043' Inc 18.4°Azm 295.8°

19-Sep-15 08:20 08:24 0.07 4105 4109 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 08:24 08:50 0.43 4109 4124 Sliding Sliding - (WOB:20; :398;TFO:50R))
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08:50 09:27 0.62 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4124 4151

09:27 09:51 0.40 Sliding Sliding - (WOB:20; :398;TFO:60R))19-Sep-15 4151 4161

09:51 10:28 0.62 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4161 4191

10:28 10:37 0.15 Survey & Conn. Survey & Conn.@4129' Inc 19.4° Azm 295.8°19-Sep-15 4191 4191

10:37 10:41 0.07 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4191 4193

10:41 11:06 0.42 Sliding Sliding - (WOB:20; :398;TFO:70R))19-Sep-15 4193 4203

11:06 12:45 1.65 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4203 4276

12:45 12:49 0.07 Survey & Conn. Survey & Conn.@4214' Inc 20.8° Azm 300.7°19-Sep-15 4276 4276

12:49 13:54 1.08 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4276 4319

13:54 14:59 1.08 Circulating Circulating Cut Drill Line19-Sep-15 4319 4319

14:59 16:30 1.52 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4319 4361

16:30 16:35 0.08 Survey & Conn. Survey & Conn.@4299' Inc 21.8° Azm 300.7°19-Sep-15 4361 4361

16:35 16:40 0.08 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4361 4364

16:40 17:04 0.40 Sliding Sliding - (WOB:20; :398;TFO:160R))19-Sep-15 4364 4372

17:04 18:40 1.60 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4372 4447

18:40 18:45 0.08 Survey & Conn. Survey & Conn.@4385' Inc 21.7° Azm 299.5°19-Sep-15 4447 4447

18:45 19:05 0.33 Sliding Sliding - (WOB:20; :398;TFO:180))19-Sep-15 4447 4459

19:05 20:35 1.50 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4459 4532

20:35 20:40 0.08 Survey & Conn. Survey & Conn.@4470' Inc 19.8° Azm 297.4°19-Sep-15 4532 4532

20:40 21:00 0.33 Sliding Sliding - (WOB:20; :398;TFO:160R))19-Sep-15 4532 4542

21:00 22:30 1.50 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4542 4618

22:30 22:35 0.08 Survey & Conn. Survey & Conn.@4556' Inc 17.7° Azm 295.7°19-Sep-15 4618 4618

22:35 22:55 0.33 Sliding Sliding - (WOB:20; :398;TFO:120R))19-Sep-15 4618 4624

22:55 24:00 1.08 Drilling Drilling - (WOB:20; :398;RPM:50)19-Sep-15 4624 4673

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  2 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
19-Sep-15 08:50 09:27 0.62 4124 4151 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 09:27 09:51 0.40 4151 4161 sliding Sliding - (WOB:20; :398;TFO:60R))
19-Sep-15 09:51 10:28 0.62 4161 4191 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 10:28 10:37 0.15 4191 4191 Survey &Conn. Survey & Conn.@4129' Inc 19.4°Azm 295.8°

19-Sep-15 10:37 10:41 0.07 4191 4193 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 10:41 11:06 0.42 4193 4203 sliding Sliding - (WOB:20; :398;TFO:70R))
19-Sep-15 11:06 12:45 1.65 4203 4276 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 12:45 12:49 0.07 4276 4276 survey&Conn. Survey & Conn.@4214' Inc 20.8°Azm 300.7°

19-Sep-15 12:49 13:54 1.08 4276 4319 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 13:54 14:59 1.08 4319 4319 Circulating Circulating Cut Drill Line
19-Sep-15 14:59 16:30 1.52 4319 4361 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 16:30 16:35 0.08 4361 4361 survey&Conn. Survey & Conn.@4299' Inc 21.8°Azm 300.7°

19-Sep-15 16:35 16:40 0.08 4361 4364 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 16:40 17:04 0.40 4364 4372 Sliding Sliding - (WOB:20; :398;TFO:160R))
19-Sep-15 17:04 18:40 1.60 4372 4447 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 18:40 18:45 0.08 4447 4447 Survey &Conn. Survey & Conn.@4385' Inc 21.7°Azm 299.5°

19-Sep-15 18:45 19:05 0.33 4447 4459 sliding Sliding - (WOB:20; :398;TFO:180))
19-Sep-15 19:05 20:35 1.50 4459 4532 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 20:35 20:40 0.08 4532 4532 Survey &Conn. Survey & Conn.@4470' Inc 19.8°Azm 297.4°

19-Sep-15 20:40 21:00 0.33 4532 4542 Sliding Sliding - (WOB:20; :398;TFO:160R))
19-Sep-15 21:00 22:30 1.50 4542 4618 Drilling Drilling - (WOB:20; :398;RPM:50)
19-Sep-15 22:30 22:35 0.08 4618 4618 survey& Conn. Survey & Conn.@4556' Inc 17.7°Azm 295.7°

19-Sep-15 22:35 22:55 0.33 4618 4624 sliding Sliding - (WOB:20; :398;TFO:120R))
19-Sep-15 22:55 24:00 1.08 4624 4673 Drilling Drilling - (WOB:20; :398;RPM:50)
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 6 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

9

0

0

744.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

33

2000

9.4

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 398 - 398 128End Depth Circulating Hours5518.00 0.17

Total Drilled: Avg. Total  ROP:845.00 36.82 Mud Data
41.88

Percent Rotary: 88.055.18 0.75SAND

24.00 Percent Slide: 11.95 WL 13 0

Brent BascumCompany Man:

17.7 295.7 6.2 281.3Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:101.00 19.49 0

From Sunday, September 20, 2015 at 0000 to Sunday, September 20, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Drilling ahead in drop section 00:00 Depth 5518' 

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours4673.00 17.77

Signature:  

GAS

Drilling Parameters
WOB 20 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

9

8.5

6

PV

PH

YP

00:00 00:30 0.50 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 4673 4703

00:30 00:35 0.08 Survey & Conn. Survey & Conn.@4641' Inc 16.5° Azm 294.5°20-Sep-15 4703 4703

00:35 00:50 0.25 Sliding Sliding - (WOB:20; :398;TFO:120R))20-Sep-15 4703 4710

00:50 02:20 1.50 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 4710 4789

02:20 02:25 0.08 Survey & Conn. Survey & Conn.@4727' Inc 14.9° Azm 292.3°20-Sep-15 4789 4789

02:25 02:40 0.25 Sliding Sliding - (WOB:20; :398;TFO:120R))20-Sep-15 4789 4795

02:40 04:35 1.92 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 4795 4874

04:35 04:40 0.08 Survey & Conn. Survey & Conn.@4812' Inc 13° Azm 289.2°20-Sep-15 4874 4874

04:40 05:00 0.33 Sliding Sliding - (WOB:20; :398;TFO:90R))20-Sep-15 4874 4879

05:00 07:05 2.08 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 4879 4960

07:05 07:12 0.12 Survey & Conn. Survey & Conn.@4898' Inc 11.9° Azm 287.1°20-Sep-15 4960 4960

07:12 07:16 0.07 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 4960 4964

07:16 07:58 0.70 Sliding Sliding - (WOB:20; :398;TFO:120R))20-Sep-15 4964 4979

07:58 09:19 1.35 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 4979 5046

09:19 09:23 0.07 Survey & Conn. Survey & Conn.@4984' Inc 10° Azm 284.3°20-Sep-15 5046 5046

09:23 09:30 0.12 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5046 5048

09:30 10:15 0.75 Sliding Sliding - (WOB:20; :398;TFO:90R))20-Sep-15 5048 5066

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 6 of 9
Company: Crescent Point API JOB # 43-047-52642

I LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Sunday, September 20, 2015 at 0000 to Sunday, September 20, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 4673.00 Rotary Hours 17.77 WOB 20 Pick UP 50 Slack Off 50 SPM

End Depth 5518.00 Circulating Hours 0.17 RAB 55 SPP 1447 FlowRate 398-398 128

Total Drilled: 845.00 Avg. Total ROP: 36.82 Mud Data
Total Rotary Drilled: 744.00 Avg. Rotary ROP: 41.88 Type H2O PV 9 SOLID 9
Total Drilled Sliding: 101.00 Avg. Slide ROP: 19.49 Weight 9.4 GAS 0 YP 6 BHT° 0
Slide Hours: 5.18 Percent Rotary: 88.05 Viscosity 33 SAND 0.75 PH 8.5 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 11.95 Chlorides 2000 WL 13 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 17.7 Azm. In: 295.7 Incl. Out: 6.2 Azm. Out: 281.3

GENERAL COMMENT
Drilling ahead in drop section 00:00 Depth 5518'

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
20-Sep-15 00:00 00:30 0.50 4673 4703 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 00:30 00:35 0.08 4703 4703 survey&conn. Survey & Conn.@4641' Inc 16.5°Azm 294.5°

20-Sep-15 00:35 00:50 0.25 4703 4710 sliding Sliding - (WOB:20; :398;TFO:120R))
20-Sep-15 00:50 02:20 1.50 4710 4789 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 02:20 02:25 0.08 4789 4789 Survey &Conn. Survey & Conn.@4727' Inc 14.9°Azm 292.3°

20-Sep-15 02:25 02:40 0.25 4789 4795 sliding Sliding - (WOB:20; :398;TFO:120R))
20-Sep-15 02:40 04:35 1.92 4795 4874 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 04:35 04:40 0.08 4874 4874 Survey & Conn. Survey & Conn.@4812' Inc 13°Azm 289.2°

20-Sep-15 04:40 05:00 0.33 4874 4879 Sliding Sliding - (WOB:20; :398;TFO:90R))
20-Sep-15 05:00 07:05 2.08 4879 4960 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 07:05 07:12 0.12 4960 4960 survey& Conn. Survey & Conn.@4898' Inc 11.9°Azm 287.1°

20-Sep-15 07:12 07:16 0.07 4960 4964 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 07:16 07:58 0.70 4964 4979 Sliding Sliding - (WOB:20; :398;TFO:120R))
20-Sep-15 07:58 09:19 1.35 4979 5046 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 09:19 09:23 0.07 5046 5046 survey& Conn. Survey & Conn.@4984' Inc 10°Azm 284.3°

20-Sep-15 09:23 09:30 0.12 5046 5048 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 09:30 10:15 0.75 5048 5066 sliding Sliding - (WOB:20; :398;TFO:90R))
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10:15 11:34 1.32 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5066 5131

11:34 11:37 0.05 Survey & Conn. Survey & Conn.@5069' Inc 9.6° Azm 284°20-Sep-15 5131 5131

11:37 11:43 0.10 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5131 5134

11:43 12:22 0.65 Sliding Sliding - (WOB:20; :398;TFO:110R))20-Sep-15 5134 5146

12:22 13:52 1.50 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5146 5217

13:52 13:57 0.08 Survey & Conn. Survey & Conn.@5155' Inc 9° Azm 284.6°20-Sep-15 5217 5217

13:57 16:31 2.57 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5217 5302

16:31 16:41 0.17 Rig
Service-Inhole

Rig Service-Inhole20-Sep-15 5302 5302

16:41 16:50 0.15 Survey & Conn. Survey & Conn.@5240' Inc 8.2° Azm 281.2°20-Sep-15 5302 5302

16:50 17:30 0.67 Sliding Sliding - (WOB:20; :398;TFO:150R))20-Sep-15 5302 5310

17:30 20:00 2.50 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5310 5388

20:00 20:05 0.08 Survey & Conn. Survey & Conn.@5326' Inc 7.3° Azm 279.7°20-Sep-15 5388 5388

20:05 20:50 0.75 Sliding Sliding - (WOB:20; :398;TFO:170R))20-Sep-15 5388 5400

20:50 22:25 1.58 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5400 5473

22:25 22:30 0.08 Survey & Conn. Survey & Conn.@5411' Inc 6.2° Azm 281.3°20-Sep-15 5473 5473

22:30 23:20 0.83 Sliding Sliding - (WOB:20; :398;TFO:170R))20-Sep-15 5473 5491

23:20 24:00 0.67 Drilling Drilling - (WOB:20; :398;RPM:50)20-Sep-15 5491 5518

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  2 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
20-Sep-15 10:15 11:34 1.32 5066 5131 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 11:34 11:37 0.05 5131 5131 survey& Conn. Survey & Conn.@5069' Inc 9.6°Azm 284°

20-Sep-15 11:37 11:43 0.10 5131 5134 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 11:43 12:22 0.65 5134 5146 sliding Sliding - (WOB:20; :398;TFO:110R))
20-Sep-15 12:22 13:52 1.50 5146 5217 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 13:52 13:57 0.08 5217 5217 Survey & Conn. Survey & Conn.@5155' Inc 9°Azm 284.6°

20-Sep-15 13:57 16:31 2.57 5217 5302 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 16:31 16:41 0.17 5302 5302 A ruire-Inhnle Rig Service-Inhole

20-Sep-15 16:41 16:50 0.15 5302 5302 survey& Conn. Survey & Conn.@5240' Inc 8.2°Azm 281.2°

20-Sep-15 16:50 17:30 0.67 5302 5310 sliding Sliding - (WOB:20; :398;TFO:150R))
20-Sep-15 17:30 20:00 2.50 5310 5388 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 20:00 20:05 0.08 5388 5388 survey&Conn. Survey & Conn.@5326' Inc 7.3°Azm 279.7°

20-Sep-15 20:05 20:50 0.75 5388 5400 Sliding Sliding - (WOB:20; :398;TFO:170R))
20-Sep-15 20:50 22:25 1.58 5400 5473 Drilling Drilling - (WOB:20; :398;RPM:50)
20-Sep-15 22:25 22:30 0.08 5473 5473 survey&Conn. Survey & Conn.@5411' Inc 6.2°Azm 281.3°

20-Sep-15 22:30 23:20 0.83 5473 5491 Sliding Sliding - (WOB:20; :398;TFO:170R))
20-Sep-15 23:20 24:00 0.67 5491 5518 Drilling Drilling - (WOB:20; :398;RPM:50)
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 7 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

6.19

0

0

874.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

33

2000

9.5

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 398 - 398 128End Depth Circulating Hours6487.00 0.00

Total Drilled: Avg. Total  ROP:969.00 42.16 Mud Data
46.82

Percent Rotary: 90.204.32 0.5SAND

24.00 Percent Slide: 9.80 WL 17 0

Brent BascumCompany Man:

6.2 281.3 1.5 179.96Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:95.00 22.01 0

From Monday, September 21, 2015 at 0000 to Monday, September 21, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Drilling ahead 0:00 depth 6487'

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours5518.00 18.67

Signature:  

GAS

Drilling Parameters
WOB 20 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

8

8.5

7

PV

PH

YP

00:00 00:55 0.92 Drilling Drilling - (WOB:20;GPM :398;RPM:50)21-Sep-15 5518 5559

00:55 01:00 0.08 Survey & Conn. Survey & Conn.@5497' Inc 4.8° Azm 281.4°21-Sep-15 5559 5559

01:00 02:00 1.00 Sliding Sliding - (WOB:20;GPM :398;TFO:170R))21-Sep-15 5559 5579

02:00 03:35 1.58 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 5579 5644

03:35 03:40 0.08 Survey & Conn. Survey & Conn.@5582' Inc 3.6° Azm 278.5°21-Sep-15 5644 5644

03:40 04:40 1.00 Sliding Sliding - (WOB:20; :398;TFO:170R))21-Sep-15 5644 5664

04:40 05:49 1.15 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 5664 5729

05:49 05:57 0.13 Survey & Conn. Survey & Conn.@5667' Inc 2.2° Azm 266.4°21-Sep-15 5729 5729

05:57 07:03 1.10 Sliding Sliding - (WOB:20; :398;TFO:90M))21-Sep-15 5729 5754

07:03 08:46 1.72 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 5754 5815

08:46 08:50 0.07 Survey & Conn. Survey & Conn.@5753' Inc 1.6° Azm 264.6°21-Sep-15 5815 5815

08:50 10:54 2.07 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 5815 5901

10:54 10:58 0.07 Survey & Conn. Survey & Conn.@5839' Inc 1.4° Azm 255.5°21-Sep-15 5901 5901

10:58 13:31 2.55 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 5901 5986

13:31 13:36 0.08 Survey & Conn. Survey & Conn.@5924' Inc 1.2° Azm 219.2°21-Sep-15 5986 5986

13:36 14:30 0.90 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 5986 6072

14:30 14:34 0.07 Survey & Conn. Survey & Conn.@6010' Inc 1.4° Azm 208.1°21-Sep-15 6072 6072

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 7 of 9
Company: Crescent Point API JOB # 43-047-52642

I LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Monday, September 21, 2015 at 0000 to Monday, September 21, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 5518.00 Rotary Hours 18.67 WOB 20 Pick UP 50 Slack Off 50 SPM

End Depth 6487.00 Circulating Hours 0.00 RAB 55 SPP 1447 FlowRate 398-398 128

Total Drilled: 969.00 Avg. Total ROP: 42.16 Mud Data
Total Rotary Drilled: 874.00 Avg. Rotary ROP: 46.82 Type H2O PV 8 SOLID 6.19
Total Drilled Sliding: 95.00 Avg. Slide ROP: 22.01 Weight 9.5 GAS 0 YP 7 BHT° 0
Slide Hours: 4.32 Percent Rotary: 90.20 Viscosity 33 SAND 0.5 PH 8.5 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 9.80 Chlorides 2000 WL 17 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 6.2 Azm. In: 281.3 Incl. Out: 1.5 Azm. Out: 179.96

GENERAL COMMENT
Drilling ahead 0:00 depth 6487

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
21-Sep-15 00:00 00:55 0.92 5518 5559 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
21-Sep-15 00:55 01:00 0.08 5559 5559 survey&conn. Survey & Conn.@5497' Inc 4.8°Azm 281.4°

21-Sep-15 01:00 02:00 1.00 5559 5579 sliding Sliding - (WOB:20;GPM :398;TFO:170R))
21-Sep-15 02:00 03:35 1.58 5579 5644 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 03:35 03:40 0.08 5644 5644 survey&Conn. Survey & Conn.@5582' Inc 3.6°Azm 278.5°

21-Sep-15 03:40 04:40 1.00 5644 5664 sliding Sliding - (WOB:20; :398;TFO:170R))
21-Sep-15 04:40 05:49 1.15 5664 5729 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 05:49 05:57 0.13 5729 5729 Survey & Conn. Survey & Conn.@5667' Inc 2.2°Azm 266.4°

21-Sep-15 05:57 07:03 1.10 5729 5754 sliding Sliding - (WOB:20; :398;TFO:90M))
21-Sep-15 07:03 08:46 1.72 5754 5815 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 08:46 08:50 0.07 5815 5815 survey& Conn. Survey & Conn.@5753' Inc 1.6°Azm 264.6°

21-Sep-15 08:50 10:54 2.07 5815 5901 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 10:54 10:58 0.07 5901 5901 survey&Conn. Survey & Conn.@5839' Inc 1.4°Azm 255.5°

21-Sep-15 10:58 13:31 2.55 5901 5986 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 13:31 13:36 0.08 5986 5986 survey& Conn. Survey & Conn.@5924' Inc 1.2°Azm 219.2°

21-Sep-15 13:36 14:30 0.90 5986 6072 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 14:30 14:34 0.07 6072 6072 Survey &Conn. Survey & Conn.@6010' Inc 1.4°Azm 208.1°
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14:34 16:19 1.75 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 6072 6157

16:19 16:30 0.18 Survey & Conn. Survey & Conn.@6095' Inc 1.7° Azm 201.5°21-Sep-15 6157 6157

16:30 16:38 0.13 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 6157 6163

16:38 17:11 0.55 Sliding Sliding - (WOB:20; :398;TFO:90M)21-Sep-15 6163 6178

17:11 17:35 0.40 Drilling Drilling - (WOB:20; :398;RPM:50)21-Sep-15 6178 6200

17:35 18:15 0.67 Sliding Sliding - (WOB:20; :398;TFO:50M))21-Sep-15 6200 6215

18:15 18:50 0.58 Drilling Drilling - (WOB:20;GPM :398;RPM:50)21-Sep-15 6215 6243

18:50 18:55 0.08 Survey & Conn. Survey & Conn.@6181' Inc 1.2° Azm 190.8°21-Sep-15 6243 6243

18:55 20:40 1.75 Drilling Drilling - (WOB:20;GPM :398;RPM:50)21-Sep-15 6243 6329

20:40 20:45 0.08 Survey & Conn. Survey & Conn.@6267' Inc 1.2° Azm 170.8°21-Sep-15 6329 6329

20:45 22:25 1.67 Drilling Drilling - (WOB:20;GPM :398;RPM:50)21-Sep-15 6329 6414

22:25 22:30 0.08 Survey & Conn. Survey & Conn.@6352' Inc 1.5° Azm 179.9°21-Sep-15 6414 6414

22:30 24:00 1.50 Drilling Drilling - (WOB:20;GPM :398;RPM:50)21-Sep-15 6414 6487

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  2 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
21-Sep-15 14:34 16:19 1.75 6072 6157 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 16:19 16:30 0.18 6157 6157 Survey & Conn. Survey & Conn.@6095' Inc 1.7°Azm 201.5°

21-Sep-15 16:30 16:38 0.13 6157 6163 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 16:38 17:11 0.55 6163 6178 Sliding Sliding - (WOB:20; :398;TFO:90M)
21-Sep-15 17:11 17:35 0.40 6178 6200 Drilling Drilling - (WOB:20; :398;RPM:50)
21-Sep-15 17:35 18:15 0.67 6200 6215 sliding Sliding - (WOB:20; :398;TFO:50M))
21-Sep-15 18:15 18:50 0.58 6215 6243 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
21-Sep-15 18:50 18:55 0.08 6243 6243 survey&Conn. Survey & Conn.@6181' Inc 1.2°Azm 190.8°

21-Sep-15 18:55 20:40 1.75 6243 6329 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
21-Sep-15 20:40 20:45 0.08 6329 6329 survey& Conn. Survey & Conn.@6267' Inc 1.2°Azm 170.8°

21-Sep-15 20:45 22:25 1.67 6329 6414 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
21-Sep-15 22:25 22:30 0.08 6414 6414 Survey &Conn. Survey & Conn.@6352' Inc 1.5°Azm 179.9°

21-Sep-15 22:30 24:00 1.50 6414 6487 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
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 8 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

6.69

0

0

644.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

34

2000

9.5

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 398 - 398 128End Depth Circulating Hours7196.00 1.17

Total Drilled: Avg. Total  ROP:709.00 32.47 Mud Data
35.81

Percent Rotary: 90.833.85 0.25SAND

24.00 Percent Slide: 9.17 WL 17 0

Brent BascumCompany Man:

1.5 179.96 1.6 155.2Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:65.00 16.88 0

From Tuesday, September 22, 2015 at 0000 to Tuesday, September 22, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone Directional

Mixing lost circulation materal to fix loss zone 0:00 depth 7196' 

Directional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours6487.00 17.98

Signature:  

GAS

Drilling Parameters
WOB 20 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

10

8.5

9

PV

PH

YP

00:00 00:15 0.25 Drilling Drilling - (WOB:20;GPM :398;RPM:50)22-Sep-15 6487 6499

00:15 00:20 0.08 Survey & Conn. Survey & Conn.@6437' Inc 1.9° Azm 175.6°22-Sep-15 6499 6499

00:20 01:25 1.08 Sliding Sliding - (WOB:20;GPM :398;TFO:50M))22-Sep-15 6499 6519

01:25 03:25 2.00 Drilling Drilling - (WOB:20;GPM :398;RPM:50)22-Sep-15 6519 6585

03:25 03:30 0.08 Survey & Conn. Survey & Conn.@6523' Inc 1.7° Azm 176.1°22-Sep-15 6585 6585

03:30 05:25 1.92 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6585 6670

05:25 05:33 0.13 Survey & Conn. Survey & Conn.@6608' Inc 2° Azm 172.3°22-Sep-15 6670 6670

05:33 06:29 0.93 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6670 6716

06:29 07:28 0.98 Sliding Sliding - (WOB:20; :398;TFO:340M))22-Sep-15 6716 6734

07:28 07:50 0.37 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6734 6756

07:50 08:03 0.22 Survey & Conn. Survey & Conn.@6694' Inc 2.2° Azm 171.2°22-Sep-15 6756 6756

08:03 08:11 0.13 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6756 6761

08:11 08:48 0.62 Sliding Sliding - (WOB:20; :398;TFO:0M))22-Sep-15 6761 6773

08:48 09:22 0.57 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6773 6800

09:22 10:32 1.17 Sliding Sliding - (WOB:20; :398;TFO:330M))22-Sep-15 6800 6815

10:32 11:56 1.40 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6815 6841

11:56 12:01 0.08 Survey & Conn. Survey & Conn.@6779' Inc 1.5° Azm 156.1°22-Sep-15 6841 6841

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 8 of 9
Company: Crescent Point API JOB # 43-047-52642

I LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Tuesday, September 22, 2015 at 0000 to Tuesday, September 22, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 6487.00 Rotary Hours 17.98 WOB 20 Pick UP 50 Slack Off 50 SPM

End Depth 7196.00 Circulating Hours 1.17 RAB 55 SPP 1447 FlowRate 398-398 128

Total Drilled: 709.00 Avg. Total ROP: 32.47 Mud Data
Total Rotary Drilled: 644.00 Avg. Rotary ROP: 35.81 Type H2O PV 10 SOLID 6.69
Total Drilled Sliding: 65.00 Avg. Slide ROP: 16.88 Weight 9.5 GAS 0 YP 9 BHT° 0
Slide Hours: 3.85 Percent Rotary: 90.83 Viscosity 34 SAND 0.25 PH 8.5 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 9.17 Chlorides 2000 WL 17 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 1.5 Azm. In: 179.96 Incl. Out: 1.6 Azm. Out: 155.2

GENERAL COMMENT
Mixing lost circulation materal to fix loss zone 0:00 depth 7196'

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Sep-15 00:00 00:15 0.25 6487 6499 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
22-Sep-15 00:15 00:20 0.08 6499 6499 survey&Conn. Survey & Conn.@6437' Inc 1.9°Azm 175.6°

22-Sep-15 00:20 01:25 1.08 6499 6519 sliding Sliding - (WOB:20;GPM :398;TFO:50M))
22-Sep-15 01:25 03:25 2.00 6519 6585 Drilling Drilling - (WOB:20;GPM :398;RPM:50)
22-Sep-15 03:25 03:30 0.08 6585 6585 survey&Conn. Survey & Conn.@6523' Inc 1.7°Azm 176.1°

22-Sep-15 03:30 05:25 1.92 6585 6670 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 05:25 05:33 0.13 6670 6670 survey& Conn. Survey & Conn.@6608' Inc 2°Azm 172.3°

22-Sep-15 05:33 06:29 0.93 6670 6716 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 06:29 07:28 0.98 6716 6734 sliding Sliding - (WOB:20; :398;TFO:340M))
22-Sep-15 07:28 07:50 0.37 6734 6756 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 07:50 08:03 0.22 6756 6756 survey& Conn. Survey & Conn.@6694' Inc 2.2°Azm 171.2°

22-Sep-15 08:03 08:11 0.13 6756 6761 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 08:11 08:48 0.62 6761 6773 sliding Sliding - (WOB:20; :398;TFO:0M))
22-Sep-15 08:48 09:22 0.57 6773 6800 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 09:22 10:32 1.17 6800 6815 sliding Sliding - (WOB:20; :398;TFO:330M))
22-Sep-15 10:32 11:56 1.40 6815 6841 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 11:56 12:01 0.08 6841 6841 survey&Conn. Survey & Conn.@6779' Inc 1.5°Azm 156.1°
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12:01 12:50 0.82 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6841 6884

12:50 13:57 1.12 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6884 6927

13:57 14:01 0.07 Survey & Conn. Survey & Conn.@6865' Inc 1.1° Azm 146.5°22-Sep-15 6927 6927

14:01 16:15 2.23 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 6927 7012

16:15 16:20 0.08 Survey & Conn. Survey & Conn.@6950' Inc 1.6° Azm 155.2°22-Sep-15 7012 7012

16:20 16:40 0.33 Rig
Service-Inhole

Rig Service-Inhole22-Sep-15 7012 7012

16:40 19:10 2.50 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 7012 7098

19:10 19:20 0.17 Survey & Conn. Survey & Conn.@6950' Inc 1.6° Azm 155.2°22-Sep-15 7098 7098

19:20 22:15 2.92 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 7098 7183

22:15 22:20 0.08 Survey & Conn. Survey & Conn.@6950' Inc 1.6° Azm 155.2°22-Sep-15 7183 7183

22:20 23:10 0.83 Drilling Drilling - (WOB:20; :398;RPM:50)22-Sep-15 7183 7196

23:10 24:00 0.83 Circulating Lost Circulation mixing mud 22-Sep-15 7196 7196

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  2 of 2License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
22-Sep-15 12:01 12:50 0.82 6841 6884 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 12:50 13:57 1.12 6884 6927 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 13:57 14:01 0.07 6927 6927 Survey &Conn. Survey & Conn.@6865' Inc 1.1°Azm 146.5°

22-Sep-15 14:01 16:15 2.23 6927 7012 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 16:15 16:20 0.08 7012 7012 survey& Conn. Survey & Conn.@6950' Inc 1.6°Azm 155.2°

22-Sep-15 16:20 16:40 0.33 7012 7012 A rvire-Inhnle Rig Service-Inhole

22-Sep-15 16:40 19:10 2.50 7012 7098 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 19:10 19:20 0.17 7098 7098 survey&Conn. Survey & Conn.@6950' Inc 1.6°Azm 155.2°

22-Sep-15 19:20 22:15 2.92 7098 7183 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 22:15 22:20 0.08 7183 7183 survey& Conn. Survey & Conn.@6950' Inc 1.6°Azm 155.2°

22-Sep-15 22:20 23:10 0.83 7183 7196 Drilling Drilling - (WOB:20; :398;RPM:50)
22-Sep-15 23:10 24:00 0.83 7196 7196 circulating Lost Circulation mixing mud
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 9 of  9Report Time:UT151823JOB NO.: 2400

API JOB #Crescent PointCompany: 43-047-52642

WORK ORDER#4 Star Ranch LOCATION: UT151823

Capstar 316 4 Star RanchRIG NAME: FIELD:

Utah 7SSTATE: Township:

Unitah 20E27COUNTY: SECT\RANGE:

4 Star Fed 6-27-7-20EWELL NAME:

Azm. Out:

SOLID

Flow T°

BHT°

6.69

0

0

644.00Total Rotary Drilled:

Slide Hours:

Below Rotary Hrs. Oil %

Type H2O

34

2000

9.5

Viscosity

Chlorides

Weight

Avg. Rotary ROP:

RAB SPP FlowRate55 1447 398 - 398 128End Depth Circulating Hours7196.00 1.17

Total Drilled: Avg. Total  ROP:709.00 32.47 Mud Data
35.81

Percent Rotary: 90.833.85 0.25SAND

24.00 Percent Slide: 9.17 WL 17 0

Brent BascumCompany Man:

1.6 155.2 0 0Incl. In: Incl. Out:Azm. In:

Avg. Slide ROP:65.00 16.88 0

From Wednesday, September 23, 2015 at 0000 to Wednesday, September 23, 2015 at 2400

PERSONNEL

Lead Directional :

Second Directional :

MWD Operator1

MWD Operator2

Lenny Hardman

Sam Sisneros

Scott Rodgers

Payzone DirectionalDirectional Company:

Geologist:

GENERAL COMMENT

DRILLING SUMMARY

Start Depth Rotary Hours6487.00 17.98

Signature:  

GAS

Drilling Parameters
WOB 20 Pick UP Slack Off SPM50 50

BHA
BHA # 1:Smith MDi 616, 6x16's, 7/8, 3.3
STG, 1.5 FBH, 0.16 Rev/Gal, UBHO Sub,
6" NMDC, 6" NMDC,

CASING

Size Lb/ft Set Depth

Total Drilled Sliding:

10

8.5

9

PV

PH

YP

00:00 03:53 3.88 Circulating Circulating23-Sep-15 7196 7196

03:53 09:20 5.45 POOH POOH23-Sep-15 7196 7196

09:20 10:30 1.17 Change BHA Change BHA L/D Tools 23-Sep-15 7196 7196

10:30 24:00 13.50 Standby Standby23-Sep-15 7196 7196

Activity
Code

Start
Time

End
Time

Hours COMMENTDate
Start
Depth

End
Depth

WinSERVE II Daily Report Daily Report for JOB#: UT151823 - Page  1 of 1License: NP4600

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 Report Time: 2400 9 of 9
Company: Crescent Point API JOB # 43-047-52642

LOCATION: 4 Star Ranch WORK ORDER# UT151823

RIG NAME: Capstar 316 FIELD: 4 Star Ranch

STATE: Utah Township: 78

COUNTY: Unitah SECT\RANGE: 27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

From Wednesday, September 23, 2015 at 0000 to Wednesday, September 23, 2015 at 2400
DRILLING SUMMARY Drilling Parameters

Start Depth 6487.00 Rotary Hours 17.98 WOB 20 Pick UP 50 Slack Off 50 SPM

End Depth 7196.00 Circulating Hours 1.17 RAB 55 SPP 1447 FlowRate 398-398 128

Total Drilled: 709.00 Avg. Total ROP: 32.47 Mud Data
Total Rotary Drilled: 644.00 Avg. Rotary ROP: 35.81 Type H2O PV 10 SOLID 6.69
Total Drilled Sliding: 65.00 Avg. Slide ROP: 16.88 Weight 9.5 GAS 0 YP 9 BHT° 0
Slide Hours: 3.85 Percent Rotary: 90.83 Viscosity 34 SAND 0.25 PH 8.5 Flow Te 0
Below Rotary Hrs. 24.00 Percent Slide: 9.17 Chlorides 2000 WL 17 Oil % 0

PERSONNEL CASING BHA
Lead Directional : Lenny Hardman Size Lb/ft Set Depth BHA #1:Smith MDi616, 6x16's, 7/8, 3.3

Second Directional : Sam Sisneros 6" NMDC, 6" NMDC,

MWD Operatori Scott Rodgers

MWD Operator2
Directional Company: Payzone Directional

Geologist: Signature:

Company Man: Brent Bascum

Incl. In: 1.6 Azm. In: 155.2 Incl Out: 0 Azm. Out: 0

GENERAL COMMENT

Start End Start End ActivityDate Hours COMMENTTime Time Depth Depth Code
23-Sep-15 00:00 03:53 3.88 7196 7196 circulating Circulating
23-Sep-15 03:53 09:20 5.45 7196 7196 POOH POOH
23-Sep-15 09:20 10:30 1.17 7196 7196 Change BHA Change BHA L/D Tools
23-Sep-15 10:30 24:00 13.50 7196 7196 standby Standby
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/

UT151823

Crescent Point

4 Star Ranch 
Capstar 316

Utah

Unitah

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

Range

4 Star Ranch

7S

20E

Bit Record

MOTOR DATA

Mud Data

JOB NO.:

Total Drilled:

Rotary Drilled:

Total Sliding:

Percent Slide:

Percent Rotary:

Avg. Total  ROP:

Avg. Rotary ROP:

Avg. Slide ROP:

6124.00

5438.00

686.00

48.93

54.89

26.28

88.80

11.20

Start Depth:
End Depth:

Rot / Total Hrs:

Circ Hrs:Tot/Only

1072.00

7196.00

99.07 / 125.17

132.43 / 7.27

Hrs In Hole: 154.50

Slide Hours: 26.10

35 - 50

251 - 398

50 - 50 50-50

55-55

17-Sep-15 @ 00:00

23-Sep-15 @ 10:30

Date In:

Date Out:

Time and Depths (This BHA)

Rotary RPM:

SO/PU:
Rot Wt:

Drilling Parameters

Flow Rate:

Hunting 

7/8, 3.3 STG, 1.5 FBH, 0.16

1.5

6.08

6 5/8

MFG.:

Bent Hsg / Sub:
Lobe/Stage:

Pad OD:

Bit to Bend:

JETS:

Type Bit:

Type Vis: PV:WT:

Reason POOH:

PDC

TFA: 1.178IADC#:

SMITH Smith MDi 616, 6x16's

1BHA #

YP:

WL:

Chlor: PH:SAND: SOL:GAS:

SPP:

Flow T °:H2O 9.5 34 10

9 8.5

17

2000 00.25 6.69

0

1150 - 1447

Oil %: 0

Lead DD:

Co. Man:

Lenny Hardman

Brent Bascum

WELL NAME: 4 Star Fed 6-27-7-20E

0

Rev/GAL: 0.16

NB Stab:

0Rotor Jet:

Bit Drop: 100 PSI @ 398 GPM

Motor RPM:

WOB:

Off Bot Pres.:

Avg Diff:
Stall Pres.:

TORQ:

Percent Hrs: 20.85

Percent Hrs: 79.15

1 - 20

4000 - 8700

64

Mud Motor Report

Run #: 1

Prop BUR:
Act BUR:

Cond.:

/

6-16

0Stator Clearance:
Lower Stab OD:
Upper Stab OD:
Extended Motor?
Number of Stalls:
Stall Duration:

Slow ROP

EXPANDED REASON PULLED:

As Expected
BHA PERFORMANCE:

Mud Motor Draind and Looked Good 
ADDITIONAL COMMENTS:

Motor SN:

(Expands to next page if necessary)

Formation:

Motor Failed?: NO

NO

6354

BHA Circ/ All BHA: 132.43 / 131.93

Bottom Hole T °: 0

7/8 / 3.3

/ °

Desc:

WinSURV II Mud Motor Report

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

BHA # 1 Mud Motor Report
JOB NO.: UT151823 FIELD: 4 Star Ranch
Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch Range 20E
RIG NAME: Capstar 316 Lead DD: Lenny Hardman
STATE: Utah Co. Man: Brent Bascum
COUNTY: Unitah
WELL NAME: 4 Star Fed 6-27-7-20E Motor Failed?: NO
Time and Depths (This BHA) MOTOR DATA Drilling Parameters

Date In: 17-Sep-15 @ 00:Oo Desc: 7/8, 3.3 STG, 1.5 FBH, 0.16 SO/PU: 50 - 50 / 50-50

Date Out: 23-Sep-15 @ 10:3o MFG.: Hunting Rot Wt: 55-55
Hrs In Hole: 154.50 BHA Circ/ AII BHA: 132.43 / 131.93 WOB: 1 - 20
Start Depth: 1072.00 Motor SN: 6354 TORO: 4000 - 8700
End Depth: 7196.00 Pad OD: 6 5/8 SPP: 1150 - 1447
Total Drilled: 6124.00 NB Stab: 0 Motor RPM: 64
Avg. Total ROP: 48.93 Bit to Bend: 6.08 Rotary RPM: 35 - 50
Circ Hrs:Tot/Only 132.43 / 7.27 Bent Hsg / Sub: 1.5 / 6 Flow Rate: 251 - 398
Percent Slide: 11.20 Lobe/Stage: 7/8 / 3.3 Avg Diff:
Percent Hrs: 20.85 Rev/GAL: 0.16 Stall Pres.:
Slide Hours: 26.10 Rotor Jet: 0 Off Bot Pres.:
Total Sliding: 686.00 Prop BUR: Bit Record
Avg. Slide ROP: 26.28 Act BUR: SMITH / Smith MDi 616, 6x16's
Percent Rotary: 88.80 Stator Clearance: 0 Run #: 1
Percent Hrs: 79.15 Lower Stab OD: Type Bit: PDC
Rot / Total Hrs: 99.07 / 125.17 Upper Stab OD: IADC#: TFA: 1.178
Rotary Drilled: 5438.00 Extended Motor? NO JETS: 6-16

Avg. Rotary ROP: 54.89 Number of Stalls: Bit Drop: 100 PSI @ 398 GPM
Reason POOH: Stall Duration: Cond.:

Mud Data
Type H2O WT: 9.5 Vis: 34 WL: 17 PV: 10 Flow T °: 0
SAND:0.25 Chlor: 2000 GAS: 0 SOL: 6.69 Oil%: 0 YP: 9 PH: 8.5 Bottom Hole T °: 0

Formation:
EXPANDED REASON PULLED:

Slow ROP

BHA PERFORMANCE:
As Expected

ADDITIONAL COMMENTS: (Expands to next page if necessary)
Mud Motor Draind and Looked Good

WinSURV II Mud Motor Report
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ROP vs BHA 

JOB NO.:

Company:

LOCATION:

RIG NAME:

STATE:

COUNTY:

FIELD:

Township:

SECT\RANGE:

COMMENT

UT151823

Crescent Point

4 Star Ranch 

Capstar 316

Utah

Unitah

4 Star Ranch

7S

27 20E

WELL NAME: 4 Star Fed 6-27-7-20E

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

JOB NO.: UT151823 FIELD: 4 Star Ranch

- Company: Crescent Point Township: 7S
LOCATION: 4 Star Ranch SECT\RANGE: 27 20E
RIG NAME: Capstar 316 COMMENT
STATE: Utah

COUNTY: Unitah
WELL NAME: 4 Star Fed 6-27-7-20E

Footage Drilled with BHA
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Activity Histograph

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Activity Histograph
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000
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Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000
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West Coast

Operations
2535 S. 2800 W, Bldg A

Roosevelt, UT 84066

435-856-3170

Operations
1801 Oak St. Ste 121 

Bakersfield, CA 93380 
661-805-8580

Ben Fagnant Erin Bieker

435-401-0656 303-946-3071

Nick Dean

435-790-6271

Accounts 

Payable/Receivable

Taryn Beith

Jennifer Castille

Well Planning

       Matthew Linton           
303-378-2833 

Rocky Mountain

Rockies/West Coast 
Operations Manager

Corporate Office    
700 17th Street; Suite 900  

303-876-6240
Denver, CO 80202  

Business 
Development

Rockies/West Coast 

Directional Coordinator

Sundry Number: 69380 API Well Number: 43047526420000Sundry Number: 69380 API Well Number: 43047526420000

Corporate Office
700 17th Street; Suite 900

Denver, CO 80202
303-876-6240

Rocky Mountain West Coast
Operations Operations

2535 S. 2800 W Bldg A 1801 Oak St. Ste 121
Roosevelt, UT 84066 Bakersfield, CA 93380

435-856-3]70 661-805-8580

Rockies/West Coast Business
Operations Manager Development

Ben Fagnant Erin Bieker
435-401-0656 303-946-307]

Rockies/West Coast Accounts
Directional Coordinator Payable/Receivable

Nick Dean Taryn Beith
435-790-627] Jennifer Castille

Well Planning
Matthew Linton

303-378-2833
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	APD-DRILL
	APD-WORKSHEET
	APD-APPROVAL
	APD-BLM
	APD-AMEND
	SUNDRY-SPUD
	OPERATOR-CHG
	APD-AMEND
	WCR

	8_amend: Off
	8_type_oil: Yes
	8_type_gas: Off
	8_type_dry: Off
	8_type_other: 
	8_work_drill: Yes
	8_work_horiz: Off
	8_work_deepen: Off
	8_work_reenter: Off
	8_work_recomp: Off
	8_work_other: 
	8_oper_name: Crescent Point Energy US Corp.
	8_oper_address: 555 17th St., Suite 1800
	8_oper_city: Denver
	8_oper_state: CO
	8_oper_zip: 80202
	8_oper_phone: 720-880-3637
	8_footage_surf: 2494 FNL 2489 FEL
	8_footage_prodzone: 2066 FNL 3386 FEL
	8_footage_td: 2124 FNL 3368 FEL
	8_lease: UTU-74417
	8_indian: N/A
	8_unit: N/A
	8_well_name: FOUR STAR FED 6-27-7-20E
	8_api: 4304752642
	8_field_name: THREE RIVERS
	8_qtr_qtr: SWNE
	8_sec: 27
	8_twp: 7S
	8_rng: 20E
	8_mer: S
	8_county: Uintah
	8_spud_date: 9/12/2015
	8_td_date: 9/25/2015
	8_compl_date: 11/30/2015
	8_abandoned: Off
	8_produce: Yes
	8_elevation: 4800
	8_td_md: 8000
	8_td_tvd: 7851
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